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4.3.1.1.1.25
Reference test frequencies for NR operating band n25

Table 4.3.1.1.1.25-1: Test frequencies for NR operating band n25 and SCS 15 kHz

	
	

	
	

	

	
	
	
	

	
	

	

	


	


	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	

	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	5
	25
	Downlink
	Low
	1932.5
	386500
	1930.25
	386050
	0
	15
	4829
	386410
	0
	0
	0
	0

	
	
	
	Mid
	1962.5
	392500
	1942.07
	388414
	101
	
	4904
	392410
	0
	0
	0
	101

	
	
	
	High
	1992.5
	398500
	1900.25
	380050
	500
	
	4979
	398410
	0
	0
	0
	500

	
	
	Uplink
	Low
	1852.5
	370500
	1850.25
	370050
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1882.5
	376500
	1790.25
	358050
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1912.5
	382500
	1910.07
	382014
	1
	
	-
	-
	-
	-
	-
	-

	10
	52
	Downlink
	Low
	1935
	387000
	1930.32
	386064
	0
	15
	4830
	386430
	2
	0
	0
	0

	
	
	
	Mid
	1962.5
	392500
	1939.64
	387928
	101
	
	4898
	391930
	2
	0
	0
	101

	
	
	
	High
	1990
	398000
	1895.32
	379064
	500
	
	4969
	397490
	22
	0
	0
	500

	
	
	Uplink
	Low
	1855
	371000
	1850.32
	370064
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1882.5
	376500
	1787.82
	357564
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1910
	382000
	1905.14
	381028
	1
	
	-
	-
	-
	-
	-
	-

	15
	79
	Downlink
	Low
	1937.5
	387500
	1930.39
	386078
	0
	15
	4831
	386450
	4
	0
	0
	0

	
	
	
	Mid
	1962.5
	392500
	1937.21
	387442
	101
	
	4892
	391450
	4
	0
	0
	101

	
	
	
	High
	1987.5
	397500
	1890.39
	378078
	500
	
	4956
	396510
	0
	2
	1
	502

	
	
	Uplink
	Low
	1857.5
	371500
	1850.39
	370078
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1882.5
	376500
	1785.39
	357078
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1907.5
	381500
	1900.21
	380042
	1
	
	-
	-
	-
	-
	-
	-

	20
	106
	Downlink
	Low
	1940
	388000
	1930.46
	386092
	0
	15
	4832
	386650
	18
	4
	2
	4

	
	
	
	Mid
	1962.5
	392500
	1934.78
	386956
	101
	
	4886
	390970
	6
	0
	0
	101

	
	
	
	High
	1985
	397000
	1885.46
	377092
	500
	
	4943
	395530
	2
	2
	1
	502

	
	
	Uplink
	Low
	1860
	372000
	1850.46
	370092
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1882.5
	376500
	1782.96
	356592
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1905
	381000
	1895.28
	379056
	1
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.


Table 4.3.1.1.1.25-2: Test frequencies for NR operating band n25 and SCS 30 kHz
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	10
	24
	Downlink
	Low
	1935
	387000
	1930.68
	386136
	0
	15
	4836
	386910
	18
	5
	0
	10

	
	
	
	Mid
	1962.5
	392500
	1921.82
	384364
	101
	
	4904
	392410
	18
	5
	0
	212

	
	
	
	High
	1990
	398000
	1805.68
	361136
	500
	
	4975
	397970
	14
	6
	1
	1012

	
	
	Uplink
	Low
	1855
	371000
	1850.68
	370136
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1882.5
	376500
	1698.18
	339636
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1910
	382000
	1905.32
	381064
	1
	
	-
	-
	-
	-
	-
	-

	15
	38
	Downlink
	Low
	1937.5
	387500
	1930.66
	386132
	0
	15
	4837
	386930
	2
	6
	1
	12

	
	
	
	Mid
	1962.5
	392500
	1919.3
	383860
	101
	
	4898
	391930
	2
	6
	1
	214

	
	
	
	High
	1987.5
	397500
	1800.66
	360132
	500
	
	4962
	396990
	22
	6
	1
	1012

	
	
	Uplink
	Low
	1857.5
	371500
	1850.66
	370132
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1882.5
	376500
	1695.66
	339132
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1907.5
	381500
	1900.3
	380060
	1
	
	-
	-
	-
	-
	-
	-

	20
	51
	Downlink
	Low
	1940
	388000
	1930.82
	386164
	0
	15
	4835
	386890
	2
	5
	0
	10

	
	
	
	Mid
	1962.5
	392500
	1916.96
	383392
	101
	
	4892
	391450
	22
	5
	0
	212

	
	
	
	High
	1985
	397000
	1795.82
	359164
	500
	
	4949
	396010
	18
	6
	1
	1012

	
	
	Uplink
	Low
	1860
	372000
	1850.82
	370164
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1882.5
	376500
	1693.32
	338664
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1905
	381000
	1895.46
	379092
	1
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-2 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.


Table 4.3.1.1.1.25-3: Test frequencies for NR operating band n25 and SCS 60 kHz

	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	10
	11
	Downlink
	Low
	1935
	387000
	1931.04
	386208
	0

	
	
	
	Mid
	1962.5
	392500
	1885.82
	377164
	101

	
	
	
	High
	1990
	398000
	1626.04
	325208
	500

	
	
	Uplink
	Low
	1855
	371000
	1851.04
	370208
	0

	
	
	
	Mid
	1882.5
	376500
	1518.54
	303708
	500

	
	
	
	High
	1910
	382000
	1905.32
	381064
	1

	15
	18
	Downlink
	Low
	1937.5
	387500
	1931.02
	386204
	0

	
	
	
	Mid
	1962.5
	392500
	1883.3
	376660
	101

	
	
	
	High
	1987.5
	397500
	1621.02
	324204
	500

	
	
	Uplink
	Low
	1857.5
	371500
	1851.02
	370204
	0

	
	
	
	Mid
	1882.5
	376500
	1516.02
	303204
	500

	
	
	
	High
	1907.5
	381500
	1900.3
	380060
	1

	20
	24
	Downlink
	Low
	1940
	388000
	1931.36
	386272
	0

	
	
	
	Mid
	1962.5
	392500
	1881.14
	376228
	101

	
	
	
	High
	1985
	397000
	1616.36
	323272
	500

	
	
	Uplink
	Low
	1860
	372000
	1851.36
	370272
	0

	
	
	
	Mid
	1882.5
	376500
	1513.86
	302772
	500

	
	
	
	High
	1905
	381000
	1895.64
	379128
	1
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