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<Start of first modified section>
4.6.3
Radio resource control information elements

<unchanged tables skipped>

–
MeasGapConfig
Table 4.6.3-51: MeasGapConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig ::= SEQUENCE {
	
	
	

	  gapFR2 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      gapOffset
	159
	
	

	      mgl
	ms3dot5
	
	

	      mgrp
	ms160
	
	

	      mgta
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  gapFR1
	Not present
	
	

	  gapUE
	Not present
	
	

	}
	
	
	


–
MeasGapSharingConfig
Table 4.6.3-51A: MeasGapSharingConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapSharingConfig ::= SEQUENCE {
	
	
	

	  gapSharingFR2
	Not present
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  gapSharingFR1
	Not present
	
	

	  gapSharingUE
	Not present
	
	

	}
	
	
	


<unchanged tables skipped>

–
MeasObjectNR
Table 4.6.3-56: MeasObjectNR(Thres)
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectNR::= SEQUENCE {
	
	
	

	  ssbFrequency
	ARFCN-ValueNR with condition DL_SSB
	
	

	  ssbSubcarrierSpacing
	SubcarrierSpacing
	
	

	  smtc1
	SSB-MTC
	
	

	  smtc2
	Not present
	
	

	  refFreqCSI-RS
	Not present
	
	

	  referenceSignalConfig SEQUENCE {
	
	
	

	    ssb-ConfigMobility SEQUENCE {
	
	
	

	      ssb-ToMeasure CHOICE {
	
	
	

	        setup
	SSB-ToMeasure
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	      }
	
	
	

	      deriveSSB-IndexFromCell
	true
	
	

	      ss-RSSI-Measurement
	[Not present]
	This value is temporarily set in RAN5#79.
	

	
	
	
	

	    }
	
	
	

	    csi-rs-ResourceConfigMobility
	Not present
	
	

	  }
	
	
	

	  absThreshSS-BlocksConsolidation SEQUENCE {
	
	
	

	    thresholdRSRP
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	    thresholdRSRQ
	Not present
	
	

	    thresholdSINR
	Not present
	
	

	  }
	
	
	

	  absThreshCSI-RS-Consolidation SEQUENCE {
	
	
	

	    thresholdRSRP
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	    thresholdRSRQ
	Not present
	
	

	    thresholdSINR
	Not present
	
	

	  }
	
	
	

	  nrofSS-BlocksToAverage
	[2]
	This value is temporarily set in RAN5#79.
	

	  nrofCSI-RS-ResourcesToAverage
	Not present
	
	

	  quantityConfigIndex
	[1]
	This value is temporarily set in RAN5#79.
	

	  offsetMO SEQUENCE {
	
	
	

	    rsrpOffsetSSB
	dB0
	
	

	    rsrqOffsetSSB
	dB0
	
	

	    sinrOffsetSSB
	dB0
	
	

	    rsrpOffsetCSI-RS
	dB0
	
	

	    rsrqOffsetCSI-RS
	dB0
	
	

	    sinrOffsetCSI-RS
	dB0
	
	

	  }
	
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList
	Not present
	
	

	  blackCellsToRemoveList
	Not present
	
	

	  blackCellsToAddModList
	Not present
	
	

	  whiteCellsToRemoveList
	Not present
	
	

	  whiteCellsToAddModList
	Not present
	
	

	  freqBandIndicatorNR-v1530
	Not present
	
	

	  measCycleSCell-v1530
	Not present
	
	

	}
	
	
	


<unchanged tables skipped>

–
QuantityConfig
Table 4.6.3-96: QuantityConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	QuantityConfig::= SEQUENCE {
	
	
	

	  quantityConfigNR-List SEQUENCE (SIZE (1..maxNrofQuantityConfig)) OF SEQUENCE {
	2 entries
	
	

	  quantityConfigCell[1] SEQUENCE {
	
	
	

	    ssb-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	    cs-RS-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	  }
	
	
	

	  quantityConfigRS-Index[1] SEQUENCE {
	
	
	

	    ssb-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	    cs-RS-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	  }
	
	
	

	  quantityConfigCell[2] SEQUENCE {
	
	
	

	    ssb-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	    cs-RS-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	  }
	
	
	

	  quantityConfigRS-Index[2] SEQUENCE {
	
	
	

	    ssb-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	    cs-RS-FilterConfig SEQUENCE {
	
	
	

	      filterCoefficientRSRP
	FilterCoefficient
	
	

	      filterCoefficientRSRQ
	FilterCoefficient
	
	

	      filterCoefficientRS-SINR
	FilterCoefficient
	
	

	    }
	
	
	

	  }
	
	
	

	  quantityConfigEUTRA
	Not present
	
	

	}
	
	
	


<unchanged tables skipped>

–
ReportConfigNR
Table 4.6.3-107: ReportConfigNR(Thres)
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigNR::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA1 SEQUENCE {
	
	
	EVENT_A1

	          a1-Threshold CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	
	
	
	

	
	
	
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger with condition EVENT_A1
	
	

	        }
	
	
	

	        eventA2 SEQUENCE {
	
	
	EVENT_A2

	          a2-Threshold CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	
	
	
	

	
	
	
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	        }
	
	
	

	        eventA3 SEQUENCE {
	
	
	EVENT_A3

	          a3-Offset SEQUENCE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	false
	
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger with condition EVENT_A3
	
	

	          useWhiteCellList
	false
	
	

	        }
	
	
	

	        eventA4 SEQUENCE {
	
	
	EVENT_A4

	          a4-Threshold CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	
	
	
	

	
	
	
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	[false]
	This value is temporarily set in RAN5#79.
	

	        }
	
	
	

	        eventA5 SEQUENCE {
	
	
	EVENT_A5

	          a5-Threshold1 CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	
	
	
	

	
	
	
	

	          }
	
	
	

	          a5-Threshold2 CHOICE {
	
	
	

	            rsrp
	Thres
	Thres is an entry value into a mapping table in TS 38.133 [13].
	

	
	
	
	

	
	
	
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	[false]
	This value is temporarily set in RAN5#79.
	

	        }
	
	
	

	        eventA6 SEQUENCE {
	
	
	EVENT_A6

	          a6-Offset CHOICE {
	
	
	

	            rsrp
	Thres
	 Thres is an entry value into a mapping table in TS 38.133 [13].
	

	          }
	
	
	

	          reportOnLeave
	[false]
	This value is temporarily set in RAN5#79.
	

	          hysteresis
	Hysteresis
	
	

	          timeToTrigger
	TimeToTrigger
	
	

	          useWhiteCellList
	[false]
	This value is temporarily set in RAN5#79.
	

	        }
	
	
	

	      }
	
	
	

	      rsType
	ssb
	
	

	      reportInterval
	ReportInterval
	
	

	      reportAmount 
	r2
	
	

	      reportQuantityCell SEQUENCE {
	
	
	

	        rsrp
	true
	
	

	        rsrq
	true
	
	

	        sinr
	true
	
	

	      }
	
	
	

	      maxReportCells
	8
	
	

	      reportQuantityRsIndexes
	Not present
	
	

	      maxNrofRSIndexesToReport
	Not present
	
	

	      includeBeamMeasurements
	false
	
	

	      reportAddNeighMeas
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	EVENT_A1
	Configuration of Event A1

	EVENT_A2
	Configuration of Event A2

	EVENT_A3
	Configuration of Event A3

	EVENT_A4
	Configuration of Event A4

	EVENT_A5
	Configuration of Event A5

	EVENT_A6
	Configuration of Event A6


<unchanged tables skipped>

–
SSB-ToMeasure
Editor’s Note: Based on ongoing RAN2 work on CR 100 for TS 38.331, R2-1812411 (CR 100r3).

Table 4.6.3-138C: SSB-ToMeasure

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-ToMeasure ::= CHOICE {
	
	
	

	  shortBitmap
	0100
	
	(FREQ<=3GHz AND (FR1_FDD OR NOT CASE_C)) OR (FREQ<=2.4GHz AND FR1_TDD)

	  mediumBitmap
	01000000
	
	(FREQ>3GHz AND FR1) OR (FREQ>2.4GHz AND FR1_TDD AND CASE_C)

	  longBitmap
	01000000 00000000 00000000 00000000 00000000 00000000 00000000 00000000
	
	FR2

	}
	
	
	


	Condition
	Explanation

	FREQ<=2.4GHz
	Frequency range <= 2.4GHz

	FREQ>2.4GHz
	Frequency range > 2.4GHz

	FREQ<=3GHz
	Frequency range <= 3GHz

	FREQ>3GHz
	Frequency range > 3GHz

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz 

	FR1_FDD
	FDD frequency range < 6GHz

	CASE_C
	SS Block pattern “Case C” to be applied for the given band and subcarrier spacing according to TS 38.101-1 [7] Table 5.4.3.3-1


<End of modified section>
