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	Reason for change:
	1. Due to introduction of new A-SEM, ACLR and Additional spurious emission test cases for UL 256QAM, applicability of corresponding UL 64QAM tests must be updated, to avoid unnecessary, duplicated testing. More details provided in (discussion paper) R5-187185 or a later revision of it.
2. A transition period is required for above described changes to avoid that applicability changes for UL 64QAM tests and availability of corresponding UL 256QAM tests are not synchronized.

	
	

	Summary of change:
	1. Applicability statements of UL 64QAM test cases
· 6.6.2.2A.1_1
· 6.6.2.2A.2_1
· 6.6.2.3_4
· 6.6.3.3A.1_1
· 6.6.3.3A.2_1
have been extended with "but do not support UL 256QAM".

2. For the above described changes a transition period of two meeting cycles has been introduced in the Editor’s Note of affected test cases.

	
	

	Consequences if not approved:
	LTE_UL_CAP_enh-UEConTest work plan will remain incomplete.
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	6.6.2.2A.1_1 and 6.6.2.2A.2_1 and 6.6.2.3_4 and 6.6.3.3A.1_1 and 6.6.3.3A.2_1
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	Other comments:
	


< begin of first modification >
6.6.2.2A.1_1
Additional Spectrum Emission Mask for CA (intra-band contiguous DL CA and UL CA) for UL 64QAM
Editor's note: For a transition period until RAN5#81, this test case in version 15.3.1 of 36.521-1 shall be used. This is to ensure no test coverage is lost before the UL 256QAM test case becomes available.

6.6.2.2A.1_1.1
Test purpose

Same test purpose as in clause 6.6.2.2A.1.1.

6.6.2.2A.1_1.2
Test applicability

This test case applies to all types of E-UTRA UE from release 13 and forward that support intra-band contiguous DL CA, UL CA and UL 64QAM but do not support UL 256QAM.

6.6.2.2A.1_1.3
Minimum conformance requirements

< end of first modification >
< begin of second modification >
6.6.2.2A.2_1
Additional Spectrum Emission Mask for CA (inter-band DL CA and UL CA) for UL 64QAM
Editor's note: For a transition period until RAN5#81, this test case in version 15.3.1 of 36.521-1 shall be used. This is to ensure no test coverage is lost before the UL 256QAM test case becomes available.

6.6.2.2A.2_1.1
Test purpose

To verify that the power of any UE emission shall not exceed specified lever for the specified channel bandwidth for CA under the deployment scenarios where additional requirements are specified.

6.6.2.2A.2_1.2
Test applicability

This test case applies to all types of E-UTRA UE release 13 and forward that support inter-band DL CA and UL CA and UL 64QAM but do not support UL 256QAM.

6.6.2.2A.2_1.3
Minimum conformance requirements

< end of second modification >
< begin of third modification >
6.6.2.3_4
Adjacent Channel Leakage power Ratio for Multi-Cluster PUSCH with UL 64QAM

Editor's note: For a transition period until RAN5#81, this test case in version 15.3.1 of 36.521-1 shall be used. This is to ensure no test coverage is lost before the UL 256QAM test case becomes available.

6.6.2.3_4.1
Test purpose

Same test purpose as in clause 6.6.2.3_2.
6.6.2.3_4.2
Test applicability

This test case applies to all types of E-UTRA UE from release 13 and forward that support UL 64QAM and multi cluster PUSCH within a component carrier for the tested band but do not support UL 256QAM.

6.6.2.3_4.3
Minimum conformance requirements
< end of third modification >
< begin of fourth modification >
6.6.3.3A.1_1
Additional spurious emissions for CA (intra-band contiguous DL CA and UL CA) for UL 64QAM
Editor's note: For a transition period until RAN5#81, this test case in version 15.3.1 of 36.521-1 shall be used. This is to ensure no test coverage is lost before the UL 256QAM test case becomes available.

6.6.3.3A.1_1.1
Test purpose

Same test purpose as in clause 6.6.3.3A.1.1
6.6.3.3A.1_1.2
Test applicability

This test case applies to all types of E-UTRA UE from release 13 and forward that support intra-band contiguous DL CA, UL CA and UL 64QAM but do not support UL 256QAM.

6.6.3.3A.1_1.3
Minimum conformance requirements 

< end of fourth modification >
< begin of fifth modification >
6.6.3.3A.2_1
Additional spurious emissions for CA (inter-band DL CA and UL CA) for UL 64QAM

Editor's note: For a transition period until RAN5#81, this test case in version 15.3.1 of 36.521-1 shall be used. This is to ensure no test coverage is lost before the UL 256QAM test case becomes available.

6.6.3.3A.2_1.1
Test purpose

To verify that UE transmitter does not cause unacceptable interference to other channels or other systems in terms of transmitter spurious emissions in inter-band carrier aggregation under the deployment scenarios where additional requirements are specified.
6.6.3.3A.2_1.2
Test applicability

This test case applies to all types of E-UTRA UE release 13 and forward that support inter-band DL CA and UL CA and UL 64QAM but do not support UL 256QAM.

6.6.3.3A.2_1.3
Minimum conformance requirements 

< end of fifth modification >
