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<Unchanged sections skipped>
4.3.1.0A
Mid test channel bandwidth

The Mid test channel bandwidth definition for RF is given in Table 4.3.1-1 and Table 4.3.1-2 for FR1 and FR2 respectively.

Table 4.3.1-1: Mid Test Channel bandwidths for each NR band, FR1

	NR band / UE Mid Test Channel bandwidth

	NR Band
	Mid [MHz]

	n1
	15

	n2
	15

	n3
	15

	n5
	15

	n7
	15

	n8
	15

	n12
	10

	n20
	15

	n25
	15

	n28
	15

	n34
	10

	n38
	15

	n39
	20

	n40
	30

	n41
	50

	n51
	5

	n66
	20

	n70
	15

	n71
	10

	n75
	15

	n76
	5

	n77
	50

	n78
	50

	n79
	60

	n80
	20

	n81
	15

	n82
	15

	n83
	15

	n84
	15

	n86
	20


Table 4.3.1-2: Mid Test Channel bandwidths for each NR band, FR2

	NR band / UE Mid Test Channel bandwidth

	NR Band
	Mid [MHz]

	n257
	100

	n258
	[200]

	n260
	[200]

	NOTE 1:
If Mid channel bandwidth is not supported by the UE in UL and/or DL, select the closest lower channel BW supported by the UE in both UL and DL.


4.3.1.0B
Bandwidth part
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