Page 1



3GPP TSG-RAN5 Meeting #81 
R5-187227
Spoken, USA, 12th– 16th November 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.903
	CR
	0015
	rev
	-
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction to measurement error contribution descriptions of RF leakage

	
	

	Source to WG:
	Anritsu

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2018-11-02

	
	
	
	
	1

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	This MU contribution can be assumed as part of the quality of quiet zone evaluation result and thus this should be avoided to be double counted.


	
	

	Summary of change:
	Added an explanation to the existing description.



	
	

	Consequences if not approved:
	This MU factor might be double couted in the MU budget table.
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	Other comments:
	Related discussion paper: R5-187226


<< Unchanged sections omitted >>
B.2.1.12
RF leakage (from measurement antenna to receiver/transmitter)

This contribution denotes noise leaking in to connector and cable(s) between measurement antenna and receiving/transmitting equipment. The contribution also includes the noise leakage between the connector and cable(s) between reference antenna and transmitting equipment for the calibration phase. This contribution can be measured along with the quality of quiet zone evaluation and included in that uncertainty.
<< End of changes >>
