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	Reason for change:
	1. In step 4 of the test procedure, the reference for scheduling on UL RMC is wrong. Only the first five table are considered, even though nine tables are present.

2. In step 6 of the test procedure, the the A-MPR requirements are verified against the configuration tables of the present test case and not against the requirement tables of the A-MPR test case.
3. In step 7 of the test procedure, the reference for measurement setup are the configuration tables of the present test case and not the requirement tables of the test requirement section, wherein the measurement is described.

	
	

	Summary of change:
	1. The reference in step 4 has been corrected to consider all configuration tables, instead of only five.

2. The reference in step 6 has been corrected to point on the requirements in sub-clause 6.2.4A.2.5.

3. The reference in step 7 has been corrected to point on the requirements in sub-clause 6.6.3.3.5.
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< begin of modification >
6.6.3.3A.2.4.2
Test procedures
1.
Configure SCC according to Annex C.0, C.1 and Annex C.3.0 for all downlink physical channels.

2.
The SS shall configure SCC as per TS 36.508 [7] clause 5.2A.4. Message contents are defined in clause 6.6.3.3A.2.4.3
3.
SS activates SCC by sending the activation MAC-CE (Refer TS 36.321 [13], clauses 5.13, 6.1.3.8). Wait for at least 2 seconds (Refer TS 36.133, clauses 8.3.3.2).

4.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format 0 for C_RNTI to schedule the UL RMC according to Tables 6.6.3.3A.2.4.1-2 to 6.6.3.3A.2.4.1-9 as appropriate on both PCC and SCC. Since the UE has no payload and no loopback data to send the UE sends uplink MAC padding bits on the UL RMC.

5.
Send continuously uplink power control “up” commands in every uplink scheduling information to the UE until the UE transmits at PUMAX level.

6.
Measure the mean power of the UE in the channel bandwidth of the radio access mode according to the test configuration, which shall meet the requirements described in Tables 6.2.4A.2.5-1 to 6.2.4A.2.5-16 as appropriate. The period of the measurement shall be at least one sub-frame (1ms).

7.
Measure the power of the transmitted signal with a measurement filter of bandwidths according to Tables 6.6.3.3.5.1-1 to 6.6.3.3.5.22-1 as defined in Table 6.6.3.3A.2.4.1-1. The centre frequency of the filter shall be stepped in contiguous steps according to the same table. The measured power shall be verified for each step. The measurement period shall capture the active time slots.

6.6.3.3A.2.4.3
Message contents

< end of modification >
