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	Reason for change:
	newUE-Identity in CellGroupConfig refers to RNTI value 0. However

RNTI value 0 is not a valid value based on TS 38.321 table 7.1-1:
Value (hexa-decimal)

RNTI

0000

N/A

0001–FFEF

RA-RNTI, Temporary C-RNTI, C-RNTI, MCS-C-RNTI, CS-RNTI, TPC-PUCCH-RNTI, TPC-PUSCH-RNTI, TPC-SRS-RNTI, INT-RNTI, SFI-RNTI, and SP-CSI-RNTI

FFF0–FFFD

Reserved

FFFE
P-RNTI
FFFF
SI-RNTI


	
	

	Summary of change:
	Updated RNTI value to any valid value based on TS 38.321 table 7.1-1.

	
	

	Consequences if not approved:
	Initial conditions for conformance testing can not be performed properly.
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	Other comments:
	


<Start of modified section>
–
RNTI-Value
Table 4.6.3-113: RNTI-Value

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RNTI-Value
	SS arbitrarily selects a value between ‘0001’H and ‘FFEF’H
	
	


–
RSRP-Range
Table 4.6.3-114: RSRP-Range

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RSRP-Range
	[0]
	Mapping table is not yet specified in 38.133.

This value is temporarily set in RAN5#79.
	


<End of modified section>
