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	Reason for change:
	1. TC 8.3.1.16a requires Inter-mode measurements, this was considered to be not applicable for CAT-M1 testing during the initial analysis (see R5-172873).
2. TC 8.3.1.9a is equivalent to TC 8.3.1.9, but covers “'cells on single frequency only'. If a CAT-M1 device does not support Feature Group Indicator 25, then the test case execution of TC 8.3.1.9 and 8.3.1.9a will test the same test purpose, therefore it is proposed to set 8.3.1.9a as not applicable for CAT-M1 UEs 

	
	

	Summary of change:
	1. TC 8.3.1.16a is updated to be marked as not applicable for CAT-M1 UEs

2. TC 8.3.1.9a is updated to be marked as not applicable for CAT-M1 UEs
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Recommended Test Case Applicability
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT
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	[Text Skipped Here]
	
	
	
	
	
	
	

	8.3.1.1
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A1
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.2
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Event A2
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.3
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (intra and inter-frequency measurements)
	Rel-8
	C09F
	UEs supporting E-UTRA and Feature Group Indicator 25 or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and Feature Group Indicator 25)
	pc_eFDD
	
	
	

	
	
	
	C09T
	
	pc_eTDD
	
	
	

	8.3.1.3a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (intra and inter-frequency measurements) / RSRQ based measurements
	Rel-9
	C09F
	UEs supporting E-UTRA and Feature Group Indicator 25 or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and Feature Group Indicator 25)
	pc_eFDD
	
	Note 3
	

	
	
	
	C09T
	
	pc_eTDD
	
	
	

	8.3.1.4
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Periodic reporting (intra and inter-frequency measurements)
	Rel-8
	C11F
	UEs supporting E-UTRA and Feature Group Indicator 16 and Feature Group Indicator 25 or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and Feature Group Indicator 25)
	pc_eFDD
	
	
	

	
	
	
	C11T
	
	pc_eTDD
	
	
	

	8.3.1.5
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous event A3 (intra-frequency measurements)
	Rel-8
	C18
	UEs supporting E-UTRA or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage and CE Mode A)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.6
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (inter-frequency measurements)
	Rel-8
	C09F
	UEs supporting E-UTRA and Feature Group Indicator 25 or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage and CE Mode A and Feature Group Indicator 25)
	pc_eFDD
	
	
	

	
	
	
	C09T
	
	pc_eTDD
	
	
	

	8.3.1.7
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Blacklisting
	Rel-8
	C12
	UEs supporting E-UTRA or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and intra-frequency handover to target cell in normal coverage and CE Mode A)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.8
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Handover / IE measurement configuration present
	Rel-8
	C12
	UEs supporting E-UTRA or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and intra-frequency handover to target cell in normal coverage and CE Mode A)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.9
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Intra-frequency handover / IE measurement configuration not present
	Rel-8
	C12
	UEs supporting E-UTRA or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and intra-frequency handover to target cell in normal coverage and CE Mode A) 
	pc_eFDD
	
	Either TC 8.3.1.9 or TC 8.3.1.9a shall be executed.

(Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.9a
	Measurement configuration control and reporting / Intra Frequency measurements / Intra-frequency handover / IE measurement configuration not present / Single Frequency operation
	Rel-8
	C224
	UEs supporting E-UTRA and NOT Category M1
This test is 'cells on single frequency only' equivalent of TC 8.3.1.9
	pc_eFDD
	
	Either TC 8.3.1.9 or TC 8.3.1.9a shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.10
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Inter-frequency handover / IE measurement configuration not present
	Rel-8
	C28F
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25 or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and intra-frequency handover to target cell in normal coverage and CE Mode A and Feature Group Indicator 25)
	pc_eFDD
	
	
	

	
	
	
	C28T
	
	pc_eTDD
	
	
	

	8.3.1.11
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Continuation of the measurements after RRC connection re-establishment
	Rel-8
	C12
	UEs supporting E-UTRA or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and intra-frequency handover to target cell in normal coverage and CE Mode A)
	pc_eFDD
	
	Either TC 8.3.1.11 or TC 8.3.1.11a shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.11a
	Measurement configuration control and reporting / Intra Frequency measurements / Continuation of the measurements after RRC connection re-establishment / Single Frequency operation
	Rel-8
	C12
	UEs supporting E-UTRA or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and intra-frequency handover to target cell in normal coverage and CE Mode A).

This test is 'cells on single frequency only' equivalent of TC 8.3.1.11
	pc_eFDD
	
	Either TC 8.3.1.11 or TC 8.3.1.11a shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.3.1.12
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (Inter-band measurements)
	Rel-9
	C186F
	UEs supporting E-UTRA and Feature Group Indicator 25 or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and intra-frequency handover to target cell in normal coverage and CE Mode A and Feature Group Indicator 25) and more than 1 FDD or TDD E-UTRA band 
	pc_eFDD
	
	Note 3
	

	
	
	
	C186T
	
	pc_eTDD
	
	
	

	8.3.1.12a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (inter-band measurements) / Between FDD and TDD
	Rel-9
	C130
	UEs supporting E-UTRA FDD and E-UTRA TDD and FDD Feature Group Indicator 25 and TDD Feature Group Indicator 25 and NOT Category M1
	
	
	Note 3
	

	8.3.1.13
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Periodic reporting (intra-frequency and inter-band measurements)
	Rel-9
	C186F
	UEs supporting E-UTRA and Feature Group Indicator 25 or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and intra-frequency handover to target cell in normal coverage and CE Mode A and Feature Group Indicator 25) and more than 1 FDD or TDD E-UTRA band 
	pc_eFDD
	
	Note 3
	

	
	
	
	C186T
	
	pc_eTDD
	
	
	

	8.3.1.13a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Periodic reporting (intra-frequency and inter-band measurements) / Between FDD and TDD
	Rel-9
	C130
	UEs supporting E-UTRA FDD and E-UTRA TDD and FDD Feature Group Indicator 25 and TDD Feature Group Indicator 25 and NOT Category M1
	
	
	Note 3
	

	8.3.1.14
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (Inter-band measurements)
	Rel-9
	C186F
	UEs supporting E-UTRA and Feature Group Indicator 25 or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and intra-frequency handover to target cell in normal coverage and CE Mode A and Feature Group Indicator 25) and more than 1 FDD or TDD E-UTRA band 
	pc_eFDD
	
	Note 3
	

	
	
	
	C186T
	
	pc_eTDD
	
	
	

	8.3.1.14a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (inter-band measurements) / Between FDD and TDD
	Rel-9
	C130
	UEs supporting E-UTRA FDD and E-UTRA TDD and FDD Feature Group Indicator 25 and TDD Feature Group Indicator 25 and NOT Category M1 
	
	
	Note 3
	

	8.3.1.15
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Inter-band handover / IE measurement configuration not present
	Rel-9
	C45F
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25 or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and intra-frequency handover to target cell in normal coverage and CE Mode A and Feature Group Indicator 25) and more than 1 FDD or TDD E-UTRA band 
	pc_eFDD
	
	Note 3
	

	
	
	
	C45T
	
	pc_eTDD
	
	
	

	8.3.1.15a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Inter-band handover / IE measurement configuration not present / Between FDD and TDD
	Rel-9
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and FDD Feature Group Indicator 25 and FDD Feature Group Indicator 30 and TDD Feature Group Indicator 25 and TDD Feature Group Indicator 30 and NOT Category M1
	
	
	Note 3
	

	8.3.1.16
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Continuation of the measurements after RRC connection re-establishment / Inter-band
	Rel-9
	C186F
	UEs supporting E-UTRA and Feature Group Indicator 25 or (CE Mode A and eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A and intra-frequency handover to target cell in normal coverage and CE Mode A and Feature Group Indicator 25) and more than 1 FDD or TDD E-UTRA band 
	pc_eFDD
	
	Note 3
	

	
	
	
	C186T
	
	pc_eTDD
	
	
	

	8.3.1.16a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Continuation of the measurements after RRC connection re-establishment / Inter-band / Between FDD and TDD
	Rel-9
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and FDD Feature Group Indicator 25 and FDD Feature Group Indicator 30 and TDD Feature Group Indicator 25 and TDD Feature Group Indicator 30 and NOT Category M1
	
	
	Note 3
	


