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5.5.7.1
MCPTT Group Configuration

Table 5.5.7.1-1: MCPTT Group Configuration Defaults

	Derivation Path: TS 24.483 [13], subclause 6.2

	Information Element
	Value/remark
	Comment
	Reference
	Condition

	Node
	urn:oma:mo:oma-dm-mcptt-group configuration:1.0
	Group 1
	
	

	  Name
	"mcptt-group-A-configuration"
	Name of configuration file
	
	

	  Common
	
	
	
	

	    MCPTTGroupID
	px_MCPTT_Group_A_ID
	Value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 
	
	

	    MCPTTGroupAlias
	px_MCPTT_Group_A_Name
	Value is a <display-name> element specified in OMA OMA-TS-XDM_Group-V1_1 
	
	

	    MCPTTGroupMemberList
	
	group member 1
	
	

	        MCPTTID
	px_MCPTT_User_A_ID
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	
	

	        UserPriority
	"3"
	Indicates the user priority of the MCPTT group member
	TS 24.481 [11]
	

	        ParticipantType
	px_MCPTT_User_A_ParticipantType
	Participant type of the MCPTT group
	
	

	    MCPTTGroupMemberList
	
	group member 2
	
	

	        MCPTTID
	px_MCPTT_User_B_ID
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	
	

	        UserPriority
	"2"
	Indicates the user priority of the MCPTT group member
	TS 24.481 [11]
	

	        ParticipantType
	px_MCPTT_User_B_ParticipantType
	Participant type of the MCPTT group
	
	

	    MCPTTGroupMemberList
	
	group member 3
	
	

	        MCPTTID
	px_MCPTT_User_C_ID
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	
	

	        UserPriority
	"1"
	Indicates the user priority of the MCPTT group member
	TS 24.481 [11]
	

	        ParticipantType
	px_MCPTT_User_C_ParticipantType
	Participant type of the MCPTT group
	
	

	    MCPTTGroupOwner
	px_MCPTT_Group_A_Owner_Organization
	Group’s owner (Mission Critical Organisation).
	
	

	    PreferredVoiceCodec
	px_MCPTT_Group_A_preferred_VCodec
	Preferred voice codec is a RTP payload. MCPTT clients shall support the AMR-WB codec.
	RFC 4566 [27]

TS 26.171 [66]
	

	    MCPTTGroupLevel
	"0"
	Indicates the level within a group hierarchy (only applicable for group-broadcast group).
	
	

	    UserLevel
	"0"
	Indicates the level within user hierarchy (only applicable for user-broadcast group).
	
	

	    AllowedEmergencyCall
	"true"
	Indicates whether an MCPTT emergency group call is permitted on the MCPTT group
	
	

	    AllowedImminentPerilCall
	"true"
	Indicates whether an MCPTT imminent peril group call is permitted on the MCPTT group
	
	

	    AllowedEmergencyAlert
	"true"
	Indicates whether an MCPTT emergency alert is possible on the MCPTT group
	
	

	    MediaProtectionReq
	"true"
	Indicates whether confidentiality and integrity of media is required on the MCPTT group
	
	

	    FloorControlProtectionReq
	"true"
	Indicates whether confidentiality and integrity of floor control signalling is required on the MCPTT group
	
	

	    MediaProtectionSecurityMaterial
	MIKEY-SAKKE I_MESSAGE as defined in Table 5.5.9.1-3
	The security material for group media protection.
	TS 33.179 [15]
	

	  OffNetwork
	
	
	
	

	    MCPTTGroupParameter
	
	
	
	

	        ProSeLayer2GroupID
	px_Group_A_ProSeLayer2GroupID
	Indicates the Prose layer-2 group ID
	TS 23.303 [68]
	

	        IPMulticastAddress
	"0.0.0.0"
	Indicates the ProSe group IP multicast address
	TS 23.303 [68]
	

	        RelayServiceCode
	"123456"
	Indicates the connectivity service that the ProSe UE-to-network relay provides to public safety applications
	TS 23.303 [68]
	

	        IPVersions
	"IPv4"
	Indicates whether IPv4 or IPv6 is used for the MCPTT group
	TS 23.303 [68]
	

	    EmergencyCallCancel
	"65535"
	Indicates the timeout value for the cancellation of an in progress emergency for an MCPTT group call. Values: 0-65535 s
	
	

	    ImminentPerilCallCancel
	"65535"
	Indicates the timeout value for the cancellation of an in progress imminent peril for an MCPTT group call. Values: 0-65535 s
	
	

	    HangTime
	"5"
	Indicates the group call hang timer. Values: 0-65535 s
	
	

	    MaxDuration
	"60"
	Indicates the max duration of group calls. Values: 0-65535 s
	
	

	    QueueUsage
	"true"
	Indicates if queuing is enabled or not
	
	

	    DefaultPPPP
	
	
	
	

	      GroupCallSignalling
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      GroupCallMedia
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      EmerGroupCallSignalling
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      EmerGroupCallMedia
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      ImPerilGroupCallSignalling
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      ImPerilGroupCallMedia
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	Node
	urn:oma:mo:oma-dm-mcptt-group configuration:1.0
	Group 2
	
	

	  Name
	"mcptt-group-D-configuration"
	Name of configuration file
	
	

	  Common
	
	
	
	

	    MCPTTGroupID
	px_MCPTT_Group_D_ID
	Value is a "uri" attribute specified in OMA OMA-TS-XDM_Group-V1_1 
	
	

	    MCPTTGroupAlias
	px_MCPTT_Group_D_Name
	Value is a <display-name> element specified in OMA OMA-TS-XDM_Group-V1_1 
	
	

	    MCPTTGroupMemberList
	
	group member 1
	
	

	        MCPTTID
	px_MCPTT_User_A_ID
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	
	

	        UserPriority
	"3"
	Indicates the user priority of the MCPTT group member
	TS 24.481 [11]
	

	        ParticipantType
	px_MCPTT_User_A_ParticipantType
	Participant type of the MCPTT group
	
	

	    MCPTTGroupMemberList
	
	group member 2
	
	

	        MCPTTID
	px_MCPTT_User_B_ID
	Indicates an MCPTT user identity (MCPTT ID) which is a globally unique identifier within the MCPTT service that represents the MCPTT user
	
	

	        UserPriority
	"2"
	Indicates the user priority of the MCPTT group member
	TS 24.481 [11]
	

	        ParticipantType
	px_MCPTT_User_B_ParticipantType
	Participant type of the MCPTT group
	
	

	    MCPTTGroupOwner
	px_MCPTT_Group_D_Owner_Organization
	Group’s owner (Mission Critical Organisation).
	
	

	    PreferredVoiceCodec
	px_MCPTT_Group_D_preferred_VCodec
	Preferred voice codec is a RTP payload. MCPTT clients shall support the AMR-WB codec.
	RFC 4566 [27]

TS 26.171 [66]
	

	    MCPTTGroupLevel
	"0"
	Indicates the level within a group hierarchy (only applicable for group-broadcast group).
	
	

	    UserLevel
	"0"
	Indicates the level within user hierarchy (only applicable for user-broadcast group).
	
	

	    AllowedEmergencyCall
	"false"
	Indicates whether an MCPTT emergency group call is permitted on the MCPTT group
	
	

	    AllowedImminentPerilCall
	"false"
	Indicates whether an MCPTT imminent peril group call is permitted on the MCPTT group
	
	

	    AllowedEmergencyAlert
	"false"
	Indicates whether an MCPTT emergency alert is possible on the MCPTT group
	
	

	    MediaProtectionReq
	"true"
	Indicates whether confidentiality and integrity of media is required on the MCPTT group
	
	

	    FloorControlProtectionReq
	"true"
	Indicates whether confidentiality and integrity of floor control signalling is required on the MCPTT group
	
	

	    MediaProtectionMaterial
	MIKEY-SAKKE I_MESSAGE as defined in Table 5.5.9.1-1
	The security material for group media protection.
	TS 33.179 [15]
	

	  OffNetwork
	
	
	
	

	    MCPTTGroupParameter
	
	
	
	

	        ProSeLayer2GroupID
	px_MCPTT_Group_D_ProSeLayer2GroupID
	Indicates the Prose layer-2 group ID
	TS 23.303 [68]
	

	        IPMulticastAddress
	"0.0.0.0"
	Indicates the ProSe group IP multicast address
	TS 23.303 [68]
	

	        RelayServiceCode
	"123456"
	Indicates the connectivity service that the ProSe UE-to-network relay provides to public safety applications
	TS 23.303 [68]
	

	        IPVersions
	"IPv4"
	Indicates whether IPv4 or IPv6 is used for the MCPTT group
	TS 23.303 [68]
	

	    EmergencyCallCancel
	"65535"
	Indicates the timeout value for the cancellation of an in progress emergency for an MCPTT group call. Values: 0-65535 s
	
	

	    ImminentPerilCallCancel
	"65535"
	Indicates the timeout value for the cancellation of an in progress imminent peril for an MCPTT group call. Values: 0-65535 s
	
	

	    HangTime
	"5"
	Indicates the group call hang timer. Values: 0-65535 s
	
	

	    MaxDuration
	"60"
	Indicates the max duration of group calls. Values: 0-65535 s
	
	

	    QueueUsage
	"true"
	Indicates if queuing is enabled or not
	
	

	    DefaultPPPP
	
	
	
	

	      GroupCallSignalling
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      GroupCallMedia
	"1"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      EmerGroupCallSignalling
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      EmerGroupCallMedia
	"8"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      ImPerilGroupCallSignalling
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
	
	

	      ImPerilGroupCallMedia
	"7"
	Indicates the default ProSe Per-Packet Priority (PPPP) value
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