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	Reason for change:
	Default signalling contents for RF test cases could be missleading, as uplink PTRS is not enabled in 38.521-1 / 2 / 3.

	
	

	Summary of change:
	Added conditional values in “Physical layer parameters for DCI format 0_1” and “DMRS-UplinkConfig” tables to specify the content required for RF tests.
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	Other comments:
	Final version of R5-186905 adding condition for PTRS-UL-CONFIG When PTRS Uplink is configured and removing changes Table 4.3.6.1.1.2-1.


<Start of modified section>
DMRS-UplinkConfig
Table 4.6.3-37: DMRS-UplinkConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-UplinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-Type
	Not present
	
	

	  dmrs-AdditionalPosition
	pos1
	
	FR1_FDD, FR1_TDD

	
	pos0
	
	FR2_TDD

	  phaseTrackingRS
	Not present
	
	

	  phaseTrackingRS CHOICE {
	
	
	PTRS-UL-CONFIG

	    setup
	PTRS-UplinkConfig
	
	

	  }
	
	
	

	  maxLength
	Not present
	
	

	   transformPrecodingDisabled SEQUENCE {
	
	
	

	    scramblingID0
	Not present
	
	

	    scramblingID1
	Not present
	
	

	  }
	
	
	

	  transformPrecodingEnabled
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_FDD
	FDD frequency range < 6GHz 

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz 

	PTRS-UL-CONFIG 
	When PTRS Uplink is configured


<End of modified section>
