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<Start of modified section>
4.1.2
FR2 standalone conformance test cases


Table 4.1.2-1: Applicability of RF conformance test cases, ref. TS 38.521-2 [2]

	Clause
	Title
	Release
	Applicability
	Tested Bands/

CA-Configurations

Selection
	Additional Information

	
	
	
	Condition
	Comments
	
	

	
	Transmitter Characteristics

	6.2.1.1
	EIRP and TRP
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	6.2.1.2
	Spherical coverage
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	6.3.1
	Minimum output power
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	6.3.2
	Transmit OFF power
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	6.3.3.2
	General ON/OFF time mask
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	6.3.3.4
	PRACH time mask
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	6.4.1
	Frequency error
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	6.4.2.1
	Error vector magnitude
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	6.4.2.2
	Carrier leakage
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	6.5.1
	Occupied bandwidth
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	6.5.2.1
	Spectrum Emission Mask
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	6.5.2.3
	Adjacent channel leakage ratio
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	6.5.3.1
	Transmitter Spurious emissions
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	7.3.2
	Reference sensitivity power level
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	7.4
	Maximum input level
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	7.5
	Adjacent channel selectivity
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	

	7.6.2
	In-band Blocking
	Rel-15
	FR2_C01
	UEs supporting 5GS FR2
	FR2_D01
	


Table 4.1.2-1a: Applicability of RF conformance test cases Conditions

	FR2_C01
IF A.4.1-1/2 THEN R ELSE N/A

	


Table 4.1.2-1b: Tested Bands Selection Criteria

	Code
	Selection
	Comment

	FR2_D01
	A.4.3.1-3
	All supported FR2 Bands


Table 4.1.2-1c: Tested CA Configurations Selection Criteria

	Code
	Selection
	Comment

	FR2_Exy
	
	


<End of modified section>
