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6.2.3.3
Test frequencies for ProSe signalling test

Test frequencies for prose direct discovery and communication signalling testing are specified in Table 6.2.3.3-1 and Table 6.2.3.3-2, these are derived from section 4.3.1 using uplink mid range frequency (i.e. f1 in Table 6.2.3.1-1) for supported Prose Bands as specified in TS 36.101 table 5.6D.

Table 6.2.3.3-1: Test frequencies for E-UTRA cells and Sidelink Discovery

	E‑UTRA ProSe Band
	E-UTRA Operating

Band
	Default Operating BW

MHz
	f1
	f2
	f3
	f4

	
	
	
	NUL
	NDL
	NUL
	NDL
	NUL
	NDL
	NUL
	NDL

	2
	2
	5
	Refer to Table 6.2.3.1-1

	3
	3
	5
	Refer to Table 6.2.3.1-1

	4
	4
	5
	Refer to Table 6.2.3.1-1

	7
	7
	5
	Refer to Table 6.2.3.1-1

	14
	14
	5
	Refer to Table 6.2.3.1-1

	20
	20
	10
	Refer to Table 6.2.3.1-1a

	26
	26
	5
	Refer to Table 6.2.3.1-1

	28
	28
	5
	Refer to Table 6.2.3.1-1

	31
	31
	5
	Refer to Table 6.2.3.1-1

	41
	41
	20
	Refer to Table 6.2.3.1-2a

	68
	68
	5
	Refer to Table 6.2.3.1-1


Table 6.2.3.3-2: Test frequencies for E-UTRA cells and Sidelink Communication

	E‑UTRA ProSe Band
	E-UTRA Operating

Band
	Default Operating BW

MHz
	f1
	f2
	f3
	f4

	
	
	
	NUL
	NDL
	NUL
	NDL
	NUL
	NDL
	NUL
	NDL

	3
	3
	10
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	7
	7
	10
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	14
	14
	10
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	20
	20
	10
	Table 6.2.3.1-1a

	26
	26
	10
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	28
	28
	10
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	31
	31
	5
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS

	68
	68
	5
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS
	FFS


6.2.3.4
Test frequencies for MFBI frequency band priority adjustment signalling test

Test frequencies for MFBI frequency band priority adjustment signalling testing are specified in Table 6.2.3.4-1, these are derived from section 4.3.1 using uplink mid range frequency.

Table 6.2.3.4-1: MFBI frequency band priority adjustment test frequency/Inter-band CA

	E-UTRA CA Configuration
	Width of Operating bands [MHz+MHz]
	CC Combination / NRB_agg
	E-UTRA Operating

Band
	MFBI Operating

Band
	MFBI

Overlapping

Band
	f1, f5

	CA_39A-41A
	40+194
	100+100
	39
	38
	41
	Mid (Note)

	Note: For f1, Mid refer to Table 4.3.1.2.7-1. For f5, Mid refer to Table 4.3.1.5.26-1.


6.2.3.5
Test frequencies for V2X Communication

Test frequencies for V2X communication signalling testing are specified in Table 6.2.3.5-1, these are derived from section 4.3.1 using uplink mid, low and high range frequency for supported V2X communication Bands as specified in TS 36.101 table 5.6G.

Table 6.2.3.5-1: Test frequencies for V2X Communication

	E‑UTRA V2X Communication Band
	Bandwidth

[MHz]
	Default Operating BW

MHz
	f5
	f6
	f7

	
	
	
	NUL
	NDL
	NUL
	NDL
	NUL
	NDL

	47
	60
	10
	Mid
	Mid
	High
	High
	Low
	Low

	47
	60
	20
	Mid
	Mid
	High
	High
	Low
	Low


