3GPP TS 36.521-3 V15.3.0 (2018-09)
Release 15
36

3GPP TSG-RAN5 Meeting #81

 DOCPROPERTY  MtgTitle  \* MERGEFORMAT 
R5-187982
Spokane, United States, 12th Nov 2018 - 16th Nov 2018
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	36.521-3
	CR
	2320
	rev
	1
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Addition of B72 for test cases with 5MHz channel bandwidth

	
	

	Source to WG:
	Airbus DS SLC

	Source to TSG:
	R5 DOCPROPERTY  SourceIfTsg  \* MERGEFORMAT 

	
	

	Work item code:
	TEI15_Test, LTE450_Europe_PPDR-UEConTest
	
	Date:
	2018-10-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	B72 does not support channel bandwither wider than 5MHz and is not currently listed in test cases that specifically address this condition.

	
	

	Summary of change:
	“bands within band group FDD_N” is used in the test cases that specifically address frequency bands for which channel bandwith wider than 5MHz is not possible

	
	

	Consequences if not approved:
	B72 is not supported in 36.521-3

	
	

	Clauses affected:
	4.2.9.2, 4.2.18.4.1, 4.2.19.4.1, 4.3.1.4.2, 5.1.9.2, 5.2.11.2, 6.1.5.2, 6.1.15.4.1, 6.1.16.4.1, 6.1.5.2, 6.2.6.2, 6.2.16.4.1, 6.2.17.4.1, 7.1.5.2, 7.1.17.4.1, 7.1.18.4.1, 7.2.3.2, 7.3.23.2, 7.3.23_1.2, 7.3.24.2, 7.3.25.2, 7.3.60.4.1, 7.3.61.4.1, 7.3.62.4.1, 7.3.62.4.1, 7.3.64.4.1, 7.3.65.4.1, 7.3.67.4.1, 8.1.9.2, 8.1.10.2, 8.5.7.2, 9.1.16.1.1, 9.1.16.1.2, 9.1.16.1.5, 9.1.16.1_1.2, 9.1.16.1_1.5, 9.1.16.2.1, 9.1.16.2.2, 9.1.16.2.5, 9.1.17.1.2, 9.1.17.1.5, 9.1.17.1_1.2, 9.1.17.1_1.5, 9.1.17.2.1, 9.1.17.2.2, 9.1.17.2.5, 9.1.17.2_1.2, 9.1.17.2_1.5, 9.2.17.1.2, 9.2.17.1.5, 9.2.18.1.1, 9.2.18.1.2, 9.2.18.1.5, 9.2.18.2.1, 9.2.18.2.2, 9.2.18.2.5, 9.2.19.1.5, 9.3.3.1, 9.3.3.2, 9.3.3.5, 9.4.3.1, 9.4.3.2, 9.4.3.5

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


4.2.9
E-UTRAN FDD - FDD intra frequency cell re-selection case for 5MHz bandwidth
4.2.9.1
Test purpose

Same test purpose as in clause 4.2.1.1.

4.2.9.2
Test applicability

This test applies to all types of E-UTRA FDD UE Release 8 and forward and only support E-UTRA bands within band group FDD_N.
4.2.9.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 4.2.1.3 with the following exceptions:

-
Instead of A.4.2.1 ( use A.4.2.9.

4.2.9.4
Test description

4.2.9.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1. 

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.20.

2.
The general test parameter settings are set up according to Table 4.2.9.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 4.2.9.4.3.

5.
There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

Table 4.2.9.4.1-1: General Test Parameters for E-UTRAN FDD-FDD intra cell re-selection test case for 5MHz bandwidth

	Parameter
	Unit
	Value
	Comment

	Channel Bandwidth (BWchannel)
	MHz
	5
	

	Note 1:
See Table 4.2.1.4.1-1 for the other parameters.

Note 2:
This is according to the principle defined in TS 36.133 [4] section A.3.7.2.


4.2.9.4.2
Test procedure

Same test procedure as in clause 4.2.1.4.2 with the following exceptions:

-
Instead of Table 4.2.1.5-1 ( use Table 4.2.9.5-1.

4.2.9.4.3
Message contents

Same message contents as in clause 4.2.1.4.3.
4.2.9.5
Test requirement

Same test requirement as in clause 4.2.1.5 with the following exceptions:

Tables 4.2.9.4.1-1 and 4.2.9.5-1 defines the primary level settings including test tolerances for E-UTRAN FDD-FDD intra-frequency cell re-selection test case.

Table 4.2.9.5-1: Cell specific test parameters for FDD intra frequency cell reselection test case in AWGN for 5MHz
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	BWchannel
	MHz
	5
	5

	OCNG Patterns defined in D.1.16 (OP.16 FDD)
	
	OP.16 FDD


	OP.16 FDD



	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
See Table 4.2.1.5-1 for the other parameters.


===== Next Change ====
4.2.18
HD-FDD Intra frequency cell reselection for Category NB1 UE in In-Band Mode under Normal Coverage

4.2.18.1
Test purpose

To verify that when the current and target cell operates on the same carrier frequency the Cat-NB1 UE is able to search and measure cells to meet the intra-frequency cell re-selection requirements.

4.2.18.2
Test applicability

This test applies to all types of E-UTRAN HD-FDD UE release 13 and forward of UE Category NB1.

4.2.18.3
Minimum conformance requirements

The cell re-selection delay shall be less than Tevaluate,NB_intra-NC + TSI-NB in RRC_IDLE state.

The UE shall be able to identify new intra-frequency cells and perform NRSRP measurements of identified intra-frequency cells without an explicit intra-frequency neighbour list containing physical layer cell identities.

The UE shall be able to evaluate whether a newly detectable intra-frequency cell meets the reselection criteria defined in TS 36.304 [6] within Tdetect,NB_Intra_NC as defined in table 4.6.2.2-1 of TS 36.133 [4] clause 4.6.2.2 when Treselection= 0. An intra frequency cell is considered to be detectable according to NRSRP, NRSRP Ês/Iot, NSCH_RP and NSCH Ês/Iot defined in TS 36.133 [4] Annex B.1.4 for a corresponding Band.

The UE shall measure NRSRP at least every Tmeasure,NB_Intra_NC for intra-frequency cells that are identified and measured according to the measurement rules.

The UE shall filter NRSRP measurements of each measured intra-frequency cell using at least [2] measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least Tmeasure,NB_Intra-NC/2.
The UE shall not consider an NB-IoT neighbour cell in cell reselection if it is indicated as not allowed in the measurement control system information of the serving NB-IoT cell.

For an intra-frequency cell that has been already detected, but that has not been reselected to, the filtering shall be such that the UE shall be capable of evaluating that the intra-frequency cell has met reselection criterion defined in TS 36.304 [6] within Tevaluate,NB_intra-NC as defined in table 4.6.2.2-1 of TS 36.133 [4] clause 4.6.2.2 when Treselection = 0, provided that the cell is at least 3dB better ranked. When evaluating cells for reselection, the side conditions for NRSRP, NRSRP Ês/Iot, NSCH_RP and NSCH Ês/Iot apply to both serving and non-serving NB-IoT intra-frequency cells.

If Treselection timer has a non zero value and the intra-frequency cell is better ranked than the serving NB-IoT cell, the UE shall evaluate this intra-frequency cell for the Treselection time. If this cell remains better ranked within this duration, then the UE shall reselect that cell.

The UE shall evaluate the intra-frequency cell re-selection criteria as defined in TS 36.304 [6] at least every DRX cycle. The DRX cycle length is 1.28 seconds.

At intra-frequency cell re-selection, the UE shall monitor the downlink of serving NB-IoT cell for paging reception until the UE is capable to start monitoring downlink channels of the target intra-frequency and inter-frequency cell for paging reception. The interruption time shall not exceed TSI-NB + 100 ms. TSI-NB is the time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks as defined in TS 36.331 [5] for a NB-IoT cell.

The normative reference for this requirement is TS 36.133 [4] clause 4.6.2 and A.4.2.18.
4.2.18.4
Test description

4.2.18.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested: According to Annex E table E-4 and TS 36.508 [7] clauses 8.1.3 and 8.1.4.2.

Channel Bandwidth to be tested: EUTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 4.2.18.5-1.

1.
Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.93.

2.
The parameter settings for the cells are set up according to Table 4.2.18.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
There are one NB-IoT carrier and one E-UTRA FDD carrier and four cells specified in the test. Ncell1 is inband cell to Cell1 and Ncell2 is inband cell to Cell2. Ncell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

Table 4.2.18.4.1-1: General test parameters for HD-FDD intra frequency cell reselection test case for Cat-NB1 UE in normal coverage
	Parameter
	Unit
	Value
	Comment

	NB-IOT operational mode
	
	In-band
	

	Initial condition
	Active cell
	
	Ncell1
	

	
	Neighbour cells
	
	eCell1, eCell2, Ncell2
	

	T2 end condition
	Active cell 
	
	Ncell2
	

	
	Neighbour cells
	
	eCell1, eCell2, Ncell1
	

	Final condition
	Visited cell 
	
	Ncell1
	

	E-UTRA RF Channel Number
	
	1
	One carrier frequency is used for eCell1 and eCell2.

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH Configuration
	
	1
	Refer to Table A.10.3-1

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	>7
	During T1, Ncell2 shall be powered off, and during the off time the physical cell identity shall be changed. The intention is to ensure that Ncell2 has not been detected by the UE prior to the start of period T2

	T2
	s
	60
	T2 is defined so that cell re-selection time is taken into account. Once the UE has reselected to Ncell2 (within T2) T3 starts.

	T3
	s
	15
	T3 is defined so that cell re-selection time is taken into account.


4.2.18.4.2
Test procedure

The test scenario comprises of 1 E-UTRA carrier with two LTE Cells and one NB-IoT carrier with 2 Ncells of different physical cell ID. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Only Ncell1 is already identified by the UE prior to the start of the test, i.e. Ncell 2 is not identified. Ncell 1 and Ncell 2 belong to different tracking areas. Furthermore, UE has not registered with network for the tracking area containing Ncell 2.

In the following test procedure “UE responds” means “UE starts transmitting preamble on NPRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure according to TS 36.508 [7] clause 8.1.5A.5”

1.
Ensure the UE is in State 3A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5 in Ncell 1. 

2.
Set the parameters according to T1 in Table 4.2.18.5-1 and 4.2.18.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts. 

3.
Set eCell 2 physical cell identity = ((current eCell 2 physical cell identity + 1) mod 14 + 2) and Ncell2 physical cell identity = ((current Ncell 2 physical cell identity + 1) mod 14 + 2) for one iteration of the test procedure loop.

4.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 4.2.18.5-1 and 4.2.18.5-2.

5.
The SS waits for random access requests information from the UE to perform cell re-selection to a newly detectable cell, Ncell 2.

6.
If the UE responds on the newly detectable cell, Ncell 2, during time duration T2 within 60 seconds from the beginning of time period T2, then count a success for the event “Re-select newly detected Ncell 2”. Otherwise count a fail for the event “Re-select newly detected Ncell 2”.

7.
If the UE has re-selected Ncell 2 within T2, after the re-selection or when T2 expires, continue with step 8.
Otherwise, if T2 expires and the UE has not yet re-selected Ncell 2, skip to step 12.

8.
The SS shall switch the power setting from T2 to T3 as specified in Table 4.2.18.5-1 and 4.2.18.5-2.

9.
The SS waits for random access requests information from the UE to perform cell re-selection to an already detected cell, Ncell 1.

10.
If the UE responds on the already detected cell, Ncell 1, during time duration T3 within 15 seconds from the beginning of time period T3, then count a success for the event “Re-select already detected Ncell 1”. Otherwise count a fail for the event “Re-select already detected Ncell 1”.

11.
If the UE has re-selected Ncell 1 within T3, after the re-selection or when T3 expires, skip to step 13.
Otherwise, if T3 expires and the UE has not yet re-selected Ncell 1, continue with step 12.

12.
Switch off and on the UE and ensure the UE is in State 3A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5 in Ncell 1.

13.
Repeat step 2-12 until a test verdict has been achieved.
Each of the events “Re-select newly detected Ncell 2” and “Re-select already detected Ncell 1” is evaluated independently for the statistic, resulting in an event verdict: pass or fail. Each event is evaluated only until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved. Different events may require different times for a verdict.
If both events pass, the test passes. If one event fails, the test fails.

4.2.18.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6 and clause 8.1.4.3 using condition "Inband_Different" with the following exceptions:

Table 4.2.18.4.3-1: SystemInformationBlockType4: HD-FDD Intra frequency cell reselection for Category NB1 UE for Ncell 2

	Derivation Path: TS 36.508 [7] clause 8.1.4.3.3, Table 8.1.4.3.3-3: SystemInformationBlockType4-NB

	Information Element
	Value/remark
	Comment
	Condition

	 intraFreqNeighCellList-r13 SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {}
	
	
	

	IntraFreqNeighCellInfo ::= SEQUENCE {
	
	
	

	      physCellId
	0 (Ncell 1 Id)
	INTEGER (0..503)
	

	      q-OffsetCell
	dB0 (0 dB)
	0 is actual value in dB (0 * 2 dB)
	

	   }
	
	
	

	}
	
	
	


4.2.18.5
Test requirement

Tables 4.2.18.4.1-1, 4.2.18.5-1 and 4.2.18.5-2 defines the primary level settings including test tolerances for HD-FDD intra frequency cell re-selection test case.

Table 4.2.18.5-1: Ncell 1, Ncell 2 specific test parameters for HD-FDD intra frequency cell reselection test case for Cat-NB1 UE in normal coverage

	Parameter
	Unit
	Ncell 1
	Ncell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	BWchannel
	kHz
	180
	180

	PRB location within Cell
	-
	eCell 1 BWchannel 5MHz: 17

eCell 1 BWchannel 10MHz: 30 
	eCell 2 BWchannel 5MHz: 17

eCell 2 BWchannel 10MHz: 30 

	NPBCH_RA
	dB
	-3
	-3

	NPBCH_RB
	dB
	
	

	NPSS_RA
	dB
	
	

	NSSS_RA
	dB
	
	

	NPDCCH_RA
	dB
	
	

	NPDCCH_RB
	dB
	
	

	NPDSCH_RA
	dB
	
	

	NPDSCH_RB
	dB
	
	

	NOCNG_RANote 1
	dB
	
	

	NOCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	dBm
	-140
	-140
	-140
	-140
	-140
	-140

	Pcompensation
	dB
	0
	0
	0
	0
	0
	0

	Qhysts
	dB
	0
	0
	0
	0
	0
	0

	Qoffsets, n
	dB
	0
	0
	0
	0
	0
	0

	Cell_selection_and_

reselection_quality_measurement
	
	NRSRP
	NRSRP
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	dBm/15 kHz
	Specified in Table 4.2.18.5-2
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s

N

Ê


	dB
	17
	13
	17.45
	-infinity
	17.45
	13
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I

Ê

 Note2
	dB
	17
	-4.53
	4.24
	-infinity
	4.24
	-4.53

	NRSRP Note2
	dBm/15 kHz
	-81
	-85
	-80.55
	-infinity
	-80.55
	-85

	Treselection
	s
	0
	0
	0
	0
	0
	0

	Propagation Condition 
	
	AWGN
	AWGN

	Antenna Configuration
	
	2x1
	2x1

	Timing offset to Ncell 1
	ms
	-
	3

	Note 1:
NOCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Es/Iot and NRSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table 4.2.18.5-2 : eCell 1 and eCell 2 specific test parameters for HD-FDD intra frequency cell reselection test case for Cat-NB1 UE in normal coverage

	Parameter
	Unit
	eCell 1
	eCell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	BWchannel
	MHz
	5 or 10
	5 or 10

	NOCNG Pattern defined in clause D.3
	-
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD 
	BWchannel 5MHz: NOP.4 FDD BWchannel  10 MHz. NOP.1 FDD

	PBCH_RA
	dB
	-3
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	dBm
	-140
	-140
	-140
	-140
	-140
	-140

	Pcompensation
	dB
	0
	0
	0
	0
	0
	0

	Qhysts
	dB
	0
	0
	0
	0
	0
	0

	Qoffsets, n
	dB
	0
	0
	0
	0
	0
	0
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 Note2
	dBm/15 kHz
	-98
	-98
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 Note2
	dBm
	3
	3
	3
	3
	3
	3

	Treselection
	s
	0
	0
	0
	0
	0
	0

	Propagation Condition 
	
	AWGN
	AWGN

	Antenna Configuration
	
	2x1
	2x1

	Timing offset to eCell1
	Ms
	-
	3

	Note 1:
OCNG shall be used such that the Cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power [image: image6.wmf]oc

N

.

Note 3:
Void


The cell reselection delay to a newly detectable cell is defined as the time from the beginning of time period T2, to the moment when the UE camps on Ncell 2, and starts to send preambles on the NPRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on Ncell 2.

The cell re-selection delay to a newly detectable cell shall be less than 59.32 s.

The cell reselection delay to an already detected cell is defined as the time from the beginning of time period T3, to the moment when the UE camps on Ncell 1, and starts to send preambles on the NPRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on Ncell 1.

The cell re-selection delay to an already detected cell shall be less than 14.82 s.

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

The cell re-selection delay to a newly detectable cell can be expressed as: Tdetect,NB_Intra_NB-IoT-NC + TSI-NB, and to an already detected cell can be expressed as: Tevaluate, NB_intra_NB-IoT-NC + TSI-NB,
Where:

Tdetect,NB_Intra_NB-IoT-NC
as specified in TS 36.133 [4] Table 4.6.2.2-1 in clause 4.6.2.2.
Tevaluate, NB_intra_NB-IoT-NC
as specified in TS 36.133 [4] Table 4.6.2.2-1 in clause 4.6.2.2.
TSI-NB
Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 8.32 s is assumed in this test case.
This gives a total of 59.32 s, allow 60 s for the cell re-selection delay to a newly detectable cell and 14.82 s, and allow 15s for the cell re-selection delay to an already detected cell in the test case.

4.2.19
HD – FDD Intra frequency case for UE Category NB1 In-Band mode in enhanced coverage

4.2.19.1
Test purpose

To verify the requirement for the HD-FDD intra frequency cell reselection requirements for Cat-NB1 UE specified in clause 4.6.2.4.

4.2.19.2
Test applicability

This test applies to all types of E-UTRAN HD-FDD UE release 13 and forward of UE Category NB1.

4.2.19.3
Minimum conformance requirements

The cell re-selection delay shall be less than Tevaluate, NB_intra_NB-IoT-EC + TSI-NB in RRC_IDLE state.

The UE shall be able to identify new intra-frequency cells and perform NRSRP measurements of identified intra-frequency cells without an explicit intra-frequency neighbour list containing physical layer cell identities.

The UE shall be able to evaluate whether a newly detectable intra-frequency cell meets the reselection criteria defined in TS 36.304 [6] within Tdetect,NB_Intra_EC when that Treselection= 0. An intra frequency cell is considered to be detectable according to NRSRP, NRSRP Ês/Iot, NSCH_RP and NSCH Ês/Iot defined in TS 36.133 [4] Annex B.1.4 for a corresponding Band.

The UE shall measure NRSRP at least every Tmeasure,NB_Intra_EC for intra-frequency cells that are identified and measured according to the measurement rules.

The UE shall filter NRSRP measurements of each measured intra-frequency cell using at least 2 measurements. Within the set of measurements used for the filtering, at least two measurements shall be spaced by at least Tmeasure,NB_Intra-EC/2.
The UE shall not consider an NB-IoT neighbour cell in cell reselection if it is indicated as not allowed in the measurement control system information of the serving NB-IoT cell.

For an intra-frequency cell that has been already detected, but that has not been reselected to, the filtering shall be such that the UE shall be capable of evaluating that the intra-frequency cell has met reselection criterion defined in TS 36.304 [6] within Tevaluate,NB_intra_EC when Treselection = 0, provided that the cell is at least XdB better ranked, where ‘X’ is specified in Table 4.6.2.4-3. When evaluating cells for reselection, the side conditions for NRSRP, NRSRP Ês/Iot, NSCH_RP and NSCH Ês/Iot apply to both serving and non-serving NB-IoT intra-frequency cells.

If Treselection timer has a non zero value and the intra-frequency cell is better ranked than the serving NB-IoT cell, the UE shall evaluate this intra-frequency cell for the Treselection time. If this cell remains better ranked within this duration, then the UE shall reselect that cell.

The UE shall evaluate the intra-frequency cell re-selection criteria as defined in TS 36.304 [6] at least every DRX cycle. The DRX cycle length is 1.28 seconds.

At intra-frequency cell re-selection, the UE shall monitor the downlink of serving NB-IoT cell for paging reception until the UE is capable to start monitoring downlink channels of the target intra-frequency and inter-frequency cell for paging reception. The interruption time shall not exceed TSI-NB + 100 ms. TSI-NB is the time required for receiving all the relevant system information data according to the reception procedure and the RRC procedure delay of system information blocks as defined in TS 36.331 [5] for a NB-IoT cell.

The normative reference for this requirement is TS 36.133 [4] clause 4.6.2 and A.4.2.19.
4.2.19.4
Test description

4.2.19.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested: According to Annex E table E-4 and TS 36.508 [7] clauses 8.1.3 and 8.1.4.2.

Channel Bandwidth to be tested: EUTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 4.2.19.5-1.

1.
Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.93.

2.
The parameter settings for the cells are set up according to Table 4.2.19.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
There are one NB-IoT carrier and one E-UTRA FDD carrier and four cells specified in the test. Ncell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

Table 4.2.19.4.1-1: General test parameters for HD-FDD intra frequency cell reselection test case for Cat-NB1 UE in enhanced coverage
	Parameter
	Unit
	Value
	Comment

	NB-IOT operational mode
	
	In-band
	

	Initial condition
	Active cell
	
	Ncell1
	

	
	Neighbour cells
	
	Cell1, Cell2, Ncell2
	

	T2 end condition
	Active cell
	
	Ncell2
	

	
	Neighbour cells
	
	Cell1, Cell2, Ncell1
	

	Final condition
	Visited cell
	
	Ncell1
	

	E-UTRA RF Channel Number
	
	1
	One carrier frequency is used for Cell.

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH Configuration
	
	1
	Refer to Table A.10.3-1

	DRX cycle length
	s
	1.28
	The value shall be used for all cells in the test.

	T1
	s
	>7
	During T1, Ncell2 shall be powered off, and during the off time the physical cell identity shall be changed. The intention is to ensure that Ncell2 has not been detected by the UE prior to the start of period T2

	T2
	s
	67
	T2 is defined so that cell re-selection time is taken into account. Once the UE has reselected to Ncell2 (within T2) T3 starts.

	T3
	s
	22
	T3 is defined so that cell re-selection time is taken into account.


4.2.19.4.2
Test procedure

The test scenario comprises of 1 E-UTRA carrier with 2 Cells and one NB-IoT carrier with 2 Ncells of different physical cell ID. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Only Ncell1 is already identified by the UE prior to the start of the test, i.e. Ncell 2 is not identified. Ncell 1 and Ncell 2 belong to different tracking areas. Furthermore, UE has not registered with network for the tracking area containing Ncell 2.

In the following test procedure “UE responds” means “UE starts transmitting preamble on NPRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure according to TS 36.508 [7] clause 8.1.5A.5”

1.
Ensure the UE is in State 3A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5 in Ncell 1. 

2.
Set the parameters according to T1 in Table 4.2.19.5-1 and 4.2.19.5-2. Propagation conditions are set according to Annex B clause B.1.1. T1 starts. 

3.
Set Ncell 2 physical cell identity = ((current Ncell 2 physical cell identity + 1) mod 14 + 2) for one iteration of the test procedure loop.

4.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 4.2.19.5-1 and 4.2.19.5-2.

5.
The SS waits for random access requests information from the UE to perform cell re-selection to a newly detectable cell, Ncell 2.

6.
If the UE responds on the newly detectable cell, Ncell 2, during time duration T2 within 67 seconds from the beginning of time period T2, then count a success for the event “Re-select newly detected Ncell 2”. Otherwise count a fail for the event “Re-select newly detected Ncell 2”.

7.
If the UE has re-selected Ncell 2 within T2, after the re-selection or when T2 expires, continue with step 8.
Otherwise, if T2 expires and the UE has not yet re-selected Ncell 2, skip to step 12.

8.
The SS shall switch the power setting from T2 to T3 as specified in Table 4.2.19.5-1 and 4.2.19.5-2.

9.
The SS waits for random access requests information from the UE to perform cell re-selection to an already detected cell, Ncell 1.

10.
If the UE responds on the already detected cell, Ncell 1, during time duration T3 within 22 seconds from the beginning of time period T3, then count a success for the event “Re-select already detected Ncell 1”. Otherwise count a fail for the event “Re-select already detected Ncell 1”.

11.
If the UE has re-selected Ncell 1 within T3, after the re-selection or when T3 expires, skip to step 13.
Otherwise, if T3 expires and the UE has not yet re-selected Ncell 1, continue with step 12.

12.
Switch off and on the UE and ensure the UE is in State 3A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5 in Ncell 1.

13.
Repeat step 2-12 until a test verdict has been achieved.
Each of the events “Re-select newly detected Ncell 2” and “Re-select already detected Ncell 1” is evaluated independently for the statistic, resulting in an event verdict: pass or fail. Each event is evaluated only until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved. Different events may require different times for a verdict.
If both events pass, the test passes. If one event fails, the test fails.

4.2.19.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6 and clause 8.1.4.3 using condition "Inband_Different" with the following exceptions:

Table 4.2.19.4.3-1: SystemInformationBlockType4: HD-FDD Intra frequency cell reselection for Category NB1 UE for Ncell 2

	Derivation Path: TS 36.508 [7] clause 8.1.4.3.3, Table 8.1.4.3.3-3: SystemInformationBlockType4-NB

	Information Element
	Value/remark
	Comment
	Condition

	 intraFreqNeighCellList-r13 SEQUENCE (SIZE (1..maxCellIntra)) OF SEQUENCE {}
	
	
	

	IntraFreqNeighCellInfo ::= SEQUENCE {
	
	
	

	      physCellId
	0 (Ncell 1 Id)
	INTEGER (0..503)
	

	      q-OffsetCell
	dB0 (0 dB)
	0 is actual value in dB (0 * 2 dB)
	

	   }
	
	
	

	}
	
	
	


4.2.19.5
Test requirement

Tables 4.2.19.4.1-1, 4.2.19.5-1 and 4.2.19.5-2 defines the primary level settings including test tolerances for HD-FDD intra frequency cell re-selection test case.

Table 4.2.19.5-1: Ncell 1, Ncell 2 specific test parameters for HD-FDD intra frequency cell reselection test case for Cat-NB1 UE in enhanced coverage

	Parameter
	Unit
	Ncell 1
	Ncell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	BWchannel
	kHz
	180
	180

	PRB location within Cell
	-
	Cell 1 BWchannel 5MHz: 17
Cell 1 BWchannel 10MHz: 30
	Cell 1 BWchannel 5MHz: 17
Cell 1 BWchannel 10MHz: 30

	NPBCH_RA
	dB
	-3
	-3

	NPBCH_RB
	dB
	
	

	NPSS_RA
	dB
	
	

	NSSS_RA
	dB
	
	

	NPDCCH_RA
	dB
	
	

	NPDCCH_RB
	dB
	
	

	NPDSCH_RA
	dB
	
	

	NPDSCH_RB
	dB
	
	

	NOCNG_RANote 1
	dB
	
	

	NOCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	dBm
	-156
	-156
	-156
	-156
	-156
	-156

	Pcompensation
	dB
	0
	0
	0
	0
	0
	0

	Qhysts
	dB
	0
	0
	0
	0
	0
	0

	Qoffsets, n
	dB
	0
	0
	0
	0
	0
	0

	Cell_selection_and

reselection_quality_measurement
	
	NRSRP
	NRSRP
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	dBm/15 kHz
	Specified in Table 4.2.19.5-2
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s

N

Ê


	dB
	-9
	-9
	-0.25
	-infinity
	-0.25
	-9
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s

I

Ê

 Note2
	dB
	-9
	-11.89
	-0.76
	-infinity
	-0.76
	-11.89

	NRSRP Note2
	dBm/15 kHz
	-107
	-107
	-98.25
	-infinity
	-98.25
	-107

	Treselection
	s
	0
	0
	0
	0
	0
	0

	Propagation Condition 
	
	AWGN
	AWGN

	Antenna Configuration
	
	2x1
	2x1

	Timing offset to Ncell 1
	ms
	-
	3

	Note 1:
NOCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Es/Iot and NRSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table 4.2.19.5-2: Cell 1, Cell2 specific test parameters for HD-FDD intra frequency cell reselection test case for Cat-NB1 UE in enhanced coverage
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	BWchannel
	MHz
	5 or 10
	5 or 10

	NOCNG Pattern defined in clause D.3
	-
	BWchannel 5MHz: NOP.4 FDD
BWchannel 10MHz: NOP.1 FDD
	BWchannel 5MHz: NOP.4 FDD
BWchannel 10MHz: NOP.1 FDD

	PBCH_RA
	dB
	-3
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
	
	

	Qrxlevmin
	dBm
	-140
	-140
	-140
	-140
	-140
	-140

	Pcompensation
	dB
	0
	0
	0
	0
	0
	0

	Qhysts
	dB
	0
	0
	0
	0
	0
	0

	Qoffsets, n
	dB
	0
	0
	0
	0
	0
	0
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 Note2
	dBm/15 kHz
	-98
	-98
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Ê

 Note2
	dBm
	3
	3
	3
	3
	3
	3

	Treselection
	s
	0
	0
	0
	0
	0
	0

	Propagation Condition 
	
	AWGN
	AWGN

	Antenna Configuration
	
	2x1
	2x1

	Timing offset to eCell 1
	ms
	-
	3

	Note 1:
OCNG shall be used such that the Cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power [image: image12.wmf]oc

N

.

Note 3:
Void


The cell reselection delay to a newly detectable cell is defined as the time from the beginning of time period T2, to the moment when the UE camps on Ncell 2, and starts to send preambles on the NPRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on Ncell 2.

The cell re-selection delay to a newly detectable cell shall be less than 66.32 s.

The cell reselection delay to an already detected cell is defined as the time from the beginning of time period T3, to the moment when the UE camps on Ncell 1, and starts to send preambles on the NPRACH for sending the RRC CONNECTION REQUEST message to perform a Tracking Area Update procedure on Ncell 1.

The cell re-selection delay to an already detected cell shall be less than 21.12 s.

The rate of correct cell reselections observed during repeated tests shall be at least 90%.

The cell re-selection delay to a newly detectable cell can be expressed as: Tdetect,NB_Intra_NB-IoT-EC + TSI, and to an already detected cell can be expressed as: Tevaluate, NB_intra_NB-IoT-EC + TSI,
Where:

Tdetect,NB_Intra_NB-IoT-EC

as specified in TS 36.133 [4] Table 4.6.2.4-1 in clause 4.6.2.4.
Tevaluate, NB_intra_NB-IoT-EC as specified in TS 36.133 [4] Table 4.6.2.4-1 in clause 4.6.2.4.

TSI-NB
Maximum repetition period of relevant system info blocks that needs to be received by the UE to camp on a cell; 8.32 s is assumed in this test case.
This gives a total of 66.32 s, allow 67 s for the cell re-selection delay to a newly detectable cell and 21.12 s, and allow 22 s for the cell re-selection delay to an already detected cell in the test case.

===== Next Change ====
4.3.1.4
E-UTRAN FDD - UTRAN FDD cell re-selection: UTRA FDD is of lower priority for 5MHz bandwidth

4.3.1.4.1
Test purpose

Same test purpose as in clause 4.3.1.2.1.

4.3.1.4.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support only E-UTRA bands within band group FDD_N and UTRA FDD.

4.3.1.4.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 4.3.1.2 with the following exceptions:

-
Instead of A.4.3.1.2 ( use A.4.3.1.4.

4.3.1.4.4
Test description

4.3.1.4.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.22.

2.
The general test parameter settings are set up according to Table 4.3.1.4.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 4.3.1.4.4.3.

5.
There is one E-UTRA FDD cell and one UTRA FDD cell specified in the test. Cell 1 is the cell used for registration according to TS 36.508 [7] clause 7.2A.2 with the power level set according to Annex C.0 and C.1. 

Table 4.3.1.4.4.1-1: General test parameters for EUTRA FDD- lower priority UTRA FDD inter RAT cell re-selection test case for 5MHz bandwidth

Same as Table 4.3.1.2.4.1-1.
4.3.1.4.4.2
Test procedure

Same test procedure as in clause 4.3.1.2.4.2 with the following exceptions:

-
Instead of Table 4.3.1.2.5-1 ( use Table 4.3.1.4.5-1.

4.3.1.4.4.3
Message contents

Same message contents as 4.3.1.2.4.3 with the following exceptions:

Table 4.3.1.4.4.3-1: System Information Block type 19: Inter-RAT E-UTRAN FDD - UTRA FDD is of lower priority cell re-selection for 5MHz bandwidth

	Derivation Path: 36.508 [7] clause 4.4.4.1 Table 4.4.4.1-1: System Information Block type 19

	Information Element
	Value/remark
	Comment
	Condition

	SysInfoType19 ::= SEQUENCE {
	
	
	

	    utra-PriorityInfoList SEQUENCE {
	
	
	

	      utra-ServingCell SEQUENCE {
	
	
	

	        priority
	3
	
	

	        s-PrioritySearch1
	21 (42dB)
	
	

	        s-PrioritySearch2
	0
	default value is 0
	

	        threshServingLow
	0 (0dB)
	
	

	      }
	
	
	

	    eutra-FrequencyAndPriorityInfoList SEQUENCE (SIZE (1..maxNumEUTRAFreqs)) OF SEQUENCE
	
	n denotes the index of the entry
	

	      earfcn
	
	Downlink EARFCN of Cell 1
	

	      measurementBandwidth
	25
	Enumerated(6, 15, 25, 50, 75, 100)
	

	      priority
	4
	
	

	      qRxLevMinEUTRA
	-70 (-140 dBm)
	
	

	      threshXhigh
	24 (48 dB)
	
	

	      threshXlow
	1 (2 dB)
	Default value
	

	      eutra-blackListedCellList
	Not present
	
	

	      eutraDetection
	TRUE
	
	

	    }
	
	
	

	    nonCriticalExtensions SEQUENCE {}
	Not present
	
	

	}
	
	
	


4.3.1.4.5
Test requirement

Same test requirement as in clause 4.3.1.2.5 with the following exceptions:

Tables 4.3.1.4.4.1-1, 4.3.1.4.5-1 and 4.3.1.4.5-2 define the primary level settings including test tolerances for E-UTRAN FDD- UTRAN FDD inter-RAT cell re-selection test case which UTRA is of lower priority.

Table 4.3.1.4.5-1: Cell specific test parameters for cell 1 (E-UTRA) for 5MHz bandwidth
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	BWchannel
	MHz
	5

	OCNG Patterns defined in D.1.16 (OP.16 FDD)
	
	OP.16 FDD

	Note 1:
See Table 4.3.1.2.5-1 for the other parameters.


===== Next Change ====
5.1.9
E-UTRAN FDD-FDD Intra frequency handover for 5MHz bandwidth

5.1.9.1
Test purpose

Same test purpose as in clause 5.1.1.

5.1.9.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that only support E-UTRA bands within band group FDD_N.

5.1.9.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 5.1.1.3 with the following exceptions:

-
Instead of A.5.1.1 ( use A.5.1.9.
5.1.9.4
Test description

5.1.9.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.20.

2.
The general test parameter settings are set up according to Table 5.1.9.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are defined in clause 5.1.9.4.3.

5.
There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 5.1.9.4.1-1: General Test Parameters for E-UTRAN FDD-FDD intra frequency handover test case for 5MHz bandwidth

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.5 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.11 FDD
	As specified in clause A.2.1

	Channel Bandwidth (BWchannel)
	MHz
	5
	

	Note 1:
See Table 5.1.1.4.1-1 for other general test parameters.

Note 2:
This test is performed according to the principle defined in TS 36.133 [4] section A.3.7.2


5.1.9.4.2
Test procedure

Same test procedure as in clause 5.1.1.4.2 with the following exceptions:

-
Instead of Table 5.1.1.5-1 ( use Table 5.1.9.5-1.

5.1.9.4.3
Message contents

Same message contents as in clause 5.1.1.4.3.
5.1.9.5
Test requirement

Same test requirement as in clause 5.1.1.5 with the following exceptions:

Tables 5.1.9.4.1-1 and 5.1.9.5-1 define the primary level settings including test tolerances for E-UTRAN FDD-FDD intra frequency handover test case for 5MHz bandwidth.

Table 5.1.9.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD-FDD intra frequency handover test case for 5MHz bandwidth

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	BWchannel
	MHz
	5
	5

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and in D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.15 FDD
	OP.16 FDD
	OP.16 FDD
	OP.16 FDD
	OP.15 FDD

	Note:
See Table 5.1.1.5-1 for other cell-specific test parameters.


===== Next Change ====
5.2.11
E-UTRAN FDD - UTRAN FDD handover for 5MHz Bandwidth

5.2.11.1
Test purpose

Same test purpose as in clause 5.2.1.1.

5.2.11.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA FDD and only bands within band group FDD_N. Applicability requires support for FGI bits 8, and 22.

5.2.11.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 5.2.1.3 with the following exceptions:

-
Instead of A.5.2.1 ( use A.5.2.11.

5.2.11.4
Test description

5.2.11.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.22.

2.
The general test parameter settings are set up according to Table 5.2.11.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are defined in clause 5.2.11.4.3.

5.
There is one E-UTRA FDD serving cell and one UTRA FDD cell specified in the test. Cell 1 (E-UTRA FDD cell) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 5.2.11.4.1-1: General Test Parameters for E-UTRAN FDD - UTRAN FDD handover test case for 5MHz bandwidth

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.5 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.11 FDD
	As specified in clause A.2.1

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	5
	

	Note 1:
See Table 5.2.1.4.1-1 for other general test parameters.
Note 2:
This test is according to the principle defined in TS 36.133 [4] section A.3.7.2.


5.2.11.4.2
Test procedure

Same test procedure as in clause 5.2.1.4.2 with the following exceptions:

-
Instead of Table 5.2.1.5-1 ( use Table 5.2.11.5-1.

5.2.11.4.3
Message contents

Same message contents as in clause 5.2.1.4.3.
5.2.11.5
Test requirement

Same test requirement as in clause 5.2.1.5 with the following exceptions:

Tables 5.2.11.4.1-1, 5.2.11.5-1 and 5.2.1.5-2 define the primary level settings including test tolerances for E-UTRAN FDD - UTRAN FDD handover test. 

Table 5.2.11.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD to UTRAN FDD handover test case (Cell 1)
	Parameter
	Unit
	Cell 1 (E-UTRA)

	
	
	T1
	T2
	T3

	BWchannel
	MHz
	10

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and in D.1.16 (OP.16  FDD)
	
	OP.15 FDD
	OP.15 FDD
	OP.16
FDD

	Io Note 2
	dBm/4.5 MHz
	-70.73
	-70.73
	-70.73

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 3:
See Table 5.2.1.5-1 for other cell specific test parameters.


===== Next Change ====
6.1.5
E-UTRAN FDD Intra-frequency RRC Re-establishment for 5MHz Bandwidth

6.1.5.1
Test purpose

Same test purpose as clause 6.1.1.1.

6.1.5.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that only support E-UTRA bands within band group FDD_N.

6.1.5.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 6.1.1.3 with the following exceptions:

-
Instead of A.6.1.1 ( use A.6.1.5.

6.1.5.4
Test description

6.1.5.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.20.

2.
The parameter settings for the cells are set up according to Table 6.1.5.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 6.1.5.4.3.

5.
There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

Table 6.1.5.4.1-1: General test parameters for E-UTRAN FDD intra-frequency RRC Re-establishment test case for 5MHz bandwidth

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.5 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.11 FDD
	As specified in clause A.2.1

	Channel Bandwidth (BWchannel)
	MHz
	5
	

	Note 1:
See Table 6.1.1.4.1-1 for the other parameters.

Note 2:
This test is according to the principle defined in TS 36.133 [4] section A.3.7.2.


6.1.5.4.2
Test procedure

Same test procedure as in clause 6.1.1.4.2 with the following exceptions:

-
Instead of Table 6.1.1.5-1 ( use Table 6.1.5.5-1.

6.1.5.4.3
Message contents

Same message contents as defined in clause 6.1.1.4.3.
6.1.5.5
Test requirement

Same test requirement as in clause 6.1.1.5 with the following exceptions:

Table 6.1.5.5-1 defines the primary level settings including test tolerances for E-UTRAN FDD Intra-frequency RRC Re-establishment test case.

Table 6.1.5.5-1: Cell specific test parameters for E-UTRAN FDD intra-frequency RRC Re-establishment test case for 5MHz bandwidth

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	BWchannel
	MHz
	5
	5

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.15 FDD
	OP.16 FDD
	OP.16 FDD
	OP.16 FDD
	OP.15 FDD

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
See Table 6.1.1.5-1 for the other parameters.


===== Next Change ====
6.1.15
HD-FDD Intra-frequency RRC Re-establishment for category NB1 UE in In-Band mode under enhanced coverage

6.1.15.1
Test purpose

The purpose is to verify that the NB-IoT HD-FDD intra-frequency RRC re-establishment delay is within the specified limits from the moment it detects a loss in RRC connection. 

6.1.15.2
Test applicability

This test case applies to all types of UE release 13 and forward of UE category NB1. Applicability requires support for User Plane CIoT EPS optimization.

6.1.15.3
Minimum conformance requirements

In RRC connected mode the UE shall be capable of sending RRCConnectionReestablishmentRequest message within Tre-establish_delay_NB-IoT seconds from the moment it detects a loss in RRC connection. The total RRC connection delay (Tre-establish_delay_NB-IoT) shall be less than:

Tre-establish_delay_NB-IoT = TUL_grant + TUE_re-establish_delay_NB-IoT

TUL_grant: It is the time required to acquire and process uplink grant from the target cell. The uplink grant is required to transmit RRCConnectionReestablishmentRequest message.
The UE re-establishment delay (TUE_re-establish_delay_NB-IoT) is the time between the moments when any of the conditions requiring RRC re-establishment as defined in clause 5.3.7 in TS 36.331 [2] is detected by the UE to the time when the UE sends NPRACH preamble to the target cell. The UE re-establishment delay (TUE_re-establish_delay_NB-IoT) requirement shall be less than:

TUE-re-establish_delay_NB-IoT = 100 ms + NNB-Iot-freq* Tsearch_NB1-EC + TSI_NB1-EC + TNPRACH_NB-IoT
Tsearch_NB1-EC: It is the time required by the UE to search the target cell:

If the target cell is known, then Tsearch_NB1-EC = 0 ms. If the target cell is unknown and signal quality is sufficient for successful cell detection on the first attempt, then Tsearch_NB1-EC = 80 ms. Otherwise, Tsearch_NB1-EC = 14800 ms.


TSI_NB1-EC: It is the time required for receiving all the relevant system information according to the reception procedure and the RRC procedure delay of system information blocks defined in TS 36.331 [2] for the target cell for a UE in enhanced coverage.

TNPRACH_NB-IoT: The additional delay caused by the random access procedure; the actual value of TPRACH_NB-IoT shall depend upon the NPRACH configuration used in the target cell and the number of repetition used by UE for sending random access to the target cell. There might be additional delay due to ramping procedure;

NNB-Iot-freq: It is the total number of NB-IoT frequencies to be monitored for RRC re-establishment; NNB-Iot-freq = 1 if the target cell is known.

There is no requirement if the target cell does not contain the UE context.

The normative reference for this requirement is TS 36.133 [4] clause 6.5 and A.6.1.15.

6.1.15.4
Test description

6.1.15.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested: According to Annex E table Annex E-4 and TS 36.508 [7] clauses 8.1.3 and 8.1.4.2..

Channel Bandwidth to be tested: EUTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 6.1.15.5-1.
1.
Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.45, using only main Tx/Rx antenna.

2.
The parameter settings for the cells are set up according to Table 6.1.15.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 6.1.15.4.3.

5.
There is one NB-IoT carrier and one E-UTRA FDD carrier and four cells specified in the test. NCell1 is inband to Cell1 and NCell2 is inband to Cell2. Ncell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test. Ncell 1 and Ncell 2 are NB-IoT cells with different physical cell ID on the same frequency carrier.
Table 6.1.15.4.1-1: General test parameters for HD-FDD Intra-frequency RRC Re-establishment for UE category NB1 in In-Band mode under enhanced coverage
	Parameter
	Unit
	Value
	Comment

	NB-IOT operational mode
	
	In-band
	

	Initial condition
	Active cell 
	
	Ncell1
	

	
	Neighbour cells
	
	eCell1, eCell2, Ncell2
	

	Final condition
	Active cell 
	
	Ncell2
	

	E-UTRA RF Channel Number
	
	1
	One carrier frequency is used for eCell1 and eCell2.

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	NPRACH Configuration
	
	1
	Refer to Table A.10.3-1

	NPDCCH repetition level
	
	16
	NPDCCH Rmax

	N310
	-
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	0
	Radio link failure timer; T310 is disabled

	T311-v13xy
	ms
	60000
	RRC re-establishment timer

	DRX
	
	OFF
	

	T1
	s
	5
	

	T2
	ms
	400
	

	T3
	s
	60
	


6.1.15.4.2
Test procedure

The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, Ncell 1, which is the active cell, is deactivated. The time period T3 starts after the occurrence of the radio link failure.

1. Ensure the UE is in State 2A-NB with UP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5. Ncell 1 is the active cell.

2. Set the parameters according to T1 in Table 6.1.15.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3. When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 6.1.15.5-1. T2 starts.
4. When T2 expires, the SS shall switch the power setting from T2 to T3 as specified in Table 6.1.15.5-1. T3 starts.
5. If the UE starts to send NPRACH preambles to Ncell 2 for sending the RRCConnectionReestablishmentRequest-NB message to Ncell 2 within 58s from the beginning of time period T3, then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
6. Once the UE sends a prach in step 5, switch off the UE. Then ensure the UE is in State 2A-NB with UP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5. Ncell 1 is the active cell.
7. Repeat step 2-6 until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved.
6.1.15.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6.

6.1.15.5
Test requirement

 Table 6.1.15.5-1 and Table 6.1.15.5-2 defines the primary level settings including test tolerances for HD-FDD Intra-frequency RRC Re-establishment test case.
Table 6.1.15.5-1: Ncell 1, Ncell 2 specific test parameters for HD-FDD Intra-frequency RRC Re-establishment for category NB1 UE in In-Band mode under enhanced coverage
	Parameter
	Unit
	Ncell 1
	Ncell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	BWchannel
	kHz
	200
	200

	PRB location within Cell
	-
	eCell 1 BWchannel 5MHz: 17

eCell 1 BWchannel 10MHz: 30 
	eCell 2 BWchannel 5MHz: 17

eCell 2 BWchannel 10MHz: 30 

	NPDSCH parameters defined in clause A.10.2
	
	eCell 1 BWchannel 5MHz:

R.16 HD-FDD

eCell 1 BWchannel 10MHz:

R.14 HD-FDD
	eCell 2 BWchannel 5MHz:

R.16 HD-FDD

eCell 2 BWchannel 10MHz: R.14 HD-FDD

	NPDCCH parameters defined in clause A.10.1
	
	eCell 1 BWchannel 5MHz:

R.38 HD-FDD

eCell 1 BWchannel 10MHz: R.26 HD-FDD
	eCell 2 BWchannel 5MHz:

R.38 HD-FDD

eCell 2 BWchannel 10MHz: R.26 HD-FDD

	NPBCH_RA
	dB
	0
	0

	NPBCH_RB
	dB
	
	

	NPSS_RA
	dB
	
	

	NSSS_RA
	dB
	
	

	NPDCCH_RA
	dB
	
	

	NPDCCH_RB
	dB
	
	

	NPDSCH_RA
	dB
	
	

	NPDSCH_RB
	dB
	
	

	NOCNG_RANote 1
	dB
	
	

	NOCNG_RBNote 1 
	dB
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	dBm/15 kHz
	Specified in Table 6.1.15.5-2
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	dB
	7
	-Infinity
	-Infinity
	-Infinity 
	-12.6
	-12.6
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 Note2
	dB
	7
	-Infinity
	-Infinity
	-Infinity 
	-12.6
	-12.6

	NRSRP Note2
	dBm/15 kHz
	-91
	-Infinity
	-Infinity
	-Infinity 
	-110.6
	-110.6

	Propagation Condition 
	
	AWGN
	AWGN

	Antenna Configuration
	
	1x1
	1x1

	Timing offset to Ncell 1
	ms
	-
	3

	Note 1:
NOCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Es/Iot and NRSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table 6.1.15.5-2: Cell 1 specific test parameters for HD-FDD Intra-frequency RRC Re-establishment for category NB1 UE in In-Band mode under enhanced coverage

	Parameter
	Unit
	eCell 1
	eCell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	BWchannel
	MHz
	5 or 10
	5 or 10

	NOCNG Patterns
	
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	[PCFICH_RB]
	dB
	
	

	[PDCCH_RA]
	dB
	
	

	[PDCCH_RB]
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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 Note 2
	dBm/15 kHz
	-98
	-98
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	dB
	-12.6
	-12.6
	-12.6
	-12.6
	-12.6
	-12.6

	Propagation Condition 
	
	AWGN
	AWGN

	Antenna Configuration
	
	1x1
	1x1

	Timing offset to eCell 1
	ms
	-
	3

	Note 1:
OCNG shall be used such that the Cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power [image: image18.wmf]oc
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The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send NPRACH preambles to Ncell 2 for sending the RRCConnectionReestablishmentRequest-NB message to Ncell 2.

The RRC re-establishment delay to a unknown NB-IoT FDD intra frequency cell shall be less than 58s.

The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.

NOTE:
The RRC re-establishment delay in the test is derived from the following expression:

Tre-establish_delay= TUL_grant + TUE-re-establish_delay_NB-IoT.

Where:

TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The NPRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.

TUE-re-establish_delay_NB-IoT = 100 ms + NNB-Iot-freq*Tsearch_NB-IoT + TSI_NB-IoT + TNPRACH_NB-IoT
NNB-Iot-freq = 1

Tsearch_NB-IoT = 14800ms

TSI_NB-IoT = 41560ms; it is the time required for receiving all the relevant system information as defined in TS 36.331 for the target NB-IoT FDD cell.
TNPRACH_NB-IoT = 1280ms; it is the additional delay caused by the random access procedure.

6.1.16
HD-FDD Inter-frequency RRC Re-establishment for category NB1 UE in In-Band mode under normal coverage

6.1.16.1
Test purpose

The purpose is to verify that the NB-IoT HD-FDD inter-frequency RRC re-establishment delay is within the specified limits from the moment it detects a loss in RRC connection.
6.1.16.2
Test applicability

This test case applies to all types of UE release 13 and forward of UE category NB1. Applicability requires support for user plane CIoT EPS optimization.
6.1.16.3
Minimum conformance requirements

In RRC connected mode the UE shall be capable of sending RRCConnectionReestablishmentRequest message within Tre-establish_delay_NB-IoT seconds from the moment it detects a loss in RRC connection. The total RRC connection delay (Tre-establish_delay_NB-IoT) shall be less than:

Tre-establish_delay_NB-IoT = TUL_grant + TUE_re-establish_delay_NB-IoT

TUL_grant: It is the time required to acquire and process uplink grant from the target cell. The uplink grant is required to transmit RRCConnectionReestablishmentRequest message.
The UE re-establishment delay (TUE_re-establish_delay_NB-IoT) is the time between the moments when any of the conditions requiring RRC re-establishment as defined in clause 5.3.7 in TS 36.331 [2] is detected by the UE to the time when the UE sends NPRACH preamble to the target cell. The UE re-establishment delay (TUE_re-establish_delay_NB-IoT) requirement shall be less than:

TUE-re-establish_delay_NB-IoT = 100 ms + NNB-Iot-freq* Tsearch_NB1-NC + TSI_NB1-NC + TNPRACH_NB-IoT
Tsearch_NB1-NC: It is the time required by the UE to search the target cell:

If the target cell is known, then Tsearch_NB1-NC = 0 ms. If the target cell is unknown and signal quality is sufficient for successful cell detection on the first attempt, then Tsearch_NB1-NC = 80 ms. Otherwise, Tsearch_NB1-NC = 1400 ms.


TSI_NB1-NC: It is the time required for receiving all the relevant system information according to the reception procedure and the RRC procedure delay of system information blocks defined in TS 36.331 [2] for the target cell for a UE in normal coverage.

TNPRACH_NB-IoT: The additional delay caused by the random access procedure; the actual value of TPRACH_NB-IoT shall depend upon the NPRACH configuration used in the target cell and the number of repetition used by UE for sending random access to the target cell. There might be additional delay due to ramping procedure;

NNB-Iot-freq: It is the total number of NB-IoT frequencies to be monitored for RRC re-establishment; NNB-Iot-freq = 1 if the target cell is known.

There is no requirement if the target cell does not contain the UE context.

The normative reference for this requirement is TS 36.133 [4] clause 6.5 and A.6.1.16.

6.1.16.4
Test description

6.1.16.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested: According to Annex E table E-4 and TS 36.508 [7] clauses 8.1.3 and 8.1.4.2.

Channel Bandwidth to be tested: EUTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 6.1.16.5-1.
1.
Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.45, using only main Tx/Rx antenna.

2.
The parameter settings for the cells are set up according to Table 6.1.16.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 6.1.16.4.3.

5.
There are two NB-IoT carriers and one E-UTRA FDD carrier and three cells specified in the test. Ncell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test. Ncell1 and Ncell2 are NB-IoT cells on different frequency carriers.
Table 6.1.16.4.1-1: General test parameters for HD-FDD Inter-frequency RRC Re-establishment for category NB1 UE in In-Band mode under normal coverage

	Parameter
	Unit
	Value
	Comment

	NB-IOT operational mode
	
	In-band
	

	Initial condition
	Active cell 
	
	Ncell1
	

	
	Neighbour cells
	
	Cell1, Ncell2
	

	Final condition
	Active cell 
	
	Ncell2
	

	E-UTRA RF Channel Number
	
	1
	One carrier frequency is used for Cell.

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	NPRACH Configuration
	
	1
	Refer to Table A.10.3-1

	NPDCCH repetition level
	
	16
	NPDCCH Rmax

	N310
	-
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	15000
	RRC re-establishment timer

	DRX
	
	OFF
	

	T1
	s
	5
	

	T2
	ms
	400
	

	T3
	s
	15
	


6.1.16.4.2
Test procedure

The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, Ncell 1, which is the active cell, is deactivated. The time period T3 starts after the occurrence of the radio link failure.

1.
Ensure the UE is in State 2A-NB with UP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5. Ncell 1 is the active cell.

2.
Set the parameters according to T1 in Table 6.1.16.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.
3.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 6.1.16.5-1. T2 starts

4.
When T2 expires, the SS shall switch the power setting from T2 to T3 as specified in Table 6.1.16.5-1. T3 starts

5.
If the UE starts to send NPRACH preambles to Ncell2 for sending theRRCConnectionReestablishmentRequest-NB message to Ncell 2 within 12s from the beginning of time period T3, then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
6.
Once the UE sends a prach in step 5, cause UE handover back to Ncell 1 (if the handover fails, switch off the UE) or switch off the UE. Then ensure the UE is in State 2A-NB with UP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5. Ncell 1 is the active cell.

7.
Repeat step 2-6 until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved.

6.1.16.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6.

6.1.16.5
Test requirement

Table 6.1.16.5-1 and 6.1.16.5-2 defines the primary level settings including test tolerances for HD- FDD Inter-frequency RRC Re-establishment test case.
Table 6.1.16.5-1: Ncell 1, Ncell 2 specific test parameters for HD-FDD Inter-frequency RRC Re-establishment for category NB1 UE in In-Band mode under normal coverage
	Parameter
	Unit
	Ncell 1
	Ncell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	BWchannel
	kHz
	200
	200

	PRB location within Cell
	-
	eCell 1 BWchannel 5MHz: 17
eCell 1 BWchannel 10MHz: 30
	eCell 1 BWchannel 5MHz: 22
eCell 1 BWchannel 10MHz: 35

	NPDSCH parameters defined in clause A.10.2
	
	eCell 1 BWchannel 5MHz:

R.16 HD-FDD
eCell 1 BWchannel 10MHz: R.14 HD-FDD
	eCell 1 BWchannel 5MHz:

R.16 HD-FDD
eCell 1 BWchannel 10MHz: R.14 HD-FDD

	NPDCCH parameters defined in clause A.10.1
	
	eCell 1 BWchannel 5MHz:

R.38 HD-FDD
eCell 1 BWchannel 10MHz: R.26 HD-FDD
	eCell 1 BWchannel 5MHz:

R.38 HD-FDD
eCell 1 BWchannel 10MHz: R.26 HD-FDD

	NPBCH_RA
	dB
	0
	0

	NPBCH_RB
	dB
	
	

	NPSS_RA
	dB
	
	

	NSSS_RA
	dB
	
	

	NPDCCH_RA
	dB
	
	

	NPDCCH_RB
	dB
	
	

	NPDSCH_RA
	dB
	
	

	NPDSCH_RB
	dB
	
	

	NOCNG_RANote 1
	dB
	
	

	NOCNG_RBNote 1 
	dB
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	dBm/15 kHz
	Specified in Table 6.1.16.5-2
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	dB
	7
	-Infinity
	-Infinity
	-Infinity
	4
	4
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 Note2
	dB
	7
	-Infinity
	-Infinity
	-Infinity
	4
	4

	NRSRP Note2
	dBm/15 kHz
	-91
	-Infinity
	-Infinity
	-Infinity
	-94
	-94

	Propagation Condition 
	
	AWGN
	AWGN

	Antenna Configuration
	
	1x1
	1x1

	Timing offset to Ncell 1
	ms
	-
	3

	Note 1:
NOCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Es/Iot and NRSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


Table 6.1.16.5-2: eCell 1 specific test parameters for HD-FDD Inter-frequency RRC Re-establishment for category NB1 UE in In-Band mode under enhanced coverage

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2
	T3

	BWchannel
	MHz
	5 or 10

	NOCNG Patterns
	
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dBm/15 kHz
	-98
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	dB
	4
	4
	4

	Propagation Condition
	
	AWGN

	Antenna Configuration
	
	1x1

	Note 1:
OCNG shall be used such that the Cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power 
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The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send NPRACH preambles to Ncell 2 for sending the RRCConnectionReestablishmentRequest-NB message to Ncell 2.

The RRC re-establishment delay to a unknown NB-IoT FDD inter frequency cell shall be less than 12s.

The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.

NOTE:
The RRC re-establishment delay in the test is derived from the following expression:

Tre-establish_delay= TUL_grant + TUE-re-establish_delay_NB-IoT.

Where:

TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The NPRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.

TUE-re-establish_delay_NB-IoT = 100 ms + NNB-Iot-freq*Tsearch_NB-IoT + TSI_NB-IoT + TNPRACH_NB-IoT
NNB-Iot-freq = 2

Tsearch_NB-IoT = 1400ms

TSI_NB-IoT = 8320ms; it is the time required for receiving all the relevant system information as defined in TS 36.331 for the target NB-IoT FDD cell.
TNPRACH_NB-IoT = 80ms; it is the additional delay caused by the random access procedure.
===== Next Change ====
6.2.5
E-UTRAN FDD - Contention Based Random Access Test for 5MHz Bandwidth
6.2.5.1
Test purpose

Same test purpose as defined in clause 6.2.1.1.

6.2.5.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward that only support bands within band group FDD_N.

6.2.5.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 6.2.1.3 with the following exceptions:

-
Instead of A.6.2.1 ( use A.6.2.5.

6.2.5.4
Test description

6.2.5.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.18 for UE with 2Rx RF band and Annex A, Figure A.75 (without using the faders) for 4Rx capable UE without any 2Rx RF bands.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
There is one E-UTRA FDD carrier and one cell specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

6.2.5.4.2
Test procedure

Same test procedure as defined in clause 6.2.1.4.2 with the following exceptions:

-
Instead of Table 6.2.1.5-1 ( use Table 6.2.5.5-1.

6.2.5.4.3
Message contents

Same message contents as defined in clause 6.2.1.4.3.
6.2.5.5
Test requirement

Same test requirement as defined in clause 6.2.1.5 with the following exceptions:

Tables 6.2.5.5-1 and 6.2.1.5-2 define the primary level settings for E-UTRAN FDD - contention based random access test. Table 6.2.1.5-5 defines the uplink timing error limit including test tolerances.

Table 6.2.5.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD - Contention Based Random Access test for 5MHz bandwidth

	Parameter
	Unit
	Value
	Comments

	BWchannel
	MHz
	5
	

	OCNG Pattern Note 1
	
	OP.15/16 FDD Note 1
	As defined in D.1.15/16.

	PDSCH parameters Note 2
	
	DL Reference Measurement Channel R.5 FDD Note 2
	As defined in A.1.1.

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.11 FDD
	As defined in A.2.1.

	Io Note 2
	dBm/4.5 MHz
	-68.5
	

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.

Note 2:
The DL PDSCH reference measurement channel is used in the test only when a downlink transmission dedicated to the UE under test is required.
Note 3: 
See Table 6.2.1.5-1 for the other parameters.

Note 4: 
This test is according to the principle defined in TS 36.133 [4] section A.3.7.2.


6.2.6
E-UTRAN FDD - Non-Contention Based Random Access Test for 5MHz Bandwidth

6.2.6.1
Test purpose

Same test purpose as defined in clause 6.2.2.1.

6.2.6.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward that only support bands within band group FDD_N.

6.2.6.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 6.2.2.3 with the following exceptions:

-
Instead of A.6.2.2 ( use A.6.2.6.

6.2.6.4
Test description

6.2.6.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.18 for UE with 2Rx RF band and Annex A, Figure A.75 (without using the faders) for 4Rx capable UE without any 2Rx RF bands.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
There is one E-UTRA FDD carrier and one cell specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

6.2.6.4.2
Test procedure

Same test procedure as defined in clause 6.2.2.4.2 with the following exceptions:

-
Instead of Table 6.2.2.5-1 ( use Table 6.2.6.5-1.

6.2.6.4.3
Message contents

Same message contents as defined in clause 6.2.2.4.3.
6.2.6.5
Test requirement

Same test requirement as defined in clause 6.2.2.5 with the following exceptions:

Tables 6.2.6.5-1 and 6.2.2.5-2 define the primary level settings for E-UTRAN FDD - non-contention based random access test for 5MHz bandwidth. Table 6.2.2.5-5 defines the uplink timing error limit including test tolerances.

Table 6.2.6.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD - Non-Contention Based Random Access test for 5MHz bandwidth

	Parameter
	Unit
	Value
	Comments

	BWchannel
	MHz
	5
	

	OCNG Pattern Note 1
	
	OP.15 FDD Note 1
	As defined in D.1.15.

	PDSCH parameters Note 2
	
	DL Reference Measurement Channel R.5 FDD Note 2
	As defined in A.1.1.

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.11 FDD
	As defined in A.2.1.

	Io Note 2
	dBm/4.5 MHz
	-68.5
	

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Io level has been derived from other parameters for information purpose. It is not a settable parameter.

Note 3:
See Table 6.2.2.5-1 for the other parameters.

Note 4:
This test is according to the principle defined in TS 36.133 [4] section A.3.7.2.


===== Next Change ====
6.2.16
Contention Based Random Access Test for UE category NB1 UEs In-band mode in normal coverage
6.2.16.1
Test purpose

To verify whether the behaviour of the random access procedure of a category NB1 UE in Normal Coverage is according to the requirements, whether the NPRACH power settings and timing are within specified limits, and whether the UE determines properly the enhanced coverage level based on the NRSRP measurement and the configured criterion in NRSRP-ThresholdsPrach. This test will verify the requirements in TS 36.133 Clause 6.6.2, Clause 6.6.3 and Clause 7.20.2 in an AWGN model.

6.2.16.2
Test applicability

This test applies to all types of E-UTRAN HD-FDD UE release 13 and forward of UE Category NB1.

6.2.16.3
Minimum conformance requirements

The random access procedure is used when establishing the layer 1 communication between the UE and NB-IoT. The random access is specified in clause 6 of TS 36.213[8] and the control of the RACH transmission is specified in clause 5.1 of TS 36.321[11]. The UE category NB1 supports only contention-based random access transmission on anchor carrier and on non-anchor carrier..

The requirements in this section are applicable for the random access transmission by the UE category NB1 to an anchor carrier or to a non-anchor carrier under the following conditions:

-
The anchor and non-anchor carrier frequencies are within 20 MHz and

-
The anchor and the non-anchor carrier frequencies are in the same base station or in co-located base stations.

The UE shall have capability to calculate NPRACH transmission power according to the NPRACH power formula defined in TS 36.213[8] and apply this power level at the first preamble or additional preambles. The absolute power applied to the first preamble shall have an accuracy as specified in TS 36.101[2]. The relative power applied to additional preambles shall have an accuracy as specified in 36.101[2].

The UE shall indicate a Random Access problem to upper layers if the maximum number of preamble transmission counter has been reached for the random access procedure on target cell as specified in clause 5.1.4 in TS 36.321 [11].
The UE shall re-select a preamble and transmit with the calculated NPRACH transmission power when the backoff time expires if no Random Access Response is received within the RA Response window defined in clause 5.1.4 TS 36.321[11].

The UE shall re-transmit the msg3 upon the reception of a NACK on msg3.

The UE shall send ACK if the Contention Resolution is successful.

The UE shall re-select a preamble and transmit with the calculated NPRACH transmission power when the backoff time expires unless the received message includes a UE Contention Resolution Identity MAC control element and the UE Contention Resolution Identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.

The UE shall re-select a preamble and transmit with the calculated NPRACH transmission power when the backoff time expires if the Contention Resolution Timer expires.

UE shall also execute the random access procedure defined in clause 5.1 in TS 36.321 [17] using the NPRACH configuration contained in NPRACH-ConfigSIB-NB in TS 36.331 [2].

The UE shall apply the following procedure:

-
Determines the enhanced coverage level based on the NRSRP intra-frequency measurement performed on the anchor carrier, for NPRACH transmission to the anchor carrier or for NPRACH transmission to the non-anchor carrier, and the configured criterion as defined in section 5.1.1, TS 36,321 [17],

-
Selects NPRACH resources [2] configured for the corresponding enhanced coverage level as determined in the previous step and;
-
Transmits or re-transmits NPRACH preamble using the selected NPRACH resources and NPRACH configuration.

The normative reference for this requirement is TS 36.133 [4] clause 6.6.2 and A.6.2.16.
6.2.16.4
Test description

6.2.16.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested: According to Annex E table E-4 and TS 36.508 [7] clauses 8.1.3 and 8.1.4.2.

Channel Bandwidth to be tested: E-UTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 6.2.16.5-1.
1.
Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.51 using only main Tx/Rx antenna and without fading.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
There are one NB-IoT carrier and one E-UTRA FDD carrier and two cells specified in the test. Ncell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

6.2.16.4.2
Test procedure

The test scenario comprises of 1 E-UTRA carrier with one Cell and one NB-IoT carrier with 1 Ncell. 
1.
Ensure the UE is in State 3A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5 in Ncell 1. 

2.
Set the parameters according to Tables 6.2.16.5-1 to 6.2.16.5-3 selecting values appropriate to the test condition of normal or extreme. Propagation conditions are set according to Annex B clause B.1.1.

3.
The UE shall establish a connection setup with SS, the random access procedure within the connection setup is used in the test.

4.
Test 1: Correct behaviour when receiving random access response reception

4.1. In Test 1, the UE shall send the preamble to the SS. In response to the first 2 preamble transmission attempts (the preamble is transmitted 2 times in each attempt), the SS shall transmit a random access response not corresponding to the transmitted random access preamble. 

4.2. The UE shall consider the random access response reception not successful then re-select a preamble and transmit with the calculated NPRACH transmission power when the backoff time expires if all received random access response contain random access preamble identifiers that do not match the transmitted random access preamble.

4.3. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after 3 preamble transmission attempts have been received by the SS. 

4.4. The UE shall consider this random access response reception successful and transmit the msg3.

4.5. Measure the power and timing of the first preamble transmission attempt. The power of the first preamble transmission attempt shall be -25 dBm with the accuracy specified in Table 6.2.16.5-4. Measure the relative power and timing applied to additional preamble transmission attempts. The relative power of the last 2 preamble transmission attempts shall not exceed the values specified in Tables 6.2.16.5-5. The transmit timing of all NPRACH transmissions shall be within the accuracy specified in Table 6.2.16.5-6. If the UE transmits or re- transmits NPRACH preambles using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 0, then for each preamble count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”. The power, relative power and timing are only measured if the coverage enhancement level selection was correct, and any results relating to a wrong selection are discarded.
5.
Test 2: Correct behaviour when not receiving random access response reception

5.1. Repeat step 1-3.

5.2. In Test 2, the UE shall send the preamble to the SS. The SS shall not respond to the first2 preamble transmission attempts (the preamble is transmitted 2 times in each attempt).

5.3. The UE shall consider the random access response reception not successful then re-select a preamble and transmit with the calculated NPRACH transmission power when the backoff time expires if no random access response is received within the RA Response window of 12 sub-frames.

5.4. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after 3 preamble transmission attemps have been received by the SS. 

5.5. The UE shall consider this random access response reception successful and transmit the msg3.

5.6. Measure the power and timing of the first preamble transmission attempt. The power of the first preamble transmission attempt shall be -25dBm with the accuracy specified in Table 6.2.16.5-4. Measure the relative power and timing applied to additional preamble transmission attempts. The relative power of the last 2 preamble transmission attempts shall not exceed the values specified in Tables 6.2.16.5-5. The transmit timing of all NPRACH transmissions shall be within the accuracy specified in Table 6.2.16.5-6. If the UE transmits or re- transmits NPRACH preambles using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 0, then for each preamble count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”. The power, relative power and timing are only measured if the coverage enhancement level selection was correct, and any results relating to a wrong selection are discarded.
6.
Test 3: Correct behaviour when receiving a NACK on msg3

6.1. Repeat step 1-3.

6.2. In Test 3, the UE shall send the preamble to the SS. If the UE transmits an NPRACH preamble using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 0, then count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

6.3. The UE shall consider this random access response reception successful and transmit the msg3.

6.4. The SS shall send NACK to all UE msg3 following a successful random access response.

6.5. The UE shall consider this contention resolution not successful then re-transmit the msg3 upon the reception of a NACK on msg3 until the maximum number of HARQ retransmission is reached.

7.
Test 4: Correct behaviour when receiving an incorrect message over Temporary C-RNTI

7.1. Repeat step 1-3.

7.2. In Test 4, the UE shall send the preamble to the SS. If the UE transmits an NPRACH preamble using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 0, then count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

7.3. The UE shall consider this random access response reception successful and transmit the msg3.

7.4. The SS shall send a message addressed to the Temporary C-RNTI with a UE contention resolution identity included in the MAC control element not matching the CCCH SDU transmitted in msg3 uplink message.

7.5. The UE shall consider the contention resolution not successful then re-select a preamble and transmit with the calculated NPRACH transmission power when the backoff time expires. If the UE transmits NPRACH preambles using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 0, then for each preamble count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”. The power is only measured if the coverage enhancement level selection was correct, and any results relating to a wrong selection are discarded.
8.
Test 5: Correct behaviour when receiving a correct message over Temporary C-RNTI

8.1. In Test 5, the SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS. If the UE transmits an NPRACH preamble using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 0, then count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”.
8.2. The UE shall consider this random access response reception successful and transmit the msg3.

8.3. The SS shall send a message addressed to the Temporary C-RNTI with a UE contention resolution identity included in the MAC control element matching the CCCH SDU transmitted in the msg3 uplink message.

8.4. The UE shall send ACK and consider the contention resolution successful and the random access procedure successfully completed.

9.
Test 6: Correct behaviour when contention resolution timer expires

9.1. Repeat step 1-3.

9.2. In Test 6, the UE shall send the preamble to the SS. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS. If the UE transmits an NPRACH preamble using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 0, then count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”.
9.3. The UE shall consider this random access response reception successful and transmit the msg3.

9.4. The SS shall send an ACK for msg3 but not send msg4 allowing the contention resolution timer to expire.

9.5. The UE shall consider the contention resolution not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires. If the UE transmits an NPRACH preambles using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 0, then for each preamble count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”. The power is only measured if the coverage enhancement level selection was correct, and any results relating to a wrong selection are discarded.
9.6. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

9.7. The UE shall consider this random access response reception successful and transmit the msg3.

10. Repeat steps 1-9 until a test verdict for the event “CE selection” has been achieved with confidence level according to Table G.2.3-1 in Annex G.2.
6.2.16.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6 and clause 8.1.4.3 using condition "Inband_Different" with following exceptions.
Table 6.2.16.4.3-1: RadioResourceConfigCommonSIB-NB-DEFAULT

	Derivation Path: 36.508 clause 8.1.6.3-9

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSIB-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nprach-Config-v1330 ::= SEQUENCE {
	
	
	

	    nprach-ParametersList-v1330 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-Parameters-NB-v1330
	3 entries
	
	

	      NPRACH-Parameters-NB-v1330[1] ::= SEQUENCE {
	
	
	

	        nprach-NumCBRA-StartSubcarriers-r13
	n8
	
	

	      }
	
	
	

	      NPRACH-Parameters-NB-v1330[2] ::= SEQUENCE {
	
	
	

	        nprach-NumCBRA-StartSubcarriers-r13
	n20
	
	

	      }
	
	
	

	      NPRACH-Parameters-NB-v1330[3] ::= SEQUENCE {
	
	
	

	        nprach-NumCBRA-StartSubcarriers-r13
	n40
	
	

	      }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.2.16.4.3-2: RACH-ConfigCommon-NB-DEFAULT

	Derivation Path: 36.508 Table 8.1.6.3-8

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  preambleTransMax-CE-r13
	n6
	
	

	  powerRampingParameters-r13 SEQUENCE {
	
	
	

	    powerRampingStep
	dB2
	
	

	    preambleInitialReceivedTargetPower
	dBm-112
	
	

	  }
	
	
	

	  rach-InfoList-r13 (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF RACH-Info-NB-r13 {
	3 entries
	
	

	    RACH-Info-NB-r13[1] SEQUENCE {
	
	
	

	      ra-ResponseWindowSize-r13
	pp2
	
	

	      mac-ContentionResolutionTimer-r13
	pp2
	
	

	    }
	
	
	

	    RACH-Info-NB-r13[2] SEQUENCE {
	
	
	

	      ra-ResponseWindowSize-r13
	pp2
	
	

	      mac-ContentionResolutionTimer-r13
	pp2
	
	

	    }
	
	
	

	    RACH-Info-NB-r13[3] SEQUENCE {
	
	
	

	      ra-ResponseWindowSize-r13
	pp2
	
	

	      mac-ContentionResolutionTimer-r13
	pp2
	
	

	    }
	
	
	

	  }
	
	
	

	  powerRampingParameters-v1450
	Not present
	
	

	}
	
	
	


Table 6.2.16.4.3-3: NPRACH-ConfigSIB-NB-DEFAULT

	Derivation Path: 36.508 Table 8.1.6.3-5

	Information Element
	Value/remark
	Comment
	Condition

	NPRACH-ConfigSIB-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nprach-CP-Length-r13
	us66dot7
	
	

	  rsrp-ThresholdsPrachInfoList-r13 ::= SEQUENCE (SIZE(1..2)) OF RSRP-Range {
	2 entries
	
	

	    RSRP-Range[1]
	40
	-116dBm
	Normal

	    RSRP-Range[2]
	54
	-102dBm
	

	    RSRP-Range[1]
	40
	-116dBm
	Extreme

	    RSRP-Range[2]
	51
	-105dBm
	

	  }
	
	
	

	  nprach-ParametersList-r13 SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-Parameters-NB-r13 {
	3 entries
	
	

	    NPRACH-Parameters-NB-r13[1] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms40
	
	

	      nprach-StartTime-r13
	ms8
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n3
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n2
	
	

	      npdcch-NumRepetitions-RA-r13
	r4
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[2] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms240
	
	

	      nprach-StartTime-r13
	ms64
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n6
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n8
	
	

	      npdcch-NumRepetitions-RA-r13
	r16
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[3] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms1280
	
	

	      nprach-StartTime-r13
	ms512
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n10
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n64
	
	

	      npdcch-NumRepetitions-RA-r13
	r128
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.2.16.4.3-4: NPDSCH-ConfigCommon-NB-DEFAULT

	Derivation Path: 36.508 Table 8.1.6.3-4

	Information Element
	Value/remark
	Comment
	Condition

	NPDSCH-ConfigCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nrs-Power-r13
	-5 (dBm)
	
	

	}
	
	
	


6.2.16.5
Test requirement

Tables 6.2.16.5-1 and 6.2.16.5-2 define the primary level settings for HD-FDD contention based random access test. Table 6.2.16.5-3 defines the NPRACH configuration parameters. Tables 6.2.16.5-4 and 6.2.16.5-5 define the absolute and relative power control requirements including test tolerances. Table 6.2.1.5-6 defines the uplink timing error limit including test tolerances.

Table 6.2.16.5-1: Ncell specific test parameters for HD-FDD contention based random access test for UE category NB1 In-Band mode in Normal Coverage

	Parameter
	Unit
	Value
	Comments

	NB-IOT operational mode
	
	In-band
	

	BWchannel
	kHz
	200
	

	PRB location within eCell
	-
	eCell1 BWchannel 5MHz: 17
eCell1 BWchannel 10MHz: 30
	

	NPDSCH parameters Note 2
	
	eCell1 BWchannel 5MHz: R.17 HD-FDD
eCell1 BWchannel 10MHz: R.15 HD-FDD
	As defined in A.10.2.1

	NPDCCH parameters Note 2
	
	eCell1 BWchannel 5MHz: R.39 HD-FDD
eCell1 BWchannel 10MHz: R.27 HD-FDD
	As defined in A.10.1.1

	NPBCH_RA
	dB
	-3
	

	NPBCH_RB
	dB
	
	

	NPSS_RA
	dB
	
	

	NSSS_RA
	dB
	
	

	NPDCCH_RA
	dB
	
	

	NPDCCH_RB
	dB
	
	

	NPDSCH_RA
	dB
	
	

	NPDSCH_RB
	dB
	
	

	NOCNG_RA Note 1
	dB
	
	

	NOCNG_RB Note 1 
	dB
	
	

	DRX
	
	OFF
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	dBm/15 kHz
	Specified in Table 6.2.16.5-2
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	dB
	3.1
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 Note 3
	dB
	3.1
	

	NRSRP Note 3
	dBm/15 kHz
	-94.90
	

	Io Note 3
	dBm/180kHz
	-82.38
	

	Propagation Condition 
	-
	AWGN
	

	Antenna Configuration
	
	2x1
	

	Note 1:
NOCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.

Note 2:
The NPDSCH and NPDCCH reference measurement channels are used in the test only when a downlink transmission dedicated to the UE under test is required.

Note 3:
Es/Iot, NRSRP and Io level has been derived from other parameters for information purpose. They are not settable parameters themselves.


Table 6.2.16.5-2: E-UTRA Cell specific test parameters for HD-FDD contention based random access test for UE category NB1 In-Band mode in Normal Coverage

	Parameter
	Unit
	Value

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	5 or 10

	NOCNG Pattern Note 1
As specified in D.3
	-
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD

	PBCH_RA
	dB
	-3

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RA Note 1
	dB
	

	OCNG_RB Note 1 
	dB
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	dBm/15 kHz
	-98
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	dB
	3

	Propagation Condition 
	-
	AWGN

	Antenna Configuration
	-
	2x1

	Note 1:
OCNG shall be used such that the eCell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


Table 6.2.16.5-3: NPRACH-Configuration parameters for HD-FDD contention based random access test for UE category NB1 In-Band mode in Normal Coverage

	Field
	Value
	Comment

	Parameters not per NPRACH resource

	RSRP-ThresholdsNPRACH-InfoList
	{40, 54}
	Normal condition: Corresponding to {-116, -102} dBm as defined in TS 36.331 Section 9.1.22.9

	
	{40, 51}
	Extreme condition: Corresponding to {-116, -105} dBm as defined in TS 36.331 Section 9.1.22.9

	nprach-CP-Length
	us66dot7
	

	nrs-Power
	-5 dBm/15 kHz


	As defined in clause 6.7.3 in TS 36.331.

	Backoff Parameter Index
	1
	As defined in table 7.2-2 in TS 36.321

	Configured UE transmitted power (
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)
	23 dBm for power class 3,

20 dBm for power class 5,

14 dBm for power class 6
	As defined in clause 6.2.5F in TS 36.101

	powerRampingStep
	dB2
	

	preambleInitialReceivedTargetPower
	dBm-112
	

	preambleTransMax-CE
	n6
	

	Parameters per NPRACH Resource

	NPRACH Resource
	Level 0
	Level 1
	Level 2
	

	nprach-Periodicity
	ms40
	ms240
	ms1280
	

	nprach-StartTime
	ms8
	ms64
	ms512
	

	nprach-SubcarrierOffset
	n0
	n0
	n0
	

	nprach-NumSubcarriers
	n12
	n12
	n12
	

	nprach-SubcarrierMSG3-RangeStart
	zero
	zero
	zero
	

	maxNumPreambleAttemptCE
	n3
	n6
	n10
	

	numRepetitionsPerPreambleAttempt
	n2
	n8
	n64
	

	npdcch-NumRepetitions-RA
	r4
	r16
	r128
	

	npdcch-StartSF-CSS-RA
	v1dot5
	v1dot5
	v1dot5
	

	npdcch-Offset-RA
	zero
	zero
	Zero
	

	nprach-NumCBRA-StartSubcarriers
	n8
	n20
	n40
	

	ra-ResponseWindowSize (per NPRACH Resource)
	pp2
	pp2
	pp2
	

	mac-ContentionResolutionTimer (per NPRACH Resource)
	pp2
	pp2
	pp2
	

	Note 1:
See Clause 6.7.3 in TS 36.331 for further information on the parameters in this table.


Test 1: Correct behaviour when receiving random access response reception

-
The power of the first preambles shall be -25 dBm to within the accuracy specified in Table 6.2.16.5-4.

-
The relative power for preamble ramping step shall be 2 dB to within the accuracy specified in Table 6.2.16.5-5.

-
The transmit timing of all NPRACH transmissions shall be within the accuracy specified in Table 6.2.16.5-6.

Test 2: Correct behaviour when not receiving random access response reception-


-
The power of the first preambles shall be -25 dBm to within the accuracy specified in Table 6.2.16.5-4. 

-
The relative power for preamble ramping step shall be 2 dB to within the accuracy specified in Table 6.2.16.5-5.

-
The transmit timing of all NPRACH transmissions shall be within the accuracy specified in Table 6.2.16.5-6.

Test 3: Correct behaviour when receiving a NACK on msg3

-
The UE shall re-transmit the msg3 upon the reception of a NACK on msg3 until the maximum number of HARQ retransmission is reached.

Test 4: Correct behaviour when receiving an incorrect message over Temporary C-RNTI

-
The UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the back off time expires unless the received message includes a UE contention resolution identity MAC control element and the UE contention resolution identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.

Test 5: Correct behaviour when receiving a correct message over Temporary C-RNTI

-
The UE shall send ACK if the contention resolution is successful.

Test 6: Correct behaviour when contention resolution timer expires

-
The UE shall re-select a preamble and transmit with the calculated NPRACH transmission power when the back off time expires if the contention resolution timer expires.

Correct behaviour when UE selects NPRACH resources

-
The rate of correct coverage enhancement level 0 selection events “CE selection” observed during repeated tests shall be at least 90% with a confidence level of 95%.

Decide the test pass, if all the the power, relative power and timing measurements pass and the CE selection events pass, otherwise fail the UE.

Table 6.2.16.5-4: Absolute power tolerance for HD-FDD contention based random access test for UE category NB1
	Conditions
	Tolerance

	Normal
	± 10.4 dB

	Extreme
	±13.4 dB


Table 6.2.16.5-5: Relative power tolerance for HD-FDD contention based random access test for UE category NB1
	Power step P 

 [dB]
	NPRACH [dB]

	ΔP = 0
	±2.2

	ΔP = 2
	±2.7

	ΔP = 4
	±4.2

	ΔP = 6
	±4.7

	NOTE:
For extreme conditions an additional ± 2.0 dB relaxation is allowed.


Table 6.2.16.5-6: Test requirements for Te Timing Error Limit for HD-FDD contention based random access test for UE category NB1
	Downlink Bandwidth (MHz)
	Te_

	0.18
	83*TS

	Note 1:
TS is the basic timing unit defined in TS 36.211


6.2.17
Contention Based Random Access Test for UE category NB1 UEs In-band mode in Enhanced Coverage
6.2.17.1
Test purpose

To verify whether the behaviour of the random access procedure of a category NB1 UE in Enhanced Coverage is according to the requirements, whether the NPRACH power settings and timing are within specified limits, and whether the UE determines properly the enhanced coverage level based on the NRSRP measurement and the configured criterion in NRSRP-ThresholdsPrach. This test will verify the requirements in TS 36.133 Clause 6.6.2, Clause 6.6.3 and Clause 7.20.2 in an AWGN model.

6.2.17.2
Test applicability

This test applies to all types of E-UTRAN HD-FDD UE release 13 and forward of UE Category NB1.

6.2.17.3
Minimum conformance requirements

Same minimum conformance requirements as defined in 6.2.16.3.
6.2.17.4
Test description

6.2.17.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested: According to Annex E table E-4 and TS 36.508 [7] clauses 8.1.3 and 8.1.4.2.

Channel Bandwidth to be tested: E-UTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 6.2.17.5-1.
1.
Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.51 using only main Tx/Rx antenna and without fading.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
There are one NB-IoT carrier and one E-UTRA FDD carrier and two cells specified in the test. Ncell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

6.2.17.4.2
Test procedure

The test scenario comprises of 1 E-UTRA carrier with one Cell and one NB-IoT carrier with 1 Ncell. 
1.
Ensure the UE is in State 3A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5 in Ncell 1. 

2.
Set the parameters according to Tables 6.2.17.5-1 to 6.2.17.5-3 selecting values appropriate to the test condition of normal or extreme. Propagation conditions are set according to Annex B clause B.1.1.

3.
The UE shall establish a connection setup with SS, the random access procedure within the connection setup is used in the test.

4.
Test 1: Correct behaviour when receiving random access response reception

4.1. In Test 1, the UE shall send the preamble to the SS. In response to the first 4 preamble transmission attempts (the preamble is transmitted 8 times in each attempt), the SS shall transmit a random access response not corresponding to the transmitted random access preamble. 

4.2. The UE shall consider the random access response reception not successful then re-select a preamble and transmit with the calculated NPRACH transmission power when the backoff time expires if all received random access response contain random access preamble identifiers that do not match the transmitted random access preamble.

4.3. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after 5 preamble transmission attempts have been received by the SS. 

4.4. The UE shall consider this random access response reception successful and transmit the msg3.

4.5. Measure the power and timing of the first preamble transmission attempt. The power of the first preamble transmission attempt shall be 23dBm for Power Class 3, 20dBm for Power Class 5 and 14dBm for Power Class 6 with the accuracy specified in Table 6.2.17.5-4. Measure the relative power and timing applied to additional preamble transmission attempts. The relative power of the last 4 preamble transmission attempts shall not exceed the values specified in Tables 6.2.17.5-5. The transmit timing of all NPRACH transmissions shall be within the accuracy specified in Table 6.2.17.5-6. If the UE transmits or re- transmits NPRACH preambles using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 1, then for each preamble count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”. The power, relative power and timing are only measured if the coverage enhancement level selection was correct, and any results relating to a wrong selection are discarded.
5.
Test 2: Correct behaviour when not receiving random access response reception

5.1. Repeat step 1-3.

5.2. In Test 2, the UE shall send the preamble to the SS. The SS shall not respond to the first 4 preamble transmission attempts (the preamble is transmitted 8 times in each attempt).

5.3. The UE shall consider the random access response reception not successful then re-select a preamble and transmit with the calculated NPRACH transmission power when the backoff time expires if no random access response is received within the RA Response window of 48 sub-frames.

5.4. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after 5 preamble transmission attempts have been received by the SS. 

5.5. The UE shall consider this random access response reception successful and transmit the msg3.

5.6. Measure the power and timing of the first preamble transmission attempt. The power of the first preamble transmission attempt shall be 23dBm for Power Class 3, 20dBm for Power Class 5 and 14dBm for Power Class 6 with the accuracy specified in Tables 6.2.17.5-4. Measure the relative power and timing applied to additional preamble transmission attempts. The relative power of the last 4 preamble transmission attempts shall not exceed the values specified in Tables 6.2.17.5-5. The transmit timing of all NPRACH transmissions shall be within the accuracy specified in Table 6.2.17.5-6. If the UE transmits or re- transmits NPRACH preambles using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 1, then for each preamble count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”. The power, relative power and timing are only measured if the coverage enhancement level selection was correct, and any results relating to a wrong selection are discarded.
6.
Test 3: Correct behaviour when receiving a NACK on msg3

6.1. Repeat step 1-3.

6.2. In Test 3, the UE shall send the preamble to the SS. If the UE transmits an NPRACH preamble using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 1, then count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

6.3. The UE shall consider this random access response reception successful and transmit the msg3.

6.4. The SS shall send NACK to all UE msg3 following a successful random access response.

6.5. The UE shall consider this contention resolution not successful then re-transmit the msg3 upon the reception of a NACK on msg3 until the maximum number of HARQ retransmission is reached.

7.
Test 4: Correct behaviour when receiving an incorrect message over Temporary C-RNTI

7.1. Repeat step 1-3.

7.2. In Test 4, the UE shall send the preamble to the SS. If the UE transmits an NPRACH preamble using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 1, then count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

7.3. The UE shall consider this random access response reception successful and transmit the msg3.

7.4. The SS shall send a message addressed to the Temporary C-RNTI with a UE contention resolution identity included in the MAC control element not matching the CCCH SDU transmitted in msg3 uplink message.

7.5. The UE shall consider the contention resolution not successful then re-select a preamble and transmit with the calculated NPRACH transmission power when the backoff time expires. If the UE transmits an NPRACH preambles using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 1, then for each preamble count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”. The power is only measured if the coverage enhancement level selection was correct, and any results relating to a wrong selection are discarded.
8.
Test 5: Correct behaviour when receiving a correct message over Temporary C-RNTI

8.1. In Test 5, the SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS. If the UE transmits an NPRACH preamble using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 1, then count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”.
8.2. The UE shall consider this random access response reception successful and transmit the msg3.

8.3. The SS shall send a message addressed to the Temporary C-RNTI with a UE contention resolution identity included in the MAC control element matching the CCCH SDU transmitted in the msg3 uplink message.

8.4. The UE shall send ACK and consider the contention resolution successful and the random access procedure successfully completed.

9.
Test 6: Correct behaviour when contention resolution timer expires

9.1. Repeat step 1-3.

9.2. In Test 6, the UE shall send the preamble to the SS. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS. If the UE transmits an NPRACH preamble using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 1, then count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”.
9.3. The UE shall consider this random access response reception successful and transmit the msg3.

9.4. The SS shall send an ACK for msg3 but not send msg4 allowing the contention resolution timer to expire.

9.5. The UE shall consider the contention resolution not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires. If the UE transmits an NPRACH preambles using the NPRACH resources and NPRACH configuration corresponding to the coverage enhancement level 1, then for each preamble count a success for the event “CE selection”. Otherwise count a fail for the event “CE selection”. The power is only measured if the coverage enhancement level selection was correct, and any results relating to a wrong selection are discarded.
9.6. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

9.7. The UE shall consider this random access response reception successful and transmit the msg3.

10. Repeat steps 1-9 until a test verdict for the event “CE selection” has been achieved with confidence level according to Table G.2.3-1 in Annex G.2.
6.2.17.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6 and clause 8.1.4.3 using condition "Inband_Different" with following exceptions.
Table 6.2.17.4.3-1: RadioResourceConfigCommonSIB-NB-DEFAULT

	Derivation Path: 36.508 clause 8.1.6.3-9

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigCommonSIB-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nprach-Config-v1330 ::= SEQUENCE {
	
	
	

	    nprach-ParametersList-v1330 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-Parameters-NB-v1330
	3 entries
	
	

	      NPRACH-Parameters-NB-v1330[1] ::= SEQUENCE {
	
	
	

	        nprach-NumCBRA-StartSubcarriers-r13
	n8
	
	

	      }
	
	
	

	      NPRACH-Parameters-NB-v1330[2] ::= SEQUENCE {
	
	
	

	        nprach-NumCBRA-StartSubcarriers-r13
	n20
	
	

	      }
	
	
	

	      NPRACH-Parameters-NB-v1330[3] ::= SEQUENCE {
	
	
	

	        nprach-NumCBRA-StartSubcarriers-r13
	n40
	
	

	      }
	
	
	

	
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.2.17.4.3-2: RACH-ConfigCommon-NB-DEFAULT

	Derivation Path: 36.508 Table 8.1.6.3-8

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  preambleTransMax-CE-r13
	n6
	
	

	  powerRampingParameters-r13 SEQUENCE {
	
	
	

	    powerRampingStep
	dB2
	
	

	    preambleInitialReceivedTargetPower
	dBm-120
	
	

	  }
	
	
	

	  rach-InfoList-r13 (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF RACH-Info-NB-r13 {
	3 entries
	
	

	    RACH-Info-NB-r13[1] SEQUENCE {
	
	
	

	      ra-ResponseWindowSize-r13
	pp2
	
	

	      mac-ContentionResolutionTimer-r13
	pp2
	
	

	    }
	
	
	

	    RACH-Info-NB-r13[2] SEQUENCE {
	
	
	

	      ra-ResponseWindowSize-r13
	pp2
	
	

	      mac-ContentionResolutionTimer-r13
	pp2
	
	

	    }
	
	
	

	    RACH-Info-NB-r13[3] SEQUENCE {
	
	
	

	      ra-ResponseWindowSize-r13
	pp2
	
	

	      mac-ContentionResolutionTimer-r13
	pp2
	
	

	    }
	
	
	

	  }
	
	
	

	  powerRampingParameters-v1450
	Not present
	
	

	}
	
	
	


Table 6.2.17.4.3-3: NPRACH-ConfigSIB-NB-DEFAULT

	Derivation Path: 36.508 Table 8.1.6.3-5

	Information Element
	Value/remark
	Comment
	Condition

	NPRACH-ConfigSIB-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nprach-CP-Length-r13
	us266dot7
	
	

	  rsrp-ThresholdsPrachInfoList-r13 ::= SEQUENCE (SIZE(1..2)) OF RSRP-Range {
	2 entries
	
	

	    RSRP-Range[1]
	34
	-122dBm
	Normal

	    RSRP-Range[2]
	57
	-99dBm
	

	    RSRP-Range[1]
	31
	-125dBm
	Extreme

	    RSRP-Range[2]
	60
	-96dBm
	

	  }
	
	
	

	  nprach-ParametersList-r13 SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-Parameters-NB-r13 {
	3 entries
	
	

	    NPRACH-Parameters-NB-r13[1] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms40
	
	

	      nprach-StartTime-r13
	ms8
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n3
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n2
	
	

	      npdcch-NumRepetitions-RA-r13
	r4
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[2] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms240
	
	

	      nprach-StartTime-r13
	ms64
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n6
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n8
	
	

	      npdcch-NumRepetitions-RA-r13
	r16
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	    NPRACH-Parameters-NB-r13[3] ::= SEQUENCE {
	
	
	

	      nprach-Periodicity-r13
	ms1280
	
	

	      nprach-StartTime-r13
	ms512
	
	

	      nprach-SubcarrierOffset-r13
	n0
	
	

	      nprach-NumSubcarriers-r13
	n12
	
	

	      nprach-SubcarrierMSG3-RangeStart-r13
	zero
	
	

	      maxNumPreambleAttemptCE-r13
	n10
	
	

	      numRepetitionsPerPreambleAttempt-r13
	n64
	
	

	      npdcch-NumRepetitions-RA-r13
	r128
	
	

	      npdcch-StartSF-CSS-RA-r13
	v1dot5
	
	

	      npdcch-Offset-RA-r13
	zero
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.2.17.4.3-4: NPDSCH-ConfigCommon-NB-DEFAULT

	Derivation Path: 36.508 Table 8.1.6.3-4

	Information Element
	Value/remark
	Comment
	Condition

	NPDSCH-ConfigCommon-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  nrs-Power-r13
	-5 (dBm)
	
	

	}
	
	
	


6.2.17.5
Test requirement

Tables 6.2.17.5-1 and 6.2.17.5-2 define the primary level settings for HD-FDD contention based random access test. Table 6.2.17.5-3 defines the NPRACH configuration parameters. Tables 6.2.17.5-4 and 6.2.17.5-5 define the absolute and relative power control requirements including test tolerances. Table 6.2.1.5-6 defines the uplink timing error limit including test tolerances.

Table 6.2.17.5-1: Ncell specific test parameters for HD-FDD contention based random access test for UE category NB1 In-Band mode in Enhanced Coverage

	Parameter
	Unit
	Value
	Comments

	NB-IOT operational mode
	
	In-band
	

	BWchannel
	kHz
	200
	

	PRB location within eCell
	-
	eCell1 BWchannel 5MHz: 17
eCell1 BWchannel 10MHz: 30
	

	NPDSCH parameters Note 2
	
	eCell1 BWchannel 5MHz: R.17 HD-FDD
eCell1 BWchannel 10MHz: R.15 HD-FDD
	As defined in A.10.2.1

	NPDCCH parameters Note 2
	
	eCell1 BWchannel 5MHz: R.39 HD-FDD
eCell1 BWchannel 10MHz: R.27 HD-FDD
	As defined in A.10.1.1

	NPBCH_RA
	dB
	-3
	

	NPBCH_RB
	dB
	
	

	NPSS_RA
	dB
	
	

	NSSS_RA
	dB
	
	

	NPDCCH_RA
	dB
	
	

	NPDCCH_RB
	dB
	
	

	NPDSCH_RA
	dB
	
	

	NPDSCH_RB
	dB
	
	

	NOCNG_RA Note 1
	dB
	
	

	NOCNG_RB Note 1 
	dB
	
	

	DRX
	
	OFF
	

	
[image: image31.wmf]oc

N


	dBm/15 kHz
	Specified in Table 6.2.17.5-2
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	dB
	-12.5
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 Note 3
	dB
	-12.5
	

	NRSRP Note 3
	dBm/15 kHz
	-110.5
	

	Io Note 3
	dBm/180kHz
	-86.97
	

	Propagation Condition 
	-
	AWGN
	

	Antenna Configuration
	
	2x1
	

	Note 1:
NOCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.

Note 2:
The NPDSCH and NPDCCH reference measurement channels are used in the test only when a downlink transmission dedicated to the UE under test is required.

Note 3:
Es/Iot, NRSRP and Io level has been derived from other parameters for information purpose. They are not settable parameters themselves.


Table 6.2.17.5-2: E-UTRA Cell specific test parameters for HD-FDD contention based random access test for UE category NB1 In-Band mode in Enhanced Coverage

	Parameter
	Unit
	Value

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	5 or 10

	NOCNG Pattern Note 1
As specified in D.3
	-
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD

	PBCH_RA
	dB
	-3

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RA Note 1
	dB
	

	OCNG_RB Note 1 
	dB
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	dBm/15 kHz
	-98
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	dB
	3

	Propagation Condition
	-
	AWGN

	Antenna Configuration
	-
	2x1

	Note 1:
OCNG shall be used such that the eCell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


Table 6.2.17.5-3: NPRACH-Configuration parameters for HD-FDD contention based random access test for UE category NB1 In-Band mode in Enhanced Coverage

	Field
	Value
	Comment

	Parameters not per NPRACH resource

	RSRP-ThresholdsNPRACH-InfoList
	{34, 57}
	Normal condition: Corresponding to {-122, -99} dBm as defined in TS 36.133 Section 9.1.22.9

	
	{31, 60}
	Extreme condition: Corresponding to {-125, -96} dBm as defined in TS 36.133 Section 9.1.22.9]

	nprach-CP-Length
	Us266dot7
	

	nrs-Power
	-5 dBm/15 kHz
	As defined in clause 6.7.3 in TS 36.331.

	Backoff Parameter Index
	1
	As defined in table 7.2-2 in TS 36.321

	Configured UE transmitted power (
[image: image36.wmf]CMAX

P

)
	23 dBm for power class 3,

20 dBm for power class 5,

14 dBm for power class 6
	As defined in clause 6.2.5F in TS 36.101

	powerRampingStep
	dB2
	

	preambleInitialReceivedTargetPower
	dBm-120
	

	preambleTransMax-CE
	n6
	

	Parameters per NPRACH Resource

	NPRACH Resource
	Level 0
	Level 1
	Level 2
	

	nprach-Periodicity
	ms40
	ms240
	ms1280
	

	nprach-StartTime
	ms8
	ms64
	ms512
	

	nprach-SubcarrierOffset
	n0
	n0
	n0
	

	nprach-NumSubcarriers
	n12
	n12
	n12
	

	nprach-SubcarrierMSG3-RangeStart
	zero
	zero
	zero
	

	maxNumPreambleAttemptCE
	n3
	n6
	n10
	

	numRepetitionsPerPreambleAttempt
	n2
	n8
	n64
	

	npdcch-NumRepetitions-RA
	r4
	r16
	r128
	

	npdcch-StartSF-CSS-RA
	v1dot5
	v1dot5
	v1dot5
	

	npdcch-Offset-RA
	zero
	zero
	Zero
	

	nprach-NumCBRA-StartSubcarriers
	n8
	n20
	n40
	

	ra-ResponseWindowSize (per NPRACH Resource)
	pp2
	pp2
	pp2
	

	mac-ContentionResolutionTimer (per NPRACH Resource)
	pp2
	pp2
	pp2
	

	Note 1:
See Clause 6.7.3 in TS 36.331 for further information on the parameters in this table.


Test 1: Correct behaviour when receiving random access response reception

-
The power of the first preamble shall be  23 dBm for power class 3, 20 dBm for power class 5 and 14 dBm for power class 6 to within the accuracy specified in Table 6.2.17.5-4.

-
The relative power for preamble ramping step shall be 2 dB to within the accuracy specified in Table 6.2.17.5-5.

-
The transmit timing of all NPRACH transmissions shall be within the accuracy specified in Table 6.2.17.5-6.

Test 2: Correct behaviour when not receiving random access response reception-


-
The power of the first preamble shall be 23 dBm for power class 3, 20 dBm for power class 5 and 14 dBm for power class 6 to within the accuracy specified in Table 6.2.17.5-4. 

-
The relative power for preamble ramping step shall be 2 dB to within the accuracy specified in Table 6.2.17.5-5.

-
The transmit timing of all NPRACH transmissions shall be within the accuracy specified in Table 6.2.17.5-6.

Test 3: Correct behaviour when receiving a NACK on msg3

-
The UE shall re-transmit the msg3 upon the reception of a NACK on msg3 until the maximum number of HARQ retransmission is reached.

Test 4: Correct behaviour when receiving an incorrect message over Temporary C-RNTI

-
The UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the back off time expires unless the received message includes a UE contention resolution identity MAC control element and the UE contention resolution identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.

Test 5: Correct behaviour when receiving a correct message over Temporary C-RNTI

-
The UE shall send ACK if the contention resolution is successful.

Test 6: Correct behaviour when contention resolution timer expires

-
The UE shall re-select a preamble and transmit with the calculated NPRACH transmission power when the back off time expires if the contention resolution timer expires.

Correct behaviour when UE selects NPRACH resources

-
The rate of correct coverage enhancement level 1 selection events “CE selection” observed during repeated tests shall be at least 90% with a confidence level of 95%.

Decide the test pass, if all the the power, relative power and timing measurements pass and the CE selection events pass, otherwise fail the UE.

Table 6.2.17.5-4: Absolute power tolerance for HD-FDD contention based random access test for UE category NB1
	Conditions
	Tolerance

	Normal
	± 14.3 dB

	Extreme
	±17.3 dB


Table 6.2.17.5-5: Relative power tolerance for HD-FDD contention based random access test for UE category NB1
	Power step P 

 [dB]
	NPRACH [dB]

	ΔP = 0
	±2.2

	ΔP = 2
	±2.7

	ΔP = 4
	±4.2

	ΔP = 6
	±4.7

	NOTE:
For extreme conditions an additional ± 2.0 dB relaxation is allowed.


Table 6.2.17.5-6: Test requirements for Te Timing Error Limit for HD-FDD contention based random access test for UE category NB1
	Downlink Bandwidth (MHz)
	Te_

	0.18
	83*TS

	Note 1:
TS is the basic timing unit defined in TS 36.211


===== Next Change ====
7.1.5
E-UTRAN FDD - UE Transmit Timing Accuracy Tests for 5MHz Bandwidth

7.1.5.1
Test purpose

Same test purpose as defined in clause 7.1.1.1.
7.1.5.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward that only support bands within band group FDD_N.

7.1.5.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 7.1.1.3 with the following exceptions:

-
Instead of A.7.1.1 ( use A.7.1.5.

7.1.5.4
Test description

7.1.5.4.1
Initial conditions

Same initial conditions as defined in 7.1.1.4.1 except that the Channel Bandwidth to be tested is 5MHz as defined in TS 36.508 [7] clause 4.3.1.
7.1.5.4.2
Test procedure

The test consists of a single cell. The transmit timing accuracy is verified related to the downlink frame timing of Cell 1. The downlink timing of Cell 1 is changed and the changes in UE transmit timing are observed. The transmit timing is verified by the UE transmitting SRS (Sounding Reference Symbols) used as a measurement reference facilitating the SS timing estimation.
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2.
Set the parameters according to Test 1 in Tables 7.1.5.5-1 and 7.1.5.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.
3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
The SS shall check that the UE transmit timing offset is within the limits specified in Table 7.1.5.5-3  with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.

6.
The SS adjusts the downlink timing for Cell 1 to a delay of +64 × TS (approximately +2 µs).

7.
The test system samples the UE Transmit Timing once per SRS transmission (periodicity 2 subframes). To check Rule 1, the SS shall check that the maximum time adjustment step size Tq between one SRS transmission (subframe n) to next (subframe n+2) is within Rule 1 as specified in clause 7.1.5.5. To check that the minimum adjustment rate is within Rule 2 as specified in clause 7.1.5.5, the SS shall measure the change in SRS transmission timing over a 1.572s sliding window, with step size 2ms. To check that the maximum adjustment rate is within Rule 3 as specified in clause 7.1.5.5, the SS shall measure the change in SRS transmission timing over a 198ms sliding window, with step size 2ms. The three rules apply until the UE transmit timing offset is within the limits specified in Table 7.1.5.5-3  with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.
8.
The SS shall check that the UE transmit timing offset stays within the limits specified in Table 7.1.5.5-3  with respect to the first detected path (in time) of the corresponding downlink frame of Cell 1.
7.1.5.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 7.1.5.4.3-1: Common Exception messages for UE transmit timing accuracy for E-UTRAN FDD test requirement

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.4-2


Table 7.1.5.4.3-2: RRCConnectionReconfiguration: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement

	Derivation Path: TS 36.331 [5] clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-DL 
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      rrcConnectionReconfiguration-r8 SEQUENCE {
	
	
	

	        radioResourceConfigDedicated SEQUENCE {
	
	
	

	          mac-MainConfig CHOICE {
	
	
	

	            explicitValue
	MAC-MainConfig-RBC
	
	

	        }
	
	
	

	        physicalConfigDedicated 
	PhysicalConfigDedicated- DEFAULT
	
	RBC

	      }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.5.4.3-3: SoundingRS-RL-ConfigCommon-DEFAULT: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-21 SoundingRS-UL-ConfigCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRS-UL-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	setup SEQUENCE {
	
	
	

	  srs-BandwidthConfig
	bw5
	
	

	  srs-SubframeConfig
	sc1
	
	

	  ackNackSRS-SimultaneousTransmission
	FALSE
	
	

	  srsMaxUpPts
	Not present
	
	

	}
	
	
	


Table 7.1.5.4.3-4: SoudingRS-UL-ConfigDedicated-DEFAULT: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-22 SoundingRS-UL-ConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	SoundingRS-UL-ConfigDedicated-DEFAULT ::= CHOICE {
	
	
	

	  setup SEQUENCE {
	
	
	

	    srs-Bandwidth
	bw0
	bw0 used with no frequency hopping. bw3 used with frequency hopping
	

	    srs-HoppingBandwidth
	hbw0
	
	

	    freqDomainPosition
	0
	
	

	    duration
	TRUE
	Indefinite duration
	

	    srs-ConfigIndex
	0
	
	

	    transmissionComb
	0
	
	

	    cyclicShift
	cs0
	No cyclic shift
	

	  }
	
	
	

	 }
	
	
	


Table 7.1.5.4.3-5: CQI-ReportConfig-DEFAULT: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-2 CQI-ReportConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportModeAperiodic
	rm30
	This IE should be omitted for test 3
	

	  nomPDSCH-RS-EPRE-Offset
	0
	
	

	  cqi-ReportPeriodic CHOICE {
	
	
	

	    release
	NULL
	
	

	}
	
	
	


Table 7.1.5.4.3-6: MAC-MainConfig-RBC: Additional UE transmit timing accuracy for E-UTRAN FDD test requirement
	Derivation Path: TS 36.508 [7] clause 4.8.2, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-RBC ::= SEQUENCE {
	
	
	

	  timeAlignmentTimerDedicated
	Infinity
	
	

	}
	
	
	


7.1.5.5
Test requirement

Tables 7.1.5.5-1 and 7.1.5.5-2 define the primary settings including test tolerances for UE transmit timing accuracy for E-UTRAN FDD test.

Tables 7.1.5.5-3, 7.1.5.5-4 and 7.1.5.5-5 define the rules for adjustments made to the UE uplink timing include Test Tolerances.

Table 7.1.5.5-1: Cell Specific Test requirement Parameters for UE transmit timing accuracy for E-UTRAN FDD test case for 5MHz bandwidth

	Parameter
	Unit
	Value

	
	
	Test 1

	Channel Bandwidth (BWchannel)
	MHz
	5

	PDCCH/PCFICH/PHICH Reference measurement channelNote1
	
	R.11 FDD

	OCNG PatternNote2
	
	OP.16 FDD

	IoNote4
	dBm/4.5 MHz
	-68.27

	Note 1:
For the reference measurement channels, see clause A.2.1.

Note 2:
For the OCNG pattern, see clause D.1.16.

Note 3:
See Table 7.1.1.5-1 for the other parameters.

Note 4:
This test is according to the principle defined in TS 36.133 [4] section A.3.7.2.


Table 7.1.5.5-2: Sounding Reference Symbol Configuration to be used in UE transmit timing accuracy for E-UTRAN FDD test case for 5MHz bandwidth

	Field
	Test 1
	Comment

	
	Value
	

	srs-BandwidthConfig 
	bw5
	

	srs-SubframeConfig 
	sc1
	

	ackNackSRS-SimultaneousTransmission
	FALSE
	

	srsMaxUpPts
	N/A
	Not applicable for FDD

	srs-Bandwidth 
	0
	No hopping

	srs-HoppingBandwidth
	hbw0
	

	freqDomainPosition
	0
	

	duration
	TRUE
	Indefinite duration

	srs-ConfigIndex
	0
	SRS periodicity of 2ms and 80 ms for Test 1 and 2, respectively.

	transmissionComb
	0
	

	cyclicShift
	cs0
	No cyclic shift


The UE transmit timing offset shall be within the requirements in Table 7.1.5.5-3.

The reference point for the UE initial transmit timing control test requirement shall be the downlink timing minus 
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Table 7.1.5.5-3: Test requirement for Te Timing Error Limit

	Downlink Bandwidth (MHz)
	Te_

	≥3
	15*TS

	Note:
TS is the basic timing unit defined in TS 36.211 [9].


The UE shall be capable of changing the transmission timing according to the received downlink frame. When the transmission timing error between the UE and the reference cell exceeds (Te the UE is required to adjust its timing to within (Te.

All adjustments made to the UE uplink timing shall follow these rules:

1)
The maximum adjustment step size Tq shall be within the requirements in Table 7.1.5.5-4

2)
The minimum aggregate adjustment rate shall be 5.7 × TS per 1.572 s.

3)
The maximum aggregate adjustment rate shall be within the requirements  in Table 7.1.5.5-5.

Table 7.1.5.5-4: Test requirement for Tq Maximum Autonomous Time Adjustment Step

	Downlink Bandwidth (MHz)
	Tq_

	5
	6.0*Ts

	Note: TS is the basic timing unit defined in TS 36.211 [9]


Table 7.1.5.5-5: Test requirement for maximum aggregate adjustment rate per 198 ms
	Downlink Bandwidth (MHz)
	Maximum adjustment per 198 ms

	5
	6.6*Ts

	Note: TS is the basic timing unit defined in TS 36.211 [9]


An illustration of the measurement principle is shown in Figure

===== Next Change ====
7.1.17
HD-FDD Transmit Timing Accuracy Tests for Category NB1 UE in In-Band Mode under Normal Coverage

7.1.17.1
Test purpose

To verify that the Category NB1 UE under normal coverage is capable of following the frame timing change of the connected eNode B and that the UE initial transmit timing accuracy, maximum amount of timing change in one adjustment, minimum and maximum adjustment rate are within the specified limits. 

7.1.17.2
Test applicability
This test applies to all types of E-UTRA HD-FDD UE release 13 and forward of UE Category NB1.

7.1.17.3
Minimum conformance requirements

The UE initial transmission timing error shall be less than or equal to (Te where the timing error limit value Te is defined in TS 36.133 [4] clause 7.20 and shown in table in Table 7.1.17.3-1. This requirement applies when it is the first transmission in a DRX cycle or the first transmission in a repetition period (R>1) for NPUSCH and NPRACH, the first transmission after an uplink transmission gap in a repetition period (R>1) for NPUSCH and NPRACH. The reference point for the UE initial transmit timing control requirement shall be the downlink timing of the serving NB-IoT cell minus 
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. The downlink timing is defined as the time when the first detected path (in time) of the corresponding downlink frame is received from the serving NB-IoT cell. NTA_Ref for NPRACH is defined as 0. 
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 (in Ts units) for other channels is the difference between UE transmission timing and the Downlink timing immediately after when the last timing advance in TS 36.133 clause 7.22 was applied. NTA_Ref for other channels is not changed until next timing advance is received.

Table 7.1.17.3-1: Te Timing Error Limit
	Downlink Bandwidth (MHz)
	Te_

	0.18
	80*TS

	Note 1:
TS is the basic timing unit defined in TS 36.211


When it is not the first transmission in a DRX cycle or there is no DRX cycle, and when it is the transmission for NPUSCH the UE shall, when no repetitions are configured on the uplink or the repetition period is R=1, be capable of changing the transmission timing according to the received downlink frame of the serving NB-IoT cell except when the timing advance in TS 36.133 clause 7.22 is applied such that the UE transmission timing error shall be less than or equal to ±Te, where the timing error limit value Te is specified in Table 7.1.17.3-1.
When no repetition period is configured, or the configured repetition period is R=1, all adjustments made to the UE uplink timing shall follow these rules:

1)
The maximum amount of the magnitude of the timing change in one adjustment shall be 58.33*TS seconds.

2)
The minimum aggregate adjustment rate shall be 7*TS per second.

3)
The maximum aggregate adjustment rate shall be 58.33*TS per 200ms.

When a repetition period is configured on the uplink for which R>1, the UE shall not adjust the uplink transmission timing autonomously during an ongoing repetition period other than at initial transmission as defined above.
The normative reference for this requirement is TS 36.133 [4] clause 7.20 and A.7.1.17.
7.1.17.4
Test description

7.1.17.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested: According to Annex E table E-4 and TS 36.508 [7] clauses 8.1.3 and 8.1.4.2.

Channel Bandwidth to be tested: EUTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 7.1.17.5-1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 using only main Tx/Rx antenna and without using the faders.

2.
The general test parameter settings are set according to Table 7.1.17.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
There is one E-UTRA FDD carrier and one cell specified in the test. Ncell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 7.1.17.4.1-1: General Test Parameters for UE Transmit Timing Accuracy Tests for HD-FDD Category NB1 UE in In-Band mode under normal coverage

	Parameter
	Unit
	Value

	
	
	Test 1

	NB-IoT Operation mode
	
	In-band

	DRX
	
	OFF

	NPRACH configuration
	
	As specified in A.10.3

	NPDCCH repetition level
	
	1

	npdcch-StartSF-USS Note 1
	
	v8

	npdcch-NumRepetitions-r13 Note 1
	
	r1

	NPUSCH repetition level
	
	1

	Note 1:
For further information see clause 6.7.3.2 in TS 36.331 [5].


7.1.17.4.2
Test procedure

The test consists of a single cell. The transmit timing accuracy is verified related to the downlink frame timing of Ncell 1. The downlink timing of Ncell 1 is changed and the changes in UE transmit timing are observed. The transmit timing is verified by the UE transmitting NPUSCH used as a measurement reference facilitating the SS timing estimation.

1.
Ensure the UE is in idle State 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5.

2.
Set the parameters according to Tables 7.1.17.5-1 and 7.1.17.5-2. Propagation conditions are set according to Annex B clause B.1.1.

3.  SS sends uplink scheduling information via NPDCCH DCI format N0 for C_RNTI to schedule uplink subframes.

4.
The UE shall transmit NPUSCH and the SS shall measure the UE transmit timing offset (n(Ts).
5.
Using the value of n measured in step 4, the SS calculates the size of the downlink transmit timing for the Ncell 1:

-
if n < 0, by +(144 – |n|)(TS compared to that in step 4.

-
 if n ≥ 0, by -(144 – |n|)(TS compared to that in step 4. 

6.
Before applying the downlink transmit timing adjustment, the SS sends NPDCCH including uplink grant, measures the timing of the resulting NPUSCH, and verifies that it is within the limits specified in Table 7.1.17.5-3 with respect to the first detected path (in time) of the corresponding downlink frame of NB-IoT cell 1. The SS also records the measured value for use in step 8.

7.
Immediately after Step 6, The downlink timing adjustment is performed monotonically in multiple steps of |∆T| ≤ 9×TS per NPDCCH period until the above required total timing change is achieved, during which no grant is transmitted for the UE.

8.
Immediately after Step 7, the SS sends NPDCCH including uplink grant for NPUSCH transmission and immediately after receiving NPUSCH the test system repeatedly sends NPDCCH including uplink grant for NPUSCH transmission. The SS samples the UE Transmit Timing once per NPUSCH transmission. The SS shall check that the maximum time adjustment step size between the first NPUSCH transmission in step 8 and the NPUSCH transmission in step 6 is within Rule 1 as specified in clause 7.1.17.5. And using the first NPUSCH transmission in step 8 and subsequent NPUSCH transmissions, the SS shall check the difference in timing between one NPUSCH transmission to the next is within Rule 1 as specified in clause 7.1.17.5. To check that the minimum adjustment rate is within Rule 2 as specified in clause 7.1.17.5, the SS shall measure the change in NPUSCH transmission timing over a 1008ms sliding window, with step size 8ms. To check that the maximum adjustment rate is within Rule 3 as specified in clause 7.1.17.5, the SS shall measure the change in NPUSCH transmission timing over a 192ms sliding window, with step size 8ms. The three rules apply until the UE transmit timing offset is within the limits specified in Table 7.1.17.5-3 with respect to the first detected path (in time) of the corresponding downlink frame of Ncell 1.
9.
The SS shall check that the UE transmit timing offset stays within the limits specified in Table 7.1.17.5-3  with respect to the first detected path (in time) of the corresponding downlink frame of Ncell 1.
7.1.17.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6 and clause 8.1.4.3 using condition "Inband_Different" with the following exceptions:
Table 7.1.17.4.3-1: NPDCCH-ConfigDedicated-NB: Additional HD-FDD Category NB1 UE Transmit Timing Accuracy test requirement under Normal Coverage
	Derivation Path: 36.331 clause 6.7.3

	Information Element
	Value/remark
	Comment
	Condition

	NPDCCH-ConfigDedicated-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  npdcch-NumRepetitions-r13
	r1
	Set NPDCCH  repetition to 1
	

	  npdcch-StartSF-USS-r13
	v8
	
	

	  npdcch-Offset-USS-r13
	zero
	
	

	}
	
	
	


7.1.17.5
Test requirement

Tables 7.1.17.5-1, 7.1.17.5-2 define the primary settings of Ncell and Cell for UE transmit timing accuracy for HD-FDD Category NB1 UE transmit timing accuracy test.

Table 7.1.17.5-3 define the timing error limit with respect to the first detected path (in time) of the corresponding downlink frame of Ncell 1 include Test Tolerances.

Table 7.1.17.5-1: Ncell specific Test Parameters for UE Transmit Timing Accuracy Tests for HD-FDD Category NB1 UE in In-Band mode under normal coverage

	Parameter
	Unit
	Value

	
	
	Test 1

	RF Channel Number
	
	1

	BWchannel
	kHz
	200

	PRB location within Cell
	
	eCell BWchannel 5MHz: 17
eCell BWchannel 10MHz: 30

	NPDSCH parameter defined in clause A.10.2
	
	eCell BWchannel 5MHz: R.17 HD-FDD

eCell BWchannel 10MHz: R.15 HD-FDD

	NPDCCH parameter defined in clause A.10.1
	
	eCell BWchannel 5MHz: R.41 HD-FDD
eCell BWchannel 10MHz: R.29 HD-FDD

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	
	

	NPSS_RA
	
	

	NSSS_RA
	
	

	NPDCCH_RA
	
	

	NPDCCH_RB
	
	

	NPDSCH_RA
	
	

	NPDSCH_RB
	
	

	NOCNG_RA Note1
	
	

	NOCNG_RB Note1
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	dBm/15 kHz
	Specified in Table 7.1.17.5-2
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	dB
	4.3

	Antenna Configuration
	
	2x1

	Propagation condition
	-
	AWGN

	Note 1
NOCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


Table 7.1.17.5-2: eCell specific Test Parameters for UE Transmit Timing Accuracy Tests for HD-FDD Category NB1 UE in In-Band mode under normal coverage

	Parameter
	Unit
	Value

	
	
	Test 1

	E-UTRA RF Channel Number
	
	1

	BWchannel
	MHz
	5 or 10

	NOCNG Pattern
	-
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD

	PBCH_RA
	dB
	-3

	PBCH_RB
	
	

	PSS_RA
	
	

	SSS_RA
	
	

	PCFICH_RB
	
	

	PHICH_RA
	
	

	PHICH_RB
	
	

	PDCCH_RA
	
	

	PDCCH_RB
	
	

	OCNG_RANote1
	
	

	OCNG_RBNote1
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	dBm/15 kHz
	-98
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	dB
	4

	Antenna configuration
	
	2x1

	Propagation condition
	-
	AWGN

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


The UE transmit timing offset shall be within the requirements in Table 7.1.17.5-3.

Table 7.1.17.5-3: Te Timing Error Limit
	Downlink Bandwidth (MHz)
	Te_

	0.18
	83*TS

	Note 1:
TS is the basic timing unit defined in TS 36.211


The reference point for the UE initial transmit timing control test requirement shall be the downlink timing minus 
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The UE shall be capable of changing the transmission timing according to the received downlink frame. When the transmission timing error between the UE and the reference cell exceeds (Te the UE is required to adjust its timing to within (Te.

All adjustments made to the UE uplink timing shall follow three rules:

1)
The maximum amount of the magnitude of the timing change in one adjustment shall be 58.83*TS seconds.

2)
The minimum aggregate adjustment rate shall be 3.4*TS per 1008ms for carrier frequency under 1 GHz or 0.4*TS per 1008ms for carrier frequency over 1 GHz.

3)
The maximum aggregate adjustment rate shall be 59.43*TS per 192ms for carrier frequency under 1 GHz or 60.03*TS per 192ms for carrier frequency over 1 GHz.

7.1.18
HD-FDD Transmit Timing Accuracy Tests for Category NB1 UE in In-Band Mode under Enhanced Coverage

7.1.18.1
Test purpose

To verify that the Category NB1 UE under enhanced coverage is capable of following the frame timing change of the connected eNode B, that the UE initial transmit timing accuracy is within the specified limits and that the UE shall not adjust the uplink transmission timing autonomously during an ongoing repetition period other than at initial transmission.

7.1.18.2
Test applicability
This test applies to all types of E-UTRAN HD-FDD UE release 13 and forward of UE Category NB1.

7.1.18.3
Minimum conformance requirements

The UE initial transmission timing error shall be less than or equal to (Te where the timing error limit value Te is defined in TS 36.133 [4] clause 7.20 and shown in table in Table 7.1.18.3-1. This requirement applies when it is the first transmission in a DRX cycle or the first transmission in a repetition period (R>1) for NPUSCH and NPRACH, the first transmission after an uplink transmission gap in a repetition period (R>1) for NPUSCH and NPRACH. The reference point for the UE initial transmit timing control requirement shall be the downlink timing of the serving NB-IoT cell minus 
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. The downlink timing is defined as the time when the first detected path (in time) of the corresponding downlink frame is received from the serving NB-IoT cell. NTA_Ref for NPRACH is defined as 0. 
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 (in Ts units) for other channels is the difference between UE transmission timing and the Downlink timing immediately after when the last timing advance in TS 36.133 clause 7.22 was applied. NTA_Ref for other channels is not changed until next timing advance is received.

Table 7.1.18.3-1: Te Timing Error Limit
	Downlink Bandwidth (MHz)
	Te_

	0.18
	80*TS

	Note 1:
TS is the basic timing unit defined in TS 36.211


When it is not the first transmission in a DRX cycle or there is no DRX cycle, and when it is the transmission for NPUSCH the UE shall, when no repetitions are configured on the uplink or the repetition period is R=1, be capable of changing the transmission timing according to the received downlink frame of the serving NB-IoT cell except when the timing advance in TS 36.133 clause 7.22 is applied such that the UE transmission timing error shall be less than or equal to ±Te, where the timing error limit value Te is specified in Table 7.1.18.3-1. 

When no repetition period is configured, or the configured repetition period is R=1, all adjustments made to the UE uplink timing shall follow these rules:

1)
The maximum amount of the magnitude of the timing change in one adjustment shall be 58.33*TS seconds.

2)
The minimum aggregate adjustment rate shall be 7*TS per second.

3)
The maximum aggregate adjustment rate shall be 58.33*TS per 200ms.

When a repetition period is configured on the uplink for which R>1, the UE shall not adjust the uplink transmission timing autonomously during an ongoing repetition period other than at initial transmission as defined above.

The normative reference for this requirement is TS 36.133 [4] clause 7.20 and A.7.1.18.
7.1.18.4
Test description

7.1.18.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested: According to Annex E table E-4 and TS 36.508 [7] clauses 8.1.3 and 8.1.4.2.

Channel Bandwidth to be tested: EUTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 7.1.18.5-1.
1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 using only main Tx/Rx antenna and without using the faders.

2.
The general test parameter settings are set according to Table 7.1.18.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
There is one E-UTRA FDD carrier and one cell specified in the test. Ncell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 7.1.18.4.1-1: General Test Parameters for UE Transmit Timing Accuracy Tests for HD-FDD Category NB1 UE in In-Band mode under enhanced coverage

	Parameter
	Unit
	Value

	
	
	Test 1
	Test 2

	NB-IoT Operation mode
	
	In-band
	In-band

	DRX
	
	OFF
	ON

	NPRACH configuration
	
	As specified in A.10.3

	NPDCCH repetition level
	
	32
	32

	npdcch-StartSF-USS Note 2
	
	v2
	v2

	npdcch-NumRepetitions-r13 Note 2
	
	r32
	r32

	NPUSCH repetition level
	
	128
	128

	NPUSCH subcarrier spacing
	kHz
	15
	15

	NPUSCH number of subcarriers
	
	1
	1

	Note 1:
DRX related parameters are defined in Table 7.1.18.5-3.

Note 2:
For further information see clause 6.7.3.2 in TS 36.331 [5].


7.1.18.4.2
Test procedure

The test consists of a single cell. The transmit timing accuracy is verified related to the downlink frame timing of Ncell 1. The downlink timing of Ncell 1 is changed and the changes in UE transmit timing are observed. The transmit timing is verified by the UE transmitting NPUSCH used as a measurement reference facilitating the SS timing estimation.

1.
Ensure the UE is in idle State 2A-NB with CP CIoT Optimisation according to TS 36.508 [7] clause 8.1.5.

2.
Set the parameters according to Tables 7.1.18.5-1 and 7.1.18.5-2. Propagation conditions are set according to Annex B clause B.1.1.

3.  SS sends uplink scheduling information via NPDCCH DCI format N0 for C_RNTI to schedule uplink subframes.

4.
The UE shall transmit NPUSCH and the SS shall measure the UE transmit timing offset (n(Ts) and verify that it is within the limits specified in Table 7.1.18.5-4 with respect to the first detected path (in time) of the corresponding downlink frame of Ncell 1.

5.
The test system sends NPDCCH including uplink grant for NPUSCH transmission. After 16ms from the initial NPUSCH transmission, the test system adjusts the downlink transmit timing for the Ncell using the value of n measured in step 4.

-
if n < 0, by +(144 – |n|)(TS compared to that in step 4.

-
if n ≥ 0, by -(144 – |n|)(TS compared to that in step 4. 

The timing adjustment is performed monotonically in multiple steps of |∆T| ≤ 9×TS per NPDCCH period (∆T is to be defined in the test procedure) until the above required total timing change is achieved, during which no grant is transmitted for the UE.

6.
Step 6 applies for Test 1, but is omitted for Test 2. The SS shall verify that for Test 1 the UE transmit timing autonomous adjustment shall not exceed ± 3×Ts during an ongoing repetition period.

7.
Step 7 applies for Test 2, but is omitted for Test 1. The SS sends NPDCCH including uplink grant for NPUSCH transmission and shall verify that the UE transmit timing offset stays within the limits specified in Table 7.1.18.5-4 with respect to the first detected path  (in time) of the corresponding downlink frame of NB-IoT Ncell 1. For test 2 the UE transmit timing offset shall be verified for the first transmission in the DRX cycle immediately after DL timing adjustment.

7.1.18.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6 and clause 8.1.4.3 using condition "Inband_Different" with the following exceptions:

Table 7.1.18.4.3-1: MAC-MainConfig-NB: Additional HD-FDD Category NB1 UE Transmit Timing Accuracy test requirement under Enhanced Coverage

	Derivation Path: TS 36.508 clause 8.1.8, Table 8.1.8.2.1.5-1: MAC-MainConfig-NB-SRB

	Information Element
	Value/remark
	Comment
	Condition

	MAC-MainConfig-NB-SRB ::= SEQUENCE {
	
	
	

	  drx-Config-r13 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	          onDurationTimer-r13
	pp1
	
	

	          drx-InactivityTimer-r13

	pp0
	
	

	          drx-RetransmissionTimer-r13
	pp0
	
	

	          drx-Cycle-r13
	sf2048
	
	

	          drx-StartOffset-r13

	0
	
	

	          drx-ULRetransmissionTimer-r13
	pp0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.1.18.4.3-2: NPDCCH-ConfigDedicated-NB: Additional HD-FDD Category NB1 UE Transmit Timing Accuracy test requirement under Enhanced Coverage
	Derivation Path: TS 36.508 clause 8.1.6, Table 8.1.6.3-3: NPDCCH-ConfigDedicated-NB-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	NPDCCH-ConfigDedicated-NB-DEFAULT ::= SEQUENCE {
	
	
	

	  npdcch-NumRepetitions-r13
	r32
	Set NPDCCH repetition to 32
	

	  npdcch-StartSF-USS-r13
	v2
	
	

	}
	
	
	


Table 7.1.18.4.3-3:NB-IoT Physical layer parameters for DCI format N0: Additional HD-FDD Category NB1 UE Transmit Timing Accuracy test requirement under Enhanced Coverage
	Derivation Path: TS 36.508 clause 8.1.3, Table 8.1.3.6.1.1-1: NB-IoT Physical layer parameters for DCI format N0

	Parameter
	Value
	Value in binary
	Comment
	Condition

	Repetition number
	7
	“111”
	Set NPUSCH repetition to 128
	


7.1.18.5
Test requirement

Tables 7.1.18.5-1, 7.1.18.5-2 and 7.1.18.5-3 define the primary settings of Ncell and Cell for UE transmit timing accuracy for HD-FDD Category NB1 UE transmit timing accuracy test. 

Table 7.1.18.5-4 define the timing error limit with respect to the first detected path (in time) of the corresponding downlink frame of Ncell 1 include Test Tolerances.

Table 7.1.18.5-1: Ncell specific Test Parameters for UE Transmit Timing Accuracy Tests for HD-FDD Category NB1 UE in In-Band mode under enhanced coverage

	Parameter
	Unit
	Value

	
	
	Test 1
	Test 2

	RF Channel Number
	
	1
	1

	BWchannel
	kHz
	200
	200

	PRB location within Cell
	
	eCell1 BWchannel 5MHz: 17

eCell1 BWchannel 10MHz: 30
	eCell1 BWchannel 5MHz: 17

eCell1 BWchannel 10MHz: 30

	NPDSCH parameter defined in clause A.10.2
	
	eCell1 BWchannel 5MHz:R.17 HD-FDD

eCell1 BWchannel 10MHz: R.15 HD-FDD
	eCell1 BWchannel 5MHz: R.17 HD-FDD

eCell1 BWchannel 10MHz: R.15 HD-FDD

	NPDCCH parameter defined in clause A.10.1
	
	eCell1 BWchannel 5MHz: R.41 HD-FDD

eCell1 BWchannel 10MHz: R.29 HD-FDD
	eCell1 BWchannel 5MHz: R.41 HD-FDD

eCell1 BWchannel 10MHz: R.29 HD-FDD

	NPBCH_RA
	dB
	-3
	-3

	NPBCH_RB
	
	
	

	NPSS_RA
	
	
	

	NSSS_RA
	
	
	

	NPDCCH_RA
	
	
	

	NPDCCH_RB
	
	
	

	NPDSCH_RA
	
	
	

	NPDSCH_RB
	
	
	

	NOCNG_RA Note1
	
	
	

	NOCNG_RB Note1
	
	
	

	
[image: image48.wmf]oc

N


	dBm/15 kHz
	Specified in Table 7.1.18.5-2
	Specified in Table 7.1.18.5-2
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	dB
	-10.7
	-10.7
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	dB
	-10.7
	-10.7

	Antenna Configuration
	
	2x1
	2x1

	Propagation condition
	-
	AWGN
	AWGN

	Note 1
NOCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


Table 7.1.18.5-2: eCell specific Test Parameters for UE Transmit Timing Accuracy Tests for HD-FDD Category NB1 UE in In-Band mode under enhanced coverage

	Parameter
	Unit
	Value

	
	
	Test 1
	Test 2

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	5 or 10
	5 or 10

	NOCNG pattern
	
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD

	PBCH_RA
	dB
	-3
	-3

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	OCNG_RANote1
	
	
	

	OCNG_RBNote1
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	dBm/15 kHz
	-98
	-98
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	dB
	-11
	-11

	Antenna Configuration
	
	2x1
	2x1

	Propagation condition
	-
	AWGN
	AWGN

	Note 1
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.


Table 7.1.18.5-3: drx-Configuration to be used in UE Transmit Timing Accuracy Test 2 for E-UTRAN HD-FDD Category NB1 UE In-band mode under enhanced coverage

	Field
	Value
	Comment

	
	Test 2
	

	onDurationTimer
	pp1
	

	drx-InactivityTimer
	pp0
	

	drx-RetransmissionTimer
	pp0
	

	longDRX-CycleStartOffset
	sf2048
	

	shortDRX
	disable
	

	Note 1:
For further information see clause 6.7.3 in TS 36.331.


The UE transmit timing offset shall be within the requirements in Table 7.1.18.5-4. This requirement applies when it is the first transmission in a DRX cycle or the first transmission in a repetition period (R>1) for NPUSCH and NPRACH, the first transmission after an uplink transmission gap in a repetition period (R>1) for NPUSCH and NPRACH transmission.
The reference point for the UE initial transmit timing control test requirement shall be the downlink timing minus 
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Table 7.1.18.5-4: Te Timing Error Limit
	Downlink Bandwidth (MHz)
	Te_

	0.18
	83*TS

	Note 1:
TS is the basic timing unit defined in TS 36.211


When a repetition period is configured on the uplink for which R>1, the UE transmit timing autonomous adjustment shall not exceed ± 3×Ts during an ongoing repetition period other than at initial transmission as defined above.

===== Next Change ====
7.2.3
E-UTRAN FDD - UE Timing Advance Adjustment Accuracy Test for 5MHz Bandwidth

7.2.3.1
Test purpose

Same test purpose as defined in clause 7.2.1.1.

7.2.3.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward that only support E-UTRA bands within band group FDD_N.

7.2.3.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 7.2.1.3 with the following exceptions:

-
Instead of A.7.2.1 ( use A.7.2.3.

7.2.3.4
Test description

7.2.3.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.18.

2.
The general test parameter settings are set according to Table 7.2.3.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
There is one E-UTRA FDD carrier and one cell specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 7.2.3.4.1-1: General Test Parameters for E-UTRAN FDD - UE timing advance adjustment accuracy test case

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.5 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.11 FDD
	As specified in clause A.2.1

	Note 1:
For the reference measurement channels, see clause A.1.1 and A.2.1.

Note 2:
See Table 7.2.1.4.1-1 for the ther parameters.

Note 3:
This test is according to the principle defined in TS 36.133 [4] section A.3.7.2


7.2.3.4.2
Test procedure

Same test procedure as defined in clause 7.2.1.4.2 with the following exceptions:

-
Instead of Table 7.2.1.5-1 ( use Table 7.2.3.5-1.

7.2.3.4.3
Message contents

Same message contents as defined in clause 7.2.1.4.3.
7.2.3.5
Test requirement

Same test requirement as defined in clause 7.2.1.5 with the following exceptions:
Tables 7.2.3.4.1-1, 7.2.3.5-1 and 7.2.1.5-2 define the primary level settings for E-UTRAN FDD - UE timing advance adjustment accuracy test for 5MHz bandwidth.

Table 7.2.3.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD - UE timing advance adjustment accuracy for 5MHz bandwidth test case

	Parameter
	Unit
	Value

	
	
	T1
	T2

	BWchannel
	MHz
	5

	OCNG Patterns defined in D.1.15 (OP.15 FDD) 
	
	OP.15 FDD

	IoNote2
	dBm/4.5 MHz
	-68.5

	Note 1:
For the reference measurement channels, see clause A.2.1.

Note 2:
See Table 7.2.1.5-1 for the other parameters.


===== Next Change ====
7.3.23
E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync for 5MHz Bandwidth

7.3.23.1
Test purpose

Same test purpose as defined in clause 7.3.1.1.

7.3.23.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward that only support E-UTRA bands within band group FDD_N.

7.3.23.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 7.3.1.3 with the following exceptions:

-
Instead of A.7.3.1 ( use A.7.3.23.

7.3.23.4
Test description

The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively. Figure 7.3.23.4-1 shows the three different time durations and the corresponding variation of the downlink SNR in the active cell to emulate out-of-sync states.
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Figure 7.3.23.4-1: SNR variation for out-of-sync testing

7.3.23.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources or faders to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.10.

2.
The general test parameter settings for the different subtests are set up according to Table 7.3.23.4-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 7.3.23.4.3.

5.
There is one cell specified in this test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 7.3.23.4.1-1: General test parameters for E-UTRAN FDD out-of-sync testing for 5MHz bandwidth

	Parameter
	Unit
	Value
	Comment

	
	
	Test 4
	

	PCFICH/PDCCH/PHICH parameters
	
	R.12 FDD
	As specified in clause A.2.1.

None of the PDCCH are intended for the UE under test

	OCNG parameters
	
	OP.16 FDD
	As specified in clause D.1.16.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	5
	

	Out of sync transmission parameters (Note 1)
	Number of Control OFDM Symbols
	
	3
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in TS 36.133 [4] clause 7.6.1 and Table 7.6.1-1 respectively.

	Note 1:
PDCCH/PCFICH corresponding to the out of sync transmission parameters need not be included in the Reference Measurement Channel.
Note 2:
See Table 7.3.1.4.1-1 for other general test parameters.
Note 3:
This test is according to the principle defined in TS 36.133 [4] section A.3.7.2.


7.3.23.4.2
Test procedure

Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 2 ms.
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2.
Set the parameters according to T1 in Table 7.3.23.5-1. Propagation conditions are set according to Annex B clause B.2.2. T1 starts.

3.
When T1 expires the SS shall change the SNR value to T2 as specified in Table 7.3.23.5-1. T2 starts.

4.
When T2 expires the SS shall change the SNR value to T3 as specified in Table 7.3.23.5-1. T3 starts.

5.
If the SS:

a) detects uplink power equal to or higher than -39 dBm in each subframe configured for CQI transmission (according CQI reporting mode PUCCH 1-0) during the period from time point A to time point B

and

b) does not detect any uplink power higher than -48.5 dBm from time point C (240 ms after the start of T3) until T3 expires,

the number of successful tests is increased by one.

Otherwise the number of failed tests is increased by one.

6.
When T3 expires the SS shall change the SNR value to T1 as specified in Table 7.3.23.5-1.

7.
If the UE has not re-established the connection in at least 1s, the UE is switched off and then on. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
8.
Repeat steps 2-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

7.3.23.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 7.3.23.4.3-1: Common Exception messages for E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync for 5MHz bandwidth

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.2.4-1


Table 7.3.23.4.3-2: CQI-ReportConfig-DEFAULT: Additional E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync for 5MHz bandwidth
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-2 CQI-ReportConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportPeriodic
	ON
	
	

	  cqi-ReportPeriodic ::= CHOICE {
	
	
	CQI_PERIODIC

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	0
	(see Table 7.2.2-1A in TS 36.213)
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        widebandCQI
	NULL
	
	

	      }
	
	
	

	      ri-ConfigIndex
	483
	(see Table 7.2.2-1B in TS 36.213)
	

	      simultaneousAckNackAndCQI
	FALSE
	BOOLEAN
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	CQI_PERIODIC
	When periodic CQI reporting should be enabled


Table 7.3.23.4.3-3: PhysicalConfigDedicated-DEFAULT: Additional E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync for 5MHz bandwidth requirements

	Derivation Path: TS 36.508 [7] clause 4.8.2, Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  soundingRS-UL-ConfigDedicated
	Not present
	
	RBC

	  antennaInfo CHOICE {
	
	
	

	    defaultValue
	NULL
	
	2TX

	  }
	
	
	

	}
	
	
	


Table 7.3.23.4.3-4: MAC-MainConfig-RBC: E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync for 5MHz bandwidth
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	  timeAlignmentTimerDedicated
	Infinity
	
	


7.3.23.5
Test requirement

Same test requirement as defined in clause 7.3.1.5 with the following exceptions:
Tables 7.3.1.4.1-1 and 7.3.23.5-1 define the primary level settings for E-UTRAN FDD (cell # 1) for out-of-sync radio link monitoring for 5MHz bandwidth.

Table 7.3.23.5-1: Cell specific test parameters for E-UTRAN FDD for out-of-sync radio link monitoring test #4 under 5MHz Bandwidth
	Parameter
	Unit
	Test 4

	
	
	T1
	T2
	T3

	BWchannel
	MHz
	5

	OCNG Pattern defined in A.3.2.1.16 (FDD)
	
	OP.16 FDD

	SNR Note 6
	dB
	-1.4
	-4.8
	-13.1

	Note 1:
See Table 7.3.1.5-2 for other cell specific test parameters.


7.3.23_1
E-UTRAN FDD Radio Link Monitoring Test for Out-of-sync for 5MHz Bandwidth with 4 Rx antenna ports
7.3.23_1.1
Test purpose

Same test purpose as defined in clause 7.3.1.1.

7.3.23_1.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 10 and forward that supports 4Rx on all its FDD operating bands and that only supports E-UTRA bands within band group FDD_N.

7.3.23_1.3
Minimum conformance requirements

Same as 7.3.23.3.

7.3.23_1.4
Test description

Same as 7.3.23.4.

7.3.23_1.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources or faders to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.76.

2.
The general test parameter settings for the different subtests are set up according to Table 7.3.23_1.4-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 7.3.23_1.4.3.

5.
There is one cell specified in this test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 7.3.23_1.4.1-1: General test parameters for E-UTRAN FDD out-of-sync testing for 5MHz bandwidth

See Table 7.3.23.4.1-1 with the following changes:

-
Instead of antenna configuration 2x2 use 2x4.

7.3.23_1.4.2
Test procedure

Same Test Procedure as in 7.3.23.4.2 with the following changes:

-
Instead of Table 7.3.23.5-1 use Table 7.3.23_1.5-1

7.3.23_1.4.3
Message contents

Same as 7.3.23.4.3.

7.3.23_1.5
Test requirement

Same test requirement as defined in clause 7.3.23.5 with the following exceptions:
Tables 7.3.1.4.1-1 and 7.3.23_1.5-1 define the primary level settings for E-UTRAN FDD (cell # 1) for out-of-sync radio link monitoring for 5MHz bandwidth.

Table 7.3.23_1.5-1: Cell specific test parameters for E-UTRAN FDD for out-of-sync radio link monitoring test #4 under 5MHz Bandwidth
	Parameter
	Unit
	Test 4

	
	
	T1
	T2
	T3

	BWchannel
	MHz
	5

	OCNG Pattern defined in A.3.2.1.16 (FDD)
	
	OP.16 FDD

	SNR Note 6, Note 2
	dB
	-1.4
	-4.8
	-16.6

	Note 1:
See Table 7.3.1.5-2 for other cell specific test parameters.

Note 2:
The SNR is adjusted for 4Rx as defined in 3A.4.1.2.1


7.3.24
E-UTRAN FDD Radio Link Monitoring Test for In-sync for 5MHz Bandwidth
7.3.24.1
Test purpose

Same test purpose as defined in clause 7.3.2.1.

7.3.24.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward that only support bands within band group FDD_N.

7.3.24.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 7.3.1.3 with the following exceptions:

-
Instead of A.7.3.2 ( use A.7.3.24.

7.3.24.4
Test description

The test consists of five successive time periods, with time duration of T1, T2, T3, T4 and T5 respectively. Figure 7.3.24.4-1 shows the different time durations and the corresponding variation of the downlink SNR in the active cell to emulate in-sync states.
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Figure 7.3.24.4-1: SNR variation for in-sync testing

7.3.24.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and faders, to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.10.

2.
The general test parameter settings for the different subtest are set up according to Table 7.3.24.4.1-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 7.3.24.4.3.

5.
There is one cell specified in this test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 7.3.24.4.1-1: General test parameters for E-UTRAN FDD in-sync for 5MHz bandwidth testing

	Parameter
	Unit
	Value
	Comment

	PCFICH/PDCCH/PHICH parameters
	
	R.12 FDD
	As specified in clause A.2.1. 
None of the PDCCH are intended for the UE under test

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	5
	

	In sync transmission parameters(Note 1)
	Number of Control OFDM symbols
	
	3
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in TS 36.133 [4] clause 7.6.1 and Table 7.6.1-2 respectively.

	Out of sync transmission parameters(Note 1)
	Number of Control OFDM symbols
	
	3
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in TS 36.133 [4] clause 7.6.1 and Table 7.6.1-1 respectively.

	Note 1:
See Table 7.3.2.4.1-1 for other general test 2 parameters.

Note 2:
This test is performed according to the principle defined in TS 36.133 [4] section A.3.7.2.


7.3.24.4.2
Test procedure

Same test procedure as defined in clause 7.3.2.4.2 with only Test 2 applied and with the following exceptions:

-
Instead of Table 7.3.2.5-1 ( use Table 7.3.24.5-1.
7.3.24.4.3
Message contents

Same message contents as defined in clause 7.3.2.4.3 with only Test 2 applied.

7.3.24.5
Test requirement

Same test requirement as defined in clause 7.3.2.5 with the following exceptions:
Tables 7.3.24.4.1-1 and 7.3.24.5-1 define the primary level settings for E-UTRAN FDD (cell # 1) for in-sync radio link monitoring  test for 5MHz bandwidth.

Table 7.3.24.5-1: Cell specific test parameters for E-UTRAN FDD (cell # 1) for in-sync radio link monitoring test for 5MHz bandwidth

	Parameter
	Unit
	T1
	T2
	T3
	T4
	T5

	BWchannel
	MHz
	5

	OCNG Pattern defined in D.1.16 (FDD)
	
	OP.16 FDD

	SNR
	dB
	-1.4
	-4.8
	-13.1
	-8.2
	-1.4

	Propagation condition
	
	ETU 70 Hz

	Note 1:
See Table 7.3.2.5-1 for other general test 2 parameters.


7.3.25
E-UTRAN FDD Radio Link Monitoring Test for In-sync in DRX for 5MHz Bandwidth

7.3.25.1
Test purpose

Same test purpose as defined in clause 7.3.6.1.

7.3.25.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 8 and forward that only support E-UTRA bands within band group FDD_N. Applicability requires support for FGI bit 5.

7.3.25.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 7.3.6.3 with the following exceptions:

-
Instead of A.7.3.6 ( use A.7.3.25.

7.3.25.4
Test description

Same test description as defined in clause 7.3.6.4.

7.3.25.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.18.

2.
The general test parameter settings for the test are set up according to Table 7.3.25.4-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 7.3.25.4.3.

5.
There is one cell specified in this test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 7.3.25.4.1-1: General test parameters for E-UTRAN FDD in-sync in DRX for 5MHz bandwidth testing

	Parameter
	Unit
	Value
	Comment

	PCFICH/PDCCH/PHICH parameters
	
	R.12 FDD
	As specified in clause A.2.1.

None of the PDCCH are intended for the UE under test

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	5
	

	In sync transmission parameters(Note 1)
	Number of Control OFDM symbols
	
	3
	In sync threshold Qin and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in TS 36.133 [4] clause 7.6.1 and Table 7.6.1-2 respectively.

	Out of sync transmission parameters(Note 1)
	Number of Control OFDM symbols
	
	3
	Out of sync threshold Qout and the corresponding hypothetical PDCCH/PCFICH transmission parameters are as specified in TS 36.133 [4] clause 7.6.1 and Table 7.6.1-1 respectively.

	Note 1:
See Table 7.3.6.4.1-1 for other general test parameters.

Note 2:
This test is performed according to the principle defined in TS 36.133 [4] section A.3.7.2.


7.3.25.4.2
Test procedure

Same test procedure as defined in clause 7.3.6.4.2 with the following exceptions:

-
Instead of Table 7.3.6.5-1 ( use Table 7.3.25.5-1.
7.3.25.4.3
Message contents

Same message contents as defined in clause 7.3.6.4.3. 

7.3.25.5
Test requirement

Same test requirement as defined in clause 7.3.6.5 with the following exceptions:
Tables 7.3.25.4.1-1, 7.3.25.5-1, 7.3.6.5-2 and 7.3.6.5-3 define the primary level settings for E-UTRAN FDD (cell # 1) radio link monitoring test for In-sync in DRX for 5MHz bandwidth.

Table 7.3.25.5-1: Cell specific test parameters for E-UTRAN FDD (cell # 1) for In-sync radio link monitoring in DRX for 5MHz bandwidth test

	Parameter
	Unit
	T1
	T2
	T3
	T4
	T5

	BWchannel
	MHz
	5

	OCNG Pattern defined in D.1.16 (FDD)
	
	OP.16 FDD

	SNR
	dB
	-1.7
	-5.1
	-12.8
	-7.9
	-1.7

	Propagation condition
	
	AWGN

	Note 1:
See Table 7.3.6.5-1 for other general test parameters.


===== Next Change ====
7.3.60
HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in normal coverage
7.3.60.1
Test purpose

The purpose of this test is to verify that the HD-FDD category NB1 UE properly detects the out of sync for the purpose of monitoring downlink radio link quality of the NB-IoT Cell. This test will partly verify the NB-IoT HD-FDD radio link monitoring requirements in clause TS36.133 clause 7.23.
7.3.60.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 13 and forward of category NB-1.
7.3.60.3
Minimum conformance requirements

The requirements defined in this subclause for performing radio link monitoring are applicable for Category NB1 UE defined in Section 3.1 of TS36.133.

The UE shall meet all applicable requirements specified in this clause under the following condition:

-
at least 1 DL subframe per radio frame of serving NB-IoT cell is available at the UE during Qout_NB-IoT and Qin_NB-IoT evaluation periods.

The UE shall estimate the downlink radio link quality and compare it to the thresholds Qout_NB-IoT and Qin_NB-IoT for the purpose of monitoring downlink radio link quality of the NB-IoT cell.
The threshold Qout_NB-IoT is defined as the level at which the downlink radio link cannot be reliably received and shall correspond to 10% block error rate of a hypothetical NPDCCH transmission with transmission parameters specified in Table 7.3.60.3-1.

The threshold Qin_NB-IoT is defined as the level at which the downlink radio link quality can be significantly more reliably received than at Qout_NB-IoT and shall correspond to 2% block error rate of a hypothetical NPDCCH transmission with transmission parameters specified in Table 7.3.60.3-1.

Table 7.3.60.3-1: NPDCCH transmission parameters for out-of-sync and in-sync for Category NB1 UE
	Attribute
	Out-of-sync
	In-sync

	DCI format
	Format N1
	Format N1 

	Number of information bits
	22 bits
	22 bits

	System Bandwidth
	200kHz
	200kHz

	Antenna configuration
	2x1
	2x1 

	Maximum NPDCCH Repetition level
	RmaxNote1
	Rmax/4 Note1

	Aggregation level
	2
	2

	DRX
	OFF
	OFF

	Deployment mode
	In-band
	In-band

	NOTE 1:
Rmax is a configurable parameter defined in TS 36.331[5].


When DRX is used for HD-FDD Category NB1 UE UEs, the Qout_NB-IoT evaluation period (TEvaluate_Qout_DRX_NB-IoT) and the Qin_NB-IoT evaluation period (TEvaluate_Qin_DRX_NB-IoT) is specified in Table 7.3.60.3-2 will be used.

When the downlink radio link quality of the NB-IoT cell estimated over the last TEvaluate_Qout_DRX_NB-IoT [s] period becomes worse than the threshold Qout_NB-IoT, Layer 1 of the UE shall send out-of-sync indication for the NB-IoT cell to the higher layers within TEvaluate_Qout_DRX_NB-IoT [s] evaluation period. A Layer 3 filter shall be applied to the out-of-sync indications as specified in TS 36.331 [5].

When the downlink radio link quality of the NB-IoT cell estimated over the last TEvaluate_Qin_DRX_NB-IoT [s] period becomes better than the threshold Qin_NB-IoT, Layer 1 of the UE shall send in-sync indications for the NB-IoT cell to the higher layers within TEvaluate_Qin_DRX_NB-IoT [s] evaluation period. A L3 filter shall be applied to the in-sync indications as specified in TS 36.331 [5].

The out-of-sync and in-sync evaluations of the NB-IoT cell shall be performed as specified in TS36.213[8], clause 4.2.1. Two successive indications from Layer 1 shall be separated by at least max([10]ms, DRX_cycle_length).

Upon start of T310 timer as specified in clause 5.3.11 in TS 36.331 [5], the UE shall monitor the link for recovery using the evaluation period and Layer 1 indication interval corresponding to the non-DRX mode until the expiry or stop of T310 timer.

The transmitter power of the UE shall be turned off within 40 ms after expiry of T310 timer as specified in clause 5.3.11 in TS 36.331 [5].
Table 7.3.60.3-2: Qout and Qin Evaluation Period in DRX for HD-FDD Category NB1 UE
	DRX cycle length (s)
	TEvaluate_Qout_DRX_NB-IoT and TEvaluate_Qin_DRX_NB-IoT (s) 

	
	DRX cycles for Rmax<=64
	DRX cycles for Rmax>64

	0.256 < DRX cycle ≤ 1.024
	Note 1 (20)
	Note 1 (40)

	1.024 < DRX cycle ≤ 3.072
	Note 1 (10)
	Note 1 (20)

	4.096 < DRX cycle ≤ 9.216
	Note 1 (5)
	Note 1 (10)

	NOTE 1:
Evaluation period length in time depends on the length of the DRX cycle in use


The normative reference for this requirement is TS 36.133 [4] clause 7.23 and A.7.3.60.

7.3.60.4
Test description

The test consists of one subtest with one NB-IOT cell (Ncell 1) and one EUTRAN cell (cell 1) configured. The test consists of four successive time periods, with time duration of T1, T2, T3 and T4 respectively, excluding the transition time duration dT, where the SNR increases or decreases gradually in small steps. Figure 7.3.60.4-1 shows the different time durations and the corresponding variation of the downlink SNR in the active cell to emulate out-of-sync state with the following testing procedure:

-
Prior to the start of the time duration T1, the UE shall be fully synchronized to nCell1

-
Starting at point A, the SNR is decreased in small steps from SNR1 to SNR2 within dT

-
At the start of the time duration T2, the UE is provided with a UL grant with NPDCCH

NOTE 1:
The UE is expected to decode the NPDCCH and complete the UL transmission during T2 according to the UL grant.

-
Starting at point B, the SNR is decreased in small steps from SNR2 to SNR3 within dT

-
During T3, the SNR is kept as SNR3

NOTE 2:
The UE is expected to detect OOS and declare RLF during T3.

-
Starting at point C, the SNR is increased in small steps from SNR3 to SNR1 with dT

-
At the start of the time period T4, the UE will be provided with another UL grant with NPDCCH

NOTE 3:
The UE is not expected to decode the UL grant and conduct any UL transmission during T4, since the UE is expected to declare RLF during T3.

In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode the NPDCCH and complete the UL transmission when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
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Figure 7.3.60.4-1: SNR variation for out-of-sync testing in DRX for NB-IoT HD-FDD out-of-sync testing for UE category NB1 configured under normal coverage

7.3.60.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-4 and TS 36.508 [7] clauses 8.1.3 and 8.1.4.2.

Channel Bandwidth to be tested: E-UTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 7.3.60.5-1.
1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.10 using only main Tx/Rx antenna and without using the faders.
2.
The general test parameter settings are set up according to Table 7.3.60.4-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 7.3.60.4.3

5.
There are two cells specified in this test. Ncell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 1 is a EUTRAN cell.
Table 7.3.60.4.1-1: General test parameters for HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in normal coverage
	Parameter
	Unit
	Value
	Comment

	Active cell
	
	nCell 1
	

	EUTRAN cell
	
	eCell 1
	

	CP length

	
	Normal
	

	Deployment Mode
	
	In-band
	

	NPDCCH transmission parameters Rmax
	
	8
	Other NPDCCH parameters are defined in “ out-of-sync” column in Table 7.3.60.3-1  

	DRX cycle
	ms
	256
	See Table 7.3.60.5-2

	Layer 3 filtering Note 2,3
	
	Enabled
	Counters:

N310 = 1

N311 = 1

	T310 timer Note 2,3
	ms
	0
	T310 is disabled

	T311 timer Note 2,3
	ms
	1000
	T311 is enabled

	T1
	s
	5.12
	

	dT
	s
	0.8
	

	T2
	s
	10.24
	

	dT
	s
	0.7
	

	T3
	s
	5.12
	

	dT
	s
	1.4
	

	T4
	s
	5.12
	

	Note 1:
NPDCCH corresponding to the out of sync transmission parameters need not be included in the Reference Measurement Channel.

Note 2:
N310, N311, T310 and T311 are defined in TS 36.331[5].
Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.


7.3.60.4.2
Test procedure

Prior to the start of the time duration T1, the UE shall be fully be synchronized to Ncell 1. The UE is scheduled in every possible uplink subframe to transmit NPUSCH, which is received by the test equipment.

1.
Ensure the UE is in State 2A-NB according to TS 36.508 [7] clause 8.1.5.

2.
Set the parameters according to T1 in Table 7.3.60.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
When T1 expires, the 1st time window dT starts. During dT the SS shall change the SNR towards the SNR value as specified in Table 7.3.60.5-1.

4.
When dT expires the SS shall change the SNR value to T2 (SNR2) as specified in Table 7.3.60.5-1. T2 starts.

5.
At the start of T2 the UE shall be provided with a UL grant on NPDCCH. The UE shall decode NPDCCH and complete the UL transmission, according to the UL grant, before T2 expires. If the UL transmission is not completed the number of failed test is increased by one, if so restart test from step 1. 

6.
When T2 expires, the 2nd time window dT starts. During dT the SS shall change the SNR towards the SNR value as specified in Table 7.3.60.5-1. 

7.
When dT expires the SS shall change the SNR value to T3 (SNR3) as specified in Table 7.3.60.5-1. T3 starts.

8.
During T3 the UE is expected to detect OOS and declare RLM.

9.
When T3 expires, the 3rd time window dT starts. During dT the SS shall change the SNR towards the SNR value as specified in Table 7.3.60.5-1. 

10.
When dT expires the SS shall keep the SNR value corresponding to T4 as specified in Table 7.3.60.5-1. T4 starts.

11.
At the start of T4 the UE shall be provided with another UL grant on NPDCCH. If the SS detects uplink power equal to or higher than -48.2 dBm in the On-duration part of every DRX cycle in the uplink subframe scheduled to transmit NPUSCH during the period T4 the number of failed tests is increased by one.

Otherwise the number of successful tests is increased by one.

12.
After T4 expires the UE is switched off and then on. Ensure the UE is in State 2A-NB according to TS 36.508 [7] clause 8.1.5.

13.
Repeat steps 2-12 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

7.3.60.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 and clause 8.1.4.3 using condition "Inband_Different" with the following exceptions:

Table 7.3.60.4.3-1: Common Exception messages for E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync with DRX for UE Category NB1 In-Band mode in normal coverage
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.9-1

	Default RRC messages and information elements contents exceptions
	


7.3.60.5
Test requirement
Table 7.3.60.5-1: NCell specific test parameters for HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in normal coverage
	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3
	dT
	T4

	BWchannel
	kHz
	180

	PRB location within eCell
	
	eCell 1 BWchannel 5MHz: 17
eCell 1 BWchannel 10MHz: 30

	NPDCCH parameters as defined in A.10.1
	
	R.29 HD-FDD

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NPDCCH_RA
	dB
	

	NPDCCH_RB
	dB
	

	NPDSCH_RA
	dB
	

	NPDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
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 Note 3
	dBm/15 kHz
	Specified in Table 7.3.60.5-1a

	SNR Note 4, 5
	dB
	-2.5
	Note 6
	-8.5
	Note 7
	-14.7
	Note 8
	-2.5

	Propagation condition
	
	AWGN

	Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.

Note 2:
Void

Note 3:
Void

Note 4:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 5:
The SNRs in time periods T1, T2, T3 and T4 are denoted as SNR1, SNR2, SNR3 and SNR1 respectively in figure 7.3.60.4-1.

Note 6:
The Test system shall reduce its transmit power in steps of ((SNR2-SNR1) / (10*dT)) dB every 100ms until SNR2 is achieved at the end of dT.

Note 7:
The Test system shall reduce its transmit power in steps of ((SNR3-SNR2) / (10*dT)) dB every 100ms until SNR3 is achieved at the end of dT.

Note 8:
The Test system shall increase its transmit power in steps of ((SNR1-SNR3) / (10*dT)) dB every 100ms until SNR1 is achieved at the end of dT.


Table 7.3.60.5-1a: Cell 1 specific test parameters for HD-FDD Out-of-sync radio link monitoring test with DRX for UE category NB1 In-band mode in normal coverage

	Parameter
	Unit
	eCell 1

	
	
	T1-T4

	BWchannel
	MHz
	5 or 10

	NOCNG Pattern
	-
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD

	PBCH_RA
	dB
	-3

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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Note2
	dBm/15 kHz
	-98
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	dB
	-12

	Propagation Condition 
	
	AWGN

	Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the eCell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power 
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Table 7.3.60.5-2: DRX-Configuration for HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in normal coverage
	Field
	Value
	Comment

	onDurationTimer
	pp1
	As specified in clause 6.7.3 in TS 36.331

	drx-InactivityTimer
	pp0
	

	drx-RetransmissionTimer
	pp0
	

	drx-StartOffset
	0
	


Table 7.3.60.5-3: TimeAlignmentTimer -Configuration for NB-IoT HD-FDD out-of-sync testing for UE category NB1 In-band mode in normal coverage
	Field
	Value
	Comment

	TimeAlignmentTimer
	infinity
	As specified in clause 6.3.2 in TS 36.331


The UE behaviours in each test shall be as follows:

-
The UE shall complete the NPUSCH transmission during T2 according to the received UL grant;

-
The UE shall not conduct any NPUSCH transmission during T4

A correct event is defined as UE behaves correctly in all above steps. The correct events observed during repeated tests shall be at least 90%.

7.3.61
HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in enhanced coverage
7.3.61.1
Test purpose

The purpose of this test is to verify that the HD-FDD category NB1 UE properly detects the out of sync for the purpose of monitoring downlink radio link quality of the NB-IoT Cell. This test will partly verify the NB-IoT HD-FDD radio link monitoring requirements in clause TS36.133 clause 7.23.
7.3.61.2
Test applicability
This test applies to all types of E-UTRA FDD UE release 13 and forward of category NB-1.
7.3.61.3
Minimum conformance requirements

The requirements defined in this subclause for performing radio link monitoring are applicable for Category NB1 UE defined in Section 3.1 of TS36.133.

The UE shall meet all applicable requirements specified in this clause under the following condition:

-
at least 1 DL subframe per radio frame of serving NB-IoT cell is available at the UE during Qout_NB-IoT and Qin_NB-IoT evaluation periods.

The UE shall estimate the downlink radio link quality and compare it to the thresholds Qout_NB-IoT and Qin_NB-IoT for the purpose of monitoring downlink radio link quality of the NB-IoT cell.
The threshold Qout_NB-IoT is defined as the level at which the downlink radio link cannot be reliably received and shall correspond to 10% block error rate of a hypothetical NPDCCH transmission with transmission parameters specified in Table 7.3.61.3-1.

The threshold Qin_NB-IoT is defined as the level at which the downlink radio link quality can be significantly more reliably received than at Qout_NB-IoT and shall correspond to 2% block error rate of a hypothetical NPDCCH transmission with transmission parameters specified in Table 7.3.61.3-1.

Table 7.3.61.3-1: NPDCCH transmission parameters for out-of-sync and in-sync for Category NB1 UE
	Attribute
	Out-of-sync
	In-sync

	DCI format
	Format N1
	Format N1 

	Number of information bits
	22 bits
	22 bits

	System Bandwidth
	200kHz
	200kHz

	Antenna configuration
	2x1
	2x1 

	Maximum NPDCCH Repetition level
	RmaxNote1
	Rmax/4 Note1

	Aggregation level
	2
	2

	DRX
	OFF
	OFF

	Deployment mode
	 In-band
	 In-band

	NOTE 1:
Rmax is a configurable parameter defined in TS 36.331[5].


When DRX is used for HD-FDD Category NB1 UE UEs, the Qout_NB-IoT evaluation period (TEvaluate_Qout_DRX_NB-IoT) and the Qin_NB-IoT evaluation period (TEvaluate_Qin_DRX_NB-IoT) is specified in Table 7.3.61.3-2 will be used.

When the downlink radio link quality of the NB-IoT cell estimated over the last TEvaluate_Qout_DRX_NB-IoT [s] period becomes worse than the threshold Qout_NB-IoT, Layer 1 of the UE shall send out-of-sync indication for the NB-IoT cell to the higher layers within TEvaluate_Qout_DRX_NB-IoT [s] evaluation period. A Layer 3 filter shall be applied to the out-of-sync indications as specified in TS 36.331 [5].

When the downlink radio link quality of the NB-IoT cell estimated over the last TEvaluate_Qin_DRX_NB-IoT [s] period becomes better than the threshold Qin_NB-IoT, Layer 1 of the UE shall send in-sync indications for the NB-IoT cell to the higher layers within TEvaluate_Qin_DRX_NB-IoT [s] evaluation period. A L3 filter shall be applied to the in-sync indications as specified in TS 36.331 [5].

The out-of-sync and in-sync evaluations of the NB-IoT cell shall be performed as specified in TS36.213[8], clause 4.2.1. Two successive indications from Layer 1 shall be separated by at least max([10]ms, DRX_cycle_length).

Upon start of T310 timer as specified in clause 5.3.11 in TS 36.331 [5], the UE shall monitor the link for recovery using the evaluation period and Layer 1 indication interval corresponding to the non-DRX mode until the expiry or stop of T310 timer.

The transmitter power of the UE shall be turned off within 40 ms after expiry of T310 timer as specified in clause 5.3.11 in TS 36.331 [5].
Table 7.3.61.3-2: Qout and Qin Evaluation Period in DRX for HD-FDD Category NB1 UE
	DRX cycle length (s)
	TEvaluate_Qout_DRX_NB-IoT and TEvaluate_Qin_DRX_NB-IoT (s) 

	
	DRX cycles for Rmax<=64
	DRX cycles for Rmax>64

	0.256 < DRX cycle ≤ 1.024
	Note 1 (20)
	Note 1 (40)

	1.024 < DRX cycle ≤ 3.072
	Note 1 (10)
	Note 1 (20)

	4.096 < DRX cycle ≤ 9.216
	Note 1 (5)
	Note 1 (10)

	NOTE 1:
Evaluation period length in time depends on the length of the DRX cycle in use


The normative reference for this requirement is TS 36.133 [4] clause 7.23 and A.7.3.61.

7.3.61.4
Test description

The test consists of one subtest with one NB-IOT cell (Ncell 1) and one EUTRAN cell (cell 1) configured. The test consists of four successive time periods, with time duration of T1, T2, T3 and T4 respectively, excluding the transition time duration dT, where the SNR increases or decreases gradually in small steps. Figure 7.3.61.4-1 shows the different time durations and the corresponding variation of the downlink SNR in the active cell to emulate out-of-sync state with the following testing procedure:

-
Prior to the start of the time duration T1, the UE shall be fully synchronized to nCell1

-
Starting at point A, the SNR is decreased in small steps from SNR1 to SNR2 within dT

-
At the start of the time duration T2, the UE is provided with a UL grant with NPDCCH

NOTE 1:
The UE is expected to decode the NPDCCH and complete the UL transmission during T2 according to the UL grant.

-
Starting at point B, the SNR is decreased in small steps from SNR2 to SNR3 within dT

-
During T3, the SNR is kept as SNR3

NOTE 2:
The UE is expected to detect OOS and declare RLF during T3.

-
Starting at point C, the SNR is increased in small steps from SNR3 to SNR1 with dT

-
At the start of the time period T4, the UE will be provided with another UL grant with NPDCCH

NOTE 3:
The UE is not expected to decode the UL grant and conduct any UL transmission during T4, since the UE is expected to declare RLF during T3.

In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode the NPDCCH and complete the UL transmission when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
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Figure 7.3.61.4-1: SNR variation for out-of-sync testing in DRX for NB-IoT HD-FDD out-of-sync testing for UE category NB1 configured under enhanced coverage

7.3.61.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-4 and TS 36.508 [7] clauses 8.1.3 and 8.1.4.2.

Channel Bandwidth to be tested: E-UTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 7.3.61.5-1.
1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.10 using only main Tx/Rx antenna and without using the faders.
2.
The general test parameter settings are set up according to Table 7.3.61.4-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 7.3.61.4.3

5.
There are two cells specified in this test. Ncell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 1 is a EUTRAN cell.
Table 7.3.61.4.1-1: General test parameters for HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in enhanced coverage
	Parameter
	Unit
	Value
	Comment

	Active cell
	
	nCell 1
	

	EUTRAN cell
	
	eCell 1
	

	CP length

	
	Normal
	

	Deployment Mode
	
	In-band
	

	NPDCCH transmission parameters Rmax 
	
	16
	Other NPDCCH parameters are defined in “ out-of-sync” column in Table 7.3.61.3-1  

	DRX cycle 
	ms
	256
	See Table 7.3.61.5-2

	Layer 3 filtering Note 2,3
	
	Enabled
	Counters:

N310 = 1

N311 = 1

	T310 timer Note 2,3
	ms
	0
	T310 is disabled

	T311 timer Note 2,3
	ms
	1000
	T311 is enabled

	T1
	s
	5.12
	

	dT
	s
	0.7
	

	T2
	s
	10.24
	

	dT
	s
	0.8
	

	T3
	s
	5.12
	

	dT
	s
	1.4
	

	T4
	s
	5.12
	

	Note 1:
NPDCCH corresponding to the out of sync transmission parameters need not be included in the Reference Measurement Channel.

Note 2:
N310, N311, T310 and T311 are defined in TS 36.331[5].
Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.


7.3.61.4.2
Test procedure

Prior to the start of the time duration T1, the UE shall be fully be synchronized to Ncell 1. The UE is scheduled in every possible uplink subframe to transmit NPUSCH, which is received by the test equipment.

1.
Ensure the UE is in State 2A-NB according to TS 36.508 [7] clause 8.1.5.

2.
Set the parameters according to T1 in Table 7.3.61.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
When T1 expires, the 1st time window dT starts. During dT the SS shall change the SNR towards the SNR value as specified in Table 7.3.61.5-1.

4.
When dT expires the SS shall change the SNR value to T2 (SNR2) as specified in Table 7.3.61.5-1. T2 starts.

5.
At the start of T2 the UE shall be provided with a UL grant on NPDCCH. The UE shall decode NPDCCH and complete the UL transmission, according to the UL grant, before T2 expires. If the UL transmission is not completed the number of failed test is increased by one, if so restart test from step 1.

6.
When T2 expires, the 2nd time window dT starts. During dT the SS shall change the SNR towards the SNR value as specified in Table 7.3.61.5-1.

7.
When dT expires the SS shall change the SNR value to T3 (SNR3) as specified in Table 7.3.61.5-1. T3 starts.

8.
During T3 the UE is expected to detect OOS and declare RLM.

9.
When T3 expires, the 3rd time window dT starts. During dT the SS shall change the SNR towards the SNR value as specified in Table 7.3.61.5-1. 

10.
When dT expires the SS shall keep the SNR value corresponding to T4 as specified in Table 7.3.60.5-1. T4 starts.

11.
At the start of T4 the UE shall be provided with another UL grant on NPDCCH. If the SS detects uplink power equal to or higher than -48.2 dBm in the On-duration part of every DRX cycle in the uplink subframe scheduled to transmit NPUSCH during the period T4 the number of failed tests is increased by one.

Otherwise the number of successful tests is increased by one.

12.
After T4 expires the UE is switched off and then on. Ensure the UE is in State 2A-NB according to TS 36.508 [7] clause 8.1.5.

13.
Repeat steps 2-12 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

7.3.61.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 and clause 8.1.4.3 using condition "Inband_Different" with the following exceptions: 

Table 7.3.61.4.3-1: Common Exception messages for E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync with DRX for UE Category NB1 In-Band mode in enhanced coverage
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.9-1

	Default RRC messages and information elements contents exceptions
	


7.3.61.5
Test requirement
Table 7.3.61.5-1: NCell specific test parameters for HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in enhanced coverage
	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3
	dT
	T4

	BWchannel
	kHz
	180

	PRB location within eCell
	
	eCell 1 BWchannel 5MHz: 17
eCell 1 BWchannel 10MHz: 30

	NPDCCH parameters as defined in A.10.1
	
	R.29 HD-FDD

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NPDCCH_RA
	dB
	

	NPDCCH_RB
	dB
	

	NPDSCH_RA
	dB
	

	NPDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
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	dBm/15 kHz
	Specified in Table 7.3.61.5-1a

	SNR Note 4, 5
	dB
	-5.7
	Note 6
	-10.8
	Note 7
	-18.0
	Note 8
	-5.7

	Propagation condition
	
	AWGN

	Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.

Note 2:
Void

Note 3:
Void

Note 4:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 5:
The SNRs in time periods T1, T2, T3 and T4 are denoted as SNR1, SNR2, SNR3 and SNR1 respectively in figure 7.3.61.4-1.

Note 6:
The Test system shall reduce its transmit power in steps of ((SNR2-SNR1) / (10*dT)) dB every 100ms until SNR2 is achieved at the end of dT.

Note 7:
The Test system shall reduce its transmit power in steps of ((SNR3-SNR2) / (10*dT)) dB every 100ms until SNR3 is achieved at the end of dT.

Note 8:
The Test system shall increase its transmit power in steps of ((SNR1-SNR3) / (10*dT)) dB every 100ms until SNR1 is achieved at the end of dT.


Table 7.3.61.5-1a: eCell 1 specific test parameters for HD-FDD Out-of-sync radio link monitoring test with DRX for UE category NB1 In-band mode in enhanced coverage

	Parameter
	Unit
	eCell 1

	
	
	T1-T4

	BWchannel
	MHz
	5 or 10

	NOCNG Pattern
	-
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD

	PBCH_RA
	dB
	-3

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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Note2
	dBm/15 kHz
	-98
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	dB
	-12

	Propagation Condition 
	
	AWGN

	Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the eCell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power 
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Table 7.3.61.5-2: DRX-Configuration for HD-FDD Radio Link Monitoring Test for Out-of-sync in DRX for UE category NB1 In-band mode in enhanced coverage
	Field
	Value
	Comment

	onDurationTimer
	pp1
	As specified in clause 6.7.3 in TS 36.331

	drx-InactivityTimer
	pp0
	

	drx-RetransmissionTimer
	pp0
	

	drx-StartOffset
	0
	


Table 7.3.61.5-3: TimeAlignmentTimer -Configuration for NB-IoT HD-FDD out-of-sync testing for UE category NB1 configured under enhanced coverage
	Field
	Value
	Comment

	TimeAlignmentTimer
	infinity
	As specified in clause 6.3.2 in TS 36.331


The UE behaviours in each test shall be as follows:

-
The UE shall complete the NPUSCH transmission during T2 according to the received UL grant;

-
The UE shall not conduct any NPUSCH transmission during T4.

A correct event is defined as UE behaves correctly in all above steps. The correct events observed during repeated tests shall be at least 90%.

7.3.62
HD-FDD Radio Link Monitoring Test for In-sync with DRX for Category NB1 In-Band mode in Enhanced Coverage

7.3.62.1
Test purpose

The purpose of this test is to verify that the HD-FDD category NB1 UE configured in enhanced coverage properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the NB-IoT Cell when DRX is used. This test will partly verify the HD-FDD radio link monitoring requirements in TS 36.133 clause 7.23.

7.3.62.2
Test applicability
This test case applies to all types of UE release 13 and forward of category NB1.

7.3.62.3
Minimum conformance requirements

When DRX is used for HD-FDD Category NB1 UEs, the Qout_NB-IoT evaluation period (TEvaluate_Qout_DRX_NB-IoT) and the Qin_NB-IoT evaluation period (TEvaluate_Qin_DRX_NB-IoT) is specified in Table 7.3.62.3-1 will be used.

When the downlink radio link quality of the NB-IoT cell estimated over the last TEvaluate_Qout_DRX_NB-IoT [s] period becomes worse than the threshold Qout_NB-IoT, Layer 1 of the UE shall send out-of-sync indication for the NB-IoT cell to the higher layers within TEvaluate_Qout_DRX_NB-IoT [s] evaluation period. A Layer 3 filter shall be applied to the out-of-sync indications as specified in TS 36.331 [5].

When the downlink radio link quality of the NB-IoT cell estimated over the last TEvaluate_Qin_DRX_NB-IoT [s] period becomes better than the threshold Qin_NB-IoT, Layer 1 of the UE shall send in-sync indications for the NB-IoT cell to the higher layers within TEvaluate_Qin_DRX_NB-IoT [s] evaluation period. A L3 filter shall be applied to the in-sync indications as specified in TS 36.331 [5].

The out-of-sync and in-sync evaluations of the NB-IoT cell shall be performed as specified in clause 4.2.1 in TS 36.213 [8]. Two successive indications from Layer 1 shall be separated by at least max(10ms, DRX_cycle_length).

Upon start of T310 timer as specified in clause 5.3.11 in TS 36.331 [5], the UE shall monitor the link for recovery using the evaluation period and Layer 1 indication interval corresponding to the non-DRX mode until the expiry or stop of T310 timer.

The transmitter power of the UE shall be turned off within 40 ms after expiry of T310 timer as specified in clause 5.3.11 in TS 36.331 [5].
Table 7.3.62.3-1: Qout and Qin Evaluation Period in DRX for HD-FDD Category NB1 UE
	DRX cycle length (s)
	TEvaluate_Qout_DRX_NB-IoT and TEvaluate_Qin_DRX_NB-IoT (s) 

	
	DRX cycles for Rmax ≤ 64
	DRX cycles for Rmax > 64

	0.256 < DRX cycle ≤ 1.024
	Note 1 (20)
	Note 1 (40)

	1.024 < DRX cycle ≤ 3.072
	Note 1 (10)
	Note 1 (20)

	4.096 < DRX cycle ≤ 9.216
	Note 1 (5)
	Note 1 (10)

	NOTE 1:
Evaluation period length in time depends on the length of the DRX cycle in use


The normative reference for this requirement is TS 36.133 [4] clause 7.23.2 and A.7.3.62.

7.3.62.4
Test description

There is one NB-IoT cell (Ncell 1), which is the active cell, and an E-UTRA cell (Cell 1), in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively, excluding the transition time duration dT, where the SNR increases or decreases gradually in small steps. Figure 7.3.62.4-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Ncell 1. The UE is scheduled in every possible uplink subframe to transmit NPUSCH, which is received by the test equipment. By measuring the reception of the NPUSCH, detection of out of sync and in sync requirements can be measured. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode NPDCCH and to send NPUSCH during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.

The test setup in each test during time durations T1, T2 and T3 are as follows:

-
During the period from time point A to time point B, the SNR is decreasing linearly from SNR1 to SNR2.

-
During the period from time point C to time point D, the SNR is increasing linearly from SNR2 to SNR1.

-
During the period T3, the test system shall send the UE a grant to transmit in uplink. UE under test is expected to decode the uplink grant and switch to uplink and complete the uplink transmission.

-
Thereafter UE switches back to downlink.
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Figure 7.3.62.4-1: SNR variation for in-sync testing with DRX

7.3.62.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested: According to Annex E table E-4 and TS 36.508 [7] clauses 8.1.4.2 and 8.1.3.1.

Channel Bandwidth to be tested: E-UTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 7.3.62.5-1.

1.
Connect the SS (node B emulator) and AWGN noise sources or faders to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.10 using only main Tx/Rx antenna and without using the faders.

2.
The general test parameter settings are set up according to Table 7.3.62.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are defined in clause 7.3.62.4.3.

5.
There are two cells specified in this test. Ncell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 1 is an E-UTRA cell.
Table 7.3.62.4.1-1: General test parameters for HD-FDD in-sync test with DRX for UE category NB1 In-Band mode in enhanced coverage
	Parameter
	Unit
	Value
	Comment

	NB-IoT operational mode
	
	In-band
	

	Active cell
	
	nCell1 1
	NB-IOT cell nCell1 is within E-UTRA cell Cell1

	CP length
	
	Normal
	

	In sync transmission parameters

(Note 1)
	DCI format
	
	Format N1
	As defined in TS 36.212

	
	Number of OFDM symbols for legacy control channels
	
	3
	In sync threshold Qin_NB-IoT and the corresponding hypothetical NPDCCH transmission parameters are as specified in clause 7.23.2 and Table 7.23.2-1 respectively.

	
	NPDCCH aggregation level 
	eCCE
	2
	

	
	NPDCCH repetition level
	
	4
	

	
	Ratio of NPDSCH to NRS EPRE
	
	0
	

	
	Ratio of NPDCCH to NRS EPRE
	
	0
	

	Out of sync transmission parameters

(Note 1)
	DCI format
	
	Format N1
	As defined in TS 36.212

	
	Number of OFDM symbols for legacy control channels
	
	3
	Out of sync threshold Qout_NB-IoT and the corresponding hypothetical NPDCCH transmission parameters are as specified in TS 36.133[4] clause 7.23.2 and Table 7.23.2-1 respectively.

	
	NPDCCH aggregation level 
	eCCE
	2
	

	
	NPDCCH repetition level
	
	16
	

	
	Ratio of NPDSCH to NRS EPRE
	
	0
	

	
	Ratio of NPDCCH to RS EPRE
	dB
	0
	

	DRX cycle
	ms
	256
	See Table 7.3.62.5-3

	Layer 3 filtering
	
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	2000
	T310 is enabled

	T311 timer
	ms
	1000
	T311 is enabled

	T1
	s
	4
	

	dT
	s
	1.4
	

	T2
	s
	0.84
	

	dT
	s
	1.4
	

	T3
	s
	4
	

	Note 1:
NPDCCH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


7.3.62.4.2
Test procedure

Prior to the start of the time duration T1, the UE shall be fully be synchronized to Ncell 1. The UE is scheduled in every possible uplink subframe to transmit NPUSCH, which is received by the test equipment.

1.
Ensure the UE is in State 2A-NB according to TS 36.508 [7] clause 8.1.5.

2.
Set the parameters according to T1 in Table 7.3.62.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
When T1 expires, the 1st time window dT starts, During dT  the SS shall change the SNR as specified in Table 7.3.62.5-1.

4.
When dT expires the SS shall keep the SNR value corresponding to T2 as specified in Table 7.3.62.5-1. T2 starts. 

5.
When T2 expires, the 2nd time window dT starts. During dT the SS shall change the SNR as specified in Table 7.3.62.5-1.

6.
When dT expires the SS shall keep the SNR value corresponding to T3 as specified in Table 7.3.62.5-1. T3 starts.

7.
During T3 the SS shall send the UE continuous grants to transmit on the uplink. The UE is expected to decode the uplink grant, switch to uplink and complete the corresponding uplink transmission. If the SS detects uplink transmissions from the UE according to the subframes scheduled for NPUSCH transmission by the uplink grant, during the period from time point D until T3 expires, the number of successful tests is increased by one.

Otherwise the number of failed tests is increased by one.

8.
Repeat steps 2-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

7.3.62.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6 and clause 8.1.4.3 using condition “Inband_Different” with the following exceptions:

Table 7.3.62.4.3-1: Common Exception messages for E-UTRAN HD-FDD Radio Link Monitoring Test for In-sync with DRX for UE Category NB1 In-Band mode in Enhanced coverage
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.9-2

	Default RRC messages and information elements contents exceptions
	


7.3.62.5
Test requirement

Table 7.3.62.5-1: Ncell 1 specific test parameters for HD-FDD in-sync radio link monitoring test with DRX for UE category NB1 In-Band mode in enhanced coverage
	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3

	BWchannel
	kHz
	180

	PRB location within E-UTRA Cell
	-
	eCell 1 BWchannel 5MHz: 17
eCell 1 BWchannel 10MHz: 30

	NPDCCH parameters defined in Annex A.10.1
	
	R.27 HD-FDD 

	Ratio of NPDSCH to NRS EPRE
	
	-3

	NPDCCH_RA
	dB
	-3

	NPDCCH_RB
	dB
	-3

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NOCNG_RANote1
	dB
	

	NOCNG_RBNote1 
	dB
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	dBm/15 kHz
	Specified in Table 7.3.62.5-2

	SNR Note 5, Note 6
	dB
	-5.7
	Note 7
	-18.0
	Note 8
	-5.7

	Propagation condition
	
	AWGN

	Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the resources in E-UTRA Cell 1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 4:
The signal contains NPDCCH for UEs other than the device under test as part of OCNG.

Note 5:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2, and SNR1 respectively in figure 7.3.62.4.1-1.

Note 7:
The Test system shall reduce it's transmit power in steps of ((SNR2-SNR1) / (10*dT)) dB every 100ms until SNR2 is achieved at the end of dT.

Note 8:
The Test system shall increase it's transmit power in steps of ((SNR1-SNR2) / (10*dT)) dB every 100ms until SNR1 is achieved at the end of dT.


Table 7.3.62.5-2: Cell 1 specific test parameters for HD-FDD in-sync radio link monitoring test with DRX for UE category NB1 In-Band mode in enhanced coverage

	
	
	eCell 1

	
	
	T1-T3

	BWchannel
	MHz
	5 or 10

	NOCNG Pattern
	-
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD

	PBCH_RA
	dB
	-3

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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 Note2
	dBm/15 kHz
	-98
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	dB
	-12

	Propagation Condition 
	
	AWGN

	Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the E-UTRA Cell 1 is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power 
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Table 7.3.62.5-3: DRX-Configuration for E-UTRAN HD-FDD in-sync tests with DRX for UE category NB1 configured In-Band mode in enhanced coverage
	Field
	Value
	Comment

	onDurationTimer
	p1
	As specified in clause 6.3.2 in TS 36.331

	drx-InactivityTimer
	pp0
	

	drx-RetransmissionTimer
	pp0
	

	longDRX-CycleStartOffset
	Sf256
	

	shortDRX
	disable
	


Table 7.3.62.5-4: TimeAlignmentTimer -Configuration for E-UTRAN HD-FDD in-sync tests with DRX for UE category NB1 In-Band mode in enhanced coverage
	Field
	Value
	Comment

	TimeAlignmentTimer
	infinity
	As specified in clause 6.3.2 in TS 36.331


During the period from time point D until T3 expiration, the UE behaviours in each test shall be as follows:

UE under test is expected to decode the uplink grant and switch to uplink and complete the uplink transmission. Thereafter UE switches back to downlink. This is considered a correct event.

The rate of correct events observed during repeated tests shall be at least 90%.
7.3.63
HD-FDD Radio Link Monitoring Test for In-sync with DRX for Category NB1 In-Band mode in Normal Coverage

7.3.63.1
Test purpose

The purpose of this test is to verify that the HD-FDD category NB1 UE configured in normal coverage properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the NB-IoT Cell when DRX is used. This test will partly verify the HD-FDD radio link monitoring requirements in TS 36.133 clause 7.23.

7.3.63.2
Test applicability
This test case applies to all types of UE release 13 and forward of category NB1.

7.3.63.3
Minimum conformance requirements

When DRX is used for HD-FDD Category NB1 UEs, the Qout_NB-IoT evaluation period (TEvaluate_Qout_DRX_NB-IoT) and the Qin_NB-IoT evaluation period (TEvaluate_Qin_DRX_NB-IoT) is specified in Table 7.3.63.3-1 will be used.

When the downlink radio link quality of the NB-IoT cell estimated over the last TEvaluate_Qout_DRX_NB-IoT [s] period becomes worse than the threshold Qout_NB-IoT, Layer 1 of the UE shall send out-of-sync indication for the NB-IoT cell to the higher layers within TEvaluate_Qout_DRX_NB-IoT [s] evaluation period. A Layer 3 filter shall be applied to the out-of-sync indications as specified in TS 36.331 [5].

When the downlink radio link quality of the NB-IoT cell estimated over the last TEvaluate_Qin_DRX_NB-IoT [s] period becomes better than the threshold Qin_NB-IoT, Layer 1 of the UE shall send in-sync indications for the NB-IoT cell to the higher layers within TEvaluate_Qin_DRX_NB-IoT [s] evaluation period. A L3 filter shall be applied to the in-sync indications as specified in TS 36.331 [5].

The out-of-sync and in-sync evaluations of the NB-IoT cell shall be performed as specified in clause 4.2.1 in TS 36.213 [8]. Two successive indications from Layer 1 shall be separated by at least max(10ms, DRX_cycle_length).

Upon start of T310 timer as specified in clause 5.3.11 in TS 36.331 [5], the UE shall monitor the link for recovery using the evaluation period and Layer 1 indication interval corresponding to the non-DRX mode until the expiry or stop of T310 timer.

The transmitter power of the UE shall be turned off within 40 ms after expiry of T310 timer as specified in clause 5.3.11 in TS 36.331 [5].
Table 7.3.63.3-1: Qout and Qin Evaluation Period in DRX for HD-FDD Category NB1 UE
	DRX cycle length (s)
	TEvaluate_Qout_DRX_NB-IoT and TEvaluate_Qin_DRX_NB-IoT (s) 

	
	DRX cycles for Rmax ≤ 64
	DRX cycles for Rmax > 64

	0.256 < DRX cycle ≤ 1.024
	Note 1 (20)
	Note 1 (40)

	1.024 < DRX cycle ≤ 3.072
	Note 1 (10)
	Note 1 (20)

	4.096 < DRX cycle ≤ 9.216
	Note 1 (5)
	Note 1 (10)

	NOTE 1:
Evaluation period length in time depends on the length of the DRX cycle in use


The normative reference for this requirement is TS 36.133 [4] clause 7.23.2 and A.7.3.63.

7.3.63.4
Test description

There is one NB-IoT cell (Ncell 1), which is the active cell, and an E-UTRA cell (Cell 1), in the test. The test consists of three successive time periods, with time duration of T1, T2 and T3 respectively, excluding the transition time duration dT, where the SNR increases or decreases gradually in small steps. Figure 7.3.63.4-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states. Prior to the start of the time duration T1, the UE shall be fully synchronized to Ncell 1. The UE is scheduled in every possible uplink subframe to transmit NPUSCH, which is received by the test equipment. By measuring the reception of the NPUSCH, detection of out of sync and in sync requirements can be measured. In the test, DRX configuration is enabled and DRX inactivity timer has already been expired, i.e. UE tries to decode NPDCCH and to send NPUSCH during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.

The test setup in each test during time durations T1, T2 and T3 are as follows:

-
During the period from time point A to time point B, the SNR is decreasing linearly from SNR1 to SNR2.

-
During the period from time point C to time point D, the SNR is increasing linearly from SNR2 to SNR1.

-
During the period T3, the test system shall send the UE a grant to transmit in uplink. UE under test is expected to decode the uplink grant and switch to uplink and complete the uplink transmission.

Thereafter UE switches back to downlink.
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Figure 7.3.63.4-1: SNR variation for in-sync testing with DRX

7.3.63.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested: According to Annex E table E-4 and TS 36.508 [7] clauses 8.1.4.2 and 8.1.3.1.

Channel Bandwidth to be tested: E-UTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 7.3.63.5-1.

1.
Connect the SS (node B emulator) and AWGN noise sources or faders to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.10 using only main Tx/Rx antenna and without using the faders.

2.
The general test parameter settings are set up according to Table 7.3.63.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are defined in clause 7.3.63.4.3.

5.
There are two cells specified in this test. Ncell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 1 is an E-UTRA cell.
Table 7.3.63.4.1-1: General test parameters for HD-FDD in-sync test with DRX for UE category NB1 In-Band mode in normal coverage
	Parameter
	Unit
	Value
	Comment

	NB-IoT operational mode
	
	In-band
	

	Active cell
	
	nCell 1
	NB-IOT cell nCell1 is within E-UTRA cell Cell1

	CP length
	
	Normal
	

	In sync transmission parameters

(Note 1)
	DCI format
	
	Format N1
	As defined in TS 36.212

	
	Number of OFDM symbols for legacy control channels
	
	3
	In sync threshold Qin_NB-IoT and the corresponding hypothetical NPDCCH transmission parameters are as specified in TS 36.133[4] clause 7.23.2 and Table 7.23.2-1 respectively.

	
	NPDCCH aggregation level 
	eCCE
	2
	

	
	NPDCCH repetition level
	
	2
	

	
	Ratio of NPDSCH to NRS EPRE
	
	0
	

	
	Ratio of NPDCCH to NRS EPRE
	
	0
	

	Out of sync transmission parameters

(Note 1)
	DCI format
	
	Format N1
	As defined in TS 36.212

	
	Number of OFDM symbols for legacy control channels
	
	3
	Out of sync threshold Qout_NB-IoT and the corresponding hypothetical NPDCCH transmission parameters are as specified in TS 36.133[4] clause 7.23.2 and Table 7.23.2-1 respectively.

	
	NPDCCH aggregation level 
	eCCE
	2
	

	
	NPDCCH repetition level
	
	8
	

	
	Ratio of NPDSCH to NRS EPRE
	
	0
	

	
	Ratio of NPDCCH to RS EPRE
	dB
	0
	

	DRX cycle
	ms
	256
	See Table 7.3.63.5-3

	Layer 3 filtering
	
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	2000
	T310 is enabled

	T311 timer
	ms
	1000
	T311 is enabled

	T1
	s
	4
	

	dT
	s
	1.4
	

	T2
	s
	0.84
	

	dT
	s
	1.4
	

	T3
	s
	4
	

	Note 1:
NPDCCH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


7.3.63.4.2
Test procedure

Prior to the start of the time duration T1, the UE shall be fully be synchronized to Ncell 1. The UE is scheduled in every possible uplink subframe to transmit NPUSCH, which is received by the test equipment.

1.
Ensure the UE is in State 2A-NB according to TS 36.508 [7] clause 8.1.5.

2.
Set the parameters according to T1 in Table 7.3.63.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
When T1 expires, the 1st time window dT starts, During dT the SS shall change the SNR as specified in Table 7.3.63.5-1.

4.
When dT expires the SS shall keep the SNR value corresponding to T2 as specified in Table 7.3.63.5-1. T2 starts.
5.
When T2 expires, the 2nd time window dT starts. During dT the SS shall change the SNR as specified in Table 7.3.63.5-1.

6.
When dT expires the SS shall keep the SNR value corresponding to T3 as specified in Table 7.3.63.5-1. T3 starts.

7.
During T3 the SS shall send the UE continuous grants to transmit on the uplink. The UE is expected to decode the uplink grant, switch to uplink and complete the corresponding uplink transmission. If the SS detects uplink transmissions from the UE according to the subframes scheduled for NPUSCH transmission by the uplink grant, during the period from time point D until T3 expires, the number of successful tests is increased by one.

Otherwise the number of failed tests is increased by one.

8.

Repeat steps 2-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

7.3.63.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6 and clause 8.1.4.3 using condition "Inband_Different" with the following exceptions:

Table 7.3.63.4.3-1: Common Exception messages for E-UTRAN HD-FDD Radio Link Monitoring Test for In-sync with DRX for UE Category NB1 In-Band mode in Normal Coverage
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.9-2

	Default RRC messages and information elements contents exceptions
	


7.3.63.5
Test requirement

Table 7.3.63.5-1: Ncell 1 specific test parameters for HD-FDD in-sync radio link monitoring test with DRX for UE category NB1 In-Band mode in normal coverage
	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3

	BWchannel
	kHz
	180

	PRB location within E-UTRA Cell
	-
	eCell 1 BWchannel 5MHz: 17
eCell 1 BWchannel 10MHz: 30

	NPDCCH parameters defined in A.10.1
	
	R.27 HD-FDD 

	Ratio of NPDSCH to NRS EPRE
	
	-3

	NPDCCH_RA
	dB
	-3

	NPDCCH_RB
	dB
	-3

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NOCNG_RANote1
	dB
	

	NOCNG_RBNote1 
	dB
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	dBm/15 kHz
	Specified in Table 7.3.63.5-2

	SNR Note 5, Note 6
	dB
	-2.5
	Note 7
	-14.7
	Note 8
	-2.5

	Propagation condition
	
	AWGN

	Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the resources in Ncell1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 4:
The signal contains NPDCCH for UEs other than the device under test as part of OCNG.

Note 5:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2, and SNR1 respectively in figure 7.3.63.4.1-1.

Note 7:
The Test system shall reduce it's transmit power in steps of ((SNR2-SNR1) / (10*dT)) dB every 100ms until SNR2 is achieved at the end of dT.

Note 8:
The Test system shall increase it's transmit power in steps of ((SNR1-SNR2) / (10*dT)) dB every 100ms until SNR1 can be ensured at the end of dT.


Table 7.3.63.5-2: Cell 1 specific test parameters for HD-FDD in-sync radio link monitoring test with DRX for UE category NB1 In-Band mode in normal coverage

	
	
	eCell 1

	
	
	T1-T3

	BWchannel
	MHz
	5 or 10

	NOCNG Pattern
	-
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD

	PBCH_RA
	dB
	-3

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dBm/15 kHz
	-98
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	dB
	4

	Propagation Condition 
	
	AWGN

	Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the E-UTRA Cell 1 is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power 
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Table 7.3.63.5-3: DRX-Configuration for E-UTRAN HD-FDD in-sync tests with DRX for UE category NB1 In-Band mode in normal coverage
	Field
	Value
	Comment

	onDurationTimer
	pp1
	As specified in clause 6.3.2 in TS 36.331

	drx-InactivityTimer
	pp0
	

	drx-RetransmissionTimer
	pp0
	

	longDRX-CycleStartOffset
	Sf256
	

	shortDRX
	disable
	


Table 7.3.63.5-4: TimeAlignmentTimer -Configuration for E-UTRAN HD-FDD in-sync tests with DRX for UE category NB1 In-Band mode in normal coverage
	Field
	Value
	Comment

	TimeAlignmentTimer
	infinity
	As specified in clause 6.3.2 in TS 36.331


During the period from time point D until T3 expiration, the UE behaviours in each test shall be as follows:

UE under test is expected to decode the uplink grant and switch to uplink and complete the uplink transmission. Thereafter UE switches back to downlink. This is considered a correct event.

The rate of correct events observed during repeated tests shall be at least 90%.
7.3.64
HD-FDD Radio Link Monitoring Test for In-sync without DRX for UE Category NB1 In-Band mode in Normal Coverage
7.3.64.1
Test Purpose

The purpose of this test is to verify that the HD-FDD category NB1 UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell when the UE is under normal coverage conditions. This test will partly verify the HD-FDD radio link monitoring requirements in TS 36.133 [4] section 7.23.

7.3.64.2
Test Applicability

This test case applies to all types of E-UTRA HD-FDD UE release 13 and forward of UE Category NB1.

7.3.64.3
Minimum Conformance Requirements

When the downlink radio link quality of the NB-IoT cell estimated over the last TEvaluate_Qout_NB-IoT period becomes worse than the threshold Qout_NB-IoT, Layer 1 of the UE shall send an out-of-sync indication for the NB-IoT cell to the higher layers within TEvaluate_Qout_NB-IoT Qout_NB-IoT evaluation period. A Layer 3 filter shall be applied to the out-of-sync indications as specified in TS 36.331 [5].

When the downlink radio link quality of the NB-IoT cell estimated over the last TEvaluate_Qin_NB-IoT period becomes better than the threshold Qin_NB-IoT, Layer 1 of the UE shall send an in-sync indication for the NB-IoT cell to the higher layers within TEvaluate_Qin_NB-IoT Qin_NB-IoT evaluation period. A L3 filter shall be applied to the in-sync indications as specified in TS 36.331 [5].

The out-of-sync and in-sync evaluations of the NB-IoT cell shall be performed as specified in clause 4.2.1 in [8]. Two successive indications from Layer 1 shall be separated by at least 10ms.

The transmitter power of the UE shall be turned off within 40 ms after expiry of T310 timer as specified in clause 5.3.11 in TS 36.331 [5]. The following table 7.3.64.3-1 defines the TEvaluate_Qout_NB-IoT and TEvaluate_Qin_NB-IoT for each coverage mode.

Table 7.3.64.3-1: Mapping of coverage mode and Qout and Qin Evaluation Period in non-DRX for HD-FDD Category NB1 UE

	Coverage Mode
	TEvaluate_Qout_NB-IoT
	TEvaluate_Qin_NB-IoT

	Normal
	400ms
	200ms

	Enhanced
	4000ms
	2000ms


The normative reference for this requirement is TS 36.133 [4] clause 7.23 and A.7.3.64.

7.3.64.4
Test description

There is one cell (nCell 1), which is the active NB-IoT cell, in the test. The test consists of five successive time periods, with time duration of T1, dT, T2, dT and T3 respectively. Figure 7.3.64.4-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states.

Prior to the start of the time duration T1, the UE shall be fully synchronized to nCell 1. The UE is scheduled in every uplink subframe to transmit NPUSCH, which is received by the test equipment. By measuring the reception of the NPUSCH, detection of out of sync and in sync requirements can be measured. In the test, DRX configuration is disabled, i.e. UE tries to decode NPDCCH and to send NPUSCH during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
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Figure 7.3.64.4-1: SNR variation for in-sync testing without DRX

7.3.64.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested:  According to Annex E Table E-4 and TS 36.508 [7] clauses 8.1.4.2 and 8.1.3.1.

Channel Bandwidth to be tested: E-UTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 7.3.64.5-1.

1.
Connect the SS (node B emulator) and AWGN noise sources or faders to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.10 without faders  using only main Tx/Rx antenna.

2.
The general test parameter settings for the different subtests are set up according to Table 7.3.64.4.1-1 and 7.3.64.5.1-3.

3.
Propagation conditions are set according to Annex B clause B.2.

4.
Message contents are defined in clause 7.3.64.4.3.

5.
There is one NB1 Cell and one EUTRA Cell specified in this test. nCell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 7.3.64.4.1-1: General test parameters for HD-FDD in-sync test without DRX for UE category NB1 In-Band mode in normal coverage

	Parameter
	Unit
	Value
	Comment

	NB-IoT operational mode
	
	In-band
	

	Active cell
	
	nCell 1
	NB-IOT cell nCell1 is within E-UTRA cell eCell1

	CP length
	
	Normal
	

	In sync transmission parameters

(Note 1)
	DCI format
	
	Format N1
	As defined in TS 36.212

	
	Number of OFDM symbols for legacy control channels
	
	3
	In sync threshold Qin_NB-IoT and the corresponding hypothetical NPDCCH transmission parameters are as specified in clause 7.23.2 and Table 7.23.2-1 respectively.

	
	NPDCCH aggregation level 
	eCCE
	2


	

	
	NPDCCH repetition level
	
	2
	

	
	Ratio of NPDSCH to NRS EPRE
	
	0
	

	
	Ratio of NPDCCH to NRS EPRE
	
	0
	

	Out of sync transmission parameters

(Note 1)
	DCI format
	
	Format N1
	As defined in TS 36.212

	
	Number of OFDM symbols for legacy control channels
	
	3
	Out of sync threshold Qout_NB-IoT and the corresponding hypothetical NPDCCH transmission parameters are as specified in clause 7.23.2 and Table 7.23.2-1 respectively.

	
	NPDCCH aggregation level 
	eCCE
	2
	

	
	NPDCCH repetition level
	
	8
	

	
	Ratio of NPDSCH to NRS EPRE
	
	0
	

	
	Ratio of NPDCCH to RS EPRE
	dB
	0
	

	Layer 3 filtering
	
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	2000
	T310 is enabled

	T311 timer
	ms
	1000
	T311 is enabled

	T1
	s
	4
	

	dT
	s
	1.4
	

	T2
	s
	0.84
	

	dT
	s
	1.4
	

	T3
	s
	4
	

	Note 1:
NPDCCH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


7.3.64.4.2
Test procedure

Prior to the start of the time duration T1, the UE shall be fully synchronized to nCell 1. The UE shall be configured for NPUSCH transmission for every possible uplink sub-frame.
1.
Ensure the UE is in State 2A-NB with CP CIoT optimisation according to TS 36.508 [7] clause 8.1.5.

2.
Set the parameters according to T1 in Table 7.3.64.5-1. Propagation conditions are set according to Annex B clause B.1. T1 starts.

3.
When T1 expires the 1st time window dT starts, During dT the SS shall change the SNR as specified in Table 7.3.64.5-1.

4.
When dT expires the SS shall keep the SNR value corresponding to T2 as specified in Table 7.3.64.5-1. T2 starts. 

5.
When T2 expires the 2nd time window dT starts. During dT the SS shall change the SNR as specified in Table 7.3.64.5-1.

6.
When dT expires the SS shall keep the SNR value corresponding to T3 as specified in Table 7.3.64.5-1. T3 starts.

7.
During T3 the SS shall send the UE continuous grants to transmit on the uplink. The UE is expected to decode the uplink grant, switch to uplink and complete the corresponding uplink transmission. If the SS detects uplink transmissions from the UE according to the subframes scheduled for NPUSCH transmission by the uplink grant, during the period from time point D until T3 expires, the number of successful tests is increased by one.

Otherwise the number of failed tests is increased by one.

8.
After T3 expires, repeat steps 2-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

7.3.64.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6 and clause 8.1.4.3 using condition “Inband_Different” with the following exceptions:

Table 7.3.64.4.3-1: Common Exception messages for E-UTRAN HD-FDD Radio Link Monitoring Test for In-sync without DRX for UE Category NB1 In-Band mode in normal coverage
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.9-2

	Default RRC messages and information elements contents exceptions
	


7.3.64.5
Test requirement

Table 7.3.64.5.1-1: nCell 1 specific test parameters for HD-FDD in-sync radio link monitoring test without DRX for UE category NB1 In-Band mode in normal coverage

	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3

	BWchannel
	kHz
	200

	PRB location within eCell
	-
	eCell 1 BWchannel 5MHz: 17
eCell 1 BWchannel 10MHz: 30

	NPDCCH parameters defined in A.10.1
	
	R.27 HD-FDD 

	NPDSCH_RA
	
	-3

	NPDSCH_RB
	
	-3

	NPDCCH_RA
	dB
	-3

	NPDCCH_RB
	dB
	-3

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NOCNG_RANote1
	dB
	

	NOCNG_RBNote1 
	dB
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	dBm/15 kHz
	Specified in Table 7.3.64.5.1-2

	SNR Note 5, Note 6
	dB
	-2.5
	Note 7
	-14.7
	Note 8
	-2.5

	Propagation condition
	
	AWGN

	Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the resources in ncell1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 4:
The signal contains NPDCCH for UEs other than the device under test as part of OCNG.

Note 5:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2, and SNR1 respectively in figure 7.3.64.4-1.

Note 7:
The Test system shall reduce its transmit power in steps of ((SNR2-SNR1) / (10*dT)) dB every 100ms until SNR2 is achieved at the end of dT

Note 8:
The Test system shall increase its transmit power in steps of ((SNR1-SNR2) / (10*dT)) dB every 100ms until SNR1 is achieved at the end of dT


Table 7.3.64.5.1-2: eCell 1 specific test parameters for HD-FDD in-sync radio link monitoring test without DRX for UE category NB1 In-Band mode in normal coverage

	Parameter
	Unit
	eCell 1

	
	
	T1-T3

	BWchannel
	MHz
	5 or 10

	NOCNG Pattern
	-
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD

	PBCH_RA
	dB
	-3

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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	dB
	6

	Propagation Condition 
	
	AWGN

	Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the eCell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power 
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Table 7.3.64.5.1-3: TimeAlignmentTimer -Configuration for E-UTRAN HD-FDD in-sync tests without DRX for UE category NB1 In-Band mode in normal coverage
	Field
	Value
	Comment

	TimeAlignmentTimer
	infinity
	As specified in clause 6.3.2 in TS 36.331 [5]


During the period from time point D until T3 expiration, the UE behaviours in each test shall be as follows:

UE under test is expected to decode the uplink grant and switch to uplink and complete the uplink transmission. Thereafter UE switches back to downlink. This is considered a correct event.

The rate of correct events observed during repeated tests shall be at least 90%.

7.3.65
HD-FDD Radio Link Monitoring Test for In-sync without DRX for UE Category NB1 In-Band mode in Enhanced Coverage

7.3.65.1
Test Purpose

The purpose of this test is to verify that the HD-FDD category NB1 UE properly detects the out of sync and in sync for the purpose of monitoring downlink radio link quality of the PCell when the UE is under normal coverage conditions. This test will partly verify the HD-FDD radio link monitoring requirements in TS 36.133 [4] section 7.23.

7.3.65.2
Test Applicability

This test case applies to all types of E-UTRA HD-FDD UE release 13 and forward of UE Category NB1.

7.3.65.3
Minimum Conformance Requirements

When the downlink radio link quality of the NB-IoT cell estimated over the last TEvaluate_Qout_NB-IoT period becomes worse than the threshold Qout_NB-IoT, Layer 1 of the UE shall send an out-of-sync indication for the NB-IoT cell to the higher layers within TEvaluate_Qout_NB-IoT Qout_NB-IoT evaluation period. A Layer 3 filter shall be applied to the out-of-sync indications as specified in TS 36.331 [5].

When the downlink radio link quality of the NB-IoT cell estimated over the last TEvaluate_Qin_NB-IoT period becomes better than the threshold Qin_NB-IoT, Layer 1 of the UE shall send an in-sync indication for the NB-IoT cell to the higher layers within TEvaluate_Qin_NB-IoT Qin_NB-IoT evaluation period. A L3 filter shall be applied to the in-sync indications as specified in TS 36.331 [5].

The out-of-sync and in-sync evaluations of the NB-IoT cell shall be performed as specified in clause 4.2.1 in [8]. Two successive indications from Layer 1 shall be separated by at least 10ms.

The transmitter power of the UE shall be turned off within 40 ms after expiry of T310 timer as specified in clause 5.3.11 in TS 36.331 [5]. The following table 7.3.65.3-1 defines the TEvaluate_Qout_NB-IoT and TEvaluate_Qin_NB-IoT for each coverage mode.

Table 7.3.65.3-1: Mapping of coverage mode and Qout and Qin Evaluation Period in non-DRX for HD-FDD Category NB1 UE

	Coverage Mode
	TEvaluate_Qout_NB-IoT
	TEvaluate_Qin_NB-IoT

	Normal
	400ms
	200ms

	Enhanced
	4000ms
	2000ms


The normative reference for this requirement is TS 36.133 [4] clause 7.23 and A.7.3.65.

7.3.65.4
Test description

There is one cell (nCell 1), which is the active NB-IoT cell, in the test. The test consists of five successive time periods, with time duration of T1, dT, T2, dT and T3 respectively. Figure 7.3.65.4-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync and in-sync states.

Prior to the start of the time duration T1, the UE shall be fully synchronized to nCell 1. The UE is scheduled in every uplink subframe to transmit NPUSCH, which is received by the test equipment. By measuring the reception of the NPUSCH, detection of out of sync and in sync requirements can be measured. In the test, DRX configuration is disabled, i.e. UE tries to decode NPDCCH and to send NPUSCH during the period when On-duration timer is running. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.
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Figure 7.3.65.4-1: SNR variation for in-sync testing without DRX

7.3.65.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested: According to Annex E Table E-4 and TS 36.508 [7] clauses 8.1.4.2 and 8.1.3.1.

Channel Bandwidth to be tested:  E-UTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 7.3.65.5-1.

1.
Connect the SS (node B emulator) and AWGN noise sources or faders to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.10 without faders using only main Tx/Rx antenna.

2.
The general test parameter settings for the different subtests are set up according to Table 7.3.65.4.1-1 and 7.3.65.5.1-3.

3.
Propagation conditions are set according to Annex B clause B.2

4.
Message contents are defined in clause 7.3.65.4.3

5.
There is one NB1 Cell and one EUTRA Cell specified in this test. nCell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 7.3.65.4.1-1: General test parameters for HD-FDD in-sync test without DRX for UE category NB1 In-Band mode in enhanced coverage

	Parameter
	Unit
	Value
	Comment

	NB-IoT operational mode
	
	In-band
	

	Active cell
	
	nCell 1
	NB-IOT cell nCell1 is within E-UTRA cell eCell1

	CP length
	
	Normal
	

	In sync transmission parameters

(Note 1)
	DCI format
	
	Format N1
	As defined in TS 36.212

	
	Number of OFDM symbols for legacy control channels
	
	3
	In sync threshold Qin_NB-IoT and the corresponding hypothetical NPDCCH transmission parameters are as specified in clause 7.23.2 and Table 7.23.2-1 respectively.

	
	NPDCCH aggregation level 
	eCCE
	2


	

	
	NPDCCH repetition level
	
	4
	

	
	Ratio of NPDSCH to NRS EPRE
	
	0
	

	
	Ratio of NPDCCH to NRS EPRE
	
	0
	

	Out of sync transmission parameters

(Note 1)
	DCI format
	
	Format N1
	As defined in TS 36.212

	
	Number of OFDM symbols for legacy control channels
	
	3
	Out of sync threshold Qout_NB-IoT and the corresponding hypothetical NPDCCH transmission parameters are as specified in clause 7.23.2 and Table 7.23.2-1 respectively.

	
	NPDCCH aggregation level 
	eCCE
	2
	

	
	NPDCCH repetition level
	
	16
	

	
	Ratio of NPDSCH to NRS EPRE
	
	0
	

	
	Ratio of NPDCCH to RS EPRE
	dB
	0
	

	Layer 3 filtering
	
	Enabled
	Counters:

N310 = 1; N311 = 1

	T310 timer
	ms
	2000
	T310 is enabled

	T311 timer
	ms
	1000
	T311 is enabled

	T1
	s
	4
	

	dT
	s
	1.4
	

	T2
	s
	0.84
	

	dT
	s
	1.4
	

	T3
	s
	4
	

	Note 1:
NPDCCH corresponding to the in-sync and out of sync transmission parameters need not be included in the Reference Measurement Channel.


7.3.65.4.2
Test procedure

Prior to the start of the time duration T1, the UE shall be fully synchronized to nCell 1. The UE shall be configured for NPUSCH transmission for every possible uplink sub-frame.
1.
Ensure the UE is in State 2A-NB with CP CIoT optimisation according to TS 36.508 [7] clause 8.1.5.

2.
Set the parameters according to T1 in Table 7.3.65.5-1. Propagation conditions are set according to Annex B clause B.1. T1 starts.

3.
When T1 expires the 1st time window dT starts, During dT the SS shall change the SNR as specified in Table 7.3.65.5-1.

4.
When dT expires the SS shall keep the SNR value corresponding to T2 as specified in Table 7.3.65.5-1. T2 starts. 

5.
When T2 expires the 2nd time window dT starts. During dT the SS shall change the SNR as specified in Table 7.3.65.5-1.

6.
When dT expires the SS shall keep the SNR value corresponding to T3 as specified in Table 7.3.65.5-1. T3 starts.

7.
During T3 the SS shall send the UE continuous grants to transmit on the uplink. The UE is expected to decode the uplink grant, switch to uplink and complete the corresponding uplink transmission. If the SS detects uplink transmissions from the UE according to the subframes scheduled for NPUSCH transmission by the uplink grant, during the period from time point D until T3 expires, the number of successful tests is increased by one.

Otherwise the number of failed tests is increased by one.

8.
After T3 expires, repeat steps 2-7 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

7.3.65.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6 and clause 8.1.4.3 using condition "Inband_Different" with the following exceptions:

Table 7.3.65.4.3-1: Common Exception messages for E-UTRAN HD-FDD Radio Link Monitoring Test for In-sync without DRX for UE Category NB1 In-Band mode in Enhanced coverage
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.9-2

	Default RRC messages and information elements contents exceptions
	


7.3.65.5
Test requirement

Table 7.3.65.5.1-1: nCell 1 specific test parameters for HD-FDD in-sync radio link monitoring test without DRX for UE category NB1 In-Band mode in enhanced coverage

	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3

	BWchannel
	kHz
	200

	PRB location within eCell
	-
	eCell 1 BWchannel 5MHz: 17
eCell 1 BWchannel 10MHz: 30

	NPDCCH parameters defined in A.10.1
	
	R.27 HD-FDD 

	NPDSCH_RA
	
	-3

	NPDSCH_RB
	
	-3

	NPDCCH_RA
	dB
	-3

	NPDCCH_RB
	dB
	-3

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NOCNG_RANote1
	dB
	

	NOCNG_RBNote1 
	dB
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	dBm/15 kHz
	Specified in Table 7.3.65.5.1-2

	SNR Note 5, Note 6
	dB
	-5.7
	Note 7
	-18.0
	Note 8
	-5.7

	Propagation condition
	
	AWGN

	Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the resources in ncell1 are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
The uplink resources for CQI reporting are assigned to the UE prior to the start of time period T1.

Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.

Note 4:
The signal contains NPDCCH for UEs other than the device under test as part of OCNG.

Note 5:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 6:
The SNR in time periods T1, T2 and T3 is denoted as SNR1, SNR2, and SNR1 respectively in figure 7.3.65.4-1.

Note 7:
The Test system shall reduce it's transmit power in steps of ((SNR2-SNR1) / (10*dT)) dB every 100ms until SNR2 is achieved at the end of dT.

Note 8:
The Test system shall increase it's transmit power in steps of ((SNR1-SNR2) / (10*dT)) dB every 100ms until SNR1 is achieved at the end of dT.


Table 7.3.65.5.1-2: eCell 1 specific test parameters for HD-FDD in-sync radio link monitoring test without DRX for UE category NB1 In-Band mode in enhanced coverage

	Parameter
	Unit
	eCell 1

	
	
	T1-T3

	BWchannel
	MHz
	5 or 10

	NOCNG Pattern
	-
	BWchannel 5MHz: NOP.4 FDD

BWchannel 10MHz: NOP.1 FDD

	PBCH_RA
	dB
	-3

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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Note2
	dBm/15 kHz
	-98
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	dB
	0

	Propagation Condition 
	
	AWGN

	Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the eCell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power 
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Table 7.3.65.5.1-3: TimeAlignmentTimer -Configuration for E-UTRAN HD-FDD in-sync tests without DRX for UE category NB1 In-Band mode in enhanced coverage
	Field
	Value
	Comment

	TimeAlignmentTimer
	infinity
	As specified in clause 6.3.2 in TS 36.331 [5]


During the period from time point D until T3 expiration, the UE behaviours in each test shall be as follows:

UE under test is expected to decode the uplink grant and switch to uplink and complete the uplink transmission. Thereafter UE switches back to downlink. This is considered a correct event.

The rate of correct events observed during repeated tests shall be at least 90%.

7.3.66
HD-FDD Radio Link Monitoring Test for Out-of-sync without DRX for UE Category NB1 Standalone mode in Normal Coverage

7.3.66.1
Test purpose

The purpose of this test is to verify that the HD-FDD category NB1 UE properly detects the out of sync for the purpose of monitoring downlink radio link quality of the NB-IoT Cell. This test will partly verify the NB-IoT HD-FDD radio link monitoring requirements in clause 7.23.

7.3.66.2
Test applicability
This test case applies to all types of UE release 13 and forward of category NB1.

7.3.66.3
Minimum conformance requirements

When the downlink radio link quality of the NB-IoT cell estimated over the last TEvaluate_Qout_NB-IoT period becomes worse than the threshold Qout_NB-IoT, Layer 1 of the UE shall send an out-of-sync indication for the NB-IoT cell to the higher layers within TEvaluate_Qout_NB-IoT Qout_NB-IoT evaluation period. A Layer 3 filter shall be applied to the out-of-sync indications as specified in TS 36.331.

The out-of-sync and in-sync evaluations of the NB-IoT cell shall be performed as specified in clause 4.2.1 in TS 36.213. Two successive indications from Layer 1 shall be separated by at least 10ms.

The transmitter power of the UE shall be turned off within 40ms after expiry of T310 timer as specified in clause 5.3.11 in TS 36.331. The following table 7.3.66.3-1 defines the TEvaluate_Qout_NB-IoT and TEvaluate_Qin_NB-IoT.

Table 7.3.66.3-1 Qout and Qin Evaluation Period in non-DRX for HD-FDD Category NB1 UE
	Configured NPDCCH Rmax
	TEvaluate_Qout_NB-IoT
	TEvaluate_Qin_NB-IoT

	Rmax ≤ 64
	400ms
	200ms

	Rmax> 64
	4000ms
	2000ms


The normative reference for this requirement is TS 36.133 [4] clause 7.23.2 and A.7.3.66.

7.3.66.4
Test description

There is one NB-IoT cell (Ncell 1), which is the active cell in the test. The test consists of four successive time periods, with time duration of T1, T2, T3 and T4 respectively, excluding the transition time duration dT, where the SNR increases or decreases gradually in small steps. Figure 7.3.66.4-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync state. Prior to the start of the time duration T1, the UE shall be fully synchronized to Ncell 1. The UE is scheduled in every possible uplink subframe to transmit NPUSCH, which is received by the test equipment. By measuring the reception of the NPUSCH, detection of out of sync requirements can be measured. In the test, DRX configuration is disabled. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.

The test setup in each test during time durations T1, T2, T3 and T4 are as follows:

-
Starting at point A, the SNR is decreased in small steps from SNR1 to SNR2 within dT

-
At the start of the time duration T2, the UE is provided with a UL grant with NPDCCH

Note 1:
The UE is expected to decode the NPDCCH and complete the UL transmission during T2 according to the UL grant.

-
Starting at point B, the SNR is decreased in small steps from SNR2 to SNR3 within dT

-
During T3, the SNR is kept as SNR3

Note 2:
The UE is expected to detect OOS and declare RLF during T3.

-
Starting at point C, the SNR is increased in small steps from SNR3 to SNR1 with dT

-
At the start of the time period T4, the UE will be provided with another UL grant with NPDCCH

Note 3:
The UE is not expected to decode the UL grant and conduct any UL transmission during T4, since the UE is expected to declare RLF during T3.
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Figure 7.3.66.4-1: SNR variation for out-of-sync testing

7.3.66.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested: According to Annex E table E-4 and TS 36.508 [7] clauses 8.1.4.2 and 8.1.3.1.

Channel Bandwidth to be tested: 200kHz as defined in TS 36.508 [7] clause 8.1.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 using only main UE Tx/Rx antenna.

2.
The general test parameter settings are set up according to Table 7.3.66.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are defined in clause 7.3.66.4.3.

5.
There is one cell specified in this test. Ncell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 7.3.66.4.1-1: General test parameters for HD-FDD Radio Link Monitoring Test for out-of-sync tests without DRX for UE Category NB1 Standalone mode in normal coverage
	Parameter
	Unit
	Value
	Comment

	NB-IoT operational mode
	
	Standalone
	

	Active cell
	
	nCell 1
	

	CP length
	
	Normal
	

	NPDCCH repetition level Rmax 
	
	8
	Other NPDCCH parameters are defined in “ out-of-sync” column in Table 7.3.66.3-1

	DRX
	
	OFF
	

	Layer 3 filtering Note 2,3
	
	Enabled
	Counters:

N310 = 1

N311 = 1

	T310 timer Note 2,3
	ms
	0
	T310 is disabled

	T311 timer Note 2,3
	ms
	3000
	T311 is enabled

	T1
	s
	2
	

	dT
	s
	0.8
	

	T2
	s
	0.4
	

	dT
	s
	0.7
	

	T3
	s
	0.5
	

	dT
	s
	1.4
	

	T4
	s
	0.4
	

	Note 1:
NPDCCH corresponding to the out of sync transmission parameters need not be included in the Reference Measurement Channel.

Note 2:
 N310, N311, T310 and T311 are defined in TS 36.331.
Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.


7.3.66.4.2
Test procedure

Prior to the start of the time duration T1, the UE shall be fully synchronized to Ncell 1. The UE is scheduled in every possible uplink subframe to transmit NPUSCH, which is received by the test equipment.

1.
Ensure the UE is in State 2A-NB according to TS 36.508 [7] clause 8.1.5.

2.
Set the parameters according to T1 in Table 7.3.66.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
When T1 expires, the 1st time window dT starts. During dT the SS shall change the SNR towards the SNR value as specified in Table 7.3.66.5-1.

4.
When dT expires the SS shall keep the SNR value corresponding to T2 as specified in Table 7.3.66.5-1. T2 starts. 

5.
At the start of T2 the UE shall be provided with a UL grant on NPDCCH. The UE shall decode NPDCCH and complete the UL transmission, according to the UL grant, before T2 expires. If the UL transmission is not completed the number of failed test is increased by one, if so restart test from step 1.

6.
When T2 expires, the 2nd time window dT starts. During dT the SS shall change the SNR towards the SNR value as specified in Table 7.3.66.5-1.

7.
When dT expires the SS shall keep the SNR value corresponding to T3 as specified in Table 7.3.66.5-1. T3 starts. 

8.
During T3 the UE is expected to detect OOS and declare RLM.

9.
When T3 expires, the 3rd time window dT starts. During dT the SS shall change the SNR towards the SNR value as specified in Table 7.3.66.5-1.

10.
When dT expires the SS shall keep the SNR value corresponding to T4 as specified in Table 7.3.66.5-1. T4 starts.

11.
At the start of T4 the UE shall be provided with another UL grant on NPDCCH. If the SS detects uplink power equal to or higher than -48.2dBm in the uplink subframe scheduled to transmit NPUSCH during the period T4 the number of failed tests is increased by one.

Otherwise the number of successful tests is increased by one.

12.
After T4 expires the UE is switched off and then on. Ensure the UE is in State 2A-NB according to TS 36.508 [7] clause 8.1.5.
13.
Repeat steps 2-12 for all subtests until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

7.3.66.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6 and clause 8.1.4.3 using condition “Standalone” with the following exceptions:

Table 7.3.66.4.3-1: SystemInformationBlockType2-NB
	Derivation Path: 36.331 clause 8.1.4.3.3, Table 8.1.4.3.3-1 SystemInformationBlockType2-NB1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2-NB-r13 ::= SEQUENCE {
	
	
	

	  ue-TimersAndConstants-r13 SEQUENCE {
	
	
	

	    t310-r13
	ms0
	
	

	    n310-r13
	n1
	
	

	    t311-r13
	ms3000
	
	

	    n311-r13
	n1
	
	

	  }
	
	
	

	}
	
	
	


7.3.66.5
Test requirement

Table A.7.3.66.5-1: Ncell1 specific test parameters for HD-FDD Radio Link Monitoring Test for out-of-sync without DRX for UE Category NB1 Standalone mode in normal coverage
	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3
	dT
	T4

	NB-IoT Channel Bandwidth (BWchannel)
	kHz
	180

	OCNG Pattern as defined in  D.3 Note 1 
	
	NOP.3 FDD

	NPDCCH parameters as defined in A.10.1
	
	R.33  HD-FDD

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NPDCCH_RA
	dB
	

	NPDCCH_RB
	dB
	

	NPDSCH_RA
	dB
	

	NPDSCH_RB
	dB
	

	OCNG_RA Note 1
	dB
	

	OCNG_RB Note 1 
	dB
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	dBm/15 KHz
	-98

	SNR Note 4,5
	-
	-2.5
	Note 6
	-8.5
	Note 7
	-14.7
	Note 8
	-2.5

	Propagation Condition 
	-
	AWGN

	Antenna Configuration
	-
	2x1

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.

Note 2:
Void

Note 3:
Void

Note 4:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 5:
The SNRs in time periods T1, T2, T3 and T4 are denoted as SNR1, SNR2, SNR3 and SNR1 respectively in figure 7.3.66.4-1.

Note 6:
The Test system shall reduce its transmit power in steps of ((SNR2-SNR1) / (10*dT)) dB every 100ms until SNR2 is achieved at the end of dT.

Note 7:
The Test system shall reduce its transmit power in steps of ((SNR3-SNR2) / (10*dT)) dB every 100ms until SNR3 is achieved at the end of dT.

Note 8:
The Test system shall increase its transmit power in steps of ((SNR1-SNR3) / (10*dT)) dB every 100ms until SNR1 is achieved at the end of dT.


The UE behaviours in each test shall be as follows:

-
The UE shall complete the NPUSCH transmission during T2 according to the received UL grant;

-
The UE shall not conduct any NPUSCH transmission during T4

A correct event is defined as UE behaves correctly in all above steps. The correct events observed during repeated tests shall be at least 90%.
7.3.67
HD-FDD Radio Link Monitoring Test for Out-of-sync without DRX for UE Category NB1 guard band mode in Enhanced Coverage
7.3.67.1
Test purpose

The purpose of this test is to verify that the HD-FDD category NB1 UE properly detects the out of sync for the purpose of monitoring downlink radio link quality of the NB-IoT Cell. This test will partly verify the NB-IoT HD-FDD radio link monitoring requirements in clause 7.23.

7.3.67.2
Test applicability
This test case applies to all types of UE release 13 and forward of category NB1.

7.3.67.3
Minimum conformance requirements

Same requirement as in 7.3.66.3.

7.3.67.4
Test description

There is one NB-IoT cell (Ncell 1), which is the active cell, and one E-UTRA cell in the test. The test consists of four successive time periods, with time duration of T1, T2, T3 and T4 respectively, excluding the transition time duration dT, where the SNR increases or decreases gradually in small steps. Figure 7.3.67.4-1 shows the variation of the downlink SNR in the active cell to emulate out-of-sync state. Prior to the start of the time duration T1, the UE shall be fully synchronized to Ncell 1. The UE is scheduled in every possible uplink subframe to transmit NPUSCH, which is received by the test equipment. By measuring the reception of the NPUSCH, detection of out of sync requirements can be measured. In the test, DRX configuration is disabled. Time alignment timers shall be set to “infinity” so that UL timing alignment is maintained during the test.

The test setup in each test during time durations T1, T2, T3 and T4 are as follows:

-
Starting at point A, the SNR is decreased in small steps from SNR1 to SNR2 within dT

-
At the start of the time duration T2, the UE is provided with a UL grant with NPDCCH

Note 1:
The UE is expected to decode the NPDCCH and complete the UL transmission during T2 according to the UL grant.

-
Starting at point B, the SNR is decreased in small steps from SNR2 to SNR3 within dT

-
During T3, the SNR is kept as SNR3

Note 2:
The UE is expected to detect OOS and declare RLF during T3.

-
Starting at point C, the SNR is increased in small steps from SNR3 to SNR1 with dT

-
At the start of the time period T4, the UE will be provided with another UL grant with NPDCCH

Note 3:
The UE is not expected to decode the UL grant and conduct any UL transmission during T4, since the UE is expected to declare RLF during T3.
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Figure 7.3.67.4-1: SNR variation for in-sync testing with DRX

7.3.67.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 8.1.1.

Frequencies to be tested: According to Annex E table E-4 and TS 36.508 [7] clauses 8.1.4.2 and 8.1.3.1.

Channel Bandwidth to be tested: E-UTRA Bandwidth is 10 MHz, as defined in TS 36.508 [7] clause 4.3.1.1, except for bands within band group FDD_N where 5 MHz bandwidth is used. Ncell bandwidth is as specified in Table 7.3.67.5-1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.10 using only main Tx/Rx antenna and without faders.

2.
The general test parameter settings are set up according to Table 7.3.67.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are defined in clause 7.3.67.4.3.

5.
There are two cells specified in this test. Ncell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 1 is a EUTRAN cell.
Table 7.3.67.4.1-1: General test parameters for HD-FDD Radio Link Monitoring Test for out-of-sync tests without DRX for UE Category NB1 Guard band mode in enhanced coverage
	Parameter
	Unit
	Value
	Comment

	NB-IoT operational mode
	
	Guardband
	

	Active cell
	
	nCell 1
	

	CP length
	
	Normal
	

	NB-IoT RF Channel Number
	
	1
	One NB-IoT carrier frequency 

	NPDCCH repetition level Rmax 
	
	16
	Other NPDCCH parameters are defined in “ out-of-sync” column in Table 7.3.66.3-1

	DRX
	
	OFF
	

	Layer 3 filtering Note 2
	
	Enabled
	Counters:

N310 = 1

N311 = 1

	T310 timer Note 2
	ms
	0
	T310 is disabled

	T311 timer Note 2
	ms
	3000
	T311 is enabled

	T1
	s
	2
	

	dT
	s
	0.7
	

	T2
	s
	0.4
	

	dT
	s
	0.8
	

	T3
	s
	0.5
	

	dT
	s
	1.4
	

	T4
	s
	0.4
	

	Note 1:
NPDCCH corresponding to the out of sync transmission parameters need not be included in the Reference Measurement Channel.

Note 2:
N310, N311, T310 and T311 are defined in TS 36.331.
Note 3:
The timers and layer 3 filtering related parameters are configured prior to the start of time period T1.


7.3.67.4.2
Test procedure

Prior to the start of the time duration T1, the UE shall be fully be synchronized to Ncell 1. The UE is scheduled in every possible uplink subframe to transmit NPUSCH, which is received by the test equipment.

1.
Ensure the UE is in State 2A-NB according to TS 36.508 [7] clause 8.1.5.

2.
Set the parameters according to T1 in Table 7.3.67.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
When T1 expires, the 1st time window dT starts. During dT the SS shall change the SNR towards the SNR value as specified in Table 7.3.67.5-1.

4.
When dT expires the SS shall keep the SNR value corresponding to T2 as specified in Table 7.3.67.5-1. T2 starts. 

5.
At the start of T2 the UE shall be provided with a UL grant on NPDCCH. The UE shall decode NPDCCH and complete the UL transmission, according to the UL grant, before T2 expires. If the UL transmission is not completed the number of failed test is increased by one, if so restart test from step 1.

6.
When T2 expires, the 2nd time window dT starts. During dT the SS shall change the SNR towards the SNR value as specified in Table 7.3.67.5-1.

7.
When dT expires the SS shall keep the SNR value corresponding to T3 as specified in Table 7.3.67.5-1. T3 starts. 

8.
During T3 the UE is expected to detect OOS and declare RLM.

9.
When T3 expires, the 3rd time window dT starts. During dT the SS shall change the SNR towards the SNR value as specified in Table 7.3.67.5-1.

10.
When dT expires the SS shall keep the SNR value corresponding to T4 as specified in Table 7.3.67.5-1. T4 starts.

11.
At the start of T4 the UE shall be provided with another UL grant on NPDCCH. If the SS detects uplink power equal to or higher than -48.2dBm in the uplink subframe scheduled to transmit NPUSCH during the period T4 the number of failed tests is increased by one.

Otherwise the number of successful tests is increased by one.

12.
After T4 expires the UE is switched off and then on. Ensure the UE is in State 2A-NB according to TS 36.508 [7] clause 8.1.5.
13.
Repeat steps 2-12 for all subtests until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

7.3.67.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 8.1.6 and clause 8.1.4.3 using condition “Guardband” with the following exceptions:

Table 7.3.67.4.3-1: SystemInformationBlockType2-NB
	Derivation Path: 36.331 clause 8.1.4.3.3, Table 8.1.4.3.3-1 SystemInformationBlockType2-NB1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2-NB-r13 ::= SEQUENCE {
	
	
	

	  ue-TimersAndConstants-r13 SEQUENCE {
	
	
	

	    t310-r13
	ms0
	
	

	    n310-r13
	n1
	
	

	    t311-r13
	ms3000
	
	

	    n311-r13
	n1
	
	

	  }
	
	
	

	}
	
	
	


7.3.67.5
Test requirement

Table 7.3.67.5-1: Ncell 1 specific test parameters for  HD-FDD Radio Link Monitoring Test for out-of-sync without DRX for UE Category NB1 Guard band mode in enhanced coverage
	Parameter
	Unit
	nCell 1

	
	
	T1
	dT
	T2
	dT
	T3
	dT
	T4



	BWchannel
	kHz
	180

	PRB location within eCell
	-
	eCell 1 BWchannel 5MHz: 25
eCell 1 BWchannel 10MHz: 50

	NPDCCH parameters as defined in A.10.1
	
	R.37 HD-FDD

	NPBCH_RA
	dB
	-3

	NPBCH_RB
	dB
	

	NPSS_RA
	dB
	

	NSSS_RA
	dB
	

	NPDCCH_RA
	dB
	

	NPDCCH_RB
	dB
	

	NPDSCH_RA
	dB
	

	NPDSCH_RB
	dB
	

	OCNG_RA Note 1
	dB
	

	OCNG_RB Note 1 
	dB
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	dBm/15 KHz
	Specified in Table 7.3.67.5-2

	SNR Note 4,5
	-
	-5.7
	Note 6
	-10.8
	Note 7
	-18.0
	Note 8
	-5.7

	Propagation Condition 
	-
	AWGN

	Antenna Configuration
	-
	2x1

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.

Note 2:
Void

Note 3:
Void

Note 4:
SNR levels correspond to the signal to noise ratio over the cell-specific reference signal REs.

Note 5:
The SNR in time periods T1, T2, T3 and T4 is denoted as SNR1, SNR2, SNR3 and SNR1 respectively in figure 7.3.67.4-1.

Note 6:
The Test system shall reduce its transmit power in steps of ((SNR2-SNR1) / (10*dT)) dB every 100ms until SNR2 is achieved at the end of dT.

Note 7:
The Test system shall reduce its transmit power in steps of ((SNR3-SNR2) / (10*dT)) dB every 100ms until SNR3 is achieved at the end of dT.

Note 8:
The Test system shall increase its transmit power in steps of ((SNR1-SNR3) / (10*dT)) dB every 100ms until SNR1 is achieved at the end of dT.


Table 7.3.67.5-2: Cell 1 specific test parameters for HD-FDD out-of-sync radio link monitoring test without DRX for UE category NB1 Guard band mode in enhanced coverage
	Parameter
	Unit
	eCell 1

	
	
	T1-T4

	BWchannel
	MHz
	5 or 10

	NOCNG Pattern
	-
	BWchannel 5MHz: NOP.5 FDD

BWchannel 10MHz: NOP.2 FDD

	PBCH_RA
	dB
	-3

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1 
	dB
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Note2
	dBm/15 kHz
	-98
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	dB
	-12

	Propagation Condition 
	
	AWGN

	Antenna Configuration
	
	2x1

	Note 1:
OCNG shall be used such that the eCell 1 is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power 
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The UE behaviours in each test shall be as follows:

-
The UE shall complete the NPUSCH transmission during T2 according to the received UL grant;

-
The UE shall not conduct any NPUSCH transmission during T4

A correct event is defined as UE behaves correctly in all above steps. The correct events observed during repeated tests shall be at least 90%.

===== Next Change ====
8.1.9
E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells for 5MHz Bandwidth

8.1.9.1
Test purpose

Same test purpose as defined in clause 8.1.1.1.

8.1.9.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that only support E-UTRA bands within band group FDD_N.

8.1.9.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.1.1.3 with the following exceptions:

-
Instead of A.8.1.1 ( use A.8.1.9.

8.1.9.4
Test description

8.1.9.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15.

2.
The general test parameter settings are set up according to Table 8.1.9.4.1-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 8.1.9.4.3.

5.
There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 8.1.9.4.1-1: General Test Parameters for E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells for 5MHz bandwidth

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.5 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.11 FDD
	As specified in clause A.2.1

	Note 1: See Table 8.1.1.4.1-1 for the other parameters.

Note 2: This test is according to the principle defined in TS 36.133 [4] section A.3.7.2.


8.1.9.4.2
Test procedure

Same test procedure as defined in clause 8.1.1.4.2 with the following exceptions:

-
Instead of Table 8.1.1.5-1 ( use Table 8.1.9.5-1.
8.1.9.4.3
Message contents

Same message contents as defined in clause 8.1.1.4.3.
8.1.9.5
Test requirement

Same test requirement as defined in clause 8.1.1.5 with the following exceptions:
Tables 8.1.9.4.1-1 and 8.1.9.5-1 define the primary level settings including test tolerances for E-UTRAN FDD-FDD event triggered reporting under fading propagation conditions in asynchronous cells for 5MHz bandwidth test. 

Table 8.1.9.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in asynchronous cells for 5MHz bandwidth 

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	BWchannel
	MHz
	5
	5

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.16 FDD

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
See Table 8.1.1.5-1 for the other parameters.


8.1.10
E-UTRAN FDD-FDD intra frequency event triggered reporting under fading propagation conditions in synchronous cells with DRX for 5MHz Bandwidth

8.1.10.1
Test purpose

Same test purpose as defined in clause 8.1.3.1.

8.1.10.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that only support E-UTRA bands within band group FDD_N. Applicability requires support for FGI bit 5.

8.1.10.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.1.3.3 with the following exceptions:

-
Instead of A.8.1.3 ( use A.8.1.10.

8.1.10.4
Test description

8.1.10.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.15.

2.
The general test parameter settings are set up according to Table 8.1.10.4.1-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 8.1.10.4.3.

5.
There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.
Table 8.1.10.4.1-1: General Test Parameters for E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells when DRX is used for 5MHz bandwidth

	Parameter
	Unit
	Value
	Comment

	
	
	Test 1
	Test 2
	

	PDSCH parameters
	
	DL Reference Measurement Channel R.5 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.11 FDD
	As specified in clause A.2.1

	Channel Bandwidth (BWchannel)
	MHz
	5
	

	NOTE 1:
See Table 8.1.3.4.1-1 for the other parameters.

NOTE 2:
This test is according to the principle defined in TS 36.133 [4] section A.3.7.2.


8.1.10.4.2
Test procedure

Same test procedure as defined in clause 8.1.3.4.2 with the following exceptions:

-
Instead of Table 8.1.3.5-1 ( use Table 8.1.10.5-1.
8.1.10.4.3
Message contents

Same message contents as defined in clause 8.1.3.4.3. 

8.1.10.5
Test requirement

Same test requirement as defined in clause 8.1.3.5 with the following exceptions:

Tables 8.1.10.4.1-1, 8.1.10.5-1, 8.1.3.5-2 and 8.1.3.5-3 define the primary level settings including test tolerances for E-UTRAN FDD-FDD intra-frequency event triggered reporting under fading propagation conditions in synchronous cells when DRX is used for 5MHz bandwidth test.

Table 8.1.10.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD-FDD intra-frequency event triggered reporting in DRX under fading propagation conditions for 5MHz bandwidth

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T1
	T2

	BWchannel
	MHz
	5
	5

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and in D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.16 FDD

	NOTE:
See Table 8.1.3.5-1 for the other parameters.


===== Next Change ====
8.5.7
E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions for 5MHz Bandwidth

8.5.7.1
Test purpose

Same test purpose as defined in clause 8.5.1.1.

8.5.7.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support UTRA FDD and only support E-UTRA bands within band group FDD_N. Applicability requires support for FGI bits 15 and 22.

8.5.7.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 8.5.1.3 with the following exceptions:

-
Instead of A.8.5.1 ( use A.8.5.7.

8.5.7.4
Test description

8.5.7.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.23.

2.
The general test parameter settings are set up according to Table 8.5.7.4.1-1.

3.
Propagation conditions are set according to Annex B clauses B.0.

4.
Message contents are defined in clause 8.5.7.4.3.

5.
There is one E-UTRA FDD serving cell and one UTRA FDD cell specified in the test. Cell 1 (E-UTRA FDD cell) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 8.5.7.4.1-1: General Test Parameters for E-UTRAN FDD- UTRAN FDD event triggered reporting under fading propagation conditions for 5MHz bandwidth

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters (E-UTRAN FDD)
	
	DL Reference Measurement Channel R.5 FDD
	As specified in clause A.1.1.

	PCFICH/PDCCH/PHICH parameters (E-UTRAN FDD)
	
	DL Reference Measurement Channel R.11 FDD
	As specified in clause A.2.1.

	E-UTRA Channel Bandwidth (BWchannel)
	MHz
	5
	

	NOTE 1:
See Table 8.5.1.4.1-1 for the other parameters.

NOTE 2:
This test is according to the principle defined in TS 36.133 [4] section A.3.7.2.


8.5.7.4.2
Test procedure

Same test procedure as defined in clause 8.5.1.4.2 with the following exceptions:

-
Instead of Table 8.5.1.5-1 ( use Table 8.5.7.5-1.
8.5.7.4.3
Message contents

Same message contents as defined in clause 8.5.1.4.3. 

8.5.7.5
Test requirement

Same test requirement as defined in clause 8.5.1.5 with the following exceptions:

Tables 8.5.7.4.1-1, 8.5.7.5-1 and 8.5.1.5-2 define the primary level settings including test tolerances for E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions in synchronous cells for 5MHz bandwidth test.

Table 8.5.7.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD (Cell 1) for event triggered reporting of UTRAN FDD cell under fading propagation conditions for 5MHz bandwidth

	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	BWchannel
	MHz
	5

	OCNG Pattern defined in D.1.15
	
	OP.15 FDD

	NOTE:
See Table 8.5.1.5-1 for the other parameters.


===== Next Change ====
9.1.16
FDD Intra frequency RSRP Accuracy for 5MHz Bandwidth

9.1.16.1
FDD Intra Frequency Absolute RSRP Accuracy for 5MHz Bandwidth

9.1.16.1.1
Test purpose

To verify that the FDD intra-frequency absolute RSRP measurement accuracy is within the specified limit for bands within band group FDD_N.

9.1.16.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE from release 8 to release 11 that support bands within band group FDD_N. Applicability requires support for FGI bit 16.

9.1.16.1.3
Minimum conformance requirements

The requirements for absolute accuracy of RSRP in this clause apply to a cell on the same frequency as that of the serving cell.
The accuracy requirements in Table 9.1.16.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in TS 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.
Table 9.1.16.1.3-1: RSRP Intra frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	(6
	(9
	(-6 dB
	FDD_A, TDD_A
	-121
	N/A
	-70

	
	
	
	FDD_B1, FDD_B2
	-120.5
	N/A
	-70

	
	
	
	FDD_C, TDD_C
	-120
	N/A
	-70

	
	
	
	FDD_D
	-119.5
	N/A
	-70

	
	
	
	FDD_E, TDD_E
	-119
	N/A
	-70

	
	
	
	FDD_F
	-118.5
	N/A
	-70

	
	
	
	FDD_G
	-118
	N/A
	-70

	
	
	
	FDD_H
	-117.5
	N/A
	-70

	
	
	
	FDD_N
	-114.5
	N/A
	-70

	(8
	(11
	(-6 dB
	FDD_A, TDD_A, FDD_B1, FDD_B2, FDD_C, TDD_C, FDD_D, FDD_E, TDD_E, FDD_F, FDD_G, FDD_H, FDD_N
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 3:
E-UTRA operating band groups are as defined in section 3.5.1.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.16.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.1.16.1.3-2: RSRP measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.1, clause 9.1.4 and A.9.1.16.

9.1.16.1.4
Test description

9.1.16.1.4.1
Initial conditions

Same initial conditions as defined in clause 9.1.1.1.4.1 with the exception that the Channel Bandwidth to be tested is 5MHz.

9.1.16.1.4.2
Test procedure

Same test procedure as defined in clause 9.1.1.1.4.2 with the following exceptions:

-
Instead of Table 9.1.1.1.5-2 ( use Table 9.1.16.1.5-1.
-
Instead of Table 9.1.1.1.5-3 ( use Table 9.1.16.1.5-2.
9.1.16.1.4.3
Message contents

Same message contents as defined in clause 9.1.1.1.4.3.
9.1.16.1.5
Test requirement

Table 9.1.16.1.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRP FDD intra-frequency relative accuracy test shall meet the reported values test requirements in table 9.1.16.1.5-2.

Table 9.1.16.1.5-1: RSRP FDD Intra frequency absolute accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	5
	5
	5

	Measurement bandwidth
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	10—15
	10—15
	10—15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.5 FDD
	-
	R.5 FDD
	-
	R.5

FDD
	-

	PDSCH allocation
	
[image: image94.wmf]PRB

n


	7—17 
	-
	7-17 
	-
	7-17 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.11 FDD
	R.11 FDD
	R.11 FDD

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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Note2
	Bands FDD_N
	dBm/15 kHz
	-104
	-84
	-109.5
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	dB
	1.88
	-4.97
	1.88
	-4.97
	0.09
	-4.96

	RSRPNote3
	Bands FDD_N
	dBm/15 kHz
	-98.0
	-102.0
	-78.0
	-82.0
	-106.5
	-109.7

	IoNote3
	 Bands FDD_N
	dBm/4.5 MHz
	-71.06
	-51.06
	-78.76
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	dB
	6
	2
	6
	2
	3
	-0.2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.16.1.5-2: RSRP FDD Intra frequency absolute accuracy requirements for the reported values for 5MHz bandwidth

	Normal Conditions
	Test 1
	Test 2
	Test 3

	Lowest reported value (Cell 2)
	RSRP_31
	RSRP_49
	RSRP_23

	Highest reported value (Cell 2)
	RSRP_46
	RSRP_68
	RSRP_38

	Extreme Conditions
	Test 1
	Test 2
	Test 3

	Lowest reported value (Cell 2)
	RSRP_28
	RSRP_46
	RSRP_20

	Highest reported value (Cell 2)
	RSRP_49
	RSRP_71
	RSRP_41


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.1.16.1_1
FDD Intra Frequency Absolute RSRP Accuracy for 5MHz Bandwidth (Rel‑12 and forward)
9.1.16.1_1.1
Test purpose

Same test purpose as in clause 9.1.16.1.1.

9.1.16.1_1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 12 and forward that support bands within band group FDD_N. Applicability requires support for FGI bit 16.

9.1.16.1_1.3
Minimum conformance requirements

The requirements for absolute accuracy of RSRP in this clause apply to a cell on the same frequency as that of the serving cell.
The accuracy requirements in Table 9.1.16.1_1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in TS 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.
Table 9.1.16.1_1.3-1: RSRP Intra frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	(4.5
	(9
	(-6 dB
	FDD_A, TDD_A
	-121
	N/A
	-70

	
	
	
	FDD_B1, FDD_B2
	-120.5
	N/A
	-70

	
	
	
	FDD_C, TDD_C
	-120
	N/A
	-70

	
	
	
	FDD_D
	-119.5
	N/A
	-70

	
	
	
	FDD_E, TDD_E
	-119
	N/A
	-70

	
	
	
	FDD_F
	-118.5
	N/A
	-70

	
	
	
	FDD_G
	-118
	N/A
	-70

	
	
	
	FDD_H
	-117.5
	N/A
	-70

	
	
	
	FDD_N
	-114.5
	N/A
	-70

	(8
	(11
	(-6 dB
	FDD_A, TDD_A, FDD_B1, FDD_B2, FDD_C, TDD_C, FDD_D, FDD_E, TDD_E, FDD_F, FDD_G, FDD_H, FDD_N
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 3:
E-UTRA operating band groups are as defined in section 3.5.1.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.16.1_1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.1.16.1_1.3-2: RSRP measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRP_00
	RSRP ( -140
	dBm

	RSRP_01
	-140 ( RSRP < -139
	dBm

	RSRP_02
	-139 ( RSRP < -138
	dBm

	…
	…
	…

	RSRP_95
	-46 ( RSRP < -45
	dBm

	RSRP_96
	-45 ( RSRP < -44
	dBm

	RSRP_97
	-44 ( RSRP
	dBm


The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.1, clause 9.1.4 and A.9.1.16.

9.1.16.1_1.4
Test description

9.1.16.1_1.4.1
Initial conditions

Same initial conditions as defined in clause 9.1.1.1.4.1 with the exception that the Channel Bandwidth to be tested is 5MHz.

9.1.16.1_1.4.2
Test procedure

Same test procedure as defined in clause 9.1.1.1.4.2 with the following exceptions:

-
Instead of Table 9.1.1.1.5-2 ( use Table 9.1.16.1_1.5-1.
-
Instead of Table 9.1.1.1.5-3 ( use Table 9.1.16.1_1.5-2.
9.1.16.1_1.4.3
Message contents

Same message contents as defined in clause 9.1.1.1.4.3.
9.1.16.1_1.5
Test requirement

Table 9.1.16.1_1.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRP FDD intra-frequency relative accuracy test shall meet the reported values test requirements in table 9.1.16.1_1.5-2.

Table 9.1.16.1_1.5-1: RSRP FDD Intra frequency absolute accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	5
	5
	5

	Measurement bandwidth
	
[image: image99.wmf]PRB

n


	10—15
	10—15
	10—15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.5 FDD
	-
	R.5 FDD
	-
	R.5

FDD
	-

	PDSCH allocation
	
[image: image100.wmf]PRB

n


	7—17 
	-
	7-17 
	-
	7-17 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.11 FDD
	R.11 FDD
	R.11 FDD

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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Note2
	Bands FDD_N
	dBm/15 kHz
	-104
	-84
	-109.5
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	dB
	1.88
	-4.97
	1.88
	-4.97
	0.09
	-4.96

	RSRPNote3
	Bands FDD_N
	dBm/15 kHz
	-98.0
	-102.0
	-78.0
	-82.0
	-106.5
	-109.7

	IoNote3
	 Bands FDD_N
	dBm/4.5 MHz
	-71.06
	-51.06
	-78.76

	
[image: image103.wmf]oc
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N

Ê


	dB
	6
	2
	6
	2
	3
	-0.2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image104.wmf]oc

N

 to be fulfilled.

NOTE 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

NOTE 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.16.1_1.5-2: RSRP FDD Intra frequency absolute accuracy requirements for the reported values for 5MHz bandwidth

	Normal Conditions
	Test 1
	Test 2
	Test 3

	Lowest reported value (Cell 2)
	RSRP_32
	RSRP_49
	RSRP_25

	Highest reported value (Cell 2)
	RSRP_45
	RSRP_68
	RSRP_37

	Extreme Conditions
	Test 1
	Test 2
	Test 3

	Lowest reported value (Cell 2)
	RSRP_28
	RSRP_46
	RSRP_20

	Highest reported value (Cell 2)
	RSRP_49
	RSRP_71
	RSRP_41


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.1.16.2
FDD Intra Frequency Relative Accuracy of RSRP for 5MHz Bandwidth

9.1.16.2.1
Test purpose

To verify that the FDD intra-frequency relative accuracy measurement of RSRP is within the specified limit for bands within band group FDD_N.

9.1.16.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support bands within band group FDD_N. Applicability requires support for FGI bit 16.

9.1.16.2.3
Minimum conformance requirements

The relative accuracy of RSRP is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on the same frequency.
The accuracy requirements in Table 9.1.16.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in TS 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm according to Annex I.3.8 for a corresponding Band.
Table 9.1.16.2.3-1: RSRP Intra frequency relative accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 4
	dBm/BWChannel

	(2
	(3
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_B1, FDD_B2
	-120.5
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3
	(3
	(-6 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 5:
E-UTRA operating band groups are as defined in section 3.5.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.16.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.2.2, clause 9.1.4 and A.9.1.16.

9.1.16.2.4
Test description

9.1.16.2.4.1
Initial conditions

Same initial conditions as defined in clause 9.1.1.2.4.1 with the exception that the Channel Bandwidth to be tested is 5MHz.
9.1.16.2.4.2
Test procedure

Same test procedure as defined in clause 9.1.1.2.4.2 with the following exceptions:

-
Instead of Table 9.1.1.2.5-2 ( use Table 9.1.16.2.5-1.
-
Instead of Table 9.1.1.2.5-3 ( use Table 9.1.16.2.5-2.

9.1.16.2.4.3
Message contents

Same message contents as defined in clause 9.1.1.2.4.3.
9.1.16.2.5
Test requirement

Table 9.1.16.2.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRP FDD intra-frequency relative accuracy test shall meet the RSRP accuracy requirements in table 9.1.16.2.5-2.

Table 9.1.16.2.5-1: RSRP FDD Intra frequency relative accuracy test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	5
	5
	5

	Measurement bandwidth
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	10—15
	10—15
	10—15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.5 FDD
	-
	R.5 FDD
	-
	R.5

FDD
	-

	PDSCH allocation
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	7—17 
	-
	7-17 
	-
	7-17 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.11 FDD
	R.11 FDD
	R.11 FDD

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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Note2
	Bands FDD_N
	dBm/15 kHz
	-103 
	-84
	-109.5
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	dB
	1.88
	-4.97
	1.88
	-4.97
	-0.01
	-4.76

	RSRPNote3
	Bands FDD_N
	dBm/15 kHz
	-97.0
	-101.0
	-78.0
	-82.0
	-106.5
	-109.5

	IoNote3
	 Bands FDD_N
	dBm/4.5 MHz
	-70.06
	-51.06
	-78.71
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	dB
	6
	2
	6
	2
	3
	0

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.1.16.2.5-2: RSRP FDD Intra frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_x - 9 
	RSRP_x - 9 
	RSRP_x - 8

	Highest reported value (Cell 2)
	RSRP_x + 1
	RSRP_x + 1
	RSRP_x + 2

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_x - 9 
	RSRP_x - 9 
	RSRP_x - 8

	Highest reported value (Cell 2)
	RSRP_x + 1
	RSRP_x + 1
	RSRP_x + 2

	RSRP_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.1.17
FDD Inter frequency RSRP Accuracy for 5MHz Bandwidth

9.1.17.1
FDD - FDD Inter Frequency Absolute RSRP Accuracy for 5MHz Bandwidth

9.1.17.1.1
Test purpose

To verify that the FDD inter-frequency absolute RSRP measurement accuracy for 5MHz Bandwidth is within the specified limit.

9.1.17.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE from release 8 to release 11 that support bands within band group FDD_N. Applicability requires support for FGI bits 16 and 25.

9.1.17.1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in table 9.1.17.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in TS 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.3 for a corresponding Band.

Table 9.1.17.1-1: RSRP Inter frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	(6
	(9
	(-6 dB
	FDD_A, TDD_A
	-121
	N/A
	-70

	
	
	
	FDD_B1, FDD_B2
	-120.5
	N/A
	-70

	
	
	
	FDD_C, TDD_C
	-120
	N/A
	-70

	
	
	
	FDD_D
	-119.5
	N/A
	-70

	
	
	
	FDD_E, TDD_E
	-119
	N/A
	-70

	
	
	
	FDD_F
	-118.5
	N/A
	-70

	
	
	
	FDD_G
	-118
	N/A
	-70

	
	
	
	FDD_H
	-117.5
	N/A
	-70

	
	
	
	FDD_N
	-114.5
	N/A
	-70

	(8
	(11
	(-6 dB
	FDD_A, TDD_A, FDD_C, TDD_C, FDD_D, FDD_E, TDD_E, FDD_F, FDD_G, FDD_H, FDD_N
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.1.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.1, clause 9.1.4 and A.9.1.17.

9.1.17.1.4
Test description

9.1.17.1.4.1
Initial conditions

Same initial conditions as defined in clause 9.1.3.1.4.1 with the exception that the Channel Bandwidth to be tested is 5MHz.

9.1.17.1.4.2
Test procedure

Same test procedure as defined in clause 9.1.3.1.4.2 with the following exceptions:

-
Instead of Table 9.1.3.1.5-2 ( use Table 9.1.17.1.5-1.
-
Instead of Table 9.1.3.1.5-3 ( use Table 9.1.17.1.5-2.
9.1.17.1.4.3
Message contents

Same message contents as defined in clause 9.1.3.1.4.3.
9.1.17.1.5
Test requirement

Table 9.1.17.1.5-1  defines the primary level settings including test tolerances for all tests.

Each RSRP FDD inter-frequency absolute accuracy test shall meet the reported values test requirements in table 9.1.17.1.5-2.

Table 9.1.17.1.5-1: RSRP FDD-FDD Inter frequency absolute accuracy test parameters for 5MHz Bandwidth

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	5
	5
	5
	5

	Gap Pattern Id
	
	0
	-
	0
	-

	Measurement bandwidth
	
[image: image111.wmf]PRB

n


	10-15
	10-15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.5 FDD
	-
	R.5 FDD
	-

	PDSCH allocation
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	7-17 
	-
	7-17 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.11 FDD
	R.11 FDD

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	

	OCNG_RBNote 
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	Cell 2: Bands FDD_N
	dBm/15 kHz
	-86.25
	-86.25 
	-102.5
	-110.5
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	dB
	10
	10
	13
	-3.2

	RSRPNote3
	Cell 2: Bands FDD_N
	dBm/15 kHz
	-76.25
	-76.25
	-89.5
	-113.7

	IoNote3
	Cell 2: Bands FDD_N
	dBm/4.5 MHz
	-51.06
	-51.06
	-64.52
	-84.03
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	dB
	10
	10
	13
	-3.2

	Propagation condition
	-
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
Note 7:
This test is only applicable for testing inter-frequency requirements for bands within band group FDD_N.


Table 9.1.17.1.5-2: RSRP FDD Inter frequency absolute accuracy requirements for the reported values, 5MHz Bandwidth
	Normal Conditions
	Test 1

All bands
	Test 2

	Lowest reported value (Cell 2)
	RSRP_55
	Cell 2: Bands FDD_N
	RSRP_19

	Highest reported value (Cell 2)
	RSRP_74
	Cell 2: Bands FDD_N
	RSRP_34

	Extreme Conditions
	Test 1

All bands
	Test 2

	Lowest reported value (Cell 2)
	RSRP_52
	Cell 2: Bands FDD_N
	RSRP_16

	Highest reported value (Cell 2)
	RSRP_77
	Cell 2: Bands FDD_N
	RSRP_37


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.1.17.1_1
FDD - FDD Inter Frequency Absolute RSRP Accuracy for 5MHz Bandwidth (Rel‑12 and forward)
Editor’s notes: This test case is incomplete. The following item is missing or incomplete:
- Test requirements for Test2 in normal conditions are TBD.

9.1.17.1_1.1
Test purpose

Same test purpose as in clause 9.1.17.1.1.

9.1.17.1_1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 12 and forward that support bands within band group FDD_N. Applicability requires support for FGI bits 16 and 25.
9.1.17.1_1.3
Minimum conformance requirements

The absolute accuracy of RSRP is defined as the RSRP measured from a cell that has different carrier frequency from the serving cell.
The accuracy requirements in table 9.1.17.1_1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in TS 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.3 for a corresponding Band.

Table 9.1.17.1_1.3-1: RSRP Inter frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 3
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 2
	dBm/BWChannel
	dBm/BWChannel

	(4.5
	(9
	(-6 dB
	FDD_A, TDD_A
	-121
	N/A
	-70

	
	
	
	FDD_C, TDD_C
	-120
	N/A
	-70

	
	
	
	FDD_D
	-119.5
	N/A
	-70

	
	
	
	FDD_E, TDD_E
	-119
	N/A
	-70

	
	
	
	FDD_F
	-118.5
	N/A
	-70

	
	
	
	FDD_G
	-118
	N/A
	-70

	
	
	
	FDD_H
	-117.5
	N/A
	-70

	
	
	
	FDD_N
	-114.5
	N/A
	-70

	(8
	(11
	(-6 dB
	FDD_A, TDD_A, FDD_C, TDD_C, FDD_D, FDD_E, TDD_E, FDD_F, FDD_G, FDD_H, FDD_N
	N/A
	-70
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 3:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.1.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.1, clause 9.1.4 and A.9.1.17.

9.1.17.1_1.4
Test description

9.1.17.1_1.4.1
Initial conditions

Same initial conditions as defined in clause 9.1.3.1.4.1 with the exception that the Channel Bandwidth to be tested is 5MHz.
9.1.17.1_1.4.2
Test procedure

Same test procedure as defined in clause 9.1.3.1.4.2 with the following exceptions:
-
Instead of Table 9.1.3.1.5-2 ( use Table 9.1.17.1_1.5-1.
-
Instead of Table 9.1.3.1.5-3 ( use Table 9.1.17.1_1.5-2.
9.1.17.1_1.4.3
Message contents

Same message contents as defined in clause 9.1.3.1.4.3.
9.1.17.1_1.5
Test requirement

Table 9.1.17.1_1.5-1  defines the primary level settings including test tolerances for all tests.
Each RSRP FDD inter-frequency absolute accuracy test shall meet the reported values test requirements in table 9.1.17.1_1.5-2.

Table 9.1.17.1_1.5-1: RSRP FDD-FDD Inter frequency absolute accuracy test parameters for 5MHz Bandwidth

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel
	MHz
	5
	5
	5
	5

	Gap Pattern Id
	
	0
	-
	0
	-

	Measurement bandwidth
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	10-15
	10-15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.5 FDD
	-
	R.5 FDD
	-

	PDSCH allocation
	
[image: image118.wmf]PRB
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	7-17 
	-
	7-17 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.11 FDD
	R.11 FDD

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	

	OCNG_RBNote 
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Note2
	Cell 2: Bands FDD_N
	dBm/15 kHz
	-86.25
	-86.25 
	-102.5
	-110.5
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	dB
	10
	10
	13
	-3.2

	RSRPNote3
	Cell 2: Bands FDD_N
	dBm/15 kHz
	-76.25
	-76.25
	-89.5
	-113.7

	IoNote3
	Cell 2: Bands FDD_N
	dBm/4.5 MHz
	-51.06
	-51.06
	-64.52
	-84.03
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	dB
	10
	10
	13
	-3.2

	Propagation condition
	-
	AWGN
	AWGN

	NOTE 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image122.wmf]oc

N

 to be fulfilled.

NOTE 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

NOTE 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

NOTE 5:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894 MHz.

NOTE 6:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
NOTE 7:
This test is only applicable for testing inter-frequency requirements for bands within band group FDD_N.


Table 9.1.17.1_1.5-2: RSRP FDD Inter frequency absolute accuracy requirements for the reported values, 5MHz Bandwidth
	Normal Conditions
	Test 1

All bands
	Test 2

	Lowest reported value (Cell 2)
	RSRP_55
	Cell 2: Bands FDD_N
	TBD

	Highest reported value (Cell 2)
	RSRP_74
	Cell 2: Bands FDD_N
	TBD

	Extreme Conditions
	Test 1

All bands
	Test 2

	Lowest reported value (Cell 2)
	RSRP_52
	Cell 2: Bands FDD_N
	RSRP_16

	Highest reported value (Cell 2)
	RSRP_77
	Cell 2: Bands FDD_N
	RSRP_37


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.1.17.2
FDD - FDD Inter Frequency Relative Accuracy of RSRP for 5MHz Bandwidth

9.1.17.2.1
Test purpose

To verify that the FDD inter-frequency relative accuracy measurement of RSRP is within the specified limit for bands within band group FDD_N.

9.1.17.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE from release 8 to release 11 that support bands within band group FDD_N. Applicability requires support for FGI bits 16 and 25.

9.1.17.2.3
Minimum conformance requirements

The relative accuracy of RSRP in inter frequency case is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on a different frequency.
The accuracy requirements in Table 9.1.17.2.3-1 are valid under the following conditions:

-
Cell specific reference signals are transmitted either from one, two or four antenna ports.

-
Conditions defined in TS 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm according to Annex B.3.4 for a corresponding Band
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Table 9.1.17.2.3-1: RSRP Inter frequency relative accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 3
	dBm/BWChannel

	(6
	(6
	(-6 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_B1, FDD_B2
	-120.5
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 4:
E-UTRA operating band groups are as defined in section 3.5.1.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.16.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.2, clause 9.1.4 and A.9.1.17.

9.1.17.2.4
Test description

9.1.17.2.4.1
Initial conditions

Same initial conditions as defined in clause 9.1.3.2.4.1 with the exception that the Channel Bandwidth to be tested is 5MHz. 

9.1.17.2.4.2
Test procedure

Same test procedure as defined in clause 9.1.3.2.4.2 with the following exceptions:

-
Instead of Table 9.1.3.2.5-2 ( use Table 9.1.17.2.5-1.
-
Instead of Table 9.1.3.2.5-3 ( use Table 9.1.17.2.5-2.
9.1.17.2.4.3
Message contents

Same message contents as defined in clause 9.1.3.2.4.3.
9.1.17.2.5
Test requirement

Table 9.1.17.2.5-1 defines the primary level settings including test tolerances for all tests. 

Each RSRP FDD inter-frequency relative accuracy test shall meet the reported values test requirements in table 9.1.17.2.5-2.

Table 9.1.17.2.5-1: RSRP FDD - FDD Inter frequency relative accuracy test parameters for 5MHz bandwidth

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	5
	5
	5
	5

	Gap Pattern Id
	
	0
	-
	0
	-

	Measurement bandwidth
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	10—15
	10—15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.5 FDD
	-
	R.5 FDD
	-

	PDSCH allocation
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	7—17 
	-
	7-17 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.11 FDD
	R.11 FDD

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	

	OCNG_RBNote 
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Note2
	Cell 2: Bands FDD_N
	dBm/15 kHz
	-86.25
	-86.25
	-103.50
	-110.50
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	dB
	10
	10
	13
	-3.2

	RSRPNote3
	Cell 2: Bands FDD_N
	dBm/15 kHz
	-76.25
	-76.25
	-90.50
	-113.70

	IoNote3
	Cell 2: Bands FDD_N
	dBm/4.5 MHz
	-51.06
	-51.06
	-65.52
	-84.03
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	dB
	10
	10
	13
	-3.2

	Propagation condition
	-
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
Note 7:
This test is only applicable for testing inter-frequency requirements for bands within band group FDD_N. Cell 2 is on the Band under test, and Cell 1 is on another band supported by the UE.


Table 9.1.17.2.5-2: RSRP FDD Inter frequency relative accuracy requirements for the 5MHz bandwidth for the reported values

	
	Test 1 

All bands
	Test 2 

All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - 9)
	RSRP_(x - 32)

	Highest reported value (Cell 2)
	RSRP_(x + 9)
	RSRP_(x - 16)

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - 9)
	RSRP_(x - 32)

	Highest reported value (Cell 2)
	RSRP_(x + 9)
	RSRP_(x - 16)

	RSRP_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.1.17.2_1
FDD - FDD Inter Frequency Relative Accuracy of RSRP for 5MHz Bandwidth (Rel‑12 and forward)
Editor’s notes: This test case is incomplete. The following item is missing or incomplete:

- Test requirements for Test 1 and 2 in normal conditions are TBD
9.1.17.2_1.1
Test purpose

Same test purpose as in clause 9.1.17.2.1.

9.1.17.2_1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 12 and forward that support bands within band group FDD_N. Applicability requires support for FGI bits 16 and 25.

9.1.17.2_1.3
Minimum conformance requirements

The relative accuracy of RSRP in inter frequency case is defined as the RSRP measured from one cell compared to the RSRP measured from another cell on a different frequency.
The accuracy requirements in Table 9.1.17.2_1.3-1 are valid under the following conditions:

-
Cell specific reference signals are transmitted either from one, two or four antenna ports.

-
Conditions defined in TS 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm according to Annex B.3.4 for a corresponding Band
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Table 9.1.17.2_1.3-1: RSRP Inter frequency relative accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 3
	dBm/BWChannel

	(4.5
	(6
	(-6 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 4:
E-UTRA operating band groups are as defined in section 3.5.1.


The reporting range of RSRP is defined from -140 dBm to -44 dBm with 1 dB resolution.

The mapping of measured quantity is defined in Table 9.1.16.1.3-2. The range in the signalling may be larger than the guaranteed accuracy range.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.3.2, clause 9.1.4 and A.9.1.17.

9.1.17.2_1.4
Test description

9.1.17.2_1.4.1
Initial conditions

Same initial conditions as in clause 9.1.17.2.4.1.
9.1.17.2_1.4.2
Test procedure

Same test procedure as defined in clause 9.1.17.2.4.2 with the following exceptions:

-
Instead of Table 9.1.17.2.5-1 ( use Table 9.1.17.2_1.5-1.
-
Instead of Table 9.1.17.2.5-2 ( use Table 9.1.17.2_1.5-2.
9.1.17.2_1.4.3
Message contents

Same message contents as defined in clause 9.1.17.2.4.3.
9.1.17.2_1.5
Test requirement

Table 9.1.17.2_1.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRP FDD inter-frequency relative accuracy test shall meet the reported values test requirements in table 9.1.17.2_1.5-2.

Table 9.1.17.2_1.5-1: RSRP FDD - FDD Inter frequency relative accuracy test parameters for 5MHz bandwidth

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	BWchannel 
	MHz
	5
	5
	5
	5

	Gap Pattern Id
	
	0
	-
	0
	-

	Measurement bandwidth
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	10—15
	10—15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.5 FDD
	-
	R.5 FDD
	-

	PDSCH allocation
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	7—17 
	-
	7-17 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.11 FDD
	R.11 FDD

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD

	PBCH_RA
	dB
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	

	PSS_RA
	
	
	
	
	

	SSS_RA
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	

	PHICH_RA
	
	
	
	
	

	PHICH_RB
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	

	OCNG_RBNote 
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Note2
	Cell 2: Bands FDD_N
	dBm/15 kHz
	-86.25
	-86.25
	-103.50
	-110.50
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	dB
	10
	10
	13
	-3.2

	RSRPNote3
	Cell 2: Bands FDD_N
	dBm/15 kHz
	-76.25
	-76.25
	-90.50
	-113.70

	IoNote3
	Cell 2: Bands FDD_N
	dBm/4.5 MHz
	-51.06
	-51.06
	-65.52
	-84.03
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	dB
	10
	10
	13
	-3.2

	Propagation condition
	-
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
Band 29 is used only for E-UTRA carrier aggregation with other E-UTRA bands.
Note 7:
This test is only applicable for testing inter-frequency requirements for bands within band group FDD_N. Cell 2 is on the Band under test, and Cell 1 is on another band supported by the UE.


Table 9.1.17.2_1.5-2: RSRP FDD Inter frequency relative accuracy requirements for the 5MHz bandwidth for the reported values

	
	Test 1 

All bands
	Test 2 

All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	TBD
	TBD

	Highest reported value (Cell 2)
	TBD
	TBD

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_(x - 9)
	RSRP_(x - 32)

	Highest reported value (Cell 2)
	RSRP_(x + 9)
	RSRP_(x - 16)

	RSRP_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

===== Next Change ====
9.2.17
FDD Intra frequency RSRQ Accuracy for 5MHz Bandwidth

9.2.17.1
FDD Intra Frequency Absolute RSRQ Accuracy for 5MHz Bandwidth

9.2.17.1.1
Test purpose

To verify that the FDD intra frequency absolute RSRQ measurement accuracy for 5MHz Bandwidth is within the specified limit.

9.2.17.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support bands within band group FDD_N. Applicability requires support for FGI bit 16.

9.2.17.1.3
Minimum conformance requirements

The absolute accuracy of RSRQ is defined as the RSRQ measured from a cell on the same frequency as that of the serving cell.
The accuracy requirements in table 9.2.17.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.

Conditions defined in TS 36.101 Section 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.2.17.1.3-1: RSRQ Intra frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 3
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-6 dB
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 4:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.17.1.3-2.

Table 9.2.17.1.3-2: RSRQ FDD Intra frequency absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.5.1 and A.9.2.17.

9.2.17.1.4
Test description

9.2.17.1.4.1
Initial conditions

Same initial conditions as defined in clause 9.2.1.1.4.1 with the exception that the Channel Bandwidth to be tested is 5MHz.

9.2.17.1.4.2
Test procedure

Same test procedure as defined in clause 9.2.1.1.4.2 with the following exceptions:

-
Instead of Table 9.2.1.1.5-2 ( use Table 9.2.17.1.5-1.
-
Instead of Table 9.2.2.1.5-3 ( use Table 9.2.17.1.5-2.
9.2.17.1.4.3
Message contents

Same message contents as defined in clause 9.2.1.1.4.3.
9.2.17.1.5
Test requirement

Table 9.2.17.1.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRQ FDD intra frequency absolute accuracy test shall meet the reported values test requirements in Table 9.2.17.1.5-2.

Table 9.2.17.1.5-1: RSRQ FDD Intra frequency absolute accuracy test parameters for 5MHz Bandwidth
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	5
	5
	5

	Measurement bandwidth
	
[image: image137.wmf]PRB

n


	10-15
	10-15 
	10-15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.5 FDD
	-
	R.5 FDD
	-
	R.5 FDD
	-

	PDSCH allocation
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	7-17
	-
	7-17
	-
	7-17
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.11 FDD
	R.11 FDD
	R.11 FDD

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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	Bands FDD_N
	dBm/15 kHz
	-82.81
	-100.85
	-109.5
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	dB
	-1.76
	-1.76
	-4.70
	-4.70
	-5.17
	-5.17

	RSRPNote3
	Bands FDD_N
	dBm/15 kHz
	-79.81
	-79.81
	-103.75
	-103.75
	-113.10
	-113.10

	RSRQNote3
	Bands FDD_N
	dB
	-14.77
	-14.77
	-16.76
	-16.76
	-17.12
	-17.12

	IoNote3
	Bands FDD_N
	dBm/4.5 MHz
	-51.06
	-73.01
	-82.00
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	dB
	3
	3
	-2.9
	-2.9
	-3.6
	-3.6

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.


Table 9.2.17.1.5-2: RSRQ FDD Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	
	All bands
	All bands
	All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_04
	RSRQ_00
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_16
	RSRQ_14
	RSRQ_14

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_01
	RSRQ_00
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_19
	RSRQ_15
	RSRQ_15


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
9.2.18
FDD - FDD Inter frequency RSRQ Accuracy for 5MHz Bandwidth

9.2.18.1
FDD - FDD Inter Frequency Absolute RSRQ Accuracy for 5MHz Bandwidth

9.2.18.1.1
Test purpose

To verify that the FDD - FDD inter frequency absolute RSRQ measurement accuracy is within the specified limit for bands within band group FDD_N.

9.2.18.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support bands within band group FDD_N. Applicability requires support for FGI bits 16 and 25.

9.2.18.1.3
Minimum conformance requirements

The requirements for absolute accuracy of RSRQ in this clause apply to a cell that has different carrier frequency from the serving cell.
The accuracy requirements in Table 9.2.18.1.3-1 are valid under the following conditions:

-
Cell specific reference signals are transmitted either from one, two or four antenna ports.

-
Conditions defined in TS 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

-
RSRP|dBm according to Annex B.3.3 for a corresponding Band.

Table 9.2.18.1.3-1: RSRQ Inter frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 3
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-6 dB
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 4:
E-UTRA operating band groups are as defined in section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.13.1.3-2.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.6.1, clause 9.1.7 and A.9.2.18.

9.2.18.1.4
Test description

9.2.18.1.4.1
Initial conditions

Same initial conditions as defined in clause 9.2.3.1.4.1 with the exception that the Channel Bandwidth to be tested is 5MHz. 

9.2.18.1.4.2
Test procedure

Same test procedure as defined in clause 9.2.3.1.4.2 with the following exceptions:

-
Instead of Table 9.2.3.1.5-2 ( use Table 9.2.18.1.5-1.
-
Instead of Table 9.2.3.1.5-3 ( use Table 9.2.18.1.5-2.
9.2.18.1.4.3
Message contents

Same message contents as defined in clause 9.2.3.1.4.3.
9.2.18.1.5
Test requirement

Table 9.2.18.1.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRQ FDD - FDD inter frequency absolute accuracy test shall meet the reported values test requirements in Table 9.2.18.1.5-2.

Table 9.2.18.1.5-1: Cell Specific Test requirement Parameters for RSRQ FDD - FDD inter frequency absolute accuracy

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	5
	5
	5
	5
	5
	5

	Gap Pattern Id
	
	0
	-
	0
	-
	0
	-

	Measurement bandwidth 
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	10—15
	10—15
	10—15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.5 FDD
	-
	R.5 FDD
	-
	R.5

FDD
	-

	PDSCH allocation
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	7—17
	-
	7—17
	-
	7—17
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.11 FDD
	R.11 FDD
	R.11 FDD

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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Note2
	Bands FDD_A
	dBm/15 kHz
	-77.0
	-78.1
	-101.70
	-101.70
	-119.5
	N/A

	
	Bands FDD_C
	
	
	
	
	
	-118.5
	N/A

	
	Bands FDD_D
	
	
	
	
	
	-118.0
	N/A

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	
	
	-117.5
	N/A

	
	Bands FDD_G
	
	
	
	
	
	-116.5
	N/A

	
	Bands FDD_H
	
	
	
	
	
	-116.0
	N/A

	
	Bands FDD_N
	
	
	
	
	
	- N/A
	-112.7
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	dB
	-1.75
	-1.75
	-4.00
	-3.20
	-4.00
	-3.20

	RSRPNote3
	Bands FDD_A
	dBm/15 kHz
	-78.75
	-79.85
	-105.70
	-104.90
	-123.5
	N/A

	
	Bands FDD_C
	
	
	
	
	
	-122.5
	N/A

	
	Bands FDD_D
	
	
	
	
	
	-122.0
	N/A

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	
	
	-121.5
	N/A

	
	Bands FDD_G
	
	
	
	
	
	-120.5
	N/A

	
	Bands FDD_H
	
	
	
	
	
	-120.0
	N/A

	
	Bands FDD_N
	
	
	
	
	
	N/A
	-115.9

	RSRQNote3
	Bands FDD_A
	dB
	-14.76
	-14.76
	-16.25
	-15.69
	-16.25
	-15.69

	
	Bands FDD_C
	
	
	
	
	
	
	

	
	Bands FDD_D
	
	
	
	
	
	
	

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	
	
	
	

	
	Bands FDD_G
	
	
	
	
	
	
	

	
	Bands FDD_H
	
	
	
	
	
	
	

	
	Bands FDD_N
	
	
	
	
	
	
	

	IoNote3
	Bands FDD_A
	dBm/4.5 MHz
	-50.01
	-51.11
	-75.47
	-75.23
	-93.27
	N/A

	
	Bands FDD_C
	
	
	
	
	
	-92.27
	N/A

	
	Bands FDD_D
	
	
	
	
	
	-91.77
	N/A

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	
	
	-91.27
	N/A

	
	Bands FDD_G
	
	
	
	
	
	-90.27
	N/A

	
	Bands FDD_H
	
	
	
	
	
	-89.77
	N/A

	
	Bands FDD_N
	
	
	
	
	
	N/A
	-86.23
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	dB
	-1.75
	-1.75
	-4.0
	-3.2
	-4.0
	-3.2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1: 
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2: 
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3: 
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4: 
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
This test is only applicable for testing inter-frequency requirements for bands within band group FDD_N. Cell 2 is on the Band under test, and Cell 1 is on another band supported by the UE.

Note 7:
E-UTRA operating band groups are as defined in section 3.5.


Table 9.2.18.1.5-2: RSRQ FDD - FDD inter frequency absolute accuracy requirements
for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_04
	RSRQ_00
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_16
	RSRQ_16
	RSRQ_16

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_01
	RSRQ_00
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_19
	RSRQ_17
	RSRQ_17


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
9.2.18.2
FDD - FDD Inter Frequency Relative Accuracy of RSRQ for 5MHz Bandwidth

9.2.18.2.1
Test purpose

To verify that the FDD - FDD inter frequency relative accuracy measurement of RSRQ is within the specified limit for bands within band group FDD_N.

9.2.18.2.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 8 and forward that support bands within band group FDD_N. Applicability requires support for FGI bits 16 and 25.

9.2.18.2.3
Minimum conformance requirements

The relative accuracy of RSRQ in inter frequency case is defined as the RSRQ measured from one cell compared to the RSRQ measured from another cell on a different frequency.
The accuracy requirements in Table 9.2.18.2.3-1 are valid under the following conditions:

-
Cell specific reference signals are transmitted either from one, two or four antenna ports.

-
Conditions defined in TS 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.

-
RSRP1,2|dBm according to Annex B.3.4 for a corresponding Band.
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Table 9.2.18.2.3-1: RSRQ Inter frequency relative accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 4
	dBm/BWChannel

	(3
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(4
	(4
	(-6 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 5:
E-UTRA operating band groups are as defined in section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.13.1.3-2.

The normative reference for this requirement is TS 36.133 [4] clause 9.1.6.2, clause 9.1.7 and A.9.2.18.

9.2.18.2.4
Test description

9.2.18.2.4.1
Initial conditions

Same initial conditions as defined in clause 9.2.3.2.4.1 with the exception that the Channel Bandwidth to be tested is 5MHz.

9.2.18.2.4.2
Test procedure

Same test procedure as defined in clause 9.2.3.2.4.2 with the following exceptions:

-
Instead of Table 9.2.3.2.5-2 ( use Table 9.2.18.2.5-1.
-
Instead of Table 9.2.3.2.5-3 ( use Table 9.2.18.2.5-2.
9.2.18.2.4.3
Message contents

Same message contents as defined in clause 9.2.3.2.4.3.
9.2.18.2.5
Test requirement

Table 9.2.18.2.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRQ FDD - FDD inter frequency relative accuracy test shall meet the reported values test requirements in Table 9.2.18.2.5-2.

Table 9.2.18.2.5-1: Cell Specific Test requirement Parameters for RSRQ FDD - FDD inter frequency relative accuracy for 5MHz bandwidth
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2
	1
	2

	BWchannel
	MHz
	5
	5
	5
	5
	5
	5

	Gap Pattern Id
	
	0
	-
	0
	-
	0
	-

	Measurement bandwidth 
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	10—15
	10—15
	10—15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.5 FDD
	-
	R.5 FDD
	-
	R.5

FDD
	-

	PDSCH allocation
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	7—17
	-
	7—17
	-
	7—17
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.11 FDD
	R.11 FDD
	R.11 FDD

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD
	OP.15 FDD
	OP.16 FDD

	PBCH_RA
	dB
	0
	0
	0
	0
	0
	0

	PBCH_RB
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
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Note2
	Bands FDD_A
	dBm/15 kHz
	-78.1
	-78.1
	-101.70
	-101.70
	-119.5
	N/A

	
	Bands FDD_C
	
	
	
	
	
	-118.5
	N/A

	
	Bands FDD_D
	
	
	
	
	
	-118.0
	N/A

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	
	
	-117.5
	N/A

	
	Bands FDD_G
	
	
	
	
	
	-116.5
	N/A

	
	Bands FDD_H
	
	
	
	
	
	-116.0
	N/A

	
	Bands FDD_N
	
	
	
	
	
	- N/A
	-112.7
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	dB
	-1.75
	-1.75
	-4.00
	-3.20
	-4.00
	-3.20

	RSRPNote3
	Bands FDD_A
	dBm/15 kHz
	-79.85
	-79.85
	-105.70
	-104.90
	-123.5
	N/A

	
	Bands FDD_C
	
	
	
	
	
	-122.5
	N/A

	
	Bands FDD_D
	
	
	
	
	
	-122.0
	N/A

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	
	
	-121.5
	N/A

	
	Bands FDD_G
	
	
	
	
	
	-120.5
	N/A

	
	Bands FDD_H
	
	
	
	
	
	-120.0
	N/A

	
	Bands FDD_N
	
	
	
	
	
	N/A
	-115.9

	RSRQNote3
	Bands FDD_A
	dB
	-14.76
	-14.76
	-16.25
	-15.69
	-16.25
	-15.69

	
	Bands FDD_C
	
	
	
	
	
	
	

	
	Bands FDD_D
	
	
	
	
	
	
	

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	
	
	
	

	
	Bands FDD_G
	
	
	
	
	
	
	

	
	Bands FDD_H
	
	
	
	
	
	
	

	
	Bands FDD_N
	
	
	
	
	
	
	

	IoNote3
	Bands FDD_A
	dBm/4.5 MHz
	-51.11
	-51.11
	-75.47
	-75.23
	-93.27
	N/A

	
	Bands FDD_C
	
	
	
	
	
	-92.27
	N/A

	
	Bands FDD_D
	
	
	
	
	
	-91.77
	N/A

	
	Bands FDD_E, FDD_F Note 5 
	
	
	
	
	
	-91.27
	N/A

	
	Bands FDD_G
	
	
	
	
	
	-90.27
	N/A

	
	Bands FDD_H
	
	
	
	
	
	-89.77
	N/A

	
	Bands FDD_N
	
	
	
	
	
	N/A
	-86.23
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	dB
	-1.75
	-1.75
	-4.0
	-3.2
	-4.0
	-3.2

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.
Note 5:
For Band 26, the tests shall be performed with the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 6:
This test is only applicable for testing inter-frequency requirements for bands within band group FDD_N. Cell 2 is on the Band under test, and Cell 1 is on another band supported by the UE.

Note 7:
E-UTRA operating band groups are as defined in section 3.5.


Table 9.2.18.2.5-2: RSRQ FDD inter frequency relative accuracy requirements for 5MHz bandwidth for the reported values

	
	Test 1
	Test 2
	Test 3

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_x - 8
	RSRQ_x - 9
	RSRQ_x - 9

	Highest reported value (Cell 2)
	RSRQ_x + 8
	RSRQ_x + 11
	RSRQ_x + 11

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_x - 10
	RSRQ_x - 9
	RSRQ_x - 9

	Highest reported value (Cell 2)
	RSRQ_x + 10
	RSRQ_x + 11
	RSRQ_x + 11

	RSRQ_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.19
FDD-FDD Inter Frequency WB-RSRQ
9.2.19.1
FDD-FDD Inter Frequency absolute WB-RSRQ accuracy

Editor's note: This test case is incomplete. The following aspects are either missing or not yet determined:

Exceptions for Message contents are FFS

The Test Tolerances and test requirements are undefined

9.2.19.1.1
Test purpose

To verify that the RSRQ measurement accuracy is within the specified limits when the measurement configuration message received by the UE contains widebandRSRQ-Meas parameter in TS 36.331 [5]. In the test the UE shall also be configured with the AllowedMeasBandwidth parameter defined in TS 36.331 [5]. The test shall verify the WB-RSRQ inter frequency absolute accuracy requirements.

9.2.19.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 11 and forward that support WB-RSRQ measurement. Applicability requires support for FGI bits 16 and 25.

9.2.19.1.3
Minimum conformance requirements

The requirements in this section shall apply when the measurement configuration message received by the UE contains widebandRSRQ-Meas parameter in TS 36.331 [5].  The WB-RSRQ accuracy figures in Table 9.2.19.1.3-1 are relative to the value that would be obtained by using the AllowedMeasBandwidth in TS 36.331 [5].

The accuracy requirements in Table 9.2.19.1.3-1 are valid under the following conditions:


The value of the parameter, AllowedMeasBandwidth in TS 36.331 [5], is 50 resource blocks or larger


Cell specific reference signals are transmitted either from one, two or four antenna ports.


Conditions defined in TS 36.101 [2] Clause 7.3 for reference sensitivity are fulfilled.


RSRP|dBm according to Annex B.3.1 for a corresponding Band.

Table 9.2.19.1.3-1: WB-RSRQ Inter frequency absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
Note 3
	Io1-Io2 Note 2
	Io range Note 1

	
	
	
	
	E-UTRA operating band groups Note 6
	Minimum Io Note 5
	Maximum Io

	dB
	dB
	dB
	dB
	
	dBm/15kHz
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	0 ≤Io1-Io2
	FDD_A, TDD_A
	-121
	-50

	
	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	
	FDD_G
	-118
	-50

	
	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-6 dB
	
	Note 4
	Note 4
	Note 4

	NOTE 1:
Io is the average across all the resource blocks within the AllowedMeasBandwidth in TS 36.331 [5].
NOTE 2:
Io1 is the Io level in the resource blocks other than central 6 resource blocks within the AllowedMeasBandwidth in TS 36.331 [5] and Io2 is the Io level in central 6 resource blocks. The Io1 and Io2 have the same range as defined for Io.
NOTE 3:
Iot is the received power spectrum density of total interference and noise for all the resource blocks, other than central 6 resource blocks.
NOTE 4:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 5:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 6:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.19.1.3-2.
Table 9.2.19.1.3-2: FDD WB-RSRQ absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.6.3 and A.9.2.19.

9.2.19.1.4
Test description

9.2.19.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.14 for UE with 2Rx RF band and Annex A, Figure A.78 (without using the faders) for 4Rx capable UE without any 2Rx RF bands.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.19.1.4.3.

4.
There are two E-UTRA FDD carriers and one cell on each carrier specified in each test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

9.2.19.1.4.2
Test procedure

The test consists of Cell 1, serving cell and Cell 2, target cell. The absolute accuracy of WB-RSRQ is defined as the RSRQ measured from a cell that has different carrier frequency from the serving cell, Cell 1.
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2.
Set the parameters according to Table 9.2.19.1.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
UE shall transmit periodically MeasurementReport messages.

6.
After 10s wait from Step 3, SS shall check the RSRQ value in periodical MeasurementReport messages. The RSRQ value of Cell 2 reported by the UE is compared to the actual RSRQ value according to Table 9.2.19.1.5-1. If the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one.

7.
The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to table G.2.3-1 in Annex G.2 is achieved.

9.2.19.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

FFS

9.2.19.1.5
Test requirement

Table 9.2.19.1.5-1 defines the primary level settings including test tolerances for all tests.

The FDD WB-RSRQ absolute accuracy for carrier aggregation test shall meet the reported values test requirements in Table 9.2.19.1.5-2.

Table 9.2.19.1.5-1: WB-RSRQ FDD-FDD Inter frequency test parameters

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	2

	BWchannel
	MHz
	10
	10

	Antenna Configuration
	
	1x2
	1x2

	Gap Pattern Id
	
	0
	-

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	
	
	0

	PSS_RA
	
	
	0

	SSS_RA
	
	
	0

	PCFICH_RB
	
	
	-∞

	PHICH_RA
	
	
	-∞

	PHICH_RB
	
	
	-∞

	PDCCH_RA
	
	
	-∞

	PDCCH_RB
	
	
	-∞

	PDSCH_RA
	
	
	-∞

	PDSCH_RB
	
	
	-∞

	OCNG_RANote1
	
	
	-∞

	OCNG_RBNote1 
	
	
	-∞

	AllowedMeasBandwidth in TS 36.331 [2]
	RB
	6
	50

	PDSCH Reference measurement channel defined in A.3.1.1.1
	
	R.0 FDD
	-

	PDSCH allocation
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	13-36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.3.1.2.1
	
	R.6 FDD
	-

	OCNG Patterns defined in A.3.2.1.1 (OP.1 FDD) and A.3.2.1.2 (OP.2 FDD)
	
	OP.1 FDD
	-
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	0-49
	0-21

28-49
	22-27

	
	
	dBm/15 kHz
	-94 + TT
	-87
	-110 + TT
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	dB
	-4 + TT
	-3  + TT
	20 + TT

	RSRPNote3
	dBm/15 kHz
	-98
	-90

	RSRQNote3
	dB
	-16.25
	-

	WB-RSRQ0Note3 in subframe 0
	dB
	-
	-13.68

	WB-RSRQ1Note3 in subframe ≠ 0
	dB
	-
	-13.63

	IoNote3
	dBm/ 9 MHz
	-64.76
	-

	IoNote3 in symbol 0, 4, 11 of subframe 0
	dBm/ 9 MHz
	-
	-82.38

	IoNote3 in symbol 7 of subframe 0
	dBm/ 9 MHz
	-
	-82.20

	IoNote3 in symbol 0, 4, 7, 11 of subframes ≠ 0
	dBm/ 9 MHz
	-
	-82.38

	Propagation condition
	-
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that Cell 1 is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells not specified in the test, assumed to be constant over time and modelled as noise.

Note 3:
RSRQ, RSRP, WB-RSRQ and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. The stated values represent the weighted average over the allowed measurement bandwidth, and the WB-RSRQ values assume averaging over symbols 0, 4, 7 and 11 of the subframe.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
This test case is applicable to all FDD frequency bands except bands within band group FDD_N.


Table 9.2.19.1.5-2: FDD WB-RSRQ accuracy for the reported values

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 1)
	FFS

	Highest reported value Cell 1)
	FFS

	Lowest reported value (Cell 2)
	FFS

	Highest reported value (Cell 2)
	FFS

	Extreme Conditions

	Lowest reported value (Cell 1)
	FFS

	Highest reported value Cell 1)
	FFS

	Lowest reported value (Cell 2)
	FFS

	Highest reported value (Cell 2)
	FFS


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

===== Next Change ====
9.3.3
E-UTRAN FDD - UTRA FDD CPICH RSCP absolute accuracy for 5MHz bandwidth

9.3.3.1
Test purpose

To verify that the CPICH RSCP absolute measurement accuracy is within the specified limits for bands within band group FDD_N.

9.3.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 9 and forward that support E-UTRA bands within band group FDD_N and UTRA FDD.

9.3.3.3
Minimum conformance requirements

The requirements in this clause are valid for terminals supporting this capability.

The measurement period for RRC_CONNECTED state is specified in TS 36.133 [4] clauses 8.1.2.4.1 and 8.1.2.4.2.

In RRC_CONNECTED state the accuracy requirements shall meet the absolute accuracy requirements in TS 36.133 [4] table 9.3.3.3-1, under the following conditions:

-
CPICH Ec/Io condition for a detectable cell is as specified in TS 36.133 [4] clauses 8.1.2.4.1, 8.1.2.4.2, 8.1.2.4.7, 8.1.2.4.8;

-
SCH_Ec/Io condition for a detectable cell is as specified in TS 36.133 [4] clauses 8.1.2.4.1, 8.1.2.4.2, 8.1.2.4.7, 8.1.2.4.8.

Table 9.3.3.3-1: UTRAN FDD CPICH_RSCP absolute accuracy

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Io range

	
	
	UTRA operating bands
	Minimum Io
	Maximum Io

	dB
	dB
	
	dBm/3.84 MHz
	dBm/3.84 MHz

	(6
	(9
	Band I, IV, VI, X XI, XIX and XXI
	-94
	-70

	
	
	Band IX 
	-93
	-70

	
	
	Band II, V and VII
	-92
	-70

	
	
	Band III, VIII, XII, XIII, XIV , XX and XXII
	-91
	-70

	
	
	Band XXV, XXVI Note 1
	-90.5
	-70

	(8
	(11
	Note 2
	-70
	-50

	NOTE 1:
For Band XXVI, the condition has the minimum Io of -92 dBm/3.84 MHz when the carrier frequency of the assigned UTRA channel is within 869-894 MHz for the UE which supports both Band V and Band XXVI operating frequencies.

NOTE 2:
The same bands apply for this requirement as for the corresponding highest accuracy requirement.


If the UE, in RRC_CONNECTED state, needs measurement gaps to perform UTRAN FDD measurements, the relevant UTRAN FDD measurement procedure and measurement gap pattern stated in TS 36.133 [4] clause 8.1.2.4 shall apply.

The reporting range and mapping specified for FDD CPICH RSCP is defined in Table 9.3.3.3-2. The range in the signalling may be larger than the guaranteed accuracy range.
Table 9.3.3.3-2: CPICH RSCP measurement report mapping

	Reported value
	Measured quantity value
	Unit

	CPICH_RSCP_LEV_-05
	CPICH RSCP <-120 
	dBm

	CPICH_RSCP_LEV_-04
	-120 ( CPICH RSCP < -119
	dBm

	CPICH_RSCP_LEV_-03
	-119 ( CPICH RSCP < -118
	dBm

	…
	…
	…

	CPICH_RSCP_LEV_89
	-27 ( CPICH RSCP < -26
	dBm

	CPICH_RSCP_LEV_90
	-26 ( CPICH RSCP < -25
	dBm

	CPICH_RSCP_LEV_91
	-25 ( CPICH RSCP
	dBm


The normative reference for this requirement is TS 25.133 [21] clause 9.1.1.3 and TS 36.133 [4] clause 9.2.1 and A.9.3.3.
9.3.3.4
Test description

9.3.3.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.22.
2. The general test parameter settings are set up according to Table 9.3.3.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 9.3.3.4.3.

5. Cell 1 is the serving E-UTRAN FDD cell and Cell 2 is the target UTRAN FDD cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.
Table 9.3.3.4.1-1: General test parameters for UTRAN FDD CPICH RSCP absolute measurement accuracy test in E-UTRAN FDD for 5MHz bandwidth
	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.5 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.11 FDD
	As specified in clause A.2.1

	E-UTRAN Channel Bandwidth (BWchannel)
	MHz
	5
	

	Note 1:
See Table 9.3.1.4.1-1 for other general test parameters.


9.3.3.4.2
Test procedure

Same test procedure as defined in clause 9.3.1.4.2 with the following exceptions:

-
Instead of Table 9.3.1.5-1 ( use Table 9.3.3.5-1.
9.3.3.4.3
Message contents

Same message contents as defined in clause 9.3.1.4.3.


Test requirement

The test parameters are given in Tables 9.3.3.4.1-1, 9.3.3.5-1 and 9.3.1.5-2 as below. Table 9.3.1.5-2 and 9.3.1.5-3 define the primary level settings including test tolerances for all tests.
Table 9.3.3.5-1: E-UTRAN FDD cell specific test parameters for UTRAN FDD CPICH RSCP absolute measurement accuracy test in E-UTRAN FDD for 5MHz bandwidth
	Parameter
	Unit
	Test 1
	Test 2

	E-UTRAN RF Channel Number
	
	1

	BWchannel
	MHz
	5

	OCNG Patterns defined in D.1.15 (OP.15 FDD) 
	
	OP.15 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
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	RSRP Note 3
	Bands FDD_N
	dBm/15 kHz
	-94
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	dB
	4

	SCH_RP Note 3
	Bands FDD_N
	dBm/15 kHz
	-94
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	dB
	4

	IoNote3
	Bands FDD_N
	dBm/4.5 MHz
	-67.8

	Propagation Condition
	
	AWGN

	Note 1:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


===== Next Change ====
9.4
UTRAN FDD CPICH Ec/No
9.4.3
E-UTRAN FDD - UTRA FDD CPICH Ec/No absolute accuracy for 5MHz bandwidth

9.4.3.1
Test purpose

To verify that the E-UTRAN FDD - UTRA FDD CPICH Ec/No absolute measurement accuracy is within the specified limits for bands within band group FDD_N.

9.4.3.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 9 and forward that support E-UTRA bands within band group FDD_N and UTRA FDD.

9.4.3.3
Minimum conformance requirements

The measurement period for RRC_CONNECTED state is specified in TS 36.133 [4] clauses 8.1.2.4.1 and 8.1.2.4.2.

In RRC_CONNECTED state the accuracy requirements shall be the same as the inter-frequency measurement accuracy requirements for FDD CPICH Ec/No in TS 25.133 [18].

If the UE, in RRC_CONNECTED state, needs measurement gaps to perform UTRAN FDD measurements, the UTRAN FDD measurement procedure and measurement gap pattern stated in TS 36.133 [4] clause 8.1.2.4.1 shall apply.

The reporting range is for CPICH Ec/Io is from -24 ...0 dB.

In table 9.4.3.3-2 the mapping of measured quantity is defined.

The range in the signalling may be larger than the guaranteed accuracy range.
Table 9.4.3.3-2: UTRA FDD CPICH_Ec/Io measurement report mapping
	Reported value
	Measured quantity value
	Unit

	CPICH_Ec/No_00
	CPICH Ec/Io < ‑24 
	dB

	CPICH_Ec/No_01
	-24 ( CPICH Ec/Io < ‑23.5
	dB

	CPICH_Ec/No_02
	-23.5 ( CPICH Ec/Io < ‑23
	dB

	…
	…
	…

	CPICH_Ec/No_47
	-1 ( CPICH Ec/Io < -0.5
	dB

	CPICH_Ec/No_48
	-0.5 ( CPICH Ec/Io < 0
	dB

	CPICH_Ec/No_49
	0 ( CPICH Ec/Io
	dB


The normative reference for this requirement is TS 25.133 [21] clauses 9.1.2.2.1 and 9.1.2.3 and TS 36.133 [4] clause 9.2.3 and A.9.4.3.
9.4.3.4
Test description

9.4.3.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 5MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.22.

2. The general test parameter settings are set up according to Table 9.4.3.4.1-1.
3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 9.4.3.4.3.

5. Cell 1 is the serving cell and Cell 2 is the target cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.
Table 9.4.3.4.1-1: General test parameters for UTRAN FDD CPICH Ec/No absolute measurement accuracy test in E-UTRAN FDD for 5MHz bandwidth

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters
	
	DL Reference Measurement Channel R.5 FDD
	As specified in clause A.1.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.11 FDD
	As specified in clause A.2.1

	E-UTRAN Channel Bandwidth (BWchannel)
	MHz
	5
	

	Note 1:
See Table 9.4.1.5-1 for other general test parameters.  


9.4.3.4.2
Test procedure

Same test procedure as defined in clause 9.4.1.4.2 with the following exceptions:

-
Instead of Table 9.4.1.5-2 ( use Table 9.4.3.5-1.
9.4.3.4.3
Message contents

Same message contents as defined in clause 9.4.1.4.3.
9.4.3.5
Test requirement

The test parameters are given in Tables 9.4.1.4.1-1, 9.4.3.5-1 and 9.4.1.5-3. Tables 9.4.3.5-1 and 9.4.1.5-3 define the primary level settings including test tolerances for all tests. 

Table 9.4.1.5-4 defines the UTRAN FDD CPICH Ec/No absolute measurement accuracy requirements for the reported values.

Table 9.4.3.5-1: E-UTRAN FDD cell specific test parameters for UTRAN FDD CPICH Ec/No absolute measurement accuracy test in E-UTRAN FDD for 5MHz bandwidth
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	E-UTRAN RF Channel Number
	
	1

	BWchannel
	MHz
	5

	OCNG Patterns defined in A.3.2.1.15 (OP.15 FDD)
	
	OP.15 FDD

	PBCH_RA
	dB
	0

	PBCH_RB
	dB
	

	PSS_RA
	dB
	

	SSS_RA
	dB
	

	PCFICH_RB
	dB
	

	PHICH_RA
	dB
	

	PHICH_RB
	dB
	

	PDCCH_RA
	dB
	

	PDCCH_RB
	dB
	

	PDSCH_RA
	dB
	

	PDSCH_RB
	dB
	

	OCNG_RANote 1
	dB
	

	OCNG_RBNote 1
	dB
	

	
[image: image165.wmf]oc

N

 Note 2
	Bands FDD_N
	dBm/15 kHz
	-98

	RSRP Note 3
	Bands FDD_N
	dBm/15 kHz
	-94

	
[image: image166.wmf]ot

s

I

Ê


	dB
	4

	SCH_RP Note 3
	Bands FDD_N
	dBm/15 kHz
	-94
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	dB
	4

	IoNote3
	Bands FDD_N
	dBm/4.5 MHz
	-67.8

	Propagation Condition
	
	AWGN

	Note 1:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP and SCH_RP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
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