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<Start of first modified section>

10.1.6.1
UE-requested PDU session release / Abnormal / T3582

10.1.6.1.1
Test Purpose (TP)

 (1)

with { the UE is in PDU SESSION ACTIVE state and transported the PDU SESSION RELEASE REQUEST message }

ensure that {
  when { UE detects less than fifth expiry of timer T3582 }

    then { the UE retransmits the PDU SESSION RELEASE REQUEST message and resets and starts timer T3582 }

            }

(2)

with { UE has sent the PDU SESSION RELEASE REQUEST message 5 times }

ensure that {
  when { UE detects fifth expiry of timer T3582 }

    then { the UE aborts the procedure and  performs the registration procedure for mobility and periodic registration update with a REGISTRATION REQUEST message including the PDU session status IE }

            }

10.1.6.1.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.501, clause 

6.4.3.2 and 6.4.3.5.

[TS 24.501, clause 6.4.3.2]

In order to initiate the UE-requested PDU session release procedure, the UE shall create a PDU SESSION RELEASE REQUEST message.

The UE shall allocate a PTI value currently not used and shall set the PTI IE of the PDU SESSION RELEASE REQUEST message to the allocated PTI value.

The UE shall transport the PDU SESSION RELEASE REQUEST message and the PDU session ID, using the NAS transport procedure as specified in subclause 5.4.5, and the UE shall start timer T3582 (see example in figure 6.4.3.2.1).

[TS 24.501, clause 6.4.3.3]

Upon receipt of a PDU SESSION RELEASE REQUEST message and a PDU session ID, if the SMF accepts the request to release the PDU session, and shall perform the network-requested PDU session release procedure as specified in subclause 6.3.3.

[TS 24.501, clause 6.4.3.5]

The following abnormal cases can be identified:

a)
Expiry of timer T3582.


The UE shall, on the first expiry of the timer T3582, retransmit the PDU SESSION RELEASE REQUEST message and shall reset and start timer T3582. This retransmission is repeated four times, i.e. on the fifth expiry of timer T3582, the UE shall abort the procedure, shall release the allocated PTI, shall locally release the PDU session, and shall perform the registration procedure for mobility and periodic registration update with a REGISTRATION REQUEST message including the PDU session status IE.

10.1.6.1.3
Test description

10.1.6.1.3.1
Pre-test conditions

System Simulator:

-
NGC Cell A.

UE:

None.

Preamble:

· The UE is in state 3N-A on NGC Cell A with one PDU session activated according to TS38.508-1 [4].

10.1.6.1.3.2
Test procedure sequence

Table 10.1.6.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Cause the UE to request release of PDU session established during preamble (Note).
	-
	-
	-
	-

	2
	The UE transmits a PDU SESSION RELEASE REQUEST message.
	-->
	PDU SESSION RELEASE REQUEST
	-
	-

	3
	Wait for [FFS] s to ensure that T3582 expires (1st expiry).
	-
	-
	-
	-

	4
	Check: Does the UE re-transmit a PDU SESSION RELEASE REQUEST message?
	-->
	PDU SESSION RELEASE REQUEST
	1
	P

	5
	Wait for [FFS] s to ensure that T3582 expires (2nd expiry).
	-
	-
	-
	-

	6
	Check: Does the UE re-transmit a PDU SESSION RELEASE REQUEST message?
	-->
	PDU SESSION RELEASE REQUEST
	1
	P

	7
	Wait for [FFS] s to ensure that T3582 expires (3rd expiry).
	-
	-
	-
	-

	8
	Check: Does the UE re-transmit a PDU SESSION RELEASE REQUEST message?
	-->
	PDU SESSION RELEASE REQUEST
	1
	P

	9
	Wait for [FFS] s to ensure that T3582 expires (4th expiry).
	-
	-
	-
	-

	10
	Check: Does the UE re-transmit a PDU SESSION RELEASE REQUEST message?
	-->
	PDU SESSION RELEASE REQUEST
	1
	P

	11
	Wait for [FFS] s to ensure that T3582 expires (5th expiry).
	-
	-
	-
	-

	12
	Check: Does the UE send REGISTRATION REQUEST?
	-->
	REGISTRATION REQUEST
	2
	P

	13
	The SS transmits a REGISTRATION ACCEPT message.
	<--
	REGISTRATION ACCEPT
	-
	-

	14
	The UE transmits a REGISTRATION COMPLETE message.
	-->
	REGISTRATION COMPLETE
	-
	-

	Note:
The request to release a PDU session may be performed by MMI or AT command [FFS].


10.1.6.1.3.3
Specific message contents
Table 10.1.6.1.3.3-1: PDU SESSION RELEASE REQUEST (step 2, 4, 6, 8, 10, Table 10.1.6.1.3.2-1)

	Derivation Path: TS 38.508-1 Table 4.7.2-12

	Information Element
	Value/remark
	Comment
	Condition

	Extended protocol discriminator
	‘00101110’B
	5GSM
	

	PDU session ID
	Set to the ID UE requested during preamble
	
	

	PTI
	Any value from 1 to 254
	
	

	PDU SESSION RELEASE REQUEST message identity
	‘11010001’B
	
	

	Extended protocol configuration options
	Not present
	
	


Table 10.1.6.1.3.3-2: REGISTRATION REQUEST (step 12, Table 10.1.6.1.3.2-1)

	Derivation Path: TS 38.508-1 Table 4.7.1-6

	Information Element
	Value/remark
	Comment
	Condition

	5GS registration type
	‘00000010’B
	mobility registration updating
	

	PDU session status
	
	
	

	 PSI(xx) 

Note: xx is PDU session ID in preamble
	0
	5GSM state of the corresponding PDU session is PDU SESSION INACTIVE
	


<End of modified section>
