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Table 4.3.1.1.1.1-1: Test frequencies for NR operating band n1 and SCS 15 kHz
	
	

	
	

	

	
	
	
	

	
	

	

	


	


	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	

	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]
Note 1

	5
	25
	Downlink
	Low
	2112.5
	422500
	2110.25
	422050
	0
	15
	5279
	422410
	0
	0
	0
	0

	
	
	
	Mid
	2140
	428000
	2119.57
	423914
	101
	
	5350
	427970
	20
	0
	0
	101

	
	
	
	High
	2167.5
	433500
	2075.25
	415050
	500
	
	5418
	433470
	20
	0
	0
	500

	
	
	Uplink
	Low
	1922.5
	384500
	1920.25
	384050
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1950
	390000
	1857.75
	371550
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1977.5
	395500
	1975.07
	395014
	1
	
	-
	-
	-
	-
	-
	-

	10
	52
	Downlink
	Low
	2115
	423000
	2110.32
	422064
	0
	15
	5280
	422430
	2
	0
	0
	0

	
	
	
	Mid
	2140
	428000
	2117.14
	423428
	101
	
	5344
	427490
	22
	0
	0
	101

	
	
	
	High
	2165
	433000
	2070.32
	414064
	500
	
	5405
	432490
	22
	0
	0
	500

	
	
	Uplink
	Low
	1925
	385000
	1920.32
	384064
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1950
	390000
	1855.32
	371064
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1975
	395000
	1970.14
	394028
	1
	
	-
	-
	-
	-
	-
	-

	15
	79
	Downlink
	Low
	2117.5
	423500
	2110.39
	422078
	0
	15
	5281
	422450
	4
	0
	0
	0

	
	
	
	Mid
	2140
	428000
	2114.71
	422942
	101
	
	5338
	427010
	0
	2
	1
	103

	
	
	
	High
	2162.5
	432500
	2065.39
	413078
	500
	
	5395
	431570
	20
	2
	1
	502

	
	
	Uplink
	Low
	1927.5
	385500
	1920.39
	384078
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1950
	390000
	1852.89
	370578
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1972.5
	394500
	1965.21
	393042
	1
	
	-
	-
	-
	-
	-
	-

	20
	106
	Downlink
	Low
	2120
	424000
	2110.46
	422092
	0
	15
	5282
	422650
	18
	4
	2
	4

	
	
	
	Mid
	2140
	428000
	2112.28
	422456
	101
	
	5332
	426530
	2
	2
	1
	103

	
	
	
	High
	2160
	432000
	2060.46
	412092
	500
	
	5382
	430590
	22
	2
	1
	502

	
	
	Uplink
	Low
	1930
	386000
	1920.46
	384092
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1950
	390000
	1850.46
	370092
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1970
	394000
	1960.28
	392056
	1
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.

















Table 4.3.1.1.1.1-2: Test frequencies for NR operating band n1 and SCS 30 kHz
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	10
	24
	Downlink
	Low
	2115
	423000
	2110.68
	422136
	0
	15
	5286
	422910
	18
	5
	0
	10

	
	
	
	Mid
	2140
	428000
	2099.32
	419864
	101
	
	5350
	427970
	14
	6
	1
	214

	
	
	
	High
	2165
	433000
	1980.68
	396136
	500
	
	5411
	432970
	14
	6
	1
	1012

	
	
	Uplink
	Low
	1925
	385000
	1920.68
	384136
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1950
	390000
	1765.68
	353136
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1975
	395000
	1970.32
	394064
	1
	
	-
	-
	-
	-
	-
	-

	15
	38
	Downlink
	Low
	2117.5
	423500
	2110.66
	422132
	0
	15
	5287
	422930
	2
	6
	1
	12

	
	
	
	Mid
	2140
	428000
	2096.8
	419360
	101
	
	5344
	427490
	22
	6
	1
	214

	
	
	
	High
	2162.5
	432500
	1975.66
	395132
	500
	
	5401
	432050
	18
	7
	2
	1014

	
	
	Uplink
	Low
	1927.5
	385500
	1920.66
	384132
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1950
	390000
	1763.16
	352632
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1972.5
	394500
	1965.3
	393060
	1
	
	-
	-
	-
	-
	-
	-

	20
	51
	Downlink
	Low
	2120
	424000
	2110.82
	422164
	0
	15
	5285
	422890
	2
	5
	0
	10

	
	
	
	Mid
	2140
	428000
	2094.46
	418892
	101
	
	5338
	427010
	18
	6
	1
	214

	
	
	
	High
	2160
	432000
	1970.82
	394164
	500
	
	5388
	431070
	14
	7
	2
	1014

	
	
	Uplink
	Low
	1930
	386000
	1920.82
	384164
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	1950
	390000
	1760.82
	352164
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	1970
	394000
	1960.46
	392092
	1
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-2 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.
















Table 4.3.1.1.1.1-3: Test frequencies for NR operating band n1 and SCS 60 kHz

	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]

	10
	11
	Downlink
	Low
	2115
	423000
	2111.04
	422208
	0

	
	
	
	Mid
	2140
	428000
	2063.32
	412664
	101

	
	
	
	High
	2165
	433000
	1801.04

	360208
	500

	
	
	Uplink
	Low
	1925
	385000
	1921.04
	384208
	0

	
	
	
	Mid
	1950
	390000
	1586.04

	317208
	500

	
	
	
	High
	1975
	395000
	1970.32
	394064
	1

	15
	18
	Downlink
	Low
	2117.5
	423500
	2111.02
	422204
	0

	
	
	
	Mid
	2140
	428000
	2060.8
	412160
	101

	
	
	
	High
	2162.5
	432500
	1796.02

	360208
	500

	
	
	Uplink
	Low
	1927.5
	385500
	1921.02
	384204
	0

	
	
	
	Mid
	1950
	390000
	1583.52

	316704
	500

	
	
	
	High
	1972.5
	394500
	1965.3
	393060
	1

	20
	24
	Downlink
	Low
	2120
	424000
	2111.36
	422272
	0

	
	
	
	Mid
	2140
	428000
	2058.64
	411728
	101

	
	
	
	High
	2160
	432000
	1791.36

	358272
	500

	
	
	Uplink
	Low
	1930
	386000
	1921.36
	384272
	0

	
	
	
	Mid
	1950
	390000
	1581.36

	316272
	500

	
	
	
	High
	1970
	394000
	1960.64
	392128
	1
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