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	Reason for change:
	1. 
The value of IE offsetToPointA in SIB1 depends on the NR band, the channel bandwidth and SS/PBCH block configuration (see R5-187018). Thus, need different default values to be specified for each carrier definition in TS 38.508-1 test frequency tables. 

2. 
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	1. 
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	Other comments:
	


4.3.1.1.1.20
Reference test frequencies for NR operating band n20

Table 4.3.1.1.1.20-1: Test frequencies for NR operating band n20 and SCS 15 kHz

	
	

	
	

	

	
	
	
	

	
	

	

	


	


	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	

	Bandwidth [MHz]
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[PRBs]
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	Carrier centre
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	Carrier centre

[ARFCN]
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[MHz]
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[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	5
	25
	Downlink
	Low
	793.5
	158700
	791.25
	158250
	0
	15
	1983
	158670
	20
	0
	0
	0

	
	
	
	Mid
	806
	161200
	785.57
	157114
	101
	
	2015
	161290
	12
	4
	2
	105

	
	
	
	High
	818.5
	163700
	726.25
	145250
	500
	
	2047
	163730
	16
	2
	1
	502

	
	
	Uplink
	Low
	834.5
	166900
	832.25
	166450
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	847
	169400
	754.75
	150950
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	859.5
	171900
	857.07
	171414
	1
	
	-
	-
	-
	-
	-
	-

	10
	52
	Downlink
	Low
	796
	159200
	791.32
	158264
	0
	15
	1984
	158690
	22
	0
	0
	0

	
	
	
	Mid
	806
	161200
	783.14
	156628
	101
	
	2009
	160810
	14
	4
	2
	105

	
	
	
	High
	816
	163200
	721.32
	144264
	500
	
	2034
	162750
	18
	2
	1
	502

	
	
	Uplink
	Low
	837
	167400
	832.32
	166464
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	847
	169400
	752.32
	150464
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	857
	171400
	852.14
	170428
	1
	
	-
	-
	-
	-
	-
	-

	15
	79
	Downlink
	Low
	798.5
	159700
	791.39
	158278
	0
	15
	1982
	158650
	4
	0
	0
	0

	
	
	
	Mid
	806
	161200
	780.71
	156142
	101
	
	2003
	160330
	16
	4
	2
	105

	
	
	
	High
	813.5
	162700
	716.39
	143278
	500
	
	2021
	161770
	20
	2
	1
	502

	
	
	Uplink
	Low
	839.5
	167900
	832.39
	166478
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	847
	169400
	749.89
	149978
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	854.5
	170900
	847.21
	169442
	1
	
	-
	-
	-
	-
	-
	-

	20
	106
	Downlink
	Low
	801
	160200
	791.46
	158292
	0
	15
	1983
	158670
	6
	0
	0
	0

	
	
	
	Mid
	806
	161200
	778.28
	155656
	101
	
	1997
	159850
	18
	4
	2
	105

	
	
	
	High
	811
	162200
	711.46
	142292
	500
	
	2011
	160850
	18
	4
	2
	504

	
	
	Uplink
	Low
	842
	168400
	832.46
	166492
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	847
	169400
	747.46
	149492
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	852
	170400
	842.28
	168456
	1
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.


Table 4.3.1.1.1.20-2: Test frequencies for NR operating band n20 and SCS 30 kHz
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	10
	24
	Downlink
	Low
	796
	159200
	791.68
	158336
	0
	15
	1990
	159170
	14
	6
	1
	12

	
	
	
	Mid
	806
	161200
	765.32
	153064
	101
	
	2015
	161290
	6
	8
	3
	218

	
	
	
	High
	816
	163200
	631.68
	126336
	500
	
	2040
	163230
	10
	7
	2
	1014

	
	
	Uplink
	Low
	837
	167400
	832.68
	166536
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	847
	169400
	662.68
	132536
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	857
	171400
	852.32
	170464
	1
	
	-
	-
	-
	-
	-
	-

	15
	38
	Downlink
	Low
	798.5
	159700
	791.66
	158332
	0
	15
	1988
	159130
	2
	6
	1
	12

	
	
	
	Mid
	806
	161200
	762.8
	152560
	101
	
	2006
	160570
	6
	5
	0
	212

	
	
	
	High
	813.5
	162700
	626.66
	125332
	500
	
	2027
	162250
	18
	7
	2
	1014

	
	
	Uplink
	Low
	839.5
	167900
	832.66
	166532
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	847
	169400
	660.16
	132032
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	854.5
	170900
	847.3
	169460
	1
	
	-
	-
	-
	-
	-
	-

	20
	51
	Downlink
	Low
	801
	160200
	791.82
	158364
	0
	15
	1989
	159150
	22
	5
	0
	10

	
	
	
	Mid
	806
	161200
	760.46
	152092
	101
	
	2000
	160090
	2
	5
	0
	212

	
	
	
	High
	811
	162200
	621.82
	124364
	500
	
	2014
	161090
	2
	5
	0
	1010

	
	
	Uplink
	Low
	842
	168400
	832.82
	166564
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	847
	169400
	657.82
	131564
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	852
	170400
	842.46
	168492
	1
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-2 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.
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