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4.3.1.1.1.28
Reference test frequencies for NR operating band n28

Table 4.3.1.1.1.28-1: Test frequencies for NR operating band n28 and SCS 15 kHz
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	5
	25
	Downlink
	Low
	760.5
	152100
	758.25
	151650
	0
	15
	1902
	152190
	12
	4
	2
	4

	
	
	
	Mid
	780.5
	156100
	760.07
	152014
	101
	
	1949
	156010
	0
	0
	0
	101

	
	
	
	High
	800.5
	160100
	708.25
	141650
	500
	
	2002
	160130
	16
	2
	1
	502

	
	
	Uplink
	Low
	705.5
	141100
	703.25
	140650
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	725.5
	145100
	633.25
	126650
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	745.5
	149100
	743.07
	148614
	1
	
	-
	-
	-
	-
	-
	-

	10
	52
	Downlink
	Low
	763
	152600
	758.32
	151664
	0
	15
	1903
	152210
	14
	4
	2
	4

	
	
	
	Mid
	780.5
	156100
	757.64
	151528
	101
	
	1943
	155530
	2
	0
	0
	101

	
	
	
	High
	798
	159600
	703.32
	140664
	500
	
	1989
	159150
	18
	2
	1
	502

	
	
	Uplink
	Low
	708
	141600
	703.32
	140664
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	725.5
	145100
	630.82
	126164
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	743
	148600
	738.14
	147628
	1
	
	-
	-
	-
	-
	-
	-

	15
	79
	Downlink
	Low
	765.5
	153100
	758.39
	151678
	0
	15
	1901
	152170
	20
	2
	1
	2

	
	
	
	Mid
	780.5
	156100
	755.21
	151042
	101
	
	1937
	155050
	4
	0
	0
	101

	
	
	
	High
	795.5
	159100
	698.39
	139678
	500
	
	1976
	158170
	20
	2
	1
	502

	
	
	Uplink
	Low
	710.5
	142100
	703.39
	140678
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	725.5
	145100
	628.39
	125678
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	740.5
	148100
	733.21
	146642
	1
	
	-
	-
	-
	-
	-
	-

	20
	106
	Downlink
	Low
	768
	153600
	758.46
	151692
	0
	15
	1902
	152190
	22
	2
	1
	2

	
	
	
	Mid
	780.5
	156100
	752.78
	150556
	101
	
	1931
	154570
	6
	0
	0
	101

	
	
	
	High
	793
	158600
	693.46
	138692
	500
	
	1966
	157250
	18
	4
	2
	504

	
	
	Uplink
	Low
	713
	142600
	703.46
	140692
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	725.5
	145100
	625.96
	125192
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	738
	147600
	728.28
	145656
	1
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-1 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.


Table 4.3.1.1.1.28-2: Test frequencies for NR operating band n28 and SCS 30 kHz
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	10
	24
	Downlink
	Low
	763
	152600
	758.68
	151736
	0
	15
	1909
	152690
	6
	8
	3
	16

	
	
	
	Mid
	780.5
	156100
	739.82
	147964
	101
	
	1949
	156010
	18
	5
	0
	212

	
	
	
	High
	798
	159600
	613.68
	122736
	500
	
	1995
	159630
	10
	7
	2
	1014

	
	
	Uplink
	Low
	708
	141600
	703.68
	140736
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	725.5
	145100
	541.18
	108236
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	743
	148600
	738.32
	147664
	1
	
	-
	-
	-
	-
	-
	-

	15
	38
	Downlink
	Low
	765.5
	153100
	758.66
	151732
	0
	15
	1907
	152650
	18
	7
	2
	14

	
	
	
	Mid
	780.5
	156100
	737.3
	147460
	101
	
	1943
	155530
	2
	6
	1
	214

	
	
	
	High
	795.5
	159100
	608.66
	121732
	500
	
	1982
	158650
	18
	7
	2
	1014

	
	
	Uplink
	Low
	710.5
	142100
	703.66
	140732
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	725.5
	145100
	538.66
	107732
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	740.5
	148100
	733.3
	146660
	1
	
	-
	-
	-
	-
	-
	-

	20
	51
	Downlink
	Low
	768
	153600
	758.82
	151764
	0
	15
	1908
	152670
	14
	7
	2
	14

	
	
	
	Mid
	780.5
	156100
	734.96
	146992
	101
	
	1937
	155050
	22
	5
	0
	212

	
	
	
	High
	793
	158600
	603.82
	120764
	500
	
	1969
	157490
	2
	5
	0
	1010

	
	
	Uplink
	Low
	713
	142600
	703.82
	140764
	0
	-
	-
	-
	-
	-
	-
	-

	
	
	
	Mid
	725.5
	145100
	536.32
	107264
	500
	
	-
	-
	-
	-
	-
	-

	
	
	
	High
	738
	147600
	728.46
	145692
	1
	
	-
	-
	-
	-
	-
	-

	Note 1:
The CORESET#0 Index and the associated CORESET#0 Offset refers to Table 13-2 in TS 38.213 [22]. The value of CORESET#0 Index is signalled in the four most significant bits of the IE pdcch-ConfigSIB1 in the MIB. The offsetToPointA IE is expressed in units of resource blocks assuming 15 kHz subcarrier spacing for FR1 and 60 kHz subcarrier spacing for FR2.
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