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6.1.9
E-UTRAN FD-FDD Intra-frequency RRC Re-establishment for UE in CEModeA
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Minimum conformance requirement applicable for all CE UEs is pending discussion in RAN4.
6.1.9.1
Test purpose

To verify that the UE is able to send a RRC Connection Re-establishment Request message to the System Simulator within the specified re-establishment delay limits from the moment it detects a loss in RRC connection.

6.1.9.2
Test applicability

This test applies to all types of E-UTRA FD-FDD CE UE of category M1 and higher.

6.1.9.3
Minimum conformance requirements

In RRC connected mode the UE shall be capable of sending RRCConnectionReestablishmentRequest message within Tre-establish_delay seconds from the moment it detects a loss in RRC connection. The total RRC connection delay (Tre-establish_delay) shall be less than:
Tre-establish_delay = TUL_grant + TUE_re-establish_delay

TUL_grant: It is the time required to acquire and process uplink grant from the target cell. The uplink grant is required to transmit RRCConnectionReestablishmentRequest message.

The UE re-establishment delay (TUE_re-establish_delay) is the time between the moments when any of the conditions requiring RRC re-establishment as defined in clause 5.3.7 in TS 36.331 [5] is detected by the UE to the moment the UE has transmitted all repetitions of the PRACH preamble to the target cell. The UE re-establishment delay (TUE_re-establish_delay) requirement for a UE configured with CEModeA shall be less than:TUE-re-establish_delay = 50 ms + Nfreq*Tsearch + TSI-EUTRA-M1-CEModeA + TPRACH
-
Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. If the target cell is unknown and signal quality is sufficient for successful cell detection on the first attempt, then Tsearch = 80 ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be based on non-DRX target cell search times. Otherwise, Tsearch is the time duration required for the cell identification is specified in relevant intra-frequency cell identification requirements as described in Clause 8.13.2.1 for a UE configured with CEModeA.

In the above requirement, a cell is known if it has been meeting the relevant cell identification requirement for a time duration equal to or longer than the time duration required for the cell identification. Otherwise, it is unknown.

-
TSI: It is the time required for receiving all the relevant system information according to the reception procedure and the RRC procedure delay of system information blocks defined in TS 36.331 [5] for the target cell for a UE configured with CEModeA. TSI-EUTRA-M1-CEModeA includes the time to acquire the MIB and all the relevant SIBs of the target cell.

-
TPRACH is the interruption uncertainty in acquiring the first available PRACH occasion in the target cell. The actual value of TPRACH shall depend upon the PRACH configuration used in the target cell and the PRACH coverage enhancement level used by the UE for sending the random access to the target cell.

-
Nfreq: It is the total number of frequencies to be monitored for RRC re-establishment; Nfreq = 1 if the target cell is known.

There is no requirement if the target cell does not contain the UE context.

The normative reference for this requirement is TS 36.133 [4] clause 6.7.2.1 and A.6.1.9.
6.1.9.4
Test description

6.1.9.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.40 (using only main UE Tx/Rx antenna and without fading).

2.
The parameter settings for the cells are set up according to Table 6.1.9.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 6.1.9.4.3.

5.
There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

Table 6.1.9.4.1-1: General test parameters for E-UTRAN FD-FDD intra-frequency RRC Re-establishment for UE in CEModeA test case

	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1
	Only one FDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	PRACH Configuration
	
	PRACH_2CE
	As specified in A.9

	N310
	-
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	3000
	RRC re-establishment timer

	DRX
	
	OFF
	

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH configuration index
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	Time offset between cells
	ms
	3 
	Asynchronous cells

	T1
	s
	5
	

	T2
	ms
	200
	

	T3
	s
	3
	


6.1.9.4.2
Test procedure

The test consists of 3 successive time periods, with time duration of T1, T2 and T3 respectively. At the start of time period T2, cell 1, which is the active cell, is deactivated. The time period T3 starts after the occurrence of the radio link failure.

1.
Ensure the UE is in State 3A-RF-CE according to TS 36.508 [7] clause 7.2A.3AA. Cell 1 is the active cell.

2.
Set the parameters according to T1 in Table 6.1.9.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 6.1.9.5-1. T2 starts

6.
When T2 expires, the SS shall switch the power setting from T2 to T3 as specified in Table 6.1.9.5-1. T3 starts

7.
If the UE starts to send PRACH preambles to cell 2 for sending the RRCConnectionReestablishmentRequest message to cell 2 within 1.5 s from the beginning of time period T3, then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
8.
After T3 expires, cause UE handover back to Cell 1 (if the handover fails, switch off the UE) or switch off the UE. Then ensure the UE is in State 3A-RF-CE according to TS 36.508 [7] clause 7.2A.3AA. Cell 1 is the active cell.

9.
Repeat step 2-8 until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved.
6.1.9.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the condition CEModeA with the following exceptions:

Table 6.1.9.4.3-1: Common Exception messages for E-UTRAN FD-FDD Intra-frequency RRC Re-establishment for UE in CEModeA
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.5-1

Table H.2.8-1

	Default RRC messages and information elements contents exceptions
	Table H.3.2-1

Table H.7.1-1


Table 6.1.9.4.3-2: MeasConfig-DEFAULT: Additional E-UTRAN intra frequency FD-FDD RRC Re-establishment requirement

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	     }
	
	
	

	    }
	
	
	

	  quantityConfig
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


6.1.9.5
Test requirement

Table 6.1.9.5-1 defines the primary level settings including test tolerances for E-UTRAN FDD Intra-frequency RRC Re-establishment test case.

Table 6.1.9.5-1: Cell specific test parameters for E-UTRAN FD-FDD intra-frequency RRC Re-establishment for UE in CEModeA test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	PDSCH parameters
	
	DL Reference Measurement Channel R.21 FDD
	As specified in clause A.8.1

	MPDCCH parameters
	
	DL Reference Measurement Channel R.17 FDD
	As specified in clause A.7.1

	OCNG Patterns defined in D.1.21 (OP.21 FDD) and in D.1.6 (OP.6  FDD)
	
	OP.21 FDD
	OP.21 FDD
	OP.6 FDD
	OP.6 FDD
	OP.6 FDD
	OP.21 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	MPDCCH_RA
	dB
	
	

	MPDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	1.54
	-Infinity
	-Infinity
	-3.79
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	dBm/15 KHz
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	dB
	7
	-Infinity
	-Infinity
	4
	4
	4

	RSRP Note 3
	dBm/15 KHz
	-91
	-Infinity
	-Infinity
	-94
	-94
	-94

	Propagation Condition 
	
	AWGN

	Antenna Configuration
	
	2x1
	2x1

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image4.wmf]oc
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCConnectionReestablishmentRequest message to cell 2.

The RRC re-establishment delay to a known E-UTRA FDD intra frequency cell shall be less than 1.5 s.

The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.

NOTE:
The RRC re-establishment delay in the test is derived from the following expression:

Tre-establish_delay= TUL_grant + TUE_re-establish_delay.

Where:

TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.

TUE_re-establish_delay = 50 ms + Nfreq* Tsearch + TSI-EUTRA-M1-CEModeA + TPRACH
Nfreq = 1

Tsearch = 0 ms

TSI-EUTRA-M1-CEModeA = 1280 ms; it is the time required for receiving all the relevant system information as defined in TS 36.331 [5] for the target E-UTRAN FDD cell.
TPRACH = 15 ms; it is the additional delay caused by the random access procedure.

This gives a total of 1345 ms, within the allowance of 1.5 s in the test case.

6.1.10
E-UTRAN HD-FDD Intra-frequency RRC Re-establishment for UE in CEModeA

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Minimum conformance requirement applicable for all CE UEs is pending discussion in RAN4.

6.1.10.1
Test purpose

To verify that the UE is able to send a RRC Connection Re-establishment Request message to the System Simulator within the specified re-establishment delay limits from the moment it detects a loss in RRC connection.

6.1.10.2
Test applicability

This test applies to all types of E-UTRA HD-FDD CE UE of category M1 and higher.

6.1.10.3
Minimum conformance requirements












Same minimum conformance requirements as in clause 6.1.9.3.

The normative reference for this requirement is TS 36.133 [4] clause 6.7.2.1 and A.6.1.10.
6.1.10.4
Test description

6.1.10.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.40 (using only main UE Tx/Rx antenna and without fading).

2.
The parameter settings for the cells are set up according to Table 6.1.10.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 6.1.10.4.3.

5.
There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

Table 6.1.10.4.1-1: General test parameters for E-UTRAN HD-FDD intra-frequency RRC Re-establishment for UE in CEModeA test case

	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1
	Only one FDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	PRACH Configuration
	
	PRACH_2CE
	As specified in A.9

	N310
	-
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	3000
	RRC re-establishment timer

	DRX
	
	OFF
	

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH configuration index
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	Time offset between cells
	ms
	3 
	Asynchronous cells

	T1
	s
	5
	

	T2
	ms
	200
	

	T3
	s
	3
	


6.1.10.4.2
Test procedure

Same test procedure as in clause 6.1.9.4.2 with the following exceptions:

-
Instead of Table 6.1.9.5-1 ( use Table 6.1.10.5-1.










6.1.10.4.3
Message contents

Message contents are same as in Clause 6.1.9.4.3.

6.1.10.5
Test requirement

Table 6.1.10.5-1 defines the primary level settings including test tolerances for E-UTRAN HD-FDD Intra-frequency RRC Re-establishment test case.

Table 6.1.10.5-1: Cell specific test parameters for E-UTRAN HD-FDD intra-frequency RRC Re-establishment for UE in CEModeA test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	PDSCH parameters
	
	DL Reference Measurement Channel R.11 HD-FDD
	As specified in clause A.8.2

	MPDCCH parameters
	
	DL Reference Measurement Channel R.7 HD-FDD
	As specified in clause A.7.2

	OCNG Patterns defined in D.1.21 (OP.21 FDD) and in D.1.6 (OP.6  FDD)
	
	OP.21 FDD
	OP.21 FDD
	OP.6 FDD
	OP.6 FDD
	OP.6 FDD
	OP.21 FDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	MPDCCH_RA
	dB
	
	

	MPDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	1.54
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 Note 2
	dBm/15 KHz
	-98
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	dB
	7
	-Infinity
	-Infinity
	4
	4
	4

	RSRP Note 3
	dBm/15 KHz
	-91
	-Infinity
	-Infinity
	-94
	-94
	-94

	Propagation Condition 
	
	AWGN

	Antenna Configuration
	
	2x1
	2x1

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCConnectionReestablishmentRequest message to cell 2.

The RRC re-establishment delay to a known E-UTRA FDD intra frequency cell shall be less than 1.5 s.

The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.

NOTE:
The RRC re-establishment delay in the test is derived from the following expression:

Tre-establish_delay= TUL_grant + TUE_re-establish_delay.

Where:


TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.


TUE_re-establish_delay = 50 ms + Nfreq* Tsearch + TSI-EUTRA-M1-CEModeA + TPRACH

Nfreq = 1


Tsearch = 0 ms


TSI-EUTRA-M1-CEModeA = 1280 ms; it is the time required for receiving all the relevant system information as defined in TS 36.331 [5] for the target E-UTRAN FDD cell.

TPRACH = 15 ms; it is the additional delay caused by the random access procedure.

This gives a total of 1345 ms, within the allowance of 1.5 s in the test case.

6.1.11
E-UTRAN TDD Intra-frequency RRC Re-establishment for UE in CEModeA

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Minimum conformance requirement applicable for all CE UEs is pending discussion in RAN4.

6.1.11.1
Test purpose
To verify that the UE is able to send a RRC Connection Re-establishment Request message to the System Simulator within the specified re-establishment delay limits from the moment it detects a loss in RRC connection.
6.1.11.2
Test applicability
This test applies to all type of E-UTRA TDD CE of category M1 and higher.

6.1.11.3
Minimum conformance requirements










Same minimum conformance requirements as in clause 6.1.9.3.

The normative reference for this requirement is TS 36.133 [4] clause 6.7.2.1 and A.6.1.11.

6.1.11.4
Test description
6.1.11.4.1
Initial conditions
Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E Table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.20 (using only main UE Tx/Rx antenna).

2.
The parameter settings for the cells are set up according to Table 6.1.11.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 6.1.11.4.3.

5.
There is one E-UTRA TDD carrier and two cells specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

Table 6.1.11.4.1-1: General test parameters for E-UTRAN TDD intra-frequency RRC Re-establishment for UE in CEModeA test case
	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1
	Only one TDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	PRACH Configuration
	
	PRACH_2CE
	As specified in A.9

	N310
	-
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms 
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	3000
	RRC re-establishment timer

	DRX
	
	OFF
	

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211

	PRACH configuration index
	
	53
	As specified in table 5.7.1-3 in TS 36.211

	Time offset between cells
	(s
	3
	Synchronous cells

	T1
	s
	5
	

	T2
	ms
	200
	

	T3
	s
	3
	


6.1.11.4.2
Test procedure
Same test procedure as in clause 6.1.9.4.2 with the following exceptions:

-
Instead of Table 6.1.9.5-1 ( use Table 6.1.11.5-1.










6.1.11.4.3
Message contents
Message contents are same as in Clause 6.1.9.4.3.

6.1.11.5
Test requirement
Table 6.1.11.5-1 and Table 6.1.11.4.1-1 defines the primary level settings including test tolerances for E-UTRAN TDD Intra-frequency RRC Re-establishment test case.

Table 6.1.11.5-1: Cell specific test parameters for E-UTRAN TDD intra-frequency RRC Re-establishment for UE in CEModeA test case
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	PDSCH parameters
	
	DL Reference Measurement Channel R.17 TDD
	As specified in clause A.8.3

	MPDCCH parameters
	
	DL Reference Measurement Channel R.15 TDD
	As specified in clause A.7.3

	OCNG Patterns defined in D.2.11 (OP.11 TDD) and in D.2.2 (OP.2 TDD)
	
	OP.11 TDD
	OP.11 TDD
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD
	OP.11 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	MPDCCH_RA
	dB
	
	

	MPDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	1.54
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 Note 2
	dBm/15 KHz
	-98
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	dB
	7
	-Infinity
	-Infinity
	4
	4
	4

	RSRP Note 3
	dBm/15 KHz
	-91
	-Infinity
	-Infinity
	-94
	-94
	-94

	Propagation Condition 
	
	AWGN

	Antenna Configuration
	
	2x1
	2x1

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCConnectionReestablishmentRequest message to cell 2.

The RRC re-establishment delay to a known E-UTRA TDD intra frequency cell shall be less than 1.5 s.

The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.

NOTE:
The RRC re-establishment delay in the test is derived from the following expression:

Tre-establish_delay= TUL_grant + TUE_re-establish_delay.

Where:

TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.

TUE_re-establish_delay = 50 ms + Nfreq* Tsearch + TSI-EUTRA-M1-CEModeA + TPRACH
Nfreq = 1

Tsearch = 0 ms

TSI-EUTRA-M1-CEModeA = 1280 ms; it is the time required for receiving all the relevant system information as defined in TS 36.331 for the target E-UTRAN TDD cell.
TPRACH = 15 ms; it is the additional delay caused by the random access procedure.

This gives a total of 1345 ms, allow 1.5 s in the test case.

6.1.12
E-UTRAN FD-FDD Intra-frequency RRC Re-establishment for UE in CEModeB

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· 
· Minimum conformance requirement applicable for all CE UEs is pending discussion in RAN4.

6.1.12.1
Test purpose

To verify that the UE is able to send a RRC Connection Re-establishment Request message to the System Simulator within the specified re-establishment delay limits from the moment it detects a loss in RRC connection.

6.1.12.2
Test applicability

This test applies to all types of E-UTRA FD-FDD CE UE of category M1 and higher. Applicability requires support CEModeB.
6.1.12.3
Minimum conformance requirements

In RRC connected mode the UE shall be capable of sending RRCConnectionReestablishmentRequest message within Tre-establish_delay seconds from the moment it detects a loss in RRC connection. The total RRC connection delay (Tre-establish_delay) shall be less than:
Tre-establish_delay = TUL_grant + TUE_re-establish_delay

TUL_grant: It is the time required to acquire and process uplink grant from the target cell. The uplink grant is required to transmit RRCConnectionReestablishmentRequest message.

The UE re-establishment delay (TUE_re-establish_delay) is the time between the moments when any of the conditions requiring RRC re-establishment as defined in section 5.3.7 in TS 36.331 [5] is detected by the UE to the time when the UE sends PRACH to the target cell. The UE re-establishment delay (TUE_re-establish_delay) requirement shall be less than:

TUE-re-establish_delay = 50 ms + Nfreq*Tsearch + TSI-EUTRA-M1-CEModeB + TPRACH

Tsearch is the time required to search the target cell when the target cell is not already known when the handover command is received by the UE. If the target cell is known, then Tsearch = 0 ms. If the target cell is unknown and signal quality is sufficient for successful cell detection on the first attempt, then Tsearch = 80 ms. Regardless of whether DRX is in use by the UE, Tsearch shall still be based on non-DRX target cell search times. Otherwise, Tsearch is the time duration required for the cell identification is specified in relevant intra-frequency cell identification requirements as described in Clause 8.13.2.1 in TS 36.331 [5] for a UE configured with CEModeA or as described in Clause 8.13.3.1 in TS 36.331 [5] for a UE configured with CEModeB. 


In the above requirement, a cell is known if it has been meeting the relevant cell identification requirement for a time duration equal to or longer than the time duration required for the cell identification. Otherwise, it is unknown.


TSI-EUTRA-M1-CEModeB: It is the time required for receiving all the relevant system information according to the reception procedure and the RRC procedure delay of system information blocks defined in TS 36.331 [5] for the target cell for a UE configured with CEModeA; TSI-EUTRA-M1-CEModeB includes the time to acquire the MIB and all the relevant SIBs of the target cell.

TPRACH is the interruption uncertainty in acquiring the first available PRACH occasion in the target cell. The actual value of TPRACH shall depend upon the PRACH configuration used in the target cell and the PRACH coverage enhancement level used by the UE for sending the random access to the target cell.


Nfreq: It is the total number of frequencies to be monitored for RRC re-establishment; Nfreq = 1 if the target cell is known.
There is no requirement if the target cell does not contain the UE context.

The normative reference for this requirement is TS 36.133 [4] clause 6.7.2.1 and A.6.1.12.
6.1.12.4
Test description

6.1.12.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.40 (using only main UE Tx/Rx antenna and without fading).

2.
The parameter settings for the cells are set up according to Table 6.1.12.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 6.1.12.4.3.

5.
There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

Table 6.1.12.4.1-1: General test parameters for E-UTRAN FD-FDD intra-frequency RRC Re-establishment for UE in CEModeB test case

	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1
	Only one FDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	PRACH Configuration
	
	PRACH_3CE
	As specified in A.9

	N310
	-
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	3000
	RRC re-establishment timer

	DRX
	
	OFF
	

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH configuration index
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	Time offset between cells
	ms
	3 
	Asynchronous cells

	T1
	s
	5
	

	T2
	s
	5
	

	T3
	ms
	4000
	

	T4
	s
	9
	


6.1.12.4.2
Test procedure

The test consists of 4 successive time periods, with time duration of T1, T2, T3 and T4 respectively. At the start of time period T3, cell 1, which is the active cell, is deactivated. The time period T4 starts after the occurrence of the radio link failure.

1.
Ensure the UE is in State 3A-RF-CE with the condition CEModeB according to TS 36.508 [7] clause 7.2A.3AA. Cell 1 is the active cell.

2.
Set the parameters according to T1 in Table 6.1.12.5-1. Propagation conditions are set according to Annex B clause B.1.1. T1 starts.

3.
SS shall transmit an RRCConnectionReconfiguration message.

4.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5.
When T1 expires, the SS shall switch the power setting from T1 to T2 as specified in Table 6.1.12.5-1. T2 starts

6.
When T2 expires, the SS shall switch the power setting from T2 to T3 as specified in Table 6.1.12.5-1. T3 starts

7.
If the UE starts to send PRACH preambles to cell 2 for sending the RRCConnectionReestablishmentRequest message to cell 2 within 7 s from the beginning of time period T4, then the number of successful tests is increased by one. Otherwise, the number of failure tests is increased by one.
8.
After T4 expires, cause UE handover back to Cell 1 (if the handover fails, switch off the UE) or switch off the UE. Then ensure the UE is in State 3A-RF-CE with the condition CEModeB according to TS 36.508 [7] clause 7.2A.3AA. Cell 1 is the active cell.

9.
Repeat step 2-8 until the confidence level according to Table G.2.3-1 in Annex G clause G.2 is achieved.
6.1.12.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the condition CEModeB with the following exceptions:

Table 6.1.12.4.3-1: Common Exception messages for E-UTRAN FD-FDD Intra-frequency RRC Re-establishment for UE in CEModeB
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.5-1

Table H.2.8-1

	Default RRC messages and information elements contents exceptions
	Table H.3.2-1

Table H.7.1-1


Table 6.1.12.4.3-2: MeasConfig-DEFAULT: Additional E-UTRAN intra frequency FD-FDD RRC Re-establishment requirement

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-1 MeasConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToAddModList SEQUENCE (SIZE (1..maxObjectId)) OF SEQUENCE {
	
	
	

	      measObjectId
	IdMeasObject-f1
	
	

	      measObject  CHOICE {
	
	
	

	         MeasObjectEUTRA 
	MeasObjectEUTRA-GENERIC(f1)
	
	

	     }
	
	
	

	    }
	
	
	

	  quantityConfig
	Not present
	
	

	  hrpd-PreRegistrationInfo
	Not present
	
	

	  speedDependentParameters
	Not present
	
	

	}
	
	
	


6.1.12.5
Test requirement

Table 6.1.12.5-1 defines the primary level settings including test tolerances for E-UTRAN FDD Intra-frequency RRC Re-establishment test case.

Table 6.1.12.5-1: Cell specific test parameters for E-UTRAN FD-FDD intra-frequency RRC Re-establishment for UE in CEModeB test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T4
	T1
	T2
	T3
	T4

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	PDSCH parameters
	
	DL Reference Measurement Channel R.23 FDD

	MPDCCH parameters
	
	DL Reference Measurement Channel R.19 FDD

	OCNG Patterns defined in D.1.21 (OP.21 FDD) and in D.1.6 (OP.6 FDD)
	
	OP.21 FDD
	OP.21 FDD
	OP.21 FDD
	OP.6 FDD
	OP.6 FDD
	OP.6 FDD
	OP.6 FDD
	OP.21 FDD

	PBCH_RA
	dB
	-3
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	MPDCCH_RA
	dB
	
	

	MPDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	1.54
	-12.14
	-Infinity
	-Infinity
	-3.79
	-12.14
	-12
	-12
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 Note 2
	dBm/15 KHz
	-98
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	dB
	7
	-14.4
	-Infinity
	-Infinity
	4
	-12
	-12
	-12

	RSRP Note 3
	dBm/15 KHz
	-91
	-112.4
	-Infinity
	-Infinity
	-94
	-110
	-110
	-110

	Propagation Condition 
	
	AWGN

	Antenna Configuration
	
	2x1
	2x1

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


The RRC re-establishment delay is defined as the time from the start of time period T4, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCConnectionReestablishmentRequest message to cell 2.

The RRC re-establishment delay to a known E-UTRA FDD intra frequency cell shall be less than 7 s.

The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.

NOTE:
The RRC re-establishment delay in the test is derived from the following expression:

Tre-establish_delay= TUL_grant + TUE_re-establish_delay.

Where:

TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.

TUE_re-establish_delay = 50 ms + Nfreq* Tsearch + TSI-EUTRA-M1-CEModeB + TPRACH
Nfreq = 1

Tsearch = 0 ms

TSI-EUTRA-M1-CEModeB = 6400 ms; it is the time required for receiving all the relevant system information as defined in TS 36.331 [5] for the target E-UTRAN FDD cell.
TPRACH = 15 ms; it is the additional delay caused by the random access procedure.

This gives a total of 6485 ms, within the allowance of 7 s in the test case.

6.1.13
E-UTRAN HD-FDD Intra-frequency RRC Re-establishment for UE in CEModeB

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:


· Minimum conformance requirement applicable for all CE UEs is pending discussion in RAN4.

6.1.13.1
Test purpose

To verify that the UE is able to send a RRC Connection Re-establishment Request message to the System Simulator within the specified re-establishment delay limits from the moment it detects a loss in RRC connection.

6.1.13.2
Test applicability

This test applies to all types of E-UTRA HD-FDD CE of category M1 and higher. Applicability requires support CEModeB.
6.1.13.3
Minimum conformance requirements












Same minimum conformance requirements as in clause 6.1.12.3.

The normative reference for this requirement is TS 36.133 [4] clause 6.7.2 and A.6.1.13.
6.1.13.4
Test description

6.1.13.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.40 (using only main UE Tx/Rx antenna and without fading).

2.
The parameter settings for the cells are set up according to Table 6.1.13.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 6.1.13.4.3.

5.
There is one E-UTRA FDD carrier and two cells specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

Table 6.1.13.4.1-1: General test parameters for E-UTRAN HD-FDD intra-frequency RRC Re-establishment for UE in CEModeB test case

	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1
	Only one FDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	PRACH Configuration
	
	PRACH_3CE
	As specified in A.9

	N310
	-
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	3000
	RRC re-establishment timer

	DRX
	
	OFF
	

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	PRACH configuration index
	
	4
	As specified in table 5.7.1-2 in TS 36.211

	Time offset between cells
	ms
	3
	Asynchronous cells

	T1
	s
	5
	

	T2
	s
	5
	

	T3
	ms
	4000
	

	T4
	s
	9
	


6.1.13.4.2
Test procedure

Same test procedure as in clause 6.1.12.4.2 with the following exceptions:

-
Instead of Table 6.1.12.5-1 ( use Table 6.1.13.5-1.










6.1.13.4.3
Message contents

Message contents are same as in Clause 6.1.12.4.3.

6.1.13.5
Test requirement

Table 6.1.13.5-1 defines the primary level settings including test tolerances for E-UTRAN FDD Intra-frequency RRC Re-establishment test case.

Table 6.1.13.5-1: Cell specific test parameters for E-UTRAN HD-FDD intra-frequency RRC Re-establishment for UE in CEModeB test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T4
	T1
	T2
	T3
	T4

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	PDSCH parameters
	
	DL Reference Measurement Channel R.13 FDD

	MPDCCH parameters
	
	DL Reference Measurement Channel R. 9 FDD

	OCNG Patterns defined in D1.21 (OP.21 FDD) and in D.1.6 (OP.6 FDD)
	
	OP.21 FDD
	OP.21 FDD
	OP.21 FDD
	OP.6 FDD
	OP.6 FDD
	OP.6 FDD
	OP.6 FDD
	OP.21 FDD

	PBCH_RA
	dB
	-3
	-3

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	MPDCCH_RA
	dB
	
	

	MPDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	1.54
	-15.27
	-Infinity
	-Infinity
	-3.79
	-12.14
	-12
	-12
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 Note 2
	dBm/15 KHz
	-98
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	dB
	7
	-14.4
	-Infinity
	-Infinity
	4
	-12
	-12
	-12

	RSRP Note 3
	dBm/15 KHz
	-91
	-113
	-Infinity
	-Infinity
	-94
	-110
	-110
	-110

	Propagation Condition 
	
	AWGN

	Antenna Configuration
	
	2x1
	2x1

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCConnectionReestablishmentRequest message to cell 2.

The RRC re-establishment delay to a known E-UTRA FDD intra frequency cell shall be less than 7 s.

The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.

NOTE:
The RRC re-establishment delay in the test is derived from the following expression:

Tre-establish_delay= TUL_grant + TUE_re-establish_delay.

Where:

TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.

TUE_re-establish_delay = 50 ms + Nfreq* Tsearch + TSI-EUTRA-M1-CEModeB + TPRACH
Nfreq = 1

Tsearch = 0 ms

TSI-EUTRA-M1-CEModeB = 6400 ms; it is the time required for receiving all the relevant system information as defined in TS 36.331 [5] for the target E-UTRAN FDD cell.
TPRACH = 15 ms; it is the additional delay caused by the random access procedure.

This gives a total of 6485 ms, within the allowance of 7 s in the test case.

6.1.14
E-UTRAN TDD Intra-frequency RRC Re-establishment for UE in CEModeB

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:


· Minimum conformance requirement applicable for all CE UEs is pending discussion in RAN4.

6.1.14.1
Test purpose

To verify that the UE is able to send a RRC Connection Re-establishment Request message to the System Simulator within the specified re-establishment delay limits from the moment it detects a loss in RRC connection.

6.1.14.2
Test applicability

This test applies to all types of E-UTRA TDD CE of category M1 and higher. Applicability requires support CEModeB.
6.1.14.3
Minimum conformance requirements












Same minimum conformance requirements as in clause 6.1.12.3.

The normative reference for this requirement is TS 36.133 [4] clause 6.7.2 and A.6.1.14.
6.1.14.4
Test description

6.1.14.4.1
Initial conditions

Test Environment: Normal, as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS and AWGN noise source to the UE antenna connectors as shown in TS 36.508 [7] Annex A Figure A.40 (using only main UE Tx/Rx antenna and without fading).

2.
The parameter settings for the cells are set up according to Table 6.1.14.4.1-1.

3.
Propagation conditions are set according to Annex B clause B.0.

4.
Message contents are as defined in clause 6.1.14.4.3.

5.
There is one E-UTRA TDD carrier and two cells specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

Table 6.1.14.4.1-1: General test parameters for E-UTRAN TDD intra-frequency RRC Re-establishment for UE in CEModeB test case

	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	E-UTRA RF Channel Number
	
	1
	Only one TDD carrier frequency is used.

	Channel Bandwidth (BWchannel)
	MHz
	10
	

	PRACH Configuration
	
	PRACH_3CE
	As specified in A.9

	N310
	-
	1
	Maximum consecutive out-of-sync indications from lower layers

	N311
	-
	1
	Minimum consecutive in-sync indications from lower layers

	T310
	ms
	0
	Radio link failure timer; T310 is disabled

	T311
	ms
	3000
	RRC re-establishment timer

	DRX
	
	OFF
	

	CP length
	
	Normal
	

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Special subframe configuration
	
	6
	As specified in table 4.2-1 in TS 36.211

	Uplink-downlink configuration
	
	1
	As specified in table 4.2-2 in TS 36.211

	PRACH configuration index
	
	53
	As specified in table 5.7.1-3 in TS 36.211

	Time offset between cells
	(s
	3 
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	5
	

	T2
	ms
	4000
	

	T3
	s
	9
	


6.1.14.4.2
Test procedure

Same test procedure as in clause 6.1.12.4.2 with the following exceptions:

-
Instead of Table 6.1.12.5-1 ( use Table 6.1.14.5-1.










6.1.14.4.3
Message contents

Message contents are same as in Clause 6.1.12.4.3.

6.1.14.5
Test requirement

Table 6.1.14.5-1 defines the primary level settings including test tolerances for E-UTRAN TDD Intra-frequency RRC Re-establishment test case.

Table 6.1.14.5-1: Cell specific test parameters for E-UTRAN TDD intra-frequency RRC Re-establishment for UE in CEModeB test case

	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T4
	T1
	T2
	T3
	T4

	E-UTRA RF Channel Number
	
	1
	1

	BWchannel
	MHz
	10
	10

	PDSCH parameters
	
	DL Reference Measurement Channel R.19 TDD

	MPDCCH parameters
	
	DL Reference Measurement Channel R.17 TDD

	OCNG Patterns defined in D.2.11 (OP.11 TDD) and in D.2.2 (OP.2 TDD)
	
	OP.11 TDD
	OP.11 TDD
	OP.11 TDD
	OP.2 TDD
	OP.2 TDD
	OP.2 TDD
	OP.2TDD
	OP.11 TDD

	PBCH_RA
	dB
	0
	0

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	MPDCCH_RA
	dB
	
	

	MPDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RANote 1
	dB
	
	

	OCNG_RBNote 1 
	dB
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	dB
	1.54
	-15.27
	-Infinity
	-Infinity
	-3.79
	-12.14
	-12
	-12
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 Note 2
	dBm/15 KHz
	-98
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	dB
	7
	-14.4
	-Infinity
	-Infinity
	4
	-12
	-12
	-12

	RSRP Note 3
	dBm/15 KHz
	-91
	-113
	-Infinity
	-Infinity
	-94
	-110
	-110
	-110

	Propagation Condition
	
	AWGN

	Antenna Configuration
	
	2x1
	2x1

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

Note 3:
RSRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves.


The RRC re-establishment delay is defined as the time from the start of time period T3, to the moment when the UE starts to send PRACH preambles to cell 2 for sending the RRCConnectionReestablishmentRequest message to cell 2.

The RRC re-establishment delay to a known E-UTRA TDD intra frequency cell shall be less than 7 s.

The rate of correct RRC re-establishments observed during repeated tests shall be at least 90%.

NOTE:
The RRC re-establishment delay in the test is derived from the following expression:

Tre-establish_delay= TUL_grant + TUE_re-establish_delay.

Where:

TUL_grant = It is the time required to acquire and process uplink grant from the target cell. The PRACH reception at the system simulator is used as a trigger for the completion of the test; hence TUL_grant is not used.

TUE_re-establish_delay = 50 ms + Nfreq* Tsearch + TSI-EUTRA-M1-CEModeB + TPRACH
Nfreq = 1

Tsearch = 0 ms

TSI I-EUTRA-M1-CEModeB = 6400 ms; it is the time required for receiving all the relevant system information as defined in TS 36.331 [5] for the target E-UTRAN TDD cell.
TPRACH = 15 ms; it is the additional delay caused by the random access procedure.

This gives a total of 6485 ms, within the allowance of 7 s in the test case.

<Unchanged Sections Skipped>
6.2.10
E-UTRAN FDD - Contention based random access test for UEs in normal coverage

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Minimum conformance requirement applicable for all CE UEs is pending discussion in RAN4.

6.2.10.1
Test purpose
The purpose of this test is to verify whether the behaviour of the random access procedure of a UE in Normal Coverage is according to the E-UTRAN FDD contention based random access requirements specified in TS 36.133 [4] Clause 6.2.2, Clause 6.2.3 and Clause 7.24.2 in an AWGN channel model, whether the PRACH power settings and timing are within the specified limits and that the UE determines properly the enhanced coverage level based on the RSRP measurement and the configured criterion in RSRP-ThresholdsPrach as defined in TS 36.331 [5].
6.2.10.2
Test applicability
This test applies to all types of E-UTRA FDD CE UE of category M1 and higher.

6.2.10.3
Minimum conformance requirements

The random access procedure is used when establishing the layer 1 communication between the UE and E-UTRAN. The random access is specified in clause 6 of TS 36.213[8] and the control of the RACH transmission is specified in clause 5.1 of TS 36.321[11]. Contention based random access procedures can only be carried out on PCell and PSCell.
The CAT-M1 UE shall have capability to calculate PRACH transmission power according to the PRACH power formula as defined in TS 36.213 [8] clause 6.1 and apply this power level at the first preamble or additional preambles. The absolute power applied to the first preamble shall have the accuracy as defined in Table 6.3.5.1.1-1 of TS 36.101 [2]. The relative power applied to additional preambles shall have the accuracy as specified in Table 6.3.5.2.1-1 of TS 36.101 [2].

The CAT-M1 UE shall indicate a Random Access problem to upper layers if the maximum number of preambles transmission counter has been reached for the random access procedure on PCell or PSCell as specified in clause 5.1.4 in TS 36.321 [11].

The CAT-M1 UE shall stop preamble transmission if maximum number of preamble transmission counter has been reached for the random access procedure on an activated Scell as specified in clause 5.1.4 in TS 36.321 [11].

The CAT-M1 UE may stop monitoring for Random Access Response(s) and shall transmit the msg3 if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.

The Cat-M1 UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the back off time expires if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.

The Cat-M1 UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the back off time expires if no Random Access Response is received within the RA Response window defined in clause 5.1.4 TS 36.321 [11].

The Cat-M1 UE shall re-transmit the msg3 upon the reception of a NACK on msg3.

The Cat-M1 UE shall send ACK if the Contention Resolution is successful.

The Cat-M1 UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the back off time expires unless the received message includes a UE Contention Resolution Identity MAC control element and the Cat-M1 UE Contention Resolution Identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.

The Cat-M1 UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the back off time expires if the Contention Resolution Timer expires. 

In addition to the requirements defined in TS 36.133 [4] clause 6.2.1 and 6.2.2, the Cat-M1 UE shall also execute the random access procedure defined in clause 5.1 in TS 36.321 [11] using the PRACH configuration contained in PRACH-ConfigSIB in TS 36.331 [5]:

- 
Determine the enhanced coverage level based on the RSRP measurement and the configured criterion (RSRP-ThresholdsPrach in TS 36.331 [5]) as defined in section 5.1.1, TS 36.321 [11];

-
Select PRACH resources [5] configured for the corresponding enhanced coverage level as determined in the previous step;

- 
Transmits or re- transmits PRACH preamble using the selected PRACH resources and PRACH configuration.

The normative reference for this requirement is TS 36.133 [4] clause 6.2.2.1, 6.2.3, 7.1.2 and A.6.2.10.

The test parameters are given in Tables 6.2.10.5-1, 6.2.10.5-2 and 6.2.10.5-3.
6.2.10.4
Test description
6.2.10.4.1
Initial conditions
Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E Table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.18 using only main UE Tx/Rx antenna.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
There is one E-UTRA FDD carrier and one cell specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

6.2.10.4.2
Test procedures

The test consists of a single cell. The UE has a downlink PDSCH allocated centred on the centre sub-carrier. The EUTRAN shall not explicitly signal a Random Access Preamble via dedicated signalling in the downlink to the UE.

1.
Ensure the UE is in State 2A-RF-CE according to TS 36.508 [7] clause 7.2A.2.
2.
Set the parameters according to Tables 6.2.10.5-1, 6.2.10.5-2 and 6.2.10.5-3 as appropriate where CE level 0 shall be used. Propagation conditions are set according to Annex B clause B.1.1.

3.
The UE shall establish a connection setup with SS, the random access procedure within the connection setup is used in the test.

4.
Test 1: Correct behaviour when receiving random access response

4.1. In Test 1, the UE shall send the preamble to the SS. In response to the first 4 preambles, the SS shall transmit a random access response not corresponding to the transmitted random access preamble.

4.2. The UE shall consider the random access response reception not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires if all received random access response contain random access preamble identifiers that do not match the transmitted random access preamble.

4.3. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after 5 preambles have been received by the SS.

4.4. The UE shall consider this random access response reception successful and transmit the msg3.

4.5. Measure the power and timing of the first preamble and it shall not exceed the values specified in Tables 6.2.10.5-4 and 6.2.10.5-6. The power of the first preamble shall be -24.3dBm. Measure the relative power and timing applied to additional preambles and it shall not exceed the values specified in Table 6.2.10.5-5. The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.10.5-6.
5.
Test 2: Correct behaviour when not receiving random access response

5.1. Repeat step 1-3.

5.2. In Test 2, the UE shall send the preamble to the SS. The SS shall not respond to the first 4 preambles.

5.3. The UE shall consider the random access response reception not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires if no random access response is received within the RA Response window of 20 sub-frames. 

5.4. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after 5 preambles have been received by the SS.

5.5. The UE shall consider this random access response reception successful and transmit the msg3.

5.6. Measure the power and timing of the first preamble and it shall not exceed the values specified in Tables 6.2.10.5-4 and 6.2.10.5-6. The power of the first preamble shall be -24.3dBm. Measure the relative power and timing applied to additional preambles and it shall not exceed the values specified in Table 6.2.10.5-5. The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.10.5-6. 
6.
Test 3: Correct behaviour when receiving a NACK on msg3

6.1. Repeat step 1-3.

6.2. In Test 3, the UE shall send the preamble to the SS. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

6.3. The UE shall consider this random access response reception successful and transmit the msg3.

6.4. The SS shall send NACK to all UE msg3 following a successful random access response.

6.5. The UE shall consider this contention resolution not successful then re-transmit the msg3 upon the reception of a NACK on msg3 until the maximum number of HARQ retransmission is reached.

7.
Test 4: Correct behaviour when receiving an incorrect message over Temporary C-RNTI

7.1. Repeat step 1-3.

7.2. In Test 4, the UE shall send the preamble to the SS. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

7.3. The UE shall consider this random access response reception successful and transmit the msg3.

7.4. The SS shall send a message addressed to the Temporary C-RNTI with a UE contention resolution identity included in the MAC control element not matching the CCCH SDU transmitted in msg3 uplink message.

7.5. The UE shall consider the contention resolution not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires.

8.
Test 5: Correct behaviour when receiving a correct message over Temporary C-RNTI

8.1. In Test 5, the SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

8.2. The UE shall consider this random access response reception successful and transmit the msg3.

8.3. The SS shall send a message addressed to the Temporary C-RNTI with a UE contention resolution identity included in the MAC control element matching the CCCH SDU transmitted in the msg3 uplink message.

8.4. The UE shall send ACK and consider the contention resolution successful and the random access procedure successfully completed.

9.
Test 6: Correct behaviour when contention resolution timer expires

9.1. Repeat step 1-3.

9.2. In Test 6, the UE shall send the preamble to the SS. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

9.3. The UE shall consider this random access response reception successful and transmit the msg3.

9.4. The SS shall send an ACK for msg3 but not send msg4 allowing the contention resolution timer to expire.

9.5. The UE shall consider the contention resolution not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires.

9.6. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

 9.7. The UE shall consider this random access response reception successful and transmit the msg3.

10.
Test 7: PRACH Resource Selection
10.1. Repeat step 1-3.

10.2. In Test 7, the UE shall send the preamble to the SS.

10.3. The UE shall transmit or re- transmits PRACH preamble using the selected PRACH resources, PRACH configuration and calculated PRACH transmission power for the corresponding coverage level 0. The SS shall verify that the UE is transmitting at coverage level 0.

6.2.10.4.3
Message contents
Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 6.2.10.4.3-1: Common Exception messages for E-UTRAN FDD - Contention Based Random Access test requirement

	Default Message Contents

	Common contents of system information

blocks exceptions
	Table H.2.6-1a

Table H.2.6-2

Table H.2.6-3

Table H.2.8-1

	Default RRC messages and information elements contents exceptions
	Table H.7.1-1

Table H.7.1-2


Table 6.2.10.4.3-2: UplinkPowerControlCommon-DEFAULT: Additional E-UTRAN FDD – Contention Based Random Access test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-25 UplinkPowerControlCommon-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlCommon-DEFAULT ::=

SEQUENCE {
	
	
	

	p0-NominalPUSCH 
	-101 (-101 dBm)
	
	

	}
	
	
	


Table 6.2.10.4.3-3: RACH-ConfigCommon-DEFAULT: E-UTRAN FDD - Contention Based Random Access test requirement
	Derivation Path: 36.508 clause 4.6.3 Table 4.6.3-12

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  preambleInfo SEQUENCE {
	
	
	

	    preamblesGroupAConfig SEQUENCE {
	
	
	

	sizeOfRA-PreamblesGroupA
	n52
	No group B
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	

	RACH-CE-LevelInfoList-r13 ::= SEQUENCE (SIZE (1..maxCE-Level-r13)) OF SEQUENCE {
	
	
	

	preambleMappingInfo-r13[1] SEQUENCE {
	
	
	

	  firstPreamble-r13
	0
	
	

	lastPreamble-r13
	9
	
	

	  }
	
	
	

	preambleMappingInfo-r13[2] SEQUENCE {
	
	
	

	    firstPreamble-r13
	10
	
	

	lastPreamble-r13
	19
	
	

	  }
	
	
	

	}
	
	
	


Table 6.2.10.4.3-4: PRACH-Config-v1310-DEFAULT: E-UTRAN FDD - Contention Based Random Access test requirement
	Derivation Path: 36.508 clause 4.6.3 Table 4.6.3-7A

	Information Element
	Value/remark
	Comment
	Condition

	PRACH-Config-v1310-DEFAULT ::= SEQUENCE {
	
	
	

	  rsrp-ThresholdsPrachInfoList-r13 SEQUENCE (SIZE(1..3)) OF {
	3 entry
	
	NC

	    RSRP-Range[1]
	24
	-116 dBm
	

	    RSRP-Range[2]
	27
	-113 dBm
	

	    RSRP-Range[3]
	31
	-109 dBm
	

	  }
	
	
	

	  rsrp-ThresholdsPrachInfoList-r13 SEQUENCE (SIZE(1..3)) OF {
	3 entry
	
	EC

	    RSRP-Range[1]
	21
	-119 dBm
	

	    RSRP-Range[2]
	24
	-116 dBm
	

	    RSRP-Range[3]
	28
	-112 dBm
	

	  }
	
	
	

	  prach-ParametersListCE-r13 SEQUENCE (SIZE(1..maxCE-Level-r13)) OF SEQUENCE {
	4 entries
	1: CE level 0

2: CE level 1

3: CE level 2

4: CE level 3
	

	    PRACH-ParametersCE-r13[1] SEQUENCE {
	
	
	

	      prach-ConfigIndex-r13[1]
	4
	
	FDD

	
	53
	
	TDD

	      prach-FreqOffset-r13[1]
	Same as prach-FrequencyOffset
	
	

	      prach-StartingSubframe-r13[1]
	sf2
	
	

	      maxNumPreambleAttemptCE-r13[1]
	n3
	
	

	      numRepetitionPerPreambleAttempt-r13[1]
	n1
	
	

	      mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[2] {
	1 entry
	
	

	        mpdcch-NarrowbandsToMonitor-r13[1]
	2
	
	

	      }
	
	
	

	      mpdcch-NumRepetition-RA-r13[1]
	r8
	
	

	      prach-HoppingConfig-r13[1]
	off
	
	

	    }
	
	
	

	    PRACH-ParametersCE-r13[2] SEQUENCE {
	
	
	

	      prach-ConfigIndex-r13[2]
	4
	
	FDD

	
	53
	
	TDD

	      prach-FreqOffset-r13[2]
	Same as prach-FrequencyOffset
	
	

	      prach-StartingSubframe-r13[2]
	sf4
	
	

	      maxNumPreambleAttemptCE-r13[2]
	n5
	
	

	      numRepetitionPerPreambleAttempt-r13[2]
	n4
	
	

	      mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[2] {
	1 entry
	
	

	        mpdcch-NarrowbandsToMonitor-r13[1]
	2
	
	

	      }
	
	
	

	      mpdcch-NumRepetition-RA-r13[2]
	r8
	
	

	      prach-HoppingConfig-r13[2]
	off
	
	

	    }
	
	
	

	    PRACH-ParametersCE-r13[3] SEQUENCE {
	
	
	

	      prach-ConfigIndex-r13[3]
	4
	
	FDD

	
	53
	
	TDD

	      prach-FreqOffset-r13[3]
	Same as prach-FrequencyOffset
	
	

	      prach-StartingSubframe-r13[3]
	sf16
	
	

	      maxNumPreambleAttemptCE-r13[3]
	n7
	
	

	      numRepetitionPerPreambleAttempt-r13[3]
	n16
	
	

	      mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[3] {
	1 entry
	
	

	        mpdcch-NarrowbandsToMonitor-r13[1]
	2
	
	

	      }
	
	
	

	      mpdcch-NumRepetition-RA-r13[3]
	r128
	
	

	      prach-HoppingConfig-r13[3]
	off
	
	

	    }
	
	
	

	    PRACH-ParametersCE-r13[4] SEQUENCE {
	
	
	

	      prach-ConfigIndex-r13[4]
	4
	
	FDD

	
	53
	
	TDD

	      prach-FreqOffset-r13[4]
	Same as prach-FrequencyOffset
	
	

	      prach-StartingSubframe-r13[4]
	sf64
	
	

	      maxNumPreambleAttemptCE-r13[4]
	n10
	
	

	      numRepetitionPerPreambleAttempt-r13[4]
	n64
	
	

	      mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[4] {
	1 entry
	
	

	        mpdcch-NarrowbandsToMonitor-r13[1]
	2
	
	

	      }
	
	
	

	      mpdcch-NumRepetition-RA-r13[4]
	r128
	
	

	      prach-HoppingConfig-r13[4]
	off
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	NC
	Normal Environmental Conditions

	EC
	Extreme Environmental Conditions

	FDD
	FDD cell environment

	TDD
	TDD cell environment


6.2.10.5
Test requirement
Tables 6.2.10.5-1, 6.2.10.5-2 and 6.2.10.5-3 define the primary level settings for E-UTRAN FDD - contention based random access test. Table 6.2.10.5-6 defines the uplink timing error limit including test tolerances.

For the tests specified in section 6.2.10.4.2, the power of the first preamble shall be -24.3dBm to within the accuracy specified in Table 6.2.10.5-4. The relative power for preamble ramping step shall be 2 dB to within the accuracy specified in Table 6.2.10.5-5. The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.10.5-6.

Table 6.2.10.5-1: General test parameters for FDD contention based random access test

	Parameter
	Unit
	Value
	Comments

	E-UTRA RF Channel Number
	
	1
	

	BWchannel
	MHz
	10
	

	OCNG Pattern Note 1
	
	OP.21 FDD
	As defined in TS 36.133 [4] clause A.3.2.1.21.

	PDSCH parameters Note 2
	
	R.20 FDD
	As defined in TS 36.133 [4] clause A.3.1.4.1 

	MPDCCH parameters Note 2
	
	R.16 FDD
	As defined in TS 36.133 [4] clause A.3.1.3.1

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As defined in TS 36.133 [4] clause A.3.1.2.1

	PBCH_RA
	dB
	0
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	MPDCCH_RA
	dB
	
	

	MPDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RA Note 1
	dB
	
	

	OCNG_RB Note 1
	dB
	
	

	
[image: image25.wmf]oc

N


	dBm/15 KHz
	-103.4
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	dB
	2.7
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 Note 3
	dB
	2.7
	

	RSRP Note 3
	dBm/15 KHz
	-100.7
	

	Io Note 3
	dBm/9 MHz
	-71.05
	

	Propagation Condition
	-
	AWGN
	

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.

Note 2:
The PDSCH and MPDCCH reference measurement channels are used in the test only when a downlink transmission dedicated to the UE under test is required.

Note 3:
Es/Iot, RSRP and Io level has been derived from other parameters for information purpose. They are not settable parameters themselves.


Table 6.2.10.5-2: RACH-Configuration parameters for FDD contention based random access test

	Field
	Value
	Comment

	Parameters not per CE Levels

	powerRampingStep
	dB2
	

	preambleInitialReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n6
	

	maxHARQ-Msg3Tx
	4
	

	rar-HoppingConfig
	Off
	

	Parameters per CE Levels

	CE Level
	Level 0
	Level 1
	Level 2
	Level 3
	

	ra-ResponseWindowSize (per CE)
	sf20
	sf80
	sf180
	sf320
	

	mac-ContentionResolutionTimer (per CE)
	sf80
	sf120
	sf200
	sf480
	

	PreambleMappingInfo

{firstPreamble, lastPreamble}
	{0, 9}
	{10,19}
	{20,29}
	{30,39}
	

	Note:
For further information see Clause 6.3.2 in TS 36.331 [5].


Table 6.2.10.5-3: PRACH-Configuration parameters for FDD contention based random access test
	Field
	Value
	Comment

	Parameters not per CE Levels

	rsrp-ThresholdsPrach
	Normal Conditions: {24, 27, 31}
	Corresponding to {-116, -113, -109} dBm as defined in TS 36.133 [4] clause 9.1.21.5

	
	Extreme Conditions: {21, 24, 28}
	Corresponding to {-119, -116, -112} dBm as defined in TS 36.133 [4] clause 9.1.21.5

	mpdcch-startSF-CSS-RA
	v1
	

	referenceSignalPower
	-5 dBm/15 KHz
	As defined in clause 6.3.2 in TS 36.331 [5].

	maxHARQ-Msg3Tx
	4
	As defined in Table 5.7.1-2 in TS 36.211 [9]

	Backoff Parameter Index
	2
	As defined in Table 7.2-1 in TS 36.321 [11]

	Configured UE transmitted power (
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)
	Maximum value allowed by the applicable UE power class
	As defined in clause 6.2.5 in TS 36.101 [2]

	Parameters per PRACH CE Levels

	CE Level
	Level 0
	Level 1
	Level 2
	Level 3
	

	prach-ConfigIndex
	4
	4
	4
	4
	As defined in Table 5.7.1-2 in TS 36.211 [9]

	prach-FreqOffset
	0
	0
	0
	0
	

	prach-StartingSubframe
	sf2
	sf4
	sf16
	sf64
	

	maxNumPreambleAttempt
	n3
	n5
	n7
	n10
	

	numRepetitionPerPreambleAttempt
	n1
	n4
	n16
	n64
	

	mpdcch-NarrowbandsToMonitor
	2
	2
	2
	2
	

	mpdcch-NumRepetition-RA
	r8
	r8
	r128
	r128
	

	prach-HoppingConfig
	Off
	Off
	Off
	Off
	

	Note 1:
See Clause 6.3.2 in TS 36.331 [5] for further information on the parameters in this table.


Table 6.2.10.5-4: Absolute power tolerance for E-UTRAN FDD - Contention Based Random Access test
	Tolerance

	Normal

Conditions
	Extreme

Conditions

	± 10.5 dB
	± 13.5 dB

	Note:
TS 36.133 [4] clause A.6.2.10.2 and TS 36.101 [2] clause 6.3.5.1.1.


Table 6.2.10.5-5: Relative power tolerance for E-UTRAN FDD - Contention Based Random Access test

	Power Step Size (Up or

Down)
	PRACH

	
	Normal Conditions
	Extreme Conditions

	ΔP [dB]
	[dB]
	[dB]

	2 ≤ ΔP < 3
	±3.7
	± 5.7

	Note 1:
F3.2 and TS 36.133 [4] clause A.6.2.10.2 and TS 36.101 [2] clause 6.3.5.2.1.

Note 2:
For extreme conditions an additional ± 2.0 dB relaxation is allowed for PRACH allocations.


Table 6.2.10.5-6: Test requirements for Te Timing Error Limit for E-UTRAN FDD – Contention Based Random Access test

	Downlink Bandwidth (MHz)
	Te

	10
	27*TS

	Note 1:
F3.2 and TS 36.133 [4] clauses A.6.2.10.2 and clause 7.1.2, where Te of 1.4MHz is used for CEMode A regardless of the downlink carrier bandwidth.

Note 2:
TS is the basic timing unit defined in TS 36.211 [9].


6.2.11
E-UTRAN HD-FDD - Contention based random access test for UEs in normal coverage

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Minimum conformance requirement applicable for all CE UEs is pending discussion in RAN4.

6.2.11.1
Test purpose
The purpose of this test is to verify whether the behaviour of the random access procedure of a UE in Normal Coverage is according to the E-UTRAN HD-FDD contention based random access requirements specified in TS 36.133 [4] Clause 6.2.2, Clause 6.2.3 and Clause 7.24.2 in an AWGN channel model, whether the PRACH power settings and timing are within the specified limits and that the UE determines properly the enhanced coverage level based on the RSRP measurement and the configured criterion in RSRP-ThresholdsPrach as defined in TS 36.331 [5].
6.2.11.2
Test applicability
This test applies to all types of E-UTRA HD-FDD CE UE of category M1 and higher.

6.2.11.3
Minimum conformance requirements
















Same minimum conformance requirements as in clause 6.2.10.3.

The normative reference for this requirement is TS 36.133 [4] clause 6.2.2.1, 6.2.3, 7.1.2 and A.6.2.11.

The test parameters are given in Tables 6.2.11.5-1, 6.2.11.5-2 and 6.2.11.5-3.
6.2.11.4
Test description
6.2.11.4.1
Initial conditions
Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E Table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.18 using only main UE Tx/Rx antenna.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
There is one E-UTRA HD-FDD carrier and one cell specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

6.2.11.4.2
Test procedures

Same test procedure as in clause 6.2.10.4.2 with the following exceptions:

-
Instead of Tables 6.2.10.5-1 ( use Tables 6.2.11.5-1.
-
Instead of Tables 6.2.10.5-2 ( use Tables 6.2.11.5-2.
-
Instead of Tables 6.2.10.5-3 ( use Tables 6.2.11.5-3.
-
Instead of Tables 6.2.10.5-4 ( use Tables 6.2.11.5-4.
-
Instead of Tables 6.2.10.5-5 ( use Tables 6.2.11.5-5.
-
Instead of Tables 6.2.10.5-6 ( use Tables 6.2.11.5-6.














































6.2.11.4.3
Message contents
Same as in clause 6.2.10.4.3.
6.2.11.5
Test requirement
Tables 6.2.11.5-1, 6.2.11.5-2 and 6.2.11.5-3 define the primary level settings for E-UTRAN HD-FDD - contention based random access test. Table 6.2.11.5-6 defines the uplink timing error limit including test tolerances.

For the tests specified in section 6.2.11.4.2, the power of the first preamble shall be -24.3dBm to within the accuracy specified in Table 6.2.11.5-4. The relative power for preamble ramping step shall be 2 dB to within the accuracy specified in Table 6.2.11.5-5. The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.11.5-6.

Table 6.2.11.5-1: General test parameters for HD-FDD contention based random access test

	Parameter
	Unit
	Value
	Comments

	E-UTRA RF Channel Number
	
	1
	

	BWchannel
	MHz
	10
	

	OCNG Pattern Note 1 
	
	OP.21 FDD
	As defined in TS 36.133 [4] clause A.3.2.1.21.

	PDSCH parameters Note 2
	
	R.10 HD-FDD
	As defined in TS 36.133 [4] clause A.3.1.4.2 

	MPDCCH parameters Note 2
	
	R.6 HD-FDD
	As defined in TS 36.133 [4] clause A.3.1.3.2

	PCFICH/PDCCH/PHICH

parameters
	
	DL Reference Measurement Channel R.3 HD-FDD
	As defined in TS 36.133 [4] clause A.3.1.2.3

	PBCH_RA
	dB
	0
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	MPDCCH_RA
	dB
	
	

	MPDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RA Note 1
	dB
	
	

	OCNG_RB Note 1 
	dB
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 Note 3
	dB
	2.7
	

	RSRP Note 3
	dBm/15 KHz
	-100.7
	

	Io Note 3
	dBm/9 MHz
	-71.05
	

	Propagation Condition 
	-
	AWGN
	

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.

Note 2:
The PDSCH and MPDCCH reference measurement channels are used in the test only when a downlink transmission dedicated to the UE under test is required.

Note 3:
Es/Iot, RSRP and Io level has been derived from other parameters for information purpose. They are not settable parameters themselves.


Table 6.2.11.5-2: RACH-Configuration parameters for FDD contention based random access test

	Field
	Value
	Comment

	Parameters not per CE Levels

	powerRampingStep
	dB2
	

	preambleInitialReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n6
	

	maxHARQ-Msg3Tx
	4
	

	rar-HoppingConfig
	Off
	

	Parameters per CE Levels

	CE Level
	Level 0
	Level 1
	Level 2
	Level 3
	

	ra-ResponseWindowSize (per CE)
	sf20
	sf80
	sf180
	sf320
	

	mac-ContentionResolutionTimer (per CE)
	sf80
	sf120
	sf200
	sf480
	

	PreambleMappingInfo 

{firstPreamble, lastPreamble}
	{0, 9}
	{10,19}
	{20,29}
	{30,39}
	

	Note:
For further information see Clause 6.3.2 in TS 36.331 [5].


Table 6.2.11.5-3: PRACH-Configuration parameters for FDD contention based random access test
	Field
	Value
	Comment

	Parameters not per CE Levels

	rsrp-ThresholdsPrach
	Normal Conditions: {24, 27, 31}
	Corresponding to {-116, -113, -109} dBm as defined in TS 36.133 [4] clause 9.1.21.5

	
	Extreme Conditions: {21, 24, 28}
	Corresponding to {-119, -116, -112} dBm as defined in TS 36.133 [4] clause 9.1.21.5

	mpdcch-startSF-CSS-RA
	v1
	

	referenceSignalPower
	-5 dBm/15 KHz


	As defined in clause 6.3.2 in TS 36.331 [5].

	maxHARQ-Msg3Tx
	4
	As defined in Table 5.7.1-2 in TS 36.211 [9]

	Backoff Parameter Index
	2
	As defined in Table 7.2-1 in TS 36.321 [11]

	Configured UE transmitted power (
[image: image32.wmf]CMAX

P

)
	Maximum value allowed by the applicable UE power class
	As defined in clause 6.2.5 in TS 36.101 [2]

	Parameters per PRACH CE Levels

	CE Level
	Level 0
	Level 1
	Level 2
	Level 3
	

	prach-ConfigIndex
	4
	4
	4
	4
	As defined in Table 5.7.1-2 in TS 36.211 [9]

	prach-FreqOffset
	0
	0
	0
	0
	

	prach-StartingSubframe
	sf2
	sf4
	sf16
	sf64
	

	maxNumPreambleAttempt
	n3
	n5
	n7
	n10
	

	numRepetitionPerPreambleAttempt
	n1
	n4
	n16
	n64
	

	mpdcch-NarrowbandsToMonitor
	2
	2
	2
	2
	

	mpdcch-NumRepetition-RA
	r8
	r8
	r128
	r128
	

	prach-HoppingConfig
	Off
	Off
	Off
	Off
	

	Note 1:
See Clause 6.3.2 in TS 36.331 [5] for further information on the parameters in this table.


Table 6.2.11.5-4: Absolute power tolerance for E-UTRAN FDD - Contention Based Random Access test
	Tolerance

	Normal

Conditions
	Extreme

Conditions

	± 10.5 dB
	± 13.5 dB

	Note:
TS 36.133 [4] clause A.6.2.11.2 and TS 36.101 [2] clause 6.3.5.1.1.


Table 6.2.11.5-5: Relative power tolerance for E-UTRAN FDD - Contention Based Random Access test

	Power Step Size (Up or

Down)
	PRACH



	
	Normal Conditions
	Extreme Conditions

	ΔP [dB]
	[dB]
	[dB]

	2 ≤ ΔP < 3
	± 3.7
	± 5.7

	Note 1:
F3.2 and TS 36.133 [4] clause A.6.2.11.2 and TS 36.101 [2] clause 6.3.5.2.1.

Note 2:
For extreme conditions an additional ± 2.0 dB relaxation is allowed for PRACH allocations.


Table 6.2.11.5-6: Test requirements for Te Timing Error Limit for E-UTRAN FDD – Contention Based Random Access test

	Downlink Bandwidth (MHz)
	Te



	10
	27*TS

	Note 1:
F3.2 and TS 36.133 [4] clauses A.6.2.11.2 and clause 7.1.2, where Te of 1.4MHz is used for CEMode A regardless of the downlink carrier bandwidth..

Note 2:
TS is the basic timing unit defined in TS 36.211 [9].


6.2.12
E-UTRAN TDD Contention Based Random Access Test for UEs in Normal Coverage
Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:


· Minimum conformance requirement applicable for all CE UEs is pending discussion in RAN4.

6.2.12.1
Test purpose

To verify whether the behaviour of the random access procedure of a UE in Normal Coverage is according to the E-UTRAN TDD contention based random access requirements specified in TS 36.133 [4] Clause 6.2.2, Clause 6.2.3 and Clause 7.1.2 in an AWGN channel model, whether the PRACH power settings and timing are within the specified limits and that the UE determines properly the enhanced coverage level based on the RSRP measurement and the configured criterion in RSRP-ThresholdsPrach as defined in TS 36.331 [5].
6.2.12.2
Test applicability
This test applies to all types of E-UTRA TDD CE UE of category M1 and higher.

6.2.12.3
Minimum conformance requirements
















Same minimum conformance requirements as in clause 6.2.10.3.

The normative reference for this requirement is TS 36.133 [4] clause 6.2.2.1, 6.2.3, 7.1.2 and A.6.2.12.

The test parameters are given in Tables 6.2.12.5-1, 6.2.12.5-2 and 6.2.12.5-3.
6.2.12.4
Test description

6.2.12.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.18(using only main UE Tx/Rx antenna).

2.
Propagation conditions are set according to Annex B clause B.0.

3.
There is one E-UTRA TDD carrier and one cell specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

6.2.12.4.2
Test procedure

Same test procedure as in clause 6.2.10.4.2 with the following exceptions:

-
Instead of Tables 6.2.10.5-1 ( use Tables 6.2.12.5-1.
-
Instead of Tables 6.2.10.5-2 ( use Tables 6.2.12.5-2.
-
Instead of Tables 6.2.10.5-3 ( use Tables 6.2.12.5-3.
-
Instead of Tables 6.2.10.5-4 ( use Tables 6.2.12.5-4.
-
Instead of Tables 6.2.10.5-5 ( use Tables 6.2.12.5-5.
-
Instead of Tables 6.2.10.5-6 ( use Tables 6.2.12.5-6.















































6.2.12.4.3
Message contents

Same as in clause 6.2.10.4.3.
6.2.12.5
Test requirement

Tables 6.2.12.5-1, 6.2.12.5-2 and 6.2.12.5-3 define the primary level settings for E-UTRAN TDD - contention based random access test. Table 6.2.12.5-6 defines the uplink timing error limit including test tolerances.
For the tests specified in section 6.2.12.4.2, the power of the first preamble shall be -24.3dBm to within the accuracy specified in Table 6.2.12.5-4. The relative power for preamble ramping step shall be 2 dB to within the accuracy specified in Table 6.2.12.5-5. The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.12.5-6.

Table 6.2.12.5-1: Cell Specific Test requirement parameters for TDD contention based random access test

	Parameter
	Unit
	Value
	Comments

	E-UTRA RF Channel Number
	
	1
	

	BWchannel
	MHz
	10
	

	OCNG Pattern Note 1
	
	OP.11 TDD
	As defined in TS 36.133 [4] clause A.3.2.2.11.

	PDSCH parameters Note 2
	
	R.16 TDD
	As defined in TS 36.133 [4] clause A.3.1.4.3

	MPDCCH parameters Note 2
	
	R.14 TDD
	As defined in TS 36.133 [4] clause A.3.1.3.3

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As defined in TS 36.133 [4] clause A.3.1.2.2

	Special subframe configuration
	-
	6
	As specified in table 4.2-1 in TS 36.211 [11].

	Uplink-downlink configuration
	-
	1
	As specified in table 4.2-2 in TS 36.211 [11].

	PBCH_RA
	dB
	0
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	MPDCCH_RA
	dB
	
	

	MPDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RA Note 1
	dB
	
	

	OCNG_RB Note 1
	dB
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 Note 3
	dB
	2.7
	

	RSRP Note 3
	dBm/15 KHz
	-100.7
	

	Io Note 3
	dBm/9 MHz
	-71.05
	

	Propagation Condition 
	-
	AWGN
	

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.

Note 2:
The PDSCH and MPDCCH reference measurement channels are used in the test only when a downlink transmission dedicated to the UE under test is required.

Note 3:
Es/Iot, RSRP and Io level has been derived from other parameters for information purpose. They are not settable parameters themselves.


Table 6.2.12.5-2: RACH-Configuration parameters for TDD contention based random access test

	Field
	Value
	Comment

	Parameters not per CE Levels

	numberOfRA-Preambles
	n52
	

	sizeOfRA-PreamblesGroupA
	n52
	No group B.

	powerRampingStep
	dB2
	

	preambleInitialReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n6
	

	maxHARQ-Msg3Tx
	4
	

	rar-HoppingConfig
	Off
	

	Parameters per CE Levels

	CE Level
	Level 0
	Level 1
	Level 2
	Level 3
	

	ra-ResponseWindowSize (per CE)
	sf20
	sf80
	sf180
	sf320
	

	mac-ContentionResolutionTimer (per CE)
	sf80
	sf120
	sf200
	sf480
	

	PreambleMappingInfo 

{firstPreamble, lastPreamble}
	{0, 9}
	{10,19}
	{20,29}
	{30,39}
	

	Note 1:
For further information see Clause 6.3.2 in TS 36.331 [5].


Table 6.2.12.5-3: PRACH-Configuration parameters for TDD contention based random access test

	Field
	Value
	Comment

	Parameters not per CE Levels

	rsrp-ThresholdsPrach
	Normal Conditions: {24, 27, 38}
	Corresponding to {-116, -113, -109} dBm as defined in Section 9.1.21.5

	
	Extreme Conditions: {21, 24, 28}
	Corresponding to {-119, -116, -112} dBm as defined in TS 36.133 [4] clause 9.1.21.5

	mpdcch-startSF-CSS-RA
	v1
	

	referenceSignalPower
	-5 dBm/15 KHz
	As defined in clause 6.3.2 in TS 36.331 [5].

	maxHARQ-Msg3Tx
	4
	As defined in table 5.7.1-2 in TS 36.211 [9]

	Backoff Parameter Index
	2
	As defined in table 7.2-1 in TS 36.321 [11]

	Configured UE transmitted power (
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)
	Maximum value allowed by the applicable UE power class
	As defined in clause 6.2.5 in TS 36.101 [2]

	Parameters per PRACH CE Levels

	CE Level
	Level 0
	Level 1
	Level 2
	Level 3
	

	prach-ConfigIndex
	53
	53
	53
	53
	As defined in table 5.7.1-3 in TS 36.211 [9]

	prach-FreqOffset
	0
	0
	0
	0
	

	prach-StartingSubframe
	sf2
	sf4
	sf16
	sf64
	

	maxNumPreambleAttempt
	n3
	n5
	n7
	n10
	

	numRepetitionPerPreambleAttempt
	n1
	n4
	n16
	n64
	

	mpdcch-NarrowbandsToMonitor
	2
	2
	2
	2
	

	mpdcch-NumRepetition-RA
	r8
	r8
	r128
	r128
	

	prach-HoppingConfig
	Off
	Off
	Off
	Off
	

	Note 1:
See Clause 6.3.2 in TS 36.331 [5] for further information on the parameters in this table.


Table 6.2.12.5-4: Absolute power tolerance for E-UTRAN TDD - Contention Based Random Access test

	Tolerance

	Normal

Conditions
	Extreme

Conditions

	± 10.5 dB
	± 13.5 dB

	Note: TS 36.133 [4] clause A.6.2.12.2 and TS 36.101 [2] clause 6.3.5.1.1


Table 6.2.12.5-5: Relative power tolerance for E-UTRAN TDD - Contention Based Random Access test

	Power Step Size (Up or

Down)
	PRACH



	
	Normal Conditions
	Extreme Conditions

	ΔP [dB]
	[dB]
	[dB]

	2 ≤ ΔP < 3
	± 3.7
	± 5.7

	Note 1: TS 36.133 [4] clause A.6.2.12.2 and TS 36.101 [2] clause 6.3.5.2.1

Note 2: For extreme conditions an additional ± 2.0 dB relaxation is allowed for PRACH allocations


Table 6.2.12.5-6: Test requirements for Te Timing Error Limit for E-UTRAN TDD – Contention Based Random Access test

	Downlink Bandwidth (MHz)
	Te_

	1.4
	27*TS

	≥3
	15*TS

	Note 1: TS 36.133 [4] clauses A.6.2.12.2 and clause 7.1.2

Note 2: TS is the basic timing unit defined in TS 36.211 [9]


6.2.13
E-UTRAN FDD - Contention Based Random Access Test for UEs in Enhanced Coverage

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Minimum conformance requirement applicable for all CE UEs is pending discussion in RAN4.

6.2.13.1
Test purpose
The purpose of this test is to verify whether the behaviour of the random access procedure of a UE in Enhanced Coverage is according to the E-UTRAN FDD contention based random access requirements specified in TS 36.133 [4] Clause 6.2.2, Clause 6.2.3 and Clause 7.24.2 in an AWGN channel model, whether the PRACH power settings and timing are within the specified limits, and whether the UE determines properly the enhanced coverage level based on the RSRP measurement and the configured criterion in RSRP-ThresholdsPrach as defined in TS 36.331 [5].
6.2.13.2
Test applicability
This test applies to all types of E-UTRA FDD CE of category M1 and higher. Applicability requires support CEModeB.

6.2.13.3
Minimum conformance requirements

The random access procedure is used when establishing the layer 1 communication between the UE and E-UTRAN. The random access is specified in clause 6 of TS 36.213[8] and the control of the RACH transmission is specified in clause 5.1 of TS 36.321[11]. Contention based random access procedures can only be carried out on PCell and PSCell.
The CAT-M1 UE shall have capability to calculate PRACH transmission power according to the PRACH power formula as defined in TS 36.213 [8] clause 6.1 and apply this power level at the first preamble or additional preambles. The absolute power applied to the first preamble shall have the accuracy as defined in Table 6.3.5.1.1-1 of TS 36.101 [2]. The relative power applied to additional preambles shall have the accuracy as specified in Table 6.3.5.2.1-1 of TS 36.101 [2].

The CAT-M1 UE shall indicate a Random Access problem to upper layers if the maximum number of preambles transmission counter has been reached for the random access procedure on PCell or PSCell as specified in clause 5.1.4 in TS 36.321 [11].

The CAT-M1 UE shall stop preamble transmission if maximum number of preamble transmission counter has been reached for the random access procedure on an activated Scell as specified in clause 5.1.4 in TS 36.321 [11].

The CAT-M1 UE may stop monitoring for Random Access Response(s) and shall transmit the msg3 if the Random Access Response contains a Random Access Preamble identifier corresponding to the transmitted Random Access Preamble.

The Cat-M1 UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the back off time expires if all received Random Access Responses contain Random Access Preamble identifiers that do not match the transmitted Random Access Preamble.

The Cat-M1 UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the back off time expires if no Random Access Response is received within the RA Response window defined in clause 5.1.4 TS 36.321 [11].

The Cat-M1 UE shall re-transmit the msg3 upon the reception of a NACK on msg3.

The Cat-M1 UE shall send ACK if the Contention Resolution is successful.

The Cat-M1 UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the back off time expires unless the received message includes a UE Contention Resolution Identity MAC control element and the Cat-M1 UE Contention Resolution Identity included in the MAC control element matches the CCCH SDU transmitted in the uplink message.

The Cat-M1 UE shall re-select a preamble and transmit with the calculated PRACH transmission power when the back off time expires if the Contention Resolution Timer expires. 

Per TS 36.133 [4] clause 6.2.3, in addition to the requirements defined in TS 36.133 [4] clause 6.2.1 and 6.2.2, the Cat-M1 UE shall also execute the random access procedure defined in clause 5.1 in TS 36.321 [11] using the PRACH configuration contained in PRACH-ConfigSIB in TS 36.331 [5]:

-
Determine the enhanced coverage level based on the RSRP measurement and the configured criterion (RSRP-ThresholdsPrach in TS 36.331 [5]) as defined in section 5.1.1, TS 36.321 [11];

-
Select PRACH resources (TS 36.331 [5]) configured for the corresponding enhanced coverage level as determined in the previous step and;

-
Transmits or re- transmits PRACH preamble using the selected PRACH resources and PRACH configuration.

The normative reference for this requirement is TS 36.133 [4] clause 6.2.2.1, 6.2.3, 7.1.2 and A.6.2.13.

The test parameters are given in Tables 6.2.13.5-1, 6.2.13.5-2 and 6.2.13.5-3.
6.2.13.4
Test description
6.2.13.4.1
Initial conditions
Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E Table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.18 using only main UE Tx/Rx antenna.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
There is one E-UTRA FDD carrier and one cell specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

6.2.13.4.2
Test procedures

The test consists of a single cell. The UE has a downlink PDSCH allocated centred on the centre sub-carrier. The EUTRAN shall not explicitly signal a Random Access Preamble via dedicated signalling in the downlink to the UE.

1.
Ensure the UE is in State 2A-RF-CE according to TS 36.508 [7] clause 7.2A.2.
2.
Set the parameters according to Tables 6.2.13.5-1, 6.2.13.5-2 and 6.2.13.5-3 as appropriate where CE level 2 shall be used. Propagation conditions are set according to Annex B clause B.1.1.

3.
The UE shall establish a connection setup with SS, the random access procedure within the connection setup is used in the test.

4.
Test 1: Correct behaviour when receiving random access response

4.1.
In Test 1, the UE shall send the preamble to the SS. In response to the first 4 preambles, the SS shall transmit a random access response not corresponding to the transmitted random access preamble.

4.2.
The UE shall consider the random access response reception not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires if all received random access response contain random access preamble identifiers that do not match the transmitted random access preamble.

4.3.
The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after 5 preambles (the preamble may be transmitted multiple times in each attempt) have been received by the SS.

4.4.
The UE shall consider this random access response reception successful and transmit the msg3.

4.5.
Measure the power and timing of the first preamble and it shall not exceed the values specified in Tables 6.2.13.5-4 and 6.2.13.5-6. The power of the first preamble shall be -26.5 dBm. Measure the relative power and timing applied to additional preambles and it shall not exceed the values specified in Table 6.2.13.5-5. The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.13.5-6.
5.
Test 2: Correct behaviour when not receiving random access response

5.1.
Repeat step 1-3.

5.2.
In Test 2, the UE shall send the preamble to the SS. The SS shall not respond to the first 4 preambles.

5.3.
The UE shall consider the random access response reception not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires if no random access response is received within the RA Response window of 80 sub-frames.

5.4.
The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after 5 preambles have been received by the SS.

5.5.
The UE shall consider this random access response reception successful and transmit the msg3.

5.6.
Measure the power and timing of the first preamble and it shall not exceed the values specified in Tables 6.2.13.5-4 and 6.2.13.5-6. The power of the first preamble shall be -26.5 dBm. Measure the relative power and timing applied to additional preambles and it shall not exceed the values specified in Table 6.2.13.5-5. The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.13.5-6.
6.
Test 3: Correct behaviour when receiving a NACK on msg3

6.1.
Repeat step 1-3.

6.2.
In Test 3, the UE shall send the preamble to the SS. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

6.3.
The UE shall consider this random access response reception successful and transmit the msg3.

6.4.
The SS shall send NACK to all UE msg3 following a successful random access response.

6.5.
The UE shall consider this contention resolution not successful then re-transmit the msg3 upon the reception of a NACK on msg3 until the maximum number of HARQ retransmission is reached.

7.
Test 4: Correct behaviour when receiving an incorrect message over Temporary C-RNTI

7.1.
Repeat step 1-3.

7.2.
In Test 4, the UE shall send the preamble to the SS. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

7.3.
The UE shall consider this random access response reception successful and transmit the msg3.

7.4. 
The SS shall send a message addressed to the Temporary C-RNTI with a UE contention resolution identity included in the MAC control element not matching the CCCH SDU transmitted in msg3 uplink message.

7.5.
The UE shall consider the contention resolution not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires unless the received message includes a UE contention resolution identity MAC control element and the UE contention resolution identity included in the MAC control element matches the CCCH SDU transmitted in msg3 uplink message.

8.
Test 5: Correct behaviour when receiving a correct message over Temporary C-RNTI

8.1.
In Test 5, the SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

8.2.
The UE shall consider this random access response reception successful and transmit the msg3.

8.3. 
The SS shall send a message addressed to the Temporary C-RNTI with a UE contention resolution identity included in the MAC control element matching the CCCH SDU transmitted in the msg3 uplink message.

8.4.
The UE shall send ACK and consider the contention resolution successful and the random access procedure successfully completed.

9.
Test 6: Correct behaviour when contention resolution timer expires

9.1.
Repeat step 1-3.

9.2.
In Test 6, the UE shall send the preamble to the SS. The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

9.3.
The UE shall consider this random access response reception successful and transmit the msg3.

9.4.
The SS shall send an ACK for msg3 but not send msg4 allowing the contention resolution timer to expire.

9.5.
The UE shall consider the contention resolution not successful then re-select a preamble and transmit with the calculated PRACH transmission power when the backoff time expires.

9.6.
The SS shall transmit a random access response containing a random access preamble identifier corresponding to the transmitted random access after the first preamble has been received by the SS.

9.7.
The UE shall consider this random access response reception successful and transmit the msg3.

10.
Test 7: PRACH Resource Selection 
10.1.
Repeat step 1-3.

10.2.
In Test 7, the UE shall send the preamble to the SS.

10.3.
The UE shall transmit or re- transmits PRACH preamble using the selected PRACH resources, PRACH configuration and calculated PRACH transmission power for the corresponding coverage level 2. The SS shall verify that the UE is transmitting at coverage level 2.

6.2.13.4.3
Message contents
Same as in clause 6.2.10.4.3 with the following exceptions:

Table 6.2.13.4.3-1: Void

Table 6.2.13.4.3-2: Void
Table 6.2.13.4.3-3: Exceptions in PRACH-ConfigSIB-v1310-DEFAULT for FDD contention based random access test in enhanced coverage
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-7b PRACH-ConfigSIB-v1310-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	  rsrp-ThresholdsPrachInfoList-r13 SEQUENCE (SIZE(1..3)) OF {
	3 entries
	Threshold values to determine the CE Level 1, 2 and 3 for PRACH.

RSRP-Range values according to mapping table in TS 36.133[4] Table 9.1.14.3.3-1.
	CEModeB

PRACH_4CE AND NC

	    RSRP-Range[1]
	47
	-93 dBm
	

	    RSRP-Range[2]
	38
	-102 dBm
	

	    RSRP-Range[3]
	21
	-119 dBm
	

	  }
	
	
	

	  rsrp-ThresholdsPrachInfoList-r13 SEQUENCE (SIZE(1..3)) OF {
	3 entries
	Threshold values to determine the CE Level 1, 2 and 3 for PRACH.

RSRP-Range values according to mapping table in TS 36.133[4] Table 9.1.14.3.3-1.
	CEModeB

PRACH_4CE AND EC

	    RSRP-Range[1]
	50
	-90 dBm
	

	    RSRP-Range[2]
	41
	-99 dBm
	

	    RSRP-Range[3]
	18
	-122 dBm
	

	  }
	
	
	

	  prach-ParametersListCE-r13 SEQUENCE (SIZE(1..maxCE-Level-r13)) OF SEQUENCE {
	4 entries
	1: CE Level 0

2: CE Level 1

3: CE Level 2

4: CE Level 3
	CEModeB

PRACH_4CE

	    prach-ConfigIndex-r13[1]
	4
	
	FDD

	
	53
	
	TDD

	    prach-FreqOffset-r13[1]
	0 
	
	

	    prach-StartingSubframe-r13[1]
	sf2
	
	

	    maxNumPreambleAttemptCE-r13[1]
	n3
	
	

	    numRepetitionPerPreambleAttempt-r13[1]
	n1
	
	

	   mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[1]
	1 entry
	
	

	      mpdcch-NarrowbandsToMonitor-r13[1]
	2
	
	RF

	    mpdcch-NumRepetition-RA-r13[1]
	r8
	
	

	    prach-HoppingConfig-r13[1]
	Off
	
	

	    prach-ConfigIndex-r13[2]
	4
	
	FDD

	
	53
	
	TDD

	    prach-FreqOffset-r13[2]
	0 
	
	

	    prach-StartingSubframe-r13[2]
	sf4
	
	

	    maxNumPreambleAttemptCE-r13[2]
	n5
	
	

	    numRepetitionPerPreambleAttempt-r13[2]
	n4
	
	

	    mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[2]
	1 entry
	
	

	      mpdcch-NarrowbandsToMonitor-r13[1]
	2
	
	RF

	    mpdcch-NumRepetition-RA-r13[2]
	r8
	
	

	    prach-HoppingConfig-r13[2]
	Off
	
	

	    prach-ConfigIndex-r13[3]
	4
	
	FDD

	
	53
	
	TDD

	    prach-FreqOffset-r13[3]
	0 
	
	

	    prach-StartingSubframe-r13[3]
	sf16
	
	

	    maxNumPreambleAttemptCE-r13[3]
	n7
	
	

	    numRepetitionPerPreambleAttempt-r13[3]
	n16
	
	

	    mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[3]
	1 entry 
	
	

	      mpdcch-NarrowbandsToMonitor-r13[1]
	2
	
	RF

	    mpdcch-NumRepetition-RA-r13[3]
	r128
	
	

	    prach-HoppingConfig-r13[3]
	Off
	
	

	    prach-ConfigIndex-r13[4]
	4
	
	FDD

	
	53
	
	TDD

	    prach-FreqOffset-r13[4]
	0 
	
	

	    prach-StartingSubframe-r13[4]
	sf64
	
	

	    maxNumPreambleAttemptCE-r13[4]
	n10
	
	

	    numRepetitionPerPreambleAttempt-r13[4]
	n64
	
	

	    mpdcch-NarrowbandsToMonitor-r13 SEQUENCE (SIZE(1..2)) OF INTEGER (1..maxAvailNarrowBands-r13)[4]
	1 entry
	
	

	      mpdcch-NarrowbandsToMonitor-r13[1]
	2
	
	RF

	    mpdcch-NumRepetition-RA-r13[4]
	r128
	
	

	    prach-HoppingConfig-r13[4]
	Off
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FDD
	FDD cell environment

	RF
	Used for RF, performance and RRM testing

	CEmodeB
	Used for CE mode B testing using 4 CE levels

	PRACH_4CE
	Used for RRM testing using reference PRACH Configurations PRACH_4CE in TS 36.521-3 clause A.9

	NC
	Normal Environmental Conditions

	EC
	Extreme Environmental Conditions


Table 6.2.13.4.3-4: Exceptions in RACH-ConfigCommon-DEFAULT for FDD contention based random access test in enhanced coverage

	Derivation Path: 36.508 [7] clause 4.6.3 Table 4.6.3-12

	Information Element
	Value/remark
	Comment
	Condition

	RACH-ConfigCommon-DEFAULT ::= SEQUENCE {
	
	
	

	  powerRampingParameters SEQUENCE {
	
	
	

	    powerRampingStep
	dB2
	
	

	    preambleInitialReceivedTargetPower
	dBm-120
	
	

	  }
	
	
	

	  RACH-CE-LevelInfo-r13
	
	
	CEModeB

	    preambleMappingInfoList-r13 SEQUENCE (SIZE (1..maxCE-Level-r13)) OF PreambleMappingInfo-r13
	4 entries
	
	

	      PreambleMappingInfo-r13[1] SEQUENCE {
	
	
	

	        firstPreamble-r13
	0
	
	

	        lastPreamble-r13
	9
	
	

	      }
	
	
	

	      PreambleMappingInfo-r13[2] SEQUENCE {
	
	
	

	        firstPreamble-r13
	10
	
	

	        lastPreamble-r13
	19
	
	

	      }
	
	
	

	      PreambleMappingInfo-r13[3] SEQUENCE {
	
	
	

	        firstPreamble-r13
	20
	
	

	        lastPreamble-r13
	29
	
	

	      }
	
	
	

	      PreambleMappingInfo-r13[4] SEQUENCE {
	
	
	

	        firstPreamble-r13
	30
	
	

	        lastPreamble-r13
	39
	
	

	      }
	
	
	

	    }
	
	
	

	    rar-HoppingConfigInfoList-r13
	Off
	
	

	  }
	
	
	

	}
	
	
	


6.2.13.5
Test requirement
Tables 6.2.13.5-1, 6.2.13.5-2 and 6.2.13.5-3 define the primary level settings for E-UTRAN FDD - contention based random access test. Table 6.2.13.5-6 defines the uplink timing error limit including test tolerances.

For the tests specified in section 6.2.13.4.2, the power of the first preamble shall be -26.5 dBm to within the accuracy specified in Table 6.2.13.5-4. The relative power for preamble ramping step shall be 2 dB to within the accuracy specified in Table 6.2.13.5-5. The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.13.5-6.

Table 6.2.13.5-1: General test parameters for FDD contention based random access test

	Parameter
	Unit
	Value
	Comments

	E-UTRA RF Channel Number
	
	1
	

	BWchannel
	MHz
	10
	

	OCNG Pattern Note 1 
	
	OP.21 FDD
	As defined in TS 36.133 [4] clause A.3.2.1.21.

	PDSCH parameters Note 2
	
	R.22 FDD
	As defined in TS 36.133 [4] clause A.3.1.4.4 

	MPDCCH parameters Note 2
	
	R.18 FDD
	As defined in TS 36.133 [4] clause A.3.1.3.4

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 FDD
	As defined in TS 36.133 [4] clause A.3.1.2.1

	PBCH_RA
	dB
	0
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	MPDCCH_RA
	dB
	
	

	MPDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RA Note 1
	dB
	
	

	OCNG_RB Note 1
	dB
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 Note 3
	dB
	-11.4
	

	RSRP Note 3
	dBm/15 KHz
	-110.5
	

	Io Note 3
	dBm/9 MHz
	-71.01
	

	Propagation Condition 
	-
	AWGN
	

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.

Note 2:
The PDSCH and MPDCCH reference measurement channels are used in the test only when a downlink transmission dedicated to the UE under test is required.

Note 3:
Es/Iot, RSRP and Io level has been derived from other parameters for information purpose. They are not settable parameters themselves.


Table 6.2.13.5-2: RACH-Configuration parameters for FDD contention based random access test

	Field
	Value
	Comment

	Parameters not per CE Levels

	powerRampingStep
	dB2
	

	preambleInitialReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n6
	

	maxHARQ-Msg3Tx
	4
	

	rar-HoppingConfig
	Off
	

	Parameters per CE Levels

	CE Level
	Level 0
	Level 1
	Level 2
	Level 3
	

	ra-ResponseWindowSize (per CE)
	sf20
	sf80
	sf180
	sf320
	

	mac-ContentionResolutionTimer (per CE)
	sf80
	sf120
	sf200
	sf480
	

	PreambleMappingInfo

{firstPreamble, lastPreamble}
	{0, 9}
	{10,19}
	{20,29}
	{30,39}
	

	Note: For further information see Clause 6.3.2 in TS 36.331 [5].


Table 6.2.13.5-3: PRACH-Configuration parameters for FDD contention based random access test
	Field
	Value
	Comment

	Parameters not per CE Levels

	rsrp-ThresholdsPrach
	{21, 38, 47} for normal conditions and {18, 41, 50} for extreme conditions
	Corresponding to {-119, -102, -93} dBm for nomal and {-122, -99, -90} for extreme as defined in TS 36.133 [4] clause 9.1.21.5          

	mpdcch-startSF-CSS-RA
	v1
	

	referenceSignalPower
	-5 dBm/15 KHz
	As defined in clause 6.3.2 in TS 36.331 [5].

	maxHARQ-Msg3Tx
	4
	As defined in Table 5.7.1-2 in TS 36.211 [9]

	Backoff Parameter Index
	2
	As defined in Table 7.2-1 in TS 36.321 [11]

	Configured UE transmitted power (
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)
	Maximum value allowed by the applicable UE power class
	As defined in clause 6.2.5 in TS 36.101 [2]

	Parameters per PRACH CE Levels

	CE Level
	Level 0
	Level 1
	Level 2
	Level 3
	

	prach-ConfigIndex
	4
	4
	4
	4
	As defined in Table 5.7.1-2 in TS 36.211 [9]

	prach-FreqOffset
	0
	0
	0
	0
	

	prach-StartingSubframe
	sf2
	sf4
	sf16
	sf64
	

	maxNumPreambleAttempt
	n3
	n5
	n7
	n10
	

	numRepetitionPerPreambleAttempt
	n1
	n4
	n16
	n64
	

	mpdcch-NarrowbandsToMonitor
	2
	2
	2
	2
	

	mpdcch-NumRepetition-RA
	r8
	r8
	r128
	r128
	

	prach-HoppingConfig
	Off
	Off
	Off
	Off
	

	Note 1: See Clause 6.3.2 in TS 36.331 [5] for further information on the parameters in this table.


Table 6.2.13.5-4: Absolute power tolerance for E-UTRAN FDD - Contention Based Random Access test
	Tolerance

	Normal

Conditions
	Extreme

Conditions

	±10.5 dB
	± 13.5 dB

	Note: TS 36.133 [4] clause A.6.2.13.2 and TS 36.101 [2] clause 6.3.5.1.1


Table 6.2.13.5-5: Relative power tolerance for E-UTRAN FDD - Contention Based Random Access test

	Power Step Size (Up or

Down)
	PRACH

	
	Normal Conditions
	Extreme Conditions

	ΔP [dB]
	[dB]
	[dB]

	2 ≤ ΔP < 3
	± 3.7
	± 5.7

	Note 1: TS 36.133 [4] clause A.6.2.13.2 and TS 36.101 [2] clause 6.3.5.2.1

Note 2: For extreme conditions an additional ± 2.0 dB relaxation is allowed for PRACH allocations


Table 6.2.13.5-6: Test requirements for Te Timing Error Limit for E-UTRAN FDD – Contention Based Random Access test

	CEMode
	Te

	B
	51*TS

	Note 1: TS 36.133 [4] clauses A.6.2.13.2, 7.24 and clause 7.1.2

Note 2: TS is the basic timing unit defined in TS 36.211 [9]


6.2.14
E-UTRAN HD-FDD - Contention Based Random Access Test for UEs in Enhanced Coverage

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Minimum conformance requirement applicable for all CE UEs is pending discussion in RAN4.

6.2.14.1
Test purpose
The purpose of this test is to verify whether the behaviour of the random access procedure of a UE in Enhanced Coverage is according to the E-UTRAN HD-FDD contention based random access requirements specified in TS 36.133 [4] Clause 6.2.2, Clause 6.2.3 and Clause 7.24.2 in an AWGN channel model, whether the PRACH power settings and timing are within the specified limits, and whether the UE determines properly the enhanced coverage level based on the RSRP measurement and the configured criterion in RSRP-ThresholdsPrach as defined in TS 36.331 [5].
6.2.14.2
Test applicability
This test applies to all types of E-UTRA HD-FDD CE UE of category M1 and higher. Applicability requires support CEModeB.

6.2.14.3
Minimum conformance requirements
















Same minimum conformance requirements as in clause 6.2.13.3.

The normative reference for this requirement is TS 36.133 [4] clause 6.2.2.1, 6.2.3, 7.1.2 and A.6.2.14.

The test parameters are given in Tables 6.2.14.5-1, 6.2.14.5-2 and 6.2.14.5-3.
6.2.14.4
Test description
6.2.14.4.1
Initial conditions
Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E Table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.18 using only main UE Tx/Rx antenna.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
There is one E-UTRA HD-FDD carrier and one cell specified in the test. Cell 1 is the cell used for registration with   the power level set according to Annex C.0 and C.1 for this test.

6.2.14.4.2
Test procedures

Same test procedure as in clause 6.2.13.4.2 with the following exceptions:

-
Instead of Tables 6.2.13.5-1 ( use Tables 6.2.14.5-1.
-
Instead of Tables 6.2.13.5-2 ( use Tables 6.2.14.5-2.
-
Instead of Tables 6.2.13.5-3 ( use Tables 6.2.14.5-3.
-
Instead of Tables 6.2.13.5-4 ( use Tables 6.2.14.5-4.
-
Instead of Tables 6.2.13.5-5 ( use Tables 6.2.14.5-5.
-
Instead of Tables 6.2.13.5-6 ( use Tables 6.2.14.5-6.














































6.2.14.4.3
Message contents
Same as in clause 6.2.13.4.3.

6.2.14.5
Test requirement
Tables 6.2.14.5-1, 6.2.14.5-2 and 6.2.14.5-3 define the primary level settings for E-UTRAN HD-FDD - contention based random access test. Table 6.2.14.5-6 defines the uplink timing error limit including test tolerances. 

For the tests specified in section 6.2.14.4.2, the power of the first preamble shall be -26.5 dBm to within the accuracy specified in Table 6.2.14.5-4. The relative power for preamble ramping step shall be 2 dB to within the accuracy specified in Table 6.2.14.5-5. The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.14.5-6.

Table 6.2.14.5-1: General test parameters for HD-FDD contention based random access test

	Parameter
	Unit
	Value
	Comments

	E-UTRA RF Channel Number
	
	1
	

	BWchannel
	MHz
	10
	

	OCNG Pattern Note 1 
	
	OP.21 FDD
	As defined in TS 36.133 [4] clause A.3.2.1.21.

	PDSCH parameters Note 2
	
	R.12 HD-FDD
	As defined in TS 36.133 [4] clause A.3.1.4.5 

	MPDCCH parameters Note 2
	
	R.8 HD-FDD
	As defined in TS 36.133 [4] clause A.3.1.3.5

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.3 HD-FDD
	As defined in TS 36.133 [4] clause A.3.1.2.3

	PBCH_RA
	dB
	0
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	MPDCCH_RA
	dB
	
	

	MPDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RA Note 1
	dB
	
	

	OCNG_RB Note 1
	dB
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 Note 3
	dB
	-11.4
	

	RSRP Note 3
	dBm/15 KHz
	-110.5
	

	Io Note 3
	dBm/9 MHz
	-71.01
	

	Propagation Condition 
	-
	AWGN
	

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.

Note 2:
The PDSCH and MPDCCH reference measurement channels are used in the test only when a downlink transmission dedicated to the UE under test is required.

Note 3:
Es/Iot, RSRP and Io level has been derived from other parameters for information purpose. They are not settable parameters themselves.


Table 6.2.14.5-2: RACH-Configuration parameters for HD-FDD contention based random access test

	Field
	Value
	Comment

	Parameters not per CE Levels

	powerRampingStep
	dB2
	

	preambleInitialReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n6
	

	maxHARQ-Msg3Tx
	4
	

	rar-HoppingConfig
	Off
	

	Parameters per CE Levels

	CE Level
	Level 0
	Level 1
	Level 2
	Level 3
	

	ra-ResponseWindowSize (per CE)
	sf20
	sf80
	sf180
	sf320
	

	mac-ContentionResolutionTimer (per CE)
	sf80
	sf120
	sf200
	sf480
	

	PreambleMappingInfo

{firstPreamble, lastPreamble}
	{0, 9}
	{10,19}
	{20,29}
	{30,39}
	

	Note: For further information see Clause 6.3.2 in TS 36.331 [5].


Table 6.2.14.5-3: PRACH-Configuration parameters for HD-FDD contention based random access test
	Field
	Value
	Comment

	Parameters not per CE Levels

	rsrp-ThresholdsPrach
	{21, 38, 47} for normal conditions and {18, 41, 50} for extreme conditions
	Corresponding to {-119, -102, -93} dBm for nomal and {-122, -99, -90} for extreme as defined in TS 36.133 [4] clause 9.1.21.5 

	mpdcch-startSF-CSS-RA
	v1
	

	referenceSignalPower
	-5 dBm/15 KHz
	As defined in clause 6.3.2 in TS 36.331 [5].

	maxHARQ-Msg3Tx
	4
	As defined in Table 5.7.1-2 in TS 36.211 [9]

	Backoff Parameter Index
	2
	As defined in Table 7.2-1 in TS 36.321 [11]

	Configured UE transmitted power (
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	Maximum value allowed by the applicable UE power class
	As defined in clause 6.2.5 in TS 36.101 [2]

	Parameters per PRACH CE Levels

	CE Level
	Level 0
	Level 1
	Level 2
	Level 3
	

	prach-ConfigIndex
	4
	4
	4
	4
	As defined in Table 5.7.1-2 in TS 36.211 [9]

	prach-FreqOffset
	0
	0
	0
	0
	

	prach-StartingSubframe
	sf2
	sf4
	sf16
	sf64
	

	maxNumPreambleAttempt
	n3
	n5
	n7
	n10
	

	numRepetitionPerPreambleAttempt
	n1
	n4
	n16
	n64
	

	mpdcch-NarrowbandsToMonitor
	2
	2
	2
	2
	

	mpdcch-NumRepetition-RA
	r8
	r8
	r128
	r128
	

	prach-HoppingConfig
	Off
	Off
	Off
	Off
	

	Note 1: See Clause 6.3.2 in TS 36.331 [5] for further information on the parameters in this table.


Table 6.2.14.5-4: Absolute power tolerance for E-UTRAN HD-FDD - Contention Based Random Access test
	Tolerance

	Normal

Conditions
	Extreme

Conditions

	±10.5 dB
	±13.5 dB

	Note: TS 36.133 [4] clause A.6.2.14.2 and TS 36.101 [2] clause 6.3.5.1.1


Table 6.2.14.5-5: Relative power tolerance for E-UTRAN HD-FDD - Contention Based Random Access test

	Power Step Size (Up or

Down)
	PRACH

	
	Normal Conditions
	Extreme Conditions

	ΔP [dB]
	[dB]
	[dB]

	2 ≤ ΔP < 3
	± 3.7
	± 5.7

	Note 1: TS 36.133 [4] clause A.6.2.14.2 and TS 36.101 [2] clause 6.3.5.2.1

Note 2: For extreme conditions an additional ± 2.0 dB relaxation is allowed for PRACH allocations


Table 6.2.14.5-6: Test requirements for Te Timing Error Limit for E-UTRAN HD-FDD – Contention Based Random Access test

	CEMode
	Te

	B
	51*TS

	Note 1: TS 36.133 [4] clauses A.6.2.14.2, 7.24 and clause 7.1.2 

Note 2: TS is the basic timing unit defined in TS 36.211 [9]


6.2.15
E-UTRAN TDD - Contention Based Random Access Test for UEs in Enhanced Coverage

Editor’s note: This test case is incomplete. The following aspects are either missing or not yet determined:

· Minimum conformance requirement applicable for all CE UEs is pending discussion in RAN4.

6.2.15.1
Test purpose
The purpose of this test is to verify whether the behaviour of the random access procedure of a UE in Enhanced Coverage is according to the E-UTRAN TDD contention based random access requirements specified in TS 36.133 [4] Clause 6.2.2, Clause 6.2.3 and Clause 7.24.2 in an AWGN channel model, whether the PRACH power settings and timing are within the specified limits, and whether the UE determines properly the enhanced coverage level based on the RSRP measurement and the configured criterion in RSRP-ThresholdsPrach as defined in TS 36.331 [5].
6.2.15.2
Test applicability
This test applies to all types of E-UTRA TDD CE UE of category M1 and higher. Applicability requires support CEModeB.

6.2.15.3
Minimum conformance requirements
















Same minimum conformance requirements as in clause 6.2.13.3.

The normative reference for this requirement is TS 36.133 [4] clause 6.2.2.1, 6.2.3, 7.1.2 and A.6.2.15.

The test parameters are given in Tables 6.2.15.5-1, 6.2.15.5-2 and 6.2.15.5-3.
6.2.15.4
Test description
6.2.15.4.1
Initial conditions
Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E Table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A, Figure A.18 using only main UE Tx/Rx antenna.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
There is one E-UTRA TDD carrier and one cell specified in the test. Cell 1 is the cell used for registration with the power level set according to Annex C.0 and C.1 for this test.

6.2.15.4.2
Test procedures

Same test procedure as in clause 6.2.13.4.2 with the following exceptions:

-
Instead of Tables 6.2.13.5-1 ( use Tables 6.2.15.5-1.
-
Instead of Tables 6.2.13.5-2 ( use Tables 6.2.15.5-2.
-
Instead of Tables 6.2.13.5-3 ( use Tables 6.2.15.5-3.
-
Instead of Tables 6.2.13.5-4 ( use Tables 6.2.15.5-4.
-
Instead of Tables 6.2.13.5-5 ( use Tables 6.2.15.5-5.
-
Instead of Tables 6.2.13.5-6 ( use Tables 6.2.15.5-6.















































6.2.15.4.3
Message contents
Same as in clause 6.2.13.4.3.

6.2.15.5
Test requirement
Tables 6.2.15.5-1, 6.2.15.5-2 and 6.2.15.5-3 define the primary level settings for E-UTRAN TDD - contention based random access test. Table 6.2.15.5-6 defines the uplink timing error limit including test tolerances. 

For the tests specified in section 6.2.15.4.2, the power of the first preamble shall be -26.5 dBm to within the accuracy specified in Table 6.2.15.5-4. The relative power for preamble ramping step shall be 2 dB to within the accuracy specified in Table 6.2.15.5-5. The transmit timing of all PRACH transmissions shall be within the accuracy specified in Table 6.2.15.5-6.

Table 6.2.15.5-1: General test parameters for TDD contention based random access test

	Parameter
	Unit
	Value
	Comments

	E-UTRA RF Channel Number
	
	1
	

	BWchannel
	MHz
	10
	

	OCNG Pattern Note 1 
	
	OP.11 TDD
	As defined in TS 36.133 [4] clause A.3.2.2.11.

	PDSCH parameters Note 2
	
	R.18 TDD
	As defined in TS 36.133 [4] clause A.3.1.4.6

	MPDCCH parameters Note 2
	
	R.16 TDD
	As defined in TS 36.133 [4] clause A.3.1.3.6

	PCFICH/PDCCH/PHICH parameters
	
	DL Reference Measurement Channel R.6 TDD
	As defined in TS 36.133 [4] clause  A.3.1.2.2

	Special subframe configuration
	-
	6
	As specified in table 4.2-1 in TS 36.211 [9].

	Uplink-downlink configuration
	-
	1
	As specified in table 4.2-2 in TS 36.211 [9].

	PBCH_RA
	dB
	0
	

	PBCH_RB
	dB
	
	

	PSS_RA
	dB
	
	

	SSS_RA
	dB
	
	

	PCFICH_RB
	dB
	
	

	PHICH_RA
	dB
	
	

	PHICH_RB
	dB
	
	

	PDCCH_RA
	dB
	
	

	PDCCH_RB
	dB
	
	

	MPDCCH_RA
	dB
	
	

	MPDCCH_RB
	dB
	
	

	PDSCH_RA
	dB
	
	

	PDSCH_RB
	dB
	
	

	OCNG_RA Note 1
	dB
	
	

	OCNG_RB Note 1
	dB
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	dBm/15 KHz
	-99.1
	

	
[image: image46.wmf]oc

s

N

Ê


	dB
	-11.4
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 Note 3
	dB
	-11.4
	

	RSRP Note 3
	dBm/15 KHz
	-110.5
	

	Io Note 3
	dBm/9 MHz
	-71.01
	

	Propagation Condition 
	-
	AWGN
	

	Note 1:
OCNG shall be used such that the cell is fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols. The OCNG pattern is chosen during the test according to the presence of a DL reference measurement channel.

Note 2:
The PDSCH and MPDCCH reference measurement channels are used in the test only when a downlink transmission dedicated to the UE under test is required.

Note 3:
Es/Iot, RSRP and Io level has been derived from other parameters for information purpose. They are not settable parameters themselves.


Table 6.2.15.5-2: RACH-Configuration parameters for TDD contention based random access test

	Field
	Value
	Comment

	Parameters not per CE Levels

	numberOfRA-Preambles
	n52
	

	sizeOfRA-PreamblesGroupA
	n52
	No group B.

	powerRampingStep
	dB2
	

	preambleInitialReceivedTargetPower
	dBm-120
	

	preambleTransMax
	n6
	

	maxHARQ-Msg3Tx
	4
	

	rar-HoppingConfig
	Off
	

	Parameters per CE Levels

	CE Level
	Level 0
	Level 1
	Level 2
	Level 3
	

	ra-ResponseWindowSize (per CE)
	sf20
	sf80
	sf180
	sf320
	

	mac-ContentionResolutionTimer (per CE)
	sf80
	sf120
	sf200
	sf480
	

	PreambleMappingInfo

{firstPreamble, lastPreamble}
	{0, 9}
	{10,19}
	{20,29}
	{30,39}
	

	Note: For further information see Clause 6.3.2 in TS 36.331 [5].


Table 6.2.15.5-3: PRACH-Configuration parameters for TDD contention based random access test
	Field
	Value
	Comment

	Parameters not per CE Levels

	rsrp-ThresholdsPrach
	{21, 38, 47} for normal conditions and {18, 41, 50} for extreme conditions
	Corresponding to {-119, -102, -93} dBm for nomal and {-122, -99, -90} for extreme as defined in TS 36.133 [4] clause 9.1.21.5 

	mpdcch-startSF-CSS-RA
	v1
	

	referenceSignalPower
	-5 dBm/15 KHz
	As defined in clause 6.3.2 in TS 36.331 [5].

	maxHARQ-Msg3Tx
	4
	As defined in Table 5.7.1-2 in TS 36.211 [9]

	Backoff Parameter Index
	2
	As defined in Table 7.2-1 in TS 36.321 [11]

	Configured UE transmitted power (
[image: image48.wmf]CMAX

P

)
	Maximum value allowed by the applicable UE power class
	As defined in clause 6.2.5 in TS 36.101 [2]

	Parameters per PRACH CE Levels

	CE Level
	Level 0
	Level 1
	Level 2
	Level 3
	

	prach-ConfigIndex
	4
	4
	4
	4
	As defined in Table 5.7.1-2 in TS 36.211 [9]

	prach-FreqOffset
	0
	0
	0
	0
	

	prach-StartingSubframe
	sf2
	sf4
	sf16
	sf64
	

	maxNumPreambleAttempt
	n3
	n5
	n7
	n10
	

	numRepetitionPerPreambleAttempt
	n1
	n4
	n16
	n64
	

	mpdcch-NarrowbandsToMonitor
	2
	2
	2
	2
	

	mpdcch-NumRepetition-RA
	r8
	r8
	r128
	r128
	

	prach-HoppingConfig
	Off
	Off
	Off
	Off
	

	Note 1: See Clause 6.3.2 in TS 36.331 [5] for further information on the parameters in this table.


Table 6.2.15.5-4: Absolute power tolerance for E-UTRAN TDD - Contention Based Random Access test
	Tolerance

	Normal

Conditions
	Extreme

Conditions

	±10.5 dB
	± 13.5 dB

	Note: TS 36.133 [4] clause A.6.2.15.2 and TS 36.101 [2] clause 6.3.5.1.1


Table 6.2.15.5-5: Relative power tolerance for E-UTRAN TDD - Contention Based Random Access test

	Power Step Size (Up or

Down)
	PRACH

	
	Normal Conditions
	Extreme Conditions

	ΔP [dB]
	[dB]
	[dB]

	2 ≤ ΔP < 3
	± 3.7
	± 5.7

	Note 1: TS 36.133 [4] clause A.6.2.15.2 and TS 36.101 [2] clause 6.3.5.2.1

Note 2: For extreme conditions an additional ± 2.0 dB relaxation is allowed for PRACH allocations


Table 6.2.15.5-6: Test requirements for Te Timing Error Limit for E-UTRAN TDD – Contention Based Random Access test

	CEMode
	Te

	B
	51*TS

	Note 1: TS 36.133 [4] clauses A.6.2.15.2, 7.24 and clause 7.1.2 

Note 2: TS is the basic timing unit defined in TS 36.211 [9]


{End of changes}
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