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<Start>

8.1.1.2.5 RRC connection establishment / RRC Reject with wait time
8.1.1.2.5.1
Test Purpose (TP)

(1)

with { UE in NR RRC_IDLE state and has sent an RRCSetupRequest message }

ensure that {
  when { UE receives an RRCReject message including an IE waitTime set to non-zero value }

    then { UE doesn't re-send RRCSetupRequest before the waitTime is expired }

            }
8.1.1.2.5.2
Conformance requirements

References: The conformance requirements covered in the current TC is specified in: TS 38.331 clause 5.3.15.2. 
[TS 38.331, clause 5.3.15.2]

The UE shall:

1>
stop timer T300, if running;

1>
stop timer T319, if running;

1>
reset MAC and release the MAC configuration;

1>
start timer T302, with the timer value set to the waitTime;

1>
set the variable pendingRnaUpdate to 'FALSE';

1>
if RRCReject is received in response to a request from upper layers:

2>
inform the upper layer that access barring is applicable for all access categories except categories '0'and '2';

1>
if RRCReject is received in response to an RRCSetupRequest:

2>
inform upper layers about the failure to setup the RRC connection, upon which the procedure ends;

1>
if RRCReject is received in response to an RRCResumeRequest or an RRCResumeRequest1:

2>
if resume is triggered by upper layers: or

2>
inform upper layers about the failure to resume the RRC connection;

Editor's Note: FFS In which cases upper layers are informed that a resume failure occurred upon the reception of RRC Reject.

2>
if resume is triggered by RRC:

3>
set the variable pendingRnaUpdate to 'TRUE';

2>
discard the security context including the KRRCenc key, the KRRCint, the KUPint key and the KUPenc key;

2>
suspend SRB1, upon which the procedure ends;

Editor's Note: FFS Handling of timer T380 upon Reject e.g. stop, re-start, etc.

The RRC_INACTIVE UE shall continue to monitor paging while the timer T302 is running.

8.1.1.2.5.3
Test Description

8.1.1.2.5.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1

-
System information combination NR-1 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used in NR cell.

UE:

-
None.

Preamble:

-
The UE is in state RRC_CONNECTED using generic procedure parameter Connectivity (NR), and Test Loop Function (On) with UE test loop mode B according to TS 38.508-1 [4], clause 4.5.4.

8.1.1.2.5.3.2
Test procedure sequence

Table 8.1.1.2.5.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits one IP packet to the UE on the DRB associated with the default PDU session on Cell 1.
	-
	-
	-
	-

	2
	Wait for 1 s after the IP packet has been transmitted in step 1. (Note 1)
	-
	-
	-
	-

	3
	The SS transmits an RRCRelease message on Cell 1.
	<--
	RRCRelease
	-
	-

	4
	The SS transmits a Paging message with a matching UE identity.
	<--
	Paging
	-
	-

	5
	The UE transmits an RRCSetupRequest message.
	-->
	RRCSetupRequest
	-
	-

	6
	The SS responds with RRCReject message with IE waitTime set to 10s.
	<--
	RRCReject
	-
	-

	-
	EXCEPTION: the behaviour in table 8.1.1.2.5.3.2-2 runs in parallel with step 7 below.
	-
	-
	-
	-

	7
	The SS transmits a Paging message with a matching UE identity.
	<--
	Paging
	-
	-

	8
	The SS starts timer of 5 seconds. (Note 2)
	-
	-
	-
	-

	9
	Check: Does UE transmit RRCSetupRequest message when Cell 1 is treated as normal cell and access is granted for originating call?
	-
	RRCSetupRequest
	1
	P

	10
	Steps x to y of the generic radio bearer establishment procedure in TS 38.508-1 subclause FFS are executed.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 11 and 12 can occur in any order.
	-
	-
	-
	-

	11
	The UE transmits an RRCReconfigurationComplete message on Cell 1.
	-->
	RRCReconfigurationComplete
	-
	-

	12
	The UE loop backs the IP packet received in step 1 on the DRB associated with the default PDU session on Cell 1.
	-
	-
	-
	-

	13
	Check: Does the test result of generic test procedure in TS 38.508-1 subclause FFS indicate that the UE is in NR RRC_CONNECTED state on Cell 1?
	-
	-
	1
	P

	Note 1:
The 1 second delay is used to secure that the UE has received and forwarded the IP Packet transmitted by the SS in step 1 to the UE test loop function before the RRCRelease message is sent by the SS in step 3.

Note 2:
Test step 8 is always executed 10s after step 3, i.e. when the reject timer is expired in the UE and the UE is allowed to answer paging and initiate calls again. This is because test step 7 of the main behaviour run in parallel with test step 1 of the parallel behaviour, which lasts 10s unless the verdict is "Failed".


Table 8.1.1.2.5.3.2-2: Parallel behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	Check: Does the UE transmit an RRCSetupRequest message within 10s.
	-->
	RRCSetupRequest
	1
	F


8.1.1.2.5.3.3
Specific message contents
FFS

<End>
