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<Start of first modified section>

9.1.8.17
Service request / Rejected / Abnormal / De-registration procedure collision

9.1.8.17.1
Test Purpose (TP)

(1)

with { the UE is in state 5GMM-SERVICE-REQUEST-INITIATED }

ensure that {

  when { the UE receives a DEREGISTRATION REQUEST message with the Type of de-registration set to 're-registration required' }

    then { UE sends a DEREGISTRATION ACCEPT message and performs the REGISTRATION procedure }

}

(2)

with { the UE is in state 5GMM-SERVICE-REQUEST-INITIATED }

ensure that {

  when { the UE receives a DEREGISTRATION REQUEST message with the Type of de-registration set to 're-registration not required' }

    then { UE sends a DEREGISTRATION ACCEPT message }

}

9.1.8.17.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.501, clause 

5.6.1.7.
[TS 24.501, clause 5.6.1.7]
The following abnormal cases can be identified:

f)
De-registration procedure collision.


If the UE receives a DEREGISTRATION REQUEST message from the network in state 5GMM-SERVICE-REQUEST-INITIATED, the UE shall progress the DEREGISTRATION REQUEST message and the service request procedure shall be aborted.

9.1.8.17.3
Test description

9.1.8.17.3.1
Pre-test conditions

System Simulator:

-
NR Cell A.

UE:

None.

Preamble:

· The UE is in state Registered, Idle mode on cell A according to TS 38.508.

9.1.8.17.3.2
Test procedure sequence

Table 9.1.8.17.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS pages the UE using 5G-S-TMSI.
	
	
	
	

	2
	The UE transmits a SERVICE REQUEST message.
	-->
	SERVICE REQUEST
	
	

	3
	The SS transmits a DEREGISTRATION REQUEST message with the Type of de-registration set to ‘re-registration required'.
	<--
	DEREGISTRATION REQUEST
	
	

	4
	Check: Does the UE transmit a DEREGISTRATION ACCEPT message?
	-->
	DEREGISTRATION ACCEPT
	1
	P

	
	EXCEPTION: Steps 5a-5b describes a behaviour that depends on UE behaviour.
	
	
	
	

	5a
	The SS releases the RRC connection.
	
	
	
	

	
	EXCEPTION: Step 5b describes a behaviour which depends on the UE capability.
	
	
	
	

	5b
	IF NOT pc_Automatic_Re_Registration, the user initiates a registration by MMI or by AT command.
	
	
	
	

	6
	Check: Does the UE transmit a REGISTRATION REQUEST message?
	-->
	REGISTRATION REQUEST
	1
	P

	7-xx
	Steps xx-xx of the generic procedure for UE registration specified in TS 38.508 subclause   (FFS) are performed (FFS).
	
	
	
	

	8
	The SS pages the UE using 5G-S-TMSI.
	
	
	
	

	9
	The UE transmits a SERVICE REQUEST message.
	-->
	SERVICE REQUEST
	
	

	10
	The SS transmits a DEREGISTRATION REQUEST message with the Type of de-registration set to ‘re-registration not required'.
	<--
	DEREGISTRATION REQUEST
	
	

	11
	Check: Does the UE transmit a DEREGISTRATION ACCEPT message?
	-->
	DEREGISTRATION ACCEPT
	2
	P

	12
	The SS releases the RRC connection.
	
	
	
	

	-
	At the end of this test procedure sequence, the UE is in end state NR deregistered according to TS 38.508 subclause (FFS).
	
	 
	
	


9.1.8.17.3.3
Specific message contents
Table 9.1.8.17.3.3-1: Message DEREGISTRATION REQUEST (step 3, Table 9.1.8.17.3.2-1)
	Derivation path: 

	Information Element
	Value/Remark
	Comment
	Condition

	De-registration type
	
	
	

	 Re-registration required
	‘1’B
	re-registration required
	


Table 9.1.8.17.3.3-2: Message DEREGISTRATION REQUEST (step 10, Table 9.1.8.17.3.2-1)
	Derivation path: 

	Information Element
	Value/Remark
	Comment
	Condition

	De-registration type
	
	
	

	 Re-registration required
	‘0’B
	re-registration not required
	


<End of modified section>
