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<Start of first modified section>
–
RadioBearerConfig
Table 4.6.3-100: RadioBearerConfig

	 Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RadioBearerConfig ::= SEQUENCE {
	
	
	

	  srb-ToAddModList
	Not present
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	1 entry
	
	SRB1

	    SRB-Identity
	SRB-Identity with condition SRB1
	
	

	    reestablishPDCP
	Not present
	
	

	    discardOnPDCP
	Not present
	
	

	    pdcp-Config
	Not present
	Default
	

	  }
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	1 entry
	
	SRB2

	    SRB-Identity
	SRB-Identity with condition SRB2
	
	

	    reestablishPDCP
	Not present
	
	

	    discardOnPDCP
	Not present
	
	

	    pdcp-Config
	Not present
	Default
	

	  }
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	1 entry
	
	SRB3

	    srb-Identity
	SRB-Identity with condition SRB3
	
	

	    reestablishPDCP
	Not present
	
	

	    discardOnPDCP
	Not present
	
	

	    pdcp-Config
	Not present
	Default
	

	  }
	
	
	

	  srb-ToAddModList SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	2 entries
	
	SRB_NR_PDCP

	    SRB-Identity[1]
	SRB-Identity with condition SRB1
	
	

	    reestablishPDCP[1]
	Not present
	
	

	    discardOnPDCP[1]
	Not present
	
	

	    pdcp-Config[1]
	Not present
	Default
	

	    SRB-Identity[2]
	SRB-Identity with condition SRB2
	
	

	    reestablishPDCP[2]
	Not present
	
	

	    discardOnPDCP[2]
	Not present
	
	

	    pdcp-Config[2]
	Not present
	Default
	

	  }
	
	
	

	  srb3-ToRelease
	Not present
	
	

	  drb-ToAddModList
	Not present
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	1 entry
	
	EN-DC

	    cnAssociation CHOICE {
	
	
	

	      eps-BearerIdentity
	6
	
	

	
	
	
	

	    }
	
	
	

	    drb-Identity
	DRB-Identity
	
	

	    reestablishPDCP
	Not present
	
	

	    recoverPDCP
	Not present
	
	

	    pdcp-Config
	PDCP-Config
	
	

	
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	1 entry
	
	MCG_NR_PDCP

	    cnAssociation CHOICE {
	
	
	

	      eps-BearerIdentity
	5
	
	

	
	
	
	

	    }
	
	
	

	    drb-Identity
	DRB-Identity using condition DRB1
	
	

	    reestablishPDCP
	Not present
	
	

	    recoverPDCP
	Not present
	
	

	    pdcp-Config
	PDCP-Config
	
	

	
	
	
	

	  }
	
	
	

	  drb-ToAddModList SEQUENCE (SIZE (1..maxDRB)) OF SEQUENCE {
	1 entry
	
	DRB1

	    cnAssociation CHOICE {
	
	
	

	      sdap-Config
	SDAP-Config
	
	

	    }
	
	
	

	    drb-Identity
	DRB-Identity using condition DRB1
	
	

	    reestablishPDCP
	Not present
	
	

	    recoverPDCP
	Not present
	
	

	    pdcp-Config
	PDCP-Config
	
	

	  }
	
	
	

	  drb-ToReleaseList
	Not present
	
	

	  securityConfig SEQUENCE {
	
	
	

	    securityAlgorithmConfig
	SecurityAlgorithmConfig
	
	

	    keyToUse
	Master
	
	

	
	secondary
	
	SRB3, EN-DC

	
	master
	
	SRB_NR_PDCP, NR

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	EN-DC
	E-UTRA-NR Dual Connectivity

	SRB3
	Establishment of SRB3

	MCG_NR_PDCP
	EN-DC MCG DRB configured with NR PDCP

	SRB_NR_PDCP
	EN-DC SRB1 and SRB2 configured with NR PDCP

	SRB1
	Establishment of SRB1

	SRB2
	Establishment of SRB2

	DRB1
	Establishment of DRB1


<End of modified section>

<Start of next modified section>

–
PDCP-Config
Table 4.6.3-74: PDCP-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Config ::= SEQUENCE {
	
	
	

	  drb SEQUENCE {
	
	
	

	    discardTimer
	Infinity
	
	

	    pdcp-SN-Size-UL
	len18bits
	
	

	    pdcp-SN-Size-DL
	len18bits
	
	

	    headerCompression CHOICE {
	
	
	

	      notUsed
	Null
	
	

	      }
	
	
	

	    integrityProtection
	Not present
	
	

	    statusReportRequired
	True
	
	

	    outOfOrderDelivery
	Not present
	
	

	    }
	
	
	

	  drb SEQUENCE {}
	Not present
	
	SRB

	  moreThanOneRLC
	Not present
	
	

	  moreThanOneRLC SEQUENCE {
	
	
	Split

	    primaryPath SEQUENCE {
	
	
	

	      cellGroup
	CellGroupId
	
	

	      logicalChannel
	LogicalChannelIdentity
	
	

	    }
	
	
	

	    ul-DataSplitThreshold
	Infinity
	
	

	    pdcp-Duplication
	False
	
	

	  }
	
	
	

	  t-Reordering
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	Split
	More than one RLC.

	SRB
	SRB


<End of modified section>

<Start of next modified section>

–
SDAP-Config
Table 4.6.3-122: SDAP-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SDAP-Config ::= SEQUENCE {
	
	
	

	  pdu-Session
	0
	
	

	  sdap-HeaderDL
	present
	
	

	  sdap-HeaderUL
	present
	
	

	  defaultDRB
	true
	
	

	  mappedQoS-FlowsToAdd SEQUENCE (SIZE (1..maxNrofQFIs)) OF {
	1 entry
	
	

	    INTEGER
	0
	
	

	  }
	
	
	

	  mappedQoS-FlowsToRelease SEQUENCE (SIZE (1..maxNrofQFIs)) OF {}
	Not present
	
	

	}
	
	
	


<End of modified section>
