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>>>>Beginning of changes>>>>>>>
Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	>>>>Unchanged rows omitted>>>>>>>

	6.1.1.1a
	PLMN selection / Automatic mode/ between FDD and TDD
	Rel-8
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10
	EPS Session Management
	
	
	
	
	
	
	

	10.2.1
	Dedicated EPS bearer context activation / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.2.2
	Dedicated EPS bearer context with QCI 66 activation / Success
	Rel-14
	Cxxx
	UEs supporting E-UTRA and QCI 66
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.3.1
	EPS bearer context modification / Success
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	10.4.1
	EPS bearer context deactivation / Success
	Rel-8
	C97
	UEs supporting E-UTRA and Multiple PDN
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


Table 4-1a: Applicability of tests Conditions

	C01
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	>>>>Unchanged rows omitted>>>>>>>

	C01a
IF (A.4.1-1/1 OR A.4.1-1/2) AND [8]A.1/1 AND A. (4.5-2/3 AN OR A.4.5-2/4) D NOT (A.4.3.2-2A/1) THEN R ELSE N/A

	C01b
IF (A.4.1-1/1 OR A.4.1-1/2) AND [8]A.1/1 AND A.4.5-2/4 AND NOT (A.4.3.2-2A/1) THEN R ELSE N/A

	C84
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND A.4.4-2/2 AND A.4.2.1.1-1/1 AND [8]A.2/1 AND [8]A.3/3 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C351
IF A.4.1-1/8 AND A.4.2.1.1-1/11 AND (A.4.5-1a/3 or A.4.5-1b/3) AND (A.4.5-1a/7 or A.4.5-1b/7) THEN R ELSE N/A

	Cxxx 
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-2/xx THEN R ELSE N/A


…
Table A.4.4-2: Definition of UE implementation capabilities

	Item
	Definition of UE implementation capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support EPS attach (with or without pre-configuration)
	24.301
(Note1)
	Rel-8
	pc_Attach
	UE supports to be configured to initiate EPS attach or will always initiate EPS attach.
(pc_PS_voice_centric OR pc_PS_data_centric) shall set this PICS to true.

	31
	The UE supports additional APN rate control for exception data reporting
	24.301
	Rel-14
	pc_Additional_APN_RateControl
	

	>>>>Unchanged rows omitted>>>>>>>

	32
	The UE is configured to use SMS over IP
	24.167
	Rel-8
	pc_Use_SMS_over_IP
	Configured to use SMS over IP

	xx
	The UE supports a bearer with QCI 66
	23.203
	Rel-14
	pc_Use_QCI_66
	

	Note 1:
A UE supporting UTRAN and/or GERAN which is configured to initiate EPS attach considers UTRAN and GERAN cell as candidates for cell selection and cell reselection according to TS 36.304. A UE configured to initiate EPS attach which has selected a UTRAN or GERAN cell may perform registration procedures to the PS and CS domains, or to the PS domain only or to the CS domain only.

Note 2:
pc_XCAP_only_APN and pc_XCAP_over_Internet_APN are mutual exclusive i.e. shall not be set to true at the same time.

Note 3:
Shall be set to false when pc_DaylightSavingTime is false.


	>>>>End of changes>>>>>>>
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