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<Unchanged sections skipped>
3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Aggregated Channel Bandwidth: The RF bandwidth in which a UE transmits and receives multiple contiguously aggregated carriers.
Carrier aggregation: Aggregation of two or more component carriers in order to support wider transmission bandwidths. 

Carrier aggregation band: A set of one or more operating bands across which multiple carriers are aggregated with a specific set of technical requirements.

Carrier aggregation bandwidth class: A class defined by the aggregated transmission bandwidth configuration and maximum number of component carriers supported by a UE.

Carrier aggregation configuration: A combination of CA operating band(s) and CA bandwidth class(es) supported by a UE.

Contiguous carriers: A set of two or more carriers configured in a spectrum block where there are no RF requirements based on co-existence for un-coordinated operation within the spectrum block.

Contiguous resource allocation: A resource allocation of consecutive resource blocks within one carrier or across contiguously aggregated carriers. The gap between contiguously aggregated carriers due to the nominal channel spacing is allowed.

Contiguous spectrum: Spectrum consisting of a contiguous block of spectrum with no sub-block gaps.

Inter-band carrier aggregation: Carrier aggregation of component carriers in different operating bands.

NOTE:
Carriers aggregated in each band can be contiguous or non-contiguous.

Intra-band contiguous carrier aggregation: Contiguous carriers aggregated in the same operating band. 

Intra-band non-contiguous carrier aggregation: Non-contiguous carriers aggregated in the same operating band.

Sub-block: This is one contiguous allocated block of spectrum for transmission and reception by the same UE. There may be multiple instances of sub-blocks within an RF bandwidth.

Sub-block bandwidth: The bandwidth of one sub-block.

Sub-block gap: A frequency gap between two consecutive sub-blocks within an RF bandwidth, where the RF requirements in the gap are based on co-existence for un-coordinated operation.
UE transmission bandwidth configuration: Set of resource blocks located within the UE channel bandwidth which may be used for transmitting or receiving by the UE
3.2
Symbols

<Unchanged sections skipped>
5.2
Operating bands

NR is designed to operate in the FR1 operating bands defined in Table 5.2-1.

Table 5.2-1: NR operating bands in FR1

	NR operating band
	Uplink (UL) operating band
BS receive / UE transmit

FUL_low   –  FUL_high


	Downlink (DL) operating band
BS transmit / UE receive

FDL_low   –  FDL_high
	Duplex Mode

	n1
	1920 MHz – 1980 MHz
	2110 MHz – 2170 MHz
	FDD

	n2
	1850 MHz – 1910 MHz
	1930 MHz – 1990 MHz
	FDD

	n3
	1710 MHz – 1785 MHz
	1805 MHz – 1880 MHz
	FDD

	n5
	824 MHz – 849 MHz
	869 MHz – 894 MHz
	FDD

	n7
	2500 MHz – 2570 MHz
	2620 MHz – 2690 MHz
	FDD

	n8
	880 MHz – 915 MHz
	925 MHz – 960 MHz
	FDD

	n12
	699 MHz – 716 MHz
	729 MHz – 746 MHz
	FDD

	n20
	832 MHz – 862 MHz
	791 MHz – 821 MHz
	FDD

	n25
	1850 MHz – 1915 MHz
	1930 MHz – 1995 MHz
	FDD

	n28
	703 MHz – 748 MHz
	758 MHz – 803 MHz
	FDD

	n34
	2010 MHz – 2025 MHz
	2010 MHz – 2025 MHz
	TDD

	n38
	2570 MHz – 2620 MHz
	2570 MHz – 2620 MHz
	TDD

	n39
	1880 MHz – 1920 MHz
	1880 MHz – 1920 MHz
	TDD

	n40
	2300 MHz – 2400 MHz
	2300 MHz – 2400 MHz
	TDD

	n41
	2496 MHz – 2690 MHz
	2496 MHz – 2690 MHz
	TDD

	n51
	1427 MHz – 1432 MHz
	1427 MHz – 1432 MHz
	TDD

	n66
	1710 MHz – 1780 MHz
	2110 MHz – 2200 MHz
	FDD

	n70
	1695 MHz – 1710 MHz
	1995 MHz – 2020 MHz
	FDD

	n71
	663 MHz – 698 MHz
	617 MHz – 652 MHz
	FDD

	n75
	N/A
	1432 MHz – 1517 MHz
	SDL

	n76
	N/A
	1427 MHz – 1432 MHz
	SDL

	n77
	3300 MHz – 4200 MHz
	3300 MHz – 4200 MHz
	TDD

	n78
	3300 MHz – 3800 MHz
	3300 MHz – 3800 MHz
	TDD

	n79
	4400 MHz – 5000 MHz
	4400 MHz – 5000 MHz
	TDD

	n80
	1710 MHz – 1785 MHz
	N/A
	SUL 

	n81
	880 MHz – 915 MHz
	N/A
	SUL 

	n82
	832 MHz – 862 MHz
	N/A
	SUL 

	n83
	703 MHz – 748 MHz
	N/A
	SUL

	n84
	1920 MHz – 1980 MHz
	N/A
	SUL

	n86
	1710 MHz – 1780MHz
	N/A
	SUL

	NOTE 1:
UE that complies with the NR Band n50 minimum requirements in this specification         shall also comply with the NR Band n51 minimum requirements.

NOTE 2:
UE that complies with the NR Band n75 minimum requirements in this specification         shall also comply with the NR Band n76 minimum requirements.


5.2A
Operating bands for CA

<Unchanged sections skipped>
5.2A.1
Intra-band CA

NR intra-band contiguous carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1-1, where all operating bands are within FR1.

NR intra-band contiguous carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.1-1, where all operating bands are within FR1.

Table 5.2A.1-1: Intra-band contiguous CA operating bands in FR1

	NR CA Band
	NR Band

(Table 5.2-1)

	CA_n71
	n71

	CA_n77
	n77

	CA_n78
	n78

	CA_n79
	n79


5.2A.2
Inter-band CA

NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2-1, where all operating bands are within FR1.

Table 5.2A.2-1: Inter-band CA operating bands involving FR1 (two bands)

	NR CA Band
	NR Band

(Table 5.2-1)

	CA_n3-n77
	n3, n77

	CA_n3-n78
	n3, n78

	CA_n3-n79
	n3, n79

	CA n8-n78
	n8, n78

	CA_n8-n79
	n8, n79

	CA_n28_n78
	n28, n78

	CA_n41-n78
	n41, n78

	CA_n75-n781
	n75, n78

	CA_n77-n79
	n77, n79

	CA_n78-n79
	n78, n79

	NOTE 1:
Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.


5.2B
Operating bands for DC

<Unchanged sections skipped>
5.3
UE channel bandwidth

5.3.1
General
The UE channel bandwidth supports a single NR RF carrier in the uplink or downlink at the UE. From a BS perspective, different UE channel bandwidths may be supported within the same spectrum for transmitting to and receiving from UEs connected to the BS. Transmission of multiple carriers to the same UE (CA) or multiple carriers to different UEs within the BS channel bandwidth can be supported.

From a UE perspective, the UE is configured with one or more BWP / carriers, each with its own UE channel bandwidth. The UE does not need to be aware of the BS channel bandwidth or how the BS allocates bandwidth to different UEs.

The placement of the UE channel bandwidth for each UE carrier is flexible but can only be completely within the BS channel bandwidth.

The relationship between the channel bandwidth, the guardband and the maximum transmission bandwidth configuration is shown in Figure 5.3.1-1.


Figure 5.3.1-1: Definition of the channel bandwidth and the maximum transmission bandwidth configuration for one NR channel

5.3.2
Maximum transmission bandwidth configuration

<Unchanged sections skipped>
5.3.4
RB alignment
For each numerology, its common resource blocks are specified in Section 4.4.4.3 in [9], and the starting point of its transmission bandwidth configuration on the common resource block grid for a given channel bandwidth is indicated by an offset to “Reference point A” in the unit of the numerology. The UE transmission bandwidth configuration is indicated by the higher layer parameter carrierBandwidth [11] and will fulfil the minimum UE guard band requirement specified in Section 5.3.3. 

5.3.5
UE channel bandwidth per operating band 

<Unchanged sections skipped>
5.3.6
Asymmetric channel bandwidths

The UE channel bandwidth can be asymmetric in downlink and uplink. In asymmetric channel bandwidth operation, the narrower carrier shall be confined within the frequency range of the wider channel bandwidth. 
In FDD, the confinement is defined as a deviation to the default Tx-Rx carrier centre frequency separation  (defined in Table 5.4.4-1) as following:

ΔFTX-RX = | (BWDL – BWUL)/2 |

The operating bands and supported asymmetric channel bandwidth combinations are defined in Table 5.3.6-1. 

Table 5.3.6-1: FDD asymmetric UL and DL channel bandwidth combinations

	NR Band
	Channel bandwidths for UL (MHz)
	Channel bandwidths for DL (MHz)

	n66
	5, 10
	20, 40

	
	20
	40

	n70
	5
	10, 15

	
	5, 10, 15
	20, 25

	n71
	5
	10

	
	10
	15

	
	15
	20


In TDD, the operating bands and supported asymmetric channel bandwidth combinations are defined in Table 5.3.6-2.

Table 5.3.6-2: TDD asymmetric UL and DL channel bandwidth combinations

	NR Band
	Channel bandwidths for UL (MHz)
	Channel bandwidths for DL (MHz)

	
	
	


5.3A
UE channel bandwidth for CA

5.3A.1
General 

For intra-band contiguous carrier aggregation, Aggregated Channel Bandwidth and Guard Bands are defined as follows, see Figure 5.3A.1-1.

 SHAPE  \* MERGEFORMAT 



Figure 5.3A.1-1: Definition of Aggregated Channel Bandwidth for intra-band carrier aggregation

The aggregated channel bandwidth, BWChannel_CA, is defined as

BWChannel_CA = Fedge,high - Fedge,low (MHz).
The lower bandwidth edge Fedge, low and the upper bandwidth edge Fedge,high of the aggregated channel bandwidth are used as frequency reference points for transmitter and receiver requirements and are defined by

Fedge,low = FC,low - Foffset,low

Fedge,high = FC,high + Foffset,high

The lower and upper frequency offsets depend on the transmission bandwidth configurations of the lowest and highest assigned edge component carrier and are defined as 

Foffset,low = (NRB,low*12 + 1)*SCSlow/2 + BWGB (MHz)

Foffset,high = (NRB,high*12 - 1)*SCShigh/2 + BWGB (MHz)

BWGB = max( BWGB,Channel(k) )

BWGB,Channel(k) is the minimum guard band defined in sub-clause 5.3.3 of carrier k, while NRB,low and NRB,high are the transmission bandwidth configurations according to Table 5.3.2-1 for the lowest and highest assigned component carrier, SCSlow and SCShigh are the sub-carrier spacing for the lowest and highest assigned component carrier respectively.

For intra-band non-contiguous carrier aggregation Sub-block Bandwidth and Sub-block edges are defined as follows, see Figure 5.3A.1-2.
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Figure 5.3A.1-2: Definition of sub-block bandwidth for intra-band non-contiguous spectrum

The lower sub-block edge of the Sub-block Bandwidth (BWChannel,block) is defined as

Fedge,block, low = FC,block,low - Foffset, low.

The upper sub-block edge of the Sub-block Bandwidth is defined as 

Fedge,block,high = FC,block,high + Foffset,high .

The Sub-block Bandwidth, BWChannel,block, is defined as follows:

BWChannel,block = Fedge,block,high - Fedge,block,low (MHz)

The lower and upper frequency offsets Foffset,block,low and Foffset,block,high depend on the transmission bandwidth configurations of the lowest and highest assigned edge component carriers within a sub-block and are defined as

Foffset,block,low =  (NRB,low*12 + 1)*SCSlow/2 + BWGB (MHz)

Foffset,block,high =  (NRB,high*12 - 1)*SCShigh/2 + BWGB(MHz)

BWGB = max(BWGB,Channel(k))
where NRB,low and NRB,high are the transmission bandwidth configurations according to Table 5.3.2-1 for the lowest and highest assigned component carrier within a sub-block, respectively. SCSlow and SCShigh are the sub-carrier spacing for the lowest and highest assigned component carrier within a sub-block, respectively.  BWGB,Channel(k) is the minimum guard band defined in sub-clause 5.3.3 of carrier k within a sub-block.
The sub-block gap size between two consecutive sub-blocks Wgap is defined as

Wgap = Fedge,block n+1,low - Fedge,block n,high (MHz)

5.3A.2
Maximum transmission bandwidth configuration for CA

5.3A.3
Minimum guard band and transmission bandwidth configuration for CA

5.3A.4

RB alignment with Different Numerologies for CA

5.3A.5
UE channel bandwidth per operating band for CA
The requirements for carrier aggregation in this specification are defined for carrier aggregation configurations.

For intra-band contiguous carrier aggregation, a carrier aggregation configuration is a single operating band supporting a carrier aggregation bandwidth class with associated bandwidth combination sets specified in clause 5.5A.1. For each carrier aggregation configuration, requirements are specified for all aggregated channel bandwidths contained in a bandwidth combination set, A UE can indicate support of several bandwidth combination sets per carrier aggregation configuration. For intra-band non-contiguous carrier aggregation, a carrier aggregation configuration is a single operating band supporting two or more sub-blocks, each supporting a carrier aggregation bandwidth class.

For inter-band carrier aggregation, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class.
Table 5.3A.4-1: CA bandwidth classes

	NR CA bandwidth class
	Aggregated channel bandwidth
	Number of contiguous CC
	Fallback group

	A
	BWChannel_CA ≤ BWChannel,max
	1
	

	B
	20 MHz ≤ CBW ≤ 100 MHz
	2
	

	C
	100 MHz < BWChannel_CA ≤ 2 x BWChannel,max
	2
	1

	D
	200 MHz < BWChannel_CA ≤ 3 x BWChannel,max
	3
	

	E
	300 MHz < BWChannel_CA ≤ 4 x BWChannel,max
	4
	

	F
	50 MHz < BWChannel_CA ≤ 100 MHz
	2
	2

	G
	100 MHz < BWChannel_CA ≤ 150 MHz
	3
	

	H
	150 MHz < BWChannel_CA ≤ 200 MHz
	4
	

	I
	200 MHz < BWChannel_CA ≤ 250 MHz
	5
	

	J
	250 MHz < BWChannel_CA ≤ 300 MHz
	6
	

	K
	300 MHz < BWChannel_CA ≤ 350 MHz
	7
	

	L
	350 MHz < BWChannel_CA ≤ 400 MHz
	8
	

	NOTE 1: 
BWChannel,max is maximum channel bandwidth supported among all bands in a release
NOTE 2:
It is mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration within a fallback group. It is not mandatory for a UE to be able to fallback to lower order CA bandwidth class configuration that belong to a different fallback group


5.4
Channel arrangement

5.4.1
Channel spacing

5.4.1.1
Channel spacing for adjacent NR carriers

The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between two adjacent NR carriers is defined as following:

· For NR operating bands with 100 kHz channel raster,


Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2

· For NR operating bands with 15 kHz channel raster,


Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2+{-5kHz, 0kHz, 5kHz}

-
For NR operating bands with 30 kHz channel raster,

Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2+{-10kHz, 0kHz, 10kHz}

where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective NR carriers. The channel spacing can be adjusted depending on the channel raster to optimize performance in a particular deployment scenario.

5.4.2
Channel raster

5.4.2.1
NR-ARFCN and channel raster 

The global frequency channel raster defines a set of RF reference frequencies FREF. The RF reference frequency is used in signalling to identify the position of RF channels, SS blocks and other elements. 

The global frequency raster is defined for all frequencies from 0 to 100 GHz. The granularity of the global frequency raster is ΔFGlobal. 
RF reference frequencies are designated by an NR Absolute Radio Frequency Channel Number (NR-ARFCN) in the range (0.. 2016666] on the global frequency raster. The relation between the NR-ARFCN and the RF reference frequency FREF in MHz is given by the following equation, where FREF-Offs and NRef-Offs are given in Table 5.4.2.1-1 and NREF is the NR-ARFCN.

FREF = FREF-Offs + ΔFGlobal (NREF – NREF-Offs)

Table 5.4.2.1-1: NR-ARFCN parameters for the global frequency raster

	Frequency range (MHz)
	ΔFGlobal (kHz)
	FREF-Offs (MHz)
	NREF-Offs
	Range of NREF

	0 – 3000
	5
	0
	0
	0 – 599999

	3000 – 24250
	15
	3000
	600000
	600000 – 2016666


The channel raster defines a subset of RF reference frequencies that can be used to identify the RF channel position in the uplink and downlink. The RF reference frequency for an RF channel maps to a resource element on the carrier. For each operating band, a subset of frequencies from the global frequency raster are applicable for that band and forms a channel raster with a granularity ΔFRaster, which may be equal to or larger than ΔFGlobal. 
For SUL bands and for the uplink of bands n1, n2, n3, n5, n7, n8, n12, n20, n25, n28, n66, n70 and n71 defined in Table 5.2-1. 

FREF, shift = FREF + Δshift, Δshift=0kHz or 7.5kHz.

where Δshift is signalled by the network in higher layer parameter frequencyShift7p5khz [6]. 

The mapping between the channel raster and corresponding resource element is given in Section 5.4.2.2. The applicable entries for each operating band are defined in Section 5.4.2.3

5.4.2.2
Channel raster to resource element mapping

<Unchanged sections skipped>
5.4.3.3
Synchronization raster entries for each operating band 

The synchronization raster for each band is given in Table 5.4.3.3-1. The distance between applicable GSCN entries is given by the <Step size> indicated in Table 5.4.3.3-1.

Table 5.4.3.3-1: Applicable SS raster entries per operating band

	NR Operating Band
	SS  Block SCS
	SS Block pattern1
	Range of GSCN

(First – <Step size> – Last)

	n1
	15kHz
	Case A
	5279 – <1> – 5419

	n2
	15kHz
	Case A
	4829 – <1> – 4969

	n3
	15kHz
	Case A
	4517 – <1> – 4693

	n5
	15kHz
	Case A
	2177 – <1> – 2230

	
	30kHz
	Case B
	2183 – <1> – 2224

	n7
	15kHz
	Case A
	6554 – <1> – 6718

	n8
	15kHz
	Case A
	2318 – <1> – 2395

	n12
	15kHz
	Case A
	1828 – <1> – 1858

	n20
	15kHz
	Case A
	1982 – <1> – 2047

	n25
	15 kHz
	Case A
	4829 – <1> – 4981

	n28
	15kHz
	Case A
	1901 – <1> – 2002

	n34
	15kHz
	Case A
	5030 – <1> – 5056

	n38
	15kHz
	Case A
	6431 – <1> – 6544

	n39
	15kHz
	Case A
	4706 – <1> – 4795

	n40
	15kHz
	Case A
	5756 – <1> – 5995

	n41
	15kHz
	Case A
	6246 – <9> – 6714

	
	30 kHz
	Case C
	6252 – <3> – 6714

	n51
	15kHz
	Case A
	3572 – <1> – 3574

	n66
	15kHz
	Case A
	5279 – <1> – 5494

	
	30kHz
	Case B
	5285 – <1> – 5488

	n70
	15kHz
	Case A
	4993 – <1> – 5044

	n71
	15kHz
	Case A
	1547 – <1> – 1624

	n74
	15kHz
	Case A
	3692 – <1> – 3790

	n75
	15kHz
	Case A
	3584 – <1> – 3787

	n76
	15kHz
	Case A
	3572 – <1> – 3574

	n77
	30kHz
	Case C
	7711 – <1> – 8329

	n78
	30kHz
	Case C
	7711 – <1> – 8051

	n79
	30kHz
	Case C
	8480 – <16> – 8880

	NOTE 1:
SS Block pattern is defined in section 4.1 in TS 38.213 [9]


5.4.4
TX–RX frequency separation

<Unchanged sections skipped>
5.5A.1
Configurations for intra-band contiguous CA

Table 5.5A.1-1: NR CA configurations and bandwidth combination sets defined for intra-band contiguous CA for fallback group 1
	NR CA configuration / Bandwidth combination set

	NR CA configuration
	Uplink CA configurations
	Component carriers in order of increasing carrier frequency
	Aggregated 
bandwidth (MHz)
	Bandwidth combination set

	
	
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	Channel bandwidths for carrier (MHz)
	
	

	CA_n71B
	
	5
	20
	
	
	
	25
	0

	
	
	10
	15
	
	
	
	
	

	
	
	15
	10
	
	
	
	
	

	
	
	20
	5
	
	
	
	
	

	CA_n77C

CA_n78C

CA_n79C
	
	50
	60
	
	
	
	110
	0

	
	
	60
	60
	
	
	
	120
	

	
	
	50
	80
	
	
	
	130
	

	
	
	60
	80
	
	
	
	140
	

	
	
	50
	100
	
	
	
	150
	

	
	
	60
	100
	
	
	
	160
	

	
	
	80
	80
	
	
	
	
	

	
	
	80
	100
	
	
	
	180
	

	
	
	100
	100
	
	
	
	200
	

	CA_n77D, CA_n78D, CA_n79D
	
	50
	60
	100
	
	
	210
	

	
	
	60
	60
	100
	
	
	220
	

	
	
	50
	80
	100
	
	
	230
	

	
	
	60
	80
	100
	
	
	240
	

	
	
	50
	100
	100
	
	
	250
	

	
	
	80
	80
	100
	
	
	260
	

	
	
	80
	90
	100
	
	
	270
	

	
	
	80
	100
	100
	
	
	280
	

	
	
	90
	100
	100
	
	
	290
	

	
	
	100
	100
	100
	
	
	300
	

	CA_n77E, CA_n78E, CA_n79E
	
	50
	60
	100
	100
	
	310
	

	
	
	60
	60
	100
	100
	
	320
	

	
	
	50
	80
	100
	100
	
	330
	

	
	
	60
	80
	100
	100
	
	340
	

	
	
	50
	100
	100
	100
	
	350
	

	
	
	80
	80
	100
	100
	
	360
	

	
	
	80
	90
	100
	100
	
	370
	

	
	
	80
	100
	100
	100
	
	380
	

	
	
	90
	100
	100
	100
	
	390
	

	
	
	100
	100
	100
	100
	
	400
	



	
	
	

	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


5.5A.2
Configurations for intra-band non-contiguous CA

<Unchanged sections skipped>
5.5C
Configurations for SUL

Table 5.5C-1: Supported channel bandwidths per SUL band combination

	SUL configuration
	NR Band
	Subcarrier spacing

(kHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25 MHz
	30 MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	90

MHz
	100 MHz
	Bandwidth combination set

	SUL_n78A-n80A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	SUL_n78A-n81A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n81
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	SUL_n78A-n82A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n82
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	SUL_n78A-n83A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n83
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	SUL_n78A-n84A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n84
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	SUL_n78A-n86A
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	n86
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	SUL_n79A-n80A
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	SUL_n79A-n81A
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	n81
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	


6
Transmitter characteristics

<Unchanged sections skipped>
6.2.1
UE maximum output power

<Unchanged sections skipped>
6.2.1.3
Minimum conformance requirements

The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).

Table 6.2.1.3-1: UE Power Class

	EUTRA band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n1
	
	
	
	
	23
	± 2

	n2
	
	
	
	
	23
	± 23

	n8
	
	
	
	
	23
	± 23

	n12
	
	
	
	
	23
	± 23

	n25
	
	
	
	
	23
	± 2

	n34
	
	
	
	
	23
	± 2

	n39
	
	
	
	
	23
	± 2

	n40
	
	
	
	
	23
	± 2

	n41
	
	
	26
	+2/-33
	23
	± 23

	n66
	
	
	
	
	23
	± 2

	n70
	
	
	
	
	23
	± 2

	n71
	
	
	
	
	23
	+2/-2.5

	n77
	
	
	26
	+2/-3
	23
	+2/-3

	n78
	
	
	26
	+2/-3
	23
	+2/-3

	n79
	
	
	26
	+2/-3
	23
	+2/-3

	n80
	
	
	
	
	23
	± 2

	n81
	
	
	
	
	23
	± 2

	n82
	
	
	
	
	23
	± 2

	n83
	
	
	
	
	23
	± 2/-2.5

	n84
	
	
	
	
	23
	± 2

	n86
	
	
	
	
	23
	± 2

	NOTE 1:
PPowerClass is the maximum UE power specified without taking into account the tolerance 

NOTE 2:
Power class 3 is default power class unless otherwise stated

NOTE 3:
Refers to the transmission bandwidths (Figure 5.3.3-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB


If a UE supports a different power class than the default UE power class for the band and the supported power class enables the higher maximum output power than that of the default power class:

- if the field of UE capability maxUplinkDutyCycle is absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 50%  (The exact evaluation period is no less than one radio frame); or

- if the field of UE capability maxUplinkDutyCycle is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle as defined in TS 38.331 (The exact evaluation period is no less than one radio frame); or



-
if the IE P-Max as defined in TS 38.331 [6] is provided and set to the maximum output power of the default power class or lower;

-
shall apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified in sub-clause 6.2.4;

- else if (the IE P-Max as defined in TS 38.331 [6] is not provided or set to the higher value than the maximum output power of the default power class and the percentage of uplink symbols transmitted in a certain evaluation period is less than or equal to maxUplinkDutyCycle as defined in TS 38.331; or
 the IE P-Max as defined in TS 38.331 [6] is not provided or set to the higher value than the maximum output power of the default power class and the percentage of uplink symbols transmitted in a certain evaluation period is less than or equal to 50% when maxUplinkDutyCycle is absent. The exact evaluation period is no less than one radio frame):

- shall apply all requirements for the supported power class and set the configured transmitted power class as specified in sub-clause 6.2.4;

The normative reference for this requirement is TS 38.101-1 [2] clause 6.2.1.

6.2.1.4
Test description

<Unchanged sections skipped>
6.2.4
Configured transmitted power

<Unchanged sections skipped>
6.2.4.3
Minimum conformance requirements

The UE is allowed to set its configured maximum output power PCMAX,f,c for carrier f of serving cell c in each slot. The configured maximum output power PCMAX,f,c is set within the following bounds:

PCMAX_L,f,c ≤  PCMAX,f,c  ≤  PCMAX_H,f,c with


PCMAX_L,f,c = MIN {PEMAX,c– ∆TC,c,  (PPowerClass – ΔPPowerClass) – MAX(MPRc + A-MPRc+ ΔTIB,c + ∆TC,c + ∆TRxSRS, P-MPRc) }

PCMAX_H,f,c = MIN {PEMAX,c,  PPowerClass – ΔPPowerClass }

where

PEMAX,c is the value given by IE P-Max for serving cell c, defined in TS 38.331[6];

PPowerClass is the maximum UE power specified in Table 6.2.1.3-1 without taking into account the tolerance specified in the Table 6.2.1.3-1;

ΔPPowerClass = 3 dB for a power class 2 capable UE, when P-max of 23 dBm or lower is indicated; or when the field of UE capability maxUplinkDutyCycle is absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 50%; or when the field of UE capability maxUplinkDutyCycle is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle as defined in TS 38.331 (The exact evaluation period is no less than one radio frame); ΔPPowerClass = 0 dB;

∆TIB,c is the additional tolerance for serving cell c as specified in TS 38.101-3 [4] subclause 6.2.6 and 6.2.7; ∆TIB,c = 0 dB otherwise;

∆TC,c = 1.5dB when NOTE 3 in Table 6.2.1-1 in 38.101-1 applies for a serving cell c, otherwise ∆TC,c = 0dB ;

MPRc and A-MPRc for serving cell c are specified in subclause 6.2.2.3 and subclause 6.2.3.3, respectively;

∆TRxSRS is applied when UE transmits SRS other than first SRS port when the SRS-TxSwitch capability is indicated as  '1T2R', '1T4R' or, '1T4R/2T4R' with UE configured with 4 SRS resources in the SRS resource set, and when UE transmits SRS to other than first or second SRS port when the SRS-TxSwitch capability is indicated as  '2T4R' or '1T4R/2T4R' with the UE configured with 2 SRS resources in the SRS resource set.The value of ∆TRxSRS is 4.5dB for n79 and 3 dB for bands whose FUL_high is lower than the FUL_low  of n79.
For other SRS transmissions ∆TRxSRS is zero;
P-MPRc is the allowed maximum output power reduction for

a)
ensuring compliance with applicable electromagnetic energy absorption requirements and addressing unwanted emissions / self defence requirements in case of simultaneous transmissions on multiple RAT(s) for scenarios not in scope of 3GPP RAN specifications;

b)
ensuring compliance with applicable electromagnetic energy absorption requirements in case of proximity detection is used to address such requirements that require a lower maximum output power.

The UE shall apply P-MPRc for serving cell c only for the above cases. For UE conducted conformance testing P-MPRc shall be 0 dB

NOTE 1:
P-MPRc was introduced in the PCMAX,f,c equation such that the UE can report to the eNB the available maximum output transmit power. This information can be used by the eNB for scheduling decisions.

NOTE 2:
P-MPRc may impact the maximum uplink performance for the selected UL transmission path.

The PCMAX_L,f,c for carrier f of serving cell c is evaluated each slot.

The measured configured maximum output power PUMAX,f,c shall be within the following bounds:


PCMAX_L,f,c  –  MAX{TL,c, T(PCMAX_L,f,c)}  ≤  PUMAX,f,c  ≤  PCMAX_H,f,c  +  T(PCMAX_H,f,c).

where the tolerance T(PCMAX,f,c) for applicable values of PCMAX,f,c is specified in Table 6.2.4.3-1. The tolerance TL,c is the absolute value of the lower tolerance for the applicable operating band as specified in Table 6.2.1.3-1.

<Unchanged sections skipped>
6.3.4.3
Power Control Relative power tolerance

<Unchanged sections skipped>
6.3.4.3.3
Minimum conformance requirement

The UE shall meet the requirements specified in Table 6.3.4.3.3-1.

The minimum requirements specified in Table 6.3.4.3.3-1 apply when the power of the target and reference sub-frames are within the power range bounded by the minimum output power as defined in sub-clause 6.3.1 and the measured [PUMAX] as defined in sub-clause [configured output power].

Table 6.3.4.3.3-1: Relative Power Tolerance

	Power step P (Up or down) 

 (dB)
	All combinations of PUSCH and PUCCH transitions (dB)
	All combinations of PUSCH/PUCCH and SRS transitions between sub-frames (dB)
	PRACH (dB)

	ΔP < 2
	± 2.0 (NOTE)
	± 2.5
	± 2.0

	2 ≤ ΔP < 3
	± 2.5
	± 3.5
	± 2.5

	3 ≤ ΔP < 4
	± 3.0
	± 4.5
	± 3.0

	4 ≤ ΔP ≤ 10
	± 3.5
	± 5.5
	± 3.5

	10 ≤ ΔP < 15
	± 4.0
	± 7.0
	± 4.0

	15 ≤ ΔP
	± 5.0
	± 8.0
	± 5.0

	NOTE:
For PUSCH to PUSCH transitions with the allocated resource blocks fixed in frequency and no transmission gaps other than those generated by downlink subframes, DwPTS fields or Guard Periods: for a power step ΔP ≤ 1 dB, the relative power tolerance for transmission is ± 0.7 dB.



The normative reference for this requirement is TS 38.101-1 [2] clause 6.3.4.3.

6.3.4.3.4
Test description

<Unchanged sections skipped>
6.4.2.1
Error Vector Magnitude

<Unchanged sections skipped>
6.4.2.1.3
Minimum conformance requirements

The RMS average of the basic EVM measurements for 10 sub-frames excluding any transient period for the average EVM case, and 60 sub-frames excluding any transient period for the reference signal EVM case, for the different modulations schemes shall not exceed the values specified in Table 6.4.2.1.3-1 for the parameters defined in Table 6.4.2.1.3-2. For EVM evaluation purposes, all PRACH preamble formats 0-4 and all PUCCH formats 1, 1a, 1b, 2, 2a and 2b are considered to have the same EVM requirement as QPSK modulated.

Table 6.4.2.1.3-1: Requirements for Error Vector Magnitude
	Parameter
	Unit
	Average EVM Level

	Pi/2-BPSK 
	%
	30

	QPSK
	%
	17.5

	16 QAM 
	%
	12.5

	64 QAM 
	%
	8

	256 QAM
	%
	3.5


Table 6.4.2.1.3-2: Parameters for Error Vector Magnitude

	Parameter
	Unit
	Level

	UE Output Power
	dBm
	(Table 6.3.1.3-1 

	UE Output Power for 256 QAM
	dBm
	( Table 6.3.1-1 + 10 dB

	Operating conditions
	
	Normal conditions


The normative reference for this requirement is TS 38.101 [2] clause 6.4.2.1.

6.4.2.1.4
Test description

<Unchanged sections skipped>
6.5.3.1
General spurious emissions

<Unchanged sections skipped>
6.5.3.1.3
Minimum conformance requirements

This clause specifies the requirements for the specified NR band for Transmitter Spurious emissions requirement with frequency range as indicated in table 6.5.3.1.3-2.

Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than ΔfOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth. The spurious emission limits in Table 6.5.3.1.3-2 apply for all transmitter band configurations (NRB) and channel bandwidths. 

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

Table 6.5.3.1.3-1: Boundary between NR out of band and general spurious emission domain

	Channel bandwidth
	OOB boundary ΔfOOB (MHz) 

	BWChannel 
	BWChannel + 5


Table 6.5.3.1.3-2: Requirement for general spurious emissions limits 
	Frequency Range
	Maximum Level
	Measurement bandwidth
	NOTE

	9 kHz ( f < 150 kHz
	-36 dBm
	1 kHz 
	

	150 kHz ( f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz ( f < 1000 MHz
	-36 dBm
	100 kHz
	

	1 GHz ( f < 12.75 GHz
	-30 dBm
	1 MHz
	3

	12.75 GHz ≤ f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-30 dBm
	1 MHz
	1

	12.75 GHz < f < 26 GHz
	-30 dBm
	1 MHz
	2

	NOTE 1:
Applies for Band that the upper frequency edge of the UL Band more than 2.69 GHz

NOTE 2:
Applies for Band that the upper frequency edge of the UL Band more than 5.2 GHz
NOTE 3:
Applies for Band n41, CA configurations including Band n41, and EN-DC configurations that include n41 specified in sub-clause 5.2B of [3] when NS_04 is signalled.


The normative reference for this requirement is TS 38.101-1 [2] subclause 6.5.3.1

<Unchanged sections skipped>
6.5.3.2
Spurious emission for UE co-existence 

<Unchanged sections skipped>
6.5.3.2.3
Minimum conformance requirements

This clause specifies the requirements for the specified NR band for coexistence with protected bands as indicated in Table 6.5.3.2.3-1.

NOTE:
For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.

Table 6.5.3.2.3-1: Requirements for spurious emissions for UE co-existence

	NR Band
	Spurious emission for UE co-existence

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	n1, n84
	E-UTRA Band 1, 5, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, 31, 32, 38, 40, 41, 42, 43, 44, 45, 50, 51, 65, 67, 68, 69, 72, 73, 74, 75, 76
	FDL_low 
	--
	FDL_high 
	-50
	1
	

	
	E-UTRA Band 3, 34
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	Frequency range
	1880
	-
	1895
	-40
	1
	15, 27

	
	Frequency range
	1895
	-
	1915
	-15.5
	5
	15, 26, 27

	
	Frequency range
	1915
	-
	1920
	+1.6
	5
	15, 26, 27

	n2
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 24, 26, 27, 28, 29, 30, 41, 42, 48, 50, 51, 66, 70, 71, 74
	FDL_low 
	-
	FDL_high 
	-50
	1
	

	
	E-UTRA Band 2, 25
	FDL_low 
	-
	FDL_high 
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	-
	FDL_high 
	-50
	1
	2

	n3, n80
	E-UTRA Band 1, 5, 7, 8, 20, 26, 27, 28, 31, 32, 33, 34, 38, 39, 40, 41, 43, 44, 45, 50, 51, 65, 67, 68, 69, 72, 73,74, 75, 76
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 11, 18, 19, 21
	FDL_low
	-
	 FDL_high
	-50
	1
	13

	
	E-UTRA Band 22, 42
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	13

	n5
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 12, 13, 14, 17, 18, 19, 24, 25, 26, 28, 29, 30, 31, 34, 38, 40, 42, 43, 45, 48, 50, 51, 65, 66, 70, 71, 73, 74, 85
	FDL_low
	-
	FDL_high
	-50
	
	

	
	E-UTRA Band 41, 52
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	39

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8,39

	n7
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 12, 13, 14, 17, 20, 22, 26, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43, 50, 51, 65, 66, 67, 68, 72, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	-
	2575
	+1.6
	5
	15, 21, 26

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	15, 21, 26

	
	Frequency range
	2595
	-
	2620
	-40
	1
	15, 21

	n8, n81
	E-UTRA Band 1, 20, 28, 31, 32, 33, 34, 38, 39, 40, 45, 50, 51, 65, 67, 68, 69, 72, 73, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA band  3, 7, 22, 41, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA 8
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	23

	
	
	
	
	
	
	
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	n12
	E-UTRA Band 2, 5, 13, 14, 17, 24, 25, 26, 27, 30, 41, 48, 50, 51, 71, 74
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10, 66, 70
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12, 85
	FDL_low
	-
	FDL_high
	-50
	1
	15

	n20, n82
	E-UTRA Band 1, 3, 7, 8, 22, 31, 32, 33, 34, 40, 43, 50, 51, 65, 67, 68, 72, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 20
	FDL_low
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 38, 42, 69
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	758
	-
	788
	-50
	1
	

	n25
	E-UTRA Band 4, 5, 10,12, 13, 14, 17, 24, 26, 27, 28, 29, 30, 41, 42, 48, 66, 70, 71, 85
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2
	FDL_low 
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 25
	FDL_low 
	-
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	n28, n83
	E-UTRA Band 1, 4, 10, 22, 42, 43, 50, 51, 65, 73, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 1
	FDL_low
	-
	FDL_high
	-50
	1
	19, 25

	
	E-UTRA Band 2, 3, 5, 7, 8, 18, 19, 20, 25, 26, 27, 31, 34, 38, 40, 41, 66, 72
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	19, 24

	
	Frequency range
	470
	-
	694
	-42
	8
	15, 35

	
	Frequency range
	470
	-
	710
	-26.2
	6
	34

	
	Frequency range
	662
	-
	694
	-26.2
	6
	15

	
	Frequency range
	758
	-
	773
	-32
	1
	15

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 19

	n34
	E-UTRA Band 1, 3, 7, 8, 11, 18, 19, 20, 21, 22, 26, 28, 31, 32, 33, 38,39, 40, 41, 42, 43, 44, 45, 50, 51, 65, 67, 69, 72, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	5

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	n38
	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13, 14, 17, 20, 22, 27, 28, 29, 30, 31, 32, 33, 34, 40, 42, 43, 50, 51, 65, 66, 67, 68, 72, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	2620
	-
	2645
	-15.5
	5
	15, 22, 26

	
	Frequency range
	2645
	-
	2690
	-40
	1
	15, 22

	n39
	E-UTRA Band 1, 8, 22, 26, 34, 40, 41, 42, 44, 45, 50, 51, 74
	FDL_low
	-
	FDL_high
	-50
	
	

	
	Frequency range
	1805
	-
	1855
	-40
	1
	33

	
	Frequency range
	1855
	-
	1880
	-15.5
	5
	15, 26, 33

	n40
	E-UTRA Band 1, 3, 5, 7, 8, 20, 22, 26, 27, 28, 31, 32, 33, 34, 38, 39, 41, 42, 43, 44, 45, 50, 51, 65, 67, 68, 69, 72, 74, 75, 76
	FDL_low
	-
	FDL_high
	-50
	1
	

	n41
	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13 , 14, 17, 24, 25, 26, 27, 28, 29, 30, 34, 39, 40, 42, 44, 45, 48, 50, 51, 65, 66, 70, 71, 73, 74
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 9, 11, 18, 19, 21
	FDL_low
	-
	FDL_high
	-50
	1
	30

	
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	8, 30

	n51
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 12, 13, 17, 20, 26, 28, 29, 31, 34, 38, 39, 40, 41, 42, 43, 48, 65, 66, 67, 68
	FDL_low
	-
	FDL_high
	-50
	1
	

	n66, n86
	E-UTRA Band 2, 4, 5, 7, 12, 13, 17, 26, 28, 29, 38, 41, 43, 66, 70, 71
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42, 48
	FDL_low
	-
	FDL_high
	-50
	1
	2

	n70
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 24, 25, 29, 30, 41, 48, 66, 70, 71
	FDL_low 
	-
	FDL_high
	-50
	1
	2

	n71
	E-UTRA Band 4, 5, 12, 13, 14, 17, 24, 26, 29, 30, 48, 66, 85
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25, 41, 70
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 29
	FDL_low
	-
	FDL_high
	-38
	1
	15

	
	E-UTRA Band 71
	FDL_low
	-
	FDL_high
	-50
	1
	15

	n77, n78
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 20, 21, 26, 28, 34, 39, 40, 41, 65
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	
	
	
	
	
	
	

	n79
	E-UTRA Band 1, 3, 5, 8, 11, 18, 19, 21, 28, 34, 39, 40, 41, 42, 65
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	
	
	
	
	
	
	

	n80
	See n3
	
	
	
	
	
	

	n81
	See n8
	
	
	
	
	
	

	n82
	See n20 
	
	
	
	
	
	

	n83
	See n28
	
	
	
	
	
	

	n84
	See n1
	
	
	
	
	
	

	n86
	See n66
	
	
	
	
	
	

	NOTE 1:
FDL_low and FDL_high refer to each frequency band specified in Table 5.2-1 or Table 5.5-1 in TS 36.101

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned NR carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, [5] for the 2nd, 3rd, 4th [or 5th] harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.

NOTE 3:
15 kHz SCS is assumed when RB is mentioned in the note.

NOTE 4:
N/A

NOTE 5:
For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 6:
N/A

NOTE 7:
Applicable when co-existence with PHS system operating in 1884.5
-1919.6MHz. 

NOTE 8:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 9:
N/A

NOTE 10:
N/A

NOTE 11:
Whether the applicable frequency range should be 793-805MHz instead of 799-805MHz is TBD 

NOTE 12:
The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB 

NOTE 13:
This requirement applies for 5, 10, 15 and 20 MHz NR channel bandwidth allocated within 1744.9MHz and 1784.9MHz.

NOTE 14:
N/A

NOTE 15:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1.3-1 and Table 6.6A.3.1.3-1 from the edge of the channel bandwidth.

NOTE 16:
N/A

NOTE 17:
N/A

NOTE 18:
N/A

NOTE 19:
Applicable when the assigned NR carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.

NOTE 20:
N/A

NOTE 21:
This requirement is applicable for any channel bandwidths within the range 2500 - 2570 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2552 - 2560 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.

NOTE 22:
This requirement is applicable for power class 3 UE for any channel bandwidths within the range 2570 - 2615 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 2605.5 - 2607.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 2597 - 2605 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.  For power class 2 UE for any channel bandwidths within the range 2570 - 2615 MHz, NS_44 shall apply. For power class 2 or 3 UE for carriers with channel bandwidth overlapping the frequency range 2615 - 2620 MHz the requirement applies with the maximum output power configured to +19 dBm in the IE P-Max.

NOTE 23:
Void.

NOTE 24:
As exceptions, measurements with a level up to the applicable requirement of -38 dBm/MHz is permitted for each assigned NR carrier used in the measurement due to 2nd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.3.3-1) for which the 2nd harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 25:
As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned NR carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.3.3-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 26: For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 27:
This requirement is applicable for any channel bandwidths within the range 1920 - 1980 MHz with the following restriction: for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 1927.5 - 1929.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 1930 - 1938 MHz the requirement is applicable only for an uplink transmission bandwidth less than or equal to 54 RB.

NOTE 28:
N/A

NOTE 29:
N/A

NOTE 30:
This requirement applies when the NR carrier is confined within 2545-2575MHz or 2595-2645MHz and the channel bandwidth is 10 or 20 MHz

NOTE 31:
N/A

NOTE 32:
Void

NOTE 33:
This requirement is only applicable for carriers with bandwidth confined within 1885-1920 MHz (requirement for carriers with at least 1RB confined within 1880 - 1885 MHz is not specified). This requirement applies for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier centre frequency is within the range 1892.5 - 1894.5 MHz and for carriers of 20 MHz bandwidth when carrier centre frequency is within the range 1895 - 1903 MHz. 

NOTE 34:
This requirement is applicable for 5 and 10 MHz NR channel bandwidth allocated within 718-728MHz. For carriers of 10 MHz bandwidth, this requirement applies for an uplink transmission bandwidth less than or equal to 30 RB with Restart > 1 and Restart<48.

NOTE 35:
This requirement is applicable in the case of a 10 MHz NR carrier confined within 703 MHz and 733 MHz, otherwise the requirement of -25 dBm with a measurement bandwidth of 8 MHz applies.

NOTE 36:
This requirement is applicable for NR channel bandwidth allocated within 1920-1980 MHz.

NOTE 37:
Applicable when the upper edge of the channel bandwidth frequency is greater than 1980MHz.

NOTE 38:
Applicable when NS_33 or NS_34 is configured by the pre-configured radio parameters.

NOTE 39:
Void.

NOTE 40: In the frequency range x-5950MHz, SE requirement of -30dBm/MHz should be applied; where x = max (5925, face + 15), where face is the channel centre frequency.

NOTE 41:
Applicable for 1.4 MHz bandwidth, and when the lower edge of the assigned NR UL channel bandwidth frequency is greater than or equal to 1427 MHz + the channel BW assigned for 3, 5 and 10 MHz bandwidth, and when the lower edge of the assigned E-UTRA UL channel bandwidth frequency is greater than or equal to 1440 MHz for 15 and 20 MHz bandwidth.

NOTE 42:
Applicable for 1.4 , 3 and 5 MHz bandwidth, and when the upper edge of the assigned NR UL channel bandwidth frequency is less than or equal to 1467 MHz assigned for10 MHz bandwidth, and when the upper edge of the assigned NR UL channel bandwidth frequency is less than or equal to 1463.8 MHz for 15 MHz bandwidth, and when the upper edge of the assigned NR UL channel bandwidth frequency is less than or equal to 1460.8 MHz for 20 MHz bandwidth.


Note: To simplify Table 6.5.3.2.3-1, E-UTRA band numbers are listed for bands which are specified only for E-UTRA operation or both E-UTRA and NR operation. NR band numbers are listed for bands which are specified only for NR operation.

The normative reference for this requirement is TS 38.101-1 [2] subclause 6.5.3.2.

6.5.3.2.4
Test description

<Unchanged sections skipped>
6.5.3.3
Additional spurious emissions

- Initial condition for NS value is incomplete. TP analysis is pending.

- SA message contents in TS 38.508-1[5] subclause 4.6 is FFS. 

6.5.3.3.3.1
Minimum conformance requirements (network signalled value "NS_04")

When "NS 04" is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.3.1-1.  This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1.3-1 from the edge of the channel bandwidth.

Table 6.5.3.3.3.1-1: Additional requirements

	Frequency band

(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	10, 15, 20, 40, 50, 60, 80, 90, 100 MHz
	

	2495 ≤ f < 2496
	-13
	1% of Channel BW

	2490.5 ≤ f < 2495
	-13
	1 MHz

	0.009 < f < 2490.5
	-25
	1 MHz


The normative reference for this requirement is TS 38.101-1 [2] subclause 6.5.3.3.1.

<Unchanged sections skipped>
7.3.2
Reference sensitivity power level

<Unchanged sections skipped>
7.3.2.3
Minimum conformance requirements

The reference sensitivity power level REFSENS is the minimum mean power applied to each one of the UE antenna ports for all UE categories, at which the throughput shall meet or exceed the requirements for the specified reference measurement channel.

The normative reference for this requirement is TS 38.101-1 [2] clause 7.3.2.

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.2.3-1 and Table 7.3.2.3-2.

Table 7.3.2.3-1: Two antenna port reference sensitivity QPSK PREFSENS

	Operating band / SCS / Channel bandwidth / Duplex-mode

	Operating Band
	SCS kHz
	5

MHz
(dBm)
	10

MHz
(dBm)
	15

MHz
(dBm)
	20

MHz
(dBm)
	25

MHz
(dBm)
	30 MHz (dBm)
	40

MHz
(dBm)
	50

MHz
(dBm)
	60

MHz
(dBm)
	80

MHz
(dBm)
	90

MHz
(dBm)
	100 MHz
(dBm)
	Duplex Mode

	n1
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	
	

	n2
	15
	-98.0
	-94.8
	-93.0
	-91.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	
	
	
	
	
	
	

	n3
	15
	-97.0
	-93.8
	-92.0
	-90.8
	-89.7
	-88.9
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-92.1
	-91.0
	-89.8
	-89.0
	
	
	
	
	
	
	

	
	60
	
	-94.5
	-92.4
	-91.2
	-90.0
	-89.1
	
	
	
	
	
	
	

	n5
	15
	-98.0
	-94.8 
	 -93.0 
	-90.8 
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-91.0
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n71
	15
	-98.0
	-94.8
	-93.0
	-91.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	
	
	
	
	
	
	

	n8
	15
	-97.0
	-93.8
	-92.0
	-90.0
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-92.1
	-90.2
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n12
	15
	-97.0
	-93.8
	-84.0
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-84.1
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	-97.0
	-93.8
	-91.0
	-89.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-91.1
	-90.0
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	-96.5
	-93.3
	-91.5
	-90.3
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-93.6
	-91.6
	-90.5
	
	
	
	
	
	
	
	
	

	
	60
	
	-94.0
	-91.9
	-90.7
	
	
	
	
	
	
	
	
	

	n28
	15
	-98.5
	-95.5
	-93.5
	-90.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.6
	-93.6
	-91.0
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	-100.0
	-96.8
	-95.0
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	
	
	
	
	
	
	
	
	
	

	n381
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	
	

	n39
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	-90.6
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	-90.7
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	-90.9
	
	
	
	
	
	

	n40
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	-90.6
	-89.6
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	-90.7
	-89.7
	-88.9
	-87.6
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	-90.9
	-89.8
	-89.1
	-87.6
	
	
	

	n411
	15
	
	-94.8
	-93.0
	-91.8
	
	
	-88.6
	-87.6
	
	
	
	
	TDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	-88.7
	-87.7
	-86.9
	-85.6
	-85.1
	-84.7
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	-88.9
	-87.8
	-87.1
	-85.6
	-85.1
	-84.7
	

	n51
	15
	-100.0
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	-90.1
	
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	-90.2
	
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	-90.4
	
	
	
	
	
	

	n70
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	
	
	
	
	
	
	
	

	n71
	15
	-97.2
	-94.0
	-91.6
	-86.0
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.3
	-91.9
	-87.4
	
	
	
	
	
	
	
	
	

	
	60
	-
	
	
	
	
	
	
	
	
	
	
	
	

	n771
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-86.1
	-85.6
	

	
	60
	-
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-86.2
	-85.7
	

	n77 (3.8 to 4.2 GHz)1
	15
	
	-95.3
	-93.5
	-92.2
	
	
	-89.1
	-88.1
	
	
	
	
	TDD

	
	30
	
	-95.6
	-93.6
	-92.4
	
	
	-89.2
	-88.2
	-87.4
	-86.1
	-85.6
	-85.1
	

	
	60
	-
	-96.0
	-93.9
	-92.6
	
	
	-89.4
	-88.3
	-87.5
	-86.2
	-85.7
	-85.2
	

	n781
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-86.1
	-85.6
	

	
	60
	
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-86.2
	-85.7
	

	n791
	15
	
	
	
	
	
	
	-89.6
	-88.6
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	
	-85.6
	

	
	60
	
	
	
	
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	
	-85.7
	

	NOTE 1:
Four Rx antenna ports shall be the baseline for this operating band

NOTE 2:
The transmitter shall be set to PUMAX as defined in subclause 6.2.4


The reference receive sensitivity (REFSENS) requirement specified in Table 7.3.2.3-1 and Table 7.3.2.3-2 shall be met for an uplink transmission using QPSK DFT-s-OFDM waveforms and for uplink transmission bandwidth less than or equal to that specified in Table 7.3.2.3-1.

Table 7.3.2.3-3: Uplink configuration for reference sensitivity

	Operating Band
	SCS kHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25

MHz
	30 MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	90

MHz
	100 MHz
	Duplex Mode

	n1
	15
	25
	501
	751
	1001
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	
	

	n2
	15
	25
	501
	501
	501
	
	
	
	
	
	
	
	
	FDD

	
	30
	101
	24
	241
	241
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	
	
	
	
	
	
	
	
	

	n3
	15
	25
	501
	501
	501
	501
	501
	
	
	
	
	
	
	FDD

	
	30
	
	24
	241
	241
	241
	241
	
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	101
	101
	
	
	
	
	
	
	

	n5
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	25
	501
	751
	751
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	361
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	181
	
	
	
	
	
	
	
	
	

	n8
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n12
	15
	201
	201
	201
	
	
	
	
	
	
	
	
	
	FDD



	
	30
	
	101
	101
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	25
	201
	202
	202
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	102
	102
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	25
	50
	501
	501
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	241
	241
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	101
	101
	
	
	
	
	
	
	
	
	

	n28
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	25
	50
	75
	
	
	
	
	
	
	
	
	
	

	
	30
	
	24
	36
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	18
	
	
	
	
	
	
	
	
	
	

	n38
	15
	25
	50
	75
	100
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	
	
	
	
	
	
	
	
	

	n39
	15
	25
	50
	75
	100
	128
	160
	216
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	100
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	30
	36
	50
	
	
	
	
	
	

	n40
	15
	25
	50
	75
	100
	128
	160
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	100
	128
	162
	216
	
	
	

	
	60
	
	10
	18
	24
	30
	36
	50
	64
	75
	100
	
	
	

	n41
	15
	
	50
	75
	100
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	
	100
	128
	162
	216
	243
	270
	

	
	60
	
	10
	18
	24
	
	
	50
	64
	751
	100
	120
	135
	

	n51
	15
	25
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n66
	15
	25
	501
	751
	1001
	
	
	216
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	1001
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	
	

	n70
	15
	25
	501
	751
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	

	n71
	15
	25
	251
	201
	201
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n77
	15
	
	50
	75
	100
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	
	100
	128
	162
	216
	243
	270
	

	
	60
	-
	10
	18
	24
	
	
	50
	64
	75
	100
	120
	135
	

	n77 (3.8 to 4.2 GHz)
	15
	
	50
	75
	100
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	38
	51
	
	
	100
	128
	162
	216
	243
	270
	

	
	60
	
	10
	18
	24
	
	
	50
	64
	75
	100
	120
	135
	

	n78
	15
	
	50
	75
	100
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	
	100
	128
	162
	216
	243
	270
	

	
	60
	
	10
	18
	24
	
	
	50
	64
	75
	100
	120
	135
	

	n79
	15
	
	
	
	
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	100
	128
	162
	216
	
	270
	

	
	60
	
	
	
	
	
	
	50
	64
	75
	100
	
	135
	

	NOTE 1:
1 Refers to the UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.3.2-1).

NOTE 2:
2 refers to Band 20; for 15kHz SCS, in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at Restart 11 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at Restart 16; for 30kHz SCS, in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at Restart 6 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at Restart 8; for 60kHz SCS, in the case of 15MHz channel bandwidth, the UL resource blocks shall be located at Restart 3 and in the case of 20MHz channel bandwidth, the UL resource blocks shall be located at Restart 4.
NOTE 3:
For DL channel bandwidths that do not have symmetric UL channel bandwidth, highest valid UL configuration with lowest duplex distance shall be used.


Unless given by Table 7.3.2.3-4, the minimum requirements specified in Tables 7.3.2.3-1 and 7.3.2.3-2 shall be verified with the network signalling value NS_01 (Table 6.2.3.3-1) configured. 

Table 7.3.2.3-4: Network signalling value for reference sensitivity

	Operating band
	Network Signalling value

	n2
	NS_03

	n12
	NS_06

	n25
	NS_03

	n66
	NS_03

	n70
	NS_03

	n71
	NS_35


For the UE which supports inter-band carrier aggregation, the minimum requirement for reference sensitivity in Table 7.3.2.3-1 shall be increased by the amount given in ΔRIB,c defined in subclause 7.3.3 for the applicable operating bands.

<Unchanged sections skipped>
7.3.2_1
Reference sensitivity level with 4 Rx antenna ports

<Unchanged sections skipped>
7.3.2_1.3
Minimum conformance requirements

For UE(s) equipped with 4 Rx antenna ports, reference sensitivity for 2Rx antenna ports in Table 7.3.2.5-1 shall be modified by the amount given in ΔRIB,4R in Table 7.3.2_1.3-1 for the applicable operating bands.

Table 7.3.2_1.3-1: Four antenna port reference sensitivity allowance ΔRIB,4R

	Operating band
	ΔRIB,4R (dB)

	n1, n2, n3, n7, n34, n38, n40, n41, n66, n70
	-2.7

	n77, n78, n79
	-2.2


The minimum conformance requirements are defined in TS 38.101-1 [2] clause 7.3.2.3.

7.3.2_1.4
Test description

<Unchanged sections skipped>
7.3C.2
Reference sensitivity power level

<Unchanged sections skipped>
7.3C.2.3 
Minimum conformance requirements

For SUL operation, the reference receive sensitivity (REFSENS) requirement for downlink bands specified in Table 7.3.2.3-1 shall be met for an uplink transmission bandwidth less than or equal to that specified in Table 7.3.2.3-1  or supplementary uplink transmission bandwidth less than or equal to that specified in Table 7.3C.2.3-1 with uplink transmission using QPSK DFT-s-OFDM waveforms.

Table 7.3C.2.3-1: Supplementary Uplink configuration for reference sensitivity
	Downlink band/ Uplink band / Channel bandwidth / NRB

	Downlink band
	Uplink band
	SCS kHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25 MHz
	30 MHz

	n78
	n80
	15
	25
	50
	75
	100
	128
	160

	n78
	n81
	15
	25
	50
	75
	100
	
	

	n78
	n82
	15
	25
	50
	75
	100
	
	

	n78
	n83
	15
	25
	50
	75
	100
	
	

	n78
	n84
	15
	25
	50
	75
	100
	
	

	n78
	n86
	15
	25
	50
	75
	100
	
	

	n79
	n80
	15
	25
	50
	75
	100
	
	

	n79
	n81
	15
	25
	50
	75
	100
	
	



	

	
	
	

	

	

	


	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


For the UE that supports any of the SUL operation given in Table 7.3C.2.3-2, exceptions to the requirements specified in Table7.3.2.3-1 are allowed when the uplink is active in a lower frequency band and is within a specified frequency range such that transmitter harmonics fall within the downlink transmission bandwidth assigned in a higher band as noted in Table 7.3C.2.3-2. For these exceptions, the UE shall meet the requirements specified in Table 7.3C2.3.-2 and Supplementary Uplink configuration (exceptions due to harmonic issue given in Table 7.3C.2.3.-3.

Table 7.3C.2.3-2: Reference sensitivity for SUL operation (exceptions due to harmonic issue)
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB
	dB

	n80
	n781,2
	
	23.9 
	22.1 
	20.9 
	
	
	17.9
	
	
	
	
	

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n82
	n784,5
	
	10.8
	9.1
	8
	
	
	6
	
	
	
	
	

	n81
	n781,2
	
	10.8
	9.1
	8
	
	
	5.1
	4.2
	3.5
	2.3
	
	1.4

	n81
	n786,7
	
	10.4
	8.9
	7.8
	
	
	4.7
	3.7
	3
	1.7
	1.2
	0.7

	n86
	n781,2
	
	23.9
	22.1
	20.9
	
	
	17.9
	
	
	
	
	

	
	n783
	
	1.1
	0.8
	0.3
	
	
	
	
	
	
	
	

	n81
	n796,7
	
	
	
	
	
	
	[6.8]
	6.2
	[5.6]
	4.9
	
	4.4

	NOTE 1:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 2nd transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.
NOTE 2:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that [image: image4.wmf]ë
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NOTE 3:
The requirements are only applicable to channel bandwidths with a carrier frequency at [image: image8.wmf](
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are the channel bandwidths configured in the aggressor (lower) and victim (higher) bands in MHz, respectively.

NOTE 4: These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band.
NOTE 5:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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NOTE 6:
The requirements should be verified for UL EARFCN of the aggressor (lower) band (superscript LB) such that 
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NOTE 7:
These requirements apply when there is at least one individual RE within the uplink transmission bandwidth of the aggressor (lower) band for which the 4th transmitter harmonic is within the downlink transmission bandwidth of a victim (higher) band


Table 7.3C.2.3-3: Supplementary Uplink configuration (exceptions due to harmonic issue)
	NR Band / Channel bandwidth of the high band

	UL band
	DL band
	5 MHz (NRB)
	10 MHz (NRB)
	15 MHz (NRB)
	20 MHz (NRB)
	25 MHz (NRB)
	30 MHz (NRB)
	40 MHz (NRB)
	50 MHz (NRB)
	60 MHz (NRB)
	80 MHz (NRB)
	90 MHz (NRB)
	100 MHz (NRB)

	n80
	n78
	
	25
	36
	50
	
	
	100
	
	
	
	
	

	n81
	n78
	
	16
	25
	25
	
	
	25
	25
	25
	25
	25
	25

	n81
	n79
	
	
	
	
	
	
	25
	25
	25
	25
	25
	25

	n83
	n78
	
	10
	15
	20
	
	
	25
	25
	25
	25
	25
	25

	n86
	n78
	
	26
	39
	53
	
	
	100
	
	
	
	
	

	NOTE 1:
15kHz SCS is assumed for UL band.

NOTE 2:
The UL configuration applies regardless of the channel bandwidth of the low band unless the UL resource blocks exceed that specified in Table 7.3.2-3 for the uplink bandwidth in which case the allocation according to Table 7.3.2-3 applies.



For the UE which supports SUL band combination, the minimum requirement for reference sensitivity in Table 7.3.2.3-1 shall be increased by the amount given in ΔRIB,c defined in subclause 7.3C.3 for the applicable NR bands.
The normative reference for this requirement is TS 38.101-1 [2] clause 7.3C.2
7.3C.2.4 
Test description
<Unchanged sections skipped>
7.5
Adjacent channel selectivity 

<Unchanged sections skipped>
7.5.3
Minimum conformance requirements

The UE shall fulfil the minimum requirements specified in Table 7.5.3-1 for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz and the minimum requirements specified in Table 7.5.3-2. for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz. These requirements apply for all values of an adjacent channel interferer up to -25 dBm and for any SCS specified for the channel bandwidth of the wanted signal. However, it is not possible to directly measure the ACS; instead the lower and upper range of test parameters are chosen as in Table 7.5.3-3 and Table 7.5.3-4 for verification of the requirements specified in Table 7.5.3-1 and as in Table 7.5.3-5, and Table 7.5.3-6 for verification of the requirements specified in Table 7.5.3-2. For these test parameters, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annexes A.2.2, A.2.3 and A.3.2(with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5)]. For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements only apply for carriers assigned in the paired part.

Table 7.5.3-1: ACS for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	ACS
	dB
	[33]
	[33]
	[30]
	[27]
	[26]

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	ACS
	dB
	[25.5]
	[24]
	[23]
	[22.5]
	[21]

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	ACS
	dB
	[20.5]
	[20]
	
	
	


Table 7.5.3-2: ACS for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	ACS
	dB
	[33]
	[33]
	[33]
	[33]
	[33]

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	ACS
	dB
	[33]
	[33]
	[33]
	[33]
	


Table 7.5.3-3: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 1

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + [45.5] dB
	REFSENS + [45.5] dB
	REFSENS + [42.5] dB
	REFSENS + [39.5] dB
	REFSENS + [38.5] dB

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	5
/
-5
	7.5
/
-7.5
	10
/
-10
	12.5
/
-12.5
	15
/
-15

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB



	Pinterferer
	dBm
	REFSENS + [38] dB
	REFSENS + [36.5] dB
	REFSENS + [35.5] dB
	REFSENS + [35] dB
	REFSENS + [33.5] dB

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	17.5
/
-17.5
	22.5
/
-22.5
	27.5
/
-27.5
	32.5

/

-32.5
	42.5

/

-42.5

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB
	
	
	

	Pinterferer
	dBm
	REFSENS + [33] dB
	REFSENS + [32.5] dB
	
	
	

	BWinterferer
	MHz
	5
	5
	
	
	

	Finterferer (offset)
	MHz
	47.5

/

-47.5
	52.5

/

-52.5
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the NR interferer RMC specified in […]


Table 7.5.3-4: Test parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, case 2

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	[-56.5]
	[-56.5]
	[-53.5]
	[-50.5]
	[-49.5]

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	5
/
-5
	7.5
/
-7.5
	10
/
-10
	12.5
/
-12.5
	15
/
-15

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	[-49]
	[-47]
	[-46.5]
	[-46]
	[-44.5]

	Pinterferer
	dBm
	-25



	BWinterferer
	MHz
	5
	5
	5
	5
	5

	Finterferer (offset)
	MHz
	17.5
/
-17.5
	22.5
/
-22.5
	27.5
/
-27.5
	32.5

/

-32.5
	42.5

/

-42.5

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	[-44]
	[-43.5]
	
	
	

	Pinterferer
	dBm
	-25
	
	
	

	BWinterferer
	MHz
	5
	5
	
	
	

	Finterferer (offset)
	MHz
	52.5

/

-52.5
	52.5

/

-52.5
	
	
	

	NOTE 1:
The transmitter shall be set to 24 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the RMC specified in […]


Table 7.5.3-5: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 1

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + 14 dB

	Pinterferer
	dBm
	REFSENS + [45.5] dB

	BWinterferer
	MHz
	10
	15
	20
	40
	50

	Finterferer (offset)
	MHz
	10
/
-10
	15
/
-15
	20
/
-20
	40
/
-40
	50
/
-50

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS   + 14 dB
	

	Pinterferer
	dBm
	REFSENS    + [45.5] dB
	REFSENS    + [45.5] dB
	REFSENS    + [45.5] dB
	REFSENS    + [45.5] dB
	

	BWinterferer
	MHz
	60
	80
	90
	100
	

	Finterferer (offset)
	MHz
	60
/
-60
	80
/
-80
	90
/
-90
	100
/
-100
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the RMC specified in […]


Table 7.5.3-6: Test parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, case 2

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	20 MHz
	40 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	[-56.5]

	Pinterferer
	dBm
	-25

	BWinterferer
	MHz
	10
	20
	40
	60
	80

	Finterferer (offset)
	MHz
	10
/
-10
	20
/
-20
	40
/
-40
	60
/
-60
	80
/
-80

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	[-56.5]
	

	Pinterferer
	dBm
	-25
	-25
	-25
	-25
	

	BWinterferer
	MHz
	60
	80
	90
	100
	

	Finterferer (offset)
	MHz
	60
/
-60
	80
/
-80
	90
/
-90
	100
/
-100
	

	NOTE 1:
The transmitter shall be set to 24 dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4 .

NOTE 2:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to 
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 3:
The interferer consists of the RMC specified in […]


The normative reference for this requirement is TS 38.101-1 [2] clause 7.5.

7.5.4
Test description

<Unchanged sections skipped>
7.6.2
Inband Blocking

<Unchanged sections skipped>
7.6.2.3
Minimum conformance requirements

For NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz, in-band blocking (IBB) is defined for an unwanted interfering signal falling into the UE receive band or into the first 15 MHz below or above the UE receive band. The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL signal as described in Annex A.5) with parameters specified in Table 7.6.2.3-1 and Table 7.6.2.3-2. The said relative throughput shall be met for any SCS specified for the channel bandwidth of the wanted signal. For operating bands with an unpaired DL part (as noted in Table 5.2-1), the requirements only apply for carriers assigned in the paired part.

Table 7.6.2.3-1: In-band blocking parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	6
	7
	9
	10

	BWinterferer
	MHz
	5

	FIoffset, case 1
	MHz
	7.5

	FIoffset, case 2
	MHz
	12.5

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	11
	12
	13
	14
	15

	BWinterferer
	MHz
	5

	FIoffset, case 1
	MHz
	7.5

	FIoffset, case 2
	MHz
	12.5

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	
	
	

	
	dB
	15.5
	16
	
	
	

	BWinterferer
	MHz
	5
	
	
	

	FIoffset, case 1
	MHz
	7.5
	
	
	

	FIoffset, case 2
	MHz
	12.5
	
	
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
The interferer consists of the RMC specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set up according to Annex [TBD]


Table 7.6.2.3-2: In-band blocking for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	NR band
	Parameter
	Unit
	Case 1
	Case 2
	Case 3

	
	Pinterferer
	dBm
	-56
	-44
	-15

	n1, n2, n3, n5, n7, n8, n12, n20,

n25, n28,

n34, n38,

n39, n40,  n41,  n51, n66, n70, n71, n75, n76
	Finterferer (offset)
	MHz
	-CBW/2 –

FIoffset, case 1
and

CBW/2 +

FIoffset, case 1
	≤ -CBW/2 –

FIoffset, case 2
and

≥ CBW/2 +

FIoffset, case 2
	

	
	Finterferer
	MHz
	NOTE 2
	FDL_low – 15

to

FDL_high + 15
	

	n71
	Finterferer
	MHz
	NOTE 2
	FDL_low – 12 to FDL_high + 15
	FDL_low – 12

	NOTE 1:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to [image: image25.wmf]é
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 2:
For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -CBW/2 – FIoffset, case 1; b: CBW/2 + FIoffset, case 1


For NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz, in-band blocking (IBB) is defined for an unwanted interfering signal falling into the UE receive band or into an immediately adjacent frequency range up 3CBW below or above the UE receive band with CBW is the bandwidth of the wanted signal. The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in [Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1)] with parameters specified in Table 7.6.2.3-3 and Table 7.6.2.3-4. The said relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.

Table 7.6.2.3-3: In-band blocking parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6

	BWinterferer
	MHz
	10
	20
	40
	60
	80

	FIoffset, case 1
	MHz
	15
	30
	60
	90
	120

	FIoffset, case 2
	MHz
	25
	50
	100
	150
	200

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	

	
	dB
	6
	

	BWinterferer
	MHz
	60
	80
	90
	100
	

	FIoffset, case 1
	MHz
	90
	120
	135
	150
	

	FIoffset, case 2
	MHz
	150
	200
	225
	250
	

	NOTE 1:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.

NOTE 2:
The interferer consists of the RMC specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1 and set up according to Annex [TBD]


Table 7.6.2.3-4: In-band blocking for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	NR band
	Parameter
	Unit
	Case 1
	Case 2

	
	Pinterferer
	dBm
	-56
	-44

	n77, n78, n79
	Finterferer (offset)
	MHz
	-CBW/2 – 

FIoffset, case 1
and

BW/2 + 

FIoffset, case 1
	≤ -CBW/2 – 

FIoffset, case 2
and

≥ CBW/2 + 

FIoffset, case 2

	
	Finterferer
	
	NOTE 2
	FDL_low – 3CBW

to

FDL_high + 3CBW

	NOTE 1:
The absolute value of the interferer offset Finterferer (offset) shall be further adjusted to [image: image26.wmf]é
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MHz with SCS the sub-carrier spacing of the wanted signal in MHz. The interferer is an NR signal with an SCS equal to that of the wanted signal.

NOTE 2:
For each carrier frequency, the requirement applies for two interferer carrier frequencies: a: -CBW/2 – FIoffset, case 1; b: CBW/2 + FIoffset, case 1
NOTE 3:
CBW denotes the channel bandwidth of the wanted signal


The normative reference for this requirement is TS 38.101-1 [2] clause 7.6.2.

7.6.2.4
Test description

<Unchanged sections skipped>
7.6.4
Narrow band blocking

<Unchanged sections skipped>
7.6.3.3
Minimum Conformance Requirements

For NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz out-of-band band blocking is defined for an unwanted CW interfering signal falling outside a frequency range 15 MHz below or above the UE receive band. The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6.3-1 and Table 7.6.3-2. The said relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal. For operating bands with an unpaired DL part (as noted in Table 5.5-1), the requirements only apply for carriers assigned in the paired part.

Table 7.6.3-1: Out-of-band blocking parameters for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	6
	7
	9
	10

	RX parameter
	Units
	Channel bandwidth

	
	
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below



	
	dB
	11
	12
	13
	14
	15

	RX parameter
	Units
	Channel bandwidth

	
	
	90 MHz
	100 MHz
	
	
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below


	
	
	

	
	dB
	15.5
	16
	
	
	

	NOTE:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.


Table 7.6.3-2: Out of-band blocking for NR bands with FDL_high < 2700 MHz and FUL_high < 2700 MHz

	NR band
	Parameter
	Unit
	Range 1
	Range 2
	Range 3

	n1, n2, n3, n5, n7, n8, n12, n20, n25, n28,

n34, n38,

n39, n40, n41, n51, n66, n70, n71, n75, n76
	Pinterferer
	dBm
	-44
	-30
	-15

	
	Finterferer (CW)
	MHz
	-60 < f – FDL_low < -15

or

15 < f – FDL_high < 60
	-85 < f – FDL_low ≤ -60

or

60 ≤ f – FDL_high < 85
	 1 ≤ f ≤ FDL_low – 85

or 

FDL_high + 85 ≤ f

≤ 12750

	NOTE:
The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 6000 MHz.


For interferer frequencies across ranges 1, 2 and 3 in Table 7.6.3-2, a maximum of 
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exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a step size of 
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the number of resource blocks in the downlink transmission bandwidth configuration, 
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the bandwidth of the frequency channel in MHz and n = 1,2,3 for SCS = 15,30,60 kHz, respectively. For these exceptions, the requirements in sub-clause 7.7 apply.

For NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz out-of-band band blocking is defined for an unwanted CW interfering signal falling outside a frequency range up to 3CBW below or from 3CBW above the UE receive band, where CBW is the channel bandwidth. The throughput of the wanted signal shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.6.3-3 and Table 7.6.3-4. The said relative throughput requirement shall be met for any SCS specified for the channel bandwidth of the wanted signal.

Table 7.6.3-3: Out-of-band blocking parameters for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	RX parameter
	Units
	Channel bandwidth

	
	
	10 MHz
	15 MHz
	20 MHz
	40 MHz
	50 MHz

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below

	
	dB
	6
	7
	9
	9
	9

	RX parameter
	Units
	Channel bandwidth

	
	
	60 MHz
	80 MHz
	90 MHz
	100 MHz
	

	Power in transmission bandwidth configuration
	dBm
	REFSENS + channel specific value below
	

	
	dB
	9
	9
	9
	9
	

	NOTE:
The transmitter shall be set to 4dB below PCMAX_L,f,c at the minimum UL configuration specified in Table 7.3.2-3 with PCMAX_L,f,c defined in clause 6.2.4.


Table 7.6.3-4: Out of-band blocking for NR bands with FDL_low ≥ 3300 MHz and FUL_low ≥ 3300 MHz

	NR band
	Parameter
	Unit
	Range1
	Range 2
	Range 3

	n77, n78

(NOTE 3)
	Pinterferer
	dBm
	-44
	-30
	-15

	
	Finterferer (CW)
	MHz
	-60 < f – FDL_low ≤      -3CBW

or

3CBW ≤ f – FDL_high < 60
	-200 < f – FDL_low ≤    -MAX(60,3CBW)

or

MAX(60,3CBW) ≤ f – FDL_high < 200
	1 ≤ f ≤ FDL_low – MAX(200,3CBW)

or 

FDL_high                      + MAX(200,3CBW)  

≤ f ≤ 12750

	n79

(NOTE 4)
	Finterferer (CW)
	MHz
	N/A
	-150 < f – FDL_low ≤           -MAX(60,3CBW)

or

MAX(60,3CBW) ≤ f – FDL_high < 150
	1 ≤ f ≤ FDL_low – MAX(150,3CBW)

or 

FDL_high                      + MAX(150,3CBW)  

≤ f ≤ 12750

	NOTE 1:
The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm for FInterferer > 6000 MHz.

NOTE 2:
CBW denotes the channel bandwidth of the wanted signal
NOTE 3:
The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm, for FInterferer > 2700 MHz and FInterferer < 4800 MHz. For CBW > 15 MHz, the requirement for Range 1 is not applicable and Range 2 applies from the frequency offset of 3CBW from the band edge. For CBW larger than 60 MHz, the requirement for Range 2 is not applicable and Range 3 applies from the frequency offset of 3CBW from the band edge.
NOTE 4:
The power level of the interferer (PInterferer) for Range 3 shall be modified to -20 dBm, for FInterferer > 3650 MHz and FInterferer < 5750 MHz. For CBW ≥ 40 MHz, the requirement for Range 2 is not applicable and Range 3 applies from the frequency offset of 3CBW from the band edge.


For interferer frequencies across ranges 1, 2 and 3 in Table 7.6.3-4, a maximum of 
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exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a step size of 
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the number of resource blocks in the downlink transmission bandwidth configuration, 
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the bandwidth of the frequency channel in MHz and n = 1,2,3 for SCS = 15, 30, 60 kHz, respectively. For these exceptions, the requirements in sub-clause 7.7 apply.

The normative reference for this requirement is TS 38.101-1 [2] clause 7.6.3.

7.6.3.4
Test Description

<Unchanged sections skipped>
Annex A (normative): Measurement channels

A.1
General

The throughput values defined in the measurement channels specified in Annex A, are calculated and are valid per data stream (codeword). For multi-stream (more than one codeword) transmissions, the throughput referenced in the minimum requirements is the sum of throughputs of all data streams (code words).

The UE category entry in the definition of the reference measurement channel in Annex A is only informative and reveals the UE categories, which can support the corresponding measurement channel. Whether the measurement channel is used for testing a certain UE category or not is specified in the individual minimum requirements.

A.2
UL reference measurement channels

A.2.1
General

The measurement channels in the following subclauses are defined to derive the requirements in clause 6 (Transmitter Characteristics) and clause 7 (Receiver Characteristics). The measurement channels represent example configurations of physical channels for different data rates.

A.2.2
Reference measurement channels for FDD

<Unchanged sections skipped>
A.2.3
Reference measurement channels for TDD

TDD slot patterns defined for reference sensitivity tests will be used for UL RMCs defined below.

<Unchanged sections skipped>
Table A.2.3.1-3: Reference Channels for DFT-s-OFDM Pi/2-BPSK for 60kHz SCS

	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39 (Note 3)
	Total number of bits per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Total modulated symbols per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	10-100
	60
	1
	11
	pi/2 BPSK
	0
	1/4
	32
	16
	2
	1
	132
	132

	 
	10
	60
	5
	11
	pi/2 BPSK
	0
	1/4
	160
	16
	2
	1
	660
	660

	 
	10
	60
	10
	11
	pi/2 BPSK
	0
	1/4
	320
	16
	2
	1
	1320
	1320

	 
	15
	60
	9
	11
	pi/2 BPSK
	0
	1/4
	288
	16
	2
	1
	1188
	1188

	 
	15
	60
	18
	11
	pi/2 BPSK
	0
	1/4
	576
	16
	2
	1
	2376
	2376

	 
	20
	60
	12
	11
	pi/2 BPSK
	0
	1/4
	384
	16
	2
	1
	1584
	1584

	 
	20
	60
	24
	11
	pi/2 BPSK
	0
	1/4
	768
	16
	2
	1
	3168
	3168

	 
	25
	60
	15
	11
	pi/2 BPSK
	0
	1/4
	480
	16
	2
	1
	1980
	1980

	 
	25
	60
	30
	11
	pi/2 BPSK
	0
	1/4
	984
	16
	2
	1
	3960
	3960

	 
	30
	60
	18
	11
	pi/2 BPSK
	0
	1/4
	576
	16
	2
	1
	2376
	2376

	 
	30
	60
	36
	11
	pi/2 BPSK
	0
	1/4
	1128
	16
	2
	1
	4752
	4752

	 
	40
	60
	25
	11
	pi/2 BPSK
	0
	1/4
	808
	16
	2
	1
	3300
	3300

	 
	40
	60
	50
	11
	pi/2 BPSK
	0
	1/4
	1544
	16
	2
	1
	6600
	6600

	 
	50
	60
	32
	11
	pi/2 BPSK
	0
	1/4
	1032
	16
	2
	1
	4224
	4224

	 
	50
	60
	64
	11
	pi/2 BPSK
	0
	1/4
	2024
	16
	2
	1
	8448
	8448

	 
	60
	60
	36
	11
	pi/2 BPSK
	0
	1/4
	1128
	16
	2
	1
	4752
	4752

	 
	60
	60
	75
	11
	pi/2 BPSK
	0
	1/4
	2408
	16
	2
	1
	9900
	9900

	 
	80
	60
	50
	11
	pi/2 BPSK
	0
	1/4
	1544
	16
	2
	1
	6600
	6600

	 
	80
	60
	100
	11
	pi/2 BPSK
	0
	1/4
	3104
	16
	2
	1
	13200
	13200

	 
	90
	60
	60
	11
	pi/2 BPSK
	0
	1/4
	1864
	16
	2
	1
	7920
	7920

	 
	90
	60
	120
	11
	pi/2 BPSK
	0
	1/4
	3752
	16
	2
	1
	15840
	15840

	 
	100
	60
	64
	11
	pi/2 BPSK
	0
	1/4
	2024
	16
	2
	1
	8448
	8448

	 
	100
	60
	135
	11
	pi/2 BPSK
	0
	1/4
	4104
	24
	2
	2
	17820
	17820

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.

Note 2:
MCS Index is based on MCS table 6.1.4.1-1 defined in TS 38.214 [12].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


<Unchanged sections skipped>
Table A.2.3.2-3: Reference Channels for DFT-s-OFDM QPSK for 60kHz SCS

	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39 (Note 3)
	Total number of bits per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Total modulated symbols per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	10-100
	60
	1
	11
	QPSK
	2
	1/6
	56
	16
	2
	1
	264
	132

	 
	10
	60
	5
	11
	QPSK
	2
	1/6
	256
	16
	2
	1
	1320
	660

	 
	10
	60
	10
	11
	QPSK
	2
	1/6
	504
	16
	2
	1
	2640
	1320

	 
	15
	60
	9
	11
	QPSK
	2
	1/6
	456
	16
	2
	1
	2376
	1188

	 
	15
	60
	18
	11
	QPSK
	2
	1/6
	928
	16
	2
	1
	4752
	2376

	 
	20
	60
	12
	11
	QPSK
	2
	1/6
	608
	16
	2
	1
	3168
	1584

	 
	20
	60
	24
	11
	QPSK
	2
	1/6
	1192
	16
	2
	1
	6336
	3168

	 
	25
	60
	15
	11
	QPSK
	2
	1/6
	768
	16
	2
	1
	3960
	1980

	 
	25
	60
	30
	11
	QPSK
	2
	1/6
	1544
	16
	2
	1
	7920
	3960

	 
	30
	60
	18
	11
	QPSK
	2
	1/6
	928
	16
	2
	1
	4752
	2376

	 
	30
	60
	36
	11
	QPSK
	2
	1/6
	1800
	16
	2
	1
	9504
	4752

	 
	40
	60
	25
	11
	QPSK
	2
	1/6
	1256
	16
	2
	1
	6600
	3300

	 
	40
	60
	50
	11
	QPSK
	2
	1/6
	2472
	16
	2
	1
	13200
	6600

	 
	50
	60
	32
	11
	QPSK
	2
	1/6
	1608
	16
	2
	1
	8448
	4224

	 
	50
	60
	64
	11
	QPSK
	2
	1/6
	3240
	16
	2
	1
	16896
	8448

	 
	60
	60
	36
	11
	QPSK
	2
	1/6
	1800
	16
	2
	1
	9504
	4752

	 
	60
	60
	75
	11
	QPSK
	2
	1/6
	3752
	16
	2
	1
	19800
	9900

	 
	80
	60
	50
	11
	QPSK
	2
	1/6
	2472
	16
	2
	1
	13200
	6600

	 
	80
	60
	100
	11
	QPSK
	2
	1/6
	5000
	24
	2
	2
	26400
	13200

	 
	90
	60
	60
	11
	QPSK
	2
	1/6
	3104
	16
	2
	1
	15840
	7920

	 
	90
	60
	120
	11
	QPSK
	2
	1/6
	5896
	24
	2
	2
	31680
	15840

	 
	100
	60
	64
	11
	QPSK
	2
	1/6
	3240
	16
	2
	1
	16896
	8448

	 
	100
	60
	135
	11
	QPSK
	2
	1/6
	6664
	24
	2
	2
	35640
	17820

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.

Note 2:
MCS Index is based on MCS table 6.1.4.1-1 defined in TS 38.214 [12].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


<Unchanged sections skipped>
Table A.2.3.3-3: Reference Channels for DFT-s-OFDM 16QAM for 60kHz SCS

	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39 (Note 3)
	Total number of bits per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Total modulated symbols per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	10-100
	60
	1
	11
	16QAM
	10
	1/3
	176
	16
	2
	1
	528
	132

	 
	10
	60
	5
	11
	16QAM
	10
	1/3
	888
	16
	2
	1
	2640
	660

	 
	10
	60
	10
	11
	16QAM
	10
	1/3
	1800
	16
	2
	1
	5280
	1320

	 
	15
	60
	9
	11
	16QAM
	10
	1/3
	1608
	16
	2
	1
	4752
	1188

	 
	15
	60
	18
	11
	16QAM
	10
	1/3
	3240
	16
	2
	1
	9504
	2376

	 
	20
	60
	12
	11
	16QAM
	10
	1/3
	2088
	16
	2
	1
	6336
	1584

	 
	20
	60
	24
	11
	16QAM
	10
	1/3
	4224
	24
	1
	1
	12672
	3168

	 
	25
	60
	15
	11
	16QAM
	10
	1/3
	2664
	16
	2
	1
	7920
	1980

	 
	25
	60
	30
	11
	16QAM
	10
	1/3
	5248
	24
	1
	1
	15840
	3960

	 
	30
	60
	18
	11
	16QAM
	10
	1/3
	3240
	16
	2
	1
	9504
	2376

	 
	30
	60
	36
	11
	16QAM
	10
	1/3
	6272
	24
	1
	1
	19008
	4752

	 
	40
	60
	25
	11
	16QAM
	10
	1/3
	4352
	24
	1
	1
	13200
	3300

	 
	40
	60
	50
	11
	16QAM
	10
	1/3
	8712
	24
	1
	2
	26400
	6600

	 
	50
	60
	32
	11
	16QAM
	10
	1/3
	5632
	24
	1
	1
	16896
	4224

	 
	50
	60
	64
	11
	16QAM
	10
	1/3
	11272
	24
	1
	2
	33792
	8448

	 
	60
	60
	36
	11
	16QAM
	10
	1/3
	6272
	24
	1
	1
	19008
	4752

	 
	60
	60
	75
	11
	16QAM
	10
	1/3
	13064
	24
	1
	2
	39600
	9900

	 
	80
	60
	50
	11
	16QAM
	10
	1/3
	8712
	24
	1
	2
	26400
	6600

	 
	80
	60
	100
	11
	16QAM
	10
	1/3
	17424
	24
	1
	3
	52800
	13200

	 
	90
	60
	60
	11
	16QAM
	10
	1/3
	10504
	24
	1
	2
	31680
	7920

	 
	90
	60
	120
	11
	16QAM
	10
	1/3
	21000
	24
	1
	3
	63360
	15840

	 
	100
	60
	64
	11
	16QAM
	10
	1/3
	11272
	24
	1
	2
	33792
	8448

	 
	100
	60
	135
	11
	16QAM
	10
	1/3
	23568
	24
	1
	3
	71280
	17820

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.

Note 2:
MCS Index is based on MCS table 6.1.4.1-1 defined in TS 38.214 [12].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


<Unchanged sections skipped>
Table A.2.3.4-3: Reference Channels for DFT-s-OFDM 64QAM for 60kHz SCS

	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39 (Note 3)
	Total number of bits per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Total modulated symbols per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	10
	60
	10
	11
	64QAM
	18
	1/2
	3968
	24
	1
	1
	7920
	1320

	 
	15
	60
	18
	11
	64QAM
	18
	1/2
	7168
	24
	1
	1
	14256
	2376

	 
	20
	60
	24
	11
	64QAM
	18
	1/2
	9480
	24
	1
	2
	19008
	3168

	 
	25
	60
	30
	11
	64QAM
	18
	1/2
	12040
	24
	1
	2
	23760
	3960

	 
	30
	60
	36
	11
	64QAM
	18
	1/2
	14344
	24
	1
	2
	28512
	4752

	 
	40
	60
	50
	11
	64QAM
	18
	1/2
	19968
	24
	1
	3
	39600
	6600

	 
	50
	60
	64
	11
	64QAM
	18
	1/2
	25608
	24
	1
	4
	50688
	8448

	 
	60
	60
	75
	11
	64QAM
	18
	1/2
	30216
	24
	1
	4
	59400
	9900

	 
	80
	60
	100
	11
	64QAM
	18
	1/2
	39936
	24
	1
	5
	79200
	13200

	 
	90
	60
	120
	11
	64QAM
	18
	1/2
	48168
	24
	1
	6
	95040
	15840

	 
	100
	60
	135
	11
	64QAM
	18
	1/2
	54296
	24
	1
	7
	106920
	17820

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.

Note 2:
MCS Index is based on MCS table 6.1.4.1-1 defined in TS 38.214 [12].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


<Unchanged sections skipped>
Table A.2.3.5-3: Reference Channels for DFT-s-OFDM 256QAM for 60kHz SCS

	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	DFT-s-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39 (Note 3)
	Total number of bits per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Total modulated symbols per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	10
	60
	10
	11
	256QAM
	20
	2/3
	7040
	24
	1
	1
	10560
	1320

	 
	15
	60
	18
	11
	256QAM
	20
	2/3
	12552
	24
	1
	2
	19008
	2376

	 
	20
	60
	24
	11
	256QAM
	20
	2/3
	16896
	24
	1
	3
	25344
	3168

	 
	25
	60
	30
	11
	256QAM
	20
	2/3
	21000
	24
	1
	3
	31680
	3960

	 
	30
	60
	36
	11
	256QAM
	20
	2/3
	25104
	24
	1
	3
	38016
	4752

	 
	40
	60
	50
	11
	256QAM
	20
	2/3
	34816
	24
	1
	5
	52800
	6600

	 
	50
	60
	64
	11
	256QAM
	20
	2/3
	45096
	24
	1
	6
	67584
	8448

	 
	60
	60
	75
	11
	256QAM
	20
	2/3
	53288
	24
	1
	7
	79200
	9900

	 
	80
	60
	100
	11
	256QAM
	20
	2/3
	69672
	24
	1
	9
	105600
	13200

	 
	90
	60
	120
	11
	256QAM
	20
	2/3
	83976
	24
	1
	10
	126720
	15840

	 
	100
	60
	135
	11
	256QAM
	20
	2/3
	94248
	24
	1
	12
	142560
	17820

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.

Note 2:
MCS Index is based on MCS table 5.1.3.1-2 defined in TS 38.214 [12].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


<Unchanged sections skipped>
Table A.2.3.6-3: Reference Channels for CP-OFDM QPSK for 60kHz SCS

	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	CP-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39 (Note 3)
	Total number of bits per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Total modulated symbols per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	10-100
	60
	1
	11
	QPSK
	2
	1/6
	56
	16
	2
	1
	264
	132

	 
	10
	60
	6
	11
	QPSK
	2
	1/6
	304
	16
	2
	1
	1584
	792

	 
	10
	60
	11
	11
	QPSK
	2
	1/6
	552
	16
	2
	1
	2904
	1452

	 
	15
	60
	9
	11
	QPSK
	2
	1/6
	456
	16
	2
	1
	2376
	1188

	 
	15
	60
	18
	11
	QPSK
	2
	1/6
	928
	16
	2
	1
	4752
	2376

	 
	20
	60
	12
	11
	QPSK
	2
	1/6
	608
	16
	2
	1
	3168
	1584

	 
	20
	60
	24
	11
	QPSK
	2
	1/6
	1192
	16
	2
	1
	6336
	3168

	 
	25
	60
	16
	11
	QPSK
	2
	1/6
	808
	16
	2
	1
	4224
	2112

	 
	25
	60
	31
	11
	QPSK
	2
	1/6
	1544
	16
	2
	1
	8184
	4092

	 
	30
	60
	19
	11
	QPSK
	2
	1/6
	984
	16
	2
	1
	5016
	2508

	 
	30
	60
	38
	11
	QPSK
	2
	1/6
	1928
	16
	2
	1
	10032
	5016

	 
	40
	60
	26
	11
	QPSK
	2
	1/6
	1288
	16
	2
	1
	6864
	3432

	 
	40
	60
	51
	11
	QPSK
	2
	1/6
	2536
	16
	2
	1
	13464
	6732

	 
	50
	60
	33
	11
	QPSK
	2
	1/6
	1672
	16
	2
	1
	8712
	4356

	 
	50
	60
	65
	11
	QPSK
	2
	1/6
	3240
	16
	2
	1
	17160
	8580

	 
	60
	60
	40
	11
	QPSK
	2
	1/6
	2024
	16
	2
	1
	10560
	5280

	 
	60
	60
	79
	11
	QPSK
	2
	1/6
	3912
	24
	2
	2
	20856
	10428

	 
	80
	60
	54
	11
	QPSK
	2
	1/6
	2664
	16
	2
	1
	14256
	7128

	 
	80
	60
	107
	11
	QPSK
	2
	1/6
	5256
	24
	2
	2
	28248
	14124

	 
	90
	60
	61
	11
	QPSK
	2
	1/6
	3104
	16
	2
	1
	16104
	8052

	 
	90
	60
	121
	11
	QPSK
	2
	1/6
	6024
	24
	2
	2
	31944
	15972

	 
	100
	60
	68
	11
	QPSK
	2
	1/6
	3368
	16
	2
	1
	17952
	8976

	 
	100
	60
	135
	11
	QPSK
	2
	1/6
	6664
	24
	2
	2
	35640
	17820

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.

Note 2:
MCS Index is based on MCS table 5.1.3.1-1 defined in TS 38.214 [12].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


<Unchanged sections skipped>
Table A.2.3.7-3: Reference Channels for CP-OFDM 16QAM for 60kHz SCS

	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	CP-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39 (Note 3)
	Total number of bits per slot for slots 416, 17, 18, 19, 36, 37, 38 and 39
	Total modulated symbols per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	10-100
	60
	1
	11
	16QAM
	10
	1/3
	176
	16
	2
	1
	528
	132

	 
	10
	60
	6
	11
	16QAM
	10
	1/3
	1064
	16
	2
	1
	3168
	792

	 
	10
	60
	11
	11
	16QAM
	10
	1/3
	1928
	16
	2
	1
	5808
	1452

	 
	15
	60
	9
	11
	16QAM
	10
	1/3
	1608
	16
	2
	1
	4752
	1188

	 
	15
	60
	18
	11
	16QAM
	10
	1/3
	3240
	16
	2
	1
	9504
	2376

	 
	20
	60
	12
	11
	16QAM
	10
	1/3
	2088
	16
	2
	1
	6336
	1584

	 
	20
	60
	24
	11
	16QAM
	10
	1/3
	4224
	24
	1
	1
	12672
	3168

	 
	25
	60
	16
	11
	16QAM
	10
	1/3
	2792
	16
	2
	1
	8448
	2112

	 
	25
	60
	31
	11
	16QAM
	10
	1/3
	5376
	24
	1
	1
	16368
	4092

	 
	30
	60
	19
	11
	16QAM
	10
	1/3
	3368
	16
	2
	1
	10032
	2508

	 
	30
	60
	38
	11
	16QAM
	10
	1/3
	6656
	24
	1
	1
	20064
	5016

	 
	40
	60
	26
	11
	16QAM
	10
	1/3
	4480
	24
	1
	1
	13728
	3432

	 
	40
	60
	51
	11
	16QAM
	10
	1/3
	8968
	24
	1
	2
	26928
	6732

	 
	50
	60
	33
	11
	16QAM
	10
	1/3
	5760
	24
	1
	1
	17424
	4356

	 
	50
	60
	65
	11
	16QAM
	10
	1/3
	11272
	24
	1
	2
	34320
	8580

	 
	60
	60
	40
	11
	16QAM
	10
	1/3
	7040
	24
	1
	1
	21120
	5280

	 
	60
	60
	79
	11
	16QAM
	10
	1/3
	13832
	24
	1
	2
	41712
	10428

	 
	80
	60
	54
	11
	16QAM
	10
	1/3
	9480
	24
	1
	2
	28512
	7128

	 
	80
	60
	107
	11
	16QAM
	10
	1/3
	18960
	24
	1
	3
	56496
	14124

	 
	90
	60
	61
	11
	16QAM
	10
	1/3
	10760
	24
	1
	2
	32208
	8052

	 
	90
	60
	121
	11
	16QAM
	10
	1/3
	21000
	24
	1
	3
	63888
	15972

	 
	100
	60
	68
	11
	16QAM
	10
	1/3
	11784
	24
	1
	2
	35904
	8976

	 
	100
	60
	135
	11
	16QAM
	10
	1/3
	23568
	24
	1
	3
	71280
	17820

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.

Note 2:
MCS Index is based on MCS table 5.1.3.1-1 defined in TS 38.214 [12].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


<Unchanged sections skipped>
Table A.2.3.8-3: Reference Channels for CP-OFDM 64QAM for 60kHz SCS

	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	CP-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39 (Note 3)
	Total number of bits per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Total modulated symbols per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	10
	60
	11
	11
	64QAM
	19
	1/2
	4352
	24
	1
	1
	8712
	1452

	 
	15
	60
	18
	11
	64QAM
	19
	1/2
	7168
	24
	1
	1
	14256
	2376

	 
	20
	60
	24
	11
	64QAM
	19
	1/2
	9480
	24
	1
	2
	19008
	3168

	 
	25
	60
	31
	11
	64QAM
	19
	1/2
	12296
	24
	1
	2
	24552
	4092

	 
	30
	60
	38
	11
	64QAM
	19
	1/2
	15112
	24
	1
	2
	30096
	5016

	 
	40
	60
	51
	11
	64QAM
	19
	1/2
	20496
	24
	1
	3
	40392
	6732

	 
	50
	60
	65
	11
	64QAM
	19
	1/2
	26120
	24
	1
	4
	51480
	8580

	 
	60
	60
	79
	11
	64QAM
	19
	1/2
	31752
	24
	1
	4
	62568
	10428

	 
	80
	60
	107
	11
	64QAM
	19
	1/2
	43032
	24
	1
	6
	84744
	14124

	 
	90
	60
	121
	11
	64QAM
	19
	1/2
	48168
	24
	1
	6
	95832
	15972

	 
	100
	60
	135
	11
	64QAM
	19
	1/2
	54296
	24
	1
	7
	106920
	17820

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.

Note 2:
MCS Index is based on MCS table 5.1.3.1-1 defined in TS 38.214 [12].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


<Unchanged sections skipped>
Table A.2.3.9-3: Reference Channels for CP-OFDM 256QAM for 60kHz SCS

	Parameter
	Channel bandwidth
	Subcarrier Spacing
	Allocated resource blocks
	CP-OFDM Symbols per slot (Note 1)
	Modulation
	MCS Index (Note 2)
	Target Coding Rate
	Payload size for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Transport block CRC
	LDPC Base Graph
	Number of code blocks per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39 (Note 3)
	Total number of bits per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39
	Total modulated symbols per slot for slots 16, 17, 18, 19, 36, 37, 38 and 39

	Unit
	MHz
	KHz
	 
	 
	 
	 
	 
	Bits
	Bits
	 
	 
	Bits
	 

	 
	10
	60
	11
	11
	256QAM
	20
	2/3
	7680
	24
	1
	1
	11616
	1452

	 
	15
	60
	18
	11
	256QAM
	20
	2/3
	12552
	24
	1
	2
	19008
	2376

	 
	20
	60
	24
	11
	256QAM
	20
	2/3
	16896
	24
	1
	3
	25344
	3168

	 
	25
	60
	31
	11
	256QAM
	20
	2/3
	22032
	24
	1
	3
	32736
	4092

	 
	30
	60
	38
	11
	256QAM
	20
	2/3
	26632
	24
	1
	4
	40128
	5016

	 
	40
	60
	51
	11
	256QAM
	20
	2/3
	35856
	24
	1
	5
	53856
	6732

	 
	50
	60
	65
	11
	256QAM
	20
	2/3
	46104
	24
	1
	6
	68640
	8580

	 
	60
	60
	79
	11
	256QAM
	20
	2/3
	55304
	24
	1
	7
	83424
	10428

	 
	80
	60
	107
	11
	256QAM
	20
	2/3
	75792
	24
	1
	9
	112992
	14124

	 
	90
	60
	121
	11
	256QAM
	20
	2/3
	86040
	24
	1
	11
	127776
	15972

	 
	100
	60
	135
	11
	256QAM
	20
	2/3
	94248
	24
	1
	12
	142560
	17820

	Note 1:
PUSCH mapping Type-A and single-symbol DM-RS configuration Type-1 with 2 additional DM-RS symbols, such that the DM-RS positions are set to symbols 2, 7, 11. DMRS is [TDM’ed] with PUSCH data.

Note 2:
MCS Index is based on MCS table 5.1.3.1-2 defined in TS 38.214 [12].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)


A.3
DL reference measurement channels

A.3.1
General

Table A.3.1-1: Common reference channel parameters

	Parameter
	Unit
	Value

	CORESET frequency domain allocation
	
	Full BW

	CORESET time domain allocation
	
	2 OFDM symbols at the begin of each slot

	PDSCH mapping type
	
	Type A

	PDSCH start symbol index (S)
	
	2

	Number of consecutive PDSCH symbols (L)
	
	12

	PDSCH PRB bundling
	PRBs
	2

	Dynamic PRB bundling
	
	false

	MCS table for TBS determination
	
	64QAM

	Overhead value for TBS determination
	
	0

	First DMRS position for Type A PDSCH mapping
	
	2

	DMRS type
	
	Type 1

	Number of additional DMRS
	
	2

	FDM between DMRS and PDSCH
	
	Disable

	TRS configuration
	
	2 slots, periodicity 10 ms, offset 0

	PTRS configuration
	
	PTRS is not configured


A.3.2
DL reference measurement channels for FDD

<Unchanged sections skipped>
A.3.3
DL reference measurement channels for TDD

A.3.3.1
General

Table A.3.3.1-1: Additional reference channels parameters for TDD

	Parameter
	Value

	
	SCS 15 kHz (µ=0)
	SCS 30 kHz (µ=1)
	SCS 60 kHz (µ=2)

	UL-DL configuration
	referenceSubcarrierSpacing
	15 kHz
	30 kHz
	60 kHz

	
	dl-UL-TransmissionPeriodicity
	5 ms
	5 ms
	5 ms

	
	nrofDownlinkSlots
	3
	7
	14

	
	nrofDownlinkSymbols
	10
	6
	12

	
	nrofUplinkSlot
	1
	2
	4

	
	nrofUplinkSymbols
	2
	4
	8

	Number of HARQ Processes
	8
	8
	16

	K1 value
	K1 = 4 if mod(i,5) = 0
K1 =3 if mod(i,5) = 1
K1 =2 if mod(i,5) = 2
where i is slot index per frame; i = {0,…,9}
	K1 =8 if mod(i,10) = 0
K1 =7 if mod(i,10) = 1
K1 =6 if mod(i,10) = 2
K1 =5 if mod(i,10) = 3
K1 =4 if mod(i,10) = 4
K1 =3 if mod(i,10) = 5
K1 =2 if mod(i,10) = 6
where i is slot index per frame; i = {0,…,19}
	K1 = 15 if mod(i,20) = 0
K1 = 14 if mod(i,20) = 1
K1 = 13 if mod(i,20) = 2
K1 = 12 if mod(i,20) = 3
K1 = 11 if mod(i,20) = 4
K1 = 10 if mod(i,20) = 5
K1 = 9 if mod(i,20) = 6
K1 = 8 if mod(i,20) = 7
K1 = 7 if mod(i,20) = 8
K1 = 6 if mod(i,20) = 9
K1 = 5 if mod(i,20) = 10
K1 = 4 if mod(i,20) = 11
K1 = 3 if mod(i,20) = 12
K1 = 2 if mod(i,20) = 13
where i is slot index per frame; i = {0,…,39}


A.3.3.2
FRC for receiver requirements for QPSK

<Unchanged sections skipped>
Table A.3.3.2-3: Fixed reference channel for receiver requirements (SCS 60 kHz, TDD, QPSK 1/3)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	10
	15
	20
	25
	30
	40
	50
	60
	80
	100

	Subcarrier spacing configuration 
[image: image35.wmf]m


	
	2
	2
	2
	2
	2
	2
	2
	2
	2
	2

	Allocated resource blocks
	
	11
	18
	24
	31
	38
	51
	65
	79
	107
	135

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	26
	26
	26
	26
	26
	26
	26
	26
	26
	26

	MCS Index
	
	4
	4
	4
	4
	4
	4
	4
	4
	4
	4

	Modulation
	
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK
	QPSK

	Target Coding Rate
	
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3
	1/3

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slots 0,1 and Slot i, if mod(i, 20) = {14, 15, 16, 17, 18, 19} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 20) = {0,…,13} for i from {2,…,39}
	Bits
	736
	1192
	1608
	2024
	2472
	3368
	4224
	5120
	6912
	8712

	Transport block CRC
	Bits
	16
	16
	16
	16
	16
	16
	24
	24
	24
	24

	LDPC base graph
	
	2
	2
	2
	2
	2
	2
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slots 0,1 and Slot i, if mod(i, 20) = {14, 15, 16, 17, 18, 19} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 20) = {0,…,13} for i from {2,…,39}
	CBs
	1
	1
	1
	1
	1
	1
	1
	1
	1
	2

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slots 0,1 and Slot i, if mod(i, 20) = {14, 15, 16, 17, 18, 19} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,…,13} for i from {2,…,39}
	Bits
	2376
	3888
	5184
	6696
	8208
	11016
	14040
	17064
	23112
	29160

	Max. Throughput averaged over 1 frame
	Mbps
	1.914
	3.099
	4.181
	5.262
	6.427
	8.757
	10.982
	13.312
	17.961
	22.651

	Note 1:
Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame.

Note 4:
Slot i is slot index per frame.


A.3.3.3
FRC for maximum input level for 64QAM

<Unchanged sections skipped>
Table A.3.3.3-3: Fixed reference channel for maximum input level receiver requirements (SCS 60 kHz, TDD, 64QAM)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	10
	15
	20
	25
	30
	40
	50
	60
	80
	100

	Subcarrier spacing configuration 
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	2
	2
	2
	2
	2
	2
	2
	2
	2
	2

	Allocated resource blocks
	
	11
	18
	24
	31
	38
	51
	65
	79
	107
	135

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	26
	26
	26
	26
	26
	26
	26
	26
	26
	26

	MCS Index
	
	24
	24
	24
	24
	24
	24
	24
	24
	24
	24

	Modulation
	
	64 QAM
	64 QAM
	64 QAM
	64 QAM
	64 QAM
	64 QAM
	64 QAM
	64 QAM
	64 QAM
	64 QAM

	Target Coding Rate
	
	3/4
	3/4
	3/4
	3/4
	3/4
	3/4
	3/4
	3/4
	3/4
	3/4

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slots 0,1 and Slot i, if mod(i, 20) = {14, 15, 16, 17, 18, 19} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0,…,13} for i from {2,…,39}
	Bits
	5376
	8712
	11784
	15112
	18432
	25104
	31752
	38936
	52224
	65576

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slots 0,1 and Slot i, if mod(i, 20) = {14, 15, 16, 17, 18, 19} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0, …,13} for i from {2,…,39}
	CBs
	1
	2
	2
	2
	3
	3
	4
	5
	7
	8

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slots 0,1 and Slot i, if mod(i, 20) = {14, 15, 16, 17, 18, 19} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0, …,13} for i from {2,…,39}
	Bits
	7128
	11664
	15552
	20088
	24624
	33048
	42120
	51192
	69336
	87480

	Max. Throughput averaged over 1 frame
	Mbps
	13.978
	22.651
	30.638
	39.291
	47.923
	65.270
	82.555
	101.234
	135.782
	170.498

	Note 1:
Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame.

Note 4:
Slot i is slot index per frame.


A.3.3.4
FRC for maximum input level for 256 QAM

<Unchanged sections skipped>
Table A.3.3.4-3: Fixed reference channel for maximum input level receiver requirements (SCS 60 kHz, TDD, 256QAM)

	Parameter
	Unit
	Value

	Channel bandwidth
	MHz
	10
	15
	20
	25
	30
	40
	50
	60
	80
	100

	Subcarrier spacing configuration 
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	2
	2
	2
	2
	2
	2
	2
	2
	2
	2

	Allocated resource blocks
	
	11
	18
	24
	31
	38
	51
	65
	79
	107
	135

	Subcarriers per resource block
	
	12
	12
	12
	12
	12
	12
	12
	12
	12
	12

	Allocated slots per Frame
	
	26
	26
	26
	26
	26
	26
	26
	26
	26
	26

	MCS Index
	
	23
	23
	23
	23
	23
	23
	23
	23
	23
	23

	Modulation
	
	256 QAM
	256 QAM
	256 QAM
	256 QAM
	256 QAM
	256 QAM
	256 QAM
	256 QAM
	256 QAM
	256 QAM

	Target Coding Rate
	
	4/5
	4/5
	4/5
	4/5
	4/5
	4/5
	4/5
	4/5
	4/5
	4/5

	Maximum number of HARQ transmissions
	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Information Bit Payload per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slots 0,1 and Slot i, if mod(i, 20) = {14, 15, 16, 17, 18, 19} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 20) = {0,…,13 } for i from {2,…,39}
	Bits
	7424
	12040
	16136
	21000
	25608
	33816
	44040
	53288
	71688
	90176

	Transport block CRC
	Bits
	24
	24
	24
	24
	24
	24
	24
	24
	24
	24

	LDPC base graph
	
	1
	1
	1
	1
	1
	1
	1
	1
	1
	1

	Number of Code Blocks per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slots 0,1 and Slot i, if mod(i, 20) = {14, 15, 16, 17, 18, 19} for i from {0,…,39}
	CBs
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0, …,13} for i from {2,…,39}
	CBs
	1
	2
	3
	3
	4
	5
	6
	7
	9
	12

	Binary Channel Bits per Slot
	
	
	
	
	
	
	
	
	
	
	

	  For Slots 0,1 and Slot i, if mod(i, 20) = {14, 15, 16, 17, 18, 19} for i from {0,…,39}
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Slot i, if mod(i, 5) = {0, …,13} for i from {2,…,39}
	Bits
	9504
	15552
	20736
	26784
	32832
	44064
	56160
	68256
	92448
	116640

	Max. Throughput averaged over 1 frame
	Mbps
	19.302
	31.304
	41.954
	54.600
	66.581
	87.922
	114.50
	138.54
	186.38
	234.45

	Note 1:
Additional parameters are specified in Table A.3.1-1 and Table A.3.3.1-1.

Note 2:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 3: 
SS/PBCH block is transmitted in slot #0 of each frame.

Note 4:
Slot i is slot index per frame.


A.4
CSI reference measurement channels
<Unchanged sections skipped>
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