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4.9.3.3
Specific Message contents

Table 4.9.3.3-1: DEACTIVATE BEAMLOCK

	Derivation Path: 38.509 clause 6.4.3

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1 1 1 1
	
	

	Skip indicator
	0 0 0 0
	
	

	Message type
	1 0 1 0 0 0 1 0
	
	


Table 4.9.3.3-2: DEACTIVATE BEAMLOCK COMPLETE

	Derivation Path: 38.509 clause 6.4.4

	Information Element
	Value/remark
	Comment
	Condition

	Protocol discriminator
	1 1 1 1
	
	

	Skip indicator
	0 0 0 0
	
	

	Message type
	1 0 1 0 0 0 1 1
	
	


4.9.6
Test procedure to check that UE performs Initial Registration (connectivity NR)
4.9.6.1
Scope
This procedure aims at checking whether the UE performs Initial Registration procedure.

4.9.6.2
Procedure description
4.9.6.2.1
Initial conditions
As specified in the TC which calls the procedure in its entirety or refers to parts of it.
4.9.6.2.2
Procedure sequence
Table 4.9.6.2.2-1: Test procedure sequence Initial Registration NR
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	-
	EXCEPTION: Unless otherwise stated all the messages below are transmitted on the NR cell specified in the test case.
	-
	-
	-
	-

	-
	EXCEPTION: When this procedure is called if no test mode/loop parameters are provided it is assumed that Test Mode = Off AND Test Loop Function = Off.
	-
	-
	-
	-

	1-17
	Steps 1-17 from the generic procedure to get UE under test into NR RRC_IDLE as defined in Table 4.5.2.2-2 (connectivity NR) are performed.
	-
	-
	-
	-

	18
	Check: Does the UE transmit an RRCReconfigurationComplete message?
	-->
	NR RRC: RRCReconfigurationComplete
	-
	P

	19a1
	Step 19a1 (including the EXCEPTION which applies to it) from the generic procedure to get UE under test into NR RRC_IDLE as defined in Table 4.5.2.2-2 is performed.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 20a1 to 20b1 describe a step sequence depending on procedure parameters; the "lower case letter" identifies a step sequence that take place if a procedure parameter has a particular value
	-
	-
	-
	-

	20a1
	IF Leave without release = On THEN do nothing.
	-
	-
	-
	-

	20b1
	ELSE SS transmits an RRCConnectionRelease message to release RRC connection and move the UE to RRC_IDLE.
	<--
	NR RRC: RRCRelease
	-
	-


4.9.6.2.3
Specific Message content
As specified in the TC which calls the procedure in its entirety or refers to parts of it.
4.9.7
Test procedure to check that UE performs Initial Registration (connectivity EN-DC)
4.9.7.1
Scope
This procedure aims at checking whether the UE performs Initial Registration procedure on a particular cell with connectivity EN-DC.

4.9.7.2
Procedure description
4.9.7.2.1
Initial conditions
As specified in the TC which calls the procedure in its entirety or refers to parts of it.
4.9.7.2.2
Procedure sequence
Table 4.9.7.2.2-1: Test procedure sequence Initial Registration E-UTRA
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message/PDU/SDU
	
	

	-
	EXCEPTION: Unless otherwise stated all the messages below are transmitted on the E-UTRA cell specified in the test case.
	-
	-
	-
	-

	-
	EXCEPTION: When this procedure is called if no test mode/loop parameters are provided it is assumed that Test Mode = Off AND Test Loop Function = Off.
	-
	-
	-
	-

	1-9a2
	Same as TS 36.508 [2] table 4.5.2.3-1, steps 1-9a2.
(NOTE 1)
	-
	-
	-
	-

	-
	EXCEPTION: Steps 10a1 to 10b10c1 describe behaviour which depends on procedure parameters; the "lower case letter" identifies a step sequence that take place if a procedure parameter has a particular value.
	-
	-
	-
	-

	10a1-10a8
	IF Test Mode = On OR Test Loop Function = On THEN same as TS 36.508 [2] table 4.5.2A.3-1, steps 10-17.

The ACTIVATE TEST MODE is using the associated condition for the test loop.
	-
	-
	-
	-

	10a9
	Check: Does the UE transmit a message which includes the ATTACH COMPLETE message?

The ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message is piggybacked in ATTACH COMPLETE.
	-->
	RRC: ULInformationTransfer
NAS: ATTACH COMPLETE

NAS: ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	-
	P

	10a10a1-10a10c4
	Steps 18a1-18c4 as defined in TS 36.508 [2], table 4.5.2A.3-1 are performed.
	-
	-
	-
	-

	10b1-10b8
	ELSE Steps 10-15 as defined in TS 36.508 [2], table 4.5.2.3-1 are performed.
	-
	-
	-
	-

	10b9
	Check: Does the UE transmit a message which includes the ATTACH COMPLETE message?

The ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message is piggybacked in ATTACH COMPLETE.
	-->
	RRC: ULInformationTransfer
NAS: ATTACH COMPLETE

NAS: ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT
	-
	P

	10b10a1-10b10c1
	Steps 16a1-16c1 as defined in TS 36.508 [2], table 4.5.2.3-1 are performed.
	-
	-
	-
	-

	-
	EXCEPTION: Steps 11a1 to 11b1 describe a step sequence depending on procedure parameters; the "lower case letter" identifies a step sequence that take place if a procedure parameter has a particular value
	-
	-
	-
	-

	11a1
	IF Leave without release = On THEN do nothing.
	-
	-
	-
	-

	11b1
	ELSE SS transmits an RRCConnectionRelease message to release RRC connection and move the UE to RRC_IDLE.
	<--
	RRC: RRCConnectionRelease
	-
	-

	NOTE1:
Steps 1-10b10c1 are the same as those described in Table 4.5.2.2-1 E-UTRA RRC_IDLE without the last steps in the branches which are for release of the RRC connection. The different representation in the present table is due to (1) the need to explicitly show messages on which to assign a verdict, and, (2) the need to provide alternative ending for RRC_IDLE and RRC_CONNECTED. 


4.9.7.2.3
Specific Message content
As specified in the TC which calls the procedure in its entirety or refers to parts of it.
