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[Start of modification]
9.2.2.1.9
UE initiated detach / Abnormal case / Change of cell into a new tracking area

9.2.2.1.9.1
Test Purpose (TP)

(1)

with { UE in EMM-DEREGISTERED-INITIATED state }

ensure that {

  when { the UE changes into a new tracking area that is not in the stored TAI list }

   then { the UE aborts the detach procedure and initiates a Tracking Area Updating procedure }

            }

(2)

with { UE in EMM-TRACKING-AREA-UPDATING-INITIATED state }

ensure that {

  when { the UE receives TRACKING AREA UPDATE ACCEPT message }

   then { the UE re-initiates the detach procedure after completing the Tracking Area Updating procedure }

            }

9.2.2.1.9.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 24.301, clause 5.5.2.2.4.

[TS 24.301, clause 5.5.2.2.4]

The following abnormal cases can be identified:

…

b)
Lower layer failure or release of the NAS signalling connection before reception of DETACH ACCEPT message


The detach procedure shall be aborted, and the UE shall enter state:

-
EMM-REGISTERED.NORMAL-SERVICE and MM-NULL if "IMSI detach" was requested;

-
EMM-DEREGISTERED if "EPS detach" was requested;

-
EMM-DEREGISTERED and MM-NULL if "combined EPS/IMSI detach" was requested.

…

f)
Change of cell into a new tracking area


If a cell change into a new tracking area that is not in the stored TAI list occurs before the UE initiated detach procedure is completed, the detach procedure shall be aborted and re-initiated after successfully performing a tracking area updating procedure. If the detach procedure was initiated due to removal of the USIM, the UE shall abort the detach procedure and enter the state EMM-DEREGISTERED.

9.2.2.1.9.3
Test description

9.2.2.1.9.3.1
Pre-test conditions

System Simulator:

-
cell A belongs to TAI-1 (home PLMN) is set to ''Serving cell''

-
cell B belongs to TAI-2 (home PLMN) is set to ''Non-Suitable cell''.

-
System information combination 3 as defined in TS 36.508[18] clause 4.4.3.1 is used in E-UTRA cells.

UE:

none.

Preamble:

-
the UE is in state Registered, Idle mode (State 2) according to TS 36.508 [18].

9.2.2.1.9.3.2
Test procedure sequence
[End of modification]

