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< Unchanged sections omitted >

F.1.4
Measurement of performance requirements

Table F.1.4-1: Maximum Test System Uncertainty for Performance Requirements

	Subclause
	Maximum Test System Uncertainty1
	Derivation of Test System Uncertainty

	< Unchanged rows omitted >

	8.4.1.2.1
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.1.2.1_1
	Same as 8.4.1.2.1
	

	8.4.1.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.1.2.2_1
	Same as 8.4.1.2.2
	

	8.4.1.2.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.4.1.2.3_C.2
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.4.1.2.3_E.1

- Propagation Condition EVA5
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Ês3/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB 
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB 

	8.4.1.2.3_E.2

- Propagation Condition EVA5
	 Same as 8.4.1.2.3_E.1
	 Same as 8.4.1.2.3_E.1

	8.4.1.2.5
	Same as 8.2.1.2.5
	Same as 8.2.1.2.5

	8.4.1.2.6
	Same as 8.2.1.2.5
	Same as 8.2.1.2.5

	8.4.1.2.7
	Same as 8.2.1.2.6
	Same as 8.2.1.2.6

	8.4.1.2.8
	Same as 8.2.1.2.6
	Same as 8.2.1.2.6

	8.4.2.1
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.2 dB

	8.4.2.2.1
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.2.2.1_1
	Same as 8.4.2.2.1
	

	8.4.2.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.4.2.2.2_1
	Same as 8.4.2.2.2
	

	8.4.2.2.3_C.1
	Same as 8.4.1.2.3_C.1
	

	8.4.2.2.3_C.2
	Same as 8.4.1.2.3_C.2
	

	8.4.2.2.3_E.1

- Propagation Condition EVA5
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Ês3/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB 
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB 

	8.4.2.2.3_E.2

- Propagation Condition EVA5
	Same as 8.4.2.2.3_E.1
	Same as 8.4.2.2.3_E.1

	8.4.2.2.5
	Same as 8.2.1.2.5
	Same as 8.2.1.2.5

	8.4.2.2.6
	Same as 8.2.1.2.5
	Same as 8.2.1.2.5

	8.4.2.2.7
	Same as 8.2.1.2.6
	Same as 8.2.1.2.6

	8.4.2.2.8
	Same as 8.2.1.2.6
	Same as 8.2.1.2.6

	8.4.3.1.1
	Same as 8.2.1.3.1 for each CC
	Same as 8.2.1.3.1

Calculation applies for each CC

	8.4.3.1.2
	Same as 8.2.2.3.1 for each CC
	Same as 8.2.2.3.1

Calculation applies for each CC

	8.5.1.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.1.2.1
	± 1.1 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.6 dB

	8.5.1.2.1_1
	Same as 8.5.1.2.1
	

	8.5.1.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.1.2.2_1
	Same as 8.5.1.2.2
	

	8.5.1.2.3_C.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13
Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB

	8.5.1.2.3_E.1
	Symbols #0, 4.. during ABS:

Ês1/Noc2 ± 0.9 dB

Ês2/ Ês1 ± 1.1 dB

Ês3/ Ês1 ± 1.1 dB

Symbols #1, 2.. during ABS:

Ês1/Noc1 ± 1.0 dB

All symbols during non-ABS:

Ês1/Noc3 ± 1.0 dB 
	System uncertainties comprise a number of quantities which are selected according to their applicability in the equations below.

Uncertainties are assumed to be uncorrelated, so can be root sum squared.
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Symbols #0, 4.. means 0, 4, 7, 11

Symbols #1, 2.. means 1-3, 5, 6, 8-10, 12, 13

Symbols #0, 4.. during ABS:

Ês1/Noc2 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)
Ês2/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 2 SNR uncertainty 2 + Cell 2 Fading profile power uncertainty 2)
Ês3/Ês1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + Cell 3 SNR uncertainty 2 + Cell 3 Fading profile power uncertainty 2)
Symbols #1, 2.. during ABS:

Ês1/Noc1 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc1/Noc2 uncertainty 2)
All symbols during non-ABS:

Ês1/Noc3 uncertainty = SQRT (Cell 1 SNR uncertainty 2 + Cell 1 Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + Noc3/Noc2 uncertainty 2) 

Component uncertainties:

SNR uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB Noc1/Noc2 and Noc3/Noc2 uncertainty ±0.3 dB 

	8.5.1.2.5
	Same as 8.2.1.2.5
	Same as 8.2.1.2.5

	8.5.1.2.6
	Same as 8.2.1.2.5
	Same as 8.2.1.2.5

	8.5.1.2.7
	Same as 8.2.1.2.6
	Same as 8.2.1.2.6

	8.5.1.2.8
	Same as 8.2.1.2.6
	Same as 8.2.1.2.6

	8.5.2.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.2.2.1
	± 1.1 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.6 dB

	8.5.1.2.2_1
	Same as 8.5.2.2.1
	

	8.5.2.2.2
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for MIMO

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.4 dB

	8.5.2.2.2_1
	Same as 8.5.2.2.2
	

	8.5.2.2.3_C.1
	Same as 8.5.1.2.3_C.1
	

	8.5.2.2.3_E.1
	Same as 8.5.1.2.3_E.1
	

	8.5.2.2.5
	Same as 8.2.1.2.5
	Same as 8.2.1.2.5

	8.5.2.2.6
	Same as 8.2.1.2.5
	Same as 8.2.1.2.5

	8.5.2.2.7
	Same as 8.2.1.2.6
	Same as 8.2.1.2.6

	8.5.2.2.8
	Same as 8.2.1.2.6
	Same as 8.2.1.2.6

	8.7.1.1
	Downlink absolute power uncertainty, averaged over BWConfig ±1.0 dB

Downlink EVM ≤ 3%
	3% EVM is equivalent to a Test system downlink SNR of 30.5dB. The noise from the Test system is then sufficiently below that required for the UE to demodulate the signal with the required % success rate. Under these conditions the UE throughput is limited by the Reference measurement channel and the UE capability, and not by the Test system EVM. 

	8.7.1.1_1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.1.1_2
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.1.1_A.1
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

Calculation applies for each CC

	8.7.1.1_A.2
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

Calculation applies for each CC

	8.7.1.1_A.4
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

Calculation applies for each CC

	8.7.1.1_A.5
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

Calculation applies for each CC

	8.7.1.1_H.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.1.1_H.2
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

Calculation applies for each CC

	8.7.1.1_H.3
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

Calculation applies for each CC

	8.7.1.1_H.4
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

Calculation applies for each CC

	8.7.1.1_H.5
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

Calculation applies for each CC

	8.7.2.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.2.1_1
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.2.1_2
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.2.1_A.1
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

Calculation applies for each CC

	8.7.2.1_A.2
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

Calculation applies for each CC

	8.7.2.1_A.3
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

Calculation applies for each CC

	8.7.2.1_H.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.2.1_H.1
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

Calculation applies for each CC

	8.7.2.1_H.1
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

Calculation applies for each CC

	8.7.3.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.4.1
	Same as 8.7.3.1
	Same as 8.7.3.1

	8.7.5.1.1 TDD FDD CA Sustained data rate performance for FDD PCell (2DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.5.1.2 TDD FDD CA Sustained data rate performance for FDD PCell (3DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.5.1.3 TDD FDD CA Sustained data rate performance for FDD PCell (4DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.5.1.4 TDD FDD CA Sustained data rate performance for FDD PCell (5DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.5.1_H.1 TDD FDD CA Sustained data rate performance for FDD PCell for SCE-L1 (2DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.5.1_H.2 TDD FDD CA Sustained data rate performance for FDD PCell for SCE-L1 (3DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.5.2.1 TDD FDD CA Sustained data rate performance for TDD PCell (2DL CA)
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.5.2.2 TDD FDD CA Sustained data rate performance for TDD PCell (3DL CA)
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.5.2.3 TDD FDD CA Sustained data rate performance for TDD PCell (4DL CA)
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.5.2_H.1 TDD FDD CA Sustained data rate performance for TDD PCell for SCE-L1 (2DL CA)
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.5.2_H.2 TDD FDD CA Sustained data rate performance for TDD PCell for SCE-L1 (3DL CA)
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.5.2_H.3 TDD FDD CA Sustained data rate performance for TDD PCell for SCE-L1 (4DL CA)
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.6.1 FDD sustained data rate performance for Dual Connectivity 64QAM
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.6.2 FDD sustained data rate performance for Dual Connectivity 256QAM
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.7.1 TDD sustained data rate performance for Dual Connectivity 64QAM
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.7.2 TDD sustained data rate performance for Dual Connectivity 256QAM
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.9.2 FDD sustained data rate performance for 4 layer MIMO (single carrier)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.9.3 FDD sustained data rate performance for 4 layer MIMO (2DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.9.4 FDD sustained data rate performance for 4 layer MIMO (3DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.9.5 FDD sustained data rate performance for 4 layer MIMO (4DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.9.6 FDD sustained data rate performance for 4 layer MIMO (5DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.10.2 TDD sustained data rate performance for 4 layer MIMO (single carrier)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.10.3 TDD sustained data rate performance for 4 layer MIMO (2DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.10.4 TDD sustained data rate performance for 4 layer MIMO (3DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.10.5 TDD sustained data rate performance for 4 layer MIMO (4DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.10.6 TDD sustained data rate performance for 4 layer MIMO (5DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.11.2 TDD FDD CA sustained data rate performance for 4 layer MIMO (2DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.11.3 TDD FDD CA sustained data rate performance for 4 layer MIMO (3DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.11.4 TDD FDD CA sustained data rate performance for 4 layer MIMO (4DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.11.5 TDD FDD CA sustained data rate performance for 4 layer MIMO (5DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.12.1.2.1 FDD as Pcell with 2DL CA (2RX)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.12.1.2.2 FDD as Pcell with 2DL CA (4 layer MIMO)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.12.2.2.1 LAA sustained data rate performance with TDD PCell with 2DL CA (2Rx)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.12.2.2.2 LAA sustained data rate performance with TDD PCell for 4 layer MIMO (2DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.8.1.1
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. Result variation due to finite test time
Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + variation due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for Tx Diversity

AWGN flatness and signal flatness ±2.0 dB

Result variation due to finite test time ±0.2 dB

	8.8.1.2
	Same as 8.8.1.1
	Same as 8.8.1.1

	8.8.2.1
	Same as 8.8.1.1
	Same as 8.8.1.1

	8.8.2.2
	Same as 8.8.1.1
	Same as 8.8.1.1

	8.8.3.1
	Same as 8.8.1.1
	Same as 8.8.1.1

	8.8.3.2
	Same as 8.8.1.1
	Same as 8.8.1.1

	8.8.4.1
	Same as 8.2.1.2.5
	Same as 8.2.1.2.5

	8.8.4.2
	Same as 8.2.1.2.5
	Same as 8.2.1.2.5

	8.8.5.1
	Same as 8.2.1.2.5
	Same as 8.2.1.2.5

	8.8.6.1
	Same as 8.2.1.2.5
	Same as 8.2.1.2.5

	8.9.1.1.1
	± 0.8 dB
	Overall system uncertainty for fading conditions comprises three quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty

3. Effect of AWGN flatness and signal flatness

Items 1, 2 and 3 are assumed to be uncorrelated so can be root sum squared:

AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for single Tx

AWGN flatness and signal flatness ±2.0 dB

	8.9.1.1.2
	Same as 8.9.1.1.1
	Same as 8.9.1.1.1

	8.9.1.1.3
	Same as 8.9.1.1.1
	Same as 8.9.1.1.1

	< Unchanged rows omitted >


< Unchanged sections omitted >
F.3.4
Measurement of performance requirements

Table F.3.4-1: Derivation of Test Requirements (performance tests)

	Test
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	< Unchanged rows omitted >

	8.4.1.1
	SNR as specified
	0.8 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.1
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.1_1
	SNR as specified
	Same as 8.4.1.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.2
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.2_1
	SNR as specified
	Same as 8.4.1.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.4.1.2.3_C.1
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: -3.9dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: -3dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.4.1.2.3_C.2
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: -4.2dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: -3.3dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.4.1.2.3_E.1

- Prop'n Condition EVA5
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93 dBm/15kHz
Ês1 / Noc2: -2.2 dB

Ês2 / Noc2: +5 dB

Ês3 / Noc2: +3 dB
	0 dB

0 dB

-0.1 dB

+0.9 dB

-0.2 dB

-0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93.1 dBm/15kHz
Ês1 / Noc2: -1.3 dB

Ês2 / Noc2: +4.8 dB

Ês3 / Noc2: +2.8 dB The analysis is recorded in 3GPP TR 36.904 [17]

Pm-dsg limit unchanged

	8.4.1.2.3_E.2

- Prop'n Condition EVA5
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93 dBm/15kHz
Ês1 / Noc2: -2 dB

Ês2 / Noc2: +5 dB

Ês3 / Noc2: +3 dB
	0 dB

0 dB

-0.1 dB

+0.9 dB

-0.2 dB

-0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93.1 dBm/15kHz
Ês1 / Noc2: -1.1 dB

Ês2 / Noc2: +4.8 dB

Ês3 / Noc2: +2.8 dB

The analysis is recorded in 3GPP TR 36.904 [17]

Pm-dsg limit unchanged

	8.4.1.2.5
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +16.5 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +18.35 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.4.1.2.6
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +12.80 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +14.65 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.4.1.2.7
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +12.70 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +14.55 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.4.1.2.8
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +10.30 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +12.15 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.4.2.1
	SNR as specified
	0.8 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.1
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.1_1
	SNR as specified
	Same as 8.4.2.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.2
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.2_1
	SNR as specified
	Same as 8.4.2.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.4.2.2.3_C.1
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: -3.9dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: -3dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.4.2.2.3_C.2
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: -4.1dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: -3.2dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.4.2.2.3_E.1

- Prop'n Condition EVA5
	Noc1: -98 dBm/15kHz 
Noc2: -98 dBm/15kHz 
Noc3: -93 dBm/15kHz 
Ês1 / Noc2: -.2 dB

Ês2 / Noc2: +5 dB

Ês3 / Noc2: +3 dB
	0 dB

0 dB

-0.1 dB

+0.9 dB

-0.2 dB

-0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93.1 dBm/15kHz
Ês1 / Noc2: -1.1 dB

Ês2 / Noc2: +4.8 dB

Ês3 / Noc2: +2.8 dB

The analysis is recorded in 3GPP TR 36.904 [17]

Pm-dsg limit unchanged

	8.4.2.2.3_E.2

- Prop'n Condition EVA5
	Noc1: -98 dBm/15kHz 
Noc2: -98 dBm/15kHz 
Noc3: -93 dBm/15kHz 
Ês1 / Noc2: -1.8 dB:

Ês2 / Noc2 +5 dB

Ês3 / Noc2: +3 dB
	0 dB

0 dB

-0.1 dB

+0.9 dB

-0.2 dB

-0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93.1 dBm/15kHz
Ês1 / Noc2: -0.9 dB

Ês2 / Noc2: +4.8 dB

Ês3 / Noc2: +2.8 dB

The analysis is recorded in 3GPP TR 36.904 [17]

Pm-dsg limit unchanged

	8.4.2.2.5
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +16.10 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +17.95 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.4.2.2.6
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +13.30 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +15.15 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.4.2.2.7
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +13.70 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +15.55 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.4.2.2.8
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +11.20 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +13.05 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.4.3.1.1
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.4.3.1.2
	SNR as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.2.1
	SNR as specified
	1.1 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.2.1_1
	SNR as specified
	Same as 8.5.1.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.2.2
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.2.2_1
	SNR as specified
	Same as 8.5.1.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.5.1.2.3_C.1
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: +4.6dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: +5.5dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.5.1.2.3_E.1
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93 dBm/15kHz
Ês1 / Noc2: +5 dB

Ês2 / Noc2: +5 dB

Ês3 / Noc2: +3 dB
	0 dB

0 dB

-0.1 dB

+0.9 dB

-0.2 dB

-0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93.1 dBm/15kHz
Ês1 / Noc2: +5.9 dB

Ês2 / Noc2: +4.8 dB

Ês3 / Noc2: +2.8 dB The analysis is recorded in 3GPP TR 36.904 [17]

Pm-an limit unchanged

	
	
	
	


	8.5.1.2.5
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +17.9 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +19.75 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.5.1.2.6
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +15.80 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +17.65 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.5.1.2.7
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +13.40 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +15.25 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.5.1.2.8
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +15.00 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +16.85 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.5.2.1
	SNRs as specified
	0.9 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.1
	SNR as specified
	1.1 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.1_1
	SNR as specified
	Same as 8.5.2.2.1
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.2
	SNR as specified
	1.0 dB
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.2_1
	SNR as specified
	Same as 8.5.2.2.2
	Formula: SNR + TT

T-put limit unchanged

	8.5.2.2.3_C.1
	Noc1: -100.5dBm/15kHz
Noc2: -98dBm/15kHz
Noc3: -95.3dBm/15kHz
Ês1 / Noc2: +4.6dB

Ês2 / Noc2: +1.5dB
	-0.1dB
0dB

-0.1dB
+0.9dB

-0.2dB
	Noc1: -100.6dBm/15kHz

Noc2: -98dBm/15kHz

Noc3: -95.4dBm/15kHz

Ês1 / Noc2: +5.5dB

Ês2 / Noc2: +1.3dB

Formula for Test Tolerance values:

Noc1: -(Ês1/Noc1 uncertainty - Ês1/Noc2 uncertainty)

Noc2: unchanged
Noc3: -(Ês1/Noc3 uncertainty - Ês1/Noc2 uncertainty)

Ês1 / Noc2: +Ês1/Noc2 uncertainty

Ês2 / Noc2: -(Ês2/Ês1 uncertainty - Ês1/Noc2 uncertainty)

T-put limit unchanged

	8.5.2.2.3_E.1
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93 dBm/15kHz
Ês1 / Noc2: +5.7 dB

Ês2 / Noc2: +5 dB

Ês3 / Noc2: +3 dB
	0 dB

0 dB

-0.1 dB

+0.9 dB

-0.2 dB

-0.2 dB
	Noc1: -98 dBm/15kHz
Noc2: -98 dBm/15kHz
Noc3: -93.1 dBm/15kHz
Ês1 / Noc2: +6.6 dB

Ês2 / Noc2: +4.8 dB

Ês3 / Noc2: +2.8 dB The analysis is recorded in 3GPP TR 36.904 [17]

Pm-an limit unchanged

	8.5.2.2.5
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +16.20 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +18.05 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.5.2.2.6
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +16.10 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +17.95 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.5.2.2.7
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +14.00 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +15.85 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.5.2.2.8
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +15.50 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +17.35 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.7.1.1 FDD sustained data rate performance
	Downlink power -85dBm/15kHz
	0 dB
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_1
	Same as 8.7.1.1
	Same as 8.7.1.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_2
	Same as 8.7.1.1
	Same as 8.7.1.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_A.1
	Same as 8.7.1.1
	Same as 8.7.1.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_A.2
	Same as 8.7.1.1
	Same as 8.7.1.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_A.4
	Same as 8.7.1.1
	Same as 8.7.1.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_A.5
	Same as 8.7.1.1
	Same as 8.7.1.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_H.1
	Same as 8.7.1.1
	Same as 8.7.1.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_H.2
	Same as 8.7.1.1
	Same as 8.7.1.1 for each CC
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_H.3
	Same as 8.7.1.1
	Same as 8.7.1.1 for each CC
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_H.4
	Same as 8.7.1.1
	Same as 8.7.1.1 for each CC
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.1.1_H.5
	Same as 8.7.1.1
	Same as 8.7.1.1 for each CC
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.2.1 TDD sustained data rate performance
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.2.1_1
	Same as 8.7.2.1
	Same as 8.7.2.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.2.1_2
	Same as 8.7.2.1
	Same as 8.7.2.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.2.1_A.1
	Same as 8.7.2.1
	Same as 8.7.2.1 for each CC
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.2.1_A.2
	Same as 8.7.2.1
	Same as 8.7.2.1 for each CC
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.2.1_A.3
	Same as 8.7.2.1
	Same as 8.7.2.1 for each CC
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.2.1_H.1
	Same as 8.7.2.1
	Same as 8.7.2.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.2.1_H.2
	Same as 8.7.2.1
	Same as 8.7.2.1 for each CC
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.2.1_H.3
	Same as 8.7.2.1
	Same as 8.7.2.1 for each CC
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.3.1 FDD sustained data rate performance for EPDCCH scheduling
	Same as 8.7.1.1
	Same as 8.7.1.1
	Formula: Downlink power + TT

T-put limit unchanged

	8.7.4.1 TDD sustained data rate performance for EPDCCH scheduling
	Same as 8.7.2.1
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.5.1.1 TDD FDD CA Sustained data rate performance for FDD PCell (2DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

	8.7.5.1.2 TDD FDD CA Sustained data rate performance for FDD PCell (3DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

	8.7.5.1.3 TDD FDD CA Sustained data rate performance for FDD PCell (4DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

	8.7.5.1.4 TDD FDD CA Sustained data rate performance for FDD PCell (5DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

	8.7.5.1_H.1 TDD FDD CA Sustained data rate performance for FDD PCell for SCE-L1 (2DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

	8.7.5.1_H.2 TDD FDD CA Sustained data rate performance for FDD PCell for SCE-L1 (3DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1 for each CC
	Same as 8.7.1.1

	8.7.5.2.1 TDD FDD CA Sustained data rate performance for TDD PCell (2DL CA)
	Same as 8.7.2.1
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

	8.7.5.2.2 TDD FDD CA Sustained data rate performance for TDD PCell (3DL CA)
	Same as 8.7.2.1
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

	8.7.5.2.3 TDD FDD CA Sustained data rate performance for TDD PCell (4DL CA)
	Same as 8.7.2.1
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

	8.7.5.2_H.1 TDD FDD CA Sustained data rate performance for TDD PCell for SCE-L1 (2DL CA)
	Same as 8.7.2.1
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

	8.7.5.2_H.2 TDD FDD CA Sustained data rate performance for TDD PCell for SCE-L1 (3DL CA)
	Same as 8.7.2.1
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

	8.7.5.2_H.3 TDD FDD CA Sustained data rate performance for TDD PCell for SCE-L1 (4DL CA)
	Same as 8.7.2.1
	Same as 8.7.2.1 for each CC
	Same as 8.7.2.1

	8.7.6.1 FDD sustained data rate performance for Dual Connectivity 64QAM
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.6.2 FDD sustained data rate performance for Dual Connectivity 256QAM
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.7.1 TDD sustained data rate performance for Dual Connectivity 64QAM
	Same as 8.7.2.1
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.7.2 TDD sustained data rate performance for Dual Connectivity 256QAM
	Same as 8.7.2.1
	Same as 8.7.2.1
	Same as 8.7.2.1

	8.7.9.2 FDD sustained data rate performance for 4 layer MIMO (single carrier)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.9.3 FDD sustained data rate performance for 4 layer MIMO (2DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.9.4 FDD sustained data rate performance for 4 layer MIMO (3DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.9.5 FDD sustained data rate performance for 4 layer MIMO (4DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.9.6 FDD sustained data rate performance for 4 layer MIMO (5DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.10.2 TDD sustained data rate performance for 4 layer MIMO (single carrier)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.10.3 TDD sustained data rate performance for 4 layer MIMO (2DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.10.4 TDD sustained data rate performance for 4 layer MIMO (3DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.10.5 TDD sustained data rate performance for 4 layer MIMO (4DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.10.6 TDD sustained data rate performance for 4 layer MIMO (5DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.11.2 TDD FDD CA sustained data rate performance for 4 layer MIMO (2DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.11.3 TDD FDD CA sustained data rate performance for 4 layer MIMO (3DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.11.4 TDD FDD CA sustained data rate performance for 4 layer MIMO (4DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.11.5 TDD FDD CA sustained data rate performance for 4 layer MIMO (5DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.12.1.2.1 FDD as Pcell with 2DL CA (2RX)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.12.1.2.2 FDD as Pcell with 2DL CA (4 layer MIMO)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.12.2.2.1 LAA sustained data rate performance with TDD PCell with 2DL CA (2Rx)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.7.12.2.2.2 LAA sustained data rate performance with TDD PCell for 4 layer MIMO (2DL CA)
	Same as 8.7.1.1
	Same as 8.7.1.1
	Same as 8.7.1.1

	8.8.1.1 FDD distributed EPDCCH performance
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	8.8.1.2 TDD distributed EPDCCH performance
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	8.8.2.1 FDD localized EPDCCH performance with TM9
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	8.8.2.2 TDD localized EPDCCH performance with TM9
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	8.8.3.1 FDD localized EPDCCH transmission with TM10 Type B quasi co-location type
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	8.8.3.2 TDD localized EPDCCH transmission with TM10 Type B quasi co-location type
	SNR as specified
	0.9dB
	Formula: SNR + TT

Pm-dsg limit unchanged

	8.8.4.1
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +13.40 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +15.25 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.8.4.2
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +14.20 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +16.05 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.8.5.1
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +14.80 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +16.65 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.8.6.1
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +15.90 dB
Cell 2 Ês/Noc: +13.91 dB

Cell 3 Ês/Noc: +3.34 dB

Cell 1 Ês/Noc is defined as SNR in minimum requirement.
	0 dB
+1.85 dB

+0.8 dB

+0.8 dB
	Noc: -98dBm/15kHz
Cell 1 Ês/Noc: +17.75 dB
Cell 2 Ês/Noc: +14.71 dB

Cell 3 Ês/Noc: +4.14 dB

T-put limit unchanged

The analysis is recorded in 3GPP TR 36.904 [17]

	8.9.1.1.1 FDD PDSCH Transmit Diversity 2x1 for UE category 0
	SNR as specified
	0.8dB
	Formula: SNR + TT

T-put limit unchanged

	< Unchanged rows omitted >


< End of changes >


