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<Start of first modified section>
A.4.8
Additional Information

The supplier of the implementation shall state the support of the implementation for each of the questions concerning additional information given in the table below.

Table A.25: Additional Information

	Item
	Additional Information
	Ref.
	Release
	Status
	Support
	Mnemonic

	1
	at least one half rate service.
	3GPP TS 02.06 3.2.2

3GPP TS 22.101, 3.2.2
	Phase 2
	O
	
	TSPC_AddInfo_HalfRate

	2
	Speech supported for Full rate version 1 (GSM FR).
	3GPP TS 04.08, 10.5.4.5

3GPP TS 24.008, 10.5.4.5
	Phase 2
	C.2501
	
	TSPC_AddInfo_Full_rate_version_1

	3
	Speech supported for Half rate version 1 (GSM HR).
	3GPP TS 04.08, 10.5.4.5

3GPP TS 24.008, 10.5.4.5
	Phase 2
	O
	
	TSPC_AddInfo_Half_rate_version_1

	<<Skiiped unchanged rows>>

	166
	UMTS AKA capable
	3GPP TS 31.900 section 4.3
	R99
	C.2508
	
	TSPC_UMTS_AKA

	
	
	
	Rel-5
	M
	
	

	167
	Support for a method for resetting stored A-GNSS assistance data
	3GPP TS 44.014, 12
	Rel-9
	O
	
	TSPC_A-GNSS_Data_Reset

	168
	L2 fill bits randomisation in uplink
	3GPP TS 44.006 section 5.2
	R99
	O
	
	TSPC_UL_L2_Fill_Bits_Randomisation

	1XX
	Support of USIM removal

	3GPP TS 02.07 B.1.16
	R99
	O
	
	TSPC_Removabale_USIM

	O.2502
	At least one of the requirements shall be supported.
	

	O.2503
	At least one of these items shall be supported.
	

	O.2504
	At least one of these items shall be supported.
	

	C.2501
	IF A.25/3 THEN M ELSE O
	-- TSPC_AddInfo_Half_rate_version_1

	C.2502
	IF A.25/2 THEN O ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_1

	C.2503
	IF A.25/69 OR A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS OR TSPC_AddInfo_VGCS_Talking

	C.2504
	IF A.25/70 THEN M ELSE O
	-- TSPC_AddInfo VGCS

	C.2505
	IF A.3/2 THEN O ELSE N/A
	-- TSPC_Serv_TS12

	C.2506
	IF A.25/79 THEN M ELSE N/A
	-- TSPC_AddInfo_Full_rate_version_3

	C.2507
	IF A.25/144 OR A.25/145 OR A.25/146 OR A.25/147 OR A.25/119 THEN M ELSE N/A
	-- TSPC_NITZ_Full_Name OR TSPC_NITZ_Short_Name OR TSPC_NITZ_Universal_Time OR TSPC_NITZ_Time_Zone OR TSPC_NITZ_DST

	C.2508
	IF A.1/56 THEN M ELSE O
	-- TSPC_Type_UTRAN

	Comments:


	
	


    <End of modified section>
<Start of second modified section>
Table B.1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Applicability Limitations
	Status
	Specific PICS Statements
	Supported

	11.1.1
	Mobile Terminated (MT) calls
	Phase 2
	Each MT Bearer Service and MT Teleservice supported by the MS
	
	C31
	
	

	11.1.2
	Mobile Originated (MO) calls
	Phase 2
	Each MO Bearer Service and MO Teleservice supported by the MS
	
	C36
	
	

	11.2
	Verification of support of the single numbering scheme
	Phase 2
	MS supporting at least one MT circuit switched basic service
	
	C31
	
	

	11.3
	Verification of non-support of services (Advice of Charge Charging (AOCC))
	Phase 2
	MS which support at least one circuit switched basic service and do not support AOCC
	
	C32
	TSPC_AddInfo_MTsvc

TSPC_AddInfo_MOsvc
	

	11.4
	Verification of non-support of services (call hold)
	Phase 2
	MS which support AOCC and MO Teleservices and do not support the Call Hold supplementary service
	
	C33
	
	

	11.5
	Verification of non-support of services (multiparty)
	Phase 2
	MS which support Call Hold and AOCC and MO Teleservices and, but do not support the Multi-Party supplementary service
	
	C34
	
	

	11.6
	Verification of non-support of feature (Fixed Dialling Number (FDN))
	Phase 2
	MS which support MO Teleservices and do not support FDN
	
	C35
	
	

	11.7
	IMEI Security
	Phase 2
	All MS
	E1
	A
	
	

	12.1.1
	Conducted spurious emissions, MS allocated a channel
	Phase 2
	All MS with a permanent antenna connector which do not support R-GSM.
	
	C99
	TSPC_operation_mode_C

TSPC_Type_EGPRS_8PSK_uplink
	

	<<Skiiped unchanged rows>>

	26.9.6.1.3
	Structured procedures / emergency call / EAB active
	Rel-10
	MS supporting LAP and EAB
	
	C600
	
	

	26.9.6.2.1
	Structured procedures/emergency call/idle, no IMSI/accept case
	Phase 2
	MS supporting speech
	
	CXXX
	
	

	26.9.6.2.2
	Structured procedures/emergency call/idle, no IMSI/reject case
	Phase 2
	MS supporting speech
	
	CXXX
	
	

	26.9.6a.1.1
	Void
	
	
	
	
	
	

	26.9.6a.1.2
	Test eCall using eCall capable MS with “eCall only” subscription on USIM
	Rel-8
	MS supporting eCall only subscription
	
	C552
	
	

	26.9.6a.1.3
	Manually initiated eCall using eCall capable MS with ’eCall only’ subscription on USIM
	Rel-8
	MS supporting eCalll only subscription
	
	C552
	
	


<End of modified section>
<Start of third modified section>
Table B.1a: Applicability of tests – Conditions definitions

	C1
	IF NOT A.25/50 THEN A ELSE N/A
	-- NOT TSPC_AddInfo_ApplAlwaysRun

	C2
	IF A.25/1 THEN A ELSE N/A
	-- TSPC_AddInfo_HalfRate

	C3
	IF A.5/14 AND A.5/13 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC AND TSPC_Serv_SS_AoCI

	C4
	IF A.5/14 THEN A ELSE N/A
	-- TSPC_Serv_SS_AoCC

	C5
	IF A.25/11 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncNonTransData

	C6
	IF A.25/10 THEN A ELSE N/A
	-- TSPC_AddInfo_AsyncData

	C7
	IF A.2/26 THEN A ELSE N/A
	-- TSPC_Feat_Autocall

	C8
	IF A.2/26 AND A.25/56 THEN A ELSE N/A
	-- TSPC_Feat_Autocall AND TSPC_AddInfo_AutocallBnoGreaterM

	C9
	IF A.2/22 THEN A ELSE N/A
	-- TSPC_Feat_BO

	C10
	IF A.25/17 THEN A ELSE N/A
	-- TSPC_AddInfo_fullRate48

	C11
	void
	

	C12
	IF A.25/6 THEN A ELSE N/A
	-- TSPC_AddI

nfo_HalfRateData

	C13
	IF A.25/3 THEN A ELSE N/A
	-- TSPC_AddInfo_Half_rate_version_1

	C14
	IF A.25/41 OR A.25/42 THEN A ELSE N/A
	-- TSPC_AddInfo_ID1 OR TSPC_AddInfo_PlugIn

	C15
	IF A.25/43 THEN A ELSE N/A
	-- TSPC_AddInfo_DisablePin

	C16
	IF A.2/21 AND A.25/26 THEN A ELSE N/A
	-- TSPC_Feat_FDN AND TSPC_AddInfo_CCprotocol_oneBC

	C17
	IF A.25/44 THEN A ELSE N/A
	-- TSPC_AddInfo_Pin2

	C18
	IF A.25/59 THEN A ELSE N/A
	-- TSPC_AddInfo_MT2orOther

	<<Skiiped unchanged rows>>

	C617
	IF A.2/147 AND A.2/148 THEN A ELSE N/A
	-- TSPC_PSM AND TSPC_PSM_Man_Activation

	C618
	IF A.2/147 AND A.2/149 THEN A ELSE N/A
	-- TSPC_PSM AND TSPC_T3312_Extended

	C619
	IF (A.2/47 OR A.2/48) AND A.2/145 THEN A ELSE N/A
	-- (TSPC_operation_mode_A OR TSPC_operation_mode_B) AND TSPC_eDRX

	C620
	IF A.2/145 AND A.2/150 THEN A ELSE N/A
	-- TSPC_eDRX AND TSPC_eDRX_Activation

	C621
	IF A.2/151 THEN A ELSE N/A
	-- TSPC_PEO

	C622
	IF A.2/151 AND A.2/147 THEN A ELSE N/A
	-- TSPC_PEO and TSPC_PSM

	C623
	IF A.2/151 AND A.2/72 THEN A ELSE N/A
	-- TSPC_PEO and TSPC_GERAN_FEATURE_PACKAGE_1

	CXXX
	IF (A.25/2 OR A.25/3) AND A.25/16x THEN A ELSE N/A
	-- TSPC_Removabale_USIM AND (TSPC_AddInfo_Full_rate_version_1 OR TSPC_AddInfo_Half_rate_version_1)

	Note1:
This test case concerns a feature introduced in R97, but it is applicable only for R99 and later as it has been created late.


<End of modified section>
