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<Start of Change>

8.1.2.1.3
RRC reconfiguration / Radio resource reconfiguration / dedicatedSIB1-Delivery

8.1.2.1.3.1
Test Purpose (TP)

(1)
with { UE in NR RRC_CONNECTED state}

ensure that {

  when { UE receives an RRCReconfiguration message including dedicatedSIB1-Delivery containing SIB1 information with a change of trackingAreaCode }

    then { UE reads the updated SIB1 information and sends an RRCReconfigurationComplete message followed by registration on the new tracking area }

            }

8.1.2.1.3.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 38.331, clauses 5.2.2.4.2,  5.5.5.3. Unless otherwise stated these are Rel-15 requirements.
[TS 38.331, clause 5.3.5.3]

The UE shall perform the following actions upon reception of the RRCReconfiguration:

1>
if the RRCReconfiguration includes the fullConfig:

2>
perform the full configuration procedure as specified in 5.3.5.11;

1>
if the RRCReconfiguration includes the masterCellGroup:

2>
perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;

1>
if the RRCReconfiguration includes the masterKeyUpdate:

2>
perform security key update procedure as specified in 5.3.5.7;

1>
if the RRCReconfiguration includes the secondaryCellGroup:

2>
perform the cell group configuration for the SCG according to 5.3.5.5;

1>
if the RRCReconfiguration message contains the radioBearerConfig:

2>
perform the radio bearer configuration according to 5.3.5.6;

1>
if the RRCReconfiguration message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
if the RRCReconfiguration message includes the dedicatedNAS-MessageList:

2>
forward each element of the dedicatedNAS-MessageList to upper layers in the same order as listed;

1>
if the RRCReconfiguration message includes the dedicatedSIB1-Delivery:

2>
perform the action upon reception of SIB1 as specified in 5.2.2.4.2;

1>
if the RRCReconfiguration message includes the dedicatedSystemInformationDelivery:

2>
perform the action upon reception of System Information as specified in 5.2.2.4;

 [TS 38.331, clause 5.2.2.4.2]

Upon receiving the SIB1 the UE shall:
1>
store the acquired SIB1;

1>
if the cellAccessRelatedInfo contains an entry with the PLMN-Identity of the selected PLMN:

2>
in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding PLMN-IdentityInfo containing the selected PLMN;

1>
if in RRC_CONNECTED while T311 is not running:

2>
disregard the frequencyBandList, if received, while in RRC_CONNECTED;

2>
forward the cellIdentity to upper layers;

2>
forward the trackingAreaCode to upper layers;

2>
apply the configuration included in the servingCellConfigCommonSIB;

8.1.2.1.3.3
Test description

8.1.2.1.3.3.1
Pre-test conditions

System Simulator:

· NR Cell 1, NR Cell 11
UE:

-
None

Preamble:

-
The UE is in 5GS state 3N-A according to TS 38.508-1 [4], clause 4.4A.2 Table 4.4A.2-1

8.1.2.1.3.3.2
Test procedure sequence

Table 8.1.2.1.3.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits an RRCReconfiguration including dedicatedSIB1-Delivery containing SIB1 of NR Cell2  to order the UE to perform intra frequency handover to NR Cell 11.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	Check: Does the UE transmit an RRCReconfigurationComplete message on NR Cell 11 to confirm the successful completion of the intra frequency handover?
	-->
	NR RRC:  RRCReconfigurationComplete
	1
	P

	3
	Check: Does UE transmit a REGISTRATION REQUEST message to update the registration of the actual tracking area?
	-->
	NR RRC: ULInformationTransfer
5GMM: REGISTRATION REQUEST
	1
	P

	4
	SS responds with REGISTRATION ACCEPT message. 
	<--
	NR RRC: DLInformationTransfer
5GMM: REGISTRATION ACCEPT
	-
	-

	5
	The UE send a REGISTRATION COMPLETE message.
	-->
	NR RRC: ULInformationTransfer
5GMM: REGISTRATION COMPLETE
	-
	-


8.1.2.1.3.3.3
Specific message contents

[FFS]

<End of Change>
