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	Reason for change:
	The current MAC TBS test cases are to be executed for Nprb = 1 to 264 ( Bandwidth 400 Mhz), Imcs 1 to 28 and Time domain resource allocation 1 to 11 (DL) and 1 to 14 UL. In LTE thiese were Nprb= 1 to 100 (Bandwidth 20 Mhz), Imcs 1 to 28 and time domain resource allocation was fixed. Hence the number of iterations in current NR is 2.64 * 14 = app 37 times more than equivalent LTE. The times taken in LTE (guard timer) was 30 minutes, whouch would make approximate test execution times to approximately 18.5 hours.
The test execution time are getting too large hance RAN5 needs to rethink the usefulness of test iterations.

The same TBsizes can be acheived with mutliple combinations of Nprb, Imcs and Timedomain schedule, hence testing for each and every combination may not add value.

Further PDSCH Type, symbol allocation less than 7 is controlled by UE capability element.
Hence to make test execution time and number of iterations to reasonable, it is proposed to restrict time domain scheduling to only 2 values 7 and max (12 for DL and 14 for UL)
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	Time Domain scheduling Length L reduced to only 4 and 12 for DL and 14 for UL
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7.1.1.4.1
DL-SCH Transport Block Size Selection

7.1.1.4.1.0
Common parameters for DL-SCH Transport Block Size Selection

Table 7.1.1.4.1.0-1: PDSCH-TimeDomainResourceAllocationList

	Derivation Path: TS 38.508-1 [4], Table 4.6.3-78

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-TimeDomainResourceAllocationList::= SEQUENCE(SIZE(1..maxNrofDL-Allocations)) OF {
	2 entries
	
	

	  PDSCH-TimeDomainResourceAllocation[1]  SEQUENCE {
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	    k0
	Not present
	
	

	    mappingType
	typeA
	
	

	    startSymbolAndLength
	86
	S=2, L=7
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	  PDSCH-TimeDomainResourceAllocation2 SEQUENCE {
	
	
	

	    k0
	Not present
	
	

	    mappingType
	typeA
	
	

	    startSymbolAndLength
	53
	S=2, L=12
	

	  }
	
	
	

	}
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7.1.1.4.2.0
Common parameters for UL-SCH Transport Block Size Selection

Table 7.1.1.4.2.0-1: PUSCH-TimeDomainResourceAllocationList

	Derivation Path: TS 38.508-1 [4], table 4.6.3-93

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-TimeDomainResourceAllocationList ::= SEQUENCE (SIZE(1..maxNrofUL-Allocations)) OF SEQUENCE  { {
	2 entry
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	  k2
	2
	
	FR1

	
	4
	
	FR2

	  mappingType
	typeB
	
	

	startSymbolAndLength
	52
	Start symbol(S)=10, Length(L)=4
	FR1

	  startSymbolAndLength
	42
	Start symbol(S)=0, Length(L)=4
	FR2

	}
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	{
	
	
	

	  k2
	2
	
	FR1

	
	4
	
	FR2

	  mappingType
	typeB
	
	

	  startSymbolAndLength
	27
	Start symbol(S)=0, Length(L)=14
	

	}
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