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<< Unchanged sections omitted >>
4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT
	Branch

	E-UTRAN RRC_IDLE State Mobility
	

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.2
	E-UTRAN TDD - TDD cell re-selection intra frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.3
	E-UTRAN FDD - FDD cell re-selection inter frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.4
	E-UTRAN FDD - TDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.5
	E-UTRAN TDD - FDD cell re-selection inter frequency case
	Rel-9
	C03
	UE supporting E-UTRA FDD and E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.6
	E-UTRAN TDD - TDD cell re-selection inter frequency case
	Rel-8
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.7
	E-UTRAN FDD - FDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	4.2.8
	E-UTRAN TDD - TDD Inter frequency case in the existence of non-allowed CSG cell
	Rel-9
	C02
	UE supporting E-UTRA TDD
	
	
	2Rx, 4Rx

	4.2.9
	E-UTRAN FDD-FDD intra-frequency Cell Re-selection case for 5MHz bandwidth
	Rel-8
	C49
	UE supporting E-UTRA FDD and only E-UTRA bands within band group FDD_N
	
	
	

	
	<<Many rows skipped>>
	
	
	
	
	
	

	8.16.57
	4DL FDD CA activation and deactivation of know SCell in non-DRX
	Rel-11
	C192
	UE supporting E-UTRA FDD and 4DL with inter-band CA, or 4DL with intra-band contiguous and inter-band CA, or 4DL with intra-band non-contiguous and inter-band CA, or 4DL with intra-band non-contiguous and intra-band contiguous CA, or 4DL with Intra-band non-contiguous and Intra-band non-contiguous CA and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.89 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	8.16.58
	4DL TDD CA activation and deactivation of know SCell in non-DRX
	Rel-11
	C193
	UE supporting E-UTRA TDD and 4DL with intra-band contiguous CA, or 4DL with inter-band CA, or 4DL with intra-band non-contiguous and inter-band CA, or 4DL with intra-band non-contiguous and intra-band contiguous CA, or 4DL with Intra-band non-contiguous and Intra-band non-contiguous CA, or 4DL with intra-band contiguous and inter-band CA and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.89 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	8.16.59
	4DL PCell in FDD CA Activation and Deactivation of Known SCell in Non-DRX
	Rel-12
	C190
	UE supporting E-UTRA FDD and TDD and 4DL CA with FDD as PCell and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.89 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	8.16.60
	4DL PCell in TDD CA activation and deactivation of known SCell in non-DRX
	Rel-12
	C191
	UE supporting E-UTRA FDD and TDD and 4DL CA with TDD as PCell and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.89 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	8.16.61
	4DL FDD CA activation and deactivation of unknown SCell in non-DRX
	Rel-11
	C192
	UE supporting E-UTRA FDD and 4DL with inter-band CA, or 4DL with intra-band contiguous and inter-band CA, or 4DL with intra-band non-contiguous and inter-band CA, or 4DL with intra-band non-contiguous and intra-band contiguous CA, or 4DL with Intra-band non-contiguous and Intra-band non-contiguous CA and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.90 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	8.16.62
	4DL TDD CA activation and deactivation of unknown SCell in non-DRX
	Rel-11
	C193
	UE supporting E-UTRA TDD and 4DL with intra-band contiguous CA, or 4DL with inter-band CA, or 4DL with intra-band contiguous, or 4DL with intra-band non-contiguous and inter-band CA, or 4DL with intra-band non-contiguous and intra-band contiguous CA, or 4DL with Intra-band non-contiguous and Intra-band non-contiguous CA and inter-band CA and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.90 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	8.16.63
	4 DL PCell in FDD CA Activation and Deactivation of Unknown SCell in Non-DRX
	Rel-12
	C190
	UE supporting E-UTRA FDD and TDD and 4DL CA with FDD as PCell and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.90 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	8.16.64
	4DL Pcell in TDD CA activation and deactivation of unknown SCell in non-DRX
	Rel-12
	C191
	UE supporting E-UTRA FDD and TDD and 4DL CA with TDD as PCell and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.90 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	
	<<Many rows skipped>>
	
	
	
	
	
	

	8.16.67
	5 DL FDD-TDD with PCell in FDD CA activation and deactivation of Unknown SCell in non-DRX
	Rel-12
	C190a
	UE supporting E-UTRA FDD and TDD and 5DL CA with FDD as PCell and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.94 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	8.16.68
	5 DL FDD-TDD with PCell in TDD CA activation and deactivation of Unknown SCell in non-DRX
	Rel-12
	C191a
	UE supporting E-UTRA FDD and TDD and 5DL CA with TDD as PCell and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.94 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	8.16.69
	5DL FDD CA activation and deactivation of unknown SCell in non-DRX
	Rel-12
	C75c
	UE supporting E-UTRA FDD and 5DL CA and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.94 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	8.16.70
	5DL TDD CA activation and deactivation of unknown SCell in non-DRX
	Rel-12
	C76c
	UE supporting E-UTRA TDD and 5DL CA and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.94 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	
	<<Many rows skipped>>
	
	
	
	
	
	

	8.16.75
	5DL PCell in FDD CA activation and deactivation of known SCell in non-DRX
	Rel-12
	C190a
	UE supporting E-UTRA FDD and TDD and 5DL CA with FDD as PCell and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.93 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	8.16.76
	5DL PCell in TDD CA activation and deactivation of known SCell in non-DRX
	Rel-12
	C191a
	UE supporting E-UTRA FDD and TDD and 5DL CA with TDD as PCell and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.93 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	8.16.77
	5DL FDD CA activation and deactivation of known SCell in non-DRX
	Rel-12
	C75c
	UE supporting E-UTRA FDD and 5DL CA and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.93 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	8.16.78
	E-UTRAN TDD 5DL CA activation and deactivation of known SCell in non-DRX
	Rel-12
	C76c
	UE supporting E-UTRA TDD and 5DL CA and Feature Group Indicator 25 Note: If the generic duplex-mode test case 8.16.93 is tested, do not need to be tested.
	
	
	2Rx, 4Rx

	
	<<Many rows skipped>>
	
	
	
	
	
	

	8.16.89
	4 DL CA Activation and Deactivation of Known SCell in Non-DRX with generic duplex modes
	Rel-12
	Cxx1
	UE supporting E-UTRA FDD and/or E-UTRA TDD and 4DL CA and Feature Group Indicator 25.
	
	
	2Rx, 4Rx

	8.16.90
	4 DL CA Activation and Deactivation of Unknown SCell in Non-DRX with generic duplex modes
	Rel-12
	Cxx1
	UE supporting E-UTRA FDD and/or E-UTRA TDD and 4DL CA and Feature Group Indicator 25. 
	
	
	2Rx, 4Rx

	8.16.93
	5 DL CA Activation and Deactivation of Known SCell in Non-DRX with generic duplex modes
	Rel-12
	Cxx2
	UE supporting E-UTRA FDD and/or E-UTRA TDD and 5DL CA and Feature Group Indicator 25. 
	
	
	2Rx, 4Rx

	8.16.94
	5 DL CA Activation and Deactivation of Unknown SCell in Non-DRX with generic duplex modes
	Rel-12
	Cxx2
	UE supporting E-UTRA FDD and/or E-UTRA TDD and 5DL CA and Feature Group Indicator 25. 
	
	
	2Rx, 4Rx

	8.18.1
	E-UTRAN TDD-HRPD event triggered reporting under fading propagation conditions
	Rel-9
	C40
	UE supporting E-UTRA TDD and cdma2000 HRPD and Feature Group Indicator 15
	
	
	2Rx, 4Rx

	8.19.1
	E-UTRAN TDD-CDMA2000 1X event triggered reporting under fading propagation conditions
	Rel-9
	C41
	UE supporting E-UTRA TDD and cdma2000 1xRTT and Feature Group Indicator 15
	
	
	2Rx, 4Rx

	8.20.1
	E-UTRAN FDD-FDD Inter-frequency event triggered reporting under fading propagation conditions in asynchronous cells
	Rel-10
	C18
	UE supporting E-UTRA FDD and CA
	
	
	2Rx, 4Rx

	8.20.2
	E-UTRAN TDD-TDD Inter-frequency event triggered reporting under fading propagation conditions in synchronous cells
	Rel-10
	C19
	UE supporting E-UTRA TDD and CA
	Either TC 8.20.2 or TC 8.20.2A or TC 8.20.2B shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.20.2A
	E-UTRAN TDD-TDD Inter-frequency event triggered reporting under fading propagation conditions in synchronous cells for 20 MHz +20 MHz bandwidth
	Rel-10
	C19a
	UE supporting E-UTRA TDD and CA
	Either TC 8.20.2 or TC 8.20.2A or TC 8.20.2B shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.20.2B
	E-UTRAN TDD-TDD Inter-frequency event triggered reporting under fading propagation conditions in synchronous cells for 20 MHz +10 MHz bandwidth
	Rel-10
	C19b
	UE supporting E-UTRA TDD and CA
	Either TC 8.20.2 or TC 8.20.2A or TC 8.20.2B shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.20.3
	E-UTRAN FDD - UTRAN FDD event triggered reporting under fading propagation conditions
	Rel-10
	C43
	UE supporting E-UTRA FDD, CA and UTRA FDD and Feature Group Indicator 15
	
	
	2Rx, 4Rx

	8.20.4
	E-UTRAN TDD to UTRAN TDD cell search under fading propagation conditions
	Rel-10
	C44
	UE supporting E-UTRA TDD, CA and UTRA TDD and Feature Group Indicator 15
	Either TC 8.20.4 or TC 8.20.4A or TC 8.20.4B shall be executed.
(Note 1)
	
	2Rx, 4Rx

	8.20.4A
	E-UTRAN TDD to UTRAN TDD cell search under fading propagation conditions for 20 MHz + 20 MHz bandwidth
	Rel-10
	C44a
	UE supporting E-UTRA TDD, CA and UTRA TDD and Feature Group Indicator 15
	Either TC 8.20.4 or TC 8.20.4A or TC 8.20.4B shall be executed.
(Note 1)
	
	2Rx, 4Rx

	
	<<Many rows skipped>>
	
	
	
	
	
	

	V2V Communications

	11.1
	V2V UE Transmission Timing Accuracy Test
	Rel-14
	C203
	UE supporting V2X Sidelink communication
	
	
	

	11.2
	Interruptions due to V2V sidelink communication
	Rel-14
	C204
	UE supporting V2X Sidelink communication
	
	
	

	V2X Communications

	12.1.1
	V2X UE Transmission Timing Accuracy Test for eNB as Timing Reference
	Rel-14
	C204
	UE supporting E-UTRA and V2X Sidelink communication
	
	
	

	12.1.2
	V2X UE Transmission Timing Accuracy Test for SyncRef UE as Timing Reference
	Rel-14
	C216
	UE supporting V2X Sidelink communication and SLSS transmission and reception
	
	
	

	12.4
	Congestion Control Measurement Test for V2X UE
	Rel-14
	C217
	UE supporting V2X Sidelink communication and congestion control
	
	
	


Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1)) AND A.4.1-1/1 THEN R ELSE N/A

	C01a
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	C01ah
IF A.4.1-1/1 AND A.4.4-1a/13 AND A.4.4-1a/25 AND A.4.3-4a/1a) THEN R ELSE N/A

	C01b
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/25) THEN R ELSE N/A

	C01c
IF (A.4.1-1/1 AND A.4.4-1a/5) THEN R ELSE N/A

	C01ch
IF (A.4.1-1/1 AND A.4.5-1/19 AND A.4.4-1a/5) THEN R ELSE N/A

	C01d
IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/13 AND A.4.4-1a/25) THEN R ELSE N/A

	C01dh
IF (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/13 AND A.4.4-1a/25 AND A.4.3-4a/1a) THEN R ELSE N/A

	C01e
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C01eh
IF (A.4.1-1/1 AND A.4.5-1/19 AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C01f
IF (NOT(A.4.3-4a/1 OR A.4.3-4aa/1)) AND (A.4.1-1/1 AND A.4.4-1a/16) THEN R ELSE N/A

	<<Many rows skipped>>

	C210
IF (A.4.1-1/1 AND A.4.3-4a/1a AND A.4.4-1a/5) THEN R ELSE N/A

	C211
IF (A.4.1-1/2 AND A.4.3-4a/1a AND A.4.4-1a/5) THEN R ELSE N/A

	C212
IF (A.4.1-1/1 AND A.4.3-4a/1a AND A.4.4-1a/25) THEN R ELSE N/A

	C213
IF (A.4.1-1/2 AND A.4.3-4a/1a AND A.4.4-1a/25) THEN R ELSE N/A

	C214
IF (A.4.1-1/1 AND A.4.3-4a/1a AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C215
IF (A.4.1-1/2 AND A.4.3-4a/1a AND A.4.4-1a/5 AND A.4.4-1a/25) THEN R ELSE N/A

	C216
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/10 AND A.4.5-1/49) THEN R ELSE N/A

	C217
IF (A.4.1-1/10 AND A.4.3-4d/2 AND A.4.5-7/1 AND A.4.5-1/68) THEN R ELSE N/A

	C218
IF (A.4.1-1/8 AND A.4.3-4c/2) THEN R ELSE N/A

	Cxx1
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6-1/3 AND (A.4.5-1/14 OR A.4.5-1/15)) THEN R ELSE N/A

	Cxx2
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6-1/4 AND (A.4.5-1/14 OR A.4.5-1/15)) THEN R ELSE N/A


<< End of changes >>
