3GPP TSG-RAN WG5 Meeting #82
R5-191120
Athens, Greece, 25th February – 1st March 2019
Source:
Qualcomm Incorporated
Title:
Ambiguity in UE supported and reported DL and UL categories
Document for:
Agreement
Agenda Item:
6.4.6
1.
Introduction
The purpose of this paper is to discuss the ambiguities in the DL and UL categories reported by the UE in UE capability Information message for testcase 8.5.4.1.
2.
Discussion

In TS 36.523-1 [1] testcase 8.5.4.1 [“UE capability transfer / Success”], When TE sends UE Capability Enquiry message it doesn’t include IE requestedFrequencyBands. As the maximum number of CA band combinations that can be included in UE Capability Information message is limited to 128 and based on 36.331 [2], cl. 5.6.3.3, if IE requestedFrequencyBands is not included in UE capability Enquiry message, RRC must prioritize all 2DL + 1UL CA band combinations followed by others. Considering maximum component carriers, maximum number of supported layers for spatial multiplexing, support of QAM techniques used for the bands being reported, UEs supporting more than 128 CA band combinations may not be able to report its maximum category in DL and UL.
When UE sends UE Capability Information message, UE ends up in reporting the maximum category in DL and UL corresponding to the 128 band combinations reported in UE capability Information message, which may not be aligned with the PICS being set on the TE for test case execution, as that lists the maximum DL and UL categories supported by the UE. 
5.6.3.3
Reception of the UECapabilityEnquiry by the UE

The UE shall:

…

1>
else, set the contents of UECapabilityInformation message as follows:

2>
if the ue-CapabilityRequest includes eutra:

…

3>
compile a list of band combinations, candidate for inclusion in the UECapabilityInformation message, comprising of band combinations supported by the UE according to the following priority order (i.e. listed in order of decreasing priority):

…

4>
if the UECapabilityEnquiry message includes requestedFrequencyBands and UE supports requestedFrequencyBands:

…

4>
else (no requested frequency bands):
5>
include all 2DL+1UL CA band combinations;
5>
include all other CA band combinations;
3.   Summary
Based on section 2, it can be inferred that there may be a difference in the UL and DL categories reported by UE that supports more than 128 CA band combinations, in UE Capability Information message. Hence, to pass TC 8.5.4.1, PICS parameters needs to be adjusted based on the reported UE capabilities rather than maximum supported by the UE.
4.   Proposal
Proposal #1 – UL and DL Category related PICS parameters shall be set in accordance with the 128 band combinations reported by the UE.
Proposal #2 – Testcase should not FAIL as long as UE report an UL and DL category as per the 128 band combinations reported and shall not check the categories higher than the reported category.
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