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1.
Introduction
The purpose of this paper is to discuss the usage and the reporting of UE’s UTRA (WCDMA/TD-SCDMA) capabilities in UE Capability Information message.
2.
Discussion

Currently, TD-SCDMA is only deployed by one operator (CMCC). As in real world TD-SCDMA and WCDMA networks does not co-exist and considering no user or network impact, UE registering on CMCC network may report only TD-SCDMA capabilities and, only WCDMA capabilities elsewhere. While in conformance testing, as the PLMNs being used are test (and not real) networks, TD-SCDMA or WCDMA capabilities will be reported depending on the configuration of the UE which maybe be associated with the launch market.

In the test case 8.5.4.1 from 36.523-1 [1], currently PICS check based on the UE configuration is not handled as PICS is set as per the UE supported RATs. Therefore, in order to PASS the UE capability transfer testcase, PICS capabilities of the UE are required to be changed to reflect the reported UE capability.
3.   Summary
Based on section 2, it can be inferred that UE does not need to report both WCDMA and TD-SCDMA capabilities to the network in UE capability Information message even when both the RATs are supported. Depending on the registered network it can include either of them and PICS needs to be set accordingly as per UE reported RATs.
4.   Proposal
Qualcomm would like to make following proposal to the WG:

· Even when both RATs WCDMA and TD-SCDMA are supported by the UE and PICS are set accordingly, TTCN shall not fail the test case when either of the RAT capability is reported by the UE.
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