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<Start of modified section>

–
PUSCH-Config
Table 4.6.3-89: PUSCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-Config ::= SEQUENCE {
	
	
	

	  dataScramblingIdentityPUSCH
	Not present
	
	

	  txConfig
	Not Present
	
	

	
	codebook
	
	DCI_0_1

	  dmrs-UplinkForPUSCH-MappingTypeA CHOICE {
	
	
	

	    setup
	DMRS-UplinkConfig
	
	

	  }
	
	
	

	  dmrs-UplinkForPUSCH-MappingTypeB 
	Not present
	
	

	
	
	
	

	
	
	
	

	  pusch-PowerControl
	PUSCH-PowerControl
	
	

	  frequencyHopping
	Not present
	
	

	  frequencyHoppingOffsetLists
	Not present
	
	

	  resourceAllocation
	resourceAllocationType1
	
	

	   pusch-TimeDomainAllocationList
	Not present
	
	

	  pusch-AggregationFactor
	Not present
	
	

	  mcs-Table
	 qam256
	
	FR1

	
	Not present
	
	FR2

	  mcs-TableTransformPrecoder
	 qam256
	
	FR1

	
	Not present
	
	FR2

	  transformPrecoder
	enabled
	DFT-s-OFDM
	

	
	Not present
	
	CP-OFDM

	  codebookSubset
	nonCoherent
	
	

	  maxRank
	2
	
	

	  rbg-Size
	Not present
	
	

	  uci-OnPUSCH CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      betaOffsets CHOICE {
	
	
	

	        semiStatic SEQUENCE {
	
	
	

	          betaOffsetACK-Index1
	9
	
	

	          betaOffsetACK-Index2
	9
	
	

	          betaOffsetACK-Index3
	9
	
	

	          betaOffsetCSI-Part1-Index1
	6
	
	

	          betaOffsetCSI-Part1-Index2
	6
	
	

	          betaOffsetCSI-Part2-Index1
	6
	
	

	          betaOffsetCSI-Part2-Index2
	6
	
	

	        }
	
	
	

	      }
	
	
	

	      scaling
	f1
	
	

	    }
	
	
	

	  }
	
	
	

	  tp-pi2BPSK
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	CP-OFDM
	CP-OFDM waveform is configured

	DCI_0_1
	DCI_0_1 is used
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