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	Reason for change:
	DFT-s-OFDM waveform is not applicable for UL-MIMO test cases. Therefore only CP-OFDM would be considered as test points.
However the MPR requirements for CP-OFDM are always larger than 0dB, therefore there is no applicable test point for MOP UL-MIMO test case.

	
	

	Summary of change:
	1. Removing the test case details.
2. Adding a note explaining the reason of not testing this case.

Core specification source: 38101-1-f40

	
	

	Consequences if not approved:
	The test case is not complete.

	
	

	Clauses affected:
	6.2D.1
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	 Test specifications
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	Other comments:
	Based on RAN5 #4-NR-Adhoc agreed CR R5-190813.
Changes are:

1. Removing the test case details.

2. Adding a note explaining the reason of not testing this test case.


<< Unchanged sections omitted >>
6.2D.1
UE maximum output power for UL-MIMO






NOTE:
No test case details specified as the UE power class requirements (MPR=0dB) cannot be verified for the UE maximum output power for UL-MIMO case due to the MPR is always bigger than 0 dB for CP-OFDM waveform according to clause 6.2D.2.3, Table 6.2.2.3-1 and Table 6.2.2.3-2. DFT-s-OFDM waveform is not applicable for UL-MIMO test cases.









	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	



	
	
	

	
	
	

























	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	




	
	
	
	

	
	
	
	

	
	
	
	


<< End of changes >>
