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Begin of Change 

10.1.2.2
Network-requested PDU session modification / Abnormal / Invalid PDU session identity

10.1.2.2.1
Test Purpose (TP)

(1)

with { the UE in PDU SESSION ACTIVE state and 5GMM-CONNECTED mode }

ensure that {

  when { the UE receives a PDU SESSION MODIFICATION COMMAND message include the PDU session ID which does not belong to any PDU session in PDU SESSION ACTIVE state in UE }

    then { UE sends a PDU SESSION MODIFICATION COMMAND REJECT message and set the 5GSM cause to #43: invalid PDU session identity }

            }

10.1.2.2.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.501, clauses 6.3.2.4. Unless otherwise stated these are Rel-15 requirements.
[TS 24.501, clause 6.3.2.4]

Upon receipt of a PDU SESSION MODIFICATION COMMAND message and a PDU session ID, using the NAS transport procedure as specified in subclause 5.4.5, if the UE rejects the PDU SESSION MODIFICATION COMMAND message, the UE shall create a PDU SESSION MODIFICATION COMMAND REJECT message.

If the PDU SESSION MODIFICATION COMMAND message contains the PTI value allocated in the UE-requested PDU session modification procedure, the UE shall release the PTI indicated by the PTI IE and shall stop the timer T3581.
The UE shall set the 5GSM cause IE of the PDU SESSION MODIFICATION COMMAND REJECT message to indicate the reason for rejecting the PDU session modification.

The 5GSM cause IE typically indicates one of the following 5GSM cause values:

#26
insufficient resources;

#43
invalid PDU session identity;

#44
semantic error in packet filter(s);

#45
syntactical error in packet filter(s);

#83
semantic error in the QoS operation; or

#84
syntactical error in the QoS operation.

10.1.2.2.3
Test description

10.1.2.2.3.1
Pre-test conditions

System Simulator:

-
NGC Cell A.

UE:

-
None.

Preamble:

-
The UE is in state 3N-A on NGC Cell A according to 38.508-1[4] with 1 PDU session is active.
10.1.2.2.3.2
Test procedure sequence

Table 10.1.2.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a PDU session modification command message with PDU session ID IE is set to a different value from the value set in PDU SESSION ESTABLISHMENT REQUEST message. This message is included in a DLInformationTransfer message.
	<--
	PDU session modification command
	-
	-

	2
	Check: Does the UE transmit a PDU session modification reject with the 5GSM cause IE indicating #43
" invalid PDU session identity"?
	-->
	PDU session modification reject
	1
	P


10.1.2.2.3.3
Specific message contents

Table 10.1.2.2.3.3-1: PDU session modification command (Step 1, Table 10.1.2.2.3.2-1)

	Derivation path: 38.508-1 [4], table 4.7.2-9

	Information Element
	Value/Remark
	Comment
	Condition

	PDU session ID
	The different value from the value set in PDU SESSION ESTABLISHMENT REQUEST message in preamble
	
	


Table 10.1.2.2.3.3-2: PDU session modification reject (Step 2, Table 10.1.2.2.3.2-1)

	Derivation path: 38.508-1 [4], table 4.7.2-8

	Information Element
	Value/Remark
	Comment
	Condition

	PDU session ID
	The same value as the value set in PDU SESSION modification command message
	
	

	5GSM cause
	‘00101011’B
	Invalid PDU session identity
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