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< Unchanged sections omitted >

Table 6.2.4.4.1-24: Test Configuration Table (network signalled value "NS_27")

	Initial Conditions

	Test Environment

(as specified in TS 36.508 [7] subclause 4.1)
	Normal

	Test Frequencies
(as specified in TS 36.508 [7] subclause 4.3.1)
	Refer to Frequency column in test parameters

	Test Channel Bandwidths
(as specified in TS 36.508 [7] subclause 4.3.1)
	5MHz, 10MHz, 15MHz, 20MHz

	Test Parameters for NS_27 A-MPR

	
	
	
	Downlink Configuration
	Uplink Configuration

	Configuration ID
	Frequency
	Ch BW
	Mod'n
	RB allocation TDD
	Mod'n
	RB allocation TDD
	RBstart
TDD

	1
	Low/Mid
	5MHz
	N/A for A-MPR testing
	QPSK
	1
	0

	2
	High
	5MHz
	
	QPSK
	1
	24

	3
	Low/Mid/High
	5MHz
	
	QPSK
	25
	0

	4
	Low/Mid/High
	5MHz
	
	16QAM
	25
	0

	5
	Low/Mid
	10MHz
	
	QPSK
	1
	0

	6
	High
	10MHz
	
	QPSK
	1
	49

	7
	Low/Mid/High
	10MHz
	
	QPSK
	50
	0

	8 (Note 2)
	Low/Mid/High
	10MHz
	
	16QAM
	50
	0

	9
	Low/Mid
	15MHz
	
	QPSK
	1
	0

	10
	Low
	15MHz
	
	QPSK
	1
	7

	11
	Low/Mid
	15MHz
	
	QPSK
	16
	0

	12
	High
	15MHz
	
	QPSK
	1
	74

	13
	High
	15MHz
	
	QPSK
	1
	67

	14
	High
	15MHz
	
	QPSK
	16
	0

	15
	Low/Mid/High
	15MHz
	
	QPSK
	75
	0

	16 (Note 2)
	Low/Mid/High
	15MHz
	
	16QAM
	75
	0

	17
	Low/Mid
	20MHz
	
	QPSK
	1
	0

	18
	Low
	20MHz
	
	QPSK
	1
	13

	19
	Low
	20MHz
	
	QPSK
	1
	16

	20
	Low/Mid
	20MHz
	
	QPSK
	21
	0

	21
	High
	20MHz
	
	QPSK
	1
	99

	22
	High
	20MHz
	
	QPSK
	1
	86

	23
	High
	20MHz
	
	QPSK
	1
	83

	24
	High
	20MHz
	
	QPSK
	21
	0

	25
	Low/Mid/High
	20MHz
	
	QPSK
	100
	0

	26 (Note 2)
	Low/Mid/High
	20MHz
	
	16QAM
	100
	0

	Note 1:
The Configuration ID will be used to map the applicable Test Configuration to the corresponding Test Requirement in subclause 6.2.4.5 as not all combinations are necessarily required based on the applicability of the UE.

Note 2:
Applies only for UE-Categories ≥2.
Note 3:
The 16QAM configurations shall not apply to UEs which support UL 64QAM.
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