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	Reason for change:
	As per TS 36.523-1 following emergency call test cases need to be executed without SIM card. But these test cases can’t be executed on devices that contain a SIM soldered on the chipset.
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TC 11.2.4

Therefore, applicability of this test case needs to be modifed to exclude devices where removal of SIM is not possible.
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Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	6
	IDLE MODE
	
	
	
	
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.1a
	PLMN selection / Automatic mode/ between FDD and TDD
	Rel-8
	C142
	UEs supporting E-UTRA FDD and E-UTRA TDD
	
	
	
	

	6.1.1.1b
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode / Single Frequency operation
	Rel-8
	R
	UEs supporting E-UTRA. This test is 'cells on single frequency only' equivalent of TC 6.1.1.1
	pc_eFDD
	
	Either TC 6.1.1.1 or TC 6.1.1.1b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.2
	PLMN selection of "Other PLMN/access technology combinations" / Automatic mode
	Rel-8
	R
	UEs supporting E-UTRA
	pc_eFDD
	
	Either TC 6.1.1.2 or TC 6.1.1.2a shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.2a
	PLMN selection of "Other PLMN/access technology combinations" / Automatic mode / Single Frequency operation
	Rel-8
	R
	UEs supporting E-UTRA This test is 'cells on single frequency only' equivalent of 6.1.1.2
	pc_eFDD
	
	Either TC 6.1.1.2 or TC 6.1.1.2a shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	6.1.1.3
	Cell reselection of ePLMN in manual mode
	Rel-8
	C224c
	UEs supporting E-UTRA and NOT Category M1
	pc_eFDD
	
	Either TC 6.1.1.3 or TC 6.1.1.3b shall be executed. (Note 4)
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<<Unchanged Rows Skipped>>

	9.2.1.1.28
	Attach / Success / IMS
	Rel-8
	C210
	UEs supporting E-UTRA and VoLTE in GSMA
	pc_eFDD
	
	
	

	
	
	
	
	PRD IR.92: "IMS Profile for Voice and SMS" and UE Configured with IMS APN as default APN or to provide IMS APN.
	pc_eTDD
	
	
	

	9.2.1.1.28a
	Attach / Success / IMS / Second PDN
	Rel-8
	C211
	UEs supporting E-UTRA and VoLTE in GSMA PRD IR.92: "IMS Profile for Voice and SMS" and UE Configured to provide IMS APN as the second PDN connection.
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.29
	Attach / Rejected / IMEI not accepted
	Rel-9
	C3XX
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.1.30
	Void
	
	
	
	
	
	
	

	9.2.1.2.1
	Combined attach procedure / Success / EPS and non-EPS services
	Rel-8
	C02a
	UEs supporting E-UTRA and combined EPS/IMSI attach (with or without pre-configuration) and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	9.2.1.2.1b
	Combined attach procedure / Success / SMS only
	Rel-8
	C128
	UEs supporting E-UTRA and UTRA or/and E-UTRA and GERAN, and combined EPS/IMSI attach and NOT Category M1
	pc_eFDD, pc_UTRA, pc_GERAN
	px_RATComb_Tested
	1 or 2 Executions (Note 2 AND Note 6)
	

	
	
	
	
	
	pc_eTDD, pc_UTRA, pc_GERAN
	
	
	Rel-9 UTRA TDD

	<<Unchanged Rows Skipped>>

	11.2.3
	Emergency bearer services / CSG cell / LIMITED-SERVICE / Attach / Security mode control procedure without prior authentication / PDN connect / Service request / PDN disconnect / Detach upon UE switched off / Temporary storage of EMM information
	Rel-9
	C71a
	UEs supporting E-UTRA and IMS emergency call and allowed CSG list and manual CSG selection and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.4
	Emergency bearer services / Normal cell / NO-IMSI / Attach / No EPS security context / PDN connect / Service request / Timer T3412 expires
	Rel-9
	 C3XX
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.5
	Emergency bearer services / Normal cell / NORMAL-SERVICE / Local Emergency Numbers List NOT sent in the Attach / PDN connect new emergency EPS bearer context / Authentication SQN code failure - MME aborts authentication continues using current security context / Service request
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	11.2.6
	Handling of Local Emergency Numbers List provided during Attach and Normal tracking area update procedures
	Rel-9
	C71
	UEs supporting E-UTRA and IMS emergency call
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	<<Unchanged Rows Skipped>>

	24.2.2
	P2X Sidelink Communication / Pre-configured authorisation / UE in RRC_IDLE on an E-UTRAN cell operating on the anchor carrier frequency provisioned for V2X configuration / Utilisation of the resources of (serving) cells/PLMNs / Transmission / Random selection
	Rel-14
	C344
	Pedestrian UEs supporting E-UTRA and V2X sidelink communication and not supporting PSCCH/PSSCH transmission using UE autonomous resource selection mode with partial sensing
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	24.2.3
	P2X Sidelink Communication / Pre-configured authorisation / Utilisation of the pre-configured resources / Transmission
	Rel-14
	C345
	Pedestrian UEs supporting V2X sidelink communication
	
	
	
	

	24.2.4
	P2X Sidelink Communication / Pre-configured authorisation / UE in RRC_IDLE on an E-UTRAN cell operating on the anchor carrier frequency for V2X configuration/ UE transmits V2X sidelink communication using Tx parameters based on PPPP and configured CBR
	Rel-14
	C346
	Pedestrian UEs supporting E-UTRA and V2X sidelink communication
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	24.3.1
	V2X Uplink Communication / UE in RRC_Connected on an E-UTRAN cell / Utilisation of the UL SPS resources configured by eNB/ Transmission
	Rel-14
	C336
	UEs supporting E-UTRA and V2X communication Via Uu and multiple uplink SPS 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	24.3.2
	V2X Downlink Communication / UE in IDLE or RRC_Connected on an E-UTRAN cell / UE receives the V2X data via MBMS
	Rel-14
	C337
	UEs supporting E-UTRA and MBMS and V2X communication Via Uu
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	24.3.3
	V2X Downlink Communication / UE in IDLE or RRC_Connected on an E-UTRAN cell / UE receives the V2X data via SC-PTM
	Rel-14
	C338
	UEs supporting E-UTRA and SC-PTM and V2X communication Via Uu
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	


Table 4-1a: Applicability of tests Conditions

	C01
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C01a
IF (A.4.1-1/1 OR A.4.1-1/2) AND [8]A.1/1 AND A. (4.5-2/3 AN OR A.4.5-2/4) D NOT (A.4.3.2-2A/1) THEN R ELSE N/A

	C01b
IF (A.4.1-1/1 OR A.4.1-1/2) AND [8]A.1/1 AND A.4.5-2/4 AND NOT (A.4.3.2-2A/1) THEN R ELSE N/A

	C02
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-2/2 THEN R ELSE N/A

	C02a
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-2/2 AND NOT (A.4.3.2-2A/1) THEN R ELSE N/A

	C03
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/1 THEN R ELSE N/A

	C04
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-2/1 THEN R ELSE N/A

	C05
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/7 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C06
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/3 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C07
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/4 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C08F
IF A.4.1-1/1 AND A.4.5-1a/5 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C08aF
IF A.4.1-1/1 AND A.4.5-1a/5 AND A.4.4-1/122 THEN R ELSE N/A

	C08bF
IF A.4.1-1/1 AND A.4.5-1a/5 THEN R ELSE N/A

	C08T
IF A.4.1-1/2 AND A.4.5-1b/5 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C08aT
IF A.4.1-1/2 AND A.4.5-1b/5 AND A.4.4-1/122 THEN R ELSE N/A

	C08bT
IF A.4.1-1/2 AND A.4.5-1b/5 THEN R ELSE N/A

	C09F
IF (A.4.1-1/1 AND A.4.5-1a/25) OR (A.4.4-1/122 AND A.4.4-1/141) THEN R ELSE N/A

	<<Unchanged Rows Skipped>>

	C354
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.2.1.1-1/11 AND (A.4.4-1/122 OR A.4.4-1/123) THEN R ELSE N/A

	C355
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/181 THEN R ELSE N/A

	C356
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/182 THEN R ELSE N/A

	C357
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-2/33 THEN R ELSE N/A

	C3XX
IF ((A.4.1-1/1 OR A.4.1-1/2) AND (A.4.2.1.1-1/4) AND ([8] A.4.4/XX)) THEN R ELSE N/A


