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<Start of Changes>
[bookmark: _Toc532492419]4.2	Applicability of minimum requirements
a)	In TS 38.101-1 [2] the Minimum Requirements are specified as general requirements and additional requirements. Where the Requirement is specified as a general requirement, the requirement is mandated to be met in all scenarios 
b)	For specific scenarios for which an additional requirement is specified, in addition to meeting the general requirement, the UE is mandated to meet the additional requirements.
c)	The spurious emissions power requirements are for the long-term average of the power. For the purpose of reducing measurement uncertainty it is acceptable to average the measured power over a period of time sufficient to reduce the uncertainty due to the statistical nature of the signal. 
d)	All the requirements for intra-band contiguous and non-contiguous CA apply under the assumption of the same uplink-downlink and special subframe configurations in the PCell and SCells for SA. 3GPP3GPP
[bookmark: _Hlk535285027]4.2.1 Test coverage across 5G NR architecture options
The test cases in this specification cover Standalone FR1 radio transmission and reception performance. Below shall be the understanding with respect to coverage across 5G NR architecture options:
(1) Only one SA architecture option type is identified and utilized in the definition of each test case. SA test cases in this test specification are configured using Connectivity NR i.e. SA Option 2, which shall be the default architecture option used for SA test execution.
(2) Testing using SA Option 5 is FFS.
<End of Changes>

