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<Beginning of Changes>
6.4.2.2
TDD

6.4.2.2_1
2Rx TDD FR1 RI reporting for both SA and NSA
Editor’s Note: This test case is incomplete. The following aspects are either missing or TBD

- Test Description is TBD since the following sections are not yet defined

- Initial Conditions are TBD




- Test Requirements are TBD
6.4.2.2_1.1
Test Purpose
The purpose of this test is to verify that the reported rank indicator accurately represents the channel rank. The accuracy of RI reporting is determined by the relative increase of the throughput obtained when transmitting based on the reported rank compared to the case for which a fixed rank is used for transmission.
6.4.2.2_1.2
Test applicability

This test applies to all types of NR UE release 15 and forward.

This test also applies to all types of EUTRA UE release 15 and forward supporting EN-DC.
6.4.2.2_1.3
Minimum Conformance Requirements

The minimum performance requirement in Table 6.4.2.2-2 is defined as

a)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 1 shall be ≥ ;

b)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 2 shall be ≥ ;

For the parameters specified in Table 6.4.2.2-1, and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified in Table 6.4.2.2-2.

6.4.2.2_1.4
Test Description


TBD
6.4.2.2_1.5
Test Requirements


TBD
<End of Changes>
