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1
Scope

The present document specifies the procedures for the conformance test of the measurement requirements for FDD or TDD mode of UTRA and FDD or TDD mode of E-UTRA, NB-IOT and NR for the User Equipment (UE) that supports one or more of the defined positioning methods. These positioning methods are:

-
 for UTRA: Assisted Global Positioning System (A-GPS), Assisted Global Navigation Satellite Systems (A-GNSS), 
-
for E-UTRA: Assisted Global Navigation Satellite System (A-GNSS), Observed Time Difference of Arrival (OTDOA), Enhanced Cell ID (ECID), Metropolitan Beacon System (MBS), Wireless Local Area Network (WLAN), Bluetooth Low Energy (BLE), 
-
for NB-IOT: Observed Time Difference of Arrival (OTDOA), [others FFS], and 
-
for NR: Assisted Global Navigation Satellite System (A-GNSS), Observed Time Difference of Arrival (OTDOA), Enhanced Cell ID (ECID), Metropolitan Beacon System (MBS), Wireless Local Area Network (WLAN), Bluetooth Low Energy (BLE).
Tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the “Test applicability " part of the test.
The Implementation Conformance Statement (ICS) pro-forma could be found in the 3rd part of the present document.
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3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1], 3GPP TR 25.990 [27], TS 36.101 [2], 3GPP TS 36.104 [21] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Horizontal Dilution Of Precision (HDOP): measure of position determination accuracy that is a function of the geometrical layout of the satellites used for the fix, relative to the receiver antenna
3.2
Symbols

For the purposes of the present document, the abbreviations given in TR 21.905 [1], 3GPP TR 25.990 [27] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

B1I
BeiDou B1I navigation signal with carrier frequency of 1561.098 MHz

E1
Galileo E1 navigation signal with carrier frequency of 1575.420 MHz. 

E5
Galileo E5 navigation signal with carrier frequency of 1191.795 MHz.

E6
Galileo E6 navigation signal with carrier frequency of 1278.750 MHz.

G1
GLONASS navigation signal in the L1 sub-bands with carrier frequencies 1602 MHz ± k ( 562.5 kHz.

G2
GLONASS navigation signal in the L2 sub-bands with carrier frequencies 1246 MHz ± k ( 437.5 kHz.

k

GLONASS channel number, k = -7…13.

L1 C/A
GPS or QZSS L1 navigation signal carrying the Coarse/Acquisition code with carrier frequency of 1575.420 MHz.

L1C
GPS or QZSS L1 Civil navigation signal with carrier frequency of 1575.420 MHz.

L2C
GPS or QZSS L2 Civil navigation signal with carrier frequency of 1227.600 MHz.

L5
GPS or QZSS L5 navigation signal with carrier frequency of 1176.450 MHz. 

PRP
Received (linear) average power of the resource elements that carry E-UTRA PRS, measured at the UE antenna connector.
G
Geometry Matrix.
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Measured pseudo-range of satellite i of GNSSm.

W
Weighting Matrix.
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Line of sight unit vector from the user to the satellite i of GNSSm.
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State vector of user position and clock bias. 

TS
Basic time unit, defined in TS 36.211 [26], clause 4.

Ês
Received energy per RE (power normalized to the subcarrier spacing) during the useful part of the symbol, i.e. excluding the cyclic prefix, at the UE antenna connector.

Io
The total received power density, including signal and interference, as measured at the UE antenna connector.

Iot
The received power spectral density of the total noise and interference for a certain RE (power integrated over the RE and normalized to the subcarrier spacing) as measured at the UE antenna connector.
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The power spectral density of a white noise source (average power per RE normalised to the subcarrier spacing), simulating interference from cells that are not defined in a test procedure, as measured at the UE antenna connector.
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The ratio of the average received energy per PRS RE during the useful part of the symbol to the average received power spectral density of the total noise and interference for this RE, where the ratio is measured over all REs which carry PRS.
3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

A-GANSS
Assisted Galileo and Additional Navigation Satellite Systems
A-Galileo
Assisted-Galileo

A-GLONASS
Assisted-- GLObal'naya NAvigatsionnaya Sputnikovaya Sistema (English: Global Navigation Satellite System)
A-GNSS
Assisted Global Navigation Satellite System

A-GPS
Assisted - Global Positioning System
AP
Access Point
AWGN
Additive White Gaussian Noise

BDS
BeiDou Navigation Satellite System
BLE
Bluetooth Low Energy

BSS
Bluetooth System Simulator

BSSID
Basic Service Set IDentification
C/A
Coarse/Acquisition 

DRX
Discontinuous Reception
DUT
Device Under Test

ECEF
Earth Centred, Earth Fixed
ECID
Enhanced Cell Identification

EPRE
Energy Per Resource Element
EN-DC
E-UTRA-NR Dual Connectivity
E-UTRA 
Evolved UMTS Terrestrial Radio Access

E-UTRAN
Evolved UMTS Terrestrial Radio Access Network

FDD
Frequency Division Duplex
GANSS
Galileo and Additional Navigation Satellite Systems
GEO
Geostationary Earth Orbit

GLONASS
GLObal'naya NAvigatsionnaya Sputnikovaya Sistema (English: Global Navigation Satellite System)

GNSS
Global Navigation Satellite System

GPS
Global Positioning System

GSS
GNSS System Simulator
HD-FDD
Half Duplex - Frequency Division Duplex
HDOP
Horizontal Dilution Of Precision

ICD
Interface Control Document
ICS
Implementation Conformance Statement
IGSO
Inclined Geosynchronous Satellite OrbitIS

IS
Interface Specification

LOS
Line Of Sight

LPP
LTE Positioning Protocol
MBS
Metropolitan Beacon System

MSS
MBS System Simulator
MEO
Medium Earth Orbit
NB-IOT
Narrow Band - Internet Of Things
NE-DC
NR-E-UTRA Dual Connectivity
NGEN-DC
NG-RAN E-UTRA-NR Dual Connectivity
NPRS
NB-IOT Positioning Reference Signal
NR
New Radio
NR-DC
NR-NR Dual Connectivity
OCNG
OFDMA Channel Noise Generator

OCNS
Orthogonal Channel Noise Simulator

OTDOA
Observed Time Difference Of Arrival

PBCH
Physical Broadcast Channel

PCC
Primary Component Carrier

PCell
Primary Cell

PCFICH
Physical Control Format Indicator Channel

PDCCH
Physical Downlink Control Channel

PDSCH
Physical Downlink Shared Channel

PHICH
Physical Hybrid ARQ Indictor Channel
PPM
Parts per million 

PRS
Positioning Reference Signal

PSS
Primary Synchronization Signal
QZSS
Quasi-Zenith Satellite System 

RB
Resource Block

RE
Resource Element
RRC
Radio Resource Control
RSSI
Received Signal Strength Indicator
RSTD
Reference Signal Time Difference
SBAS
Space Based Augmentation System

SCC
Secondary Component Carrier

SCell
Secondary Cell

SFN
System Frame Number
SNR
Signal to Noise Ratio
SS
System simulator 

SSS
Secondary Synchronization Signal
SV
Space Vehicle

SV ID
Space Vehicle Identity
TBS
Terrestrial Beacon System
TDD
Time Division Duplex

TOD
Time Of Day

TOW
Time Of Week

TTFF
Time To First Fix

UE
User Equipment
UUID
Universal Unique Identifier
UTRA
Universal Terrestrial Radio Access 

UTRAN
Universal Terrestrial Radio Access Network
WGS‑84
World Geodetic System 1984
WLAN
Wireless Local Area Network
WLS
Weighted Least Square
WSS
WLAN System Simulator
4
General test conditions
4.1
Introduction

This clause defines the various common test conditions required for the various measurement requirements in the remainder of the document.

4.2
GNSS test conditions

4.2.0
General

In this clause the terms GNSS and A-GNSS also include the cases where the only satellite system used is GPS unless otherwise stated.
4.2.1
GNSS signals

The GNSS signal is defined at the A-GNSS antenna connector of the UE. For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.

4.2.2
GNSS frequency

The GNSS signals shall be transmitted with a frequency accuracy of ( 0.025 PPM.

4.2.3
GNSS static propagation conditions

The propagation for the static performance measurement is an Additive White Gaussian Noise (AWGN) environment. No fading and multi-paths exist for this propagation model.

4.2.4
GNSS multi-path conditions

Doppler frequency difference between direct and reflected signal paths is applied to the carrier and code frequencies. The Carrier and Code Doppler frequencies of LOS and multi-path for GNSS signals are defined in table 4.2.1.

Table 4.2.1: Multi-path Conditions for GNSS Signals

	Initial relative Delay
[GNSS chip]
	Carrier Doppler frequency of tap [Hz]
	Code Doppler frequency of tap [Hz]
	Relative mean Power [dB]

	0
	Fd
	Fd / N
	0

	X
	Fd - 0.1
	(Fd-0.1) /N
	Y

	NOTE:
Discrete Doppler frequency is used for each tap.


Where the X and Y depends on the GNSS signal type and is shown in Table 4.2.2, and N is the ratio between the transmitted carrier frequency of the signals and the transmitted chip rate as shown in Table 4.2.3 (where k in Table 4.2.3 is the GLONASS frequency channel number).

Table 4.2.2

	System
	Signals
	X [m]
	Y [dB]

	Galileo
	E1
	125
	-4.5

	
	E5a
	15
	-6

	
	E5b
	15
	-6

	GPS/Modernized GPS
	L1 C/A
	0.5 chip / 150m
	-6

	
	L1C
	125
	-4.5

	
	L2C
	150
	-6

	
	L5
	15
	-6

	GLONASS
	G1
	275
	-12.5

	
	G2
	275
	-12.5

	BDS
	B1l
	75
	-4.5


Table 4.2.3

	System
	Signals
	N

	Galileo
	E1
	1540

	
	E5a
	115

	
	E5b
	118

	GPS/Modernized GPS
	L1 C/A
	1540

	
	L1C
	1540

	
	L2C
	1200

	
	L5
	115

	GLONASS
	G1
	3135.03 + k ( 1.10

	
	G2
	2438.36 + k ( 0.86

	BDS
	B1l
	763


The initial carrier phase difference between taps shall be randomly selected between 0 and 2radians. The initial value shall have uniform random distribution.

4.2.5
UEs supporting multiple satellite signals

For UEs supporting multiple satellite signals, different minimum performance requirements may be associated with different signals. The satellite simulator shall generate all signals supported by the UE. Signals not supported by the UE do not need to be simulated. The relative power levels of each signal type for each GNSS are defined in Table 4.2.4. The individual test scenarios in clauses 6, 7 and 13 define the reference signal power level for each satellite. The power level of each simulated satellite signal type shall be set to the reference signal power level defined in each test scenario in clauses 6, 7 and 13 plus the relative power level defined in Table 4.2.4.

Table 4.2.4: Relative signal power levels for each signal type for each GNSS

	
	Galileo
	GPS/Modernized GPS
	GLONASS
	QZSS
	SBAS
	BDS

	Signal power levels relative to reference power levels
	E1
	0 dB
	L1 C/A
	0 dB
	G1
	0 dB
	L1 C/A
	0 dB
	L1
	0 dB
	B1l
	D1
	0 dB

	
	
	
	
	
	
	
	
	
	
	
	
	D2
	+5 dB

	
	E6
	+2 dB
	L1C
	+1.5 dB
	G2
	-6 dB
	L1C
	+1.5 dB
	
	
	
	
	

	
	E5
	+2 dB
	L2C
	-1.5 dB
	
	
	L2C
	-1.5 dB
	
	
	
	
	

	
	
	
	L5
	+3.6 dB
	
	
	L5
	+3.6 dB
	
	
	
	
	


NOTE 1:
For test cases which involve “Modernized GPS”, the satellite simulator shall also generate the GPS L1 C/A signal if the UE supports “GPS” in addition to “Modernized GPS”.

NOTE 2:
The signal power levels in the Test Parameter Tables represent the total signal power of the satellite per channel not e.g. pilot and data channels separately.

NOTE 3:
For test cases which involve "BDS", D1 represents MEO/IGSO satellites B1I signal type and D2 represents GEO satellites B1I signal type.

4.2.6
GNSS multi System Time Offsets

If more than one GNSS is used in a test, the accuracy of the GNSS-GNSS Time Offsets used at the system simulator shall be better than 3 ns.

4.3
UTRA test conditions

4.3.1
UTRA frequency band and frequency range

The UTRA tests in clauses 5 and 6 in the present document are performed at mid range of the UTRA operating frequency band of the UE. The UARFCNs to be used for mid range are defined in 3GPP TS 34.108 [28], clause 5.1.1. 

If the UE supports multiple frequency bands then the Sensitivity tests in clauses 5.2 and 6.2 shall be repeated in each supported frequency band.

4.3.2
UTRA frequency 

For the UTRA tests in clause 5 the UTRA frequency shall be offset with respect to the nominal frequency by an amount equal to the sum of +0.025 PPM and the offset in PPM of the actual transmitted GPS carrier frequency with respect to the nominal GPS frequency.

4.3.3
Sensors

The UTRA tests in clause 6 shall be met without the use of any data coming from sensors that can aid the positioning. A dedicated test message 'RESET UE POSITIONING STORED INFORMATION' has been defined in TS 34.109 [29] for the purpose of disabling any such sensors.

4.4
E-UTRA test conditions

4.4.1
E-UTRA frequency band and frequency range

The E-UTRA A-GNSS tests in clause 7, MBS tests in clause 11, WLAN and BLE tests in clause 12 are performed on the mid range EARFCN of the E-UTRA operating frequency band of the UE and the channel bandwidth as defined in TS 36.508 [18] clause 4.3.1.
If the UE supports multiple frequency bands then the A-GNSS Sensitivity tests in clause 7.1 shall be repeated in each supported frequency band.
The E-UTRA ECID tests in clause 8 and the OTDOA tests in clauses 9 and 10 are performed on the EARFCN(s) of the E-UTRA operating frequency band of the UE and the channel bandwidth(s) specified in the test cases and as defined in TS 36.508 [18] clause 4.3.1 and 4.4.2.
4.4.2
Groups of bands

The E-UTRA tests use the band groupings below in order to increase the readability of the specification.

Table 4.4.2-1: E-UTRA band groups
	Group
	E-UTRA FDD
	E-UTRA TDD
	E-UTRA Frame Structure 3

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	FDD_A
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 32 Note 2, 67Note 2, 69Note 2, 70Note 6
	TDD_A
	33, 34, 35, 36, 37, 38, 39, 40, 45, 50, 51
	FS3_A
	-

	B
	FDD_B1
	65, 66 Note 5
	TDD_B
	-
	FS3_B
	-

	
	FDD_B2
	74 Note 7
	
	
	
	

	C
	FDD_C
	9, 30
	TDD_C
	42, 43, 48, 52
	FS3_C
	-

	D
	FDD_D
	28, 68
	TDD_D
	-
	FS3_D
	-

	E
	FDD_E
	2, 5, 7, 27
	TDD_E
	41, 44
	FS3_E
	-

	F
	FDD_F
	26 Note 3
	TDD_F
	-
	FS3_F
	-

	G
	FDD_G
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 2, 71, 85
	TDD_G
	47 Note4
	FS3_G
	46 Note 2, 49 Note 2

	H
	FDD_H
	25
	TDD_H
	-
	FS3_H
	-

	I
	FDD_I
	-
	TDD_I
	-
	FS3_I
	-

	J
	FDD_J
	-
	TDD_J
	-
	FS3_J
	-

	K
	FDD_K
	-
	TDD_K
	-
	FS3_K
	-

	L
	FDD_L
	-
	TDD_L
	-
	FS3_L
	-

	M
	FDD_M
	-
	TDD_M
	-
	FS3_M
	-

	N
	FDD_N
	31, 72, 73
	TDD_N
	-
	FS3_N
	-

	NOTE 1:
The bands within the same group have the same Io conditions in a corresponding requirement in this specification.

NOTE 2:
This band is used only for E-UTRA carrier aggregation with other E-UTRA bands.

NOTE 3:
The minimum Io condition for Band 26 is reduced by 0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.

NOTE 4:
This band is used only for V2V operation.

NOTE 5:
The range 2180-2200 MHz of the DL operating band 66 is restricted to E-UTRA operation when carrier aggregation is configured.

NOTE 6:
The range 2010-2020 MHz of the DL operating band is restricted to E-UTRA operation when carrier aggregation is configured and TX-RX separation is 300 MHz. The range 2005-2020 MHz of the DL operating band is restricted to E-UTRA operation when carrier aggregation is configured and TX-RX separation is 295 MHz
NOTE 7:
The minimum Io condition for Band 74 is reduced by 0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 1475.9-1510.9 MHz.


Table 4.4.2-2: Band groups for Category 0

	Group
	E-UTRA FDD
	E-UTRA TDD

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	FDD-0_A
	4
	TDD-0_A
	39

	B
	FDD-0_B
	-
	TDD-0_B
	-

	C
	FDD-0_C
	-
	TDD-0_C
	-

	D
	FDD-0_D
	-
	TDD-0_D
	-

	E
	FDD-0_E
	2, 5
	TDD-0_E
	41

	F
	FDD-0_F
	26 Note 1
	TDD-0_F
	-

	G
	FDD-0_G
	3, 8, 13, 20
	TDD-0_G
	-

	H
	FDD-0_H
	25
	TDD-0_H
	-

	I
	FDD-0_I
	-
	TDD-0_I
	-

	J
	FDD-0_J
	-
	TDD-0_J
	-

	K
	FDD-0_K
	-
	TDD-0_K
	-

	L
	FDD-0_L
	-
	TDD-0_L
	-

	M
	FDD-0_M
	-
	TDD-0_M
	-

	N
	FDD-0_N
	-
	TDD-0_N
	-

	NOTE 1:
The minimum Io condition for Band 26 is reduced by 0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.


Table 4.4.2-3: Band groups for Category M1

	Group
	E-UTRA FDD
	E-UTRA TDD

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	FDD-M1_A
	1, 4, 11, 18, 19, 21
	TDD-M1_A
	39, 40

	B
	FDD-M1_B
	66 Note 2, 74 Note 3
	TDD-M1_B
	-

	C
	FDD-M1_C
	-
	TDD-M1_C
	-

	D
	FDD-M1_D
	28
	TDD-M1_D
	-

	E
	FDD-M1_E
	2, 5, 7, 27
	TDD-M1_E
	41

	F
	FDD-M1_F
	26 Note 1
	TDD-M1_F
	-

	G
	FDD-M1_G
	3, 8, 12, 13, 20, 85
	TDD-M1_G
	-

	H
	FDD-M1_H
	25
	TDD-M1_H
	-

	I
	FDD-M1_I
	-
	TDD-M1_I
	-

	J
	FDD-M1_J
	-
	TDD-M1_J
	-

	K
	FDD-M1_K
	-
	TDD-M1_K
	-

	L
	FDD-M1_L
	-
	TDD-M1_L
	-

	M
	FDD-M1_M
	-
	TDD-M1_M
	-

	N
	FDD-M1_N
	31, 72, 73
	TDD-M1_N
	-

	NOTE 1:
The minimum Io condition for Band 26 is reduced by 0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 865-894 MHz.
NOTE 2:
The range 2180-2200 MHz of the DL operating band 66 is restricted to E-UTRA operation when carrier aggregation is configured.

NOTE 3:
The minimum Io condition for Band 74 is reduced by 0.5 dB when the carrier frequency of the assigned E-UTRA channel bandwidth is within 1475.9-1510.9 MHz.


4.4.3
Sensors

All the minimum performance requirements in clause 7 shall be met without the use of any data coming from sensors that can aid the positioning. A dedicated test message 'RESET UE POSITIONING STORED INFORMATION' has been defined in TS 36.509 [11] for the purpose of disabling any such sensors.

4.5
A-GNSS test conditions

4.5.1
General

Clauses 5, 6, 7 and 13 define the minimum performance requirements for both UE based and UE assisted A‑GNSS UEs. If a UE supports both modes then it shall be tested in both modes.

4.5.2
UTRAN measurement parameters

4.5.2.1
UE based A-GNSS measurement parameters

In case of UE-based A-GNSS, the measurement parameters are contained in the RRC UE POSITIONING POSITION ESTIMATE INFO IE. The measurement parameter is the horizontal position estimate reported by the UE and expressed in latitude/longitude.

4.5.2.2
UE assisted A-GNSS measurement parameters

In case of UE-assisted A-GNSS, the measurement parameters are contained in the RRC UE POSITIONING GANSS MEASURED RESULTS IE and/or the RRC UE POSITIONING GPS MEASURED RESULTS IE. The measurement parameters are the UE GANSS Code Phase measurements and/or the UE GPS Code Phase measurements, as specified in 3GPP TS 25.302 [32] and 3GPP TS 25.215 [33]. The UE GANSS Code Phase measurements and/or the UE GPS Code Phase measurements are converted into a horizontal position estimate using the procedure detailed in Annex B.

4.5.2.3
2D position error

The 2D position error is defined by the horizontal difference in meters between the ellipsoid point reported or calculated from the UE Measurement Report and the actual simulated position of the UE in the test case considered.

4.5.2.4
Response time

Max Response Time is defined as the time starting from the moment that the UE has received the final RRC measurement control message containing reporting criteria different from "No Reporting" sent before the UE sends the measurement report containing the position estimate or the GANSS and/or GPS measured result, and ending when the UE starts sending the measurement report containing the position estimate or the GANSS and/or GPS measured result on the Uu interface. The response times specified for all test cases are Time-to-First-Fix (TTFF) unless otherwise stated, i.e. the UE shall not re‑use any information on GNSS time, location or other aiding data that was previously acquired or calculated and stored internally in the UE. A dedicated test message 'RESET UE POSITIONING STORED INFORMATION' specified in 3GPP TS 34.109 [29], clause 5.4, has been defined for the purpose of deleting this information. 
4.5.3
E-UTRAN and NR measurement parameters

4.5.3.1
UE based A-GNSS measurement parameters

In case of UE-based A-GNSS, the measurement parameters are contained in the LPP GNSS‑LocationInformation IE which is included in the A‑GNSS‑ProvideLocationInformation IE provided in the LPP message of type PROVIDE LOCATION INFORMATION. The measurement parameter in case of UE-based A-GNSS is the horizontal position estimate reported by the UE and expressed in latitude/longitude.

4.5.3.2
UE assisted A-GNSS measurement parameters

In case of UE-assisted A-GNSS, the measurement parameters are contained in the LPP GNSS‑SignalMeasurementInformation IE which is included in the A‑GNSS‑ProvideLocationInformation IE provided in the LPP message of type PROVIDE LOCATION INFORMATION. The measurement parameters in case of UE-assisted A-GNSS are the UE GNSS code phase measurements, as specified in 3GPP TS 36.302 [5] and 3GPP TS 36.214 [6]. The UE GNSS code phase measurements are converted into a horizontal position estimate using the procedure detailed in Annex B.
4.5.3.3
2D Error definition

The 2D position error is defined by the horizontal difference in meters between the ellipsoid point reported or calculated from the LPP message of type PROVIDE LOCATION INFORMATION and the actual position of the UE in the test case considered.

4.5.3.4
Response time

Max Response Time is defined as the time starting from the moment that the UE has received the LPP message of type REQUEST LOCATION INFORMATION, and ending when the UE starts sending the LPP message of type PROVIDE LOCATION INFORMATION on the Uu interface. The response times specified for all test cases are Time-to-First-Fix (TTFF) unless otherwise stated, i.e. the UE shall not re‑use any information on GNSS time, location or other aiding data that was previously acquired or calculated and stored internally in the UE. A dedicated test message 'RESET UE POSITIONING STORED INFORMATION' has been defined in TS 36.509 [11] clause 6.9 and in TS 38.509 [YY] clause TBD for the purpose of deleting this information.
4.5.4
Converting A-GNSS UE-assisted measurement reports into position estimates

To convert the A-GNSS UE measurement reports in case of UE-assisted mode of A-GNSS into position errors, a transformation between the "measurement domain" (code-phases, etc.) into the "state" domain (position estimate) is necessary. Such a transformation procedure is outlined in Annex B.
4.6
ECID test conditions

4.6.1
Simulated cells

For the ECID performance test cases in clause 8.1, a cell environment as defined in 3GPP TS 36.508 [18] with Cell 1 is used. The default parameters for simulated cells are the same as specified in 3GPP TS 36.508 [18].
4.6.2
Propagation conditions

4.6.2.1
Static

See TS 36.521-1 [24] clause B.1.

4.6.2.2
Multi-path fading

See TS 36.521-1[24] clauses B.2, B.2.1 and B.2.2.
4.6.3
UE Rx - Tx time difference reporting range

The reporting range of FDD UE Rx - Tx time difference is defined from 0 to 20472Ts with 2Ts resolution for UE Rx - Tx time difference less than 4096Ts and 8Ts for UE Rx - Tx time difference equal to or greater than 4096Ts.
The mapping of measured quantity for FDD is defined in Table 4.6.3-1.

Table 4.6.3-1: FDD UE Rx - Tx time difference measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RX-TX_TIME_DIFFERENCE_FDD _0000
	TUE Rx-Tx ( 2
	Ts

	RX-TX_TIME_DIFFERENCE_FDD _0001
	2 ( TUE Rx-Tx < 4
	Ts

	RX-TX_TIME_DIFFERENCE_FDD _0002
	4 ( TUE Rx-Tx < 6
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_FDD _2046
	4092 ( TUE Rx-Tx < 4094
	Ts

	RX-TX_TIME_DIFFERENCE_FDD _2047
	4094 ( TUE Rx-Tx < 4096
	Ts

	RX-TX_TIME_DIFFERENCE_FDD _2048
	4096 ( TUE Rx-Tx < 4104
	Ts

	RX-TX_TIME_DIFFERENCE_FDD _2049
	4104 ( TUE Rx-Tx < 4112
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_FDD _4093
	20456 ( TUE Rx-Tx < 20464
	Ts

	RX-TX_TIME_DIFFERENCE_FDD _4094
	20464 ( TUE Rx-Tx < 20472
	Ts

	RX-TX_TIME_DIFFERENCE_FDD _4095
	20472 ( TUE Rx-Tx
	Ts


The reporting range of TDD UE Rx - Tx time difference is defined from 624 to 21096Ts with 2Ts resolution for UE Rx - Tx time difference less than 4720Ts and 8Ts for UE Rx - Tx time difference equal to or greater than 4720Ts.
The mapping of measured quantity for TDD is defined in Table 4.6.3-2.

Table 4.6.3-2: TDD UE Rx - Tx time difference measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RX-TX_TIME_DIFFERENCE_TDD_0000
	TUE Rx-Tx ( 626
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_0001
	626 ( TUE Rx-Tx < 628
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_0002
	628 ( TUE Rx-Tx < 630 
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_TDD_2046
	4716 ( TUE Rx-Tx < 4718
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_2047
	4718 ( TUE Rx-Tx < 4720
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_2048
	4720 ( TUE Rx-Tx < 4728
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_2049
	4728 ( TUE Rx-Tx < 4736
	Ts

	…
	…
	…

	RX-TX_TIME_DIFFERENCE_TDD_4093
	21080 ( TUE Rx-Tx < 21088
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_4094
	21088 ( TUE Rx-Tx < 21096
	Ts

	RX-TX_TIME_DIFFERENCE_TDD_4095
	21096 ( TUE Rx-Tx
	Ts


4.7
OTDOA test conditions

4.7.1
Simulated cells

For the intra-frequency OTDOA measurement test cases in clause 9.1, a multi cell environment as defined in 3GPP TS 36.508 [18] with Cell 1, Cell 2, and Cell 4 (if needed in the test) is used.
For the inter-frequency OTDOA measurement test cases in clause 9.2, a multi cell environment as defined in 3GPP TS 36.508 [18] with Cell 1 (called Cell 1 in the tests), Cell 3 (called Cell 2 in the tests), and Cell 6 (called Cell 3 in the tests) (if needed in the test) is used.
For the intra-frequency OTDOA measurement test cases for UE Category M1/M2 in clause 9.3, a multi cell environment as defined in 3GPP TS 36.508 [18] with Cell 1, Cell 2, and Cell 4 (if needed in the test) is used.

For the inter-frequency OTDOA measurement test cases for UE Category M1/M2 in clause 9.4, a multi cell environment as defined in 3GPP TS 36.508 [18] with Cell 1 (called Cell 1 in the tests), Cell 3 (called Cell 2 in the tests), and Cell 6 (called Cell 3 in the tests) (if needed in the test) is used.
For the intra-frequency NB-IOT OTDOA measurement accuracy test cases in clause 9.5, a multi cell environment with LTE Cell 1 and Cell 1a (see 3GPP TS 36.508 [18] Clause 4.4.2) and NB-IOT Ncell 1 and Ncell 1a (see 3GPP TS 36.508 [18] Clause 8.1.4.2) is used.
For the intra-frequency NB-IOT OTDOA measurement reporting delay test cases in clause 9.5, a multi cell environment with NB-IOT Ncell 1, Ncell 1a and Ncell 2 (see 3GPP TS 36.508 [18] Clause 8.1.4.2) is used.
For the inter-frequency NB-IOT OTDOA measurement accuracy test cases in clause 9.6, a multi cell environment with LTE Cell 1 and Cell 1a (see 3GPP TS 36.508 [18] Clause 4.4.2) and NB-IOT Ncell 1 and Ncell 1a (see 3GPP TS 36.508 [18] Clause 8.1.4.2) is used.
For the inter-frequency NB-IOT OTDOA measurement reporting delay test cases in clause 9.9, a multi cell environment with NB-IOT Ncell 1, Ncell 1a and Ncell 2 (see 3GPP TS 36.508 [18] Clause 8.1.4.2) is used.
For the OTDOA measurement test cases for Carrier Aggregation in clause 10, a multi cell environment is used with Cell 1 as the PCell on the PCC, Cell 2 is an active SCell on the SCC, and Cell 3 is a neighbour cell on the SCC. For the OTDOA measurement test cases for 3 DL Carrier Aggregation in clause 10, a multi cell environment is used with Cell 1 as the PCell on the PCC, Cell 2 is an active SCell on SCC1, Cell 3 is an active SCell on SCC2and Cell 4 is a neighbour cell on SCC2.
The default parameters for simulated cells are the same as specified in 3GPP TS 36.508 [18], with the following exceptions:

-
All cells transmit PRS according to the PRS configuration provided in the OTDOA assistance data defined for each test. The positioning subframes are low-interference subframes, i.e. contain no PDSCH transmissions.

-
The physical layer cell identities are selected such that the relative shifts of PRS patterns among cells used in the tests are as given by the test parameters of the individual test cases.

-
The cells shall be synchronized and the timing offset (the RSTD) between the cells referenced to the UE’s antenna input is given in the individual test cases.

4.7.2
Propagation conditions

4.7.2.1
Static

See TS 36.521-1 [24] clause B.1.

4.7.2.2
Multi-path fading

See TS 36.521-1[24] clauses B.2, B.2.1 and B.2.2.
4.7.3
Response time

The response time is defined as the time starting from the moment that the UE has received the LPP message of type REQUEST LOCATION INFORMATION, and ending when the UE starts sending the LPP message of type PROVIDE LOCATION INFORMATION on the Uu interface. The response time specified for the Measurement Reporting Delay test cases assumes that the UE shall not reuse any RSTD information or other aiding data that was previously acquired and stored internally in the UE. A dedicated test message 'RESET UE POSITIONING STORED INFORMATION' has been defined in TS 36.509 [11] clause 6.9 and in TS 38.509 [YY] clause TBD for the purpose of deleting this information.

4.7.4
RSTD reporting range

The reporting range of RSTD is defined from -15391Ts to 15391Ts with 1Ts resolution for absolute value of RSTD less or equal to 4096Ts and 5Ts for absolute value of RSTD greater than 4096Ts.

The mapping of measured quantity is defined in Table 4.7.4-1.

Table 4.7.4-1: RSTD report mapping 

	Reported Value
	Measured Quantity Value
	Unit

	RSTD_0000
	-15391 > RSTD
	Ts

	RSTD_0001
	-15391 ( RSTD < -15386
	Ts

	…
	(
	…

	RSTD_2258
	-4106 ( RSTD < -4101
	Ts

	RSTD_2259
	-4101 ( RSTD < -4096
	Ts

	RSTD_2260
	-4096 ( RSTD < -4095
	Ts

	RSTD_2261
	-4095 ( RSTD < -4094
	Ts

	(
	(
	…

	RSTD_6353
	-3 ( RSTD ( -2
	Ts

	RSTD_6354
	-2 ( RSTD ( -1
	Ts

	RSTD_6355
	-1 ( RSTD ( 0
	Ts

	RSTD_6356
	0 < RSTD ( 1
	Ts

	RSTD_6357
	1 < RSTD ( 2
	Ts

	RSTD_6358
	2 < RSTD ( 3
	Ts

	…
	…
	…

	RSTD_10450
	4094 < RSTD ( 4095
	Ts

	RSTD_10451
	4095 < RSTD ( 4096
	Ts

	RSTD_10452
	4096 < RSTD ( 4101
	Ts

	RSTD_10453
	4101 < RSTD ( 4106
	Ts

	…
	…
	…

	RSTD_12709
	15381 < RSTD ( 15386
	Ts

	RSTD_12710
	15386 < RSTD ( 15391
	Ts

	RSTD_12711
	15391 < RSTD
	Ts


4.7.5
RSTD Carrier Aggregation Test Cases with Different Channel Bandwidth Combinations

RSTD carrier aggregation test cases may be defined with different channel bandwidth combinations to verify the same requirement.

If multiple carrier aggregation test cases with different channel bandwidth combinations are defined to verify the same requirement that is channel bandwidth independent, then the UE needs to be tested only with one bandwidth combination out of the bandwidth combination sets supported by that UE.
4.8
MBS test conditions

4.8.1
MBS signals

A single or multi MBS beacon environment, depending on the test, is used.

The MBS signal is defined at the antenna connector of the UE. For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.

The beacons shall be synchronized, and the beacon code phase delays are defined in each test. The MBS signals shall be transmitted with a frequency accuracy of ( 2.5 PPM from the specified MBS carrier centre frequency.

4.8.2
Propagation conditions

4.8.2.1
Static

See TS 36.521-1 [24] clause B.1.

4.8.2.2
Multi-path fading

According to the Extended Pedestrian A model with a Maximum Doppler frequency of 5Hz (EPA 5Hz) in TS 36.521-1 [24] clauses B.2, B.2.1 and B.2.2.

4.8.3
Response time

The response time is defined as the time starting from the moment that the UE has received the LPP message of type REQUEST LOCATION INFORMATION, and ending when the UE starts sending the LPP message of type PROVIDE LOCATION INFORMATION on the Uu interface. The response time specified for the Measurement Reporting Delay test case assumes that the UE shall not reuse any information that was previously acquired and stored internally in the UE. A dedicated test message 'RESET UE POSITIONING STORED INFORMATION' has been defined in TS 36.509 [11] clause 6.9 and in TS 38.509 [YY] clause TBD for the purpose of deleting this information.

4.9
WLAN test conditions

4.9.1
Simulated WLAN Access Points

A multi‐WLAN AP environment is used.

The WLAN signal is defined at the antenna connector of the UE. For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.

The beacon signals from multiple WLAN APs shall be available at the UE with a periodicity of at least 102.4 ms (Beacon Interval). In order to ensure that the UE is in passive scan mode, this interval can be reduced. Beacon signals from different APs shall be received at different time slots or in non-overlapping frequency channels. Non-overlapping frequency channels shall be at least 25 MHz apart in the WLAN 2.4 GHz band and at least 20 MHz apart in the WLAN 5 GHz band.
The WLAN Test Frequency IDs to be used during the tests are specified in the test cases and are as defined in TS 36.508 [18] clause 4.3.1.6.
4.9.2
Propagation conditions

4.9.2.1
Static

See TS 36.521-1 [24] clause B.1.
4.9.3
Response time

The response time is defined as the time starting from the moment that the UE has received the LPP message of type REQUEST LOCATION INFORMATION, and ending when the UE starts sending the LPP message of type PROVIDE LOCATION INFORMATION on the Uu interface. The response time specified for the Measurement Reporting Delay test case assumes that the UE shall not reuse any information that was previously acquired and stored internally in the UE. A dedicated test message 'RESET UE POSITIONING STORED INFORMATION' has been defined in TS 36.509 [11] clause 6.9 and in TS 38.509 [YY] clause TBD for the purpose of deleting this information.

4.9.4
Void
4.10
BLE test conditions

4.10.1
Simulated BLE

A multi‐BLE device environment is used.

The BLE signal is defined at the antenna connector of the UE. For UE with integral antenna only, a reference antenna with a gain of 0 dBi is assumed.

The beacon signals from multiple BLE devices shall be available at the UE with a broadcast interval of 100 ms. Signals from different BLE devices shall be received at different time slots or in non-overlapping BLE advertising frequency channels. The BLE advertising channels are Channel 37 (2402 MHz), Channel 38 (2426 MHz) and Channel 39 (2480 MHz). The beacons shall be of type Non-Connectable Advertising beacons.

4.10.2
Propagation conditions

4.10.2.1
Static

See TS 36.521-1 [24] clause B.1.
4.10.3
Response time

The response time is defined as the time starting from the moment that the UE has received the LPP message of type REQUEST LOCATION INFORMATION, and ending when the UE starts sending the LPP message of type PROVIDE LOCATION INFORMATION on the Uu interface. The response time specified for the Measurement Reporting Delay test case assumes that the UE shall not reuse any information that was previously acquired and stored internally in the UE. A dedicated test message 'RESET UE POSITIONING STORED INFORMATION' has been defined in TS 36.509 [11] clause 6.9 and in TS 38.509 [YY] clause TBD for the purpose of deleting this information.
4.11
NB-IOT test conditions

4.11.1
Groups of bands

The NB-IOT tests use the band groupings below in order to increase the readability of the specification
Table 4.11.1-1: Band groups for NB-IoT

	Group
	E-UTRA FDD
	E-UTRA TDD

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	NFDD_A
	-
	NTDD_A
	-

	B
	NFDD_B
	-
	NTDD_B
	-

	C
	NFDD_C
	-
	NTDD_C
	-

	D
	NFDD_D
	-
	NTDD_D
	-

	E
	NFDD_E
	-
	NTDD_E
	-

	F
	NFDD_F
	-
	NTDD_F
	-

	G
	NFDD_G
	1, 2, 3, 5, 8, 11, 12, 13, 17, 18, 19, 20, 21, 25, 26, 28, 31, 66, 70, 72, 73, 74, 85
	NTDD_G
	41

	H
	NFDD_H
	-
	NTDD_H
	-

	I
	NFDD_I
	-
	NTDD_I
	-

	J
	NFDD_J
	-
	NTDD_J
	-

	K
	NFDD_K
	-
	NTDD_K
	-

	L
	NFDD_L
	-
	NTDD_L
	-

	M
	NFDD_M
	-
	NTDD_M
	-

	N
	NFDD_N
	-
	NTDD_N
	-


4.11.2
NB-IOT inband mode

The E-UTRA donor cell shall use the settings defined in Clause 4.4.1 unless otherwise stated.

4.12
NR test conditions

4.12.1
NR terminology

The terminology used in this specification for NR architecture options is described below.

Table 4.12.1-1: NR terminology

	Terminology
	Abbreviation
	Option

	NSA
	
	

	E-UTRA-NR Dual Connectivity
	EN-DC
	NSA Option 3

	NR-E-UTRA Dual Connectivity
	NE-DC
	NSA Option 4

	NG-RAN E-UTRA-NR Dual Connectivity
	NGEN-DC
	NSA Option 7

	SA
	
	

	NG-RAN NR Radio Access
	NG-RAN NR
	SA Option 2

	NG-RAN E-UTRA Radio Access
	NG-RAN E-UTRA
	SA Option 5


4.12.2
NR frequency band and frequency range

The NR A-GNSS tests in clause 13, MBS tests in clause 11, WLAN in clause 15 and BLE tests in clause 16 are performed on the test frequency NRf1 of the NR operating frequency band of the UE and the default channel bandwidth as defined in TS 38.508-1 [ZZ] clause 6.2.3.1.
If the UE supports multiple frequency bands then the A-GNSS Sensitivity tests in clause 13.X shall be repeated in each supported frequency band.

The NR OTDOA tests in clause 14 are performed on the ARFCN(s) of the operating frequency band of the UE and the channel bandwidth(s) specified in the test cases and as defined in FFS.
4.12.3
Groups of bands

The NR tests use the band groupings below in order to increase the readability of the specification.
Table 4.12.3-1: NR frequency band groups for FR1

	Group
	NR FDD
	NR TDD

	
	Band group notation
	Operating bands
	Band group notation
	Operating bands

	A
	NR_FDD_FR1_A
	n1, n70, n744
	NR_TDD_FR1_A
	n34, n38, n39, n40, n50, n51

	B
	NR_FDD_FR1_B
	n66, n743
	NR_TDD_FR1_B
	-

	C
	NR_FDD_FR1_C
	-
	NR_TDD_FR1_C
	n771, n78, n79

	D
	NR_FDD_FR1_D
	n28
	NR_TDD_FR1_D
	n772

	E
	NR_FDD_FR1_E
	n2, n5, n7
	NR_TDD_FR1_E
	n41

	F
	NR_FDD_FR1_F
	-
	NR_TDD_FR1_F
	-

	G
	NR_FDD_FR1_G
	n3, n8, n12, n20, n71
	NR_TDD_FR1_G
	-

	H
	NR_FDD_FR1_H
	n25
	NR_TDD_FR1_H
	-

	NOTE 1:
Except 3.8 GHz to 4.2 GHz.

NOTE 2:
Only 3.8 GHz to 4.2 GHz.

NOTE 3:
Except 1475.9 MHz to 1510.9 MHz.

NOTE 4:
Only when the band is confined in 1475.9 MHz to 1510.9 MHz.


Table 4.12.3-2: NR frequency band groups for FR2

	Group
	Band group notation
	Operating bands

	A
	NR_TDD_FR2_A
	n2571, n2581, n2611

	B
	NR_TDD_FR2_B
	n2574, n2584, n2614

	C
	NR_TDD_FR2_C
	

	D
	NR_TDD_FR2_D
	

	E
	NR_TDD_FR2_E
	

	F
	NR_TDD_FR2_F
	n2604

	G
	NR_TDD_FR2_G
	n2572, n2582, n2601, n2612

	H
	NR_TDD_FR2_H
	

	I
	NR_TDD_FR2_I
	

	J
	NR_TDD_FR2_J
	

	K
	NR_TDD_FR2_K
	

	L
	NR_TDD_FR2_L
	

	M
	NR_TDD_FR2_M
	

	N
	NR_TDD_FR2_N
	

	O
	NR_TDD_FR2_O
	

	P
	NR_TDD_FR2_P
	

	Q
	NR_TDD_FR2_Q
	

	R
	NR_TDD_FR2_R
	

	S
	NR_TDD_FR2_S
	

	T
	NR_TDD_FR2_T
	n2573, n2583, n2613

	U
	NR_TDD_FR2_U
	

	V
	NR_TDD_FR2_V
	

	W
	NR_TDD_FR2_W
	

	X
	NR_TDD_FR2_X
	

	Y
	NR_TDD_FR2_Y
	n2603

	NOTE 1:
UE power class 1.

NOTE 2:
UE power class 2.

NOTE 3:
UE power class 3.

NOTE 4:
UE power class 4.


4.12.4
Sensors

All the minimum performance requirements in clause 13 shall be met without the use of any data coming from sensors that can aid the positioning. A dedicated test message 'RESET UE POSITIONING STORED INFORMATION' has been defined in TS 38.509 [YY] for the purpose of disabling any such sensors.

4A
Support of 4 Rx capable UEs

4A.0
Introduction

In this section, the method for applying 2RX tests to UEs supporting 4RX antenna ports is specified. 

4A.1
RAT Independent Tests

All tests in Sections 5 to 7, 11 and 12 are applicable for all types of UEs independently of the number of RX antennas. Only one of the E-UTRAN/UTRAN RX antennas shall be connected to the SS.

4A.2
RAT Dependent Tests

All tests in Sections 8 to 10 are specified for UEs supporting either category 0 (1RX) or 2RX. No tests cases are currently specified in Sections 8 to 10 that are applicable only to 4RX antenna ports, so 4RX capable UEs are always tested by reusing tests that were originally specified for 2RX UEs.

4A.2.1
Principle of testing

4A.2.1.1
Single carrier tests

ECID (Section 8) and OTDOA Measurement Accuracy test cases shall be tested on all bands supported by the UE. For bands where 2RX is supported, the test shall be performed with the antenna connection specified in 4A.2.1.3. For bands where only 4RX is supported, the test shall be performed with the antenna connection specified in 4A.2.1.4.

OTDOA Measurement Reporting Delay test cases shall be tested on any band where 2RX is supported, using the antenna connection specified in 4A.2.1.3. If 2RX is not supported on any band, any 4RX band shall be tested, using the antenna connection specified in 4A.2.1.4.

4A.2.1.2
Carrier Aggregation tests

For all carrier aggregation tests, the antenna connection for each cell needs to be considered separately. If a PCell or SCell is in a band where 2RX is supported, the test shall be performed using the antenna connection specified in 4A.2.1.3 for that cell. Otherwise, the test shall be performed using the antenna connection specified in 4A.2.1.4 for that cell.

4A.2.1.3
Antenna connection for bands where 2RX is supported 

For bands where 2RX is supported, it is left to the UE declaration and AP configuration to decide which 2 of the 4 Rx ports are connected with data source from system simulator. The remaining 2 Rx ports shall be connected with zero input. No test parameters or requirements are modified.
4A.2.1.4
Antenna connection for bands where 4RX is supported

For bands where 4RX is supported, all 4 Rx are connected with data source from system simulator. The system simulator shall provide independent noise and fading (low correlation) for each antenna port.
4B
Applicability of tests for types and Categories of UE

4B.1
Introduction

In this clause, the applicability of the tests defined in clauses 7 to 16 of this specification are detailed for various types and Categories of UE for information.

4B.2
Applicability of requirements and tests

The applicability of the requirements for various types and Categories of UE for the tests in this specification are defined as follows:

-
for the tests in clause 7 (E-UTRA A-GNSS): applicabilities are defined in TS 36.171 [3] clauses 4.1 and 4.1.1 
-
for the tests in clauses 8 (E-UTRA ECID), 9 (E-UTRA OTDOA), 10 (E-UTRA OTDOA for Carrier Aggregation): applicabilities are defined in TS 36.133 [23] clause 3.6.1 
-
for the tests in clauses 11 (E-UTRA and NR MBS), 12 (E-UTRA WLAN and BLE): applicabilities are defined in TS 37.171 [39] 
-
for the tests in clause 13 (NR A-GNSS): applicabilities are defined in TS 38.171 [XX] clause 4.1
-
for the tests in clause 14 (NR OTDOA): applicabilities are defined in TS 38.133 [23] clause 3.6 
-
for the tests in clauses 15 (NR WLAN), 16 (NR BLE): applicabilities are defined in TS 37.171 [39].
These are summarised below for the relevant tests in this specification.

Table 4B.2-1: Applicability of tests for various types and Categories of UE (informative)

	Tests
	Types and Categories of UE

	
	LTE UE other than types and Categories listed here
	UE Category 0 (Note 1)
	UE Category 1
	UE Category 1bis (Note 2)
	UE Category M1
	UE Category M2
	UE Category NB1 and NB2 (Note 3) 
	UE supporting NR EN-DC
	UE supporting NR SA mode or NE-DC or NGEN-DC

	Clause 7 (E-UTRA A-GNSS)
	All
	All
	All
	All
	All (UE must also support VoLTE)
	All (UE must also support VoLTE)
	None
	N/A
	N/A

	Clause 8 (E-UTRA ECID),
	All except those defined for types and Categories listed here
	All
	All
	Only tests defined for UE Category 1bis
	Only tests defined for UE Category M1
	Only tests defined for UE Category M2
	None
	Requirements and tests  defined in RAN 4. Tests here are FFS
	N/A

	Clause 9 (E-UTRA OTDOA)
	All except those defined for types and Categories listed here
	All
	All
	Only tests defined for UE Category 1bis
	Only tests defined for UE Category M1
	Only tests defined for UE Category M2
	Only tests defined for NB-IOT
	Requirements and tests defined in RAN 4. Tests here are FFS
	N/A

	Clause 10 (E-UTRA OTDOA for Carrier Aggregation)
	All
	All
	All
	None
	None
	None
	None
	Requirements and tests defined in RAN 4. Tests here are FFS
	N/A

	Clause 11 (E-UTRA and NR MBS)
	All
	All
	All
	All
	All
	All
	FFS
	Requirements and tests defined in RAN 4. Tests here are FFS
	Requirements and tests defined in RAN 4. Tests here are FFS

	Clause 12 (E-UTRA WLAN and BLE)
	All
	All
	All
	All
	All
	All
	FFS
	Requirements and tests not yet defined in RAN 4. Tests are FFS
	Requirements and tests not yet defined in RAN 4. Tests are FFS

	Clause 13 (NR A-GNSS)
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	Requirements and tests defined in RAN 4. Tests here are FFS
	Requirements and tests defined in RAN 4. Tests here are FFS

	Clause 14 (NR OTDOA)
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A.
	FFS

	Clause 15 (NR WLAN)
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	FFS
	FFS

	Clause 16 (NR BLE)
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	FFS
	FFS

	Note 1: The requirements for a UE Category 0 are derived assuming UE Category 0 and a single antenna receiver.

Note 2: The requirements for UE Category 1bis are derived assuming UE Category 1bis and a single antenna receiver.

Note 3: The requirements for UE Category NB1/NB2 are derived assuming UE Category NB1/NB2 and a single antenna receiver.


Editor's note: the current versions of this specification and TS 37.571-3 do not accurately reflect the above table. The above table should therefore be used where it differs from the applicabilities given in this specification and TS 37.571-3.
5
UTRA A-GPS Minimum Performance requirements
5.1
General

This clause defines the minimum performance requirements for FDD UTRA UEs where the only Assisted Global Navigation Satellite System (A-GNSS) supported is Assisted Global Positioning System (A-GPS) L1 C/A. The procedures for UEs that support other or additional A-GNSSs are specified in clause 6. Note that for TDD UTRA UEs where the only Assisted Global Navigation Satellite System (A-GNSS) supported is Assisted Global Positioning System (A-GPS) L1 C/A there are no requirements.

This clause defines requirements for both UE based and UE assisted modes; if a UE supports both modes then it shall be tested in both modes

The requirements in this clause are defined for CELL_DCH and CELL_FACH states. All tests shall be performed in CELL_DCH state and the Nominal Accuracy Performance test case shall be also performed in CELL_FACH state.

Next changed section
6
UTRA A-GNSS Minimum Performance requirements

6.1
General

This clause defines the minimum performance requirements for both UE based and UE assisted A-GNSS UTRA UEs. If a UE supports both modes then it shall be tested in both modes. It excludes performance requirements for FDD UEs where the only A-GNSS supported is A-GPS L1C/A which are specified in clause 5. It excludes performance requirements for TDD UEs where the only A-GNSS supported is A-GPS L1C/A for which there is no requirement.
The requirements are defined for CELL_DCH and CELL_FACH states. All tests shall be performed in CELL_DCH state and the Nominal Accuracy Performance test case shall be also performed in CELL_FACH state.

Next changed section
7
E-UTRA A-GNSS minimum performance requirements

7.0
General

This clause defines the minimum performance requirements for both UE based and UE assisted A-GNSS FDD and TDD E-UTRA UEs. If a UE supports both UE based and UE assisted modes then it shall be tested in both modes.

.
Next changed section
8
E-UTRA ECID measurement requirements

8.0
General

This clause defines the minimum performance requirements for ECID FDD and TDD E-UTRA UEs and UEs supporting NR EN-DC.

8.1
UE Rx – Tx Time Difference
8.1.1
E-UTRAN FDD UE Rx – Tx time difference case (Rel-9 to Rel-11)
8.1.1.1
Test purpose

The purpose of this test is to verify that the E-UTRAN FDD UE Rx – Tx time difference measurement accuracy is within the specified limits in TS 36.133 [23] clause 9.1.9.
8.1.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 9 to release 11 that supports ECID positioning.

Next changed section
9
E-UTRA OTDOA measurement requirements

9.0
General

This clause defines the minimum performance requirements for OTDOA FDD and TDD E-UTRA UEs and UEs supporting NR EN-DC.

9.1
RSTD Intra-Frequency Measurements

.
Next changed section
10
E-UTRA OTDOA measurement requirements for Carrier Aggregation

10.0
General

This clause defines the minimum performance requirements for OTDOA FDD and TDD E-UTRA UEs and UEs supporting NR EN-DC, with Carrier Aggregation.

10.1
FDD RSTD Measurement Reporting Delay for Carrier Aggregation

11
E-UTRA and NR MBS measurement requirements

11.0
General

This clause defines the minimum performance requirements for MBS FDD and TDD E-UTRA UEs, and NR UEs.  Details for NR UEs are FFS.
11.1
MBS Measurement Reporting Delay (Release 13 only)
Next changed section
12
E-UTRA WLAN and BLE measurement requirements

12.0
General

This clause defines the minimum performance requirements for WLAN and/or BLE FDD and TDD E-UTRA UEs and NR UEs. Details for NR UEs  are FFS.
12.1
WLAN Access Point Identification and Reporting Delay

Next changed section
13
NR A-GNSS minimum performance requirements

13.1
General

This clause defines the minimum performance requirements for both UE based and UE assisted A-GNSS FDD and TDD NR UEs. If a UE supports both UE based and UE assisted modes then it shall be tested in both modes.

FFS
14
NR OTDOA measurement requirements

14.1
General

This clause defines the minimum performance requirements for OTDOA NR UEs except those only supporting NR EN-DC.

FFS

15
NR WLAN measurement requirements
15.1
General

This clause defines the minimum performance requirements for WLAN NR UEs.

FFS
16
NR BLE measurement requirements
16.1
General

This clause defines the minimum performance requirements for BLE NR UEs.

FFS
Annex A (informative):
Connection Diagrams
Definition of Terms

GNSS: In this clause the term GNSS also includes the case where the only satellite system used is GPS.

System Simulator or SS: A device or system, that is capable of generating simulated Node B and/or eNode B signalling and analysing UE signalling responses on one RF channel, in order to create the required test environment for the UE under test. It will also include the following capabilities:

1.
Control of the UE Tx output power through TPC commands.

2.
Measurement of signalling timing and delays.

3.
Ability to simulate UTRAN and/or E-UTRAN and/or NR signalling.

GNSS System Simulator or GSS: A device or system, that is capable of generating simulated GNSS satellite transmissions in order to create the required test environment for the UE under test. It will also include the following capabilities:

1.
Control of the output power of individual satellites and the simulation of atmospheric delays and multi-path.

2.
Generation of appropriate assistance data to be transmitted to the UE via the SS.

3.
Ability to synchronize with UTRAN and/or E-UTRAN and/or NR timing in the SS.

MBS System Simulator or MSS: A device or system, that is capable of generating simulated MBS transmissions in order to create the required test environment for the UE under test. It will also include the following capabilities:

1.
Control of the output power of individual beacons and the simulation of delays and multi-path.

2.
Generation of appropriate messaging to be transmitted to the UE via the SS.
WLAN System Simulator or WSS: A device or system, that is capable of generating simulated WLAN beacons in order to create the required test environment for the UE under test. It will also include the following capabilities:

1.
Control of the output power of individual beacons and the simulation of delays and AWGN.

BLE System Simulator or BSS: A device or system, that is capable of generating simulated BLE advertising signals in order to create the required test environment for the UE under test. It will also include the following capabilities:

1.
Control of the output power of individual BLE signals and the simulation of delays and AWGN.
Test System: A combination of devices brought together into a system for the purpose of making one or more measurements on a UE in accordance with the test case requirements. The following diagrams are all examples of Test Systems.

NOTE:
The above terms are logical definitions to be used to describe the test methods used in the present document, in practice, real devices called "System Simulators" may also include additional measurement capabilities or may only support those features required for the test cases they are designed to perform.
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Figure A.1: Connection for A-GNSS Minimum Performance requirements tests
for UE with combined UTRAN and/or E-UTRAN and/or NR and GNSS antenna
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Figure A.2: Connection for A-GNSS Minimum Performance requirements tests
for UE with separate UTRAN and/or E-UTRAN and/or NR and GNSS antennas
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Figure A.3: Connection for 2 cells OTDOA tests with static propagation
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Figure A.3a: Connection for 2 cells OTDOA tests with static propagation for 4Rx capable UE
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Figure A.4: Connection for 3 cells OTDOA tests with multipath fading propagation conditions
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Figure A.5: Connection for 1 cell ECID tests with static propagation conditions
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Figure A.5a: Connection 1 cell ECID tests with static propagation for 4Rx capable UE
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Figure A.6: Connection for MBS Minimum Performance requirements tests
for UE with combined UTRAN and/or E-UTRAN and/or NR and MBS antenna
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Figure A.7: Connection for MBS Minimum Performance requirements tests
for UE with separate UTRAN and/or E-UTRAN and/or NR and MBS antennas
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Figure A.8: Connection for WLAN tests
for UE with separate UTRAN and/or E-UTRAN and/or NR and WLAN antennas
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Figure A.9: Connection for BLE tests
for UE with separate UTRAN and/or E-UTRAN and/or NR and BLE antennas

Annex B (normative):
Converting A-GNSS UE-assisted measurement reports into position estimates

B.1
Introduction

In this clause the terms GNSS and A-GNSS also include the cases where the only satellite system used is GPS unless otherwise stated.

To convert the A-GNSS UE measurement reports in case of UE-assisted mode of A-GNSS into position errors, a transformation between the "measurement domain" (code-phases, etc.) into the "state" domain (position estimate) is necessary. Such a transformation procedure is outlined in the following clauses. The details can be found in [8-10] and [12-17].
B.2
UTRAN UE measurement reports for A-GPS L1 C/A only
In case of UTRAN UE-assisted A-GPS L1 C/A only, the measurement parameters are contained in the RRC UE POSITIONING GPS MEASURED RESULTS IE (clause 10.3.7.93 in 3GPP TS 25.331 [30]). The measurement parameters required for calculating the UE position are:

1)
Reference Time: The UE has two choices for the Reference Time:

a)
"UE GPS timing of cell frames";

b)
"GPS TOW msec".

2)
Measurement Parameters: 1 to <maxSat>:

a)
"Satellite ID (SV PRN)";

b)
"Whole GPS chips";

c)
"Fractional GPS Chips";

d)
"Pseudorange RMS Error".

Additional information required at the system simulator:

1)
"UE positioning GPS reference UE position" (clause 10.3.8.4c in 3GPP TS 25.331 [30]): 
Used for initial approximate receiver coordinates.

2)
"UE positioning GPS navigation model" (clause 10.3.7.94 in 3GPP TS 25.331 [30]): 
Contains the GPS ephemeris and clock correction parameters as specified in [8]; used for calculating the satellite positions and clock corrections.

3)
"UE positioning GPS ionospheric model" (clause 10.3.7.92 in 3GPP TS 25.331 [30]): 
Contains the ionospheric parameters which allow the single frequency user to utilize the ionospheric model as specified in [8] for computation of the ionospheric delay.

B.3
UTRAN UE measurement reports for A-GNSS

In case of UTRAN UE-assisted A-GNSS, the measurement parameters are contained in the RRC UE POSITIONING GANSS MEASURED RESULTS IE (clause 10.3.7.93a in 3GPP TS 25.331 [30]). In case the UE provides also measurements on the GPS L1 C/A signal, the measurement parameters are contained in the RRC UE POSITIONING GPS MEASURED RESULTS IE (clause 10.3.7.93 in 3GPP TS 25.331 [30]). The measurement parameters required for calculating the UE position are:
1)
Reference Time: The UE has two choices for the Reference Time:

a)
"UE GANSS Timing of Cell Frames" and/or "UE GPS Timing of Cell Frames";

b)
"GANSS TOD msec" and/or "GPS TOW msec" if GPS L1 C/A signal measurements are also provided.

NOTE:
It is not expected that an UE will ever report both a GANSS TOD and a GPS TOW. However if two time stamps are provided and they derive from different user times, be aware that no compensation is made for this difference and this could affect the location accuracy.

2)
Measurement Parameters for each GANSS and GANSS Signal: 1 to <maxGANSSSat>:

a)
"Satellite ID"; mapping according to table 10.3.7.88b in 3GPP TS 25.331 [30];

b)
"GANSS Code Phase";

c)
"GANSS Integer Code Phase";

d)
"GANSS Integer Code Phase Extension";

e)
"Code Phase RMS Error";

3)
Additional Measurement Parameters in case of GPS L1 C/A signal measurements are also provided: 1 to <maxSat>:

a)
"Satellite ID (SV PRN)";

b)
"Whole GPS chips";

c)
"Fractional GPS Chips";

d)
"Pseudorange RMS Error".

Additional information required at the system simulator:

1)
"UE Positioning GANSS Reference UE Position" or "UE Positioning GPS Reference UE Position" (clause 10.3.8.4c in 3GPP TS 25.331 [30]):
Used for initial approximate receiver coordinates.

2)
"UE Positioning GANSS Navigation Model" and "UE Positioning GANSS Additional Navigation Models" (clauses 10.3.7.94a and 10.3.7.94b in 3GPP TS 25.331 [30]):
Contains the ephemeris and clock correction parameters as specified in the relevant ICD of each supported GANSS; used for calculating the satellite positions and clock corrections.

3)
"UE Positioning GANSS Ionospheric Model" (clause 10.3.7.92a in 3GPP TS 25.331 [30]):
Contains the ionospheric parameters which allow the single frequency user to utilize the ionospheric model as specified in [15] for computation of the ionospheric delay.

4)
"UE Positioning GANSS Additional Ionospheric Model" (clause 10.3.7.92b in 3GPP TS 25.331 [30]):
Contains the ionospheric parameters which allow the single frequency user to utilize the ionospheric model as specified in the relevant ICD of each supported GANSS [14], [37]  for computation of the ionospheric delay.

5)
"UE Positioning GANSS Time Model" (clause 10.3.7.97a in 3GPP TS 25.331 [30]):
Contains the GNSS-GNSS Time Offset for each supported GANSS. Note, that "UE Positioning GANSS Time Model" IE contains only the sub-ms part of the offset. Any potential integer seconds offset may be obtained from "UE Positioning GPS UTC Model" (clause 10.3.7.97 in 3GPP TS 25.331 [30]), "UE Positioning GANSS UTC Model" (clause 10.3.7.97c in 3GPP TS 25.331 [30]), or "UE Positioning GANSS Additional UTC Models" (clause 10.3.7.97d in 3GPP TS 25.331 [30]).

6)
"UE Positioning GPS Navigation Model" (clause 10.3.7.94 in 3GPP TS 25.331 [30]):
Contains the GPS ephemeris and clock correction parameters as specified in [8]; used for calculating the GPS satellite positions and clock corrections in case of GPS L1 C/A signal measurements are the only GPS measurements provided in addition to GANSS measurements.

7)
"UE Positioning GPS Ionospheric Model" (clause 10.3.7.92 in 3GPP TS 25.331 [30]):
Contains the ionospheric parameters which allow the single frequency user to utilize the ionospheric model as specified in [8] for computation of the ionospheric delay.

B.4
E-UTRAN and NR UE measurement reports

In case of E-UTRAN and NR UE-assisted A-GNSS, the measurement parameters are contained in the LPP GNSS- SignalMeasurementInformation IE (clause 6.5.2.6 in 3GPP TS 36.355 [4]). The measurement parameters required for calculating the UE position are:
1)
Reference Time: The UE has two choices for the Reference Time:

a)
"networkTime";

b)
"gnss-TOD-msec".

2)
Measurement Parameters for each GNSS and GNSS signal: 1 to 64:

a)
" svID";
b)
"codePhase";

c)
"integerCodePhase";

d)
"codePhaseRMSError".

Additional information required at the system simulator:

1)
"GNSS-ReferenceLocation" (clause 6.5.2.2 in 3GPP TS 36.355 [4]):
Used for initial approximate receiver coordinates.

2)
"GNSS-NavigationModel" (clause 6.5.2.2 in 3GPP TS 36.355 [4]):
Contains the GNSS ephemeris and clock correction parameters as specified in the relevant ICD of each supported GNSS; used for calculating the satellite positions and clock corrections.

3)
"GNSS-IonosphericModel" (clause 6.5.2.2 in 3GPP TS 36.355 [4]):
Contains the ionospheric parameters which allow the single frequency user to utilize the ionospheric model as specified in the relevant ICD of each supported GNSS [8], [14], [15] and [37] for computation of the ionospheric delay.

B.5
WLS position solution

The WLS position solution problem is concerned with the task of solving for four unknowns; xu, yu, zu the receiver coordinates in a suitable frame of reference (usually ECEF) and bu the receiver clock bias. It typically requires the following steps:

Step 1: Formation of pseudo-ranges

The observation of code phase reported by the UE for each satellite SVi is related to the pseudo-range/c modulo the "GNSS Code Phase Ambiguity" (UTRAN), or "gnss‑CodePhaseAmbiguity" (E-UTRAN and NR), or modulo 1 ms (the length of the C/A code period) in case of GPS L1 C/A signal measurements. For the formation of pseudo-ranges, the integer number of milliseconds to be added to each code-phase measurement has to be determined first. Since 1 ms corresponds to a travelled distance of 300 km, the number of integer ms can be found with the help of reference location and satellite ephemeris. The distance between the reference location and each satellite SVi is calculated and the integer number of milliseconds to be added to the UE code phase measurements is obtained.
Step 2: Correction of pseudo-ranges for the GNSS-GNSS time offsets

In the case that the UE reports measurements for more than a single GNSS, the pseudo-ranges are corrected for the time offsets between the GNSSs relative to the selected reference time using the GNSS-GNSS time offsets available at the system simulator:
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Step 3: Formation of weighting matrix

The UE reported "codePhaseRMSError" (E-UTRAN and NR) or "Code Phase RMS Error" and/or "Pseudorange RMS Error" (UTRAN) values are used to calculate the weighting matrix for the WLS algorithm [9]. According to 3GPP TS 25.331 [30] and 3GPP TS 36.355 [4], the encoding for this field is a 6 bit value that consists of a 3 bit mantissa, Xi and a 3 bit exponent, Yi for each SVi:
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The weighting Matrix W is defined as a diagonal matrix containing the estimated variances calculated from the "codePhaseRMSError" (E-UTRAN and NR) or "Code Phase RMS Error" and/or "Pseudorange RMS Error" (UTRAN) values:
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