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<Unchanged sections skipped>
6.5.2.4.1
NR ACLR

<Unchanged sections skipped>
6.5.2.4.1.5
Test requirement

The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in Tables 6.2.2.5-1 and 6.2.2.5-5 as appropriate, and if the measured adjacent channel power is greater than –50 dBm then the measured NR ACLR, derived in step 6, shall be higher than the limits in Table 6.5.2.4.1.5-2.

Table 6.5.2.4.1.5-1: NR ACLR measurement bandwidth

	NR channel bandwidth / NR ACLR measurement bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	NR ACLR measurement bandwidth
	4.515
	9.375
	14.235
	19.095
	23.955
	28.815
	38.895
	48.615
	58.35
	78.15
	88.23
	98.31


Table 6.5.2.4.1.5-2: NR ACLR requirement

	
	Power class 1
	Power class 2
	Power class 3

	NR ACLR
	
	31 - TT dB
	30 - TT dB

	NOTE 1: 
TT for each frequency and channel bandwidth is specified in Table 6.5.2.4.1.5-3.


Table 6.5.2.4.1.5-3: Test Tolerance (NR ACLR)

	
	f ≤ 3.0GHz
	3.0GHz < f ≤ 4.2GHz
	4.2GHz < f ≤ 6.0GHz

	BW ≤ 100MHz
	0.8 dB
	0.8 dB
	0.8 dB


6.5.2.4.2
UTRA ACLR

<Unchanged sections skipped>
6.5.2.4.2.5
Test requirement

The measured UE mean power in the channel bandwidth, derived in step 3, shall fulfil requirements in Tables 6.2.2.5-1 and 6.2.2.5-5 as appropriate, and if the measured adjacent channel power is greater than –50 dBm then the measured UTRA ACLR, derived in step 6, shall be higher than the limits in table 6.5.2.2.1.5-2.

Table 6.5.2.4.2.5-1: Measurement bandwidth for NR carrier

TBD

Table 6.5.2.4.2.5-2: UTRA ACLR requirement

	
	Power class 3

	UTRAACLR1
	33 dB -TT

	UTRAACLR2
	36 dB - TT

	NOTE 1: 
TT = 0.8 dB for f ≤ 4.0GHz, TT = 1.0 dB for 4.0GHz < f ≤ 6.0GHz,


6.5.3
Spurious emissions

<Unchanged sections skipped>
F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Sub clause
	Test Tolerance (TT)
	Formula for test requirement

	6.2.1 UE maximum output power
	f ≤ 3.0GHz

0.7 dB, BW ≤ 40MHz
1.0 dB, 40MHz < BW ≤ 100MHz
3.0GHz < f ≤ 6.0GHz

1.0 dB, BW ≤ 100MHz
	Upper limit + TT, Lower limit - TT

	6.2.2 Maximum Power Reduction (MPR)
	f ≤ 3.0GHz

0.7 dB, BW ≤ 40MHz
1.0 dB, 40MHz < BW ≤ 100MHz
3.0GHz < f ≤ 6.0GHz

1.0 dB, BW ≤ 100MHz
	Upper limit + TT, Lower limit - TT

	6.2.3 UE additional maximum output power reduction
	f ≤ 3.0GHz

0.7 dB, BW ≤ 40MHz
1.0 dB, 40MHz < BW ≤ 100MHz
3.0GHz < f ≤ 6.0GHz

1.0 dB, BW ≤ 100MHz
	Upper limit + TT, Lower limit - TT

	6.2.4 Configured transmitted power
	f ≤ 3.0GHz

0.7 dB, BW ≤ 40MHz
1.0 dB, 40MHz < BW ≤ 100MHz
3.0GHz < f ≤ 6.0GHz

1.0 dB, BW ≤ 100MHz
	Upper limit + TT, Lower limit - TT

	6.2C.1 Configured transmitted power for SUL
	Same as 6.2.1
	Same as 6.2.1

	6.3.1 Minimum output power
	f ≤ 3.0GHz

1.0 dB, BW ≤ 40MHz
1.3 dB, 40MHz < BW ≤ 100MHz
3.0GHz < f ≤ 6.0GHz

1.3 dB, BW ≤ 100MHz
	Minimum requirement + TT

	6.3.2 Transmit OFF power
	f ≤ 3.0GHz

1.5 dB, BW ≤ 40MHz
1.7 dB, 40MHz < BW ≤ 100MHz
3.0GHz < f ≤ 6.0GHz

1.8 dB, BW ≤ 100MHz
	Minimum requirement + TT

	6.3.3.2 General ON/OFF time mask
	f ≤ 3.0GHz

1.5 dB, BW ≤ 40MHz
1.7 dB, 40MHz < BW ≤ 100MHz
3.0GHz < f ≤ 6.0GHz

1.8 dB, BW ≤ 100MHz
	OFF Power:

Minimum requirement + TT

ON Power:

Upper limit + TT, Lower limit - TT

	6.3.3.4 PRACH time mask
	f ≤ 3.0GHz

1.5 dB, BW ≤ 40MHz
1.7 dB, 40MHz < BW ≤ 100MHz
3.0GHz < f ≤ 6.0GHz

1.8 dB, BW ≤ 100MHz
	OFF Power:

Minimum requirement + TT

ON Power:

Upper limit + TT, Lower limit - TT

	6.3.3.6 SRS time mask
	f ≤ 3.0GHz

1.5 dB, BW ≤ 40MHz
1.7 dB, 40MHz < BW ≤ 100MHz
3.0GHz < f ≤ 6.0GHz

1.8 dB, BW ≤ 100MHz
	OFF Power:

Minimum requirement + TT

ON Power:

Upper limit + TT, Lower limit - TT

	6.3.3.7 PUSCH-PUCCH and PUSCH-SRS time masks
	f ≤ 3.0GHz

1.5 dB, BW ≤ 40MHz
1.7 dB, 40MHz < BW ≤ 100MHz
3.0GHz < f ≤ 6.0GHz

1.8 dB, BW ≤ 100MHz
	OFF Power:

Minimum requirement + TT

ON Power:

Upper limit + TT, Lower limit - TT

	6.3.4.2 Absolute power tolerance
	UL Power ≥ 0dBm

TDD SCS 60kHz: [TBD] dB due to 0.25ms measurement time 

Otherwise:
f ≤ 3.0GHz

1.0 dB, BW ≤ 40MHz
1.4 dB, 40MHz < BW ≤ 100MHz
3.0GHz < f ≤ 6.0GHz

1.4 dB, BW ≤ 100MHz
	Upper limit + TT, Lower limit – TT

	6.3.4.3 Power Control Relative power tolerance
	0.7 dB, BW ≤ 100MHz
	Upper limit + TT, Lower limit – TT



	6.3.4.4 Aggregate power tolerance
	TBD
	Upper limit + TT, Lower limit – TT

	6.4.1 Frequency Error
	15 Hz
	Modulated carrier frequency:

Upper limit + TT, Lower limit – TT

DL power:

REFSENS + TT

	6.4.2.1 Error Vector Magnitude
	For up to 64QAM

0%

For 256QAM

f ≤ 6.0GHz, BW ≤ 100MHz

0.3%, 15dBm < PUL
0.8%, -25dBm < PUL ≤ 15dBm, 

1.1%, -40dBm ≤ PUL ≤ -25dBm
	Minimum requirement + TT

	6.4.2.2 Carrier Leakage
	0.8 dB, BW ≤ 100MHz
	Minimum requirement + TT

	6.4.2.3 In-band emissions
	0.8 dB, BW ≤ 100MHz
	Minimum requirement + TT

	6.4.2.4 EVM equalizer spectrum flatness
	1.4 dB, BW ≤ 100MHz
	Minimum requirement + TT

	6.4.2.5 EVM equalizer spectrum flatness for Pi/2 BPSK
	Same as 6.4.2.4
	Minimum requirement + TT

	6.4A.1.1 Frequency error for CA (2UL CA)
	TBD
	Modulated carrier frequency:

Upper limit + TT, Lower limit – TT

	6.4A.2.1.1 Error Vector Magnitude for CA (2UL CA)
	For up to 64QAM

0%

For 256QAM

TBD
	Minimum requirement + TT

	6.4A.2.2.1 Carrier leakage for CA (2UL CA)
	TBD
	Minimum requirement + TT

	6.4A.2.3.1 In-band emissions for CA (2UL CA)
	TBD
	Minimum requirement + TT

	6.5.1 Occupied bandwidth
	0 kHz
	Minimum requirement + TT

	
	
	

	6.5.2.2 Spectrum Emission Mask
	1.5 dB, f ≤ 3.0GHz

1.8 dB, 3.0GHz < f ≤ 6.0GHz
	Minimum requirement + TT

	6.5.2.3 Additional spectrum emission mask
	1.5 dB, f ≤ 3.0GHz

1.8 dB, 3.0GHz < f ≤ 6.0GHz
	Minimum requirement + TT

	6.5.2.4.1 NR ACLR
	Absolute requirement

0 dB

Relative requirement

0.8 dB
	Absolute requirement

ACLR Minimum Requirement + TT

Relative requirement

ACLR Minimum Requirement - TT

	6.5.2.4.2 UTRA ACLR
	Same as 6.5.2.4.1
	Same as 6.5.2.4.1

	6.5.3.1 General spurious emissions
	0 dB
	Minimum requirement + TT

	6.5.3.2 Spurious emission for UE co-existence
	0 dB
	Minimum requirement + TT

	6.5.3.3 Additional spurious emissions
	0 dB
	Minimum requirement + TT

	6.5.4 Transmit intermodulation
	0 dB
	CW interferer Minimum Requirement - TT

	6.5A.2.2.1 Spectrum emission mask for CA (2UL CA)
	TBD
	Minimum requirement + TT

	6.5A.2.4.1.1 NR ACLR for CA (2UL CA)
	TBD
	Same as 6.5.2.4.1

	6.5A.2.4.2.1 UTRA ACLR for CA (2UL CA)
	TBD
	Same as 6.5.2.4.2

	6.5A.3.1.1 General spurious emissions for CA (2UL CA)
	0 dB
	Minimum requirement + TT

	6.5A.3.2.1
Spurious emissions for UE co-existence for CA (2UL CA)
	0 dB
	Minimum requirement + TT

	6.5A.4.1
Transmit intermodulation for CA (2UL CA)
	0 dB
	CW interferer Minimum Requirement - TT

	6.5C.1 Occupied bandwidth for SUL
	Same as 6.5.1
	Same as 6.5.1

	6.5C.2.2 Spectrum Emission Mask for SUL
	Same as 6.5.2.2
	Same as 6.5.2.2

	
	

	

	6.5C.2.3 Additional spectrum emission mask for SUL
	Same as 6.5.2.3
	Same as 6.5.2.3

	
	



	




	6.5C.2.4.1 NR ACLR for SUL
	Same as 6.5.2.4.1
	Same as 6.5.2.4.1

	
	
	

	6.5C.2.4.2 UTRA ACLR for SUL
	Same as 6.5.2.4.2
	Same as 6.5.2.4.2

	
	
	

	6.5C.3.1 General spurious emissions for SUL
	Same as 6.5.3.1
	Same as 6.5.3.1

	
	
	

	6.5C.3.2 Spurious emission for UE co-existence for SUL
	Same as 6.5.3.2
	Same as 6.5.3.2

	
	
	

	6.5C.3.3 Additional spurious emissions for SUL
	Same as 6.5.3.3
	Same as 6.5.3.3

	
	
	

	6.5C.4 Transmit intermodulation for SUL
	Same as 6.5.4
	Same as 6.5.4


F.3.3
Measurement of receiver
Table F.3.3-1: Derivation of Test Requirements (Receiver tests)

	Sub clause
	Test Tolerance (TT)
	Formula for test requirement

	7.3.2 Reference sensitivity power level
	0.7 dB, f ≤ 3.0GHz

1.0 dB, 3.0GHz < f ≤ 6.0GHz
	Reference sensitivity power level + TT

T-put limit unchanged

	7.3.2_1 Reference sensitivity level with 4 Rx antenna ports
	0.7 dB, f ≤ 3.0GHz

1.0 dB, 3.0GHz < f ≤ 6.0GHz
	Reference sensitivity power level + TT

T-put limit unchanged

	7.3C.2 Reference sensitivity power level
	Same as 7.3.2
	Same as 7.3.2

	7.4 Maximum input level
	0.7 dB, f ≤ 3.0GHz

1.0 dB, 3.0GHz < f ≤ 6.0GHz
	Maximum input level - TT

	7.5 Adjacent channel selectivity
	0 dB

Uplink power

f ≤ 3.0GHz

0.7 dB, BW ≤ 40MHz
1.0 dB, 40MHz < BW ≤ 100MHz
3.0GHz < f ≤ 6.0GHz

1.0 dB, BW ≤ 100MHz
	Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

	7.6.2 Inband Blocking
	0 dB

Uplink power

f ≤ 3.0GHz

0.7 dB, BW ≤ 40MHz
1.0 dB, 40MHz < BW ≤ 100MHz
3.0GHz < f ≤ 6.0GHz

1.0 dB, BW ≤ 100MHz
	Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

	7.6.3 Out-of-band blocking
	0 dB
	Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

	7.6.4 Narrow band blocking
	0 dB
	Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

	7.7 Spurious response
	0 dB
	Wanted signal power + TT

Interferer signal power unchanged

T-put limit unchanged

	7.8.2 Wide band Intermodulation
	0 dB
	Wanted signal power +TT

CW Interferer signal power unchanged

Modulated Interferer signal power unchanged

T-put limit unchanged

	7.9 Spurious emissions
	0 dB
	Minimum requirement + TT


Annex G (normative):
Uplink Physical Channels

<Unchanged sections skipped>
