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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
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For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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 [21]
3GPP TS 38.300: "NR; NR and NG-RAN Overall Description; Stage 2".

 [nn]
3GPP TS 24.229: "IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3"
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Table A.4.1-1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR FDD 
	38.101-1,

38.101-2
	Rel-15
	pc_nrFDD
	

	2
	NR TDD 
	38.101-1,

38.101-2
	Rel-15
	pc_nrTDD
	


Table A.4.1-2: UE general functionality

	Item
	UE Functionality
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of multiple NR FDD bands
	38.101, 5.2
	Rel-15
	pc_nrFDD_MultiBand
	

	2
	Support of multiple NR TDD bands
	38.101, 5.2
	Rel-15
	pc_nrTDD_MultiBand
	

	3
	NR SUL
	38.101-1
	Rel-15
	pc_nrSUL
	

	4
	NR SDL
	38.101-1
	Rel-15
	pc_nrSDL
	

	5
	Support of multiple NR SUL bands
	38.101, 5.2
	Rel-15
	pc_nrSUL_MultiBand
	

	6
	Support of multiple NR SDL bands
	38.101, 5.2
	Rel-15
	pc_nrSDL_MultiBand
	


<<< Start of Next Change>>>
Table A.4.3.1-4: NR PC2 RF Baseline Implementation Capabilities

	Item
	NR PC2 RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR Frequency band: 2496-2690 MHz
	38.101-1, 6.2.1
	Rel-15
	pc_nrBand41_PC2_Supp
	NR Band 41

	2
	NR Frequency band: 3300-4200 MHz
	38.101-1, 6.2.1
	Rel-15
	pc_nrBand77_PC2_Supp
	NR Band 77

	3
	NR Frequency band: 3300–3800 MHz
	38.101-1, 6.2.1
	Rel-15
	pc_nrBand78_PC2_Supp
	NR Band 78

	4
	NR Frequency band: 4400–5000 MHz
	38.101-1, 6.2.1
	Rel-15
	pc_nrBand79_PC2_Supp
	NR Band 79


Table A.4.3.1-5: NR SUL FR1 RF Baseline Implementation Capabilities

	Item
	NR SUL FR1 RF Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	NR Frequency band: 1710-1785
	38.101-1, 5.2
	Rel-15
	pc_nrBand80_Supp
	NR Band 80

	2
	NR Frequency band: 880-915
	38.101-1, 5.2
	Rel-15
	pc_nrBand81_Supp
	NR Band 81

	3
	NR Frequency band: 832-862
	38.101-1, 5.2
	Rel-15
	pc_nrBand82_Supp
	NR Band 82

	4
	NR Frequency band: 703-748
	38.101-1, 5.2
	Rel-15
	pc_nrBand83_Supp
	NR Band 83

	5
	NR Frequency band: 1920-1980
	38.101-1, 5.2
	Rel-15
	pc_nrBand84_Supp
	NR Band 84

	6
	NR Frequency band: 1710-1780
	38.101-1, 5.2
	Rel-15
	pc_nrBand86_Supp
	NR Band 86


<<< Text Skipped Here>>>
A.4.3.2
Physical Layer Baseline Implementation Capabilities

Table A.4.3.2-1: UE Physical Layer Baseline Implementation Capabilities

	Item
	UE Physical Layer Baseline Implementation Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support PDSCH reception based on semi-persistent scheduling
	38.306, 4.2.7
	Rel-15
	pc_downlinkSPS
	No
	
	

	2
	Support 256QAM for PDSCH for FR1
	38.306, 4.2.7
	Rel-15
	pc_pdsch_256QAM_FR1
	Yes
	
	

	3
	Support 256QAM for PDSCH for FR2
	38.306, 4.2.7
	Rel-15
	pc_pdsch_256QAM_FR2
	No
	
	

	4
	Support 256QAM for PUSCH for FR1
	38.306, 4.2.7
	Rel-15
	pc_pusch_256QAM_FR1
	No
	
	

	5
	Support receiving PDSCH using PDSCH mapping type A with less than seven symbols
	38.306, 4.2.7
	Rel-15
	pc_pdsch_MappingTypeA
	Yes
	
	

	6
	Support receiving PDSCH using PDSCH mapping type B
	38.306, 4.2.7
	Rel-15
	pc_pdsch_MappingTypeB
	Yes
	
	

	7
	Support resource allocation Type 0 for PUSCH
	38.306, 4.2.7
	Rel-15
	pc_ra_Type0_PUSCH
	No
	
	

	8
	Support scaling factor 0.75 is applied to the band in the max data rate calculation
	38.306, 4.2.7
	Rel-15
	pc_scalingFactor0dot75
	
	
	

	9
	Support handover using a contention free random access on PRACH resources that are associated with CSI-RS resources of the target cell
	38.306, 4.2.7
	Rel-15
	pc_csi_RS_CFRA_ForHO
	No
	
	

	10
	Support Type 1 PUSCH transmissions with configured grant 
	38.306, 4.2.7
	Rel-15
	pc_configuredUL_GrantType1
	No
	
	

	11
	Support Type 2 PUSCH transmissions with configured grant
	38.306, 4.2.7
	Rel-15
	pc_configuredUL_GrantType2
	No
	
	

	12
	Support PDSCH Reception when configured with higher layer parameter aggregationFactorDL > 1
	38.306, 4.2.7
	Rel-15
	pc_pdsch_RepetitionMultiSlots
	No
	
	

	13
	Supports supplemental uplink with dynamic switch (DCI based selection of PUSCH carrier)
	38.306, 4.2.7
	Rel-15
	pc_dynamicSwitch_SUL
	FFS
	
	

	14
	Supports more than one MIMO layers at the UE for PUSCH transmission with codebook precoding. UE indicating support of this feature shall also indicate support of PUSCH codebook coherency subset
	38.306, 4.2.7
	Rel-15
	pc_nrMIMO_CB_PUSCH
	No
	
	Set to true if maxNumberMIMO-LayersCB-PUSCH

has value other than 'oneLayer'

	15
	Supports more than one MIMO layers at the UE for PUSCH transmission using non-codebook precoding. 
	38.306, 4.2.7
	Rel-15
	pc_nrMIMO_NonCB_PUSCH
	No
	
	Set to true if maxNumberMIMO-LayersNonCB-PUSCH

has value other than 'oneLayer'

	16
	Support receiving PDSCH with interleaved VRB-to-PRB mapping
	38.306, 4.2.7
	Rel-15
	pc_interleavingVRB_ToPRB_PDSCH

	Yes
	
	

	17
	Support dynamic EN-DC power sharing. 
	38.306, 4.2.7
	Rel-15
	pc_dynamicPowerSharing

	Yes
	
	If the UE supports this capability it will dynamically share the power between NR and LTE if P_LTE + P_NR > Pcmax.
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A.4.3.7
General Capabilities

Table A.4.3.7-1: UE General Capabilities

	Item
	UE General Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support UL transmission via either MCG path or SCG path for the split SRB as specified in TS 37.340[20]
	38.306, 4.2.2
	Rel-15
	pc_splitSRB_WithOneUL_Path
	No
	
	

	2
	Support UL transmission via both MCG path and SCG path for the split DRB as specified in TS 37.340[20]
	38.306, 4.2.2
	Rel-15
	pc_splitDRB_withUL_Both_MCG_SCG
	Yes
	
	

	3
	Support direct SRB between the SN and the UE as specified in TS 37.340[20]
	38.306, 4.2.2
	Rel-15
	pc_srb3
	Yes
	
	

	4
	Support of reflective QoS
	38.306, 4.2.2
	Rel-15
	pc_as_ReflectiveQoS
	No
	
	

	5
	Support of NAS reflective QoS
	24.501, 6.2.5.1.4.1, 9.11.4.1
	Rel-15
	pc_nas_ReflectiveQoS
	No
	
	

	6
	Support of SMS over NAS
	24.501, 

5.5.1.2
	Rel-15
	pc_sms_over_NAS
	No
	
	

	7
	Support of CMAS message on NR
	38.331, 5.2.2.2.2
	Rel-15
	pc_CMAS_NR
	No
	
	

	8
	Support of ETWS message on NR
	38.331, 5.2.2.2.2
	Rel-15
	pc_ETWS_NR
	No
	
	

	9
	The UE supports additional UE-requested PDU establishment. 
	24.501, 6.4.1.5
	Rel-15
	pc_Additional_PDU_establishment
	No
	
	pc_ExpectedNoOfPDUSessionsAtRegistration +1


<Start of next modified section>

A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of ICMP or ICMP IPv6
	RFC 792 OR RFC 4443, RFC 4884
	NA
	pc_IP_Ping
	UE supports ICMP or ICMPv6 protocol to enable IP Ping Operation 

	n
	Support of IMS
	24.229, Annex U
	Rel-15
	pc_IMS_5GS
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