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4.6.3
Radio resource control information elements

 [TEXT SKIPPED]
–
PDCP-Config
Table 4.6.3-99: PDCP-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PDCP-Config ::= SEQUENCE {
	
	
	

	  drb SEQUENCE {
	
	
	

	    discardTimer
	infinity
	
	

	    pdcp-SN-Size-UL
	len18bits
	
	

	    pdcp-SN-Size-DL
	len18bits
	
	

	    headerCompression CHOICE {
	
	
	

	      notUsed
	Null
	
	

	      }
	
	
	

	    integrityProtection
	Not present
	
	

	    statusReportRequired
	true
	AM is default 
	

	
	Not present
	
	UM

	    outOfOrderDelivery
	Not present
	
	

	  }
	
	
	

	  drb SEQUENCE {}
	Not present
	
	SRB

	  moreThanOneRLC
	Not present
	
	

	  moreThanOneRLC SEQUENCE {
	
	
	Split

	    primaryPath SEQUENCE {
	
	
	

	      cellGroup
	CellGroupId
	
	NOT SRB

	      cellGroup
	0
	MCG path
	SRB

	      logicalChannel
	LogicalChannelIdentity
	
	

	    }
	
	
	

	    ul-DataSplitThreshold
	infinity
	
	

	    pdcp-Duplication
	false
	
	

	  }
	
	
	

	  t-Reordering
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	Split
	More than one RLC.

	SRB
	SRB

	UM
	RLC UM DRB


