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4.3.1.2.3.1.1
CA_n257B

Editor’s note:
CBW=400 MHz for NR band n257 is only supported by for SCS 120kHz. Test frequencies for CA_n257B are currently limited to SCS 120kHz for all CCs. Test frequencies for mixed numerologies between CCs is FFS.

Table 4.3.1.2.3.1.1-1: NR Intra-Band contiguous CA configuration CA_n257B (PCC=CC1 and SCC=CC2), SCS=120 kHz

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+400
	Channel spacing CC1-CC2=216.96 MHz (Note 1)

	
	CC1
	50
	120
	32
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=50 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	400
	120
	264
	Downlink
	Low
	26749.56
	2058325
	26559.48
	2055157
	0
	120
	-
	2055397
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28218.36
	2082805
	27881.4
	2077189
	102
	
	-
	2079877
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29254.56
	2100075
	28672.8
	2090379
	504
	
	-
	2102907
	-
	-
	-
	-

	100+400
	Channel spacing CC1-CC2=242.52 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	400
	120
	264
	Downlink
	Low
	26799.6
	2059159
	26609.52
	2055991
	0
	120
	-
	2056231
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28240.92
	2083181
	27903.96
	2077565
	102
	
	-
	2080253
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29207.4
	2099289
	28576.68
	2088777
	504
	
	-
	2101113
	-
	-
	-
	-

	200+400
	Channel spacing CC1-CC2=294.96 MHz (Note 1)

	
	CC1
	200
	120
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=200 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	400
	120
	264
	Downlink
	Low
	26899.56
	2060825
	26709.48
	2057657
	0
	120
	-
	2057897
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28299.24
	2084153
	27962.28
	2078537
	102
	
	-
	2081225
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29098.8
	2097479
	28373.04
	2085383
	504
	
	-
	2097719
	-
	-
	-
	-

	400+400
	Channel spacing CC1-CC2=399.96 MHz (Note 1)

	
	CC1
	400
	120
	264
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=400 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	400
	120
	264
	Downlink
	Low
	27099.96
	2064165
	26909.88
	2060997
	0
	120
	-
	2061237
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28401.36
	2085855
	28064.4
	2080239
	102
	
	-
	2082927
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28898.76
	2094145
	27982.92
	2078881
	504
	
	-
	2091217
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the CC1 and CC2 channel bandwidth combination.


4.3.1.2.3.1.2
CA_n257C

Editor’s note:
CBW=400 MHz for NR band n257 is only supported by for SCS 120kHz. Test frequencies for CA_n257C are currently limited to SCS 120kHz for all CCs. Test frequencies for mixed numerologies between CCs is FFS.

Table 4.3.1.2.3.1.2-1: NR Intra-Band contiguous CA configuration CA_n257C (PCC=CC1 and SCC=CC2, CC3), SCS=120 kHz

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image2.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+400

+400
	CC1

CC2
	50

400
	120
	32

264
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.1-1 for CBW combination 50+400, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=399.96 MHz (Note 1)

	
	CC3
	400
	120
	264
	Downlink
	Low
	27149.52
	2064991
	26959.44
	2061823
	0
	120
	-
	2062063
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28618.32
	2089471
	28281.36
	2083855
	102
	
	-
	2086543
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28854.6
	2093409
	28272.84
	2083713
	504
	
	-
	2096241
	-
	-
	-
	-

	100+400

+400
	CC1

CC2
	100

400
	120
	66

264
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.1-1 for CBW combination 100+400, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=399.96 MHz (Note 1)

	
	CC3
	400
	120
	264
	Downlink
	Low
	27199.56
	2065825
	27009.48
	2062657
	0
	120
	-
	2062897
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28640.88
	2089847
	28303.92
	2084231
	102
	
	-
	2086919
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28807.44
	2092623
	28176.72
	2082111
	504
	
	-
	2094447
	-
	-
	-
	-

	200+400

+400
	CC1

CC2
	200

400
	120
	132

264
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.1-1 for CBW combination 200+400, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=399.96 MHz (Note 1)

	
	CC3
	400
	120
	264
	Downlink
	Low
	27299.52
	2067491
	27109.44
	2064323
	0
	120
	-
	2064563
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28699.2
	2090819
	28362.24
	2085203
	102
	
	-
	2087891
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28698.84
	2090813
	27973.08
	2078717
	504
	
	-
	2091053
	-
	-
	-
	-

	400+400

+400
	CC1

CC2
	400

400
	120
	264

264
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.1-1 for CBW combination 400+400, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=399.96 MHz (Note 1)

	
	CC3
	400
	120
	264
	Downlink
	Low
	27499.92
	2070831
	27309.84
	2067663
	0
	120
	-
	2067903
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28801.32
	2092521
	28464.36
	2086905
	102
	
	-
	2089593
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28498.8
	2087479
	27582.96
	2072215
	504
	
	-
	2084551
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the CC1-CC2 and CC2-CC3 channel bandwidth combinations.


4.3.1.2.3.1.3
CA_n257D

Table 4.3.1.2.3.1.3-1: NR Intra-Band contiguous CA configuration CA_n257D (PCC=CC1 and SCC=CC2), SCS=60 kHz

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image3.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+200
	Channel spacing CC1-CC2=121.2 MHz (Note 1)

	
	CC1
	50
	60
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=50 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	200
	60
	264
	Downlink
	Low
	26655.18
	2056752
	26560.14
	2055168
	0
	120
	-
	2055408
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28123.98
	2081232
	27955.5
	2078424
	102
	
	-
	2079888
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29351.04
	2101683
	29035.68
	2096427
	504
	
	-
	2102907
	-
	-
	-
	-

	100+200
	Channel spacing CC1-CC2=147.48 MHz (Note 1)

	
	CC1
	100
	60
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=100 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	200
	60
	264
	Downlink
	Low
	26705.22
	2057586
	26610.18
	2056002
	0
	120
	-
	2056242
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28145.88
	2081597
	27977.4
	2078789
	102
	
	-
	2080253
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29302.44
	2100873
	28939.56
	2094825
	504
	
	-
	2101113
	-
	-
	-
	-

	200+200
	Channel spacing CC1-CC2=199.92 MHz (Note 1)

	
	CC1
	200
	60
	264
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=200 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	200
	60
	264
	Downlink
	Low
	26805.18
	2059252
	26710.14
	2057668
	0
	120
	-
	2057908
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28204.86
	2082580
	28036.38
	2079772
	102
	
	-
	2081236
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29193.84
	2099063
	28735.92
	2091431
	504
	
	-
	2097719
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the CC1 and CC2 channel bandwidth combination.


Table 4.3.1.2.3.1.3-2: NR Intra-Band contiguous CA configuration CA_n257D (PCC=CC1 and SCC=CC2), SCS=120 kHz

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image4.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+200
	Channel spacing CC1-CC2=121.92 MHz (Note 1)

	
	CC1
	50
	120
	32
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=50 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	200
	120
	132
	Downlink
	Low
	26654.52
	2056741
	26559.48
	2055157
	0
	120
	-
	2055397
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28123.32
	2081221
	27881.4
	2077189
	102
	
	-
	2079877
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29349.6
	2101659
	28672.8
	2090379
	504
	
	-
	2102907
	-
	-
	-
	-

	100+200
	Channel spacing CC1-CC2=147.48 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	200
	120
	132
	Downlink
	Low
	26704.56
	2057575
	26609.52
	2055991
	0
	120
	-
	2056231
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28145.88
	2081597
	27903.96
	2077565
	102
	
	-
	2080253
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29302.44
	2100873
	28576.68
	2088777
	504
	
	-
	2101113
	-
	-
	-
	-

	200+200
	Channel spacing CC1-CC2=199.92 MHz (Note 1)

	
	CC1
	200
	120
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=200 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	200
	120
	132
	Downlink
	Low
	26804.52
	2059241
	26709.48
	2057657
	0
	120
	-
	2057897
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28204.2
	2082569
	27962.28
	2078537
	102
	
	-
	2081225
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29193.84
	2099063
	28373.04
	2085383
	504
	
	-
	2097719
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the CC1 and CC2 channel bandwidth combination.


4.3.1.2.3.1.4
CA_n257E

Table 4.3.1.2.3.1.4-1: NR Intra-Band contiguous CA configuration CA_n257E (PCC=CC1 and SCC=CC2), SCS=60 kHz

FFS

Table 4.3.1.2.3.1.4-2: NR Intra-Band contiguous CA configuration CA_n257E (PCC=CC1 and SCC=CC2), SCS=120 kHz

FFS

4.3.1.2.3.1.5
CA_n257F

Table 4.3.1.2.3.1.5-1: NR Intra-Band contiguous CA configuration CA_n257F (PCC=CC1 and SCC=CC2), SCS=60 kHz

FFS

Table 4.3.1.2.3.1.5-2: NR Intra-Band contiguous CA configuration CA_n257F (PCC=CC1 and SCC=CC2), SCS=120 kHz

FFS
4.3.1.2.3.1.6
CA_n257G

Table 4.3.1.2.3.1.6-1: NR Intra-Band contiguous CA configuration CA_n257G (PCC=CC1 and SCC=CC2), SCS=60 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image5.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100
	Channel spacing CC1-CC2=99.36 MHz (Note 1)

	
	CC1
	100
	60
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=100 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	60
	132
	Downlink
	Low
	26657.1
	2056784
	26609.58
	2055992
	0
	120
	-
	2056232
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28097.76
	2080795
	27976.8
	2078779
	102
	
	-
	2080243
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29350.56
	2101675
	28940.16
	2094835
	504
	
	-
	2101123
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.6-2: NR Intra-Band contiguous CA configuration CA_n257G (PCC=CC1 and SCC=CC2), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image6.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100
	Channel spacing CC1-CC2=99.96 MHz (Note 1)

	
	CC1
	100
	60
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=100 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	60
	132
	Downlink
	Low
	26657.7
	2056794
	26610.18
	2056002
	0
	120
	-
	2056242
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28098.36
	2080805
	27977.4
	2078789
	102
	
	-
	2080253
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29349.96
	2101665
	28939.56
	2094825
	504
	
	-
	2101113
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.6-3: NR Intra-Band contiguous CA configuration CA_n257G (PCC=CC1 and SCC=CC2), SCS=120 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image7.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100
	Channel spacing CC1-CC2=99.36 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	120
	66
	Downlink
	Low
	26656.44
	2056773
	26608.92
	2055981
	0
	120
	-
	2056221
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28097.76
	2080795
	27903.36
	2077555
	102
	
	-
	2080243
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29350.56
	2101675
	28577.28
	2088787
	504
	
	-
	2101123
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.6-4: NR Intra-Band contiguous CA configuration CA_n257G (PCC=CC1 and SCC=CC2), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100
	Channel spacing CC1-CC2=99.96 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.1 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	High
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	120
	66
	Downlink
	Low
	26657.04
	2056783
	26609.52
	2055991
	0
	120
	-
	2056231
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28098.36
	2080805
	27903.96
	2077565
	102
	
	-
	2080253
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29349.96
	2101665
	28576.68
	2088777
	504
	
	-
	2101113
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.1.7
CA_n257H

Table 4.3.1.2.3.1.7-1: NR Intra-Band contiguous CA configuration CA_n257H (PCC=CC1 and SCC=CC2, CC3), SCS=60 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100
	CC1 

CC2
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.6-1 for CBW combination 100+100, CC1, CC2 and SCS=60 kHz.

	
	Channel spacing CC2-CC3=99.36 MHz (Note 1)

	
	CC3
	100
	60
	132
	Downlink
	Low
	26756.46
	2058440
	26708.94
	2057648
	0
	120
	-
	2057888
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28197.12
	2082451
	28076.16
	2080435
	102
	
	-
	2081899
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29251.2
	2100019
	28840.8
	2093179
	504
	
	-
	2099467
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.7-2: NR Intra-Band contiguous CA configuration CA_n257H (PCC=CC1 and SCC=CC2, CC3), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100
	CC1

CC2
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.6-2 for CBW combination 100+100, CC1, CC2 and SCS=60 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC3
	100
	60
	132
	Downlink
	Low
	26757.66
	2058460
	26710.14
	2057668
	0
	120
	-
	2057908
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28198.32
	2082471
	28077.36
	2080455
	102
	
	-
	2081919
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29250
	2099999
	28839.6
	2093159
	504
	
	-
	2099447
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.7-3: NR Intra-Band contiguous CA configuration CA_n257H (PCC=CC1 and SCC=CC2, CC3), SCS=120 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100
	CC1

CC2
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.6-3 for CBW combination 100+100, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=99.36 MHz (Note 1)

	
	CC3
	100
	120
	66
	Downlink
	Low
	26755.8
	2058429
	26708.28
	2057637
	0
	120
	-
	2057877
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28197.12
	2082451
	28002.72
	2079211
	102
	
	-
	2081899
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29251.2
	2100019
	28477.92
	2087131
	504
	
	-
	2099467
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.7-4: NR Intra-Band contiguous CA configuration CA_n257H (PCC=CC1 and SCC=CC2, CC3), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100
	CC1

CC2
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.6-4 for CBW combination 100+100, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC3
	100
	120
	66
	Downlink
	Low
	26757
	2058449
	26709.48
	2057657
	0
	120
	-
	2057897
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28198.32
	2082471
	28003.92
	2079231
	102
	
	-
	2081919
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29250
	2099999
	28476.72
	2087111
	504
	
	-
	2099447
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.1.8
CA_n257I

Table 4.3.1.2.3.1.8-1: NR Intra-Band contiguous CA configuration CA_n257I (PCC=CC1 and SCC=CC2, CC3, CC4), SCS=60 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
	CC1

to

CC3
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.7-1 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=99.36 MHz (Note 1)

	
	CC4
	100
	60
	132
	Downlink
	Low
	26855.82
	2060096
	26808.3
	2059304
	0
	120
	-
	2059544
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28296.48
	2084107
	28175.52
	2082091
	102
	
	-
	2083555
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29151.84
	2098363
	28741.44
	2091523
	504
	
	-
	2097811
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.8-2: NR Intra-Band contiguous CA configuration CA_n257I (PCC=CC1 and SCC=CC2, CC3, CC4), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
	CC1

to

CC3
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.7-2 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	60
	132
	Downlink
	Low
	26857.62
	2060126
	26810.1
	2059334
	0
	120
	-
	2059574
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28298.28
	2084137
	28177.32
	2082121
	102
	
	-
	2083585
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29150.04
	2098333
	28739.64
	2091493
	504
	
	-
	2097781
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.8-3: NR Intra-Band contiguous CA configuration CA_n257I (PCC=CC1 and SCC=CC2, CC3, CC4), SCS=120 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
	CC1

to

CC3
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.7-3 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC3-CC4=99.36 MHz (Note 1)

	
	CC4
	100
	120
	66
	Downlink
	Low
	26855.16
	2060085
	26807.64
	2059293
	0
	120
	-
	2059533
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28296.48
	2084107
	28102.08
	2080867
	102
	
	-
	2083555
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29151.84
	2098363
	28378.56
	2085475
	504
	
	-
	2097811
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.8-4: NR Intra-Band contiguous CA configuration CA_n257I (PCC=CC1 and SCC=CC2, CC3, CC4), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100
	CC1

to

CC3
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.7-4 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC4
	100
	120
	66
	Downlink
	Low
	26856.96
	2060115
	26809.44
	2059323
	0
	120
	-
	2059563
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28298.28
	2084137
	28103.88
	2080897
	102
	
	-
	2083585
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29150.04
	2098333
	28376.76
	2085445
	504
	
	-
	2097781
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.1.9
CA_n257J

Table 4.3.1.2.3.1.9-1: NR Intra-Band contiguous CA configuration CA_n257J (PCC=CC1 and SCC=CC2, CC3, CC4, CC5), SCS=60 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100
	CC1

to

CC4
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.8-1 for CBW combination 100+100+100+100, CC1, CC2, CC3, CC4 and SCS=60 kHz.

	
	Channel spacing CC4-CC5=99.36 MHz (Note 1)

	
	CC5
	100
	60
	132
	Downlink
	Low
	26955.18
	2061752
	26907.66
	2060960
	0
	120
	-
	2061200
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28395.84
	2085763
	28274.88
	2083747
	102
	
	-
	2085211
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29052.48
	2096707
	28642.08
	2089867
	504
	
	-
	2096155
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.9-2: NR Intra-Band contiguous CA configuration CA_n257J (PCC=CC1 and SCC=CC2, CC3, CC4, CC5), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100
	CC1

to

CC4
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.8-2 for CBW combination 100+100+100+100, CC1, CC2, CC3, CC4 and SCS=60 kHz.

	
	Channel spacing CC4-CC5=99.96 MHz (Note 1)

	
	CC5
	100
	60
	132
	Downlink
	Low
	26957.58
	2061792
	26910.06
	2061000
	0
	120
	-
	2061240
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28398.24
	2085803
	28277.28
	2083787
	102
	
	-
	2085251
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29050.08
	2096667
	28639.68
	2089827
	504
	
	-
	2096115
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.9-3: NR Intra-Band contiguous CA configuration CA_n257J (PCC=CC1 and SCC=CC2, CC3, CC4, CC5), SCS=120 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100
	CC1

to

CC4
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.8-3 for CBW combination 100+100+100+100, CC1, CC2, CC3, CC4 and SCS=120 kHz.

	
	Channel spacing CC4-CC5=99.36 MHz (Note 1)

	
	CC5
	100
	120
	66
	Downlink
	Low
	26954.52
	2061741
	26907
	2060949
	0
	120
	-
	2061189
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28395.84
	2085763
	28201.44
	2082523
	102
	
	-
	2085211
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29052.48
	2096707
	28279.2
	2083819
	504
	
	-
	2096155
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.9-4: NR Intra-Band contiguous CA configuration CA_n257J (PCC=CC1 and SCC=CC2, CC3, CC5), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image20.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100
	CC1

to

CC4
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.8-4 for CBW combination 100+100+100+100, CC1, CC2, CC3, CC4 and SCS=120 kHz.

	
	Channel spacing CC4-CC5=99.96 MHz (Note 1)

	
	CC5
	100
	120
	66
	Downlink
	Low
	26956.92
	2061781
	26909.4
	2060989
	0
	120
	-
	2061229
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28398.24
	2085803
	28203.84
	2082563
	102
	
	-
	2085251
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	29050.08
	2096667
	28276.8
	2083779
	504
	
	-
	2096115
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.1.10
CA_n257K

Table 4.3.1.2.3.1.10-1: NR Intra-Band contiguous CA configuration CA_n257K (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6), SCS=60 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image21.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100
	CC1

to

CC5
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.9-1 for CBW combination 100+100+100+100+100, CC1, CC2, CC3, CC4, CC5 and SCS=60 kHz.

	
	Channel spacing CC5-CC6=99.36 MHz (Note 1)

	
	CC6
	100
	60
	132
	Downlink
	Low
	27054.54
	2063408
	27007.02
	2062616
	0
	120
	-
	2062856
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28495.2
	2087419
	28374.24
	2085403
	102
	
	-
	2086867
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28953.12
	2095051
	28542.72
	2088211
	504
	
	-
	2094499
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.10-2: NR Intra-Band contiguous CA configuration CA_n257K (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100
	CC1

to

CC5
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.9-2 for CBW combination 100+100+100+100+100, CC1, CC2, CC3, CC4, CC5 and SCS=60 kHz.

	
	Channel spacing CC5-CC6=99.96 MHz (Note 1)

	
	CC6
	100
	60
	132
	Downlink
	Low
	27057.54
	2063458
	27010.02
	2062666
	0
	120
	-
	2062906
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28498.2
	2087469
	28377.24
	2085453
	102
	
	-
	2086917
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28950.12
	2095001
	28539.72
	2088161
	504
	
	-
	2094449
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.10-3: NR Intra-Band contiguous CA configuration CA_n257K (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6), SCS=120 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100
	CC1

to

CC5
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.9-3 for CBW combination 100+100+100+100+100, CC1, CC2, CC3, CC4, CC5 and SCS=120 kHz.

	
	Channel spacing CC5-CC6=99.36 MHz (Note 1)

	
	CC6
	100
	120
	66
	Downlink
	Low
	27053.88
	2063397
	27006.36
	2062605
	0
	120
	-
	2062845
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28495.2
	2087419
	28300.8
	2084179
	102
	
	-
	2086867
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28953.12
	2095051
	28179.84
	2082163
	504
	
	-
	2094499
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.10-4: NR Intra-Band contiguous CA configuration CA_n257K (PCC=CC1 and SCC=CC2, CC3, CC5, CC6), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image24.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100
	CC1

to

CC5
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same valu, es as for Low, Mid, High range in Table 4.3.1.2.3.1.9-4 for CBW combination 100+100+100+100+100, CC1, CC2, CC3, CC4, CC5 and SCS=120 kHz.

	
	Channel spacing CC5-CC6=99.96 MHz (Note 1)

	
	CC6
	100
	120
	66
	Downlink
	Low
	27056.88
	2063447
	27009.36
	2062655
	0
	120
	-
	2062895
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28498.2
	2087469
	28303.8
	2084229
	102
	
	-
	2086917
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28950.12
	2095001
	28176.84
	2082113
	504
	
	-
	2094449
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.1.11
CA_n257L

Table 4.3.1.2.3.1.11-1: NR Intra-Band contiguous CA configuration CA_n257L (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6, CC7), SCS=60 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100

+100
	CC1

to

CC6
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.10-1 for CBW combination 100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6 and SCS=60 kHz.

	
	Channel spacing CC6-CC7=99.36 MHz (Note 1)

	
	CC7
	100
	60
	132
	Downlink
	Low
	27153.9
	2065064
	27106.38
	2064272
	0
	120
	-
	2064512
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28594.56
	2089075
	28473.6
	2087059
	102
	
	-
	2088523
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28853.76
	2093395
	28443.36
	2086555
	504
	
	-
	2092843
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.11-2: NR Intra-Band contiguous CA configuration CA_n257L (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6, CC7), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image26.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100

+100
	CC1

to

CC6
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.10-2 for CBW combination 100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6 and SCS=60 kHz.

	
	Channel spacing CC6-CC7=99.96 MHz (Note 1)

	
	CC7
	100
	60
	132
	Downlink
	Low
	27157.5
	2065124
	27109.98
	2064332
	0
	120
	-
	2064572
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28598.16
	2089135
	28477.2
	2087119
	102
	
	-
	2088583
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28850.16
	2093335
	28439.76
	2086495
	504
	
	-
	2092783
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.11-3: NR Intra-Band contiguous CA configuration CA_n257L (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6, CC7), SCS=120 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100

+100
	CC1

to

CC6
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.10-3 for CBW combination 100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6 and SCS=120 kHz.

	
	Channel spacing CC6-CC7=99.36 MHz (Note 1)

	
	CC7
	100
	120
	66
	Downlink
	Low
	27153.24
	2065053
	27105.72
	2064261
	0
	120
	-
	2064501
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28594.56
	2089075
	28400.16
	2085835
	102
	
	-
	2088523
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28853.76
	2093395
	28080.48
	2080507
	504
	
	-
	2092843
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.11-4: NR Intra-Band contiguous CA configuration CA_n257L (PCC=CC1 and SCC=CC2, CC3, CC5, CC6, CC7), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100

+100
	CC1

to

CC6
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same valu, es as for Low, Mid, High range in Table 4.3.1.2.3.1.10-4 for CBW combination 100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6 and SCS=120 kHz.

	
	Channel spacing CC6-CC7=99.96 MHz (Note 1)

	
	CC7
	100
	120
	66
	Downlink
	Low
	27156.84
	2065113
	27109.32
	2064321
	0
	120
	-
	2064561
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28598.16
	2089135
	28403.76
	2085895
	102
	
	-
	2088583
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28850.16
	2093335
	28076.88
	2080447
	504
	
	-
	2092783
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.1.12
CA_n257M

Table 4.3.1.2.3.1.12-1: NR Intra-Band contiguous CA configuration CA_n257M (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6, CC7, CC8), SCS=60 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100

+100+100
	CC1

to

CC7
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.11-1 for CBW combination 100+100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6, CC7 and SCS=60 kHz.

	
	Channel spacing CC7-CC8=99.36 MHz (Note 1)

	
	CC8
	100
	60
	132
	Downlink
	Low
	27253.26
	2066720
	27205.74
	2065928
	0
	120
	-
	2066168
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28693.92
	2090731
	28572.96
	2088715
	102
	
	-
	2090179
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28754.4
	2091739
	28344
	2084899
	504
	
	-
	2091187
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.12-2: NR Intra-Band contiguous CA configuration CA_n257M (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6, CC7, CC8), SCS=60 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100

+100+100
	CC1

to

CC7
	100
	60
	132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.11-2 for CBW combination 100+100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6 and SCS=60 kHz.

	
	Channel spacing CC7-CC8=99.96 MHz (Note 1)

	
	CC8
	100
	60
	132
	Downlink
	Low
	27257.46
	2066790
	27209.94
	2065998
	0
	120
	-
	2066238
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28698.12
	2090801
	28577.16
	2088785
	102
	
	-
	2090249
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28750.2
	2091669
	28339.8
	2084829
	504
	
	-
	2091117
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.12-3: NR Intra-Band contiguous CA configuration CA_n257M (PCC=CC1 and SCC=CC2, CC3, CC4, CC5, CC6, CC7, CC8), SCS=120 kHz, adjusted channel spacing (default)

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100

+100+100
	CC1

to

CC7
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.11-3 for CBW combination 100+100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6, CC7 and SCS=120 kHz.

	
	Channel spacing CC7-CC8=99.36 MHz (Note 1)

	
	CC8
	100
	120
	66
	Downlink
	Low
	27252.6
	2066709
	27205.08
	2065917
	0
	120
	-
	2066157
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28693.92
	2090731
	28499.52
	2087491
	102
	
	-
	2090179
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28754.4
	2091739
	27981.12
	2078851
	504
	
	-
	2091187
	-
	-
	-
	-

	Note 1:
The adjusted channel spacing is a multiple of subcarrier spacing applicable for both scs=60 kHz and scs=120 kHz and less than the nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.1.12-4: NR Intra-Band contiguous CA configuration CA_n257M (PCC=CC1 and SCC=CC2, CC3, CC5, CC6, CC7, CC8), SCS=120 kHz, nominal channel spacing (for ACLR, ACS, IBB Testing)
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image32.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	100+100

+100+100

+100+100

+100+100
	CC1

to

CC6
	100
	120
	66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.1.11-4 for CBW combination 100+100+100+100+100+100+100, CC1, CC2, CC3, CC4, CC5, CC6, CC7 and SCS=120 kHz.

	
	Channel spacing CC7-CC8=99.96 MHz (Note 1)

	
	CC7
	100
	120
	66
	Downlink
	Low
	27256.8
	2066779
	27209.28
	2065987
	0
	120
	-
	2066227
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28698.12
	2090801
	28503.72
	2087561
	102
	
	-
	2090249
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28750.2
	2091669
	27976.92
	2078781
	504
	
	-
	2091117
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


<<End of change>>
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