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<Start of modified section>
4.5A.30
Generic Test Procedure for IMS Re-registration on EPS VPLMN
The purpose of this procedure is to allow the successful completion of IMS Re-registration if it is initiated by the UE when camped on EPS VPLMN.

Table 4.5A.30-1: Procedure for IMS Re-registration on EPS VPLMN
	St
	Procedure
	Message Sequence

	
	
	U - S
	Message

	-
	EXCEPTION: Steps 1a1 to

1a2a10/1a2b1 describe behaviour that depends on the UE capability
	-
	-

	1a1
	IF pc_IMS then the SS starts timer Timer_1 = 10s.
	-
	-

	-
	EXCEPTION: Steps 1a2a1 to 1a2b1 describe a behaviour that depends on the UE implementation
	-
	-

	1a2a1-1a2a7
	Steps 3 to 9 of the generic radio bearer

establishment procedure in TS 36.508

subclause 4.5.3.3 are executed.
	-
	-

	1a2a8-1a2a9
	The UE performs IMS re-registration using the

generic procedure defined in 34.229-1 [35]

Annex C.46.

Note: SS cancels timer Timer_1 at step 1a2a8.
	-
	-

	1a2a10
	The SS releases the RRC connection.
	-
	-

	1a2b1
	The SS waits for Timer_1 expiry
	-
	-


<End of modifed section>
