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-
QuantityConfig-DEFAULT

Table 4.6.6-3A: QuantityConfig-DEFAULT

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	QuantityConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  quantityConfigEUTRA SEQUENCE {
	
	
	

	    filterCoefficientRSRP
	Not present
	DEFAULT fc4
	

	    filterCoefficientRSRQ
	Not present
	DEFAULT fc4
	

	  }
	
	
	

	  quantityConfigUTRA SEQUENCE {}
	Not present
	
	

	  quantityConfigUTRA SEQUENCE {
	
	
	UTRAN

	    measQuantityUTRA-FDD
	cpich-EcN0
	
	

	    measQuantityUTRA-FDD
	cpich-RSCP
	For signalling test cases
	

	    measQuantityUTRA-TDD
	pccpch-RSCP
	
	

	    filterCoefficient
	Not present
	DEFAULT fc4
	

	  }
	
	
	

	  quantityConfigGERAN SEQUENCE {}
	Not present
	
	

	  quantityConfigGERAN SEQUENCE {
	
	
	GERAN

	    measQuantityGERAN
	rssi
	
	

	    filterCoefficient
	Not present
	DEFAULT fc2
	

	  }
	
	
	

	  quantityConfigCDMA2000 SEQUENCE {}
	Not present
	
	

	  quantityConfigCDMA2000 SEQUENCE {
	
	
	CDMA2000

	    measQuantityCDMA2000
	[FFS]
	
	

	  }
	
	
	

	  quantityConfigEUTRA-v1250 SEQUENCE {
	
	
	

	    filterCoefficientCSI-RSRP-r12
	Not present 
	DEFAULT fc4
	CSI-RSRP

	  }
	
	
	

	  quantityConfigEUTRA-v1310
	Not present
	
	

	  quantityConfigEUTRA-v1310 SEQUENCE {
	
	
	RS-SINR

	    filterCoefficientRS-SINR-r13
	Not present
	DEFAULT fc4
	

	  }
	
	
	

	  quantityConfigWLAN-r13
	Not present
	
	

	  quantityConfigWLAN-r13 SEQUENCE {
	
	
	WLAN

	    measQuantityWLAN-r13
	rssiWLAN
	
	

	    filterCoefficientRS-SINR-r13
	Not present
	DEFAULT fc4
	

	  }
	
	
	

	  quantityConfigNRList-r15
	Not present
	
	

	  quantityConfigNRList-r15 (SIZE (1..maxQuantSetsNR-r15)) OF SEQUENCE {
	2 entries
	
	NR

	    measQuantityCellNR-r15[1] SEQUENCE {
	
	
	

	      filterCoeff-RSRP-r15
	Not present
	DEFAULT fc4
	

	      filterCoeff-RSRQ-r15
	Not present
	DEFAULT fc4
	

	      filterCoefficient-SINR-r13
	Not present
	DEFAULT fc4
	

	    }
	
	
	

	    measQuantityRS-IndexNR-r15[1]
	Not present
	
	

	    measQuantityRS-IndexNR-r15[1] SEQUENCE {
	
	
	SSB_INDEX

	      filterCoeff-RSRP-r15
	Not present
	DEFAULT fc4
	

	      filterCoeff-RSRQ-r15
	Not present
	DEFAULT fc4
	

	      filterCoefficient-SINR-r13
	Not present
	DEFAULT fc4
	

	    }
	
	
	

	    measQuantityCellNR-r15[2] SEQUENCE {
	
	
	

	      filterCoeff-RSRP-r15
	Not present
	DEFAULT fc4
	

	      filterCoeff-RSRQ-r15
	Not present
	DEFAULT fc4
	

	      filterCoefficient-SINR-r13
	Not present
	DEFAULT fc4
	

	    }
	
	
	

	    measQuantityRS-IndexNR-r15[2]
	Not present
	
	

	    measQuantityRS-IndexNR-r15[2] SEQUENCE {
	
	
	SSB_INDEX

	      filterCoeff-RSRP-r15
	Not present
	DEFAULT fc4
	

	      filterCoeff-RSRQ-r15
	Not present
	DEFAULT fc4
	

	      filterCoefficient-SINR-r13
	Not present
	DEFAULT fc4
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	UTRAN
	For inter-RAT measurements with UTRAN

	GERAN
	For inter-RAT measurements with GERAN

	CDMA2000
	For inter-RAT measurements with CDMA2000

	CSI-RSRP
	For CSI-RSRP measurements

	RS-SINR
	For RS-SINR measurements

	WLAN
	For inter-RAT measurements with WLAN

	NR
	For inter-RAT measurements with NR

	SSB_INDEX
	SSB index is required to be included in measurement report.
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