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<< Unchanged sections omitted >>
7.6B.3.0.3
Inter-band EN-DC within FR1

Out-of-band blocking requirements for E-UTRA single carrier and CA operation specified in clauses 7.6.2.1 and 7.6.2.1A of TS 36.101 [5] and for NR single carrier and CA operation specified in clauses 7.6.3 and 7.6A.3 of TS 38.101-1 [2] apply for lowest level EN-DC fallbacks (two bands) in clause 5.5B.4.1 with following conditions:

-
one E-UTRA uplink carrier with the output power set to 4dB below PCMAX_L and the NR band whose downlink is being tested has its uplink carrier output power set to minimum output power as defined in clause 6.3.1 of TS 38.101-1 [2].

-
one NR uplink carrier with the output power set to 4dB below PCMAX_L on the NR band with both E-UTRA and NR downlinks being tested with E-UTRA output power set to minimum output power as defined in clause 6.3.2.1 of TS 36.101 [5].
If CW interferer falls in a gap between FDL_high of the E-UTRA or NR band and FDL_low of the NR or EUTRA band, where the corresponding OOB ranges 1 and 2 overlap, then the lower level interferer limit of the overlapping OOB ranges applies. 

If FDL_high of the lower E-UTRA or NR band is greater than or equal to the FDL_low of the upper NR or E-UTRA band as in overlapping RX frequency ranges, then the OOB range shall start from the FDL_low of the lower E-UTRA or NR band, and from the FDL_high of the upper NR or E-UTRA band.
For EN-DC combination listed in Table 7.6B.3.0.3-1 under the first test condition above, exceptions to the requirement specified in Table 7.6B.3.0.3-2 are allowed when the second order intermodulation product of the lower frequency band UL carrier and the CW interfering signal fully or partially overlaps with the higher frequency band DL carrier.

Table 7.6B.3.0.3-1: EN-DC combination with exceptions allowed

	EN-DC combination

	DC_5_n78

	DC_8_n77

	DC_8_n78

	DC_8_n79

	DC_11_n77

	DC_18_n77

	DC_18_n78

	DC_18_n79

	DC_19_n77

	DC_19_n78

	DC_19_n79

	DC_20_n77

	DC_20_n78

	DC_21_n77

	DC_26_n77

	DC_26_n78

	DC_26_n79

	DC_28_n77

	DC_28_n78

	DC_28_n79


Table 7.6B.3.0.3-2: Exceptions allowed

	Parameter
	Unit
	Level

	PInterferer (CW)
	dBm
	-441

	NOTE 1:
The requirement applies when [image: image2.png]\finterferer £ fur — for | < (BWyL + BWp')/2



, where [image: image4.png]


 and [image: image6.png]


 are the carrier frequencies for lower frequency band UL and higher frequency band DL, respectively. [image: image8.png]BWyL



 and [image: image10.png]BWp;~



 are the channel bandwidths configured for lower frequency band UL carrier and higher frequency band DL carrier in MHz, respectively.


For each of the two test cases in clauses 7.6.2.1 and 7.6.2.1A of [5] and for NR single carrier and CA operation specified in clauses 7.6.3 and 7.6A.3 of TS 38.101-1 [2] for all interferer frequency ranges a maximum of
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exceptions are allowed for spurious response frequencies in each assigned frequency channel when measured using a step size of 
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 MHz with NRB the number of resource blocks in the downlink transmission bandwidth configuration, CBW the bandwidth of the frequency channel in MHz and n = 1, 2, 3 for SCS = 15, 30, 60 kHz, respectively. For these exceptions, the requirements in clause 7.7 apply.

The normative reference for this requirement is TS 38.101-3 [4] clause 7.6B.3.3.

7.6B.3.0.3A
Inter-band NE-DC within FR1

Out-of-band blocking requirements for E-UTRA single carrier and CA operation specified in clauses 7.6.2.1 and 7.6.2.1A of TS 36.101 [5] and for NR single carrier and CA operation specified in clauses 7.6.3 and 7.6A.3 of TS 38.101-1 [2] apply for lowest level NE-DC fallbacks (two bands) in clause 5.5B.4a.1 with following conditions:

-
one E-UTRA uplink carrier with the output power set to 4 dB below PCMAX_L and the NR band whose downlink is being tested has its uplink carrier output power set to minimum output power as defined in clause 6.3.1 of TS 38.101-1 [2]

-
one NR uplink carrier with the output power set to 4 dB below PCMAX_L on the NR band with both E-UTRA and NR downlinks being tested with E-UTRA output power set to minimum output power as defined in clause 6.3.2.1 of TS 36.101 [5].

The normative reference for this requirement is TS 38.101-3 [4] clause 7.6B.3.3a.

<< Unchanged sections omitted >>
7.6B.3.1
Out-of-band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)



7.6B.3.1.1
Test Purpose

Out-of-band band blocking is defined for an unwanted CW interfering signal falling more than 15 MHz below or above the UE receive band, at which a given average throughput shall meet or exceed the requirement for the specified measurement channels.

For the first 15 MHz below or above the UE receive band the appropriate in-band blocking or adjacent channel selectivity in clause 7.6B.2.1 and clause 7.5B.1 shall be applied.

The lack of out-of-band blocking ability will decrease the coverage area when other NodeB transmitters exist (except in the adjacent channels and spurious response).

<< Unchanged sections omitted >>
7.6B.3.2
Out-of-band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)



7.6B.3.2.1
Test Purpose

Same test purpose as in clause 7.6.3.1 in TS 38.521-1 [8] for the NR carrier.

<< Unchanged sections omitted >>
F.1.3
Measurement of receiver

Table F.1.3-1: Maximum Test System Uncertainty for receiver tests
	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	7.3B.2.1 Reference sensitivity for Intra-band Contiguous EN-DC (2 CCs)
	Same as clause 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.2 Reference sensitivity for Intra-band non-contiguous EN-DC (2 CCs)
	Same as clause 7.3.2 in TS 38.521-1 [8]
	

	7.3B.2.3 Reference sensitivity for Inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.3.2 in TS 38.521-1 [8]
	

	7.4B.1 Maximum Input Level for Intra-Band Contiguous EN-DC (2 CCs)
	MU for NR CC downlink power same as clause 7.4 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.4B.2 Maximum Input Level for Intra-Band Non-Contiguous EN-DC (2 CCs)
	Same as clause 7.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.2.
	

	7.4B.3 Maximum Input Level for Inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.5B.1 Adjacent Channel Selectivity for intra-band contiguous EN-DC (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.1.
	

	7.5B.2 Adjacent Channel Selectivity for intra-band non-contiguous EN-DC (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.2.
	

	7.5B.3 Adjacent Channel Selectivity for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.5 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.6B.2.1 Inband blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for Downlink power TBD

Uplink power measurement same as 6.2B.1.1.
	

	7.6B.2.2 Inband blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.2.
	

	7.6B.2.3 Inband blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.6.2 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.6B.2.3_1.1 Inband blocking for EN-DC within FR1 (3 CCs)
	TBD
	

	7.6B.2.3_1.2 Inband blocking for  EN-DC within FR1 (4 CCs)
	TBD
	

	7.6B.2.3_1.3 Inband blocking for EN-DC within FR1 (5 CCs)
	TBD
	

	7.6B.2.3_1.4 Inband blocking for EN-DC within FR1 (6 CCs)
	TBD
	

	7.6B.2.4 Inband blocking for inter-band EN-DC including FR2 (2 CCs)
	TBD
	

	7.6B.2.4_1.1 Inband blocking for inter-band EN-DC including FR2 (3 CCs)
	TBD
	

	7.6B.2.4_1.2 Inband blocking for inter-band EN-DC including FR2 (4 CCs)
	TBD
	

	7.6B.2.4_1.3 Inband blocking for inter-band EN-DC including FR2 (5 CCs)
	TBD
	

	7.6B.2.4_1.4 Inband blocking for inter-band EN-DC including FR2 (6 CCs)
	TBD
	

	7.6B.3.1 Out-of-band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.6.3 in TS 38.521-1 [8].
Uplink power measurement same as 6.2B.1.1.
	

	7.6B.3.2 Out-of-band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.6.3 in TS 38.521-1 [8]
Uplink power measurement same as 6.2B.1.2.
	

	7.6B.3.3 Out-of-band blocking for inter-band EN-DC within FR1 (2 CCs)
	First condition:

Same as clause 7.6.3 in TS 38.521-1 [8].

Uplink power measurement for NR CC same as 6.3.1 in TS 38.521-1 [8].

Uplink power measurement for E-UTRA CC same as 6.2.5 in TS 36.521-1 [10].

Second condition:

TBD
	

	7.6B.4.1 Narrow band blocking for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for Downlink power TBD

Uplink power measurement same as 6.2B.1.1.
	

	7.6B.4.2 Narrow band blocking for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.2.
	

	7.6B.4.3 Narrow band blocking for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.6.4 in TS 38.521-1 [8]

Uplink power measurement same as 6.2B.1.3.
	

	7.6B.4.3_1.1
Narrow band blocking for EN-DC within FR1 (3 CCs)
	TBD
	

	7.6B.4.3_1.2
Narrow band blocking for  EN-DC within FR1 (4 CCs)
	TBD
	

	7.6B.4.3_1.3
Narrow band blocking for EN-DC within FR1 (5 CCs)
	TBD
	

	7.6B.4.3_1.4
Narrow band blocking for EN-DC within FR1 (6 CCs)
	TBD
	

	7.7B.1 Spurious Response for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for Downlink power TBD

Uplink power measurement same as 6.2B.1.1.
	

	7.7B.2 Spurious Response for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	TBD

Uplink power measurement same as 6.2B.1.2.
	

	7.7B.3 Spurious Response for inter-band EN-DC within FR1 (2 CCs)
	First condition:

Same as clause 7.7 in TS 38.521-1 [8].

Uplink power measurement for NR CC same as 6.3.1 in TS 38.521-1 [8].

Uplink power measurement for E-UTRA CC same as 6.2.5 in TS 36.521-1 [10].

Second condition:

TBD
	

	7.8B.2.1 Wideband Intermodulation for intra-band contiguous EN-DC in FR1 (2 CCs)
	MU for NR CC downlink power same as clause 7.8.2 in TS 38.521-1 [8].

Uplink power measurement same as 6.2B.1.1.
	

	7.8B.2.2 Wideband Intermodulation for intra-band non-contiguous EN-DC in FR1 (2 CCs)
	Same as clause 7.8.2 in TS 38.521-1 [8]

Uplink power measurement for same as 6.2B.1.2.
	

	7.8B.2.3 Wideband Intermodulation for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.8.2 in TS 38.521-1 [8]

Uplink power measurement for same as 6.2B.1.3.
	

	7.8B.2.6 Wideband Intermodulation for EN-DC within FR1 (3 CCs) (2 CCs)
	TBD
	

	7.9B.1 Spurious Emissions for intra-band contiguous EN-DC within FR1 (2 CCs)
	Same as clause 7.9 in TS 38.521-1 [8]
	

	7.9B.2 Spurious Emissions for intra-band non-contiguous EN-DC within FR1 (2 CCs)
	Same as clause 7.9 in TS 38.521-1 [8]
	

	7.9B.3 Spurious Emissions for inter-band EN-DC within FR1 (2 CCs)
	Same as clause 7.9 in TS 38.521-1 [8]
	


F.2
Interpretation of measurement results (normative)

TBD
<< End of changes >>
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