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<< Unchanged sections omitted >>
A.4.3.2A.2.2
NR CA Intra-band contiguous with FR2

Table A.4.3.2A.2.2-1: Downlink Bandwidth Class capabilities for NR Intra-band contiguous CA with FR2 configurations (for one or more of the supported configurations in Table A.4.3.2A.2.2-3)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	DL NR FR2 Intra-band contiguous CA BW Class A
	38.101-2, 5.3A.4


	

	2
	DL NR FR2 Intra-band contiguous CA BW Class B
	38.101-2, 5.3A.4


	

	3
	DL NR FR2 Intra-band contiguous CA BW Class C
	38.101-2, 5.3A.4


	

	4
	DL NR FR2 Intra-band contiguous CA BW Class D
	38.101-2, 5.3A.4


	

	5
	DL NR FR2 Intra-band contiguous CA BW Class E
	38.101-2, 5.3A.4
	

	6
	DL NR FR2 Intra-band contiguous CA BW Class F
	38.101-2, 5.3A.4
	

	7
	DL NR FR2 Intra-band contiguous CA BW Class G
	38.101-2, 5.3A.4
	

	8
	DL NR FR2 Intra-band contiguous CA BW Class H
	38.101-2, 5.3A.4
	

	9
	DL NR FR2 Intra-band contiguous CA BW Class I
	38.101-2, 5.3A.4
	

	10
	DL NR FR2 Intra-band contiguous CA BW Class J
	38.101-2, 5.3A.4
	

	11
	DL NR FR2 Intra-band contiguous CA BW Class K
	38.101-2, 5.3A.4
	

	12
	DL NR FR2 Intra-band contiguous CA BW Class L
	38.101-2, 5.3A.4
	

	13
	DL NR FR2 Intra-band contiguous CA BW Class M
	38.101-2, 5.3A.4
	

	14
	DL NR FR2 Intra-band contiguous CA BW Class O
	38.101-2, 5.3A.4
	

	15
	DL NR FR2 Intra-band contiguous CA BW Class P
	38.101-2, 5.3A.4
	

	16
	DL NR FR2 Intra-band contiguous CA BW Class Q
	38.101-2, 5.3A.4
	


Table A.4.3.2A.2.2-2: Uplink Bandwidth Class capabilities for NR Intra-band contiguous CA with FR2 configurations (for one or more of the supported configurations in Table A.4.3.2A.2.2-3)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	UL NR FR2 Intra-band contiguous CA BW Class B
	38.101-2, 5.3A.4
	

	2
	UL NR FR2 Intra-band contiguous CA BW Class C
	38.101-2, 5.3A.4
	

	3
	UL NR FR2 Intra-band contiguous CA BW Class D
	38.101-2, 5.3A.4
	

	4
	UL NR FR2 Intra-band contiguous CA BW Class E
	38.101-2, 5.3A.4
	

	5
	UL NR FR2 Intra-band contiguous CA BW Class F
	38.101-2, 5.3A.4
	

	6
	UL NR FR2 Intra-band contiguous CA BW Class G
	38.101-2, 5.3A.4
	

	7
	UL NR FR2 Intra-band contiguous CA BW Class H
	38.101-2, 5.3A.4
	

	8
	UL NR FR2 Intra-band contiguous CA BW Class I
	38.101-2, 5.3A.4
	

	9
	UL NR FR2 Intra-band contiguous CA BW Class J
	38.101-2, 5.3A.4
	

	10
	UL NR FR2 Intra-band contiguous CA BW Class K
	38.101-2, 5.3A.4
	

	11
	UL NR FR2 Intra-band contiguous CA BW Class L
	38.101-2, 5.3A.4
	

	12
	UL NR FR2 Intra-band contiguous CA BW Class M
	38.101-2, 5.3A.4
	

	13
	UL NR FR2 Intra-band contiguous CA BW Class O
	38.101-2, 5.3A.4
	

	14
	UL NR FR2 Intra-band contiguous CA BW Class P
	38.101-2, 5.3A.4
	

	15
	UL NR FR2 Intra-band contiguous CA BW Class Q
	38.101-2, 5.3A.4
	


<< Unchanged sections skipped >>
A.4.3.2A.3.2
NR CA Intra-band non-contiguous with FR2

Table A.4.3.2A.3.2-1: Downlink Bandwidth Class capabilities for NR Intra-band non-contiguous configurations CA with FR2 (for one or more of the supported configurations in Table A.4.3.2A.3.2-3)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	DL NR FR2 Intra-band non-contiguous CA BW Class Combination 2A
	38.101-2, 5.3A.5
	


Table A.4.3.2A.3.2-2: Uplink Bandwidth Class capabilities for NR Intra-band non-contiguous CA with FR2 configurations (for one or more of the supported configurations in Table A.4.3.2A.3.2-3)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	UL NR FR2 Intra-band non-contiguous CA BW Class Combination 2A
	38.101-2, 5.3A.5
	


<< End of changes >>
