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<Start of first modified section>
–
SIB1
Table 4.6.1-28: SIB1
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellSelectionInfo SEQUENCE {
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	    q-RxLevMin
	-70
	-140 dBm
	RF

	
	-55
	-110 dBm
	SIG AND FR1

	
	ROUND((-110+Delta(NRfs))/2)
	-110+Delta(NRfs)
	SIG AND FR2

	    q-RxLevMinOffset
	Not present
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	    q-RxLevMinSUL
	Not Present
	
	

	
	-70
	-140 dBm
	SUL AND RF

	
	-55
	-110 dBm
	SUL AND SIG

	    q-QualMin
	-20
	-20dB
	QBASED

	
	Not present
	
	

	    q-QualMinOffset
	Not present
	
	

	  }
	
	
	

	  cellAccessRelatedInfo
	CellAccessRelatedInfo
	
	

	  connEstFailureControl
	ConnEstFailureControl
	
	

	  si-SchedulingInfo
	Not present
	
	NR_1

	
	SI-SchedulingInfo
	
	

	  servingCellConfigCommon
	ServingCellConfigCommonSIB
	
	

	  ims-EmergencySupport
	Not present
	
	

	  eCallOverIMS-Support
	Not present
	
	

	  ue-TimersAndConstants
	UE-TimersAndConstants
	
	

	  uac-BarringInfo 
	Not present
	
	

	  useFullResumeID
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	  nonCriticalExtension 
	Not present
	
	

	}
	
	
	

	NOTE 1:
Delta(NRfs) is derived based on calibration procedure defined in the clause 6.1.3.3. NRfs is NR frequency on which SIB1 is broadcasted.

NOTE 2:
ROUND is rounded off to the nearest integer. As an example, ‘1 to 1.49’ set to ‘1’ while ‘1.5 to 2’ to ‘2’.


	Condition
	Explanation 

	
	

	
	

	SUL
	For test cases using SUL frequency for the serving cell, Qrxlevmin is obtained from q-RxLevMinSUL.

	QBASED
	This condition applies to Quality based signalling test cases.

	NR_1
	System information combination NR-1 according table 4.4.3.1.2-1 is applied.


<End of modified section>
