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<Start of first modified section>
–
RLC-BearerConfig
Table 4.6.3-148: RLC-BearerConfig
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	RLC-BearerConfig ::= SEQUENCE {
	
	
	

	  logicalChannelIdentity
	LogicalChannelIdentity with condition DRBn
	
	DRBn

	  logicalChannelIdentity
	LogicalChannelIdentity with condition SRB1
	
	SRB1

	  logicalChannelIdentity
	LogicalChannelIdentity with condition SRB2
	
	SRB2

	  logicalChannelIdentity
	LogicalChannelIdentity with condition SRB3
	
	SRB3

	  servedRadioBearer CHOICE {
	
	
	

	    srb-Identity
	SRB-Identity with condition SRB1
	
	SRB1

	    srb-Identity
	SRB-Identity with condition SRB2
	
	SRB2

	    srb-Identity
	SRB-Identity with condition SRB3
	
	SRB3

	    drb-Identity
	DRB-Identity with condition DRBn
	
	

	  }
	
	
	

	  reestablishRLC
	Not present
	
	

	
	true
	
	Re-establish_RLC

	  rlc-Config
	RLC-Config using condition AM
	
	AM

	
	RLC-Config using condition UM.
	
	UM

	
	Not present
	Use default parameters as per TS 38.331 [6] clause 9.2.1
	SRB1, SRB2, SRB3

	  mac-LogicalChannelConfig
	LogicalChannelConfig using condition HI
	
	AM

	
	LogicalChannelConfig using condition LO
	
	UM

	
	LogicalChannelConfig using condition SRBn
	n= 1, 2, 3 for SRB1, SRB2, SRB3 resp.
	SRB1, SRB2, SRB3

	}
	
	
	


	Condition
	Explanation

	AM
	RLC AM DRB

	UM
	RLC UM DRB

	SRB1
	Establishment of SRB1

	SRB2
	Establishment of SRB2

	SRB3
	Establishment of SRB3

	DRBn
	Establishment of DRBn

	Re-establish_RLC
	Re-establishment of RLC


<End of modified section>
